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Appendix A. Plots of System Performance Check 
 

The plots are shown as follows. 

 











Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26 

System Check_Head_2450MHz_120626 

DUT: D2450V2 - SN: 736   

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2450 MHz; ů = 1.81 mho/m; Ůr = 

37.626; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Pin=250mW/Area Scan (61x61x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 14.707 mW/g 
 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 89.896 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 27.882 W/kg 
SAR(1 g) = 12.9 mW/g; SAR(10 g) = 5.9 mW/g 
Maximum value of SAR (measured) = 14.549 mW/g 

  

  

 
  



0 dB = 14.550mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26 

System Check_Body_2450MHz_120626 

DUT: D2450V2 - SN: 736  

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1 
Medium: MSL_2450_120626 Medium parameters used: f = 2450 MHz; ů = 1.939 mho/m; Ůr = 

53.98; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̅˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̅˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.73, 6.73, 6.73); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM2; Type: SAM; Serial: TP-1477 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Pin=250mW/Area Scan (61x61x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 14.570 mW/g 
 
Pin=250mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 86.869 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 25.068 W/kg 
SAR(1 g) = 12.6 mW/g; SAR(10 g) = 5.9 mW/g 
Maximum value of SAR (measured) = 14.510 mW/g 

  

  

 
  



0 dB = 14.510mW/g



 

 SPORTON INTERNATIONAL (KUNSHAN) INC. Page Number : B1 of B1  

TEL : 86-0512-5790-0158 Report Issued Date : Jun. 27, 2012 

FAX : 86-0512-5790-0958 Report Version : Rev. 03 

 FCC ID : Q78-N859     

 

 

 

  

 

FCC SAR Test Report Report No. : FA250402 

 

Appendix B. Plots of SAR Measurement 
 

The plots are shown as follows. 

 



























Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26 

#33 802.11b_Right Cheek_5.5M_Ch1 

DUT: 250402  

Communication System: WIFI; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2412 MHz; ů = 1.768 mho/m; Ůr = 

37.791; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Ch1/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.229 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.510 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.352 W/kg 
SAR(1 g) = 0.198 mW/g; SAR(10 g) = 0.093 mW/g 
Maximum value of SAR (measured) = 0.214 mW/g 

  

  

 
  



0 dB = 0.210mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26  

#33 802.11b_Right Cheek_5.5M_Ch1_2D 

DUT: 250402  

Communication System: WIFI; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2412 MHz; ů = 1.768 mho/m; Ůr = 

37.791; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Ch1/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.229 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.510 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.352 W/kg 
SAR(1 g) = 0.198 mW/g; SAR(10 g) = 0.093 mW/g 
Maximum value of SAR (measured) = 0.214 mW/g 

  

  

  





Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26 

#34 802.11b_Right Tilted_5.5M_Ch1 

DUT: 250402  

Communication System: WIFI; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2412 MHz; ů = 1.768 mho/m; Ůr = 

37.791; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Ch1/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.227 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.971 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.320 W/kg 
SAR(1 g) = 0.173 mW/g; SAR(10 g) = 0.084 mW/g 
Maximum value of SAR (measured) = 0.188 mW/g 

  

  

 
  



0 dB = 0.190mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26  

#35 802.11b_Left Cheek_5.5M_Ch1 

DUT: 250402  

Communication System: WIFI; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2412 MHz; ů = 1.768 mho/m; Ůr = 

37.791; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Ch1/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.194 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.649 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.452 W/kg 
SAR(1 g) = 0.197 mW/g; SAR(10 g) = 0.083 mW/g 
Maximum value of SAR (measured) = 0.233 mW/g 

  

  

  



0 dB = 0.230mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2012-6-26 

#36 802.11b_Left Tilted_5.5M_Ch1 

DUT: 250402  

Communication System: WIFI; Frequency: 2412 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_120626 Medium parameters used: f = 2412 MHz; ů = 1.768 mho/m; Ůr = 

37.791; ɟ = 1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̄˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̇˱҉ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3697; ConvF(6.67, 6.67, 6.67); Calibrated: 2011-9-2 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1210; Calibrated: 2011-11-18 
- Phantom: SAM1; Type: SAM; Serial: TP-1479 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.4.5 (3634)  

 
Ch1/Area Scan (71x111x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (interpolated) = 0.156 mW/g 
 
Ch1/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.616 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.753 W/kg 
SAR(1 g) = 0.183 mW/g; SAR(10 g) = 0.075 mW/g 
Maximum value of SAR (measured) = 0.161 mW/g 

  

  

  



0 dB = 0.160mW/g






















































































