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1. Statement of Compliance 

The maximum results of Specific Absorption Rate (SAR) found during testing for ZTE CORPORATION 

DUT: WCDMA/GSM (GPRS) Dual-Mode Digital Mobile Phone; Brand Name: ZTE; Model Name: 

Z795G are as follows. 

<Highest Reported standalone SAR Summary> 

Exposure Position Frequency Band 
Reported 1g-SAR 

(W/kg) 
Equipment Class 

Highest Reported 
1g-SAR (W/kg) 

Head 

GSM850 0.60 

PCE 0.60 
GSM1900 0.35 
WCDMA Band V 0.44 
WCDMA Band II 0.60 
WLAN 2.4GHz Band 0.28 DTS 0.28 

Hotspot  
(1cm Gap) 

GSM850 1.16 

PCE 1.34 
GSM1900 1.24 
WCDMA Band V 0.75 
WCDMA Band II 1.34 
WLAN 2.4GHz Band 0.18 DTS 0.18 

Body-worn  
(1cm Gap) 

GSM850 1.10 

PCE 1.10 
GSM1900 0.61 
WCDMA Band V 0.75 
WCDMA Band II 1.02 
WLAN 2.4GHz Band 0.18 DTS 0.18 

 
<Highest Simultaneous transmission SAR> 

Frequency Band Equipment Class Exposure Position 
Highest Reported Simultaneous 

Transmission 1g-SAR (W/kg) 

GSM850/WCDMA Band II PCE 
Body 1.34 

WLAN 2.4GHz Band DTS 

 

Frequency Band Equipment Class Exposure Position 
Highest Reported Simultaneous 

Transmission 1g-SAR (W/kg) 

WCDMA Band II PCE 
Body 1.34 

2.4GHz Bluetooth DSS 

 
This device is in compliance with Specific Absorption Rate (SAR) for general population/uncontrolled 

exposure limits (1.6 W/kg) specified in FCC 47 CFR part 2 (2.1093) and ANSI/IEEE C95.1-1992, and had 

been tested in accordance with the measurement methods and procedures specified in IEEE 1528-2003 and 

FCC OET Bulletin 65 Supplement C (Edition 01-01).  
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2. Administration Data 

2.1 Testing Laboratory 

Test Site SPORTON INTERNATIONAL (KUNSHAN) INC. 

Test Site Location 
No. 3-2, PingXiang Road, Kunshan, Jiangsu Province, P.R.C. 

TEL: +86-0512-5790-0158 
FAX: +86-0512-5790-0958 

 

2.2 Applicant 

Company Name ZTE CORPORATION 

Address  ZTE Plaza, Keji Road South, Hi-Tech, Industrial Park, 

Nanshan District, Shenzhen, Guangdong, 518057, P. R. China 

 

2.3 Manufacturer 

Company Name ZTE CORPORATION 

Address  ZTE Plaza, Keji Road South, Hi-Tech, Industrial Park, 

Nanshan District, Shenzhen, Guangdong, 518057, P. R. China 

 

2.4 Application Details 

Date of Start during the Test Apr. 16, 2013 

Date of End during the Test Apr. 20, 2013 
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3. General Information 

3.1 Description of Equipment Under Test (EUT) 

Product Feature & Specification
DUT WCDMA/GSM (GPRS) Dual-Mode Digital Mobile Phone 
Brand Name ZTE 
Model Name Z795G 
FCC ID Q78-Z795G 
IMEI Code 356735030000633 

TX Frequency 

GSM850: 824.2 MHz ~ 848.8 MHz 
GSM1900: 1850.2 MHz ~ 1909.8 MHz 
WCDMA Band V: 826.4 MHz ~ 846.6 MHz 
WCDMA Band II: 1852.4 MHz ~ 1907.6 MHz 
WLAN 2.4GHz Band: 2412 MHz ~ 2462 MHz 
Bluetooth: 2402 MHz ~ 2480 MHz 

Antenna Type 
WWAN: PIFA Antenna 
WLAN: PIFA Antenna 
Bluetooth: PIFA Antenna 

HW Version whwA 
SW Version 1.0.0 

Uplink Modulations 

GSM / GPRS: GMSK 
EDGE: GMSK / 8PSK 
WCDMA (Rel 99): QPSK 
HSDPA (Rel 6): QPSK 
802.11b: DSSS (DBPSK / DQPSK / CCK) 
802.11g/n: OFDM (BPSK / QPSK / 16QAM / 64QAM) 
Bluetooth BDR : GFSK 
Bluetooth EDR : �Œ/4-DQPSK, 8-DPSK 
Bluetooth 4.0 LE: GFSK 

Transfer Mode 
Category 

Class B – EUT cannot support Packet Switched and Circuit Switched Network simultaneously but 
can automatically switch between Packet and Circuit Switched Network. 

DUT Stage Identical Prototype 
Remark: The above EUT's information was declared by manufacturer. Please refer to the specifications or user's manual 
for more detailed description. 
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3.2 Maximum RF output power among production units 

Mode 
GSM 850 GSM 1900

Average power(dBm) 

GSM (GMSK, 1 Tx slot) 33.5 30 

GPRS/EDGE (GMSK, 1 Tx slot) 33.5 30 

GPRS/EDGE (GMSK, 2 Tx slots) 31 28 

EDGE (8PSK, 1 Tx slot) 27.5 26.5 

EDGE (8PSK, 2 Tx slots) 26.5 25 

 

Mode 
Average power(dBm) 

WCDMA Band V WCDMA Band II 

AMR 12.2Kbps 23.5 23 

RMC 12.2Kbps 23.5 23 

HSDPA Subtest-1 21.5 21.5 

HSDPA Subtest-2 21.5 21.5 

HSDPA Subtest-3 21.5 21.5 

HSDPA Subtest-4 21.5 21.5 

 
 

IEEE 802.11 Average power(dBm) 

Mode/Band a b g n-HT20 

WLAN 2.4GHz  14 13 12 

 
 

Mode / Band 
Bluetooth 

1Mbps 2Mbps 3Mbps BT4.0-LE 
(GFSK) �Œ/4-DQPSK (8-DPSK) (GFSK) 

2.4GHz Bluetooth 8 7 7 1 
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3.3 Applied Standard 

The Specific Absorption Rate (SAR) testing specification, method, and procedure for this device is in accordance with 
the following standards: 
�˜ �� FCC 47 CFR Part 2 (2.1093) 
�˜ �� ANSI/IEEE C95.1-1992 
�˜ �� IEEE 1528-2003 
�˜ �� FCC OET Bulletin 65 Supplement C (Edition 01-01) 
�˜ �� FCC KDB 447498 D01 v05 
�˜ �� FCC KDB 648474 D04 v01 
�˜ �� FCC KDB 248227 D01 v01r02 
�˜ �� FCC KDB 941225 D01 v02 
�˜ �� FCC KDB 941225 D03 v01 
�˜ �� FCC KDB 941225 D06 v01 
�˜ �� FCC KDB 865664 D01 v01 

 

3.4 Device Category and SAR Limits 

This device belongs to portable device category because its radiating structure is allowed to be used within 20 
centimeters of the body of the user. Limit for General Population/Uncontrolled exposure should be applied for this 
device, it is 1.6 W/kg as averaged over any 1 gram of tissue. 
 

3.5 Test Conditions 

3.5.1 Ambient Condition 

Ambient Temperature 20 to 24 �:  
Humidity < 60 % 

 

3.5.2 Test Configuration 

For WWAN SAR testing, the device was controlled by using a base station emulator. Communication between the 

device and the emulator was established by air link. The distance between the EUT and the antenna of the 

emulator is larger than 50 cm and the output power radiated from the emulator antenna is at least 30 dB smaller 

than the output power of EUT. 

 

During WLAN SAR testing EUT is configured with the WLAN continuous TX tool, and the transmission duty factor 

was monitored on the spectrum analyzer with zero-span setting 

 

For WLAN SAR testing, WLAN engineering testing software installed on the EUT can provide continuous 

transmitting RF signal.  
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4. Specific Absorption Rate (SAR) 

4.1 Introduction 

SAR is related to the rate at which energy is absorbed per unit mass in an object exposed to a radio field. The SAR 
distribution in a biological body is complicated and is usually carried out by experimental techniques or numerical 
modeling. The standard recommends limits for two tiers of groups, occupational/controlled and general 
population/uncontrolled, based on a person’s awareness and ability to exercise control over his or her exposure. In 
general, occupational/controlled exposure limits are higher than the limits for general population/uncontrolled. 

 

4.2 SAR Definition 

The SAR definition is the time derivative (rate) of the incremental energy (dW) absorbed by (dissipated in) an 
incremental mass (dm) contained in a volume element (dv) of a given density (�!). The equation description is as 
below: 

���ï�� 
L
��
����


l
����
����


p
L
��
����


l
����

É����


p 

SAR is expressed in units of Watts per kilogram (W/kg) 

SAR measurement can be either related to the temperature elevation in tissue by 

���ï�� 
L �ñ 
l

¼��

¼��


p 

Where: C is the specific heat capacity, �/T is the temperature rise and �/t is the exposure duration, or related to the 
electrical field in the tissue by 

���ï�� 
L

Ë���ó��
Û


É
 

Where: �1 is the conductivity of the tissue, �! is the mass density of the tissue and E is the RMS electrical field strength. 

 

However for evaluating SAR of low power transmitter, electrical field measurement is typically applied. 
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5. SAR Measurement System 

 
Fig 5.1 SPEAG DASY System Configurations 

The DASY system for performance compliance tests is illustrated above graphically. This system consists of the 
following items: 

�¾ A standard high precision 6-axis robot with controller, a teach pendant and software 
�¾ A data acquisition electronic (DAE) attached to the robot arm extension 
�¾ A dosimetric probe equipped with an optical surface detector system 
�¾ The electro-optical converter (EOC) performs the conversion between optical and electrical signals 
�¾ A measurement server performs the time critical tasks such as signal filtering, control of the robot operation 

and fast movement interrupts. 
�¾ A probe alignment unit which improves the accuracy of the probe positioning 
�¾ A computer operating Windows XP 
�¾ DASY software 
�¾ Remove control with teach pendant and additional circuitry for robot safety such as warming lamps, etc. 
�¾ The SAM twin phantom 
�¾ A device holder 
�¾ Tissue simulating liquid 
�¾ Dipole for evaluating the proper functioning of the system 

Component details are described in in the following sub-sections. 
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5.7 Data Storage and Evaluation 

5.7.1 Data Storage 

The DASY software stores the assessed data from the data acquisition electronics as raw data (in microvolt 
readings from the probe sensors), together with all the necessary software parameters for the data evaluation 
(probe calibration data, liquid parameters and device frequency and modulation data) in measurement files. The 
post-processing software evaluates the desired unit and format for output each time the data is visualized or 
exported. This allows verification of the complete software setup even after the measurement and allows correction 
of erroneous parameter settings. For example, if a measurement has been performed with an incorrect crest factor 
parameter in the device setup, the parameter can be corrected afterwards and the data can be reevaluated. 

The measured data can be visualized or exported in different units or formats, depending on the selected probe 
type (e.g., [V/m], [A/m], [mW/g]). Some of these units are not available in certain situations or give meaningless 
results, e.g., a SAR-output in a non-lose media, will always be zero. Raw data can also be exported to perform the 
evaluation with other software packages. 

 

5.7.2 Data Evaluation 

The DASY post-processing software (SEMCAD) automatically executes the following procedures to calculate the 
field units from the microvolt readings at the probe connector. The parameters used in the evaluation are stored in 
the configuration modules of the software�š  

Probe parameters�š  - Sensitivity     Normi, ai0, ai1, ai2 
 - Conversion factor    ConvFi 
 - Diode compression point   dcpi 

Device parameters�š  - Frequency     f 
 - Crest factor     cf 

Media parameters�š  - Conductivity     �1 
 - Density     �! 

These parameters must be set correctly in the software. They can be found in the component documents or they 
can be imported into the software from the configuration files issued for the DASY components. In the direct 
measuring mode of the multi-meter option, the parameters of the actual system setup are used. In the scan 
visualization and export modes, the parameters stored in the corresponding document files are used. 

The first step of the evaluation is a linearization of the filtered input signal to account for the compression 
characteristics of the detector diode. The compensation depends on the input signal, the diode type and the 
DC-transmission factor from the diode to the evaluation electronics. If the exciting field is pulsed, the crest factor of 
the signal must be known to correctly compensate for peak power. 
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The formula for each channel can be given as�š  

���� 
 L � ��� 
 E � ���

Û�®

����
������ ��

 

with Vi = compensated signal of channel i, (i = x, y, z) 
 Ui = input signal of channel i, (i = x, y, z) 
 cf = crest factor of exciting field (DASY parameter) 
 dcpi = diode compression point (DASY parameter) 

From the compensated input signals, the primary field data for each channel can be evaluated�š  

E-field Probes�š �ó�� 
L 
§
����

�ü������ ���®�ñ�������ô
 

H-field Probes�š �ö�� 
L 
¥���� �®
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Ù�>�	��
Ú���>�	��
Û��
Û

��
 

with Vi = compensated signal of channel i, (i = x, y, z) 
 Normi = sensor sensitivity of channel i, (i = x, y, z), ��V/(V/m)2 for E-field Probes 
 ConvF = sensitivity enhancement in solution 
 aij = sensor sensitivity factors for H-field probes 
 f = carrier frequency [GHz] 
 Ei = electric field strength of channel i in V/m 
 Hi = magnetic field strength of channel i in A/m 

 

The RSS value of the field components gives the total field strength (Hermitian magnitude)�š  

�ó������ 
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Û
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Û 

The primary field data are used to calculate the derived field units. 
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with SAR = local specific absorption rate in mW/g 
 Etot = total field strength in V/m 
 �1 = conductivity in [mho/m] or [Siemens/m] 
 �! = equivalent tissue density in g/cm3 

Note that the density is set to 1, to account for actual head tissue density rather than the density of the tissue 
simulating liquid.  
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5.8 Test Equipment List 

Manufacturer Name of Equipment Type/Model Serial Number 
Calibration 

Last Cal. Due Date 

SPEAG 835MHz System Validation Kit D835V2 4d091 Nov. 18, 2011 Nov. 16, 2013

SPEAG 1900MHz System Validation Kit D1900V2 5d118 Nov. 21, 2011 Nov. 16, 2013

SPEAG 2450MHz System Validation Kit D2450V2 736 Jul. 25, 2011 Jul. 24, 2013

SPEAG Data Acquisition Electronics DAE4 1210 Dec. 05, 2012 Dec. 04, 2013

SPEAG Dosimetric E-Field Probe EX3DV4 3857 Jun. 20, 2012 Jun. 19, 2013

SPEAG SAM Twin Phantom QD 000 P40 CB TP-1477 NCR NCR 

SPEAG SAM Twin Phantom QD 000 P40 CB TP-1479 NCR NCR 

SPEAG Phone Positioner N/A N/A NCR NCR 

Agilent Wireless Communication Test Set E5515C MY48367160 Oct. 25, 2012 Oct. 24, 2013

R&S Universal Radio Communication Tester CMU200 116456 Sep. 19, 2012 Sep. 18, 2013

Agilent ENA Series Network Analyzer E5071C MY46111157 Apr. 13, 2012 Apr. 12, 2013

R&S Signal Generator SMR40 100455 Jan. 18, 2013 Jan. 17, 2014

Agilent Power Meter E4416A MY45101555 Aug. 22, 2012 Aug. 21, 2013

Agilent Power Sensor E9327A MY44421198 Aug. 22, 2012 Aug. 21, 2013

Agilent Dual Directional Coupler 778D 50422 Note 4 

Woken Attenuator 1 WK0602-XX N/A Note 4 

PE Attenuator 2 PE7005-10 N/A Note 4 

PE Attenuator 3 PE7005-3 N/A Note 4 

Agilent Dielectric Probe Kit 85070D US01440205 Note 5 

AR Power Amplifier 5S1G4M2 0328767 Note 6  

R&S Spectrum Analyzer FSP30 101399 Jun. 01, 2012 May 31, 2013

Table 5.1 Test Equipment List 
Note:  
1. The calibration certificate of DASY can be referred to appendix C of this report.  
2. Referring to KDB 865664 D01v01, the dipole calibration interval can be extended to 3 years with justification. The 

dipoles are also not physically damaged, or repaired during the interval. 
3. The justification data of dipole D835V2, SN: 4d091, D1900V2, SN: 5d118, D2450V2, SN: 736 can be found in 

appendix C. The return loss is < -20dB, within 20% of prior calibration, the impedance is within 5 ohm of prior 
calibration. 

4. The Insertion Loss calibration of Dual Directional Coupler and Attenuator were characterized via the network 
analyzer and compensated during system check. 

5. The dielectric probe kit was calibrated via the network analyzer, with the specified procedure (calibrated in pure 
water) and calibration kit (standard) short circuit, before the dielectric measurement. The specific procedure and 
calibration kit are provided by Agilent. 

6. In system check we need to monitor the level on the power meter, and adjust the power amplifier level to have 
precise power level to the dipole; the measured SAR will be normalized to 1W input power according to the ratio of 
1W to the input power to the dipole. For system check, the calibration of the power amplifier is deemed not critically 
required for correct measurement; the power meter is critical and we do have calibration for it 

7. Attenuator 1 insertion loss is calibrated by the network Analyzer, which the calibration is valid, before system 
check. 
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7. SAR System Verification 

Each DASY system is equipped with one or more system validation kits. These units, together with the predefined 
measurement procedures within the DASY software, enable the user to conduct the system performance check and 
system validation. System validation kit includes a dipole, tripod holder to fix it underneath the flat phantom and a 
corresponding distance holder. 

 

7.1 Purpose of System Performance check 

The system performance check verifies that the system operates within its specifications. System and operator errors 
can be detected and corrected. It is recommended that the system performance check be performed prior to any 
usage of the system in order to guarantee reproducible results. The system performance check uses normal SAR 
measurements in a simplified setup with a well characterized source. This setup was selected to give a high 
sensitivity to all parameters that might fail or vary over time. The system check does not intend to replace the 
calibration of the components, but indicates situations where the system uncertainty is exceeded due to drift or 
failure. 

 

7.2 System Setup 

In the simplified setup for system evaluation, the EUT is replaced by a calibrated dipole and the power source is 
replaced by a continuous wave that comes from a signal generator. The calibrated dipole must be placed beneath the 
flat phantom section of the SAM twin phantom with the correct distance holder. The distance holder should touch the 
phantom surface with a light pressure at the reference marking and be oriented parallel to the long side of the 
phantom. The equipment setup is shown below: 

PM1

Att1
x

Dipole

3D Probe positioner

Flat Phantom

Field probe

Signal 
Generator

Amp 3dB

Att3

Dir.Coupler

Att2

PM2

Cable

PM3

s

     Spacer 

 
Fig 7.1 System Setup for System Evaluation  
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8. EUT Testing Position 

This EUT was tested in ten different positions. They are right cheek/right tilted/left cheek/left tilted for Head, 
Front/Back/Right Side/Left Side/Top Side/Bottom Side of the EUT with phantom 1 cm gap, as illustrated below, 
please refer to Appendix D for the test setup photos. 

 

8.1 Define two imaginary lines on the handset 

(a) The vertical centerline passes through two points on the front side of the handset - the midpoint of the 
width wt of the handset at the level of the acoustic output, and the midpoint of the width wb of the bottom of 
the handset. 

(b) The horizontal line is perpendicular to the vertical centerline and passes through the center of the acoustic 
output. The horizontal line is also tangential to the face of the handset at point A. 

(c) The two lines intersect at point A. Note that for many handsets, point A coincides with the center of the 
acoustic output; however, the acoustic output may be located elsewhere on the horizontal line. Also note 
that the vertical centerline is not necessarily parallel to the front face of the handset, especially for 
clamshell handsets, handsets with flip covers, and other irregularly shaped handsets. 

Fig 8.1 Illustration for Handset Vertical and Horizontal Reference Lines 
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8.4 Body Worn Position 

(a) To position the device parallel to the phantom surface with either keypad up or down. 

(b) To adjust the device parallel to the flat phantom. 

(c) To adjust the distance between the device surface and the flat phantom to 1 cm. 

Fig 8.4 Illustration for Body Worn Position 

8.5 Hotspot Position 

(a) To position the device parallel to the phantom surface with all sides and either keypad up or down. 

(b) To adjust the device parallel to the flat phantom. 

(c) To adjust the distance between the device and the flat phantom to 1 cm. 

 

<EUT Setup Photos>  

Please refer to Appendix D for the test setup photos.  
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9. Measurement Procedures 

The measurement procedures are as follows: 

<Conducted power measurement> 
(a) For WWAN power measurement, use base station simulator to configure EUT WWAN transmission in conducted 

connection with RF cable, at maximum power in each supported wireless interface and frequency band. 
(b) Read the WWAN RF power level from the base station simulator. 
(c) For WLAN/BT power measurement, use engineering software to configure EUT WLAN/BT continuously 

transmission, at maximum RF power in each supported wireless interface and frequency band  
(d) Connect EUT RF port through RF cable to the power meter, and measure WLAN/BT output power 

 

<SAR measurement> 
(a) Use base station simulator to configure EUT WWAN transmission in radiated connection, and engineering 

software to configure EUT WLAN/BT continuously transmission, at maximum RF power, in the highest power 
channel. 

(b) Place the EUT in the positions as Appendix D demonstrates. 
(c) Set scan area, grid size and other setting on the DASY software.  
(d) Measure SAR results for the highest power channel on each testing position. 
(e) Find out the largest SAR result on these testing positions of each band 
(f) Measure SAR results for other channels in worst SAR testing position if the reported SAR of highest power 

channel is larger than 0.8 W/kg 
 

According to the test standard, the recommended procedure for assessing the peak spatial-average SAR value 
consists of the following steps: 

(a) Power reference measurement 
(b) Area scan 
(c) Zoom scan 
(d) Power drift measurement 

 

9.1 Spatial Peak SAR Evaluation 

The procedure for spatial peak SAR evaluation has been implemented according to the test standard. It can be 
conducted for 1g and 10g, as well as for user-specific masses. The DASY software includes all numerical 
procedures necessary to evaluate the spatial peak SAR value. 

The base for the evaluation is a "cube" measurement. The measured volume must include the 1g and 10g cubes 
with the highest averaged SAR values. For that purpose, the center of the measured volume is aligned to the 
interpolated peak SAR value of a previously performed area scan. 

The entire evaluation of the spatial peak values is performed within the post-processing engine (SEMCAD). The 
system always gives the maximum values for the 1g and 10g cubes. The algorithm to find the cube with highest 
averaged SAR is divided into the following stages: 

(a) Extraction of the measured data (grid and values) from the Zoom Scan 
(b) Calculation of the SAR value at every measurement point based on all stored data (A/D values and 

measurement parameters) 
(c) Generation of a high-resolution mesh within the measured volume 
(d) Interpolation of all measured values form the measurement grid to the high-resolution grid 
(e) Extrapolation of the entire 3-D field distribution to the phantom surface over the distance from sensor to surface 
(f) Calculation of the averaged SAR within masses of 1g and 10g 

  
































































