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Copyright Notice

Copyright@ 2023 BEC Technologies Inc. All rights reserved.

BEC Technologies reserves the right to change and make improvement to this manual at any time
without prior notice.

No part of this document may be reproduced, copied, transmitted in any form or by any means without
prior written permission from BEC Technologies, Inc.

Support Contact Information

If you come across any problems, please contact the dealer from where you have purchased the
product or contact BEC directly via the following methods:

Submit A Ticket Send An Email Contact By Phone
https://helpdesk.becentral.io/ teamsupport@bectechnologies.net +1-972-422-0877 Option 2
Create an account and submit support Please include a description of the issue, Our Support Team is available by
requests in our Help Desk Portal. We will | product model. firmware version, application | phone Monday through Friday 9am to

respend to your ticket during our normal involved, and any relevant error messages. S5pm CST

working hours.
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Introduction -

CHAPTER 1: INTRODUCTION

Introduction to your Router

Congratulations on your purchase of the AirConnect® 8112 5G Enterprise Router

The AirConnect® 8112 5G Enterprise Router is adapts 3GPP Rel 16 and supports 5G sub-6 GHz
Non-Standalone (NSA) and Standalone (SA) modes, specfically n2 frequency band (1900 MHz).

The AirConnect® 8112 5G Enterprise Router is a high-performance platform, featuring Dual-WAN
interfaces (5G NR and GigaConnect® Ethernet WAN), 4-port Gigabit Ethernet Switch, USB 2.0
interface, high-power Wi-Fi 5 802.11ac dual-band 4x4 MU-MIMO Wi-Fi access point, hotspot/captive
portal, dynamic routing, QoS and robust Firewall security. with a dedicated Gigabit EWAN interface.

Designed for performance, AirConnect® 8112 provides more flexibility and speed in network
deployment. Help network operators meet the demand for higher bandwidth.

Cellular Network and Fixed Broadband Services Ready

The AirConnect® 8112 feature fully automated failover between the 5G and gigabit wired Ethernet
WAN interfaces to ensure "always-on” connectivity for minimum service interruption. This seamless
automatic failover with traffic prioritization in the event of an Internet connectivity failure of the primary
WAN interface, traffic is automatically redirected to the secondary WAN interface. This functionality
operates regardless of whether the primary connection is 5G or a wired connection.

Exceeding Wi-Fi Expectations and Ease-of-Use Captive Portal

The AirConnect® 8112 provides a carrier-class Wi-Fi network optimized for signal strength and robust
coverage using powerful Wi-Fi 5 802.11ac Wave 2 4x4 MU-MIMO technology. The dual-band access
delivers extremely fast Wi-Fi speeds of up to up to 2300 Mbps data rate (1700 Mbps in the 5 GHz
band and 600 Mbps in the 2.4 GHz band). The multi-user, multiple-input, multiple-output technology
(MU-MIMO) is capable of communicating with multiple devices at the same providing better network
efficiency and traffic capacity. The captive portal enables highly secure connectivity with multiple
authentication options and extensive controls for access and bandwidth management. Customization
options allow for operator logos, branding, or advertisement placement

Advanced Quality of Service (QoS) Framework

The AirConnect® 8112 supports a QoS framework based on the EPS bearer model. Default bearers
are supported for best e-ort services and multiple dedicated bearers, GBR (guaranteed bit rate)
resource types and QoS class of identifiers (QCI) are supported for real-time voice and video
applications that require dedicated network resources. BEC's comprehensive QoS capabilities,
leverage IP QoS concepts and standards such as Diff-Serv along with the 5G QoS framework to
achieve the best QoE (Quality of Experience) for each subscriber.

BECentral® CloudEdge Service Platform

The AirConnect® 8112 seamlessly integrates in BECentral® CloudEdge, our Industry-leading
cloud-based service platform designed to accelerate 5G Wireless WAN connectivity for deployments
of any scale. The platform enables zero-touch provisioning and provides visual dashboards with
real-time analytics, detailed reporting, historical analysis, performance monitoring, proactive
alerts/notications, and API extensibility for 3rd party integration..

AirConnect® 8112 5G Enterprise Router User Manual
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Internet Protocol version 6 (IPv6) is a version of the Internet Protocol that is designed to succeed IPv4.
IPv6 has a vastly larger address space than IPv4. The router is already supporting IPv6, you can use it
in IPv6 environment no need to change device. The dual-stack protocol implementation in an
operating system is a fundamental IPv4-to-IPv6 transition technology. It implements IPv4 and IPv6
protocol stacks either independently or in a hybrid form. The hybrid form is commonly implemented in
modern operating systems supporting IPv6.

IPv6 Supported

Quick Start Wizard

Support a WEB GUI page to install this device quickly. With this wizard, simple steps will get you
connected to the Internet immediately.

Firmware Upgradeable

Device can be upgraded to the latest firmware through the WEB based GUI or centrally via
BECentral® CloudEdge.

AirConnect® 8112 5G Enterprise Router User Manual
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Features & Specifications
Features & Specifications

» 5G SA/NSA high-speed mobile broadband connectivity over n2 frequency band (1900 MHz).
* Gigabit Ethernet WAN (GbE WAN) for Cable/Fiber/xDSL high WAN throughput

* Gigabit Ethernet LAN

* IPv6 ready (IPv4/IPv6 dual stack)

 Multiple wireless SSIDs with wireless guest access and client isolation

« IEEE 802.11 a/ac/b/g/n compliant Wireless Access Point with Wi-Fi Protected Setup (WPS)
» Wi-Fi Protected Access (WPA-PSK/ WPA2-PSK) and Wired Equivalent Privacy (WEP)

« SOHO Firewall Security with DoS Preventing and Packet Filtering

« Quality of Service Control for traffic prioritization management

« Universal Plug and Play (UPnP) Compliance

* Ease of Use with Quick Installation Wizard

« One USB port for NAS (FTP/ SAMBA server)

* [deal for SOHO, office, and home users

Network Protocols and Features

« IPv4, IPv6 or IPv4 / IPv6 Dual Stack

« Pv6 in IPv4 (6RD) / IPv4 in IPv6 (DS-Lite) / IPv6-464XLAT
« NAT, static (v4/v6) routing and RIP-1/2

« DHCPv4 / v6

« Universal Plug and Play (UPnP) Compliant

« Dynamic Domain Name System (DDNS)

« Virtual Server and DMZ

* SNTP, DNS proxy

* IGMP snooping and IGMP proxy

« MLD snooping and MLD proxy

AirConnect® 8112 5G Enterprise Router User Manual
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Features & Specifications

Firewall

* Built-in NAT Firewall

« Stateful Packet Inspection (SPI)

» DoS attack prevention including Land Attack, Ping of Death, etc.
* Access control

* IP&MAC filter, URL Content Filter

» Password protection for system management

* VPN pass-through

Quality of Service Control

«Traffic prioritization management based-on Protocol, Port Number and IP Address (IPv4/ IPv6)
 Uplink and Downlink Bandwidth Control

Wireless LAN
« Compliant with IEEE 802.11 a/b/g/n/ac standards
+ 802.11n 2.4GHz 3%3 & 802.11ac 5GHz 4x4 Wave2
- 5,10, 20, 40, 80, 80+80, 160MHz Channel Bandwidth
» Up to 600Mbps (2.4GHz) & 1700Mbps (5GHz) wireless data PHY rate
» 64/128 bits WEP supported for encryption
 Wireless security with WPA-PSK, WPA2-PSK, Mixed WPA/WAP2-PSK, (TKIP/AES),
802.1x/Radius
* AP, Client Bridge and WDS Operational Modes
« Multiple SSID (4 SSIDs), BSSID
» Wireless MAC filtering
*» Wireless Client Isolation
» Wi-Fi Hotspot with Captive Portal
» Dynamic, Wi-Fi client rate-limiting
* Supports up to 4 Spatial Streams & TX Beamforming

* Supports Hardware-based Airtime Fairness (QoS)

USB Application Server

» Storage/NAS: SAMBA Server, FTP Server
* 5G Mobile Internet Connection

AirConnect® 8112 5G Enterprise Router User Manual
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Management
* Quick Installation wizard
» Web-based GUI for remote and local management (IPv4/IPv6)
 Firmware upgrades and configuration data upload and download via web-based GUI
» Supports DHCP server / client / relay
* Supports SNMP v1, v2, v3, MIB-I and MIB-I
» TR-069 supports remote management
- BECentral® Remote Management
 Syslog monitoring

» SMS Control function for status and reboot

VPN/Tunneling
 IPSec, OpenVPN, PPTP, L2TP VPN Tunneling
* GRE (up to 8 tunnels)
« Embedded PPTP / L2TP / IPSec / OpenVPN Client and Server
» IKE Key Management
» MPPE Encryption for PPTP
« IPSec DES, 3DES, and AES encryption

AirConnect® 8112 5G Enterprise Router User Manual
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Hardware Specifications

Physical interface
« SIM card slot: Mini SIM card (2FF) slot for mobile broadband connectivity
» Wireless on/off and WPS push button
« Factory default reset button
« Ethernet: 4-port 10 / 100 / 1000Mbps auto-crossover (MDI / MDI-X) Switch
- 1 x Versatile Port: LAN 4 / WAN
« USB: USB 2.0 port for storage service
« Power DC Jack
* Power Button On/Off
« LED Indicators

Physical Specifications
* Dimensions (W*H*D): 9.04" x 6.10" x 1.69"(229.5mm x 155mm x 43mm)

Power Requirement
* Input: 15V DC, 2.0A

Operating Temperature
» Operating temperature: 32° to 104°F ( 0° to 40°C)
* Storage temperature: — 4° to 158°F ( -20° to 70°C )
* Humidity: 20 ~ 95% non-condensing

AirConnect® 8112 5G Enterprise Router User Manual
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Application Diagrams
Application Diagrams

The AirConnect® 8112 5G Enterprise Router is an all-in-one router, supporting multiple WAN
connection options (5G, Fixed Broadband and Auto WAN Failover) to connect to the Internet.

5G Router Mode

With an embedded 5G module, the router can be used to connect to high-speed mobile fixed wireless
connection.
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FTTH / Broadband Router Mode

This router also has a Gigabits Ethernet WAN port (EWAN) to connect with your Fiber / Cable/ xDSL
modem.
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Automatic WAN Failove

The automatic failover ensures uninterrupted operation and 24/7 Internet availability. When Primary
WAN connection fails, the Secondary connection will back up the Internet connection seamlessly.
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CHAPTER 2: PRODUCT OVERVIEW
Important Note for Using This Router

4 )

Do not use the router in high humidity or high temperature.

<

v" Do not use the same power source for the BEC 8112 on other
equipment.

v" Do not open or repair the case yourself. If the device becomes

Warning too hot, turn off the power immediately and have it repaired at
a qualified service center.
\ v" Avoid using this product and all accessories outdoors. /
v'  Place the router on a stable surface.
v' Only use the power adapter that comes with the package. Using
a different voltage rating power adaptor may damage the router.
Attention

\ _J
What’s in the Box

v' AirConnect® 8112 5G Enterprise Router x 1
v' Vertical Stand x 1
v" Quick Start Guide x 1
v RJ-45 Ethernet Cable x 1
v DC Power Adapter x 1
' d B 4 = ; o\ Fi ™ i N
AirC t k Start Guid -
8112 :vr'ith eg;l'tirc‘:ﬁgtand Qmﬁ‘his Dogument)w © Etheﬁ;jefgabb Power Adapter
o J L i L

AirConnect® 8112 5G Enterprise Router User Manual
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Device Description / Front Panel LEDs

Device Description

Front Panel LEDs

= L e B =) all

1 2 3 4 uss  246GHz 5CHz  wps SIGNAL INET

= 11 | | I 1=

LED STATUS DESCRIPTION
Green System is up and ready
Power U Red Boot failure
Green Transmission speed is at Gigabit speed (1000Mbps)
Ethernet Port o .
LAN1-4 Orange Transmission speed is at 10/100Mbps
Blinking Data being transmitted/received
usB Green Connecting to hard drive for storage or file sharing, etc.
Wi-Fi = Green Wireless connection to 2.4GHz or 5GHz network is established
2.4GHz /| 5GHz | Blinking Data being transmitted / received
WPS Green Wireless device(s) being connected successfully via WPS mode
Blinking WPS is enabled and trying to establish a WPS connection
Green RSSI greater than -69 dBm. Excellent signal condition
Green
Flashing RSSI from -81 to -69 dBm. Good signal condition
(@) Quickly
Orange
5G Flashing RSSI from -99 to -81 dBm. Fair signal condition
(Received Quickly
Signal Orange
Strength Flashing RSSI less than -99 dBm. Poor signal condition
Indicator) Slowly
Orange No signal and the 5G module is in service
Off No 5G module or 5G module fails
Green WAN IP is received, and traffic is passing thru the device
Internet Red Cannot get a WAN/public IP address
Off The device is either in bridged mode or WAN connection not ready.

AirConnect® 8112 5G Enterprise Router User Manual



Rear Panel Connectors

Product Overview
Device Description / Rear Panel Connectors

PORT

1
=—= | SIM Card Slot
SIM

MEANING

Insert the mini-SIM card (2FF) with the gold contact facing down
Push the mini-SIM card (2FF) inwards to eject it

WPS &

a ,)) Wireless On/Off

By controlling the pressing time, users can achieve two different effects:

(1) WPS': Press &hold the button for less than 6 seconds to trigger
WPS function.

(2) Wireless ON/OFF button: Press & hold the button for more than 6
seconds to enable or disable the wireless.
* Refer to the WPS section in the User Manual for more details.

3 Reset

After the device is powered on, press it 6 seconds or above: to restore
to factory default settings (this is used when you cannot login to the
router, e.g., forgot your password)

Gigabit LAN Ethernet
(1-4)

Connect a UTP Ethernet cable (Cat-5 or Cat-5¢) to one of the four LAN
ports when connecting to a PC or an office/home network of 10Mbps
/100Mbps /1000Mbps

* Ethernet WAN/4

Connect to Fiber/ Cable/ xDSL Modem with a RJ-45 cable, for
broadband connectivity

Note: LAN 4 automatically becomes an ethernet WAN port when the ETH
WAN internet interface is being selected in the GUI

5 UsSB

Mainly for storage and file sharing

6 DC Power Jack

Connect the supplied Power Adapter to this jack

7 Power ON/OFF

Power ON/OFF switch

AirConnect® 8112 5G Enterprise Router User Manual




Product Overview
System Recovery Procedures
System Recovery Procedures

The purpose is to allow users to restore the AirConnect® 8112 to its initial stage when the device is
outage, upgraded to a wrong / broken firmware, cannot access to the GUI with wrong username and/or
password, etc.

Step 1 — Configure your PC Network IP Address|

Before performing the system recovery, assign this IP address and Netmask to your PC,
192.168.1.100 and 255.255.255.0 respectively.

Step 2 — Reset your AirConnect® 8112
2.1 Power off your AirConnect® 8112

2.2 Power on the AirConnect® 8112 while pushing the RESET button with a small pointed object
(such as paper clip, needle, toothpick, and etc.).

2.3 When the POWER LED turns RED, keep holding and pushing the RESET button for more 6
seconds then release it. The INTERNET LED will flash in GREEN afterward.

Step 3 — Restore your 8112

With INTERNET light flashes green, AirConnect® 8112 is in recovery mode and ready for a new
Firmware.

3.1 Open a web browser and type the IP address, 192.168.1.1, to access to the recovery page.

NOTE: In the recovery mode, 8112 will not respond to any PING or other requests.
3.2 Browse to the new Firmware image file then click Upload to start the upgrade process.
3.3 INTERNET LED turns red means the Firmware upgrade is in process.
DO NOT power off or reboot the device, it would permanently damage your 8112.
3.4 INTERNET LED turns green after the Firmware upgrade completed
3.5 Power cycle on & off to regain access to your AirConnect® 8112.

AirConnect® 8112 5G Enterprise Router User Manual
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Cabling

One of the most common causes of problems is bad cabling. Make sure that all connected devices are
turned on. On the front panel of the product is a bank of LEDs. Verify that the LAN Link and LEDs are
lit. If they are not, verify that you are using the proper cables.

Cabling

Make sure that all other devices (e.g. telephones, fax machines, analogue modems) connected to the
same telephone line as your BEC router have a line filter connected between them and the wall socket
(unless you are using a Central Splitter or Central Filter installed by a qualified and licensed electrician),
and that all line filters are correctly installed in a right way. If the line filter is not correctly installed and
connected, it may cause problems to your connection or may result in frequent disconnections.

AirConnect® 8112 5G Enterprise Router User Manual
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CHAPTER 3: BASIC INSTALLATION

The router can be configured with your web browser. A web browser is included as a standard
application in the following operating systems: Windows XP / 7 / 8 / Vista, Linux, Mac OS, etc. The
product provides an easy and user-friendly interface for configuration.

PCs must have an Ethernet interface installed properly and be connected to the router either directly or
through an external repeater hub and have TCP/IP installed or configured to obtain an IP address
through a DHCP server or a fixed IP address that must be in the same subnet as the router. The
default IP address of the router is 192.168.1.254 and the subnet mask is 255.255.255.0 (i.e. any
attached PC must be in the same subnet and have an IP address in the range of 192.168.1.1 to
192.168.1.253). The best and easiest way is to configure the PC to get an IP address automatically
from the router using DHCP. If you encounter any problems accessing the router’s web interface it may
also be advisable to uninstall any kind of software firewall on your PCs, as they can cause problems
accessing the 192.168.1.254 |IP address of the router. Users should make their own decisions on how
to best protect their network.

Please follow the steps below for your PC’s network environment installation. First of all, please check
your PC’s network components. The TCP/IP protocol stack and Ethernet network adapter must be
installed. If not, please refer to your Windows-related or other operating system manuals.

4 )

”0’5' Any TCP/IP capable workstation can be used to communicate with or
through the AirConnect® 8112. To configure other types of
& workstations, please consult the manufacturer’s documentation.

\_ J
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Basic Installation
Network Configuration — Windows 10 (IPv4)

Network Configuration — IPv4

Configuring PC in Windows 10 (IPv4)

6.

Click E
Click

Then click on Network and Internet.

23N
{ )
N

Under Related settings, select
Network and Sharing Center

When the Network and Sharing
Center window pops up, select and
click on Change adapter settings on
the left window panel.

Select the Local Area Connection,
and right click the icon to select
Properties.

Related settings
Change adapter options

Change advanced sharing options

Network and Sharing Center

HomeGroup
Internet options

Windows Firewall

@vvh <« Metwork and Internet. » Network and Sharing Center

Coritrol Panel Home

View your basic network

View your active netwarks
F=% BGSION-CNC
M o e
Change yaur netwerking settings

%

peint

W Corneccioa nerwork

= | %y ||| Searcn-Controt Pane

=
*
@

nformation and set up connections

i See full mag
= ¢

B5510N-ChC Internet

Connect or disconnect

Accesstyper  Internet

Connections: o Wirsless Network Cannzction
BGSION-CNC)

Connect or reconnect b a wireless, wirzd, dial-up, or VPN network connectian,

@\'J.vlfl + Metwork and Internet » Network Connecticns »

Organize = Dizabie thic network device

. Local Area Connection

|

| G MY Disable

L | Statuis

L*:.m B Diagnoce
Atk

e W Eridge Cannecticns
Create Shortcut
Delete

W Fename

r % Properties I
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Basic Installation

Network Configuration — Windows 10 (IPv4)

7. Select Internet Protocol Version 4
(TCP/IPv4) then click Properties.

8. In the TCP/IPv4 properties window,
select the Obtain an IP address
automatically and Obtain DNS
Server address automatically radio
buttons. Then click OK to exit the
setting.

9. Click OK again in the Local Area
Connection Properties window to
apply the new configuration.

AirConnect® 8112 5G Enterprise Router User Manual

1]

= Local Area Connection Properties

Networking | Sharing

Connect using:

l‘-'l" Broadcom 570k« Gigabit Integrated Controller

This connection uses the following tems:

98 Client for Microsoft Networks

.@GDS Facket Scheduler

.@ Filz and Printer Sharing for Microsoft Metwarks
i Yiarsinn B TCE/IEyE)
+
<& [ink-Layer Topology Discovery Mapper [/0 Driver
b | inki-Layer Topology Discovery Responder

[ Install.. |ninst Froperties

@
Inl

Description

Transmission Contral Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse inferconnected networks.

QK ] [ Cancel

=5

-

Internet Protocel Version 4 (TCP/IPwvd) Properties

General | Alternate Configuration |

[ 2 sl

‘fou can get IP settings assigned automatically if yvour network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

i@ Obtain an IP address automatically

i) Use the following IP address:

i@ Obtain DMNS server address automatically

() Use the following DNS server addresses:

Validate settings upon exit

[ OK. ] ’ Cancel

)




Basic Installation 17

Network Configuration — Windows 7/8 (IPv4)

Configuring PC in Windows 7/8 (IPv4)

1.

2,

4,

Go to Start. Click on Control Panel.

Then click on Network and Internet.

When the Network and Sharing
Center window pops up, select and
click on Change adapter settings on
the left window panel.

Select the Local Area Connection,
and right click the icon to select
Properties.

-'L'_:-,(_,. [ » Control Bansl » S | R ————— ]

Adjust your computer's settings View by:  Category =

d Clock, Language, and Region
Changa k s ar other input'methods

e
-
@

\'J-vl.:,: « Networkand Internet » Network and Sharing Center = | %y ||| Searcn-Controt Pane

Coritrol Panel Home

View your basic network infarmation and set up connections

'k @ Seefull mag

o, TEST-PC B5510N-ChC Internet
(This comguter)

View your active netwarks Connect or disconnect

% BGSTON-CNC Access pe: Internet
b i bk tetwork Cannzction
sbilic nebwor Ny

Connections: o Wirsl
B

Change yaur netwerking settings

nection o nebwork

Setupa
Set up a wireless. broadband, dial-ug. ad hoc, or VPN connection; or 52t ug a router or access
peint

W Comnectioa network

Connect or reconnect b a wirefess, wirzd, dial-up, or VPR network connectian,

=
@\'J-vl E = Network and.]r.nernel » Network Connections » - :-\-, | .-':I. o Network Connections p'

rganize = Disable this network device Disgnose this connection Rename this connection = gHeo= [l @

| " Local Area Connection N
NER W Disable =
Stanuis

l: @ Standaione MNeowork Extender
2 Dy

T

Diagnoce
e W Eridge Cannecticns

Create Shortcut
Delete

W Fename

I % Properties I
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Basic Installation

Network Configuration — Windows 7/8 (IPv4)

5. Select Internet Protocol Version 4
(TCP/IPv4) then click Properties.

6. In the TCP/IPv4 properties window,
select the Obtain an IP address
automatically and Obtain DNS
Server address automatically radio
buttons. Then click OK to exit the
setting.

7. Click OK again in the Local Area
Connection Properties window to
apply the new configuration.

AirConnect® 8112 5G Enterprise Router User Manual

1]

= Local Area Connection Properties

Networking | Sharing

Connect using:

l‘-'l" Broadcom 570k« Gigabit Integrated Controller

This connection uses the following tems:

98 Client for Microsoft Networks

.@GDS Facket Scheduler

.@ Filz and Printer Sharing for Microsoft Metwarks
i Yiarsinn B TCE/IEyE)
+
<& [ink-Layer Topology Discovery Mapper [/0 Driver
b | inki-Layer Topology Discovery Responder

[ Install.. |ninst Froperties

@
Inl

Description

Transmission Contral Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse inferconnected networks.

QK ] [ Cancel

=5

-

Internet Protocel Version 4 (TCP/IPwvd) Properties

General | Alternate Configuration |

[ 2 sl

‘fou can get IP settings assigned automatically if yvour network supports
this capability, Otherwise, you need to ask your network administrator
for the appropriate IP settings.

i@ Obtain an IP address automatically

i) Use the following IP address:

i@ Obtain DMNS server address automatically

() Use the following DNS server addresses:

Validate settings upon exit

[ OK. ] ’ Cancel

)




Basic Installation
Network Configuration — Windows Vista (IPv4)

Configuring PC in Windows Vista (IPv4)
1. Go to Start. Click on Network.

2. Then click on Network and Sharing
Center at the top bar.

[ = A A~ F ot ' ' i
"By Organize > 5= Views = .:rri Network'and Shanng Center' "S5y Add a printer W Add'a wire

This computer is not connected to a network. Click to connect...

Fauoitetinks | Name Category Workgroup Metwork location
E. Deocuments
Ej Pictures

@ Music

|# Recently Changed
E Searches

Ju Public

3. When the Network and Sharing
Center window pops up, select and
click on Manage network
connections on the left window Vi e ek s
pane. Carnect to s nebwark

et A rannertinn nr netwinid

Tasks

wark connections 5
TESTL-WHQL
Liagneose and repair (This computer)

Internet

E." HNot connected

“You are cumrertly not connected to any networks,
Connectto a network

4. Select the Local Area Connection,
and right click the icon to select

Properties.
‘ Organize = Ez " Disablethis network device |y Diagnos
Marne Status Device Mame Connectivity Metwork Cate
Dial-up (2}
.- ‘@ Metwork Extender i:_ Standalone Metwork Extende
== Disconnected -..."‘-:5_._ Discornected
£ Network Bxtender SSLVPN A.., g 1SDN WAN Device

LANM er High-5peed Internet (1)

—

' Local Area Cunne&ion
- e y r\J-& | P N P ol rrrmeel
K = In Disable

Status

Diagnose
Bridge Cennections

Create Shortcut
Delete

Rename

Properties
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Basic Installation
Network Configuration — Windows Vista (IPv4)

5. Select Internet Protocol Version 4 "7 |ocaiArea Connection Properties T gea]
(TCP/IPv4) then click Properties. =
Metworking |
Connect using:

'EF' Irtel(R) 325660M Gigabit Netwaork Connection

. This connection uses the following tems:

i v % Cliert for Microsoft Networks
o] QQUS Packet Scheduler

.@ File and Printer Sharing for Microsoft Networks
inn & l'T["F‘.-"IF‘uFZ‘.-

vl IJnl-: LEI‘_."EF Tnpu:nlng'_f Dlscnver'_.r Mapper 170 Diriver
i Link-Layer Topology Discoveny Responder

i.ulEIEIEE

Install... | Unirstall Properties

Description

Transmission Control Protocaol/Intemet Protocal. The default
wide area networlc protocol that provides communication
across diverse interconnected netwaorks.

| ok || cance |

"

6. In the TCP/IPv4 PrOPertieS WindOW, Internet Protocol Version 4 (TCP/IPvA) Properties m
select the Obtain an IP address

automatically and Obtain DNS Server General | Altemate Configuration |

address aUtomatica"y radio buttons. You can get IP settings assigned automatically if your network supports

Then click OK to exit the Setting. ELsﬁip:g&tgprﬂieIr;J;s:&g: need to ask your network administrator

7. Click OK again in the Local Area
Connection Properties window to apply
the new configuration.

@ Obtain an IP address automatically

() Use the following IP address:

@) Dbtain DNS server address automatically

(1 Use the following DNS server addresses:

Fa DIMS cerver!

Advanced. ..

ok J[ concel |
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Basic Installation
Network Configuration — Windows 10 (IPv6)

Network Configuration — IPv6

Configuring PC in Windows 10 (IPv6)

1. ciek Related settings

; Change adapter options
2. ciiok R

. Change advanced sharing options
3. Then click on Network and Internet.

@ Network and Sharing Center

HomeGroup
4. Under Related settings, select
Network and Sharing Center Internet options

Windows Firewall

5. When the Network and Sharing = - B —
Center WindOW pops up’ Select and @\J-vlng«I'Jeu;cukandmternell Metwork and Sharing Center |4y | Control Pane ;

Coritrol Panel Home

click on Change adapter settings on View your basic network information and set up connections
the left window panel.

B5510N-ChC Internet

g BESIONENC Accestyper  Intemnet
M o e

Connectione: o Wir

or nepwork

awireless, wired, dial-up, or VPN netwerk cannection,

i See full mag
= ¢

View your active netwarks Connect or disconnect

twork Connection

3, dial-ug, ad hoc or VP connection; or 32t U a rouser or access

6. Select the Local Area Connection, ' - ==

@\'J-vl B < Metweds and Internet » Network Connecticns » w |y | -Zeaszn Netwovis Connectinne

and right click the icon to select

Propertles' W~y Lacal Area Connection [ l.: i enworic Estender
Hetd W Disable = = |
; SELUPK Adapter =
Sans
Disoe by e Connection 3
3

1 iy
/  Eridge Cannections LW My

Create Shortcut

Delete

Fenames

% Properties
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Basic Installation
Network Configuration — Windows 10 (IPv6)

7. Select Internet Protocol Version 6 | ]

u

(TCP/IPv6) then click Properties. . Loeal Area Canmestion Riepeites =S

MNetworking | Sharing

Connect using:

l‘-'r Broadcom 570« Gigabit Integrated Controller

This connection uses the following tems:

0% Cliert for Microsaft Netwaorks
Bl 005 Packst Scheduler

i i works
Intemet Protocal Version i TCP/IPvE

<& [ntemet Protocol Versiond (TCF/TPwa)
i |ink-Layer Topology Discoveny Mapper /0 Driver
wia |inke-Layer Topology Discovery Responder

[ nstal.. |

Properies

Description

TCPRAR version §. The nexd-genetion version of the internet
protocol that provides communication across diverse
interconnected netwarks.

OK H Cancel ]

8. In the TCP/IPV6 properties WiNAOW, [ imere potocel ersion 6 100100 Properies (2 i)
select the Obtain an IPv6 address || __ -
aUtomaticaIIy and Obtain DNS 'rwcan. t IPvG settings assigned automatically if network ts this capabibt
erver address automatica radio | Gtherwise, you need to ask your network administrator for the sppropriate IPVE settings.
S dd tomatically rad 2 vouneed o “orator for e soapn ;
buttons. Then click OK to exit the ||
Setting. @ Obtain an IPv6 address automatbically

T5E Tie ToNowing 1VE SO0 ess:

9. Click OK again in the Local Area
Connection Properties window to

apply the new configuration.
| pmCbbn ONS server addeess automatically
@ Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

| Validate setbngs upon ext Advancediss |
L —.
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Basic Installation

Network Configuration — Windows 7/8 (IPv6)

Configuring PC in Windows 7/8 (IPv6)

1.

2,

4,

Go to Start. Click on Control Panel.

Then click on Network and Internet.

When the Network and Sharing
Center window pops up, select and
click on Change adapter settings on
the left window panel.

Select the Local Area Connection,
and right click the icon to select
Properties.

-'L'_:-,(_,. [ » Control Bansl » S | R ————— ]

Adjust your computer's settings View by:  Category =

d Clock, Language, and Region
Changa k s ar other input'methods

e
-
@

\'J-vl.:,: « Networkand Internet » Network and Sharing Center = | %y ||| Searcn-Controt Pane

Coritrol Panel Home

View your basic network infarmation and set up connections

'k @ Seefull mag

o, TEST-PC B5510N-ChC Internet
(This comguter)

View your active netwarks Connect or disconnect

% BGSTON-CNC Access pe: Internet
b i bk tetwork Cannzction
sbilic nebwor Ny

Connections: o Wirsl
B

Change yaur netwerking settings

nection o nebwork

Setupa
Set up a wireless. broadband, dial-ug. ad hoc, or VPN connection; or 52t ug a router or access
peint

W Comnectioa network

Connect or reconnect b a wirefess, wirzd, dial-up, or VPR network connectian,

=
@\'J-vl E = Network and.]r.nernel » Network Connections » - :-\-, | .-':I. o Network Connections p'

rganize = Disable this network device Disgnose this connection Rename this connection = gHeo= [l @

| " Local Area Connection N
NER W Disable =
Stanuis

l: @ Standaione MNeowork Extender
2 Dy

T

Diagnoce
e W Eridge Cannecticns

Create Shortcut
Delete

W Fename

I % Properties I
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Basic Installation
Network Configuration — Windows 7/8 (IPv6)

5. Select Internet Protocol Version 6 | |

u

(TCP/IPv6) then click Properties. . Loeal Area Canmestion Riepeites =S

MNetworking | Sharing

Connect using:

l‘-'r Broadcom 570« Gigabit Integrated Controller

This connection uses the following tems:

0% Cliert for Microsaft Netwaorks
Bl 005 Packst Scheduler

i i works
Intemet Protocal Version i TCP/IPvE

<& [ntemet Protocol Versiond (TCF/TPwa)
i |ink-Layer Topology Discoveny Mapper /0 Driver
wia |inke-Layer Topology Discovery Responder

[ nstal.. |

Properies

Description

TCPRAR version §. The nexd-genetion version of the internet
protocol that provides communication across diverse
interconnected netwarks.

OK H Cancel ]

6. In the TCP/IPV6 properties WiNdOW, [ irne pote veson s (come properies (2 i)
select the Obtain an IPv6 address || __ -
aUtomaticaIIy and Obtain DNS 'rwcan. t IPvG settings assigned automatically if network ts this capabibt
erver address automatica radio | Gtherwise, you need to ask your network administrator for the sppropriate IPVE settings.
S dd tomatically rad 2 vouneed o “orator for e soapn ;
buttons. Then click OK to exit the ||
Setting. @ Obtain an IPv6 address automatbically

T5E Tie ToNowing 1VE SO0 ess:

7. Click OK again in the Local Area
Connection Properties window to

apply the new configuration.
| pmCbbn ONS server addeess automatically
@ Use the following DNS server addresses:

Preferred DNS server:

Alternate DNS server:

| Validate setbngs upon ext Advancediss |
L —.
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Basic Installation
Network Configuration — Windows Vista (IPv6)

Configuring PC in Windows Vista (IPv6)
1. Go to Start. Click on Network.

2. Then click on Network and Sharing
Center at the top bar.

"By Organize > 5= Views = .:rri Network'and Sharing Center' ' s Adda printer 8 Add 2 wire

This computer is not connected to a network. Click to connect...

Fauoitetinks | Name Category Workgroup Metwork location
E. Deocuments
Ej Pictures

@ Music

|# Recently Changed
E Searches

Ju Public

3. When the Network and Sharing
Center window pops up, select and
click on Manage network
connections on the left window Vi e ek s
pane. Carnect to s nebwark

et A rannertinn nr netwinid

Tasks

wark connections 5
TESTL-WHQL
Liagneose and repair (This computer)

Internet

E." HNot connected

“You are cumrertly not connected to any networks,
Connectto a network

4. Select the Local Area Connection,
and right click the icon to select

Properties.
‘ Organize = Ez " Disablethis network device |y Diagnos
Marne Status Device Mame Connectivity Metwork Cate
Dial-up (2}
.- ‘@ Metwork Extender i:_ Standalone Metwork Extende
== Disconnected -..."‘-:5_._ Discornected
£ Network Bxtender SSLVPN A.., g 1SDN WAN Device

LANM er High-5peed Internet (1)

—

' Local Area Cunne&ion
- e y r\J-& | P N P ol rrrmeel
K = In Disable

Status

Diagnose
Bridge Cennections

Create Shortcut
Delete

Rename

Properties
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Basic Installation
Network Configuration — Windows Vista (IPv6)

5. Select Internet Protocol Version 6
(TCP/IPv6) then click Properties.

-

4 Local Area Connection Properties

Metworking | Sharing

-

=

Connect using:

E" Broadcom 570 Gigabit Integrated Controller

This connection uses the following tems:

0% Client for Microsoft Networks
SGDS Packet Scheduler

Intemet Protocol Version g TCE/IPvE

<& |mtemet Protocol Versiond [TUF/THwE)

wba | ink-Layer Topology Discovery Responder

i |ink-Layer Topology Discovery Mapper /0 Driver

[ Install... ] ninstall

Properies

Description

interconnected netwaorks.

TCPIF version 6. The next-genetion version of the internet
protocol that provides communication across diverse

oK

H Cancel ]

6. In the TCP/IPv6 properties window, r[ntememtmolvmﬁﬂCFﬂP\.ﬁ)P:aperﬁes -

select the Obtain an IP address
automatically and Obtain DNS Server
address automatically radio buttons.
Then click OK to exit the setting.

7. Click OK again in the Local Area
Connection Properties window to
apply the new configuration.

)

'Genﬂal-:

You can get IPvE settings assigned automatically if your nebwork supports this capability.

| Otherwisz, you need to ask your network administrator for the appropriate

@ Obtain an [PvE address automabcally
Use The Tollowing 1Pve s0oress:

Dbtain DNS server address automatical
| @ Use the following DNS server addresses:
EREIT SEMVEr.

Alternate DNS server:

| validate settngs upon exit

1PV6 settings.
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Basic Installation 27
Default Settings

Default Settings

Before configuring the router, you need to know the following default settings.
Web Interface: (Username and Password)
¢/ Username: admin

¢/ Password: admin or a unique 12-digit password can be found on the device label.

If you ever forget the username/password to login to the router, you may
press the RESET button up to 6 seconds then release it to restore the factory
default settings.

Caution: After pressing the RESET button for more than 6 seconds then
release it, to be sure you power cycle the device again.

Device LAN IP Settings

¢ IP Address: 192.168.1.254
¢ Subnet Mask: 255.255.255.0

DHCP Server:

v/ DHCP server is enabled.
¢/  Start IP Address: 192.168.1.100
¢ IP pool counts: 100
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Basic Installation
Information from Your ISP
Information from Your ISP

Before configuring this device, you have to check with your ISP (Internet Service Provider) what kind of
service is provided such as EWAN ((Dynamic IP address, Static IP address, PPPoE, Bridge Mode).

Gather the information as illustrated in the following table and keep it for reference.

Username, Password, Service Name, and Domain Name

PPPoE System (DNS) IP address (it can be automatically assigned by

your ISP when you connect or be set manually).

DHCP Client (it can be automatically assigned by your ISP when

Dynamic IP Address you connect or be set manually).

IP address, Subnet mask, Gateway address, and Domain Name
Static IP Address System (DNS) IP address (it is fixed IP address).

Bridge Mode Pure Bridge
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Device Configuration
Login to GUI

CHAPTER 4: DEVICE CONFIGURATION

Login to your Device

Open your web browser, enter the IP address of your router, which by default is 192.168.1.254, and
click “Go”, a user name and password window prompt appears.

Default username is “admin” and password is “admin” or a unique 12-digit can be found on the
device label for Administrator account.
NOTE: This username / password may vary by different Internet Service Providers.

Sign in

http://192.168.1.254

Your connection to this site is not private

Username

Password

Congratulations! You have successfully logged on to your AirConnect® 8112.
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Device Configuration
Login to GUI

Once you have logged on to your AirConnect® 8112 via your web browser, you can begin to set it up
according to your requirements. On the configuration homepage, the left navigation pane links you
directly to the setup pages, which includes:

Quick Start
(Wizard Setup)

Device Info Interface Setup
- Internet
System Status - LAN
- Wireless 2,4G/5G
- Wireless 2.4G/5G MAC Filter
- Loopback
Dual WAN
5G Status - General Setting
- Outbound Load Balancing
Statistics - Protocol Binding
Advanced Setup
DHCP Table - Firewal
- Routing
IPSEC Status oynamic Routing
- VRRP
PPTP Status - Static DNS
- QoS
L2TP Status - Time Schedule
- Mail Alert
VPN
- IPSec
- PPTP Server & Client

Sub-ltems | g,envPN Status . L2TP
- GRE
Disk Status - OpenVPN Server / Client
Access Management

- Device Management
ARP Table _ SNMP
- Syslog
- Universal Plug & Play (UPnP)
- Dynamic DNS
- Access Control
- Packet Filter
- CWMP (TR-069)
- Parental Control
- SAMBA & FTP Server
- BECentral Management
Maintenance
- User Management
- Time Zone
- License
- Firmware & Configuration
- System Restart
- Auto Reboot
- Diagnostic Tool

Section Status

Configuration

System Log

GRE Status

VRRP

Refer to the relevant sections of this manual for detailed instructions on how to configure your device.
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Device Configuration
Status — Device Info

Status

In this section, you can check the router working status, including Device Info, System Status,
System Log, 5G Status, Wireless Status, Hotspot Status, Statistics, DHCP Table, IPSec Status,
PPTP Status, L2TP Status, GRE Status, OpenVPN Status, Disk Status, ARP Table and VRRP.

Device Info

It contains basic information of the device.

*Device Information ¥ Physical Port Status
Model Hame BEC 8112 a3 MR R
Firrrmware Version 1.001.118 EVARILAM 43 X
MAC Address BO:03:47:54:27 8¢ wirelessClient »
Date-Time , Fribdar17 13:16:01 2023 Ethernet x
Systermn Up Time 9 hours 32 mins Wiireless 2. 4GHz +

Wireless AGHz v
* WiAN
Interface Protocol Connection IP Address Default Gateway DHS Server

53 MR W Dynamic [P 0d: 8h:28m:51s Connected 192 0.0.2/255 205 255 224 182.0.01 192,001
T LAN
IP Address Subnet MaskPrefix Lenith DHCP Server
Enabler192.168.1.100~192.168.1.199
192.168.1.254 255.255.255.0 Enable f Statelass
* Wireless 2.4GHz
Moade SSID Channel Security
802.11b+g+n BECTEC Auto Mixed WPAZMWPA-PSE
~ Wireless 5GHz
Mode SSID Channel Security
802 11 a+n+ac BECYAD Auta Wixed WRAZMWPA-PSE
Device Information

Model Name: Name of the router for identification purpose.
Firmware Version: Software version currently loaded in the router.
MAC Address: A unique number that identifies the router.

Data Time: Setup correct time on the 8112 with your PC. Check on Time Zone section for more
configuration information.

System Uptime: Display how long the 8112 has been powered on.

Physical Port Status

Physical Port Status : Display available connection interfaces supported in the 8112.

WAN

Interface: List current available WAN connections.
Protocol: Display selected WAN connection protocol.
Connection: The current connection status.
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Device Configuration
Status — Device Info
IP Address: WAN port IP address.
Default Gateway: The IP address of the default gateway.

LAN
IP Address: LAN port IPv4 address.
Subnet Mask/Prefix Length: Display LAN port IP subnet mask of IPv4 and/or Prefix length of IPVv6.
DHCP Server: Display LAN DHCP status of IPv4 and IPVv6.
» Enable/192.168.1.100~199: DHCPv4 server status on or off / DHCP IP range.
» Enable / Stateless: DHCPV6 server status on or off / DHCPV6 server Type.

Mode: Display selected Wireless mode.

SSID: Display the name of the Wireless AP(s) to use.

Channel: Display radio frequency to be used for this wireless link.
Security: Display security method to be used for this wireless link.
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Device Configuration
Status — 5G Status

System Status

System status displays the current router system (CPU and Memory) usage.

 System Status

CPU

Usage 9%
Memory

Taotal 235788 kB

Free 7a036 kB
Cached 30828 kB

| Refresh |

CPU

Usage: Display the amount of CPU’s processing capacity is being used in percentage (%). Higher the
% rate may result in slow Internet loading, experiencing video lags, etc. To redcue high CPU
consumption by resetting the device, power off and on, an easiest way to regain the service.

Memory

Total / Free / Cached (in Kbyte): Display the memory consumptions in kilobytes (kB).

Click Reflash button to update the status.

System Log

In system log, you can check the operations status and any glitches to the router.

*System Log

Jan 1 @@:81:24 sysleg: [3GFUN]: 3gfun Started FID = 3682 (1) -
Jan 1 @@:81:24 sysleg: [3GFUN]: usk3.@ bus...

Jan 1 @@:@2:0@ udhcpd[4212]: Re-init host({Lease number 17.

Apr 1@ B@:82:82 PPCELOGIN: bind serwice port

Apr 1@ B2:82:02 syslog: Model Mame @ BEC 8112

Apr 1@ @@:@@:02 syslog: [3GFUN]: "2@N-GL™ model.

Apr 1@ 2@:82:82 PPCOELOGIN: begin service loop

Apr 1@ 2@:82:82 syslog: Firmware Yersion @ 1.2@.1.118

Apr 1@ 2@:82:82 syslog: [SELFCHECK]: Swstem reboot(l11l) ---

Apr 1@ 2@:82:@2 syslog: [SELFCHECK]: WebdUl issue reboot

Apr 1@ 2@:82:@6 syslog: [JGFUN]: pppgm up

Apr 10 B@:82:11 syslog: Recower DNS cenfiguration file null ...

Apr 1@ B@:82:13 sysleg: [3GFUN]: Issue gobl_services begin

Apr 1@ B@:82:13 sysleg: [3GFUN]: Issue gobl_services ...

Apr 1@ B@:82:13 sysleg: [GE_Serwice]: Connect2Gobi(l) successfully!l!ll
Apr 1@ B@:82:13 sysleg: [GE_Serwice]: Connect2Gobi(2) successfully!l!l!l

Apr 10 B@:82:13 sysleg: [GE_Serwice]: netIfnum(4) -
Apr 1@ B@:82:13 sysleog: [GE_Serwice]: FDN 2 handler 1@49hdos

| Refresh || Backup || Back up the last Systerm Log |

Refresh: Press this button to refresh the statistics.
Backup: Press to save the System log, log.cfg, to your PC.
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5G NR Status

Device Configuration
Status — 5G Status

This page contains 5G NR connection information.

~ 5G NR Status

Status

Sl Status

Card Temperature
Metwork Mode

Signal Strength

Metwark Band

MR Signal Information
MR Channel State Information
MR CASCell Information
Metwork Mame

Cell D

Physical Cell 1D

Card IMEI

Card IMSI

SIM Card Mumber (CCID)
Auto Refresh

| Refresh |

Up

SIM Card Ready

41°c

MR 54

([ []]] | -

n2 |, Bandwidth:90MHz , Channel 522270
RSRF:-76 , RSRP(DN: -83 F771-77 RERG: -1, BINR: 27
Ccal 0, R, DL MCS:2

"INACTIVE"

T-Mohile

181820120

75

868371040170451

310260549754918
8901260544797549188

Status: The current status of the 5G connection.
SIM Status: Identify current status of the SIM, Activate or SIM Card Not Found.

Signal Strength: The signal strength bar and dBm value indicates the current 5G signal strength. The
front panel 5G Signal Strength LED indicates the signal strength as well.

Signal Information: Shows important 5G signal parameters such as RSRP (Reference Signal
Receiving Power), RSRQ (Reference Signal Receiving Quality), SINR (Signal to Interference plus

Noise Ratio).

» RSRP (Reference Signal Receiving Power): is the average power of all resource elements
which carry cell-specified reference signals over the entire bandwidth.

» RSRQ (Reference Signal Receiving Quality): measures the signal strength and is calculated
based on both RSRP and RSSI.

» RSSI (Received Signal Strength Indicator): parameter which provides information about total
received wide-band power (measure in all symbols) including all interference and thermal

noise.

» SNR (Signal Noise Ratio): is also a measure of signal quality as well. It is widely used by the
operators as it provides a clear relationship between RF conditions and throughput.

Note: Some 5G modules do not provide this information.

Network Name: The name of the 5G network the router is connecting to.

Cell ID: The ID of base station that the device is connected to.

Card IMEI: The unique identification number that is used to identify the 5G module.

Card IMSI: The international mobile subscriber identity used to uniquely identify the 5G module.

Network Mode: Display current network operating mode.
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Status — 5G Status

Auto Refresh: Select Disable or Enable to reload the mobile status information.

Network Band: Indicated the current radio frequency band used.

Refresh: Click to refresh the statistics.

Usage Allowance

To enable this feature, please go to_Confiquration >> Interface Setup >> Internet >> click “Usage
Allowance” >> enable “Save the statistics to ROM”

Usage Allowance

Amount used
OHours of T20Hours

Billing period

Clean Save

Amount Used: Display the amount of mobile data used and remaining in current billing cycle.

Day:15

Billing Cycle: Display the start date and number of days remaining in current billing cycle
Clean: Reset current saved mobile usage
Save: Click to save current mobile status to ROM
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Status — Wireless Status
Wireless Status

¥Wireless Status
Wireless 2.4G Status
MAC SsID RSSI Rx Rate Tx Rate Connected Time Host Name IP Address Expire Time

_____ 130 Mbps, 144 Mbps, AL ‘ . 0 days
38:89:2c:17:4e:fe BEC004 -59/-48 MCS:15, 20 MHz ~ MCS:15, 20 MHz 00:00:8 CindyNBkiiPhone 192.168.1.101 23.59.51
Wireless 5G Status
MAC SsID RSSI Rx Rate Tx Rate Connected Time Host Name  |P Address Expire Time

Refresh

MAC: The MAC of the connected wireless device.

SSID: Display the total bytes transmitted till the latest second for the current connection for the current
connection.

RSSI: Display the signal strength between the wireless client and the AP (Access Point).

RX / TX Rate: Display the current data reception (RX) and transmission (TX) rate, in Mpbs, of the
Wi-Fi client can use. Also display the MCS (Modulation and Coding Scheme) index and Channel
Bandwidth are used. If 20MHz Channel Bandwidth is bing used, the maximum rate is MCS7 (65Mbps)
or MCS15 (150Mbps). If it is in 40Mhz Channel, then th emaximum rate is MCS7 (150Mbps) or
MCS15 (300Mbps).

Connected Time: Display the total amount of time the wireless client has connected with the wireless
AP.

Host Name: Display the hostname of the Wi-Fi client.

IP Address: The LAN IP address assigned to the wireless device.

Expire Time: Display remaining time before connection expires or timeout.
Refresh: Click to refresh the statistics.
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Status — Hotspot Status
Hotspot Status

The status table displays a list of connected Wi-Fi clients via the hotspot. .

¥ Hotspot Status

Action MAC Address |IP Address Authenticated User Name Duration Time Idle Time Upload Bandwidth Downioad Bandwidth Download Data Usage Upload Dala Usage Total Data Usage
Drop | 98:01:A7:58:4D:1C 10.0.0.3  Not = 0/0 0/0 010 00 0/0 0/0 0/
Drop |38:89:2C:17:4E:FE 10002  Authorized - 2213600 2/180  0%0 0%/0 010 0o 00

Refresh

Action: Click Drop to discount the user connection to the Wi-Fi network.

MAC Address: The MAC of the connected wireless device.

IP Address: The LAN IP address assigned to the wireless device.
Authentication: Identification of the wireless device is being authorized or not.

User Name: The authentication username used to login to the hotspot. Go to Built-in User Account for
detailed login account list.

Duration Time (remaining time / available session time interval): Display remaining interval
available before session expires/timeout.

Idle Time (current idle time / total idle timeout period): Display current idle time of the Wi-Fi device.
If it reaches to total idle timeout period, the Internet connection will get disconnected immediately.

Upload / Download (used / available bandwidth in %): Display current used bandwidths, in upload
and download, out of the maximum allow usage in %.

Total Data Usage: Dispaly total data usage of the Wi-Fi user.
Refresh: Click to refresh the statistics.
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Status — Statistics (5G)

Statistics

*» 5G NR Status

Take 5G NR as an example to describe the following connection transmission information.

v Statistics

Traffic Statistics

Interface ® aanr O EwiskLaN 4) O Ethemet O wireless 2 4GHz O Wireless 5GHz

Transmit Statistics Receive Statistics

Transmit Frames of Current Connection 286773 Receive Frames of Current Connection 555721
Transmit Bytes of Current Connection 209068246 Receive Bytes of Current Connection 678744824
Transmit Total Frames 7an Receive Total Frames 85571
Transmit Total Bytes 418108125 Receive Total Bytes B78743390
Transmit Speed 0.04KBps Receive Speed 0.00kBps
|m| Auta Refresh

Traffic Statistics

Interface: Listall available network interfaces in the router. You are currently checking on the physical
status of 5G NRinterface.

Transmit Statistics

Transmit Frames of Current Connection: Display the total number of 5G frames transmitted until
the latest second for the current connection.

Transmit Bytes of Current Connection: Display the total bytes transmitted till the latest second for
the current connection for the current connection.

Transmit Total Frames: Display the total number of frames transmitted till the latest second since
system is up.

Transmit Total Bytes: Display the total number of bytes transmitted until the latest second since
system is up.

Transmit Speed: Display the data rate can be transferred to the server, the mobile Internet.

Receive Statistics

Receive Frames of Current Connection: Display the number of frames received until the latest
second for the current connection.

Receive Bytes of Current Connection: Display the total bytes received till the latest second for the
current connection.

Receive Total Frames: Display the total number of frames received until the latest second since
system is up.

Receive Total Bytes: Display the total frames received till the latest second since system is up.
Receive Speed: Display the data rate receives from the mobile Internet.

Refresh: Click to manually refresh the data.
Auto Reresh: Select a time interval to refresh the data automatically or none to disable the feature.
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Status — Statistics (Ethernet)

s Ethernet WAN (EWAN) on LAN 4

Take EWAN as an example to describe the following connection transmission information.

T Statistics

Traffic Statistics

Interface O 56 NR ® Ewanan 43 O Ethermet O wireless 2.46Hz O wireless 5GHz
Transmit Statistics Receive Statistics

Transmit Frames Receive Frames

Transmit Multicast Frames Receive Multicast Frame
Transmit Total Byvtes

Transmit Collision Receive CRC Errars

[ Y s N s Y s e |

0
0
Receive Total Bytes 0
0
0

Transmit Errar Frames Receive Under-size Frames

Traffic Speed
Transmit Speed 0.00kBps Receive Speed 0.00KBRE

| Refresh | Auto Refresh
Traffic Statistics

Interface: List all available network interfaces in the router. You are currently checking on the physical
status of the EWAN (Ethernet #4) port.

Transmit Statistics
Transmit Frames: Display the number of frames transmitted until the latest second.

Transmit Multicast Frames: Display the number of multicast frames transmitted until the latest
second.

Transmit Total Bytes: Display the number of bytes transmitted until the latest second.

Transmit Collision: Numbers of collisions have occurred on this port.

Transmit Error Frames: Display the number of error packets on this port.

Receive Frames: Display the number of frames received until the latest second.

Receive Multicast Frames: Display the number of multicast frames received until the latest second.
Receive Total Bytes: Display the number of bytes received until the latest second.

Receive CRC Errors: Display the number of error packets on this port.

Receive Under-size Frames: Display the number of under-size frames received until the latest
second.

Traffic Speed

Transmit Speed: Display the data rate can be transferred to the server, the Broadband Internet
Service Provider.

Receive Speed: Display the data rate receives from the Broadband Internet Service Provider.

Refresh: Click to manually refresh the data.

Auto Reresh: Select a time interval to refresh the data automatically or none to disable the feature.
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Status — Statistics (Wireless 2.4G & 5G)

s Wireless (2.4G & 5G)

~ Statistics
Traffic Statistics
Interface O ag R O EwariLaM 41 O Ethernet ®) ireless 2.46Hz O Wireless 5GHz
Transmit Statistics Receive Statistics
Transmit Frames 41498 Receive Frames 2489161
Transmit Error Frames 12774 Receive Error Frames 345011
Transmit Drap Frames 12774 Receive Drop Frames 345014
Traffic Speed
Transmit Speed 1.92kBps Feceive Speed 0.97kBps
|m| Auto Refrash

Traffic Statistics

Interface: List all available network interfaces in the router. You are currently checking on the physical
status of the Wireless 2.4G or Wireless 5G.

Transmit Statistics

Transmit Frames: Display the number of frames transmitted until the latest second.

Transmit Error Frames: Display the number of error frames transmitted until the latest second.
Transmit Drop Frames: Display the number of drop frames transmitted until the latest second.
Receive Statistics

Receive Frames: Display the number of frames received until the latest second.

Receive Error Frames: Display the number of error frames received until the latest second.
Receive Drop Frames: Display the number of drop frames received until the latest second.
Traffic Speed

Transmit Speed: Display the data rate can be transferred to the server, the Wireless AP.

Receive Speed: Display the data rate receives from the Wireless AP.

Refresh: Click to manually refresh the data.

Auto Reresh: Select a time interval to refresh the data automatically or none to disable the feature.
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DHCP Table
DHCP table displays the devices connected to the router with clear information.
*DHCP Table
Index Host Mame P Address MAC Address Expire Tirme
1 Billion-HC-ee 192168.1.101 00CO:AFD1:E1:CA Qdays 23:36:1

Index #: The numeric indicator for devices using dynamic IP addresses.
Host Name: Display the hostname of the PC.

IP Address: The IP allocated to the device.

MAC Address: The MAC of the connected device.

Expire Time: The total remaining interval since the IP assignment to the PC.

IPSec Status

T IPSec Status

Index  Action Connection Mame Active Connection State Statistice Remote Gateway Remote Network Local Mebwork
Connect i

0 2 B veg hasel Established 4oy nnanns 5129130 192166.0.0/24 19216810024
Drop Fhase? Estahlished

| Refresh

Index #: The numeric IPSec VPN tunnel/ rule.

Action: Display Connect or Drop the connection.

Connection Name: The profile name of the VPN connection/tunnel.

Active: Display Yes or No to indicate the profile is enabled or disabled.
Connection State: Display statuses of IPSec phase 1 and phase 2 connections.

Statistics: Display upstream/downstream traffic per session in KB. The value clears when session

disconnects.

Remote Gateway: Display remote gateway IP address.

Remote Network: Display remote local IP address and Netmask.
Local Network: Display local IP address and Netmask.

Refresh: Click to refresh the page.
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Status — PPTP Status (PPTP Server & PPTP Client)

PPTP Status

< PPTP Server

*PPTP Status

PPTP Server

Index Connection Mame  Active Connection State Connection Type  Assigned IP Address Remote ketwark
182.168.0.0/

1 HS-LL Yes fes Lanto Lan 19216812 955 955 955 [

PPTP Client

Index Connection Mame  Active Connection State Connection Type Serer [P Address Remote Metwark

Refrezh

Index #: The numeric PPTP VPN tunnel/ rule.

Connection Name: The profile name of the VPN connection/tunnel.
Active: Display Yes or No to indicate the profile is enabled or disabled.
Connection State: Display the VPN connection status.

Connection Type: Display if VPN connection is for single PC use (Remote Access) or multi-user use
(LAN to LAN).

Assigned IP Address: Display the IP address assigned to the client by the PPTP Server.

Remote Network: Display the remote network and subnet mask in LAN to LAN PPTP connection.
Refresh: Click to refresh the page.

% PPTP Client

*PPTP Status

PPTP Server

Index Connection Mame  Active Connection State Connection Type Assigned [P Address Remote Metwork
PPTP Client

Index Connection Mame  Active Connection State Cannection Type Serer [P Address Femaote Metwork
1 Bi-LL ¥es Yes Lanto Lan BY.121.1.33 Ea Rl

255.255.255.0
REfes!
Index #: The numeric PPTP VPN tunnel/ rule.
Connection Name: The profile name of the VPN connection/tunnel.
Active: Display Yes or No to indicate the profile is enabled or disabled.
Connection State: Display Yes/No to indicate the VPN connection status.

Connection Type: Display if VPN connection is for single PC use (Remote Access) or multi-user use
(LAN to LAN).

Server IP Address: Display the WAN IP address of remote PPTP Server.

Remote Network: Display the remote network address and subnet mask in LAN to LAN PPTP
connection.

Refresh: Click to refresh the page.
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Status — L2TP Status & GRE Status
L2TP Status

*L2TP Status

Index Connection Mame  Active Connection State Connection Mode Connection Type Tunnel Remaote IP Address
1 HS-LL fes Connected Dial in Lanto Lan 192.168.1.200
_Refresh_
Index #: The numeric L2TP VPN tunnel/rule indicator.
Connection Name: The profile name of the VPN connection/tunnel.
Active: Display Yes or No to indicate the profile is enabled or disabled.
Connection State: Display Yes/No to indicate the VPN connection status.
Connection Mode: Display if L2ZTP mode is a dial-in or dial-out.

Connection Type: Display if VPN connection is for single PC use (Remote Access) or multi-user use
(LAN to LAN).

Tunnel Remote IP Address: Display the remote tunnel IP address.
Refresh: Click to refresh the page.

GRE Status
* GRE Status
Index Caonnection Mame Active Connection State Remate Gateway IF Remate Metawark
1 GRE-O fes Connected E9.121.1.30 182 168.0.0i255.255 2550

Index #: The numerical GRE tunnel/rule indication.

Connection Name: The profile name of the VPN connection/tunnel.
Active: Display Yes or No to indicate the profile is enabled or disabled.
Connection State: Display Yes/No to indicate the VPN connection status.
Remote Gateway IP: Display the remote gateway |IP address.

Remote Network: Display the remote local network IP address / Netmask.
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Status — OpenVPN Server & OpenVPN Client
OpenVPN Status

% OpenVPN Server

T OpenVPN Status
OpenVPN Server

Index Connection Name Active Semvice Port Tunnel Wetwork Status
192 1 1
OpenVPN1 Yes 1194 Judp e e Ready
OpenVPN Client
Index Connection Name Active Femote Server Status Detail Info

Refrash

Index #: The numeric OpenVPN tunnel/ rule.

Connection Name: The profile name of the VPN connection/tunnel.

Active: Display Yes or No to indicate the profile is enabled or disabled.

Service Port: Display the port/protocol (1194/udp) used for OpenVPN connection.

Tunnel Network: Display the virtual tunnel IP address and Netmask of the OpenVPN server.
Status: Display the status of the profile/rule

Refresh: Click to refresh the page.

s OpenVPN Client

¥ OpenVPN Status
OpenVPN Server

Index Connection Mame Active Service Port Tunnel Netwark Status

OpenVPN Client

Index Connection Name Active Remaote Server Status Detail Info
Assigned IP; 192 1658.100.2
1 OpenVPN1 Yes 69.121.105:1194 judp Connected Route: 192 168 100.0/255.255 2550

192.168.5.0/255.255.255.0
Refresh

Index #: The numeric OpenVPN tunnel/ rule.
Connection Name: The profile name of the VPN connection/tunnel.
Active: Display Yes or No to indicate the profile is enabled or disabled.

Remote Server: Display the remote server public IP address and used port/protocol for this
connection.

Status: Display the status of the profile/rule
Detailed Info: Display detailed IP assignment and routing information of this VPN connection.
Refresh: Click to refresh the page.
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Disk Status / ARP Table / VRRP Status
Disk Status

~ Disk status
Partition Disk Space(kB) Free SpacelkKB)
ushb1_1 1953988 1732288

Partition: Display the USB storage partition.
Disk Space (KB): Display the total storage space of the NAS in Kbytes unit.
Free Space (KB): Display the available space in Kbytes unit.

ARP Table
ARP (Address Resolution Protocol) table displays a mapping IP address with a PC’'s MAC address.
*ARP Table

# IP MAC Address

1 192.168 1.1 f0-de:f1:31:68:77

#: The numeric table list indicator.
IP Address: It is the internal/local IP address to access to the network.

MAC Address: The MAC address of a device, e.g. PC, notebook, printer, etc., that is corresponded
with the IP address.

VRRP Status

*VRRP Status
Current Status N/A

Current Master N/A

Current Status: Display current VRRP status, Master or Backup.
Current Master: Display the IP address of the Master.
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Quick Start

Quick Start

This is a useful and easy utility to help you to setup the router quickly and to connect to your ISP
(Internet Service Provider) with only a few steps. It will guide you step by step to setup time zone and
WAN settings of your device. The Quick Start Wizard is a helpful guide for the first-time users to the
device.

T Quick Start

The "Quick Start’ wizard will guide you to configure the device to connect to your ISP(Internet Senvice Provider).
Please follow the "Quick Start’ wizard step by step to configure the device. i will allow you to have Internet access within minutes,
| Runizard

For detailed instructions on configuring WAN settings, see refer to the Interface Setup section.

¥ Quick Start
The Wizard will guide you through these five quick steps. Begin by clicking on NEXT.

Step 1. Set your new password

Step 2. Choose your time zone

Step 3. Set your wireless connection

Step 4. Set your internet connection

Step 5. Confirm the configuration and save it
Next

Click NEXT to move on to Step 1.

Step 1 — Password

Set new password of the “admin” account to access for router management. The default is “admin”, or
a unique 12-digit password can be found on the device label.

Once changed, please use this new password next time when accessing to the router. Click NEXT to
continue.

> Quick Start - Password

You may change the admin account password by entering in a new password. Click NEXT to continue.
Mew Password

Confirm Password

Back et

Step 2 — Time Zone
Choose your time zone. Click NEXT to continue.
*Quick Start - Time Zone

Select the appropriate time zone for your location and click NEXT to continue.
Time Zone (GMT—DE:DD_} Central Time (US & Canada:), Ma}{icu City, Saskaichewan A
| Back || Mext

Step 3 — Wireless|

Set up your wireless connection if you want to connect to the Internet wirelessly on your PCs. Click
NEXT to continue.

AirConnect® 8112 5G Enterprise Router User Manual



¥ Quick Start - Wireless

Configure your wireless network, authentication type and click NEXT to continue.

Access Point ® Activated Deactivated

SSID BEC223

Broadcast SSID ® Yes No

Channel UNITED STATES v

Security Type Iixed WPAZ/WPA-PSK ¥

WPA Algorithms TKIP+AES v

Pre-Shared Key 14F812CE

Key Renewal Interval 600 seconds (10 ~ 4194303)

Back || Next

Step 4 — ISP Connection Type
Set up your Internet connection.

Device Configuration

Quick Start 47

(8~63 characters or 64 Hex string)

4.1 Select an appropriate WAN connection protocol then click NEXT to continue.

¥ Quick Start - ISP Connection Type
Dynamic IP Address
WAN Interface EWAN v

Service or

Dynamic IP Address { Dynamic IP Address )
Static IP Address ( Choose this option to set static IP information provided to you by your ISF)

ISP

® PPPoE ( Choose this option if your ISP uses PPPoE.)
Bridge Mode ( Choose this option if your ISP uses Bridge Mode )

Back MNext

4.21f selected 5G NR (for example).

¥ Quick Start - ISP Connection Type

Select the WAHN Interface and Internet Connection Type to connect to your ISP. Click MEXT to continue.

WAN Interface

Input all relevant 5G NR parameters from your ISP.
¥ Quick Start - 56 NR

The settings may be vary by carrier and plan. Enter the settings provide by your carrier and click NEXT to continue.

TEL Mo. i k2

PDN Type ®1pvd O IPvairvs O IPvE
Authentication Protocol

Username

Fassword

kKeep Alive Oves @ o

MTU [0 komeans use default500)

AirConnect® 8112 5G Enterprise Router User Manual



Device Configuration
Quick Start

Click Next to save changes.

4.21f selected EWAN / PPPoE, please enter PPPoE account information provided by your ISP. Click
NEXT to continue.

¥ Quick Start - PPPoE

Provide the PPPoE information. Click NEXT to continue.

Username

Password erene

Back Next

Step 5 — Quick Start Completed

The Setup Wizard has completed. Click on BACK to modify changes or mistakes. Click NEXT to save
the current settings.

¥ Quick Start - Quick Start Completed
Quick Start Completed !!

The Setup Wizard has completed. Click on BACK to modify changes or mistakes. Click NEXT to exit the Setup Wizard.
Back || Next

¥ Quick Start - Quick Start Completed !!
Quick Start Completed !!
Saved Changes.

Switch to Status > Device Info to view the status.
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Interface Setup — Internet (5G)

Device Configuration

Click to access and configure the available features in the following: Interface Setup, Dual WAN,
Hotspot, Advanced Setup, VPN, Access Management and Maintenance.

These functions are described in the following sections.

Interface Setup

Here are the features under Interface Setup: Internet, LAN, Wireless 2.4G/5G, Wireless MAC Filter
2.4G / 5G and Loopback

Internet

Available Internet interfaces are Ethernet WAN (EWAN) and 5G NR

<+ BGNR
*Internet

WAN Interface

[56 NR v

Status '® Activated (' Deactivated
Usage Allowance » _|Enatle
IP Pass-Through Mode _IEnable
LTE PCI Lock [_IEnable Earftn/PCl 1.0 fa 2.0 i 30 /0
Network Mode [s6NR - w
Bn2
SA5G NR BAND
PLMMN Selection Operator Numeric [ R'AT| | é‘!pan |
TEL No. [*ag==1# |
Multiple APN [Single APN v |
APN | |
PDN Type ®1pvs OlPvaiipve O IPve
Authentication Protocal [Disable v |
Username
Password
PIN | |
Connection ®) aways On (Recommended)
Keep Alive (JYes @ Ng
Keep Alive Probe Ping IP Check Interval 5%/ 0.2 | Seconds
Background Ping Oyes ONo
Background Probe Fing IF Interval Seconds
Default Route ®ves (UNg
Level 2 Recovery Enable Number of failed dialup
NAT [Enable v|
MTL '0—,(0 means auto adjustment)
| save |
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Interface Setup — Internet (5G)

Status: Choose Activated to enable the 5G connection.
Usage Allowance

*Usage Allowance
Parameters

Wolume-baszed

Only Downlod A mMB data volume per month included
Mode * Time-based
720 hours per maonth included
The hilling period always hegins an day 1 of a month.
Cwer usage allowance action Mane r
Save the statistics to ROM Disahle v

Save || Back

Mode: Include Volume-based and Time-based control.

» Volume-based include “only Download”, "only Upload”, and “Download and Upload” to limit
the flow.

» Time-based control the flow by providing specific hours per month.
The billing period begins on: the beginning day of billing each month.

Over usage allowance action: Here are actions to perform when mobile data usage, defined in
Mode, reached to its maximum.

» None: No action taken
» Disconnect: Disconnect mobile connection
» Email Alert: Send an e-mail alert and keep the mobile connection alive.

» Email Alert and Disconnect: Disconnect mobile connection after an alert e-mail is being
sent.

Save the statistics to ROM:

» Every one hour: Activate the 5G statistics on data usage and this info will get updated and
saved to the internal memory (ROM) in every hour.

Once the feature is turned on, you can see the amount of data used and how many days left
before next billing cycle starts. Go to Status >> 5G Status page for details.

Usage Allowance

Amount used
OHours of 720Hours

Billing period

Clean Save

NOTE: This statistic information will get deleted after a factory reset.

Day:15

» Disable: No action taken
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Interface Setup — Internet (5G)

IP Pass-Through Mode: When enabled, AirConnect® 8112 is in bridge mode and will not obtain a
WAN IP address, features such as routing capabilities, NAT, firewall, etc., will be disabled by default.
However, the client router behind the AirConnect® 8112 can get a WAN IP address instead.

When disabled, AirConnect® 8112 is in router mode that it handles a WAN IP address and all
routing-related features become available.

Network Mode: Select Automatic to auto detect the best mode for you.

PLMN (Public Land Mobile Network) Selection: Either manually enter the information or click Scan
button to scanning all closest base stations in the area.

TEL No.: The dial string to make a GPRS / 5G user internetworking call. It may provide by your mobile
service provider.

Dual APN: The AirConnect® 8112 can support up to two (2) APNs. Select Single / Dual or a different
5G NR APN.

APN: An APN is similar to a URL on the WWW, it is what the unit makes a GPRS / UMTS call. The
service provider is able to attach anything to an APN to create a data connection, requirements for
APNs varies between different service providers. Most service providers have an internet portal which
they use to connect to a DHCP Server, thus giving you access to the internet i.e. some mobile
operators use the APN ‘internet’ for their portal. The default value is “internet”.

PDN Type: The IP type for PDN connections. Avaialbe types are IPv4, IPv6, and IPv4v6.

Username/Password: Enter the username and password provided by your service provider. The
username and password are case sensitive.

PIN: PIN stands for Personal Identification Number. A PIN code is a numeric value used in certain
systems as a password to gain access and authenticate. In mobile phones a PIN code locks the SIM
card until you enter the correct code. If you enter the PIN code incorrectly into the phone 3 times in a
row, then the SIM card will be blocked, and you will require a PUK code from your network/service
provider.

Connection: Default set to Always on to keep an always-on 5G connection.
Keep Alive: Select Yes to keep the 5G connection always on.

Keep Alive IP: Enter the IP address that the router can ping the IP to find whether the connection is on
or not, if not, router will recover the connection.

Default Route: Select Yes to use this interface as default route interface.

NAT: Select this option to Disabled/Enable the NAT (Network Address Translation) function. Enable
NAT to grant multiples devices in LAN to access to the Internet through a single WAN |P.

MTU: Enter the maximum packet that can be transmitted. Default MTU 0 means it is set to 1500 bytes.

SMS Control: Enable to send a SMS message to reboot or get the current 5G status information from
the AirConnect® 8112.

NOTE: You must obtain the phone number on the SIM card. Please contact with your network / service provider for more
information.
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SMS Control

T &MS5 Control
Parameters

SMS Control Enable
Cantrol Password
***Please save config and restart to activate the setting.

Apply | | Save Config & Restart | | Return |

SMS Control: Check to enable this feature.

Control Password: Preconfigure a password to automatically reboot your AirConnect® 8112 via a
SMS message. Password length is up to 10 characters. (Valid characters: 0~9, A~Z and a~z)

Example:
Your AirConnect® 8112 obtains the phone number, +513 123 4567, on the SIM card

1. Send a text message, reboot#<password>, to device (513 123 4567). Your AirConnect® 8112 will
reboot the system once receiving this message.

2. Send *60, will get 5G status message. It includes IMEI number, System up time, Network mode,
Signal strength, WAN IP, Connection time.

When router’s Internet configuration is finished successfully, you can go to the Status to check
connection information.
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¥ Internet

WAN Interface
Status
IPv4/IPv6

IP Version

ISP Connection Type
ISP

802.1q Options
802.1q

VLAN ID

Dynamic IP Address
IP Common Options

Default Route

TCP MTU Option
IPv4 Options
NAT

Client ID
Vendor ID
Dynamic Route

IGMP Proxy
IPv6 Options
IPv6 Message Fetch Type

Obtain IPv6 DNS
Primary DNS
Secondary DNS

MLD Proxy

Save

Device Configuration

Interface Setup — Internet (EWAN on LAN4)

EWAN (LAN 4) ¥

® Activated Deactivated

IPv4 '® |IPv4/IPv6 IPv6
®' Dynamic IP Address Static IP Address
Activated '® Deactivated

0 (range: 0~4095)

® Yes No

TCP MTU |0 bytes(0:default)
Enable ¥
RIP1 ¥ |Direction | None A

Enable '® Disable

Dynamic Mode

® Enable Disable

Enable '®' Disable

PPPOE

Status: Select to enable/activate or disable/deactivated the service.

IPv4/IPv6

IP Version: Choose IPv4, IPv4/IPv6, IPv6 based on your environment. If you don’t know which one to

choose from, please choose |Pv4/IPv6 instead.

ISP Connection Type:

ISP: Select the encapsulation type your ISP uses.

» Dynamic IP: Select this option if your ISP provides you an IP address automatically.
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» Static IP: Select this option to set static IP information. You will need to enter in the Connection
type, IP address, subnet mask, and gateway address, provided to you by your ISP. Each IP
address entered in the fields must be in the appropriate IP form. IP address from by four IP
octets separated by a dot (xx.xx.xx.xx). The Router will not accept the IP address if it is not in
this format.

» PPPoE: Select this option if your ISP requires you to use a PPPoE connection.

» Bridge: Select this mode if you want to use this device as an OSI Layer 2 device like a switch.

802.1q Options,

802.1q: When activated, please enter a VLAN ID.

VLAN ID: It is a parameter to specify the VLAN which the frame belongs. Enter the VLAN ID
identification, tagged: 0-4095.

PPPoE (If selected PPPoE as WAN Connection Type; otherwise, skip this part

Username: Enter the user name provided by your ISP.
Password: Enter the password provided by your ISP.

Bridge Interface for PPPoE: When “Activated”, the device will gain WAN IP from your ISP with the
PPPoE account. But if your PC is connected to the router working as a DHCP client, in this mode, the
device acts as a NAT router; while if you dial up with the account within your PC, the device will then
work as a bridge forwarding the PPPoE information to the PPPoE server and send the response to
your PC, thus your PC gets a WAN IP working in the internet.

Connection Setting

Connection:

» Always On: Click on Always On to establish a PPPoE session during start up and to
automatically re-establish the PPPoE session when disconnected by the ISP.

» Connect Manually: Select Connect Manually when you don't want the connection up all the
time.

TCP MSS Option: Enter the maximum size of the data that TCP can send in a segment. Maximum
Segment Size (MSS).

IP Common Options

Default Route: Select Yes to use this interface as default route interface.

TCP MTU Option: Enter the maximum packet that can be transmitted. Default MTU 0 means it is set
to 1492 bytes.

IPv4 Options
Get IP Address: Choose Static or Dynamic

Static IP Address: If Static is selected in the above field, please enter the specific IP address you get
from ISP and the following IP subnet mask and gateway address.
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IP Subnet Mask: The default is 0.0.0.0. User can change it to other such as 255.255.255.0.Type the
subnet mask assigned to you by your ISP (if given).

Gateway: Enter the specific gateway IP address you get from ISP.
NAT: Select Enable if you use this router to hold a group of PCs to get access to the internet.
Dynamic Route:

» RIP Version: (Routing Information protocol) Select this option to specify the RIP version,
including RIP-1, RIP-2.

» RIP Direction: Select this option to specify the RIP direction.
- None is for disabling the RIP function.

- Both means the router will periodically send routing information and accept routing
information then incorporate into routing table.

- IN only means the router will only accept but will not send RIP packet.
- OUT only means the router will only send but will not accept RIP packet.

IGMP Proxy: IGMP (Internet Group Multicast Protocol) is a network-layer protocol used to establish
membership in a Multicast group. Choose whether enable IGMP proxy.

IPv6 options (only when choose IPv4/IPv6 or just IPv6 in IP version field above):
IPv6 Address: Type the WAN IPv6 address from your ISP.
Obtain IPv6 DNS: Choose if you want to obtain DNS automatically.

Primary/Secondary: if you choose Disable in the Obtain IPv6 DNS field, please type the exactly
primary and secondary DNS.

MLD Proxy: MLD (Multicast Listener Discovery Protocol) is to IPv6 just as IGMP to IPv4. It is a
Multicast Management protocol for IPv6 multicast packets.
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LAN

A Local Area Network (LAN) is a shared communication system to which many computers are
attached and is limited to the immediate area, usually the same building or floor of a building.
YLAN

IPv4 Parameters

IP Address 192.168.1.254

IP Subnet Mask 255.2565.255.0

Alias IP Address 0.0.0.0 ' (0.0.0.0 means to close the alias ip)
Alias IP Subnet Mask 0.0.0.0

Snooping Activated '® Deactivated

Dynamic Route RIP1 ¥ Direction None v

DHCPv4 Server

DHCFv4 Server Disabled ® Enabled Relay

Start IP 192.168.1.100

IP Pool Count 100

Lease Time 86400 |seconds (0 sets to default value of 259200)
DNS Relay ® Automatically ' Manually

Primary DNS

Secondary DNS
Option 66
Option 160
Fixed Host

IP Address
MAC Address

IPv6 Parameters

Interface Address/Prefix Length : /
DHCPvV6 Server

DHCPv6 Server Disable '® Enable

DHCPv6 Server Type ® Stateless Stateful

Start Interface ID
End Interface ID
Lease Time seconds(0 sets to default value of 4800)

Router Advertisements Disable '® Enable
| Save .

Fixed Host List
Index e MAC Drop
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IP Address: Enter the IP address of Router in dotted decimal notation, for example, 192.168.1.254
(factory default).

IP Subnet Mask: The default is 255.255.255.0. User can change it to other such as 255.255.255.128.

Alias IP Address: This is for local networks virtual IP interface. Specify an IP address on this virtual
interface.

Alias IP Subnet Mask: Specify a subnet mask on this virtual interface.

IGMP Snooping: Select Activated to enable IGMP Snooping function, Without IGMP snooping,
multicast traffic is treated in the same manner as broadcast traffic - that is, it is forwarded to all ports.
With IGMP snooping, multicast traffic of a group is only forwarded to ports that have members of that

group.
Dynamic Route:

» RIP Version: (Routing Information protocol) Select this option to specify the RIP version,
including RIP-1, RIP-2.

» RIP Direction: Select this option to specify the RIP direction.
- None is for disabling the RIP function.

- Both means the router will periodically send routing information and accept routing
information then incorporate into routing table.

- IN only means the router will only accept but will not send RIP packet.
- OUT only means the router will only send but will not accept RIP packet.

DHCPv4 Serve

DHCP (Dynamic Host Configuration Protocol) allows individual clients to obtain TCP/IP configuration
at start-up from a server.

DHCPv4 Server

DHCPv4 Server Disabled '® Enabled ' ' Relay

Start IP 192.168.1.100

IP Pool Count 100

Lease Time 86400 seconds (O sets to default value of 259200)
DNS Relay ® Automatically Manually

Primary DNS

Secondary DNS
Option 66

Option 160

DHCPv4 Server: If set to Enabled, your AirConnect® 8112 can assign IP addresses, default gateway
and DNS servers to the DHCP client.

» If setto Disabled, the DHCP server will be disabled.

» If set to Relay, the AirConnect® 8112 acts as a surrogate DHCP server and relays DHCP
requests and responses between the remote server and the clients. Enter the IP address of the
actual, remote DHCP server in the Remote DHCP Server field in this case.
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» When DHCP is used, the following items need to be set.

Start IP: This field specifies the first of the contiguous addresses in the IP address pool.
IP Pool Count: This field specifies the count of the IP address pool.
Lease Time: The current lease time of client.
DNS Relay:
» Select Automatic detection or
» Manually specific Primary and Secondary DNS IP addresses

Primary / Secondary DNS Server: Enter the IP addresses of the DNS servers. The DNS servers are
passed to the DHCP clients along with the IP address and the subnet mask.

Option 66: Set the IP or hostname of the TFTP server for devices, like IPTV Set Box, to get
configuration settings from the TFTP server.

Option 160: Set the IP or hostname of the TFTP server for devices, like IPTV Set Box, to get
configuration settings from the TFTP server. (The option 160 is an extended feature in DHCP option,
similar to option 66, but using http or https protocols.)

Fixed Host
In this field, users can map the specific IP (must in the DHCP IP pool) for some specific MAC, and this
information can be listed in the following table.

Fixed Host
IF Address

WMAC Address

IP Address: Enter the specific IP. For example: 192.168.1.110.
MAC Address: Enter the responding MAC. For example: 00:0A:F7:45:6D:ED
When added, you can see the ones listed as showed below:

Fixed Host Litsing

Index IF MAC Drop
1 192 168.1.102 23:24:5B:4B:22:33 (%)
IPv6 parameters

The IPv6 address composes of two parts, thus, the prefix and the interface ID.

IPv6 Parameters

Interface Address/Prefix Length f

Interface Address / Prefix Length: Enter a static LAN IPv6 address. If you are not sure what to do
with this field, please leave it empty as if contains false information it could result in LAN devices not
being able to access other IPv6 device. Router will take the same WAN's prefix to LAN side if the field
is empty.
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DHCPv6 Server
DHCPvE Server Disable '® Enable

DHCPvE Server Type ® Stateless Stateful

Start Interface 1D

End Interface ID

Lease Time seconds(0 sets to default value of 4500)

Router Advertisements Disable '® Enable

There are two methods to dynamically configure IPv6 address on hosts, Stateless and Stateful.

Stateless auto-configuration requires no manual configuration of hosts, minimal (if any)
configuration of routers, and no additional servers. The stateless mechanism allows a host to generate
its own addresses using a combination of locally available information (MAC address) and information
(prefix) advertised by routers. Routers advertise prefixes that identify the subnet(s) associated with a
link, while hosts generate an "interface identifier" that uniquely identifies an interface on a subnet. An
address is formed by combining the two. When using stateless configuration, you needn’t configure
anything on the client.

Stateful configuration, for example using DHCPv6 (which resembles its counterpart DHCP in IPv4.)
In the stateful auto configuration model, hosts obtain interface addresses and/or configuration
information and parameters from a DHCPVG6 server. The Server maintains a database that keeps track
of which addresses have been assigned to which hosts.

DHCPv6 Server: Check whether to enable DHCPv6 server.

DHCPv6 Server Type: Select Stateless or Stateful. When DHCPV6 is enabled, this parameter is
available.

» Stateless: If selected, the PCs in LAN are configured through RA mode, thus, the PCs in LAN
are configured through RA mode, to obtain the prefix message and generate an address using a
combination of locally available information (MAC address) and information (prefix) advertised
by routers, but they can obtain such information like DNS from DHCPV6 Server.

» Stateful: If selected, the PCs in LAN will be configured like in IPv4 mode, thus obtain addresses
and DNS information from DHCPV6 server.

Start interface ID: enter the start interface ID. The IPv6 address composed of two parts, thus, the
prefix and the interface ID. Interface is like the Host ID compared to IPv4.

End interface ID: enter the end interface ID.

Leased Time (hour): the leased time, similar to leased time in DHCPv4, is a time limit assigned to
clients, when expires, the assigned ID will be recycled and reassigned.

Router Advertisement: Check to Enable or Disable the Issue Router Advertisement feature. This
feature is to send Router Advertisement messages periodically which would multicast the IPv6 Prefix
information (similar to v4 network number 192.168.1.0) to all LAN devices if the field is enabled. We
suggest enabling this field.

Click Save to apply settings.
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Wireless 2.4GHz & 5GHz

This section introduces the wireless LAN and some basic configurations. Wireless LANs can be as

complex as a number of computers with wireless LAN cards communicating through access points
which bridge network traffic to the wired LAN.

NOTE: WLAN1 / 2/ 3/ 4 Interface refers to as SSID1/ 2/ 3/ 4 Wi-Fi networks.

Access Point Settings|

¥ Wireless 2.4G | Site Survey

Access Point Settings

Access Point ® Activated '’ Deactivated

AP MAC Address 00:04:ED:45:00:04

Wireless Mode 802.11b+g+n ¥

Channel UNITED STATES v | 06 ¥ | Current Channel : |6
Beacon Interval 100 (range: 20~1000)

RTS/CTS Threshold 2347 (range: 1500~2347)

Fragmentation Threshold (2346 (range: 256~2346, even numbers only)

DTIM Interval 1 (range: 1~255)

TX Power 100 (range:1~100)

IGMP Snooping ® Yes No

Site Survey: Click to view all other available Wireless-AP devices near the AIRCONNECT® 8112.
YWireless 2.4G

Site Survey

CH SSID BSSID Security Signal (%)
JM [ {eewli WPA1PSK/WPA2PSK 0

4 DTS [ GH] WPA1PSK 0
wian-ap [ EIE WPA1PSK/WPA2PSK 100

Refresh || Back

» CH (Channel): Channel ID used.

» SSID: The name of the wireless AP.

» BSSID: The MAC address of the wireless AP.

» Security: The security mode in the wireless AP.

» Singal (%): Singal strength of the wireless AP. Signal incrases means the wireless AP is closer
to your AirConnect® 8112 and may cause interferences.

Access Point: Default setting is set to Activated. If you want to close the wireless interface, select
Deactivated.

AP MAC Address: The MAC address of wireless AP.

Wireless Mode: The default setting is 802.11b+g+n (Mixed mode). If you do not know or have both
11g and 11b devices in your network, then keep the default in mixed mode. From the drop-down
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manual, you can select 802.11g if you have only 11g card. If you have only 11b card, then select
802.11b and if you only have 802.11n then select 802.11n.

Channel: The range of radio frequencies used by IEEE 802.11b/g/n wireless devices is called a
channel. There are Regulation Domains and Channel ID in this field. The Channel ID will be different
based on Regulation Domains. Select a channel from the drop-down list box.

Beacon Interval: The Beacon Interval value indicates the frequency interval of the beacon. Enter a
value between 20 and 1000. A beacon is a packet broadcast by the Router to synchronize the wireless
network.

RTS/CTS Threshold: The RTS (Request to Send) threshold (number of bytes) for enabling RTS/CTS
handshake. Data with its frame size larger than this value will perform the RTS/CTS handshake. Enter
a value between 1500 and 2347.

Fragmentation Threshold: The threshold (number of bytes) for the fragmentation boundary for
directed messages. It is the maximum data fragment size that can be sent. Enter a value between 256
and 2346, even number only.

DTIM Interval: This value, between 1 and 255, indicates the interval of the Delivery Traffic Indication
Message (DTIM).

TX Power: The transmission power of the antennas, ranging from 1-100, the higher the more powerful
of the transmission performance.

IGMP Snooping: Enable or disable the IGMP Snooping function for wireless. Without IGMP snooping,
multicast traffic is treated in the same manner as broadcast traffic - that is, it is forwarded to all ports.
With IGMP snooping, multicast traffic of a group is only forwarded to ports that have members of that
group.”

11n Settings
11n Settings
Channel Bandwidth 20 MHz A
Guard Interval Auto v
MCS Auto ¥

Channel Bandwidth: Select 20 MHz, 40 MHz, or 20/40 MHz for the channel bandwidth. The wider the
Channel bandwidth the better the performance will be.

Extension Channel (20/40 MHz Only): Select either Auto or Above the control channel.

Guard Interval: Select either 800nsec or Automatic for the guard interval. The guard interval is here
to ensure that data transmission do not interfere with each other. It also prevents propagation delays,
echoing and reflections. The shorter the Guard Interval, the better the performance will be. We
recommend users to select Auto.

MCS (Modulation and Coding Scheme): There are options 0~15 and AUTO to select from. AUTO is
recommended.
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SSID Settings

SSID Settings

Available SSID 1

SSID Index & 55101
SSID BEC223
Broadecast SSID ® Yes No
Clients Isolation Yes @ No
S5ID Activated Always v

Available SSID: User can determine how many virtual SSIDs to be used. Default is 1, maximum is 4.
SSID Index: Select the number of SSIDs you want to use; up to 4 SSIDs are available in the list.

SSID: The SSID is the unique name of a wireless access point (AP) to be distinguished from another.
For security propose, change the default to a unique ID name to the AP which is already built-in to the
router’s wireless interface. Make sure your wireless clients have exactly the SSID as the device, in
order to get connected to your network.

Broadcast SSID: Select Yes to make the SSID visible so a station can obtain the SSID through
passive scanning. Select No to hide the SSID in so a station cannot obtain the SSID through passive
scanning.

Client Isolation: (Known as AP Isolation) After enabling this feature, all Wi-Fi clients connect to the
same Access Point, in the same local wireless network, cannot interact with each another.

SSID Activated: Select the time period during which the SSID is active. Default is always which
means the SSID will be active all the time without time control. See Time Schedule to set the timeslot to
flexibly control when the SSID functions.

WPS Settings

Use WPS ® Yes No

WPS State Configured

WPS Mode PIN code '® PBC

WPS (Wi-Fi Protected Setup) feature is a standard protocol created by Wi-Fi Alliance. This feature
greatly simplifies the steps needed to create a Wi-Fi network for a residential or an office setting. WPS
supports 2 types of configuration methods which are commonly known among consumers: PIN
Method (Personal Information Number) & PBC Method (Push Button Configuration).

Use WPS: Enable this feature by choosing the "YES” radio button.
WPS State: Display whether the WPS is configured or unconfigured.

WPS Mode: Select the mode which to start WPS, choose between PIN Code and PBC (Push Button).
Selecting Pin Code mode will require you to know the enrollee PIN code.

To future understand the two modes of configuration; please refer to the example of the Wi-Fi
Protected Setup.

Security Settings
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Security Settings

Security Type | OPEN v |

AP MAC Address
WPA2-PSK

WDS Mode ed
Mixed WPA2/WPA-PSK

WDS Peer MAC #1

Security Type: You can disable or enable wireless security for protecting wireless network. The
default type of wireless security is OPEN and to allow all wireless stations to communicate with the
access points without any data encryption.

To prevent unauthorized wireless stations from accessing data transmitted over the network, the router
offers secure data encryption, known as WEP and WPA.

There are five alternatives to select from: Open (no security protected), WEP 64-bit, WEP 128-bit,
WPA-PSK, WPA2-PSK and Mixed WPA/WPA2-PSK. If you require high security for transmissions,
please select WPA-PSK, WPA2-PSK or WPA/WPA2-PSK.

» Security Type - WEP

Security Settings

Security Type WEF f4-bit v
WEP Authentication Method Both b
WEP 64-hit For each key, please enter either (1} 5 characters, or (2) 10 characters ranging from 0~9, 3, b, c, d, e, T
@ Key#1
O Key#2
O Key#3
O Keyia
WEP Authentication Method: WEP authentication method, there are two methods of authentication

used, Open System authentication (OPENWEB) and Share Key authentication (SHAREDWEB). We
suggest you select OPENWEB.

Key 1 to Key 4: Enter the key to encrypt wireless data. To allow encrypted data transmission, the WEP
Encryption Key values on all wireless stations must be the same as the router. There are four keys for
your selection. The input format is in HEX style, 5 and 13 HEX codes are required for 64-bitWEP and
128-bitWEP respectively.

If you chose WEP 64-bit, then enter any 5 ASCII characters or 10 hexadecimal characters ("0-9",
IIA_FII)-
If you chose WEP 128-bit, then enter 13 ASCII characters or 26 hexadecimal characters ("0-9", "A-F").

You must configure all four keys, but only one key can be activated at any one time. The default key is
key 1.

The page at 192, 168.1.254 says:
NOTE: When you enable WPS function, this WEP function will

We should not uze WEP when WPS function tomed ol be invalid. And if you select one of WEP-64Bits/ WEP-128Bits,
the following prompt box will appear to notice you.

o=

» Security Type - WPA-PSK / WPA2-PSK / Mixed WPA & WPA2
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Security Type WRA-PSK w

WPA Algorithms AES w

Pre-Shared Key 0004EDS96230 (8~63 characters or 64 Hex string)
Key Renewal Interval 3600 seconds (10 ~ 4194303)

WPA Algorithms: TKIP (Temporal Key Integrity Protocol) or AES (Advanced Encryption System)
utilizes a stronger encryption method and incorporates Message Integrity Code (MIC) to provide
protection against hackers.

Pre-Shared key: The key for network authentication. The input format should be 8-63 ASKII
characters or 64 hexadecimal characters

Key Renewal Interval: The time interval for changing the security key automatically between wireless
client and AP.

WDS Settings
AP MAC Address 60:03:47:23:F2:00
WDS Mode Activated '® Deactivated

WDS Peer MAC #1
WDS Peer MAC #2
WDS Peer MAC #3

WDS Peer MAC #4

00:00:00:00:00:00
00:00:00:00:00:00
00:00:00:00:00:00

00:00:00:00:00:00

WDS (Wireless distributed system) is a wireless access point mode that enables wireless link and
communication with other access point. It is easy to be installed, just define the peer’'s MAC of the
connected AP.

WDS Mode: select Activated to enable WDS feature and Deactivated to disable this feature.

MAC Address: Enter the AP MAC addresses (in XX:XX:XX:XX:XX:XX format) of the peer connected
AP.

Click Save to apply settings.
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Example: WPS using PIN Method (Personal Information Number)

PIN Method — Configure 8112 as a Registra
1. Jot down the client’s Pin (e.g. 04640776) from the WPS utility (e.g. Ralink Utility)

_ =
E . & & @ © ¢
Profile MNetwork Advanced Statistics Wi, WPS Radio On/Off  About
WPS AP List
I 2 Billlon_AP 00 04 ED 85 46 92 1 st Fescan
10: wilaf-ap 00-21-85-BE-38-28 1 Information
D Welcome to RFINICS 00-21-27-6K-28-7E 8 e Dol
1D Mai-Lang 00-21-91-EE-24-68 9 g
WFS Profile List Config Mod
Enrollee _'j
Disconnect
PIN [@ Ps Associate IE Progress »» 0%
PRC n WS Probe IE FIN - WPS Eap process faied

2. Enter the Enrollee (Client) PIN code and then press Start WPS.

WPS Settings

Use WPS ® Yeg Ko

WPS State Configured

WRS Mode * PIM code © PBC
AP FIM Code 70863205 _Q_e_q_g_r_g_t_u_a__
Enrollee FIN Code

WWPS Pragress Idie| StartwPs |

3. Go back to the wireless client's WPS utility (e.g. Ralink Ultility).

Set the Config Mode as Enrollee, press the WPS button on the top bar, select the AP (e.g. Billion_AP)

from the WPS AP List column. Then press the PIN button located on the middle left of the page to run
the scan.

. == =
E w o # @B 00 ¢
Profile Metwark Advanced Statistics VM WPS Radio On/Off  About
WPS AP List
ID: Billion_AP 00 04 ED 85 46 92 1 A Rescan
ID: wilan-ap (0)-21-85-BE-36-28 1 Information
D Welcome to FF INICS 00-21-27-6A28-TE 8 a Pin Code
D Mai-Lang 00-21-91-EE-24-68 9 e 40776 Renew
WES Profile List onifig Mode
Enrolle=s -
Disconnect
[@ wPs Associate IE Progress == 0%
FRC [@ Ps Probe IE PIN - WPS Eap process faded o
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4. The client’s SSID and security setting will now be configured to match the SSID and security setting

of the registrar, the AIRCONNECT® 8112.

@ ~ # @ o 9

@

1P Rddress = P2 A1 104
S Mask »» 255,355 255.0
gt Gatoway »» 1921681, 258

Recates

Metwork  Advanced  Statistics Wi, WPS  Radio On/Off  About Help
WPS AP Lt
<o Billion_ap 00-04-£0-65-46-92 1 fnscon
0; L TE-Ob- 1 1 formation
i Wekcome b FFINICS 00-21-17-64-26-T 8 L S
04640776 Rariews
WPS Profie List Config Mode
| L {Ernctes = |
Ratate
Disconnmct
o w e TR
PEC WES statut i connected successiuly

Bhuss > Billlan AP -~ 00-04-ED-85-46-52 1 T
Extra Info == Link ie Up [TxPowsr: 100%] Erangth 1 == 41%
Channet »» 1 <=2 2412 MHz; central channel : & Sngth 2 »a 4%
Authentication »s WPAZ-PSK = Naise Strength =» 26%
Encryption »» AES
Matweork Typé »» Infrastrocturs Trarsmit

Lirk Speed »> 105.0 Mbps
Throughput 32 0,000 Kbps

BW »» &1 SNRD >> 30 Lirk Spead »> 1.0 Mbps
&l > botg MCS33 5 S e 20006 Throughput »» 105,204 Kbps

SSID Settings

Available SSID 17

SEID Index LA =1=11n}]

581D

Broadeast 5510 ® Yeg Mo

Clients Isolation Yes '® Mo

551D Activated Always ¥

WPS Settings

Use WPS ® Yeg Mo

WS State Configured

WES Mode ® PIN code ' FBC

AP PIN Code 70963206 | Generate |

Enrollee FIM Code _D_4I§4QT?6 |

WEPS Progress ldle i_StartWPg‘.__

Security Settings
Security Type WPAZ-PSK

WPA Algorithms AES v

Fre-Shared Key |hillion00486c

Key Renewal Interval |600 .Seconds 0~ 4194303
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Interface Setup — Wireless (Example on WPS using PIN)

PIN Method — Configure 8112 as an Enrollee

1. Jot down the AP PIN Code (e.g. 03454435) from the AirConnect® 8112. Press Start WPS.
WPS Settings
Usa WPE ®ves Ono
WPS State Configured

WPE Mode @ i code O PBEC

A PIN Goce

Enrollee PIN Code
In progress | Stop WPS

WFPS Progress

2. Launch the wireless client’'s WPS utility (e.g. Ralink Utility). Set the Config Mode as Registrar. Enter

the PIN number in the PIN Code (e.g. 03454435) column then choose the correct AP (e.g. Billion_AP)
from the WPS AP List before pressing the PIN button to run the scan.

@ = F B © ?

MNetwork Advanced Statistics i WPS Radio On/Off  About Help
WS AP List
0 : 0%0000 Billion_AP 00-04-ED-85-46-92 Rescan
I Weloome to RFINICS 00-21-27-64-26-7E ol Infarmation
D Mai-Lang 00-21-91-EE-24-65 a Pin Code
03454435 =
WPS Profile List Config Mode
—_
P Billion_ap "
Rotate
Disconnect
[@ WPs ssociate IE rogress == 10K - Export Prafile
PEC [@ PSProbe IE

WYPS status iz connected successfully

Status »» Billion_&P <--» 00-04-ED-85-46-92
Extra Info =» Link is Up [TxPower: 100%] _ Signal Strength 1 == 24%
Channel == 1 <--> 2412 MHz; central channel : B 134
Authentication == WP AZ-PSK

Moize Strength =» 26%
Encryption == AES

Metwork Type == Infrastructure Transmit
1P dddress == 192.168.1.101 Link Speed == 150.0 Mbps

Throughput == 0,000 Kbps

Sub Mask == 285, 2RE,2ER.0
Default Gateway == 192,168.1. 254

HT

Receive
B =x 40 SMRO == 30 Link Speed == 1.0 Mbps
Gl #» shart MCS 55 7 SMR = > 20102206 Throughput == 118, 144 kbps
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Interface Setup — Wireless (Example on WPS using PIN)

3. The router’s (AP’s) SSID and security setting will now be configured to match the SSID and security
setting of the registrar (client).

@ =~ % # @ © ¢ R @

Metwiork Advnced Statistics WA WES Radia Bn!Off About Help
WES AP List
1D : 0x0000 Billion_AP 00-04-ED-5-46-92 1 Rescan
ID: Welcome to RFINICS 00-21-37-64-28-7E 8 o Infarmation
D Mai-Lang 00-21-51-EE-24-68 4 e i
(3454435 Fene
WPS Profile List - Config Made

} Billion_AP Registrar >,

Rotate
Disconnect

- Expart Profile

BN [@] ¥PS Associate IE

WPS status is connected successfully

Status »» Billion_aP <= 00-04-ED-G5-46
Extra Info »» Link is Up [TxPower: 100%]

_ Signal Strength 1 = 24%

6%
Maoize Strength == 26%

Channel == 1 <--= 2412 MHz; central channel ; B
Authentication == WP A2-PSK
Encryption »= AES

Metwork Type == Infrastructure Transmit

Link Speed => 150.0 Mbps
Throughput == 0,000 Kbps

IP Address »» 192.168.1.101
ub Mask »= 285,266,286,0
Default Gatemay == 192, 168.1, 254

Receive
B == 40 SMRO == 30 Link Speed »> 1.0 Mbps
Gl »» shart MCS 22 7 MR 2> 20102206 Througfiput =» 118,144 Kbps

S5ID Settings
SSID Num 1w

S810 Index
s3I0
Broadcast SSID
SSID Activated

WPS Settings

Use WPS @ ves ONo
WPS State Configured
WPS Mode @ PiM code O PRC

4P Pi Code 03454435

Enrofles PIN Code

WPS Progress In progress | Stop WPS

Security Settings

Sacurty Type
WA Algorithms
Pre-Shared Key

Key Renewal Interval seglinds (10 ~4194303)
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Interface Setup — Wireless (Example on WPS using PBC)

Example: WPS using PBC Method (Push Button Configuration)
1. Click the PBC radio button and click Save to apply the settings

SS5ID Settings

SSID Num 1 -

SSID Index @ s31D1
ssID Billian_AP
Broadcast SSID ® ves ONo
SSID Activated Always v
WPS Settings

Use WPS ®@ves Ono
WPS State Configured
WPS Mode

OPchc-:l

2. Launch the wireless client’'s WPS Ulility (e.g. Ralink Utility). Set the Config Mode as Enrollee. Then
press the WPS button and choose the correct AP (e.g. Billion_AP) from the WPS AP List section
before pressing the PBC button to run the scan.

Caruritu Cattinne

PIN

[ WS Probe IE

n WPS Associate |E

ks = Y
Metwork Advanced Statistics WM,
WPS AP List
00 04 ED 85 468 92
wilar-ap 00-21-55-BE-36-28
Welcome to RFIMNICS O0=-21-27 -4k=26-TE
Mai-Larg 00-21-91-EE-2A-68
WS Profile List

Progress »» 0%

PIN - WPS Eap process failed
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Device Configuration

Interface Setup — Wireless (Example on WPS using PBC) o

3. When the PBC button is pushed, a wireless communication will be established between your router
and the PC. The client’'s SSID and security setting will now be configured to match the SSID and
security setting of the router.

&4 = ¢ & @ @ g R @

Metwark Advanced Statistics Wi, WRS Radio On/Off  About Halp
WPS 4P st
1D Billion_AP 00-04-ED-85-45-92 1 Rascan
ID: walan-ap 00-21-85-EE-35-26 1 Ihiormation
It Welcoms to RFINICS 00-21-07-€4-28-FE ] L Pin Gede
,m Renew
WPEProfie Lizk Zonfig Mode

P Gillicr_&F Enicilee |

Rotate

Dizconnect

WP Frobe IE

WS status i connected successfli

Status =» Billion_AP ¢ 00.04-ED-85-44-92
Extra Info -+ Link i Up [TwPoweri100%]

‘tiength 1 == 413
ength 2 == 44%
Moizz Strength == 26%

Znannel = 1 <--x 241Z #HZ; centra chanrel ! B
fithentication => WEAI-PSK
Encryption =» AE3
etwark Type =» Infrastructure
NAddress =» 192,168,1.101
sk =» 2h5,265,255.0

Default Gateway =T

Transmit
Link Spe=d #= 1080 Mbps
Throughput == 0,000 kbops

Receive
B =3 40 SR 3= 0 Lirg spe=d > 1,0 Wops
Gl =5 long MCE 52 5 SURA 57 20102206, Throughput »= 109 304 Kbpe
SSID Settings
SSID Num 1
S3ID Index ® s2101
SSID
Broadcast SSID ® ves ONo
2810 Activated Always v
WPS Settings
Use WPS ®ves Ono
WPS State Configured
WPS Mode OpiNcode ® pPBEC

Security Seitings
Security Type
WPA Algorithms

Pre-Shared Key

Key Renewal Interval
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Interface Setup — Wireless MAC Filter
Wireless MAC Filter

The MAC filter screen allows you to configure the router to give exclusive access to up to 8 devices
(Allow Association) or exclude up to 8 devices from accessing the router (Deny Association). Every
Ethernet device has a unique MAC (Media Access Control) address. The MAC address is assigned at
the factory and consists of six pairs of hexadecimal characters, for example, 00:AA:BB:00:00:02.

You need to know the MAC address of the devices you wish to filter.

TWireless MAC Address Filter

SSID Index ® SSIDT
Active Activated '® Deactivated
Action Allow ¥ | the follow Wireless LAN station(s) association.
MAC Address
Save

Wireless MAC Address Filter Listing
Index MAC Address Edit Delete
SSID Index: Select the targeted SSID you want the MAC filter rules to apply to.
Active: Select Activated to enable MAC address filtering.
Action: Define the filter action for the list of MAC addresses in the MAC address filter table.

» Select Deny to block access to the AP, MAC addresses not listed will be allowed to access the
router.

» Select Allow to permit access to the router, MAC addresses not listed will be denied access to
the router.

MAC Address: Enter the MAC addresses (in XX:XX:XX:XX:XX:XX format) of the wireless station that
are allowed or denied access to the specified in these address fields.

Click Save to apply the settings.
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Interface Setup — Loopback
Loopback

Loopback interface is a widely known virtual interface, not the physical interface, on router and is
highly robust and always up. The loopback interface has its own IP and subnet mask, often used for
router management as Telnet management IP and involved in BGP as BGP Update-Source and OSPF
as Router ID.

¥ Loopback
Loopback interface Activated '® Deactivated
IP Address 127.0.01
IP Subnet Mask 285000
Save

IP Address: Enter a dedicated IP address for the loopback interface.
IP Subnet Mask: Enter the subnet mask for the loopback interface.
Click Save to apply settings.
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Dual WAN - General Setting
Dual WAN

Dual WAN, is a feature to have two independent Internet connection connected concurrently, offers a
reliable Internet connectivity and maximize bandwidth utilization for critical applications delivery.

General Setting

¥ General Setting
Dual WAN Mode
Mode Disable r

Save

Mode: Select a mode then click Save to proceed.
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Dual WAN - General Setting (Load Balance) it

+» Failover & Failback

Auto failover/failback ensures always-online network connectivity. When primary WAN link (WAN1)
fails, all traffic will switch over to the backup WAN (WAN2) seamlessly.

Again, when the primary link is restored, traffic will be handled over from WAN2 to WAN1.

~General Setting

Dual WiH Mode
WaAN Port Service Detection Policy
a1
WAz
Srmartni-Fi Controller [JEnable Interface [Jeecrac [BECTAD
Keep Backup Interface Connected
Minimun RSREPIRSSI -105  7-80 dbm-111~-5, D:digahle)
Connectivity Decision Auto failover takes place after straight consecutive failure in ever\,r seconds.
Frobe By Ping B Enakle

Gateway
Ping Setting '@'Hnst

Timeout seconds

Probe By Signal Strength E Enable
Mirifrum RERE/RSS! 105 p[o0 Jdbmet11~-5, Oidisable)

| Save |

WAN Port Service Detection Polic

WAN1 (Primary): Choose a desired WAN as the primary WAN Link from the list.
WAN2 (Backup): Choose a desired WAN as the backup WAN Link from the list.

Keep Backup Interface Connected: Select the following option whether to keep the backup WAN
(WAN2) interface connected to the Internet.

» Disable: Inactivate this feature.
» Always: Keep the backup WAN (WAN2) interface always connected to the Internet

» By Signal Strength: Enable and initiate automatic backup WAN to connect to the Internet at
all time until the RSRP / RSSI of primary WAN is greater than the Minimum RSRP / RSSI.

Minimum RSRP / RSSI: Set a minimum requirement for RSRP and RSSI for the primary WAN. Value
range from -111 ~ -5. 0 means don’t care/no need to check this value.

NOTE: Both the RSRP and RSSI cannot be 0 at the same time.

Connectivity Decision & Probe Cycle: Set a number of times and time in seconds to determine
when to switch to the backup link (WANZ2) when primary link (WAN1) fails and vice versa.

Example, Auto failover takes place after straight 3 consecutive failures in every 30 seconds meaning all traffic
will hand over to backup link (WAN2) after primary link fails to response in total of 90 seconds, 30 seconds for 3
consecutive failures.

Note: Failover and Failback follow the same Connectivity Decision & Probe Cycle rule to failover from WAN1 to WAN2
or fallback from WAN2 to WAN1.

Failover/Fallback Rule Decisions:

1. Probe by Ping: Enable Ping to the gateway or an IP address
» Gateway: Internal system will wait for responses to the pings from the gateway of the WAN.
» Host: Internal system will wait for responses to the pings from a fixed |IP address.

2. Probe by Signal Strength: Enable to measure the 5G signal strength
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Dual WAN - General Setting (Load Balance) e

» Minimum RSRP / RSSI: Set a minimum requirement for RSRP and RSSI for initiating
automatic WAN failback or failover procedures.

The valid range is from -111 ~ -5. 0 means don’t care/no need to check this value.
NOTE: Both the RSRP and RSSI cannot be 0 at the same time.

Click Save to apply settings.
% Load Balance
Load balance aggregates the bandwidth of the two WAN links to optimize traffic distribution.

When primary link, WAN1, goes down, all traffic will be redirected to the backup, WANZ2, to ensure
service continuity.

* General Setting

Dual WAN Mode
Maode Load Balance hd
WiH Port Service Detection Policy
it A5 MR w
i 2 EVUAR(LAR 430w
Service Detection ® Enable O Disable
Connectivity Decision Auto failover takes place after straight consecutive failure in ever\t seconds.
Gateway
Probe Wan1 _
® Host|8.8.8.8
':'Gateway
Probe WAk 2 _
® Host|8.8.4.4

| Save |

WAN1 (Primary): Choose a desired WAN as the primary WAN Link from the list.
WAN2 (Backup): Choose a desired WAN as the backup WAN Link from the list.
Service Detection: Enable to detect WAN connectivity automatically.

Connectivity Decision: Set a number of times and time in seconds to determine when to turn-off the
Load Balancing service.

Example, Disable Load Balance after straight 3 consecutive failures in every 30 seconds meaning all
traffic will hand over to backup link (WAN2) after primary link fails to response in total of 90 seconds,
30 seconds for 3 consecutive failures.

Probe Ping on WAN 1/ WAN2: Enable Ping to the gateway or an IP address
» Gateway: Internal system will wait for responses to the pings from the gateway of the WAN.
» Host: Internal system will wait for responses to the pings from a fixed IP address.

Click Save to apply settings
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Dual WAN - Outbound Load Balance
Outbound Load Balance

The connections are distributed over WAN1 and WAN2 so that it can utilize bandwidth of both WAN
ports. With Outbound load balance, traffic may be routed to a faster link when one of the WAN links is
slower or congested so that user gains better throughput and less delay.

¥ Qutbound Load Balance

Outbound Load Balance

. . # Balance by Session (Round Robin)
Based on Session Mechanism

Balance by Session weight

Based on |P Hash Mechanism Balance by weight

Save

User can distribute outbound traffic based on Session Mechanism or IP Hash Mechanism.

Base on Session Mechanism:

Balance by Session (Round Robin): Automatically assign requests/traffics to each WAN interface
based on real-time WAN traffic-handling capacity.

OR
Balance by Session weight: Manually Balance session traffic based on a weight ratio.
Example: Session weight by 3:1 meaning forward 3 requests to WAN1 and 1 request to WAN2.

Base on IP Hash Mechanism:

Balance by weight: Use an IP hash to balance traffic based on a ratio. It is to guarantee requests
from the same IP address get forward to the same WAN interface.

Click Save to apply settings
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Dual WAN - Protocol Binding

Protocol Binding

Protocol Binding lets you direct specific traffic to go out from a specific WAN port. Policies determine
how specific types of internet traffic are routed, for example, traffic from a specific IP address is
granted access to only one WAN port rather than using both of the WAN ports as with load balancing.

T Protocol Binding

Rule Index

Artive ®vas O Mo

Bind Interface (Current WARNT Mode: &G MR, CurrentWANZ2 Mode: EWVAR(LAN 43_07
Etemet LAN LA1 LAQ LAS LA4

Wireless 2.4GHz LAN WN1

Wireless SGHz LAN WLASG1

Source IP Address (0.0.0.0 means Don't care)

Subnet Mask

Part Number [0 |@means Dontears)

Destination IP Address (0.0.0.0 means Don't care)

Subnet Mask

Fort Mumhber E(D means Don't care)

DSCP 64 |ovalue Range:0~64, 64 means Dont care)

Pratocol

[ave | peete |

Protocol Binding List

Index Active Interface Source [P AddressiMask Cestination IP Address/Mask Source Port Destination Fort DacF Frotocal

Rule Index: The numeric rule indicator. The maximum entry is up to 16.
Active: Click YES to activate the rule
Bind Interface: The dedicated WAN interface that guarantees to handle this traffic request.

Source IP Address: Enter the local network, known as source, IP address of the origin of a traffic/packet.
0.0.0.0 means any IP address in the network.

Subnet Mask: Enter the subnet of the source network.
Port Number: Enter the port number which defines the application.

Destination IP Address: Enter the destination / remote WAN IP address where the traffic/packet is going to.
Enter 0.0.0.0 if no need to route to a specific IP address

Subnet Mask: Enter the subnet of the designation network.

Port Number: Enter the port number which defines the application.

DSCP: The DSCP value. Value Range from 0~64; 64 means any value/unspecified
Protocol: Select a protocol, TCP, UDP, ICMP, to use for this traffic.

Click Save to apply settings

Example:
All traffics from IP 192.168.1.100/255.255.255.0 with port 8080 will go through WAN1 interface.
The only time it would go through WAN2 interface is when WAN1 has no Internet connection.

Protocol Binding List

# Active Interface Source IP Address/Mask Destination IP Address/Mask gg;rce Destination Port DSCP Protocol
192.168.1.100/ 0000/ 8080 0 0 TCP

f
S l= el 255 255 255.() 0.0.0.0

AirConnect® 8112 5G Enterprise Router User Manual



Device Configuration 78
Hotspot — General Setting
Hotspot

The Wi-Fi hotspot offers Internet access for mobile devices like smart phones, laptops, or smart pad to
connect wirelessly in public locations such as in coffee shops, train station, airport, hotel, and much
more. A captive portal with a login page will prompt on the mobile devices and require all Wi-Fi clients
to accept the term of use before accessing to the Internet.

NOTE 1: Hotspot uses wireless network name, SSID1, to provide public Wi-Fi Internet access.

NOTE 2: To broadcast and see the hotspot ssid (SSID1), your AIRCONNECT® 8112 router must be
connected to the Internet first.

NOTE 3:lt is ideal to change the Wi-Fi Hotspot (SSID) security type to OPEN (no encryption). Go to
Wireless >> Security Settings

General Setting

¥ General Setting

Hotspot ® Activated ' Deactivated

Interface ¥/ BEC004, ¥ BEC005,

IP Address 10.0.0.1

IP Subnet Mask 255.2565.255.0

Primary DNS 208.67.222.222 (Default:208.67.222.222)

Secondary DNS 208.67.222.220 (Default:208.67.222.220)

Login Mode 'Agreement v

Redirection On Successful Authentication To (empty string: user

General Setting
Hotspot: Activate to enable the Wi-Fi hotspot feature.

Interface: Select Wi-Fi interface(s), exmaple: BEC0004 (SSID 1 of 2.4G) to handles the hotspot
traffic.

IP Address: The IP address for the Wi-Fi hotspot network.
IP Subnet Mask: Enter the subnet of the network.

Primary / Secondary DNS Server: Enter the |P addresses of the DNS servers. The DNS servers are
passed to the DHCP clients along with the IP address and the subnet mask.

Login Mode: Two (2) types of login modes to join the network.

» Authentication: Username and Password (credential) is required to join the hotspot network.
Go down to the Authentication section below and select a method.

» Agreement: No Username and Password is required. Automatically login to the hotspot
network after accept and agree to the terms (“Terms”) of use.

Redirect URL after Successful Login: Enter the URL (http:// is not required). After Wi-Fi client is
successful login to the network, the page will get redirected to this URL.

OR leave it blank to stay in current page.
NOTE: This new URL will be added to the Walled Garden automatically.
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Hotspot — General Setting

Authentication

Authentication Method RADIUS Built-in User Account
Primary RADIUS Server

Secondary RADIUS Server
Shared Secret Key 123456789

Authentication Protocol CHAP v

Authentication Methods: Two (2) network authentication methods, local built-in user account or a
remote, external RADIUS server. If the credential matches, the Wi-Fi client is granted access to the
network.

» RADIUS (an external authentication server)
» Primary RADIUS Server: The main IP address of the server.
» Secondary RADIUS Server: The backup IP address of the server, if any.
» Shared Secret Key: Enter the shared Secret given by the server
»  Built-in User Account (local database handled by the AirConnect® 8112)
Go to the Built-in User Account to setup account usernames and passwords for the hotspot.

Authentication Protocol: Manually specify CHAP (Challenge Handshake Authentication Protocol) or
PAP (Password Authentication Protocol). When using PAP, the password is sent unencrypted, while
CHAP encrypts the password before sending, and also allows for challenges at different periods to
ensure that an intruder has not replaced the client.

Session Settings

Session Timeout 3600 seconds (0~86400,0:disable)
Idle Timeout 180 seconds (0~86400,0:disable)
Upload Bandwidth 0 Kbps (0~5120,0:not limited)
Download Bandwidth 0 Kbps (0~5120,0:not limited)
Maximum Download Data Usage 0 MBytes (0~5120,0:not limited)
Maximum Upload Data Usage 0 MBytes (0~5120,0:not limited)
Maximum Total Data Usage 0 MBytes (0~5120,0:not limited)

Session Timeout (in seconds): The time period of a Wi-Fi client is allowed to access to the Internet.
After this timeout period, a new authentication is required.

Idle Timeout (in seconds): The allowed inactivity time of a Wi-Fi client. After this timeout period, a
new authentication is required.

Upload / Download Bandwidth (in Kbps): The maximum upload and download link speed, value
range from 0 ~ 5120Kbps; 0 means no speed limitation.

Maximum Upload / Download Data Usage (in MBytes): Pre-configure a maximum upload and
download data allowed for each session. value range from 0 ~ 5120MB; 0 means no speed limitation.
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Hotspot — General Setting
Maximum Total Data Usage (in MBytes): Pre-configure total data usage allowed for each session.
value range from 0 ~ 5120MB; 0 means no speed limitation.

Captive Portal

Captive Portal

UAM Server & Build-in External Socifi
Login URL

Shared Secret

NAS ID

Location Name

Save

UAM Server: Select a server you wish to use, Build-in, External or Socifi. Fill in the blanks to use
External UAM server.

Login URL: Enter the login URL offered by the UAM server.
Shared Secret: Set the shared secret password offered.
NAS ID: An assigned string for identification.

Location Name: An assigned string for identification.

Click Save to apply the settings
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Hotspot — Built-in User Account
Built-in User Account

It is a local database on the router with pre-defined user accounts authorized by the AirConnect® 8112
to grant and provide Wi-Fi hotspot access for Wi-Fi capable devices/users.

16, maximum, accounts are allowed.

¥ Built-in User Account

Rule Index 1 v
Active ® Yes No
User Name 'hu-1

Password  feesss
| Save | Delete |

Built-in User Account List

Index Active Username
1 Yes hu-1

Rule Index: The numeric rule indicator. The maximum entry is up to 16.
Active: Select Yes to enable the rule of the account.

Username / Password: Create a user name and password for this user account.
Save: Click the Save button to apply the settings

Delete: Use the Rule Index to select an unwanted rule then click Delete button to remove it from the
Account list.
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Hotspot — Authorized of Client
Authorized of Client

Add and predefine a trusted wireless MAC address of a Wi-Fi capable device for an immediate
hotspot/Internet access. Hotspot/Internet access requires no authentication.

16, maximum, accounts are allowed.
¥ Authorized of Client

Authorized of Client Activated ® Deactivated

Rule Index 1 v
Active Yes MNo
MAC Address

Save || Delete

Authorized of Client List

Index Active MAC Address

Authorized of Client: Select Activated to enable this feature.

Rule Index: The numeric rule indicator. The maximum entry is up to 16.
Active: Select Yes to enable the rule of the client.

MAC Address: Enter the wireless MAC address of the Wi-Fi device.
Save: Click the Save button to apply the settings

Delete: Use the Rule Index to select an unwanted rule then click Delete button to remove it from the
Client list.
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Hotspot — Walled Garden

Walled Garden

Add and predefine websites (domain names) or web IP address to allow Wi-Fi devices / clients to
access to. Web site access requires no authentication.

16, maximum, websites / domains are allowed.

¥ Walled Garden

Rule Index 1 v

Active 8 Yes No

Allow Type Host/Network ¥

Host / Domain www.bectechnologies.net

Note * :
Host/Network : www.example.com or www.example.com ; 10.11.12.0/24
Domain : www.example.com or .example.com

| Save | Delete |

Walled Garden List

Index Active Allow Type Host / Domain

1 Yes HOST www.bectechnologies.net

Rule Index: The numeric rule indicator. The maximum entry is up to 16.
Active: Select Yes to enable the rule of the walled garden.
Allow Type: Either a Host/Network or Domain.

Host / Domain name: Enter a valid domain, network, or website for unauthorized clients to access to.

Save: Click the Save button to apply the settings

Delete: Use the Rule Index to select an unwanted rule then click Delete button to remove it from the
Walled Garden list.
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Device Configuration
Hotspot — Advertisement

Add pop-ups ads and redirects to AirConnect® 8112 Wi-Fi Hotspot, and only a random ad will be

displayed per a login.
16, maximum, ads are allowed.

¥ Advertisement

Advertisement

Activated '® Deactivated

Mode

Frame ¥
Rule Index 1 v
Active Yes No
URL
Save || Delete
Advertisement List
Index Active

Advertisement: Select Activated to enable this feature.
Mode: Two (2) web advertising methods are available.

»

URL

full-page ad will get redirect to the login page after 5-10 seconds.

»

Popups: A random pop-up ad display in a separate window after the login page.

Rule Index: The numeric rule indicator. The maximum entry is up to 16.

Active: Select Yes to enable the rule.
URL: Enter a valid

Save: Click the Save button to apply the settings

Frame: Redirect to a random ad site, a full-page ad, before reaching to the login page. This

Delete: Use the Rule Index to select an unwanted rule then click Delete button to remove it from the

Walled Garden list.
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Hotspot — Hotspot Status Log

Hotspot Status Log

Record all hotspot access information and e-mail the statistics report of the hotspot clients in a specific
duration.

¥ Hotspot Status Log

Hotspot Status Log Activated '® Deactivated

Log data every 1 minutes (1~60)

Mail Hotspot Status Log file every '5 minutes (5~1440)

Save

Hotspot Status Log: Select Activated to enable this feature.

Log Data in every (minute): Input session log time duration, (min)1 to (max) 60 minutes.

Mail Session Log File in every (minute): AirConnect® 8112 will send all access information, such as
access IP addresses, NAT tables, etc., to the administrator’s mail box in the specific time/minute.

NOTE: Please set up a dedicated or administrator e-mail account to receive Hotspot access information in the Mail Alert.
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Customization

Allow modification to some of the captive portal settings.

* Customization

Customization Activated '® Deactivated

Title HotSpot

Login Subtitle _'n.-'-\felcome to my Ht.)t-S_thE

Login Successfully Message Success

Footnote This service is provided for free and used at your own risk.
Show Loge Activated '® Deactivated

Terms and Conditions

Terms Partl

Terms Part1
P
Terms Part2
Terms Part2
Terms Part3
Terms Part3

Termms and Conditions TexiBox can not aceept newline

Save _'
Customization: Select Activated to enable this o=t =]
feature £ C | [ 10.0.0.1:4950 mww/login.chifres=notyetBuamip=10,0.0.1 8w B I
Title: The Banner message. Default is “Hotspot” ‘Hot Spot
Login Subtitle: Default is “Welcome to my
Hotspot” ‘Weicome to my HotSpot!
Term Part 1 I 2 / 3: Create your own Terms and Y'f:‘.u l|’.|: |!rt-:- t_hﬁ-_inh:l th.: If-aJﬁIﬂIj.ww h-'p‘lll)_r_|in:[|'.itl.'-_‘}.
Conditions_ TO use defau't, Same termS, please OuU must also agree 10 (hese [2fms and Conditions. -
Sk|p th|S part Username !

Password

NOTE: No newline is accepted in each text box.
_Login & Accept Tefms__

Login Successfully Message: AirConnect®
8112 will send all access information, such as R S—
access |IP addresses, NAT tables, etc., to the

administrator’s mail box in the specific o BE B

time/minute.

TECHNOLOGIES
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Hotspot — Customization t

Login Successfully Message: A greeting gl o SO = O I
0.1 &

message after successful login to the Wi-Fi € | L 10.0.0.1:4950/wwwslogin.chitres=success&uamip=10.0.0.1&ul vy
hotspot. Default is “Success!”

Footnote: Additional information, if needed. HotSpot

Default is “This service is provided for free and
used at your own risk.” ‘Success!

You are about to be redirected to:

Show Logo: Select Activated to display
Company Logo on the portal' (To Change Iogo’ Ta log out, type "logout” (or "http:/Alogout!") In your browser. enjoy!
please contact with BEC technical support for S o ' o

more information)

TECHNOLOGIES

hitp:/'wwew.mefincal, comy redirect
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Advanced Setup - Firewall
Advanced Setup

Advanced configuration features provide advanced features, including Firewall, Routing, Dynamic
Rounting, NAT, VRRP, Static DNS, QoS, Time Schedule and Mail Alert for advanced users.

Firewall

Your router includes a firewall for helping to prevent attacks from hackers. In addition to this, when
using NAT (Network Address Translation) the router acts as a “natural” Internet firewall, since all PCs
on your LAN use private IP addresses that cannot be directly accessed from the Internet.

* Firewall
Firewall Enabled '"® Disabled
SPI Enabled '® Disabled

(WARNING: If You enabled SPI, all traffics iniiated from WAN would be blocked, including DVZ, Virtual Server, and ACL WAN side }
Save |

Firewall: To automatically detect and block Denial of Service (DoS) attacks, such as Ping of Death,
SYN Flood, Port Scan and Land Attack.

» Enabled: Activate your firewall function.
» Disabled: Deactivate the firewall function.

SPI: If you enabled SPI, all traffics initiated from WAN would be blocked, including DMZ, Virtual Server,
and ACL WAN side.

» Enabled: Activate your SPI function.
» Disabled: Deactivate the SPI function.

Click Save to apply settings
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Routing

This is static route feature. You are equipped with the capability to control the routing of all the traffic
across your network. With each routing rule created, user can specifically assign the destination where
the traffic will be routed to.

¥ Routing Table

Index Destination IP Address Subnet Mask Gateway |IP Address Metric  Interface Edit Drop
0 192.168.1.0 2552552550 0.0.00 0 br0

1 127.0.0.0 28525500 0.0.00 0 loopback

Add Route

Index #: The numeric route indicator.

Destination IP Address: IP address of the destination network

Subnet Mask: The subnet mask of destination network.

Gateway IP Address: IP address of the gateway or existing interface that this route uses.

Metric: It represents the cost of transmission for routing purposes. The number need not be precise,
but it must be between 1 and 15.

Interface: Media/channel selected to append the route.
Edit: Edit the route; this icon is not shown for system default route.
Drop: Drop the route; this icon is not shown for system default route.

Add Route

¥ Static Route

Destination IP Address 0.0.0.0 |

Destination Subnet Mask |D.U_D.{] |

Gateway IP Address / Interface © 0.000 ® [4GILTE v
Metric D

‘ Save ‘ ‘ Back |

Destination IP Address: This is the destination subnet IP address.
Destination Subnet Mask: The subnet mask of destination network.

Gateway IP Address or Interface: This is the gateway IP address or existing interface to which
packets are to be forwarded.

Metric: It represents the cost of transmission for routing purposes. The number need not be precise,
but it must be between 1 and 15.

Click Save to add this route
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Advanced Setup — Dynamic Routing (OSPF)

Dynamic Routing

The NAT (Network Address Translation) feature transforms a private IP into a public IP, allowing
multiple users to access the internet through a single IP account, sharing the single IP address. NAT
break the originally envisioned model of IP end-to-end connectivity across the internet so NAT can
cause problems where IPSec/ PPTP encryption is applied or some application layer protocols such as

SIP phones are located behind a NAT. And NAT makes it difficult for systems behind a NAT to accept
incoming communications.

% Open Shortest Path First (OSPF)

T OSPF

OSPF Enable

Rule Index g

Interface EWAN(LANT) ¥
Area ID

Save | Delete

OSPF Listing
Index Interface Area 1D

OSPF: Enable to activate OSPF routing.
Rule Index: The numeric route indicator. The maximum entry is up to 10, ranging from 0 to 9.

Interface: Set the interface which runs the OSPF process (involved in OSPF routing). It can be WAN
interfaces or established GRE tunnels.

Area ID: The OSPF area identifier. It is a decimal number in the range of 0-4294967295. Enter the
area ID in which the interface belongs to. The area with area-id="0" is the backbone area.

If the router has networks in more than one area, then an area with area-id="0" (the backbone) must
always be present. All other areas are connected to it. The backbone is responsible for distributing
routing information between non-backbone areas. The backbone must be contiguous, i.e. there must
be no disconnected segments. However, area border routers do not need to be physically connected
to the backbone - connection to it may be simulated using a virtual link.
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Device Configuration
Advanced Setup — Dynamic Routing (BGP)

< Border Gateway Protocol (BGP)

A standardized exterior gateway protocol (an uniquely TCP based inter-Autonomous System routing
protocol) designed to allow setting up an inter-domain dynamic routing system that automatically
updates routing tables of devices running BGP in case of network topology changes.

YBGP

BGP Enable
As Number

Rule Index 1 v
Neighbor IP

Neighbor As Number

Allowas-in Enable
Next-Hop-Self Enable
Soft-reconfiguration inbound Enable
EBGP-multihop Enable

Save | Delete
BGP Listing
Index Neighbaor IP Neighbor As Number Allowas-in
BGP: Enable to activate BGP routing.

AS Number: Designate the AS number of local router. The AS number is used to identify the IBGP or

EBGP your neighbor is running. The same AS number means the IBGP, and the different means
EBGP.

Rule Index: The numeric route indicator. The maximum entry is up to 10, ranging from 0 to 9.
Neighbor IP: Enter the neighbor IP address.
Neighbor AS Number: Enter the neighbor AS number.

Allowas-in: Enable to allow inter-communication between devices in the same AS. If the local and
neighbor AS number are the same, thus, an inter-AS communication, please enable the allowas-in.
Otherwise, the router only support EBGP routing between different domains.

Next-Hop-Self: Enable to use the router’s own loopback address as the next-hop address.

Soft-reconfiguration inbound: Enable to save, pre-stored, a new inbound policy to the BGP table
without interrupting the network when applying this new policy.

EBGP (External BGP)-multihop: Enable to build up peer connection/information with external
neighbors.
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Device Configuration
Advanced Setup — NAT
NAT

The NAT (Network Address Translation) feature transforms a private IP into a public IP, allowing
multiple users to access the internet through a single IP account, sharing the single IP address. NAT
break the originally envisioned model of IP end-to-end connectivity across the Internet, so NAT can
cause problems where IPSec/ PPTP encryption is applied or some application layer protocols such as

SIP phones are located behind a NAT. And NAT makes it difficult for systems behind a NAT to accept
incoming communications.

¥ NAT

NAT Status Enable

ALG

VPN Passthrough ®) Enabled O Disabled
SIPALG ®) Enabled () Disabled
DMZ [ Virtual Server

Interface |4G/LTE v

DMZ O =it

Virtual Server 0 Edit

NAT Status: Enabled. (Disabled if WAN connection is in BRIDGE mode)

VPN Passthrough: VPN pass-through is a feature of routers which allows VPN client on a private
network to establish outbound VPNs unhindered.

SIP ALG: Enable the SIP ALG when SIP phone needs ALG to pass through the NAT. Disable the SIP
ALG when SIP phone includes NAT-Traversal algorithm.

DMZ / Virtual Serve

Interface: Select a WAN interface connection to allow external access to your internal network.

Click DMZ O it or Virtual Server @ Edit  to move on to set the DMZ or Virtual Server
parameters, which are represented in the following scenario.
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% DMz

NOTE: This feature disables automatically if WAN connection is in BRIDGE mode or NAT is
being turned OFF.

The DMZ Host is a local computer which has all UDP and TCP ports exposed to the Internet. When
setting an internal IP address as the DMZ Host, all incoming packets will be forwarded to this local host
device. Packet filter or virtual server entries will take priority over forwarding internet packets to the
DMZ host.

¥ DMZ

DMZ far Single IPs Account/ EWAN({LANT)
DMz Enabled '® Disabled

DMZ Host IP Address 0.0.0.0

Save || Back
Except Ports
Port

Protocol TCP v

Description Add

DMZ Export Ports Listing

Index Description Protocol Port Edit Delete
1 N/A N/A N/A g
2 N/A N/A N/A g
3 N/A N/A N/A P4
4 N/A N/A N/A g
5 N/A N/A N/A g
=3 KA KA KA I_J?

DMZ for (via a WAN Interface): Allows outside network to connect in and communicate with internal
LAN devices via a specific WAN interface.

DMZ:
» Enabled: Activate the DMZ function.
» Disabled: Deactivate the DMZ function.

DMZ Host IP Address: Give a static IP address to the DMZ Host when Enabled radio button is
checked. Be aware that this IP will be exposed to the WAN/Internet.

Click Save to apply settings

Except Ports: Bypass UDP or/and TCP ports, in the list, being forwarded to the DMZ host.
Port: Enter port to be monitored.

Protocol: Enter the protocol to be monitored.

Description: Enter a description to this rule.

Example: Skip port 80 (UDP/TCP) in the list. All Incoming request to access to port 80 (Web GUI) will
be forwarded to the embedded HTTP server of AirConnect® 8112 instead of the DMZ host.

Click Add to add an entry to the Except Listing.
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«» Virtual Server

NOTE: This feature disables automatically if WAN connection is in BRIDGE mode or NAT is
being turned OFF.

Virtual Server is also known as Port Forwarding that allows AirConnect® 8112 to direct incoming traffic
to a specific device in the network.

Configure a virtual rule in AirConnect® 8112 for remote users accessing services such as Web or FTP
services via the public (WAN) IP address that can be automatically redirected to local servers in the
LAN network. Depending on the requested service (TCP/UDP port number), the device redirects the
external service request to the appropriate server within the LAN network.

~ Virtual Server

Virtual Server for a6 MR

Rule Index 1

protcol

Start Port Mumber ]

End Port Muriber ]

Local IP Address :

Start Port Mumber (Local) ]

End Port MumberiLacal ]

Exception Action O allow O Block

Exception IP Address [0.0.00 00,00 0.0.0.0 ~0.0.0.0 means all IPs}

| Sawe || Back |
Wirtual Server Listing
Fuls Profosg 531 End Local P Start Part End Part Exception Exception Start IP Exception End IP |

HiE Frofoeol gy port Address Local Laocal Action Address Address it-rap

1A A MIA MIA MIA MR MiA MR MiA &
2 MiA A NI NIA MIA MR MiA MR (7 P4
T OMiA A RIA  RA MIA M MiA M (N P4
4 A MiA MIA RA MIA M MiA MR (N7 P4
& RS M MIA MIA MIA MR MiA MR MiA &
B S M NI NIA MIA MR MiA MR (7 &
7OMiA M MIA  BA MIA M MiA M (N7 P24
8 MA MIA MIA RA MIA M MiA MR (N7 P4
9 RiA A MIA RIA MIA MR MiA MR (N7 F g

Virtual Server for: Indicate the related WAN interface to allow outside network to communicate with
the internal LAN device.

Protocol: Choose the application protocol.
Start / End Port Number: Enter a port or port range you want to forward.
(Example: Start / End: 1000 or Start: 1000 & End: 2000).

The starting port must be greater than zero (0). The end port must be greater than or equal to the start
port.

Local IP Address: Enter the server IP address in the network to receive the traffic/packets.
Start / End Port Number (Local): Enter the start / end port number of the local application (service).
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Examples of well-known and registered port numbers are shown below. For further information, please
see IANA's website at http://www.iana.org/assignments/port-numbers

Well-known and Registered Ports

Port Number | Protocol Description

21 TCP FTP Control

22 TCP & UDP SSH Remote Login Protocol

23 TCP Telnet

25 TCP SMTP (Simple Mail Transfer Protocol)
53 TCP & UDP DNS (Domain Name Server)

69 UDP TFTP (Trivial File Transfer Protocol)
80 TCP World Wide Web HTTP

110 TCP POP3 (Post Office Protocol Version 3)
443 TCP & UDP HTTPS

1503 TCP T.120

1720 TCP H.323

7070 UDP RealAudio

-

Using port forwarding does have security implications, as outside users will
be able to connect to PCs on your network. For this reason you are advised
to use specific Virtual Server entries just for the ports your application
requires, instead of using DMZ. As doing so will result in all connections from
the WAN attempt to access to your public IP of the DMZ PC specified.

If you have disabled the NAT option in the WAN-ISP section, the Virtual
Server function will hence be invalid.

If the DHCP server option is enabled, you have to be very careful in
assigning the IP addresses of the virtual servers in order to avoid conflicts.
The easiest way of configuring Virtual Servers is to manually assign static IP
address to each virtual server PC, with an address that does not fall into the
range of IP addresses that are to be issued by the DHCP server. You can
configure the virtual server IP address manually, but it must still be in the

same subnet as the router. /

Attention

-
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Advanced Setup — NAT (Example)

Example: How to setup Port Forwarding for port 21 (FTP server)

If you have a FTP server in your LAN network and want others to access it through WAN.

Step 1: Assign a static IP to your local computer that is hosting the FTP server.

Step 2: Login to the Gateway and go to Configuration / Advanced Setup / NAT / Virtual Server.
FTP server uses TCP protocol with port 21.

Enter "21” to Start and End Port Number. The AirConnect® 8112 will accept port 21 requests from
WAN side.

Enter the static IP assigned to the local PC that is hosting the FTP server. Ex: 192.168.1.111

Enter "21” to Local Start and End Port number. The AirConnect® 8112 will forward port 21 request from
WAN to the specific LAN PC (Example: 192.168.1.111) in the network.

Step 3: Click Save to save settings.

¥ Virtual Server

Virtual Server for EWAN
Protocol TCP v
Start Port Number 21

End Port Number 21

Local IP Address 192.168.1.111
Start Port Number (Local) 21

End Port Number(Local) 21

Save Back

Virtual Server Listing

Rule  Protocol Start Port End port Local IP Address Start Port Local End Port Local Edit Drop
0 TCP 21 21 192.168.1.111 21 21 Z ©
1 N/A N/A NI/A NI/A N/A NIA 54
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Advanced Setup — VRRP
VRRP

VRRP is designed to eliminate the single point of failure inherent in the static default routed
environment. VRRP specifies an election protocol that dynamically assigns responsibility for a virtual
router to one of the VRRP routers in a LAN. The VRRP router controlling the IP address associated
with a virtual router is called the Master, and forwards packets sent to these IP addresses. The
election process provides dynamic fail-over in the forwarding responsibility should the Master become
unavailable. Any of the virtual router's IP addresses in a LAN can then be used as the default first hop
router by end-hosts. The advantage gained from using VRRP is a higher availability default path
without requiring configuration of dynamic routing or router discovery protocols on every end-host.

TVRRP

VRRP O Activated @ Deactivated

VRID 1 (1~255)

Priority 100 (1~254)
Preempt Mode @ Activated O Deactivated

VRIP 192.168.1.253

Advertisement Period 1 (1~2147483647)

VRRP: Click to activate the feature.

VRID: Virtual Router Identifier, range from 1-255 (decimal). A master or backup router running the
VRRP protocol may participate in one VRID instance.

Priority: Specifies the sending VRRP router's priority for the virtual router. Higher values equal higher
priority. The priority value for the VRRP router that owns the IP address associated with the virtual
router MUST be 255. VRRP routers backing up a virtual router MUST use priority values between 1
and 254. The default priority value for VRRP routers backing up a virtual router is 100. The priority
value zero (0) has special meaning indicating that the current Master has stopped participating in
VRRP. This is used to trigger Backup routers to quickly transition to Master without having to wait for
the current Master to timeout.

Preempt Mode: When preempt mode is activated, a backup router always takes over the

responsibility of the master router. When deactivated, the lower priority backup is left in the master
state.

VRIP: An IP address which is associated with the virtual router.

Advertisement period: Indicates the time interval in seconds between advertisements. Default in 1
second.

Click Save to apply settings.
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Static DNS

The Domain Name System (DNS) is a hierarchical naming system built on a distributed database for
computers, services, or any resource connected to the Internet or a private network associated with
various information with domain names assigned to each of the participating entities. Most importantly,
it translates domain names meaningful to humans into the numerical identifiers associated with
networking equipment for the purpose of locating and addressing these devices worldwide.

An often-used analogy to explain the Domain Name System is that it serves as the phone book for the
Internet by translating human-friendly computer hostnames into IP addresses. For example, the
domain name www.example.com can be translated into the addresses 192.0.32.10 (IPv4).

*Static DNS
IP Address
Domain Mame
| Save |

Static DNS Listing
Indes IP Address Domain Narme Edit Delete

IP Address: Enter a static DNS |IP address.
Domain Name: Enter a domain name which can be converted to the IP address from above.
Click Save to apply settings.
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QoS

QoS helps you control the upload traffic of each application from LAN (Ethernet and/or Wireless) to
WAN (Internet).

It facilitates you the features to control the quality of throughput for each application. This is useful
when there on certain types of data you want giver higher priority to, such as voice data packets given
higher priority than web data packets.

QoS helps you control the upload traffic of each application from LAN (Ethernet and/or Wireless) to
WAN (Internet).

It facilitates you the features to control the quality of throughput for each application. This is useful
when there on certain types of data you want giver higher priority to, such as voice data packets given
higher priority than web data packets.

T Quality of Service
S QoS *1 O activated @ Deactivated
Bandwidth Limitation
LAMN to WA Bandwidth 100 Mbps
EvANLAN 43_0 Bandwidth 100 Mbps
EWWArLAN 431 Bandwidth 100 Mbps
EWANLAN 432 Bandwidth 100 Mbps
EvAR(LAN 433 Bandwidth 100 Mbps
EvAr(LAN 43_4 Bandwidth 100 Mbps
WAN 1o LAMN
EvArR(LAN 43_5 Bandwidth 100 Mbps
EWARNILAN 4)_6 Bandwidth 100 Mbps
EVHAMNILAN 4)_7 Bandwidth 100 Mbps
aG NR Bandwidth 100 Mbps
WirelessClient Bandwidth 100 Mbps
| specify Bandwidth Limitation |
| Specify LaM Host Bandwidth |
SWW QoS Rule
Rule Index 1 W
Application
Direction LAM 0 WAN WA Interface ALL W
QoS Type Lirmitedim aximurm) w  Priarity High w
Banduwidth Type ® ghare Bandwidth O Bandwidth per Host
Bandwidth mMhps DSCP Marking Dizable hd
Protacal Any e
0.0.0.0 -~
Internal IP Address T b, Internal Port 1} ~ 0 3
External IP Address 0000 - External Fort 0 ~ 0 =3
0.0.0.0 2

Mote *1 : The hardware acceleration of packet processing will be disable if active S QoS
Mote *2:0.0.0.0 ~0.0.0.0 means all IP=

Mote *3: 0 ~ 0 means all Parts

Save Delete

QoS Control Listing
Index Application Directian QoS Type Bandwidth WaN Interface

SW QoS: Select Activate to enable the QoS

LAN to WAN (Bandwidth): You want to control the traffic from local network to the outside
(Upstream). You can assign the priority for the application or you can limit the rate of the application.
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Eg: you have a FTP server inside the local network, and you want to have a limited control by the QoS
policy and so you need to add a policy with LAN to WAN direction setting.

WAN to LAN (Bandwidth): Control traffic from WAN to LAN (Downstream).
Click Bandwidth Save to save settings.

Rule Index: Index marking for each rule up to maximum of 16.

» WAN Interface: Select a WAN interface connection to allow external access to your internal
network.

» Application: Assign a name that identifies the new QoS application rule. Select from the list
box for quick setup.

Direction: Shows the direction mode of the QoS application
» Protocol: Select a protocol from the drop down list

» DSCP Marking: Differentiated Services Code Point (DSCP), it is the first 6 bits in the ToS byte.
DSCP Marking allows users to classify the traffic of the application to be executed according to
the DSCP value.

Rate Type: Choose Limited (Maximum) or Guaranteed (Minimum) to specify the date rate is allowed
for this policy.

» Rate: Specify the date rate in Kbps.

» Priority: Set the priority given to each policy/application. Specify the priority for the use of
bandwidth. You can specify which application can have higher priority to acquire the bandwidth.
Its default setting is set to High. You may adjust this setting to fit your policy / application.

Internal IP Address: The IP address values for Local LAN devices you want to give control.
» Internal Port: The Port number on the LAN side, it is used to identify an application.
External IP Address: The IP address on remote / WAN side.
» External Port: The Port number on the remote / WAN side.

Click Save to apply settings.

To Remove a Policy: Simply select the Index then hit the Delete button to remove from the list.
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Time Schedule

The Time Schedule supports up to 16 timeslots which helps you to manage your Internet connection.

In each time profile, you may schedule specific day(s) i.e. Monday through Sunday to restrict or
allowing the usage of the Internet by users or applications.

This Time Schedule correlates closely with router’s time, since router does not have a real time clock

on board; it uses the Simple Network Time Protocol (SNTP) to get the current time from an SNTP
server from the Internet.

¥ Time Schedule

Rule Index 1 v
Rule Name TimeSlot1
Mon. Tues. Wed. Thur. Fri. Sat. Sun.
Day of Week
Start Time 00:00 00:00 00:00 00:00 00:00 00:00 00:00
End Time 00:00 00:00 00:00 00:00 00:00 00:00 00:00
Save

Time Index: The rule indicator (1-16) for identifying each timeslot.

Name: User-defined identification for each time period.

Day of Week: Mon. to Sun. Specify the time interval for each timeslot from “Day of Week”.
Start Time: The starting point of the interval for the timeslot, anytime in 00:00 — 24:00.
End Time: The ending point of the interval for the timeslot, anytime in 00:00 — 24:00.
Click Save to apply your settings.

Example, you can add a timeslot named “TimeSIot1” which features a period from 9:00 of Monday to
18:00 of Tuesday.

¥ Time Schedule

Rule index .
Rule Name TimeSlot1

Mon. Tues. Wed. Thur, Fri. Sat. Sun.
Day of Week v v
Start Time 08:00 00:00 00:00 00:00 00:00 00:00 00:00
End Time 24:00 18:00 00:00 00:00 00:00 00:00 100:00

Save

“TimeSlot2” from 09:00 to 18:00 of Wednesday

¥ Time Schedule

Rule Index 2 v
Rule Name TimesSlot2

Man. Tues. Wed. Thur. Fri. Sal. Sun.
Day of Week v
Start Time 00:00 00:00 09:00 00:00 00:00 00:00 00:00
End Time 100:00 00:00 18:00 00:00 00:00 00:00 00:00

Save
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Advanced Setup — Mail Alert
Mail Alert

Mail alert is designed to keep system administrator or other relevant personnel alerted of any
unexpected events that might have occurred to the network computers or server for monitoring
efficiency. With this alert system, appropriate solutions may be tackled to fix problems that may have
arisen so that the server can be properly maintained.

¥ Mail Alert
Server Information

SMTP Server

Username

Password ~ |eese

Sender's E-mail (Must be XXX@yyy.zzz)
SSUTLS Enable

Port 25 (1~65535)

Account Test
WAN IP Change Alert

Recipient's E-mail (Must be XXX@yyy.zzz)
4G/LTE Usage Allowance
Recipient's E-mail (Must be XXX@yyy.zzz)

Apply

Server Information

SMTP Server: Enter the SMTP server that you would like to use for sending emails.
Username: Enter the username of your email account to be used by the SMTP server.
Password: Enter the password of your email account.

Sender’s Email: Enter your email address.

SSL/TLS: Check to whether to enable SSL encryption feature.

Port: the port, default is 25.

Account Test: Click the button to test the connectivity and feasibility to your sender’s e-mail.

AN IP Change Alert

Recipient’s Email (WAN IP Change Alert): Enter a valid e-mail address to receive an alert message
when WAN IP change has been detected.

Recipient’s Email (5G Usage Allowance): Enter a valid e-mail address to receive an alert message
when the 5G over Usage Allowance occurs.

Click Apply button to save settings.
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VPN - IPSec

A Virtual Private Network (VPN) is a private network that interconnects remote (and often
geographically separate) networks through primarily public communication infrastructures such as the
Internet. VPNs provide security through tunneling protocols and security procedures such as
encryption. For example, a VPN could be used to securely connect the branch offices of an
organization to a Headquarter office network through the public Internet.

AirConnect® 8112 supports IPSec, PPTP, L2TP and GRE

VPN

IPSec

Internet Protocol Security (IPSec) is a protocol suite for securing Internet Protocol (IP)
communications by authenticating and encrypting each IP packet of a communication session. IPSec
also includes protocols for establishing mutual authentication between agents at the beginning of the
session and negotiation of cryptographic keys to be used during the session.

IPSec is an end-to-end security scheme operating in the Internet Layer of the Internet Protocol Suite. It
can be used in protecting data flows between a pair of security gateways (network-to-network), or
between a security gateway and a host (network-to-host).

A total of 8 IPSec tunnels can be added.
* IPSec

IPSec Listing

Index  Connection Mame Active Interface Remote Gatewsay P Remote hetwark: Edit Delete
| Add Mew Connection

Click Add New Connection to create a new IPSec profile.
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IPSec Connection Setting

T IPSec

Connection Name
Active

Interface

Remote Gateway IP
Local Access Range
Remote Access Range
IKE Mode

Local ID Type

Remote ID Type

IKE Proposal

IPSec Proposal

SA Lifetime

Keepalive

Disconnection Time after No Traffic

Reconnection Time

* Yas No

Auto v

Subnet ¥

Subnet v

Wain v

Default (Local WAN IF)
Default (Remote Gateway IP) »
Encryption Algorithm
Diffie-Hellman Group

& ESP
Encryption Algorithm
Perfect Forward Secrecy
Phase 1 (IKE})

None v

180 seconds (180 at least)

3 min(s) (3 at least)

(0.0.0.0 means any}

Local IP Address
Remote IP Address
Pre-Shared Key
IDContent
IDContent

DES v

MODP1024(DH2)

AH
DES v
Mone ¥
430 min(s)

PING to the IP(0.0.0.0:NEVER)

Mote * - FQDN with @ as first character means don't resolve domain name.

Note ** : (D-3600, 0 means NEVER)

Save Back

0.0.0.0

0.0.0.0

Device Configuration
VPN - IPSec

*

*

IP Subnetmask [0.0.0.0

IP Subnetmask |0.0.0.0

Authentication Algorithm | MD5 v

Authentication Algorithm | MD5 T

Phase 2 (IPSec)

0.0.0.0

Connection Name: Enter a description for this connection/profile.

Active: Yes to activate the connection.

Interface: Select a WAN interface to establish a tunnel with the remote VPN device. Auto allows
system to automatically initiate a connection via current connected WAN interface.

Remote Gateway IP: The WAN IP address of the remote VPN device. Enter 0.0.0.0 for unknown
remote WAN IP address — only the peer can initiate the tunnel connection.

Local Access Range: Set the IP address or subnet of the local network.

» Single IP: The IP address of the local host, for establishing an IPSec connection between a

security gateway and a host (network-to-host).

» Subnet: The subnet of the local network, for establishing an IPSec tunnel between a pair of

security gateways (network-to-network)

Remote Access Range: Set the IP address or subnet of the remote network.

» Single IP: The IP address of the local host, for establishing an IPSec connection between a
security gateway and a host (network-to-host). If the remote peer is a host, select Single
Address.

» Subnet: The subnet of the local network, for establishing an IPSec tunnel between a pair of

60 mini(s)

Interval 10

seconds

security gateways (network-to-network), if the remote peer is a network, select Subnet.
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Device Configuration
VPN - IPSec

IPSec Phase 1(IKE)

IKE Mode Main A Pre-Shared Key

Local ID Type Default (Local WAN IP) v IDContent

Remote ID Type Default (Remote Gateway IP) ¥ IDContent

IKE Proposal Encryption Algorithm DES v Authentication Algarithm | MD5 v
Diffie-Hellman Group MODP1024(DH2) *

IKE Mode: IKE, Internet Key Exchange, is the mechanism to negotiate and exchange parameters
and keys between IPSec peers to establish security associations (SA). Select Main or Aggressive
mode.

Pre-Shared Key: This is for the Internet Key Exchange (IKE) protocol, a string from 4 to 128
characters. Both sides should use the same key. IKE is used to establish a shared security policy and
authenticated keys for services (such as IPSec) that require a key. Before any IPSec traffic can be
passed, each router must be able to verify the identity of its peer. This can be done by manually
entering the pre-shared key into both sides (router or hosts).

Local ID Type / Remote ID Type: When the mode of IKE is aggressive, Local and Remote peers can
be identified by other IDs.

IDContent: Enter IDContent the name you want to identify when the Local and Remote Type are
Domain Name; Enter IDContent IP address you want to identify when the Local and Remote Type are
IP addresses (IPv4 and IPv6 supported).

IKE Proposal & Encryption Algorithm: Select the encryption algorithm from the drop-down menu.
There are several options: DES and AES (128, 192 and 256). 3DES and AES are more powerful but
increase latency.

» DES: Stands for Data Encryption Standard, it uses 56 bits as an encryption method.

» 3DES: Stands for Triple Data Encryption Standard, it uses 168 (56*3) bits as an encryption
method.

» AES: Stands for Advanced Encryption Standards, you can use 128, 192 or 256 bits as
encryption method.

Authentication Algorithm: Authentication establishes the integrity of the datagram and ensures it is
not tampered with in transmission. There are 3 options: Message Digest 5 (MD$5) and Secure Hash
Algorithm (SHA1, SHA256). SHA1 is more resistant to brute-force attacks than MD5. However, it is
slower.

» MD5: A one-way hashing algorithm that produces a 128-bit hash.
» SHA1: A one-way hashing algorithm that produces a 160-bit hash.

Diffie-Hellman Group: It is a public-key cryptography protocol that allows two parties to establish a
shared secret over an unsecured communication channel (i.e. over the Internet). MODP stands for
Modular Exponentiation Groups.

IPSec Phase 2(IPSec

IPSec Proposal * ESP AH
Encryption Algorithm DES v Authentication Algorithm | MD5 T

Perfect Forward Secrecy Mone A

IPSec Proposal: Select the IPSec security method. There are two methods of verifying the
authentication information, AH (Authentication Header) and ESP (Encapsulating Security Payload).
Use ESP for greater security so that data will be encrypted and the data origin be authenticated but
using AH data origin will only be authenticated but not encrypted.
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Device Configuration
VPN - IPSec

Encryption Algorithm: Select the encryption algorithm from the drop-down menu. There are several
options: DES and AES (128, 192 and 256). 3DES and AES are more powerful but increase latency.

» DES: Stands for Data Encryption Standard, it uses 56 bits as an encryption method.

» 3DES: Stands for Triple Data Encryption Standard, it uses 168 (56*3) bits as an encryption
method.

» AES: Stands for Advanced Encryption Standards, you can use 128, 192 or 256 bits as
encryption method.

Authentication Algorithm: Authentication establishes the integrity of the datagram and ensures it is
not tampered with in transmission. There are 3 options: Message Digest 5 (MD$5) and Secure Hash
Algorithm (SHA1, SHA256). SHA1 is more resistant to brute-force attacks than MD5. However, it is
slower.

» MD5: A one-way hashing algorithm that produces a 128-bit hash.
» SHA1: A one-way hashing algorithm that produces a 160-bit hash.

Perfect Forward Secrecy: Itis a public-key cryptography protocol that allows two parties to establish
a shared secret over an unsecured communication channel (i.e. over the Internet). MODP stands for
Modular Exponentiation Groups.

IPSec SA Lifetime

Fhase 1 (IKEISA Lifetime 480 mings) Fhase 2 {IFSec) il minis)

SA Lifetime: Specify the number of minutes that a Security Association (SA) will stay active before
new encryption and authentication key will be exchanged. There are two kinds of SAs, IKE and IPSec.
IKE negotiates and establishes SA on behalf of IPSec, and IKE SA is used by IKE.

» Phase 1 (IKE): To issue an initial connection request for a new VPN tunnel. The range can be
from 5 to 15,000 minutes, and the default is 480 minutes.

» Phase 2 (IPSec): To negotiate and establish secure authentication. The range can be from 5 to
15,000 minutes, and the default is 60 minutes. A short SA time increases security by forcing the
two parties to update the keys. However, every time the VPN tunnel re-negotiates, access
through the tunnel will be temporarily disconnected.

IPSec Connection Keep Alive

Keeapalive Mone ¥ PIMG to the IP{0.0.0.0:NEVER)Y oo Interial 10 saconds ™
Disconnection Time after Mo Traffic 180 seconds (180 at leasf)

Reconnection Time 3 mings) (3 at leash

Keep Alive:

» None: Disable. The system will not detect remote IPSec peer is still alive or lost. The remote
peer will get disconnected after the interval, in seconds, is up.

» PING: This mode will detect the remote IPSec peer has lost or not by pinging specify IP
address.

» DPD: Dead peer detection (DPD) is a keeping alive mechanism that enables the router to be
detected lively when the connection between the router and a remote IPSec peer has lost.
Please be noted, it must be enabled on the both sites.

PING to the IP: It is able to IP Ping the remote PC with the specified IP address and alert when the
connection fails. Once alter message is received, Router will drop this tunnel connection. Reestablish
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Device Configuration 107
VPN - IPSec

of this connection is required. Default setting is 0.0.0.0 which disables the function

Interval: This sets the time interval between Pings to the IP function to monitor the connection status.
Default interval setting is 10 seconds. Time interval can be set from 0 to 3600 second, 0 second

disables the function.

Ping to the IP Interval (sec) Ping to the IP Action
0.0.0.0 0 No

0.0.0.0 2000 No

XXX XXX.XXX. XXX (A valid I[P Address) 0 No

XXX.XXX.XXX.XXX(A valid IP Address) 2000 Yes, activate it in every 2000

second.

Disconnection Time after No Traffic: It is the NO Response time clock. When no traffic stage time is
beyond the Disconnection time set, Router will automatically halt the tunnel connection and
re-establish it base on the Reconnection Time set. 180 seconds is minimum time interval for this

function.

Reconnection Time: It is the reconnecting time interval after NO TRAFFIC is initiated. 3 minutes is

minimum time interval for this function.

Click Save to apply settings.
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Device Configuration
VPN - IPSec (Example on LAN-to-LAN)

Examples: IPSec — Network (LAN) to Network (LAN)
Two of the AirConnect® 8112 devices want to setup a secure IPSec VPN tunnel

NOTE: The IPSec Settings shall be consistent between the two routers.

Branch Office

. Public IP Public IP
: l 192168.0.254  69.1211.30 69.121.1.3 192.168.1.254
5 L Lo
[ ] T
= I Router Router
Encryption Data
VPN Connection

192.168.0.0/24 |Psec - LAN to LAN

AirConnect® 8112 5G Enterprise Router User Manual

Head Office

Dddd

192.168.1.0/24



Headquarter office Side:

Device Configuration

VPN - IPSec (Example on LAN-to-LAN)

Configuration Settings

Description

Remote Network Netmask

255.255.255.0

Connection Name H-to-B Assigned name to this tunnel/profile
Remote Secure Gateway 69.121.1.30 IP address of the Branch office gateway
Access Network

Local Access Range Subnet Headquarter office network

Local Network IP Address 192.168.1.0

Local Network Netmask 255.255.255.0

Remote Access Range Subnet Branch office network

Remote Network IP Address 192.168.0.0

IPSec Proposal

IKE Mode Main
Pre-Shared Key 1234567890
Phase 1 Encryption AES-128
Phase 1 Authentication SHA1

Phase 1 Diffie-Hellman Group

MODP 1024(group?2)

Phase 2 Proposal

ESP

Phase 2 Authentication

SHA1

Phase 2 Encryption

3DES

Prefer Forward Security

MODP 1024(group?2)

Security Plan

*IPSec

Connection Mame H-ta-B

Artive ® Yesg Mo

Interface Auto v

Remote Gateway IP Ba121.1.30 (0.0.0.0 means any)

Local Access Range Subnet v Local IP Address 192.168.1.0 IP Subnetmask 255.255.255.0
Remote Access Range Subnet v Femote IP Address 192:1 Ea.0.0 IP Subnetmask 2552552550
IKE Mode Main v Fre-Shared Key 512345-6?890

Local D Type Defa_uItWa_n P r IDCantent i3

Remote ID Type DefaultWan IP v |DContent *

Encryption Algorithm AES-126 ¥ Authentication Algorithm SHAT v Diffie-Hellman Group | MODP1024(DHZ) ¥
IPSec Proposal ® ECP AH

Authentication Algarithim BHAT v Encryption Algorithm | 3DES ¥
Perfect Forward Secrecy MODP'] 024(_DH2) v
Phase 1 (IKE)SA Lifetime 420 mings) Phase 2 {IFSec) 60 mings)
kKeepalive None v FING to the IP{0.0.0.0:NEVER) 0000 Interval 10 :seconds*‘*

Disconnection Time after Mo Traffic 180 geconds (120 at least)

Recannection Time 3 mings) (3 at least)
MNote *: FQDRK with @ as first character means don't resalve domain narme.

Mote ™ (0-3600, D means NEVER)

| save || Back |
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Branch Office Side:

Device Configuration

VPN - IPSec (Example on LAN-to-LAN)

Configuration Settings

Description

Remote Network Netmask

255.255.255.0

Connection Name B-to-H Assigned name to this tunnel/profile
Remote Secure Gateway 69.121.1.3 IP address of the Branch office gateway
Access Network

Local Access Range Subnet Headquarter office network

Local Network IP Address 192.168.0.0

Local Network Netmask 255.255.255.0

Remote Access Range Subnet Branch office network

Remote Network IP Address 192.168.1.0

IPSec Proposal

IKE Mode Main
Pre-Shared Key 1234567890
Phase 1 Encryption AES-128
Phase 1 Authentication SHA1

Phase 1 Diffie-Hellman Group

MODP 1024(group?2)

Phase 2 Proposal

ESP

Phase 2 Authentication

SHA1

Phase 2 Encryption

3DES

Prefer Forward Security

MODP 1024(group?2)

Security Plan

TIPSec
Connection Name B-to-H
Acrtive ® Yog e}
Interface Auto ¥
Rermote Gateway P £3.121.1.3 1(0.0.0.0 means any
Local Access Range Suhnet T Local IP Address 1192.162.0.0 - IF Subnetmask 255.255.2585.0
Remote Access Range .S.ub_net v Femote IP Address 192._1 68._1 | - P Subnetmask _25_5_.255_.255_.0
IKE Maode Main v Pre-Shared Key [1234567850
Lacal ID Type Default'Wan IP r IDCaontent x
Remote ID Type Default Wan IP T IDCaontent *
Encryption Algorithrm AES-128 ¥ Authentication Algorithm SHAT v Diffie-Hellman Group MODP‘IDN(.DH.Q) v
IPSec Praposal ® ESF AH
Authentication Algorithm SHAT r Encryption Algorithm 3DES v
Perfect Forward Secrecy M_ODF'1I32_4(_DH2_) A
Phase 1 {(IKE)SA Lifetime 1480 mings) Phase 2 (IPSec) |60 mings)
Keepalive Mone ¥ FING to the IP{0.0.0.0:NEYER) ED.D.D.D. Interval 10 seconds **
Disconnection Tirme after Mo Traffic 180 secands (180 at least)
Reconnectian Time 3 'min(s) (3 atleash

Mote * : FQDM with @ as first character means dont resolve domain name.

Mote = (0-3600, 0 means NEYER)

| Save || Back |
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Device Configuration
VPN - IPSec (Example on Remote Access)

Examples: IPSec — Remote Employee to AirConnect® 8112 Connection

Router servers as VPN server, and host should install the IPSec client to connect to Headquarter
office through IPSec VPN.

Office LAN

Public IP Public IP —

69.1211.30 6912113  192.168.1.254 I
| =

T
Remote Worker Router = '

Encryption Data
IPsec <> |Pscc E
VPN Connection

|Psec - Host to LAN 192.168.1.0/24
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Headquarter office Side:

Configuration Settings

Device Configuration

VPN - IPSec (Example on Remote Access)

Description

Phase 1 Diffie-Hellman Group

MODP 1024(group?2)

Phase 2 Proposal

ESP

Phase 2 Authentication

SHA1

Phase 2 Encryption

3DES

Prefer Forward Security

MODP 1024(group?2)

Connection Name H-to-H Assigned name to this tunnel/profile
Remote Secure Gateway 69.121.1.30 IP address of the Branch office gateway
Access Network

Local Access Range Subnet Headquarter office LAN network
Local Network IP Address 192.168.1.0 information

Local Network Netmask 255.255.255.0

Remote Access Range Signal IP Remote worker |P address

Remote Network IP Address 69.121.1.30

Remote Network Netmask 255.255.255.255

IPSec Proposal

IKE Mode Main Security Plan

Pre-Shared Key 1234567890

Phase 1 Encryption AES-128

Phase 1 Authentication SHA1

*IPSec

Connection Mame H-to-H

Artive * Yeg Mo
Intetface Alta v
Femote Gateway [P 69.121.1.30
Local Access Range Subnet ¥
Remote Access Range Single IP ¥
IKE Mode Main v
Local I Type Defaul_tWan_lP

Fermote |D Type Default'Wan IP

Encryption Algorithm AES-128 ¥

IPSec Proposal ® Eop

Authentication Algorithm

Perfact Forward Secrecy MQDE‘1_024(D_H2)
Phase 1 (IKE)SA Lifetime 480
keepalive Mone ¥

Disconnection Time after Mo Traffic 180

Reconnection Time 3

(0.0.0.0 means any)
Local [P Address
Remaote P Address
Pre-Shared Key

¥ IDContent
v IDContent

Authentication Algorithim

AH
SHEl v |
hd |

mings) Fhase 2 (IPSec)

PG to the IPD.0.0.0:NEVER)
seconds (180 at least)

min{s) (3 atleast)

Mote *: FaDM with @ as first character means don'tresolve domain name.

Mate *; (0-3600, 0 means NEVER)

| Save || Back |
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255.255.355.0

[oz1681.0 IP Subnetmask
l69.121.1.30 IP Subnetriask 255.265.256.255
[1234567880
l*
gHAT v Diffie-Hellman Group | MODP1024(DHZ) ¥

Encryption Algorithm | 3DES 7

&0 mings)

lo.00o Interval 10 seconds =




Device Configuration
VPN - PPTP Server
PPTP Server

The Point-to-Point Tunneling Protocol (PPTP) is a Layer2 tunneling protocol for implementing
virtual private networks through IP network.

In the Microsoft implementation, the tunneled PPP traffic can be authenticated with PAP, CHAP, and
Microsoft CHAP V1/V2 . The PPP payload is encrypted using Microsoft Point-to-Point Encryption
(MPPE) when using MSCHAPv1/v2.

NOTE: 4 sessions for Client and 4 sessions for Server respectively.

*PPTP Server

FPTP Server Actived '® Deactived
Authentication Type Chap/Pap ~
Encryption Key Length Auto v

Encryption Mode Allow Stateless and Statefull »
CCP ® Yas No

MS-DNS 192.168.1.254

Rule Index 1

Connection Name

Active Yos @ Ng
Username

Password -

Connection Type Remote Access v

Private IP Address assigned to Dial-in User
Remote Network [P Address
Remote Network Netmask

Save || Delete

PPTP Server Listing

Index Connection Name Active Usermname Connection Type Assigned [P Address

PPTP Server: Select Activate / Deactivate to enable or disable the PPTP Server.

Authentication Type: Pick an authentication type from the drop-down list. When using PAP, the
password is sent unencrypted, whilst CHAP encrypts the password before sending, and also allows
for challenges at different periods to ensure that an intruder has not replaced the client. When passed
the authentication with MS-CHAPv2, the MPPE encryption is supported.

Encryption Key Length: Auto, data encryption and key length, with 40-bit or 128-bit, is automatically
negotiated when establish a connection. 128-bit keys provide strong stronger encryption than 40-bit
keys.

Encryption Mode: The encryption key will be changed every 256 packets with Stateful mode. With
Stateless mode, the key will be changed in each packet.

CCP (Compression Control Protocol): Enable to compress data to save bandwidth and increase
data transfer speed.

MS-DNS: Assign a DNS server or use router default IP address to be the MS-DNS server IP address.
Rule Index: The numeric rule indicator for PPTP server. The maximum entry is up to 4.
Connection Name: Enter a description for this connection/profile.

Active: Yes to activate the account. PPTP server is waiting for the client to connect to this account.
Username / Password: Enter the username / password for this profile.

Connection Type: Select Remote Access for single user, Select LAN to LAN for remote gateway.
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Device Configuration
VPN - PPTP Server
Private IP Address Assigned to Dial-in User: Specify the private IP address to be assigned to
dial-in clients, and the IP should be in the same subnet as local LAN, but not occupied.

Remote Network IP Address: Enter the subnet IP of the remote LAN network.
Remote Network Netmask: Enter the Netmask of the remote LAN network.

Click Save to apply settings.
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Device Configuration
VPN - PPTP Client
PPTP Client

Establish a PPTP tunnel over Internet to connect with a PPTP server.
A total of 4 PPTP Client sessions can be created.

*PPTP Chent
Rule Index 1v

Connection Name

Active Yes ® No
Authentication Type Chap/Pap +
Encryption Key Length Auto v
Encryption Mode Allow Stateless or Statefull »
CCP ® Yes ' MNo
Username

Password ferses

Connection Type Remote Access v
Server |P Address

Remate Network IP Address

Remote Network Netmask

Active as Default Route Enable

Save Delete

PPTP Client Listing

Index Connection Name Active Username Connection Type Server IP Address

Rule Index: The numeric rule indicator for PPTP client. The maximum entry is up to 4.
Connection Name: Enter a description for this connection/profile.

Active: Yes to activate the account. PPTP server is waiting for the client to connect to this account.

Authentication Type: Pick an authentication type from the drop-down list. When using PAP, the
password is sent unencrypted, whilst CHAP encrypts the password before sending, and also allows
for challenges at different periods to ensure that an intruder has not replaced the client. When passed
the authentication with MS-CHAPv2, the MPPE encryption is supported.

Encryption Key Length: Auto, data encryption and key length, with 40-bit or 128-bit, is automatically
negotiated when establish a connection. 128-bit keys provide strong stronger encryption than 40-bit
keys.

Encryption Mode: The encryption key will be changed every 256 packets with Stateful mode. With
Stateless mode, the key will be changed in each packet.

CCP (Compression Control Protocol): Enable to compress data to save bandwidth and increase
data transfer speed.

Username / Password: Enter the username / password provided by the PPTP server/host.
Connection Type: Select Remote Access for single user, Select LAN to LAN for remote gateway.
Server Address: Enter the WAN IP address of the PPTP server.

Remote Network IP Address: Enter the subnet IP of the server/host LAN network.

Remote Network Netmask: Enter the Netmask of the server/host LAN network.

Click Save to apply settings.
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Device Configuration

VPN - PPTP (Example on Remote Dial-In)

Example: PPTP — Remote Employee Dial-in to AirConnect®8112

[

Remote Worker

PPTP Client <> PPTP Server

PPTP - Remote Access (Dial-in)

The input IP address 192.168.1.2 will be assigned to the remote worker. Please make sure this IP is
not used in the Office LAN.

Public IP
61.56.158.112

&

Encryption Data

VPN Connection

Office LAN

192.168.1.254

Router

0ddd

192.168.1.0/24

Configuration Settings Description

Connection Name HS-RA Assigned name to this tunnel/profile
Authentication Type MS-CHAPv2 Authentication type

Username test Credential created from the device to a
Password test PPTP client to dial-in to the network.
Connection Type Remote Access Remote access for a dial-in

Assigned IP 192.168.1.2 Local IP assigned to the dial-in client
~PPTP Server

PPTP Server
Authentication Type
Encryption Key Length
Encryption Mode

CCP

MS-DNS

Rule Index

Connection Name

Active

Username

Password

Connection Type

Private IP Address assigned to Dial-in User
Remote Network IP Address
Remote Network Netmask

PPTP Server Listing
Index
1 HS-RA

Connection Name

® Actived (U Deactived

MS-CHAPV2 w

Auto v

|Allow Stateless and Statefull ~

® ves ONo

92.168.1.254

lI

2

®ves ONo

test

Remote Access w

92.168.1.2

il

Active
es

Username Connection Type

=<

test Remote Access
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VPN - PPTP (Example on Remote Dial-Out)

Device Configuration 117

Example: PPTP — Remote Employee Dial-out to AirConnect® 8112

A company’s office establishes a PPTP VPN connection with a file server located at a separate
location. The router is installed in the office, connected to a couple of PCs and Servers.

Public IP
61.121.1.33

Server

PPTP Server

PPTP - Remote Access (Dial-out)

Encryption Data

VPN Connection

Office LAN

192.168.1.254

Router

PPTP Client

0 ddd

192.168.1.0/24

PPTP Server WAN IP address is 61.121.1.33 of the Headquarter office.

Configuration Settings

Description

Connection Name HS-RA Assigned name to this tunnel/profile
Authentication Type MS-CHAPv2 Authentication type

Username test Credential assigned from the PPTP server
Password test for PPP client to dial-in to its network.
Connection Type Remote Access Remote access for a dial-in

Server IP 61.121.1.33 VPN server WAN IP address

~PPTP Client

Rule Index

Connection Name HS-RA

Active ®Yes (U No

Authentication Type

Encryption Key Length

Encryption Mode ‘A\Iow Stateless or Statefull w

ccp ®ves O No

Usemame

Connection Type

Server IP Address

Remote Network IP Address 192.168.1.0

Remote Network Netmask 255.255.255.0

Active as Default Route [ Enable

PPTP Client Listing

Index Connection Name Active Usermname Connection Type Server IP Address

1 HS-RA Yes test Remote Access 69.121.1.33
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Device Configuration
VPN - PPTP (Example on LAN-to-LAN)

Example: PPTP — Network (LAN) to Network (LAN) Connection

The branch office establishes a PPTP VPN tunnel with Headquarter office to connect two private
networks over the Internet. The routers are installed in the Headquarter office and branch offices
accordingly.

NOTE: Both office LAN networks must be in different subnets with the LAN-LAN application.

Branch Office Head Office

Public IP
192.168.0.254 69.1211.33 192.168.1.254

Router Router

Encryption Data
PPTP Client <> PP TP Server

VPN Connection

Oddd
|-
|-
0ddd

192.168.0.0/24 PPTP - LAN to LAN 192.168.1.0/24
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Device Configuration
VPN - PPTP (Example on LAN-to-LAN)

Configuring PPTP Server in the Headquarter office

The IP address 192.168.1.2 will be assigned to the router located in the branch office. Please make
sure this IP is not used in the Headquarter office LAN.

Configuration Settings

Description

Connection Name HS-LL Assigned name to this tunnel/profile
Authentication Type MS-CHAPv2 Authentication type

Username test Credential created for a PPTP client to
Password test dial-in to its local network.
Connection Type LAN to LAN LAN to LAN connection

Assigned IP 192.168.1.2 Local IP assigned to the dial-in client
Remote Network IP 129.168.0.0 Remote, Branch office, LAN network IP
Remote Network Netmask 255.255.255.0 address and Netmask

*PPTP Server

PPTP Server ® pctived () Deactived

Authentication Type

Encryption Key Length

Encryption Mode |Allnw Stateless and Statefull ~

CCP ®ves ONo

MS-DNS

Rule Index

Connection Mame

Active ®ves ONo

Usemame

Password D

Connection Type

Private IP Address assigned to Diakin User

Remote Network IP Address

Remote Network Netmask

PPTP Server Listing
Index Connection Name
1 HS-LL

Active Username
Yes test
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Device Configuration

VPN - PPTP (Example on LAN-to-LAN)

The IP address 69.1.121.33 is the Public IP address of the router located in Headquarter office.

Configuration Settings

Description

Connection Name BC-LL Assigned name to this tunnel/profile
Authentication Type MS-CHAPv2 Authentication type

Username test Credential assigned from the Headquarter
Password test Server to dial-in.

Connection Type LAN to LAN LAN to LAN connection

Server IP 69.121.1.33 Headquarter Serve WAN IP address
Remote Network IP 129.168.1.0 Remote, Headquarter office, LAN network
Remote Network Netmask 255.255.255.0 IP address and Netmask

¥PPTP Client

Rule Index

Connection Name BC-LL

Active ®Yes ONo

Authentication Type

Encryption Key Length

Encryption Mode |Allow Stateless or Statefull v

CCP ®ves () No

Connection Type

Server |P Address

Remote Network |P Address

Remote Network Netmask

Active as Default Route 1 Enable

PPTP Client Listing

Index Connection Name Active Username Connection Type Server IP Address

1 BC-LL Yes test Lan to Lan 69.121.1.33
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Device Configuration
VPN - L2TP

L2TP

L2TP, Layer 2 Tunneling Protocol is a tunneling protocol used to support virtual private networks
(VPNSs). It does not provide any encryption or confidentiality by itself; it relies on an encryption protocol
that it passes within the tunnel to provide.

NOTE: 4 sessions for dial-in connections and 4 sessions for dial-out connections

*L2TP
Rule Index (L

Connection Mame

Active ® vpg Mo
Connection Mode Dialin ¥
Authentication Type ChapiPap ¥
Username

Password

Private IP Address assigned to Dial-in

User

Connection Type Remote Access ¥
Tunnel Authentication Enahle

Secret Password
Local Host Mame
Remote Host Mame

Active az Default Route Enable

Save || Delete

L2TP Listing
Index  Connection Rame Active Connection Mode Connection Type

Rule Index: The numeric rule indicator for L2TP. The maximum entry is up to 8 (4 dial-in and 4
dial-out profiles).

Connection Name: Enter a description for this connection/profile.

Active: To enable or disable this profile.

Connection Mode (Dial in

Connection Mode Dialin ¥
Authentication Type ChapIF’ép i
Username

Pasgword

Private IP Address assianed to Dial-in
User

Connection Mode: Select Dial In to operate as a L2TP server.

Authentication Type: Default in Chap/Pap (CHAP, Challenge Handshake Authentication Protocol.
PAP, Password Authentication Protocol). If you want the router to determine the authentication type to
use, or else manually specify PAP if you know which type the server is using (when acting as a client),
or else the authentication type you want clients connecting to you to use (when acting as a server).

Username / Password (Server/Host): Enter the username / password for this profile.

Private IP Address Assigned to Dial-in User: The private IP to be assigned to dial-in user by L2TP
server. The IP should be in the same subnet as local LAN, and should not be occupied.
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Device Configuration
VPN - L2TP

Connection Mode (Dial out
Connection Mode Dialout ¥
Server [P Address
Authentication Type Chap/Pap ¥
lJsermame

Password

Connection Mode: Choose Dial Out if you want your router to operate as a client (connecting to a
remote L2TP Server, e.g., your office server).

Server IP Address: Enter the IP address of your VPN Server.

Authentication Type: Default is Chap/Pap (CHAP, Challenge Handshake Authentication Protocol.
PAP, Password Authentication Protocol). If you want the router to determine the authentication type to
use, or else manually specify PAP if you know which type the server is using (when acting as a client),
or else the authentication type you want clients connecting to you to use (when acting as a server).

Username / Password (Client): Enter the username / password provide by the Server/Host.

Connection Type

» Remote Access: From a single user.
» LAN to LAN: Enter the peer network information, such as network address and Netmask.

Tunnel Authentication and Active

Tunnel Authentication Enable
Secret Password

Local Host Mame

Remote Host Mame

Active az Default Route Enable

Tunnel Authentication: This enables router to authenticate both the L2TP remote and L2TP host.
This is only valid when L2TP remote supports this feature.

Secret Password: The secure password length should be 16 characters which may include numbers
and characters.

Local Host Name: Enter hostname of Local VPN device that is connected / established a VPN tunnel.

Remote Host Name: Enter hostname of remote VPN device. It is a tunnel identifier from the Remote
VPN device matches with the Remote hostname provided. If remote hostname matches, tunnel will be
connected; otherwise, it will be dropped.

Active as Default Route: Enabled to let the tunnel to be the default route for traffic, under this
circumstance, all packets will be forwarded to this tunnel and routed to the next hop.

Click Save to apply settings.

AirConnect® 8112 5G Enterprise Router User Manual



Device Configuration
VPN - L2TP (Example on Remote Dial-in)

Example: L2TP VPN — Remote Employee Dial-in to AirConnect®8112

A remote worker establishes a L2TP VPN connection with the Headquarter office using
Microsoft's VPN Adapter The router is installed in the Headquarter office, connected to a couple of
PCs and Servers.

Office LAN

Public IP
61.56.158.112 192.168.1.254

O - &

Remote Worker Router

Encryption Data
L2TP Client — L2TP Server

0444

VPN Connection

L2TP - Remote Access (Dial-in) 1921681.0/24

The input IP address 192.168.1.200 will be assigned to the remote worker. Please make sure this IP is
not used in the Office LAN.

Configuration Settings Description

Connection Name HS-RA Assigned name to this tunnel/profile
Connection Mode Dial in Operate as L2TP server
Authentication Type Chap/Pap Authentication type

Username test Credential from the device for remote
Password test client to dial-in to the network.
Assigned IP 192.168.1.200 An IP assigned to the dial in client
Connection Type Remote Access Remote access for dial in

T L2TP

Rule Index 1 ¥

Connection Mame HE-RA

Active *ives Mo

Connection Mode Dialin ¥

Authentication Type ChapiPap ¥

Username te_-_st

Fassword

Frivate IP Address assigned to Dial-in

User 192.168.1.200

Connection Type i?.emote ;\.ccess b
Tunnel Authentication Enable

Secret Password

Local Host Mame

Remote Host Mame

Active as Default Route Enahle

| Save || Delete

L2TP Listing
Index. Connection Mame Active Canhnection Made Connection Type
1 HS-RA fes Dialin Remote Access
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Device Configuration

VPN - L2TP (Example on Remote Dial-out)

Example: L2TP VPN — AirConnect® 8112 Dial-out to a Server

A company’s office establishes a L2TP VPN connection with a file server located at a separate
location. The router is installed in the office, connected to a couple of PCs and Servers.

Public IP

61

1211.33

B &

Server

Encryption Data

L2TP Server

VPN Connection

L2TP - Remote Access (Dial-out)

Office LAN

192.168.1.254

Router

L2TP Client

Dddd

192.168.1.0/24

Item Description

Connection Name HC-RA Assigned name to this tunnel/profile
Connection Mode Dial out Operate as L2TP client

Server IP 69.121.1.33 VPN server WAN IP address
Authentication Type Chap/Pap Authentication type

Username test Credential from the VPN Server for remote
Password test clients to dial-in to the network.
Connection Type Remote Access Remote access for dial out

*L2TP

Rule Index 1"

Connection Mame
Active

Connection Mode
Server IP Address
Authentication Type
Username
Passward
Connection Type
Tunnel Authentication
Secret Passward
Local Host Mame
Remaote Host Mame

Active as Default Route
| Save || Delete |
L2TP Listing

Index  Connection Name
1 HC-RA

AirConnect® 8112 5G E

HC-RA

® Yesg Mo
Dialout *
l69.121.1.33
ChapiPap ¥

test

Remote Access ¥

Enahle

Enahle
Active Connection Mode
Yes Dial out

nterprise Router User Manual

Connection Type
Remote Access




Device Configuration
VPN - L2TP (Example on LAN-to-LAN)

Example: L2TP VPN — Network (LAN) to Network (LAN) Connection

The branch office establishes a L2TP VPN tunnel with Headquarter office to connect two private
networks over the Internet. The routers are installed in the Headquarter office and branch office
accordingly.

NOTE: Both office LAN networks must be in different subnets with the LAN-LAN application.

Encryption Data
L2TP Client <> L2TP Server

Branch Office Head Office
: I 192.168.0.254 69.121.1.33 192.168.1.254 : I
B L L B |
o susnns] RIS
' I Router Router = | I

VPN Connection

192.168.0.0/24 L2TP - LAN to LAN 192.168.1.0/24
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Device Configuration

VPN - L2TP (Example on LAN-to-LAN)

Configuring L2TP VPN Dial-in in the Headquarter office
The IP address 192.168.1.200 will be assigned to the router located in the branch office.

Item Description

Connection Name HS-LL Assigned name to this tunnel/profile
Connection Mode Dial in Operate as L2TP server

Authentication Type Chap/Pap Authentication type

Username Test Credential for a PPTP client to dial-in to
Password Test the network.

Assigned IP 192.168.1.200 An IP assigned to the dial in client
Connection Type LAN to LAN LAN to LAN for dial in

Remote Network IP 129.168.0.0 Remote, Branch office, LAN network IP
Remote Network Netmask 255.255.255.0 address and Netmask

*L2TP

Rule Index
Connection Marme
Active

Connection Mode
Authentication Type
Usetname

Password

Private IP Address assigned to Dialkin
Ilser

Connection Type

Remaote Metwork [P Address
Remote Metwork Metmask
Tunnel Authentication
Secret Fassword

Local Host Mame

Remote Host Mame

Active as Default Route

| Save || Delete

L2TP Listing
Index  Connection Mame
1 HS-LL

1 v
HS-LL

* Yesg Ko
Dialin *
ChapPap ¥

test

192.168.1.200

Lanto Lan b
M92168.00

(255.255.255.0

Enable

Enahble

Active
Yes
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Device Configuration

VPN - L2TP (Example on LAN-to-LAN)

Configuring L2TP VPN Dial-out in the Branch office

The IP address 69.1.121.33 is the Public IP address of the router located in Headquarter office.

127

Item Description

Connection Name BC-LL Assigned name to this tunnel/profile
Connection Mode Dial out Operate as L2TP client

Server IP 69.121.1.33 Dialed server IP

Authentication Type Chap/Pap Authentication type

Username test Credential from the PPTP server to dial-in
Password test to the network

Connection Type LAN to LAN LAN to LAN for dial out

Remote Network IP 129.168.1.0 Remote, Headquarter office, LAN network
Remote Network Netmask 255.255.255.0 IP address and Netmask

*L2TP

Fule Index

Connection Mame

Active

Connection Mode
Server|P Address
Authentication Type
Username

Fassword

Caonnection Type

Remaote Metwork [P Address
Remaote Metwork MNetmask
Tunnel Authentication
Secret Password

Local Host Mame

Remote Host Mame

Active as Default Route

| Save || Delete |

L2TP Listing
Index  Connection Name
1 Bic-LL

1 ¥

BC-LL

*'ves L Mo
Dial out *
B9.121.1.33
(_BhapIF'ap r

ftest

Lanto I__an v
192168.1.0

{255,255 2550

Enahble

Enahble

Active: Connection Mode

Yes Dial out
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GRE Tunnel

Device Configuration
VPN - GRE

Generic Routing Encapsulation (GRE) is a tunneling protocol that can encapsulate a wide variety of
network layer protocol packets inside virtual point-to-point links over an IP network.

NOTE: Up to 8 GRE tunnels supported.

¥ GRE

Rule Index

Connection Name |:|
Active Yes ® No
Interface
Remote Gateway IP
Tunnel Local IP Address (Virtual Interface)
Tunnel Network Netmask (Virtual Interface)
Tunnel Remote IP Address (Virtual Interface)
Remote Network IP Address
Remote Network Netmask
Enable Keepalive ™

Keepalive Retry Times 3

Keepalive Interval 5 Second(s)
MU

Active as Default Route Yes ® Ng

IPSec [] Enable

GRE Listing

Index Connection Name Active Interface Remote Gateway IP Remote Network

Rule Index: The numeric rule indicator for GRE. The maximum entry is up to 8.

Connection Name: Enter a description for this connection/profile.

Active: Yes to activate this GRE profile.

Interface: Select a WAN interface to establish a tunnel with the remote VPN device.
Remote Gateway: Enter the remote GRE WAN |P address.

Tunnel Local IP Address & Remote IP address (Virtual Interface): Enter a virtual IP address for

the local and peer network.

Tunnel Network Netmask (Virtual Interface): Enter the Netmask for this virtual interface.

NOTE: The virtual Local and Remote |IP addresses must in same subnet and cannot be existed or used in both

networks.

Remote Network IP Address Netmask: Enter remote LAN network |IP address.
Remote Network Netmask: Enter remote LAN network Netmask.

Enable Keep-alive: Check the box to enable the keep-alive. The system will detect remote peer is still
alive or lost. If no responses from the remote peer after certain times, #-of-retry-time x interval, the
connection will get dropped.

Keep-alive Retry Times: Set the keep-alive retry times, default is 3.
Keep-alive Interval: Set the keep-alive Interval, unit in seconds. Default is 5 seconds.

Example: Keepalive retry time (3) x keepalive interval (5) = 15 seconds. If no responses for 15
seconds, GRE connection will get aborted.
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Device Configuration
VPN - GRE

MTU: Maximum Transmission Unit in byte. The size of the largest datagram (excluding media-specific
headers) an IP attempts to send through the interface.

Active as Default Route: Select if to set the GRE tunnel as the default route.
IPSec: Click the checkbox to enable GRE tunnel over IPSec.

IPSec ¥ Enable

IKE Mode Ivain v

IKE(IPSec) Local ID Default (Local WAN IP)
IKE(IPSec) Remote ID Default (Remote Gateway IF) ¥

IKE(IPSec) Pre-Shared Key

IKE Mode: IKE, Internet Key Exchange, is the mechanism to negotiate and exchange parameters
and keys between IPSec peers to establish security associations (SA). Select Main or Aggressive
mode.

IKE (IPSec) Local ID Type and Remote ID Type: When the mode of IKE is aggressive, Local and
Remote peers can be identified by other IDs.

IKE (IPSec) Pre-Shared Key: This is for the Internet Key Exchange (IKE) protocol, a string from 4 to
128 characters. Both sides should use the same key. IKE is used to establish a shared security policy
and authenticated keys for services (such as IPSec) that require a key. Before any IPSec traffic can
be passed, each router must be able to verify the identity of its peer. This can be done by manually
entering the pre-shared key into both sides (router or hosts).

Click Save to apply settings.
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Device Configuration
VPN - GRE (Example)

Example: GRE VPN — Network (LAN) to Network (LAN) Connection

The branch office establishes a GRE VPN tunnel with Headquarter office to connect two private
networks over the Internet. The routers are installed in the Headquarter office and branch office
accordingly.

NOTE: Both office LAN networks must be in different subnets with the GRE VPN connection.

Nt IR % eyt
192.168.100.10 192.168.100.11

VPN Connection

Branch Office Head Office
— Public IP Public IP —

I 192.168.0.254 69121130 69.1211.3 192.168.1.254 l
= L | 3
EEIIITTE EEETIIITR
; l Router Router : l

192.168.0.0/24 GRE 192.168.1.0/24
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Device Configuration
VPN - GRE (Example)

Configuring GRE connection in the Headquarter office
The IP address 69.1.121.30 is the Public IP address of the router located in branch office.

Item Description
Connection Name HS-LL Assigned name to this tunnel/profile
Remote Gateway IP 69.121.1.30 WAN |P address of Branch office

Tunnel Local IP Address

(Virtual Interface) 192.168.100.11

Local and remote virtual interface IP

Tunnel Remote IP Address

(Virtual Interface) 192.168.100.10

address must be in same Netmask.

Tunnel Network Netmask

; 255.255.255.0 Network Netmask of this virtual interface.

(Virtual Interface)
192.168.0.0/ The remote, branch office, LAN network IP

Remote Network IP/ Netmask | 555555 555 o and Netmask.
TGRE
Rule Index 1 v
Connection Name -HS-LI:
Active ® Yoo Na
Interface 4GILTE r
Remote Gateway IP 169.121.1.30

Tunnel Local IP Address (Virtual Interface)  |[192.168.100.11
Tunnel Network Netmask (Vrtual Interface) 2255.255.255._0

Tunnel Remote IP Address (MVirtual Interface) i‘j92_’:58.’;DD.’;D
Remote Network IP Address 192.168.0.0
Remote Network Metmask f‘_2;55.2;55.2;55_.ﬂ

Enable Keepalive

Keepalive Retry Times 12

Keepalive Interval 15 Second(s)
MTU 1460

Active as Default Route Yes ® Ng
IFSec | Enable

| Save || Delete |

GRE Listing
Index  Connection Name Active  Interface Remote Gateway IP
1 HS-LL Yes 4GLTE 68.121.1.30
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Configuring GRE connection in the Branch office

Device Configuration
VPN - GRE (Example)

The IP address 69.1.121.3 is the Public IP address of the router located in Headquarter office.

Item Description
Connection Name BC-LL Assigned name to this tunnel/profile
Remote Gateway IP 69.121.1.3 WAN IP address of Headquarter office

Tunnel Local IP Address

(Virtual Interface) 192.168.100.10

Local and remote virtual interface IP

Tunnel Remote IP Address

(Virtual Interface) 192.168.100.11

address must be in same Netmask.

Tunnel Network Netmask

. 255.255.255.0 Network Netmask of this virtual interface.
(Virtual Interface)
TGRE
Rule Index 1 r
Connecfion Name BC-LL
Active ® Yoo Mo
Interface 4GILTE v
Remote Gateway P 69.121.1.3

Tunnel Local IP Addrass (virtual Interface)  |192.168.100.10
Tunnel Network Netmask (Vrtual Interface) (2552552550

Tunnel Remote IP Address {(Virtual Interface) 102.168.100.11

Remote Network IP Address
Remate Netwark Metmask
Enahble Keepalive
Keepalive Retry Times
Keepalive Interval

MTU

Active as Default Route

IPSec

| Save || Delete

GRE Listing
Index,  Connection Name
1 BC-LL

192.168.1.0

[255.2565.255.0

13
5 Second(s)
1460

Yes ®' Nog

Enable

Active  Interface
Yas 4G LTE

Remote Gateway IP
6812113
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Device Configuration
VPN — OpenVPN (OpenVPN Server)

OpenVPN

OpenVPN is an open source software application that implements virtual private network (VPN)
techniques for creating secure point-to-point or site-to-site connections in routed or bridged
configurations and remote access facilities. It uses a custom security protocol that utilizes SSL/TLS for
key exchange. OpenVPN can run over User Datagram Protocol (UDP) or Transmission Control
Protocol (TCP) transports, multiplexing created SSL tunnels on a single TCP/UDP port. Itis capable of
traversing network address translation (NAT) and firewalls.

OpenVPN allows peers to authenticate each other using a pre-shared secret key, certificates, or
username/password. Pre-shared secret key is the easiest, with certificate based being the most robust
and feature-rich. It uses the OpenSSL encryption library extensively, allowing OpenVPN to use all the
ciphers available in the OpenSSL package, as well as the SSLv3/TLSv1 protocol, and contains many
security and control features.

It has integrated with OpenVPN package, allowing users to run OpenVPN in server or client mode from
their network routers.

OpenVPN Server

NOTE: Up to 1 profile.
¥ OpenVPN Server

Rule Index 1v

Connection Name

Active Yes '® No
Device Type TUN (IP over OpenVPN) v
Local Service Fort 1194

Tunnel Network (Virtual interface)
IP Address Netmask |255.255.255.0

Local Access Range

IP Address Netmask |255.255.255.0
Protocol UDP v

Local Certificate Index Default v

Trusted CA Index Default v

Cryptographic Suite

Cipher Default v | Hash Default v
Compression Adaptive ¥
Keepalive ¥ Enable Interval |10 second(s) Timeout [120 second(s)

Save || Delete

Rule Index: The numeric rule indicator for OpenVPN.
Connection Name: Enter a description for this connection/profile.
Active: Yes to activate this profile.

Device Type:
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Device Configuration
VPN — OpenVPN (OpenVPN Server)

» TUN (IP Over OpenVPN): Layer 3 networking level which routes packets on the VPN (Routing).
Device Type TUN (IP over OpenVPN) v

Local Service Port 1194

€ Local Service Port: Port 1194 is the default assigned port for OpenVPN.

» TAP (Ethernet Over OpenVPN): Works in layer 2 to pass Ethernet frame over the VPN tunnel.

Device Type TAP (Ethernet over OpenVPN) ¥
Bridge Yes ® No
Local Service Port 1184

@ Bridge: Yes if used in bridge.
€ Local Service Port: Port 1194 is the default assigned port for OpenVPN.

Tunnel Network (Virtual Interface)
IP Address / Netmask: Enter a virtual IP address and Netmask for this tunnel.

NOTE: The virtual IP addresses cannot be existed or used in both networks.

Local Access Range

IP Address / Netmask: Enter local LAN network IP address and Netmask.
Protocol: OpenVPN can run over either UDP or TCP transports. Select the protocol.

Local Certificate / Trusted CA Index: OpenVPN mutually authenticate the server and client based
on certificates and CA. Select a certificate and CA.

To import certificates and CAs, go to Maintenance >> Certificate Management to upload files.
Otherwise, select Default certificate and CA.

Cryptographic Suite

Cipher: OpenVPN uses all the ciphers available in the OpenSSL package to encrypt both the data
and channels. Select an encryption method.

Hash: To establish the integrity of the datagram and ensures it is not tampered with in transmission.
There are options: Message Digest 5 (MD$5) and Secure Hash Algorithm (SHA1, SHA256). SHA1 is
more resistant to brute-force attacks than MD5. However, it is slower.

Compression: Choose adaptive to use the LZO compression library to compress the data stream.

Keepalive: Check the box to enable the keep-alive. The system will automatic send ping packet to
remote peer to keep the tunnel active.

Interval: Set the keep-alive Interval, unit in seconds. Default is 10 seconds. Valid interval range is from
0 to 3600 seconds.

Timeout: Re-establish tunnel if no responses from peer network after timeout period expires. Default
is 120 seconds.

Click Save to apply settings.
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OpenVPN Client

Device Configuration
VPN — OpenVPN (OpenVPN Client)

OpenVPN client must match the VPN information / settings with the OpenVPN Server.

NOTE: Up to 4 tunnels supported.
¥ OpenVPN Client
Rule Index 1w
Connection Name
Active Yes ® No

Device Type

Server IP Address or Domain Name

Active as Default Route Yes '® No
Remote Subnet

IP Address

Protocol UDP v
Local Certificate Index Default ¥
Trusted CA Index Default v
Cryptographic Suite

Cipher Default
Compression Adaptive ¥
Keepalive ¥| Enable
~Save || Delete

TUN (IP over OpenVPN)

v

Port Number 1194

Netmask 255.255.255.0

¥ Hash Default ¥

Interval 0 Timeout 120 second(s)
second(s)

Rule Index: The numeric rule indicator for OpenVPN. Maximum up to 4 profile/tunnels

Connection Name: Enter a description for this connection/profile.

Active: Yes to activate this profile.
Device Type:

» TUN (IP Over OpenVPN): Works only in Layer 3 networking level which routes packets on the

VPN.

Device Type
Server IP Address or Domain Name

Active as Default Route Yes ® No

TUN (IP over OpenVPN) v

Port Number 1154

» Server IP Address or Domain Name: Enter OpenVPN Server's WAN IP address or Domain

name.

» Service Port: Port 1194 is the official assigned port number for OpenVPN.

» Active as Default Route: Choose Yes to let the OpenVPN tunnel/connection be the default
route for traffic, under this circumstance, all outgoing packets will be forwarded to this tunnel

and routed to the next hop.

» TAP (Ethernet Over OpenVPN): Works in layer 2 to pass Ethernet frame over the VPN tunnel.
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Device Configuration
VPN — OpenVPN (OpenVPN Client)

Device Type TAP (Ethernet over OpenVPN) ¥

Bridge Yes ® No

Server IP Address or Domain Name Port Number 1194
Active as Default Route Yes ® Np

» Bridge: Yes if used in bridge.

» Server IP Address or Domain Name: Enter OpenVPN Server's WAN IP address or Domain
name.

» Service Port: Port 1194 is the official assigned port number for OpenVPN.

» Active as Default Route: Choose Yes to let the OpenVPN tunnel/connection be the default
route for traffic, under this circumstance, all outgoing packets will be forwarded to this tunnel
and routed to the next hop.

Remote Subnef]

IP Address / Netmask: Enter the LAN network IP address and Netmask of the OpenVPN Server.
Protocol: OpenVPN can run over either UDP or TCP transports. Select the protocol.

Local Certificate / Trusted CA Index: OpenVPN mutually authenticate the server and client based
on certificates and CA. Select a certificate and CA.

To import certificates and CAs, go to Maintenance >> Certificate Management to upload files.
Otherwise, select Default certificate and CA.

Cryptographic Suite

Cipher: OpenVPN uses all the ciphers available in the OpenSSL package to encrypt both the data
and channels. Select an encryption method.

Hash: To establish the integrity of the datagram and ensures it is not tampered with in transmission.
There are options: Message Digest 5 (MD$5) and Secure Hash Algorithm (SHA1, SHA256). SHA1 is
more resistant to brute-force attacks than MD5. However, it is slower.

Compression: Choose adaptive to use the LZO compression library to compress the data stream.

Keepalive: Check the box to enable the keep-alive. The system will automatic send ping packet to
remote peer to keep the tunnel active.

Interval: Set the keep-alive Interval, unit in seconds. Default is 10 seconds. Valid interval range is from
0 to 3600 seconds.

Timeout: Re-establish tunnel if no responses from peer network after timeout period expires. Default
is 120 seconds.

Click Save to apply settings.
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Device Configuration

VPN — OpenVPN (Example) e

Example: OpenVPN — Network (LAN) to Network (LAN) Connection

The Branch office establishes a tunnel with Headquarter office to connect two private networks over
the OpenVPN.

NOTE: Both office LAN networks must be in different subnets with the GRE VPN connection.

Branch Office Head Office

Public IP Public IP
192.168.0.254 69.121.1.30 6912113 192.168.1.254

Router Router

; Encryption Data ;
Virtual Interface neryp Virtual Interface

192.168.100.0/24 192.168.100.0/24
VPN Connection

0ddd
0ddd

192.168.0.0/24 OpenVPN 192.168.1.0/24
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Configuring OpenVPN server in Headquarter office
The IP address 69.1.121.30 is the WAN IP address of the router located in the Branch office.
The OpenVPN tunnel network virtual interface is set to 192.168.100.0/24.

Item Description

Connection Name

HS-LL

Device Configuration
VPN - OpenVPN (Example)

Assigned name to this tunnel/profile

Tunnel Network

192.168.100.0/

IP address & Netmask of the virtual tunnel.

(Virtual Interface) 255.255.255.0
192.168.0.0/

Local Access Range OpenVPN Server's local LAN network.
255.255.255.0

T DpenVPN Server

Rule Index | v

Connection Name H_S__—LL

Active ® Yasg Mo

Local Service Port 11 94'

Tunnel Network (Virtual interface)
IP Address

Local Access Range

IP Address

Protocol
Local Cerificate Index

Trusted CA Index
Cryptographic Suite
Cipher

Compression

Keepalive

| Save (| Delete'l

192 168.100.0

102 168.0.0
UDP ¥
SenverLCAT v

ServerTCA1 v |

Default v _'

_ﬁdapt_ive ¥ |

¥ Enable
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Device Configuration
VPN - OpenVPN (OpenVPN Server)

Configuring OpenVPN client in Branch office
The IP address 69.1.121.3 is the WAN IP address of the router located in Headquarter office.

Item Description

Connection Name BC-LL Assigned name to this tunnel/profile

Server |IP Address 69.121.1.3 The WAN IP address of OpenVPN server.

Remote Subnet 192.168.0.0/ Lo_cal LAN IP & Netmask of the Branch
255.255.255.0 office

* DpenVPN Client

Rule Index 1w

Connection Name fE_C_—LL

Active ® oo Mo

Server IP Address or Domain Name ;_339.‘.2'..'1.3 Port Number |1194

Active as Defaulf Route Yoo ® No

Remote Subnet

IP Address 19216800 | Netmask  [2552552550

Protocal UDF v

Local Cerificate Index :CiientLCm v

Trusted CA Index ClignfTCAT ¥

Cryptographic Suite

Cipher ;Dgfaylt ¥ |'Hash | Default v |

Compression Ada rj'ﬁ'i.'re v

Keepalive ¥ Enable Interval ;encundIS; Timeout sezcnund'[s}

| Save || Delste |
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Device Configuration
Access Manamgent — Device Management
Access Management

Device Management

Device management offers users a way to change the embedded web server accessing port, default
80. User can change the http port to 8080 or something else here.

¥ Device Management

Device Host Name

Host Name home.gateway

Save :
Embedded Web Server

HTTP Port 80 (The default HTTP port number is 80.)

HTTPS Port 443 (The default HTTPS port number is 443.)

Save

Device Host Name

Host Name: Enter the host name of the router. Default is home.gateway
Click Save to apply settings.

Embedded Web Serve

HTTP Port: It is the embedded web server (Web GUI) accessing port, default is 80. It can be changed
other port other than port 80, e.g. port 8080.

Click Save to apply settings
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Device Configuration
Access Management — SNMP
SNMP

Simple Network Management Protocol (SNMP) is a protocol used for exchanging management
information between network devices. Your AirConnect® 8112 serves as a SNMP agent that allows a
manager station to manage and monitor the router through the network.

v SNMP

SNMP Activated '® Deactivated

Get Community

Set Community

Trap Manager [P 0.0.0.0
System Name

System Location

System Contact

Interface ALL ¥

SNMPv3

SNMPv3 Enable '® Disable

Username

Access Permissions Read Only v

Authentication Protocol MDS ¥

Authentication Key (8~31 characters)
Privacy Protocol DES v

Privacy Key (8~31 characters)

Save

SNMP: Activate to enable SNMP.

Get Community: Type the Get Community, which is the password for the incoming Get-and-GetNext
requests from the management station.

Set Community: Type the Set Community, which is the password for incoming Set requests from the
management station.

Trap Manager IP: Enter the IP of the server receiving the trap message (when some exception occurs)
sent by this SNMP agent.

System Name / Location / Contact: String descriptions of the SNMP agent.
Interface: Select the access interface. Choices are LAN or ALL (Both LAN and WAN).

SNMPv3
SNMPv3: Enable to activate the SNMPv3.
User Name: Enter the name allowed to access the SNMP agent.

Access Permissions: Set the access permissions for the user; RO--read only and RW--read and
writer.

Authentication Protocol: Select the authentication protocol, MD5 and SHA. SNMP agent can
communicate with the manager station through authentication and encryption to secure the message
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Device Configuration
Access Management — SNMP
exchange. Set the authentication and encryption information here and below.
Authentication Key: Set the authentication key, 8-31 characters.
Privacy Protocol: Select the privacy mode, DES and AES.

Privacy Key: Set the privacy key, 8-31 characters.
Click Save to apply settings.
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Device Configuration
Access Management — Syslog

Syslog

Use the Syslog to collect system event information to a remote log server.
¥ Syslog

Remote System Log Activated '® Deactivated

Server IP Address 0000

Server UDP Port 514

| Save |

Remote System Log: Select Activated to enable this feature
Server IP Address: Assign the remote log server IP address.

Server UDP Port: Assign the remote log server port, 514 is commonly used.

Click Save to apply settings.
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Device Configuration
Access Management — UPnP
Universal Plug & Play

UPNP offers peer-to-peer network connectivity for PCs and other network devices, along with control
and data transfer between devices. UPnP offers many advantages for users running NAT routers
through UPnP NAT Traversal, and on supported systems makes tasks such as port forwarding much
easier by letting the application control the required settings, removing the need for the user to control
advanced configuration of their device.

Both the user’s Operating System and the relevant application must support UPnP in addition to the
router.

¥ Universal Plug & Play

upPnP ® Activated Deactivated

Auta-configured Activated '® Deactivated (by UPnP-enabled Application)

Save

UPnNP: Select this checkbox to activate UPnP. Be aware that anyone could use a UPnP application to
open the web configuration’s login screen without entering the AirConnect® 8112' IP address

Auto-configured: Select this check box to allow UPnP-enabled applications to automatically
configure the AirConnect® 8112 so that they can communicate through the AirConnect® 8112, for
example by using NAT traversal, UPnP applications automatically reserve a NAT forwarding port in
order to communicate with another UPnP enabled device; this eliminates the need to manually
configure port forwarding for the UPnP enabled application.

Click Save to apply settings.
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Device Configuration
Access Management — DDNS
Dynamic DNS

The Dynamic DNS function allows you to alias a dynamic IP address to a static hostname, allowing
users whose ISP does not assign them a static IP address to use a domain name. This is especially
useful for hosting servers via your internet connection, so that anyone wishing to connect to you may
use your domain name, rather than having to use your dynamic IP address, which changes from time
to time. This dynamic IP address is the WAN IP address of the router, which is assigned to you by your
ISP.

Here users can register different WAN interfaces with different DNS Providers.

If you do not have a DDNS account, please choose a DDNS Service Provider from the list then go to
their website to create an account first.

¥Dynamic DNS
Dynamic DNS Activated '® Deactivated
Service Provider www.dyndns.org (dynamic) ¥

Iy Host Name

Username

Password

Wildcard support Yes No

Period 25 Day(s) ¥
Save

Dynamic DNS: Select this check box to activate Dynamic DNS.

Service Provider: Select from drop-down menu for the appropriate service provider, for example:
www.dyndns.org.

My Host Name: Type the domain name assigned to your AirConnect® 8112 by your Dynamic DNS
provider.

Username / Password: Enter the username and password of the account you created with this
service provider.

Wildcard support: Select this check box to enable DYNDNS Wildcard.

Period: Set the time period on how often the AirConnect® 8112 will update the DDNS server with your
current external IP address.

Click Save to apply settings.

AirConnect® 8112 5G Enterprise Router User Manual



Device Configuration
Access Management — DDNS (Example)

Example: How to register a DDNS account

If you do not have an account with Dynamic DNS, please go to www.dyndns.org to register an account
first.

User test1 register a Dynamic Domain Names in DDNS provider http://www.dyndns.org/ .

DDNS: www.hometest.com using username/password test/test

*Dynamic DNS

Dynamic DNE ® Activated Ceactivated
Semice Provider iy, dyndns.arg (dynamic) r
My Host Marme rrvhome. dyndns. arg
Usernamse myhome-123

Password 000 |esssssaes

Wildcard support ‘Yes ® Mo

Period 28 | Day(sy ¥

Save |
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Device Configuration

Access Management — Access Control ey

Access Control

Access Control Listing allows you to determine which services/protocols can access your AirConnect®
8112 interface from which computers. It is a management tool aimed to allow IPs (set in secure IP
address) to access specified embedded applications (Web, etc., user can set) through some specified
interface (LAN, WAN or both). User can have an elaborate understanding in the examples below.

The maximum number of entry is 16.

¥ Access Control

Access Control ® Activated ' Deactivated
Access Control Editing
Rule Index 1 ¥
Active ® Yes No
Secure [P Address 0.000 ~0.0.0.0 (0.0.0.0 ~ 0.0.0.0 means all IPs}
Application ALL v
Interface LAN v
Save | Delete
Access Control Listing
Index Active Secure |P Address Application Interface
1 Yes 0.0.0.0-0.0.00 ALL LAN
2 Yes 0.0.0.0-0.0.0.0 Ping WAN

Access Control: Select whether to make Access Control function available.
Rule Index: The numeric rule indicator.
Active: Yes to activate the rule.

Secure IP Address: The default 0.0.0.0 allows any client to use this service to manage your

AirConnect® 8112. Type an IP address range to restrict access to the client(s) without a matching IP
address.

Application: Choose a service that you want to all access to all the secure IP clients. The drop-down
menu lists all the common used applications.

Interface: Select the access interface. Choices are LAN, WAN, GRE and ALL.
Click Save to apply settings.

By default, the “Access Control” has two default rules.

Default Rule 1: (Index 1), a rule to allow only clients from LAN to have access to all embedded

applications (Web, FTP, etc.). Under this situation, clients from WAN cannot access the router even
from Ping.
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¥ Access Control
Access Control
Access Control Editing

Rule Index

Active

Secure |P Address
Application

Interface

| Save || Delete
IS es  eme e =

Access Control Listing

Index Active
1 Yes
2 Yes

@' Activated Deactivated
1 v

& Yes No
0.0.00 ~0.0.00
ALL v

LAN ¥

Secure IP Address
0.0.0.0-0.0.0.0
0.0.0.0-0.0.0.0

Device Configuration
Access Management — Access Control

(0.0.0.0 ~ 0.0.0.0 means all IPs)

Application interface
ALL LAN
Ping WAN

Default Rule 2: (Index 2), an ACL rule to open Ping to WAN side.

¥ Access Control
Access Control
Access Control Editing

Rule Index

Active

Secure |IP Address
Application

Interface

| Save | Delete

Access Control Listing

Index Active
1 Yes
2 Yes

®' Activated Deactivated
1 v

®'Yes No

0.0.0.0 ~10.0.0.0
ALL v

LAN ¥

Secure |IP Address
0.0.0.0-0.0.0.0
0.0.0.0-0.0.0.0
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Packet Filter

Device Configuration

Access Management — Packet Filter (IP & MAC Filter)

You can filter the packages by MAC address, IP address, Protocol, Port number and Application or

URL.

«» Packet Filter - IP & MAC Filter

~Packet Filter

Packet Filter

Filter Type

IP & MAC Filter Editing

Action

Rule Index

Individual Active
Interface

Direction

Type

Protocol

Source IP Address
Source Subnet Mask
Source Port Number
Destination IP Address
Destination Subnet Mask
Destination Port Mumber
DECF

Time Schedule

| save || Delete |

IP & MAC Filter Editing

IP & MAC Filter w

Black List w

O ves ® Mo
a5 NR
Bath v

I

IPvd »

Aty w

0.0.0.0 (0.0.0.0 means Don't care)
0.0.0.0

i} (0 means Don'tcare)
0.0.0.0 (0.0.0.0 means Dontcare)

n.0.0.0

o (0 means Dan't care)

(Walue Range:0~64, 64 means Don't care)

Always ~

Rule Index: The numeric rule indicator.

Individual Active: Yes to enable the rule.

Action: This is how to deal with the packets matching the rule. Allow please select White List or Black

selecting Black List.

Interface: Select to determine which interface the rule will be applied to.

Direction: Select to determine whether the rule applies to outgoing packets, incoming packets or

packets of both directions.

Type: Choose type of field you want to specify to monitor. Select “IPv4” for IPv4 address, port number
and protocol. Select “IPv6” for IPv6 address, port number and protocol. Select “MAC” for MAC

address.
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Access Management — Packet Filter (IP & MAC Filter)

» IPv4
Source |P Address |O.{]_O.D |(CI.D.D.D means Don't care)
Source Subnet Mask |D.{]_D.D |
Source Port Number El (0 means Don't care)
Destination IP Address |D.{]_D.D | (0.0.0.0 means Don't care)
Destination Subnet Mask |D.{]_D.D |
Destination Port Number El (0 means Don't care)
DSCP IC' (Value Range:0~-64, 64 means Don't care)
Protocol TCP v

Source IP Address: The source IP address of packets to be monitored. 0.0.0.0 means “Don’t
care”.

Source Subnet Mask: Enter the subnet mask of the source network.

Source Port Number: The source port number of packets to be monitored. 0 means “Don’t
care’.

Destination IP Address: The destination IP address of packets to be monitored. 0.0.0.0
means “Don’t care”.

Destination Subnet Mask: Enter the subnet mask of the destination network.
Destination Port Number: This is the Port that defines the application. (E.g. HTTP is port 80.)

DSCP: DSCP: Differentiated Services Code Point, it is recommended that this option be
configured by an advanced user or keep 0. (0 means Don'’t care.)

Protocol: Specify the packet type (TCP, UDP, ICMP, and ICMPV6) that the rule applies to.

» IPv6
Source |IPv6 Address |D:D:D:D:D:D:D:D | (0:0:0:0:0:0:0:0 means Dan't care)
Source |IPvE Prefix |32 |
Source Port Number IC| (0 means Don't care)
Destination IPv6 Address |O:D:D:D:D:D:D:D | (0:0:0:0:0:0:0:0 means Dan't care)
Destination IPv6 Prefix |32 |
Destination Port Number ICl (0 means Don't care)
DSCP Dl (Value Range:0~64, 64 means Don't care)
Protocol TCP v

Source IP (IPv6) Address/ Prefix: The source IP address or range of packets to be monitored.
Source Port Number: The source port number of packets to be monitored.

Destination IP (IPv6) Address/ Prefix: The destination subnet IP address.

Destination Port Number: This is the Port or Port Ranges that defines the application.
DSCP: show the set DSCP.

Protocol: It is the packet protocol type used by the application. Select either TCP or UDP or
ICMP or ICMPv6
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Device Configuration
Access Management — Packet Filter (IP & MAC Filter)

» MAC
Type

Source MAC Address | |

Source MAC Address: show the MAC address of the rule applied.

Time Schedule: Select a TimeSlot to activate the rule. Go to Time Schedule to configure a time
control first.

Click Save to apply settings.

AirConnect® 8112 5G Enterprise Router User Manual



Device Configuration
Access Management —Packet Filter (URL Filter)

% Filter Type- URL Filter

¥ Packet Filter
Packet Filter

Filter Type URL Filter ¥
URL Filter Editing

URL Filter Rule Index 1

Individual Active Yes '® No
URL (Host)

Time Schedule Always v

Save | Delete

URL Filter Listing
Index Active URL

URL Filter: Select Activated to enable URL Filter.
URL Filter Rule Index: The numeric rule indicator.

Individual Active: To give control to the specific URL access individually, for example, you want to
prohibit access to www.yahoo.com, please first press Activated in “URL Filter” field, and also Yes in
“Individual Active” field; if some time you want to allow access to this URL, you simply select No in
individual active field. In a word, the command serves as a switch to the access of some specific URL
with the filter on.

URL (Host): Specified URL which is prohibited from accessing.

Time Schedule: Select a TimeSlot to activate the rule. Go to Time Schedule to configure a time
control first.

Click Save to apply settings.
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Device Configuration
Access Management — CWMP (TR-069)

CWMP (TR-069)

CWMP, short for CPE WAN Management Protocol, also called TR069 is a Broadband Forum technical
specification entited CPE WAN Management Protocol (CWMP). It defines an application layer
protocol for remote management of end-user devices. It defines an application layer protocol for
remote management of end-user devices.

As a bidirectional SOAP/HTTP based protocol it can provides the communication between customer
premises equipment (CPE) and Auto Configuration Server (ACS). It includes both a safe configuration
and the control of other CPE management functions within an integrated framework. In the course of
the booming broadband market, the number of different internet access possibilities grew as well (e.g.
modems, routers, gateways, set-top box, VolP-phones).At the same time the configuration of this
equipment became more complicated —too complicated for end-users. For this reason, TR-069 was
developed. It provides the possibility of auto configuration of the access types. Using TR-069 the
terminals can get in contact with the Auto Configuration Servers (ACS) and establish the configuration
automatically and let ACS configure CPE automatically.

~ CWMP (TR-069)

CWMP Activated '® Deactivated

ACS Login Information

URL http://cpe bectechnologies.com/comserver/node 1/tr069
Username testcpe

Password achentry

Connection Request Information

Path
Username conexant

Password welcome

Periodic Inform Config

Pericdic Inform Activated Deactivated
Interval &ro

Bind Wan Interface

Interface Auto v

NATT Config
NATT Server

NATT Period

Save

CWMP: Select activated to enable CWMP.

ACS Login Information

URL: Enter the ACS server login URL.
User Name: Specify the ACS User Name for ACS authentication to the connection from CPE.
Password: Enter the ACS server login password.

Connection Request Information
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Device Configuration
Access Management — CWMP (TR-069)

Path: Local path in HTTP URL for an ACS to make a Connection Request notification to the CPE.
Username: Username used to authenticate an ACS making a Connection Request to the CPE.
Password: Password used to authenticate an ACS making a Connection Request to the CPE.

Periodic Inform Config

Periodic Inform: Select Activated to authorize the router to send an Inform message to the ACS
automatically.

Interval(s): Specify the inform interval time (sec) which CPE used to periodically send inform
message to automatically connect to ACS. When the inform interval time arrives, the CPE will send
inform message to automatically connect to ACS.

Bind WAN Interface
Interface: Specify any available or a single WAN interface to handle TR-069 requests.

WAReLNgile| - This is a proprietary feature provided by BEC. May leave them in blank, no
configuration is required.

NATT Server: By BEC administrator only.
NATT Period: By BEC administrator only.

Click Save to apply settings.
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Access Management — Parental Control

Parental Control

This feature provides Web content filtering offering safer and more reliable web surfing for users
especially for parents to protect network security and control the contents for children at home.

~ Parental Control

Provider www.opendns.com

Parental Control Activated ® Deactivated
Host Name

Usemarme

Password

“*Parental Control provides Web content filtering while surfing the web safer and more reliable.
Please get an account and configure at the selected Provider in advance.

Save

To activate this feature, please log on to www.opendns.com to get an OpenDNS account first.
Parent Control Provider: Hosted by www.opendns.com

Parent Control: Enable the feature by clicking the Activated

Host Name: It is the domain name of your OpenDNS. If you don’t have one, please leave it blink.

Username / Password: Put down your OpenDNS account username and password
Click Save to apply settings.
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Device Configuration
Access Management — Samba & FTP Server
SAMBA & FTP Server

Samba and FTP are served as network sharing.
*SAMBA & FTP Server

SAMBA
SAMBA Server ® Activated Deactivated
Work Group MyGroup
Net BIOS Name SambaSvr
FTP
FTP Server ® Activated Deactivated
FTP Server Port 21
Save

SAMBA Server: Activated to enable SAMBA sharing.

Work Group: The same mechanism like in Microsoft work group, please set the Work Group name.
NetBIOS Name: The sharing NetBIOS name.

FTP Server: Activated to enable FTP sharing.

FTP Server Port: Set the working port. Well-known one is 21. User can change it.

STV Gl ML I W Yo I 11 See User Management for more information.

» Default user: admin/admin, it is the administrative user and a super user; it has the full

authority of SAMBA /FTP access and operation permission of objects in SAMBA and FTP
server.

» New user: users can create new user(s) to grant it (them) access and permission to the
SAMBA & FTP server.
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Access Management — Setup Samba (Example)

Example: How to setup Samba

1. Go directly to Start > Run (enter \192,168,1,254 (from LAN side), \SambaSvr , but if you enter
\\SambaSvr, please be sure your working PC is in the same workgroup as set in the samba server set
above.)

1M \\192.168.1.254

J- See more results

[\\192168.1.254 < | | Shutdown | » |

2. Enter the Username and password.

Widor: sy T s

Enter Network Password
Enter your password to connect to: 192.168.1.254

\ l U=ser name |

| | Password | [
| Damain: ¥TT-PC ‘

| Remember my credentials

4 .
lﬂ' Logon failure: unknown user name or bad password,

| ok || cancel |

' ]

3. Users can browse and access USB storage.

@i;jﬂ L » Network v sambeSvr » Samba_Shere » V];f..|. Search Somba. Skare ol

‘ Lo |

% L=

Rle Edit  View Tools Help |
Organize v Tew folder F=- I @

e
<t Favorites Mame Dzte modified Type Size

L dev 1/22/2013 3:.02 FM File folder
= Libraries | 4 usbl 1 File folder
18 Documents |
J‘ Music
li=] Pictures

E Videos

18 Computer
& Local Disk (T3]
&a Local Disk (D2]
u Local Disk (k)
= Lecal Disk (F:)

‘h Metwork

l 2 items Offline status: Online
) Offline availebility: Not evailable

-
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Access Management — Setup FTP Server (Example)

Example: How to setup FTP :

1. Access via FTP tools

Take popular FTP tool of FlashFXP for example:

1) Open FlashFXP

2) Create ftp sites (LAN IP / WAN IP, 192.168.1.254, and set the account, port).
3) Connect to the ftp site.

G® 192, 168. 1. 254 — FlashFXP Evaluation Copy

Boeciem Etcs [ofiecme (roms Commesths Meells Miscetesy Whoy Mdly
o5 > SN
@ (1 p -3 nm p -
A L ¥ e G L AR

%E {:7 é} ) ftmp/mnt w %E {:7 @ [~ C:'\Documents and SettingsiAll Users‘ipplication Data w

Hame Size  Date Attrib Hame Size Modified

tParent Directory tParent Directory

1) dew 0 2013-1-22 T7:02 drwxr-zr—x | [)3E0safe 2011-5-17 9:02

|[usbl_1 & KB 1970-1-1 drwxrwzrwx | |J)38050 2013-1-22 13:01
[hhdobe 2011-5-16 10:04
|[)hdobe Systems 2011-9-22 11:50
[ )Beidu 2012-12-18 10:27
|[)Beofeng 2012-9-7 12:14
|)FlashFXF 2011-5-13 11:36
|JFLEXnet 2011-4-25 15:13
|)G1obalSCAPE 2011-4-25 14:26
[)Kingzoft 2012-10-31 14:04
|[)Lingoes 2011-4-25 15:50
[aMicrosoft 2011-11-21 12:56
[aMezilla 2012-6-20 11:11
[[Fersist 2012-3-30 9:44
I_)8&Fet 2011-10-19 14:43
) 5kype 2012-6-20 17:20
I StmpSaft 2012-1-31 17:05
)5 egonExplorer 2011-12-26 15:30 &
—m 1e AR AR 4aan

0 Files, 2 Folders, 2 Tokal (0 bytes) 0 Files, 25 Folders, 25 Total O bytes (46,43 GB Fre=)
192 183. 1. 254 Local Frowser

Hame Target Size  Remark [L] 211 End L
[L] PAD
[L] 257 “ftnp/mnt” is the cwrrent working directory.
[L] T{FE &
[L] 200 Transfer iype changed to ASCIT
[L] PAS¥
[L] 227 Entering Passive Mode (192, 188, 1, 254, 207, 28]
[L] Opening data connection IF: 192.168.1.254 PORT: 53018
[L] LIST -al
[L] 150 ASCIT dats conmection established.
[L] 226 Directory list has heen submitted.
[L] List Conplete: 108 bytes in 0.90 second (0.1 KB/s) s

Idle. (00:20)

2. Web FTP access
1) Enter ftp://192.168.1.254 at the address bar of the web page.
2) Enter the account's username and password.

Internet Explorer i

? To log on to this FTP server, type a user name and password.,

FTP server: 192, 168.1.254

User name: |
Password;

After you log on, you can add this server to your Favorites and return to it easily,

[Log an anonymously

I_ Log Cn ]| Cancel
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Device Configuration
Access Management — BECentral Management
BECentral Management

BECentral is a cloud-based device management platform that provides operators with a
comprehensive suite of services to manage devices in real-time.

¥ BECentral Management

BECentral Management Activated '® Deactivated
BECeniral Management URL becentral.becloud.io
BECentral Management Port 48883

Organization ID DEFAULT

Tag ID

Device Report Interval 480

Interface ALL ¥

Save |

BECentral Management: Activate to enable the feature.
BECentral Management URL: Access path to the BECentral.
BECentral Management Port: Port listened by the BECentral.
Organization ID: Customer ID (By BE C administrator only)
Tag ID: By BEC administrator only.

Device Report Interval: Enter the interval time in seconds to send inform message periodically to the
BECentral.

Interface: Specify any available or a single WAN interface to handle BECentral requests.
Interface: Specify any available or a single WAN interface to handle BECentral requests.
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Maintenance — User Management

Maintenance

Maintenance equipment the users with the ability of maintaining the device as well as examining the
connectivity of the WAN connections, including User Management, Time Zone, Firmware &
Configuration, System Restart, Auto Reboot and Diagnostic Tool.

User Management

User Management provides the Administrator with the ability to grant access control and manage GUI
login credentials for each user.

There are two access management levels, Administrator and User.

The default root account, Administrator (admin), has full access to all the features listed and ability to
create other accounts with features to allow other users to access to. The User account is with limited
access (specified by advanced users with admin account) to the GUI.

Total of 8 accounts can be created to grant access to manage the your AirConnect® 8112 via the web
page.

% Administrator Account
admin/admin is the root/default account username and password.
NOTE: This username / password may vary by different Internet Service Providers.

Login using the Administrator account, you will have the full accessibility to manage & control your
gateway device and can also create user accounts for others to control some of the open configuration
settings.

The Administrator account cannot be deleted or removed.

¥ User Management
User Account

Index 1v
Username admin
New Password ~ |sesse

Confirm Password @ |esses

FTP Authority Setup

FTP Access ® Enable Disable
Permission ®' Read/Write Read
SAMBA Authority Setup

SAMBA Access ® Enable Disable
Permission ® Read/Write Read

Save | Delete

User Account Listing
Index User Name FTP Access FTP Permission SAMBA Access SAMBA Permission
1 admin Enable Read/Write Enable Read/Write
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Index: The numeric account indicator. The maximum entry is up to 8 accounts.
User Name: Create account(s) user name for GUI management.
New Password: Enter a new password for this user account.

Confirmed Password: Re-enter the new password again; you must enter the password exactly the
same as in the previous field.

<+ Creatin Other User Accounts

¥ User Management
User Account

Index [2 '

Username
New Password

Confirm Password

FTP Authority Setup

FTP Access Enable ‘® Disable
Permission Read/Write '®' Read
SAMEBA Authority Setup

SAMBA Access Enable '® Disable

Permission Read/Write '® Read
Web GUI Permission

Guest Account Enable '® Disable
Interface Setup ® Enable Disable
Advanced Setup ® Enable Disable
Access Management ® Enable Disable
Maintenance ®/ Enable Disable

| Save || Delete

User Account Setup

Index #: The numeric account indicator. The maximum entry is up to 8.
Username: Create account(s) user name for GUI management.

New Password: Password for the user account.

Confirm Password: Re-enter the password.

eb GUI Permission

Guest Account: Enable to create this new guest account and select features to allow user account to
access to.

When someone accesses to your AirConnect® 8112 using this “user” account, he/she can only
manage and configure the features that is pre-selected in Web GUI Permission for this account.

Click Save to apply settings.
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Time Zone

With default, your AirConnect® 8112 does not contain the correct local time and date.

There are several options to setup, maintain, and configure current local time/date on the AirConnect®
8112. If you plan to use Time Schedule feature, it is extremely important you set up the Time Zone
correctly.

¥ Time Zone
Current Date/Time NSA (Can't find NTP server)
Time Synchronization

& NTP Server
Synchrenize time with PC's Clock

Manually

Time Zone (GMT-06:00) Central Time (US & Canada), Maxico City, Saskatchewan ¥
Daylight Saving Enabled ® Disabled
NTP Server Address 0.0.0.0 (0.0.0.0: Default Value)

| Save

Synchronize time with: Select the methods to synchronize the time.

» NTP Server automatically: To synchronize time with the SNTP servers to get the current time
from an SNTP server outside your network then choose your local time zone. After a successful
connection to the Internet, AirConnect® 8112 will retrieve the correct local time from the SNTP
server this is specified.

» PC’s Clock: To synchronize time with the PC’s clock.

» Manually: Select this to enter the SNMP server IP address manually.
€ Date: Month / Date / Year. Month — 1 ~ 12 (January ~ December).
€ Time: Hour: Minute: Second

Time Zone: Choose the time zone of your location. This will set the time difference between your time
zone and Greenwich Mean Time (GMT).

Daylight Saving: Select this option if you use daylight savings time.

NTP Server Address: Enter the IP address of your time server. Check with your ISP/network
administrator if you are unsure of this information.

Click Save to apply settings.
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Firmware & Configuration

Firmware is the software that controls the hardware and provides all functionalities which are available
in the GUI. This software may be improved and/or modified; your AirConnect® 8112 provides an easy
way to update the code to take advantage of the changes. .

To upgrade the firmware of AirConnect® 8112, you should download or copy the firmware to your local
environment first. Press the “Browse...” button to specify the path of the firmware file. Then, click
“Upgrade” to start upgrading. When the procedure is completed, AirConnect® 8112 will reset
automatically to make the new firmware work.

¥ Firmware & Configuraiton

Upgrade ® Firmware ' Configuration

System Restart with ® Current Settings Factory Default Settings
File Choose File | No file chosen

Backup Configuration Backup

Status

t might take several minutes, don't power off it during upgrading. Device will restart after the upgrade.

Upgrade

Upgrade: Choose Firmware or Configuration you want to update.
System Restart with:

» Current Settings: Restart the device with the current settings automatically when finishing
upgrading.

» Factory Default Settings: Restart the device with factory default settings automatically when
finishing upgrading.
File: Type in the location of the file you want to upload in this field or click Browse to find it.

Choose File: Click “Choose File” to find the configuration file or firmware file you want to upload.
Remember that you must extract / decompress / unzip the .zip files before you can upload them.

Backup Configuration: Click Backup button to back up the current running configuration file and
save it to your computer in the event that you need this configuration file to be restored back to your
AirConnect® 8112 device when making false configurations and want to restore to the original settings.

Upgrade: Click “Upgrade” to begin the upload process. This process may take up to two minutes.

*Firmware Upgrade
File upload succeeded, starting flash erasing and programming?!

Frogress

Fercent 15 %

DO NOT turn off or power cycle the device while firmware upgrading is still
in process.

Improper operation could damage your AirConnect® 8112.
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System Restart

Click System Restart with option Current Settings to reboot your router.

* System Restart

& .
System Restart with Clirent Selting:
Factory Default Settings

Restart

If you wish to restart the router using the factory default settings (for example, after a firmware upgrade
or if you have saved an incorrect configuration), select Factory Default Settings to restore to factory

default settings.

You may also restore your router to factory settings by holding the small Reset pinhole button on the
back of your router in about more than 6s seconds whilst the router is turned on.
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Auto Reboot

Schedule an automatic reboot for your AirConnect® 8112 to ensure proper operation and best
performance.

This reboot will only reboot with current configuration settings and not overwrite any existing settings.
¥ Auto Reboot

i Enable Mon. Tues. Wed. Thur. Fri. Sat. Sun. Time 00 {00
Schedule

2 Enable Von. Tues. Wed. Thur, Fri. Sat. Sun. Time 00 100
Save |

Click Save to apply settings

Example: Schedule AirConnect® 8112 to reboot at 10:00pm (22:00) every weekday (Monday thru
Friday) and reboot at 9:00am on Saturday and Sunday.

¥ Auto Reboot

1. ¥ Enable ¥ Mon. ¥ Tues. # Wed # Thur ¥ Fri. Sat. Sun. Time 22 [00
Schedule

2. ¥ Enable IMon. Tues. Wed. Thur. Fri. Sat. Sun. Time 09 {00

Save
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Diagnostics Tool

The Diagnostic Test page shows the test results for the connectivity of the physical layer and protocol
layer for both LAN and WAN sides.

5G & EWAN
Ping other IP Address: Click Yes if you wish to ping other IP address rather than google.com

Click START to begin to diagnose the connection.

T Diagnostic Tool

WiAM Interface 5G MR v
IF Yersion

Testing Ethernet LAN Connection PASS

Ping Primary DNS {182.0.0.1 ) Fail

Ping www google.com PASS

Fing other IP Address or Domain ®yes O pg  PASS

IP Address ar Domain 8888

| Start |

Trace Route Oves @ pp

| Start Trace Route |

Server bame Gonzales,LA URL hitp:iispeedtest.eatel.net:8080/speedtestiupload.php

| Start Speed Test |
— Downlaad 43.75Mbps  Upload 68.94 Mbps Latency 40 {ms}

Speed Time: Measure the current uplink and downlink speed rate.
» Take less than a minute to run the test.

v Speed Test

)

Testing

=

» Result in Uplink / Downlink

¥ Speed Test
Result NA NA

Back

Click Back to go back to the Diagnostic Tool

Trace Route is to display how many hops (also view the exact hops) required to get to the destination.
Click Yes, enter the IP address or domain then Start Trace Route.
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Trace Route '® Yes No
|P Address or Domain

Max TTL Value 16 [2-30]

Start Trace Route

Device Configuration
Maintenance

IP Address or Domain: Set the destination host (IP, domain name) to be traced.

Max TTL value: Set the max Time to live (TTL) value.

Shown as we “trace” www.billion.com below.

~ Trace www.billion.com

tracerocute to wWwwWww.billion.com (125.227.205.188), 16 hops max,

1 172.16.1.254 (172.16.1.254) 0.472 ms 0.488 ms

0.643 ms

122.96.153.233 (122.96.153.233) 7.354 ms T7.517 ms 7.704 ms

221.6.12.6%9 (221.6.12.6%) 7.%21 m= &.108 ms 8.
221.6.1.253 (221.6.1.253) 8.3%2 ms 8.544 ms ¥

L

®* % 219.158.103.26 (219.158.103.26) 40.731 m=

256 ms

2
3
4
5 2159.158.%59.245 (215.158.99.245) 36€.110 ms 36.835 ms 37.001 ms
[
7
8

211.72.233.194 (211.72.233.154) 65.9659 ms 66.040 ms 66.0159 ms
9 220.128.6.126 (220.128.6.126) ©6l1l.726 ms 61.831 ms 61.560 ms
10 220.128.11.170 (220.128.11.170) &1.543 m= &1.583 ms &£5.127 m=
11 220.128.17.85 (220.128.17.85) 63.436 ms €2.133 ms 65.862 ms
12 220.128.17.225% (220.128.17.229) 64.6595 m3s 64.84% ms 65.063 ms
13 168.95.229.145 (168.95.225.145) 61.515 m= &0.715 ms &60.825 m=s

14 #* ® =
15 % ® =
16 W W

LAN

60 byte packets

Ping other IP Address: Click Yes to ping any desired IP address or a domain.

Speed Time: Measure the current uplink and downlink speed rate.

» Take less than a minute to run the test.
T Speed Test
Testing [ |

» Result in Uplink / Downlink

¥ Speed Test
Result NA NA

| Back

Click Back to go back to the Diagnostic Tool

Click START to begin to diagnose the connection.
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Troubleshooting m

CHAPTER 5: TROUBLESHOOTING

If your AirConnect® 8112 is not functioning properly, you can refer to this chapter for simple
troubleshooting before contacting your service provider support. This can save you time and effort but
if symptoms persist, consult your service provider.

Problems with the Router

Problem Suggested Action

None of the LEDs is on when you turn | Check the connection between the router and the
on the router adapter. If the problem persists, most likely it is due
to the malfunction of your hardware. Please contact
your service provider or BEC for technical support.
You have forgotten your login Try the default username "admin" and password
username or password "admin". If this fails, you can restore your router to its
factory settings by pressing the reset button on the
device rear side.

Problem with LAN Interface

Problem Suggested Action

Cannot PING any PC on LAN Check the Ethernet LEDs on the front panel.

The LED should be on for the port that has a PC
connected. If it was not lit, check to see if the cable
between your router and the PC is properly
connected. Make sure you have first uninstalled your
firewall program before troubleshooting.

Verify that the IP address and the subnet mask are
consistent for both the router and the workstations.
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Recovery Procedures

Problem Suggested Action
) Th_e front LEDs display incorrectly 1. Power on the router, once the Power LED lit red,
- Still cannot access to the router please press this reset button using the end of paper

management interface after pressing the ¢|i, or another small pointed object immediately.
RESET button.

- Software / Firmware upgrade failure 2. The router’s emergency-reflash web interface will

then be accessible via http://192.168.1.1 where you
can upload a firmware image to restore the router to
a functional state, please note that the router will
only respond with its web interface at this address
(192.168.1.1) and will not respond to ping request
from your PC or other telnet operations.
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APPENDIX: PRODUCT SUPPORT & CONTACT

If you come across any problems, please contact the dealer from where you have purchased the
product or contact BEC via one of the methods listed below:

—_

Submit A Ticket Send An Email Contact By Phone
https://helpdesk.becentral.io/ teamsupport@bectechnologies.net +1-972-422-0877 Option 2
Create an account and submit support Please include a description of the issue, Our Support Team is available by
requests in our Help Desk Portal. We will | product model, firmware version, application | phone Monday through Friday 9am to

respond to your ticket during our normal involved, and any relevant error messages. S5pm CST

working hours.

MAC OS is a registered Trademark of Apple Computer, Inc.

Windows 11/10/8/7 and Windows Vista are registered Trademarks of Microsoft Corporation.
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This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation. This equipment generates, uses, and can
radiate radio frequency energy and, if not installed and used in accordance with the instructions, may
cause harmful interference to radio communications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following measures:

FCC Statement

+ Reorient or relocate the receiving antenna.
+ Increase the separation between the equipment and receiver.

¢+ Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

+ Consult the dealer or an experienced radio/TV technician for help.

FCC Caution:

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two
conditions:

(1) This device may not cause harmful interference

(2) This device must accept any interference received, including interference that may cause
undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could
void the user's authority to operate this equipment. . This device and its antenna(s) must not be
co-located or operating in conjunction with any other antenna or transmitter.

Co-location statement

This device and its antenna(s) must not be co-located or operating in conjunction with any other
antenna or transmitter.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.
This equipment should be installed and operated with minimum distance 20cm between the radiator &
your body.
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