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Date: 2015-10-7
Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band IV 20M QPSK 50%RB#25 20175CH Bottom side 10mm
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 20MHz, QPSK/16-QAM) (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f=1732.5 MHz; 6 = 1.497 S/m; & = 52.1; p = 1000 kg/m?

Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN7350; ConvF(8.07, 8.07, 8.07); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM1; Type: SAM; Serial: TP-1475

DASYS52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.609 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.80 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 0.938 W/kg

SAR(1 g) = 0.579 W/kg; SAR(10 g) = 0.312 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

Maximum value of SAR (measured) = 0.702 W/kg

dB
0

-3.48
-6.97
-10.45
-13.94

-17.42
0 dB =0.609 W/kg = -2.15 dBW/kg



Date: 2015-9-26
Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band V 10M QPSK 1RB#0 20600CH Left hand touch cheek
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 10MHz, QPSK/16-QAM) (0); Frequency: 844 MHz;Duty Cycle: 1:1
Medium parameters used: =844 MHz; ¢ = 0.882 S/m; ¢ = 41.113; p = 1000 kg/m3

Phantom section: Left Section

DASY Configuration:

o Probe: EX3DV4 - SN7350; ConvF(9.92, 9.92, 9.92); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM1; Type: SAM; Serial: TP-1475

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm
Maximum value of SAR (measured) = 0.231 W/kg

Configuration/Head/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.839 V/m; Power Drift = 0.15 dB

Peak SAR (extrapolated) = 0.238 W/kg

SAR(1 g) = 0.207 W/kg; SAR(10 g) = 0.164 W/kg

Maximum value of SAR (measured) = 0.219 W/kg

-10.00
-20.00
-30.00

-40.00

-b0.00

0dB=0.231 Wkg=-6.36 dBW/kg



Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band V 10M QPSK 1RB#0 20525CH Back side 15mm with battery 2#
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 10MHz, QPSK/16-QAM) (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f=836.5 MHz; 6 = 0.997 S/m; & = 56.797; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN7350; ConvF(9.42, 9.42, 9.42); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM2; Type: SAM; Serial: TP:1474

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.327 W/kg

Configuration/Body/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 17.42 V/m; Power Drift =-0.14 dB

Peak SAR (extrapolated) = 0.363 W/kg

SAR(1 g) = 0.302 W/kg; SAR(10 g) = 0.238 W/kg

Info: Interpolated medium parameters used for SAR evaluation.

-3.42
-6.85
-10.27
-13.70

-17.12

0 dB =0.327 W/kg = -4.85 dBW/kg

Date: 2015-9-29



Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band V 10M QPSK 1RB#0 20525CH Right side 10mm
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 10MHz, QPSK/16-QAM) (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium parameters used (interpolated): f=836.5 MHz; 6 = 0.997 S/m; & = 56.797; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN7350; ConvF(9.42, 9.42, 9.42); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM2; Type: SAM; Serial: TP:1474

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (6x13x1): Measurement grid: dx=15mm, dy=15mm

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.373 W/kg

Configuration/Body/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.19 V/m; Power Drift =-0.05 dB

Peak SAR (extrapolated) = 0.460 W/kg

SAR(1 g) = 0.343 W/kg; SAR(10 g) = 0.240 W/kg

Info: Interpolated medium parameters used for SAR evaluation.
Maximum value of SAR (measured) = 0.390 W/kg

-3.44
-6.87
-10.31

-13.74

-17.18

0 dB =0.373 W/kg = -4.28 dBW/kg

Date: 2015-9-30



Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band VII 20M QPSK 1RB#99 20850CH Left hand touch cheek
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 20MHz, QPSK/16-QAM) (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium parameters used: f=2510 MHz; 6 = 1.865 S/m; & = 37.913; p = 1000 kg/m?

Phantom section: Left Section

DASY Configuration:

e Probe: EX3DV4 - SN7350; ConvF(7.1, 7.1, 7.1); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM2; Type: SAM; Serial: TP:1474

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Head/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm

Maximum value of SAR (measured) = 0.191 W/kg

Configuration/Head/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=Smm, dz=Smm
Reference Value = 6.930 V/m; Power Drift =-0.17 dB

Peak SAR (extrapolated) = 0.209 W/kg

SAR(1 g) = 0.142 W/kg; SAR(10 g) = 0.094 W/kg

Maximum value of SAR (measured) = 0.166 W/kg

Wikg
0.191

0.153
0.115
0.076

0.038

Date: 2015-10-6



Date: 2015-10-6
Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band VII 20M QPSK 1RB#0 21100CH Front side 15mm
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 20MHz, QPSK/16-QAM) (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium parameters used: f=2535 MHz; 6 =2.154 S/m; & = 51.158; p = 1000 kg/m?

Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN7350; ConvF(7.15, 7.15, 7.15); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM1; Type: SAM; Serial: TP-1475

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (11x17x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.251 W/kg

Configuration/Body/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.296 V/m; Power Drift =0.11 dB

Peak SAR (extrapolated) = 0.382 W/kg

SAR(1 g) = 0.208 W/kg; SAR(10 g) = 0.110 W/kg

Maximum value of SAR (measured) = 0.260 W/kg

-2.47
-4.95
-7.42

-9.90

-12.37

0 dB=0.251 W/kg=-6.00 dBW/kg



Date: 2015-10-5
Test Laboratory: HUAWEI SAR/HAC Lab
KIW-L23 LTE Band VIl 20M QPSK 1RB#0 21100CH Bottom side 10mm
DUT: KIW-L23; Type: Smart phone; Serial: SAR1

Communication System: UID 0, LTE-FDD (SC-FDMA, 20MHz, QPSK/16-QAM) (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium parameters used: f=2535 MHz; 6 =2.154 S/m; & = 51.158; p = 1000 kg/m?

Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN7350; ConvF(7.15, 7.15, 7.15); Calibrated: 2015-1-8;
Sensor-Surface: 3mm (Mechanical Surface Detection), z= 1.0, 31.0
Electronics: DAE4 Sn852; Calibrated: 2015-4-27

Phantom: SAM1; Type: SAM; Serial: TP-1475

DASY52 52.8.8(1222); SEMCAD X 14.6.10(7331)

Configuration/Body/Area Scan (8x14x1): Measurement grid: dx=12mm, dy=12mm
Maximum value of SAR (measured) = 0.593 W/kg

Configuration/Body/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 13.56 V/m; Power Drift = 0.14 dB

Peak SAR (extrapolated) = 0.882 W/kg

SAR(1 g) = 0.498 W/kg; SAR(10 g) = 0.254 W/kg

Maximum value of SAR (measured) = 0.632 W/kg

-3.10
-6.20
-9.30

-12.40

-15.50

0 dB =0.593 W/kg=-2.27 dBW/kg
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