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Appendix A: 20dB Emission 

Bandwidth (EBW) 
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1 Result Table 

 

EUT Conf. EBW [MHz] Verdict 

TM1_DH5_Ch0 1.021 Pass 

TM1_DH5_Ch39 1.024 Pass 

TM1_DH5_Ch78 1.025 Pass 

TM2_2DH5_Ch0 1.347 Pass 

TM2_2DH5_Ch39 1.342 Pass 

TM2_2DH5_Ch78 1.341 Pass 

TM3_3DH5_Ch0 1.324 Pass 

TM3_3DH5_Ch39 1.327 Pass 

TM3_3DH5_Ch78 1.326 Pass 
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2 Test Plot 

 

2.1 TM1_DH5_Ch0 
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2.2 TM1_DH5_Ch39 
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2.3 TM1_DH5_Ch78 

 

 



 RF Test Report of M2-A01L  

 

 

Report No: 
SYBH(Z-RF)019112015-2003 

Huawei Proprietary and Confidential 
Copyright © Huawei Technologies Co., Ltd. 

Page 6 of 126 

 

 

 

2.4 TM2_2DH5_Ch0 
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2.5 TM2_2DH5_Ch39 
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2.6 TM2_2DH5_Ch78 
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2.7 TM3_3DH5_Ch0 
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2.8 TM3_3DH5_Ch39 
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2.9 TM3_3DH5_Ch78 
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Appendix B: Carrier Frequency 

Separation 
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1 Result Table 

 

EUT Conf. Carrier Frequency Separation [MHz] Verdict 

TM1_DH5_Hop 0.950 Pass 

TM2_2DH5_Hop 1.000 Pass 

TM3_3DH5_Hop 1.100 Pass 
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2 Test Plot 

 

2.1 TM1_DH5_Hop 
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2.2 TM2_2DH5_Hop 
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2.3 TM3_3DH5_Hop 
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Appendix C: Number of Hopping 

Channel 
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1 Result Table 

 

EUT Conf. Number of Hopping Channel Verdict 

TM1_DH5_Hop 78 Pass 

TM2_2DH5_Hop 78 Pass 

TM3_3DH5_Hop 78 Pass 
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2 Test Plot 

 

2.1 TM1_DH5_Hop 
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2.2 TM2_2DH5_Hop 
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2.3 TM3_3DH5_Hop 
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Appendix D: Time of Occupancy 

(Dwell Time) 
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1 Result Table 

 

The Dwell Time = Burst Width * Total Hops. The detailed calculations are showed as follows:  

- The duration for dwell time calculation: 0.4 [s] * hopping number = 0.4 [s] * 79 [ch] = 31.6 [s*ch];  

- The burst width [ms/hop/ch], which is directly measured, refers to the duration on one channel hop. 

- The hops per second for all channels: The selected EUT Conf uses a slot type of 5-Tx&1-Rx and a 

hopping rate of 1600 [ch*hop/s] for all channels. So the final hopping rate for all channels is 1600 / 6 = 

266.67 [ch*hop/s];  

- The hops per second on one channel: 266.67 [ch*hop/s] / 79 [ch] =3.38 [hop/s];  

- The total hops for all channels within the dwell time calculation duration: 3.38 [hop/s] * 31.6 [s*ch] = 

106.67 [hop*ch];  

- The dwell time for all channels hopping: 106.67 [hop*ch] * Burst Width [ms/hop/ch]. 

 

EUT Conf. Burst Width [ms/hop/ch] Total Hops [hop*ch] Dwell Time [ms] Verdict 

TM1_DH5_Ch39 2.900 106.67 0.309 Pass 

TM2_2DH5_Ch39 2.900 106.67 0.309 Pass 

TM3_3DH5_Ch39 2.900 106.67 0.309 Pass 
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2 Test Plot 

 

NOTE: The test plots are only for Burst Width measurements. 

 

2.1 TM1_DH5_Ch39 
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2.2 TM2_2DH5_Ch39 
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2.3 TM3_3DH5_Ch39 
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Appendix E: Maximum Peak 

Conducted Output Power 
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1 Result Table 

 

EUT Conf. Max. Peak Power [dBm] Verdict 

TM1_DH5_Ch0 9.43 Pass 

TM1_DH5_Ch39 9.78 Pass 

TM1_DH5_Ch78 8.6 Pass 

TM2_2DH5_Ch0 8.64 Pass 

TM2_2DH5_Ch39 8.05 Pass 

TM2_2DH5_Ch78 6.72 Pass 

TM3_3DH5_Ch0 9.05 Pass 

TM3_3DH5_Ch39 8.54 Pass 

TM3_3DH5_Ch78 7.25 Pass 

 




