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Settings & Preferences
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User Mode

Pilot

Display Color
Speed Display

Cruise Alert
Over Speed

Meter Mode

Tones
AutoMute

RutoLearn
Alert Lamp

GPSFiter

PressVOLUME + or - to change
‘your setting within a category

Advanced® Access and customize a Settings and Preferences

Novice Access and custormize units and display colo, al ther
Settings are set to factory defaults)

Scan Bart Scanning Bar with Full Word.

Full Word Full Word: Auto, Auto NoX, AutoLoK or Highway

on* Displays current speed

oft Displays battery voltage

20mph* Offers double beep alert tones below specified speed

Off/20-160mph

Off/20-160 mph
S

Eoert
Simple.

Standard®
wild

Reminds you when you exceed a specified speed

Single band with bar graph of signal strength
Single band with numeric requency

Multiple bands with bar graph ofsignal strengths
Simple messages eplace bands:

Caution (i traveling below cruise alert imit)
Slow Down (f traveling above cruise lert imit)

Standard ESCORT alet tones
Mild doorbell chime alert tones.

Med® High  Off
On O
On*/BandiOff

English? ] Metric
English? / Espanal
On O
On O

duringalert
Automaticaly stores and locks out false alarms
Tarvive ertLamp o, of of selct ban mode o

Units for istance and specd

Language for voice and text

Voice announcements

Enables GPS-powered features
7

__ meremﬂ

AutoPower

Band Enables

Default*
Modified

Power turns on or off depending on your vehicle's ignition
type (constant power or switched)
Powers off automaicallyafter 1 hour
Powers o automatiallyafter 2 hours
Powers o automaticallyafter 4 hours
Powers off automaicallyafter 8 hors

Defalt settings for North America
Customize the bands you want to monitor

XBand
KBand
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on*/off
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Freq: 23.950-24.250GHz
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On*/Off Freq:34.806 -35.166 Ghz

Freq:35.143-35.383 Ghz
req; 35.378-35618Gh.
KaNo On*/Off  Freq:35.595 35,835 Ghz
KaN10 On*/Off  Freq: 35830 -35.998 Ghz

Radar Detector Rejection

Marker Enables  Defauit* ~ Default sttings
Modified C

Other On*/Off  Otherlocation
Redlight On*/Off ~Redlight camera
Red&Speed On*/Off Redlight & speed camera
SpeedCam  On* /O Speed camera
SpeedTip On*/Off Speedtiap
AirPatrol On/Off*  Knownaircraft patroled areas

ClarLocatons  Marked - Cerallse Marked loations res SENS buttn o confim
Lockouts ~ Clearall lockouts. Press SENS button to confir
Defender Clear all DEFENDER data. Press SENS button o confvlm
lear DEFENDER dtabasell marers,andallockout
Press SENS button to confirm

“Default Setting

NotesforSettings & Prafarances

0 ESCORT Live, visit
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To view serial number and software revision press MARK and MUTE while powering on detector.
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To restore RedLine EX to ts original factory Setti d hold MARK and BRT the
power on. A "Restored” message willdisplay, acknowledging the reset.

Software pdates

RedLine EX's red light DEFENDER

detector software tools found on our web ste.Frmware, or the operating software fo the detector,
canalso be updated using these tools.
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Quick Reference

ESCORT
REDLINE EX

Extreme Performance Radar Laser Detector

v ‘Stealth Ticket Protection with
B on



Congratulations

e EX Features

Registration and ESCORT

Installation

Controls & Features

Controls & Features

Redtine X

You've just purchased the only true stealth radar
laser detector with GPS intelligence, extreme

gest px

warning in al directions on all radar bands,

Multiple high-performance laser sensors provide
d off.

\g ESCORT Live, you must first
register your RedLine EX device. Be sure to have
your RedLine EX unit nearby, as you will need the

Exclusive TotalShield™ Technology makes the
RedLine EX totally undetectable by any radar
detector detector (RDD).
Updatable IVT Filter™ automatically reduces false
alerts from moving In-Vehicle Technology

has coll

range and instant Bluetoot

For Android based smartphones:
1 Ensure RedLine EX power is ON.

2 On your smartphone go to Bluetooth® Settings

1 Visit t
Registration.

2Clickthe “Registration for all devices" link.

3 Follow the onscreen instructions to register
your device.

peed trap app.
Go to EscortRadar.com for the full featured
RedLine EX Owner's Manual,

Guia de Referencia Répida Espaiiola traducida y
manual con todas las funciones también son
disponibles a www EscortRadar.com

RedLine EX features
anewm-clo
0D diply

luminate i
icnsthat ety

the ypeafthreatat

jonce

EXTREME

PERFORMANCE

2

RADAR

GPS I based intell

that Bluetooth* is ON.

3 Press Scan for devices and wait for the device.
list to populate, RedLine EX should appear
under Available devices.

Desomegyoueate sty ol neca s
ORT

a ine EX device entry.

locks out false alerts and allows you to mark
locations for future reference.

Access to ESCORT's
DEFENDER Database, |® DEFENDER
which warns you of L ___ESCOH]
verified speed traps, speed cameras, and red
light cameras,

Builtin Bluetooth’ technology gives you access
0 ESCORT's award winning app, ESCORT Live.
Our exclusive real-time ticket-protection, the
network which warns you of upcoming alerts
received and reported by other usersin the
aren and lves you acces tolocal speed it
data for over-speed a

LASER DETECTOR

Live.
(You will also receive an e-mail with this
information, once you have registered

your device)

ForiPhone:
1 Ensure RedLine EX power is ON
2 Open the App Store on your iPhone
and search for ESCORT Live Radar.
download

icon on the RedLine EX display
will appear to confirm that it is paired to your
smartphone.

Yaurnew detector comes withour aest 2 Mag

3 Firmly press £Z Mag Mount™ StickyCup onto
dshield g

I‘!ins RedLine EX

Using SmartCord USB

Mount™. Simply tilt

detector up and slide it onto the ot ing
bracket. The magnetic mount holds the detector
in place. To remove the detector from the mount,
simply lft the display end of the detector and the
detector releases from the mount

Mounting Tip:

et o windshield between driver and
passenger.

« Ensure clear view of road ahead and sky

bove.
Avoid windshield wipers and heavily tinted

secure.

4 To adjust view, loosen thumb wheel and adjust
angle of mounting bracket. Tighten thumb
wheel to secure.

5 Tilt the display end of the detector slightly
upward and engage with the flanged edge
of the mounting bracket. The EZ Mag Mount™
magnet holds the detectorin place.

6 To remove the detector, simply lft the display

end of the detector upward. The Redline EX
il dlease rom the mount

s i
and search for Escort Live Radar.

7 Follow the onscreen instructions to download
Escort Live Radar and then open the app.

ESCORT Live Radar and then open the app.

4 When prompted, enter the username and
password you created when registering your
product at EscortRadar.com.

5 Press the Settings button X then select
Devices.

6 Youshould see RedLine EX
listed with Not Connected
underneath. Press the
RedLine EX device entry and ﬁ
‘when prompted select Pai.

7 The Bluetooth icon on the RedLine EX display
will appear to confirm that it s paired to your
iPhone.

d
password you created when registering your
product at EscortRadar.com.

7 Open the app, walk through the tutorial, and
you're ready to hit the road

7 To remove mount from windshield, release
d

1 Remove paper backing from EZ Mag Mount™
StickyCup,

2 Ensure the locking clamp is open.

Redine EX

Eziagount™

Iltab on top of StickyCup.

EZ Mag Mount™ Care Instructions:
Should the EZ Mag Mount™ StickyCup accumulate
debris and lose its stickiness, simply rinse under
warm water, gently wipe off debris and allow to
airdry.

Release Tab
StekyCup

Locking Clamp (losed)

Thumb WheelFor
ngle Adustment

Mounting Bracket

of SmartCord
Jack on RedLine EX and arge end of SmartCord
USB into your car's lighter/accessory socket.

2 Redine EXshould power on autormatcaly,
Ifnot, press the device's PWR button.

NOTE: You can easily access and customize all of
your Settings and Preferences by pressing and
holding the MARK and SENS buttons. See Settings
&Preferences for details

Earphone Jack
Connects to optional 3.5 mm stereo earphone

Mini USB Jack
Connects to your
computer via USB A/ Mini

Modular Jack
B cable for downloading  Connectsto

SmartCord USB,
for powering
your device

software updates.

- Press to mute the audio for a specific alert.

- Press three times to lock out a false alert.

- Press twice while receiving a locked-out alert
tounlock.

- When connected to ESCORT Live press and
hold mute button on unit or cord to manually
report to other users a verified X or K-band
alert, or a police officer observing traffic.

* AlertLight ks red when receving a rador
orlas
« power Lngm Lights green when receiving power.
+ USB Charging Port: Charge smartphones,
tablets and other USB-charged Devices

Modular Connector
Plugs into detector jack

SmartCord USB Adapt
Connects to lighter/accessory socket

Mount Area
The EZ Mag Mount™
attaches to device here

Display
Alertarea

Mute

Press to mute an alert; Display
press three times to lock Current speed

locked-out alert to unlock

Mark Location (MARK)
To marka location for
futureserts, pess MARK
twice, then VOL + or - to
electthe type of marker
then MARK again to
confirm. Press twice
while receiving marker
alert to unmark

Brightness (BRT)  PWR
Press to adjust display ~ Press to turn
brightness (Min, Med, ~RedLine EXon
Max, Auto, Dark) oroff

Display (OSP)

OverSpeed alert setting that can be
adjusted in Preferences. Bluetooth icon

will appear on display screen blue when
paired to phone and Speed limit data will
show here when ESCORT Live App is open. I

6

Sensitivity (SENS)
Press to adjust detector

Highway)



