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Fig. 1-1  Z-Scan at power reference point (850 MHz CH251) 
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850 Body Rear High  
Date: 2013-10-2 
Electronics: DAE4 Sn771 
Medium: Body 850 MHz 
Medium parameters used (interpolated): f = 848.8 MHz; σ = 0.989 mho/m; εr = 56.339; ρ = 
1000 kg/m3  
Ambient Temperature: 22.5oC          Liquid Temperature: 22.0oC 
Communication System: GSM 850 GPRS Frequency: 848.8 MHz Duty Cycle: 1:2 
Probe: EX3DV4 - SN3846 ConvF(8.73, 8.73, 8.73)  
 
Rear High/Area Scan (61x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.596 W/kg 
 
Rear High/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 22.491 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.690 W/kg 
SAR(1 g) = 0.570 W/kg; SAR(10 g) = 0.443 W/kg 
Maximum value of SAR (measured) = 0.593 W/kg 

  

 
Fig.2 850 MHz CH251 
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Fig. 2-1  Z-Scan at power reference point (850 MHz CH251) 
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WCDMA 850 Right Cheek High 
Date: 2013-10-2 
Electronics: DAE4 Sn771 
Medium: Head 850 MHz 
Medium parameters used (interpolated): f = 846.6 MHz; σ = 0.906 mho/m; εr = 40.152; ρ = 
1000 kg/m3  
Ambient Temperature: 22.5oC          Liquid Temperature: 22.0oC 
Communication System: WCDMA; Frequency: 846.6 MHz; Duty Cycle: 1:1  
Probe: EX3DV4 - SN3846 ConvF(8.92, 8.92, 8.92)  
 

Cheek High/Area Scan (61x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.311 W/kg 
 
Cheek High/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 5.927 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.367 W/kg 
SAR(1 g) = 0.295 W/kg; SAR(10 g) = 0.226 W/kg 
Maximum value of SAR (measured) = 0.307 W/kg 

  

 
Fig.5 WCDMA 850 CH4233  

 
 
 


