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ANTENNA INFORMATION

OEM Dell Inc.
ODM Wistron
Platform model name P151F
AMD platform x: ves, noor nay YES
Platform type (ex reguiar Ng, convertivie Pc, AlO...etc) Regular NB
SAR minimum separation  FCC (19) 4.27mm
(mm) ISED (1) 4.27mm
ISED (10g) 4.27mm
Antenna manufacturer Company name Speed.

Test location

Test Personnel

Address
Company name

Address

Name(Full name)

25F, No.95, Xinpu 6th St., Taoyuan Dist., Taoyuan City 33044, Taiwan
SSPORTON INTERNATIONAL INC.

No.52, Hwaya 1t Rd., Hwaya Technology Park, Guishan Dist.,
Taoyuan City, Taiwan, R.O.C.

Vincent

E-mail vincent_chen@speed-hz.com
Tel/Mobile (03)325-3360 #243
Testing date 2026/02/23
Antenna Part number Main F-0G-FS-6240-001-00
Aux F-0G-FS-6240-002-00
Antenna type (ex: pira, bipole...etc) Monopole
Antenna Peak gain w/ cable loss (dBi)*
2.4GHz 5.2GHz 5.3GHz 5.6GHz 5.8GHz 5.9GHz 6.2GHz 6.5GHz 6.7GHz 7.0 GHz
2400-2483.5 MHz 5150-5250MHz 5250-5350MHz 5470-5725MHz 5725-5850MHz 5850-5895MHz 5925-6425MHz 6425-6525MHz 6525-6875MHz 6875-7125MHz
Main -0.17 1.81 2.14 3.16 3.16 2.67 3.44 3.30 3.43 3.09
Aux 1.41 2.63 2.70 2.86 2.63 2.83 3.74 2.57 2.40 2.24
Cable Assembly Part Number and Information
Cable PN Cable length(mm) Cable diameter(mm) Impedance(ohm) Connector type
Main SY113L/50-143 597 1.13SLL 50 IPEX(20565-001R-13)
Aux SY113L/50-118 285 1.13 SLL 50 IPEX(20565-001R-13)
Cable Loss Part Number and Information
Peak gain with
model cable loss Cable Loss (dB) Antenna Type Connector type
-0.17 dBi @ 2.4GHz 1.31dB @2.4G
3.16 dBi @ 5GHz 2.36dB @5G
" 3.44dBi @ 5.925~6.425GHz 2.53dBi @ 5.925~6.425GH
WL F-0G-F5-6241-001-00 3.300Bi @6.425-6.525GHz 257481 @6.425-6.525GHz Monopole I-PEX(MHF-4L)
3.43dBi @6.525~6.875GHz 2.71dBi @6.525~6.875GHz
3.09dBi @6.875~7.125GHz" 2.69dBi @6.875~7.125GHz"
1.41dBi @ 2.4GHz 0.61dB @2.4G
2.8@ dBi @ 5GHz _1.09dB @5G
A | FOGFS624100200 | YREREELSN | Luumetirsinon Monopole PEX(MHF-4L)
2.40dBi @6.525~6.875GHz 1.25dBi @6.525~6.875GHz
2.24 dBi @6.875~7.125GHz" 1.24dBi @6.875~7.125GHz
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1. AMD Reference Gain and Type

Antenna Peak gain w/ cable loss (dBi)

Band/Frequency
Design EU/UK

For WiFi 6E and earlier
PIFA

From WiFi 7

For WiFi 6E and earlier
Dipole

From WiFi 7

Monopole =~ From WiFi 7

2.4GHz 5.2GHz

2400-2483.5 MHz 5150-5250MHz

3.00 5.00
3.24 3.64
2.95 5.11
2.89 2.92
2.95 4.03
2.83 4.57

5.3GHz

5250-5350MHz

5.00
3.73
4.55
3.19
4.11

4.44

5.6GHz

5470-5725MHz

5.00
4.77
5.15
4.41
5.15

4.95

5.8GHz

5725-5850MHz

5.00
4.97
5.13
4.22
5.13

4.95

3D Peak Antenna gain should be equal or greater than -2 dBi

If a host integrator plans to use a lower gain antenna of the same type, additional CBP(FCC)/EDT(EU) testing

need to be performed while the module is installed in the host.

2. Document Revision History

5.9GHz

5850-5895MHz

5.00
4.72
4.45
422
4. 45

4.43

Doc.No.:3.8.05 Rev02

6.2GHz 6.5GHz

5925-6425MHz 6425-6525MHz

5.00 5.00
4.83 4.30
5.02 5.02
4.83 4.30
5.02 4.71
4.87 4.91

Revision #

Revision Details

Issued Date

Rev. 00

First Issue

2026.02.23

6.7GHz

6525-6875MHz

5.00
5.37
4.96
4.49
4.49

4.91

7.0 GHz

6875-7125MHz

5.00
5.59
4.96
5.34
4.96

4.79
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3. Test & System Description

3.1Measurement Method and System

The testing of antenna gain should be made at a CTIA qualified lab with an RF anechoic
chamber with at least 3-meter separation from the receive antenna to the antenna under test.
The antenna gain report from unqualified lab can’t be referenced a passing. Besides, all test
equipment including horn antennas, adapters, cables, network analyzers, and receivers shall

be calibrated per manufacturer’s minimum calibration requirements.

3.2Test setup

Communication Antenna on ceiling
Spectrum Analyzer

RF Relay Switch
~

Universal Radio
Communication
Tester

<—

Measurement

Control PC —_— Antenna
Limiting %
-J :\ Amplifier* 7

_—

|GPIB-Bus

n-"“s_& AT
S - -
W MAPS Controller Fiber Optics for MAPS system




3.3Equipment list
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Device Type/Model (Serial # Manufacturer [Cal. Date Cal. Due Date
ENA Series vector network E5080B MY59500745 Keysight 2025/5/20 2026/5/19
analyzer

RF Switch EMCENTER™ |N/A ETS NCR NCR
Multi-Axis Positioner Controller  |2090 N/A ETS-Lindgren N/A N/A
Medium-Duty Positioner 2015 N/A ETS-Lindgren N/A N/A
Measurement Horn Antenna 3164-08 86722 EMCO NCR NCR
Anechoic Chamber AMS-8500 N/A ETS-Lindgren 2025/9/19 2026/9/18
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4. Radiation characteristics of antennaloaded in Host Platform

Main Antenna

Max Antenna 3D Radiation Pattern 2400 — 2483.5 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
2400-2483.5 -0.17
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =%0.0
0
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T Y % 10
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z 25

Max Antenna 3D Radiation Pattern 5150-5250 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5150-5250 .
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =90.0

Response (dB)
=




Max Antenna 3D Radiation Pattern 5250-5350 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5250-5350 214

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

Max Antenna 3D Radiation Pattern 5470-5725 MHz

Response (dB)

&

Y
974,
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Response (dB)

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5470-5725 3.16
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =90.0

35
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Max Antenna 3D Radiation Pattern 5725-5850 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5725-5850 3.16

Total

Azimuth = 90.0
Elevation = 0.0
Roll =90.0

Response (dB)

Max Antenna 3D Radiation Pattern 5850-5895 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5850-5895 2.67
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =%0.0
0
&
{
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Max Antenna 3D Radiation Pattern 5925-6425 MHz

T AT

<
Response (dB)

Max Antenna 3D Radiation Pattern 6425-6525 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5925-6425 3.44
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =90.0

25

AN

<
Response (dB)

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
6425-6525 3.30
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =%0.0

25
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Max Antenna 3D Radiation Pattern 6525-6875 MHz

Max Antenna 3D Radiation Pattern 6875-7125 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
6525-6875 3.43
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =90.0 0
5
o 10
e
1B
25
-30

35

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
6875-7125 3.09

Total

Azimuth = 90.0
Elevation = 0.0
Roll =90.0

10

Response (dB)

Doc.No.:3.8.05 Rev02



Auxiliary Antenna

Max Antenna 3D Radiation Pattern 2400 — 2483.5 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
2400-2483.5 141

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

Max Antenna 3D Radiation Pattern 5150-5250 MHz

Response (dB)

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5150-5250 263

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

11

Response (dB)
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Max Antenna 3D Radiation Pattern 5250-5350 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5250-5350 2.10

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

Response (dB)

Max Antenna 3D Radiation Pattern 5470-5725 MHz

12

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5470-5725 2.86
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll = 90.0
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Max Antenna 3D Radiation Pattern 5725-5850 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5725-5850 2.63

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

Response (dB)

Max Antenna 3D Radiation Pattern 5850-5895 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5850-5895 EE

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

13

Response (dB)
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Max Antenna 3D Radiation Pattern 5925-6425 MHz

Max Antenna 3D Radiation Pattern 6425-6525 MHz

Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
5925-6425 3.74
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll = 90.0 0
5
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Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
6425-6525 2.57

Total

Azimuth = 90.0
Elevation = 0.0
Roll = 90.0

Response (dB)

14
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Max Antenna 3D Radiation Pattern 6525-6875 MHz

Frequency Peak Gain w/ Cable Loss
(MHz2) (dBi)
6525-6875 2.40
Total
Azimuth = 90.0 10
Elevation = 0.0
Roll =90.0
5
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Max Antenna 3D Radiation Pattern 6875-7125 MHz
Frequency Peak Gain w/ Cable Loss
(MHz) (dBi)
6875-7125 2.24
Total
Azimuth = 90.0 5
Elevation = 0.0
Roll =90.0
0
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g
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