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Antenna Sample Datasheet

entry name: CT11-L
Material category: BT antenna
Antenna Material FPC
Antenna type FPC
Date: 2026. 09. 04
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1: Antenna test equipment

List of meters: Agilent 5071B;

3. AgilentTechnologies  E50716 i
Gl S, Mapus Akl

1.1The principle diagram of the ETS anochoic chamber
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Coaxial cable Sample machine
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Picturel. Antenna static test connection method
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Inside the ETS anochoic chamber

Test Machine
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2: Passive test report

2.1: BT antenna S11 parameters

Trl 511 Log Mag 10.00dB/ Ref 0.000dE [F1] Tr2 511 SWR 1.000/ Ref 1.000 [F1]
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2.2: Passive efficiency of antenna

Freq (MHz) Gain(dBi) Efficiency (%)
2400 -3.55 14.52
2410 -3.51 15.18
2420 -2.92 16.74
2430 -2.19 16.88
2440 -2.12 16.89
2450 -2.02 17.40
2460 -2.10 16.78
2470 -3.16 16.58
2480 -3.95 15.34
2490 -4.01 14.82
2500 -4.06 14.25

2.3: Passive pattern of BT antenna

MAX:-2,02dBL
MIN:-17.9%8dBi

Phi=0 freq=2440MHz
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3: Matching circuit

Ant

E2 c

El N/C
E2 0Q
E3 N/C
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4: Structural drawing

A [ B (6] D E [ F [ G
Environmentally Version Date Change Description
friendly RoHS 2.0 A3 12026/09/04 Add 0.2mm to the tail

5 0.1240.03

o_o. (Contains back glue, does
= A .

=] *e/y ot contain release paper)

r‘_”i 2.910.3
/

\\§\

2. mﬁro 3
*CPK-18.210. 15

Vertical view End view

NOTES:
1. mz# The green part is ma de of copper
The yellow part is the gold-plated area;

[ Blank is the base material;
gzzzg Blue is the adhesive area;

Bottom view

2. The die can not hurt the line, and the gold-plated area should be connected with the line;
3. The surface should not have dirt, scratches, black spots, breakage and falling off after gold plating;
4. Material: FPC single-sided [PI (ED) one pair and a half substrate (0.063mm) + glue (3M 9471 0.05mm) + surface half to half black covering film;
5. The back glue is 3M 9471;
6. Gold finger surface gold-plated (thickness: =1u”), no oxidation phenomenon (salt spray test required);
After 48+1 hours of salt spray test, there were no corrosion points on the surface and the coating fell off;
7. The front screen print is in bright white font. The screen print position and font size are shown in the figure;
8. Mark * as the key dimensions, please check according to standard tolerances if not marked;
9. Meet our ROHS, Reach, halogen—free requirements.
hysical and chemical properties: TOLERANCE TABLE APPROVED: PRODUCT NAME: Antenna-FPC
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