
ANTENNA

Product overview

This compact antenna ships by default with the Meru AP300, AP433, 
AP1010e, and AP1020e Access Points. The antenna is designed for indoor 
applications and can also be ordered for use with other Meru access points. 
The antenna is white and has a low profile. It supports both the 2.4 GHz 
and the 5.0 GHz spectrums.
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DUAL-BAND, OMNI-
DIRECTIONAL ANTENNA
ANT-ABGN23O-W
Compact, white, low-profile antenna 

designed for indoor applications



For more information about Meru antennas, visit | www.merunetworks.com | Or email your questions to: info@merunetworks.com 
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ANTENNA
ENVIRONMENTAL & MECHANICAL 
CONSIDERATIONS 
Temperature	 
-10° C to + 55° C (14° F to 131° F)

Humidity                 
95% at 25° C (77° F)

Radome Color            	  
Off-white

Dimensions	  
5.15” x 0.7” (13.1 cm x 1.8 cm)

Connector Type	  
RP SMA plug

Frequency Range		
2.4–2.5 GHz			 
4.9–5.875 GHz

Gain				  
2 dBi

HPBW/Horizontal		
360°

VSWR				  
1.5:1 max

Polarization	  
Linear, vertical

Impedance			 
50 Ohms

PART NUMBER 
ANT-ABGN23O-W     

Dual-band, Omni-directional Antenna 
for 2.4/5.0/5.2/5.6/5.8 GHz

Meru delivers an all-wireless network 
that fully supports the enterprise, 
delivering a consistent, interactive 
experience for all users. No matter 
what applications they are running. No 
matter how many other users are on 
the network.

SPECIFICATIONS


