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SECTIONZ1: Customer information
Company Name : KEYENCE CORPORATION
Address : 1-3-14, Higashinakajima Higashiyodogwa-ku Osaka 533-8555 Japan
Telephone Number : +81-6-6379-1111
Facsimile Number : +81-6-6325-6818
Contact Person : Tsuyoshi Aoyama
SECTIONZ2: Equipment under test (E.U.T.)
2.1 ldentification of E.U.T.
<Information of the EUT>
Type of Equipment : Handheld Mobile Computer
Model No. : BT-W100GA, BT-W155GA
Serial No. : #2A610011,#2A610012
Rating : DC 2.8 V—-4.2 V (Baterry)
DC 5.3 V (Cradle)
Receipt Date of Sample : April 11,2016
Country of Mass-production : Japan
Condition of EUT : Production prototype
(Not for Sale: This sample is equivalent to mass-produced items.)
Modification of EUT : No Modification by the test lab

2.2 Product description

Model: BT-W100GA and BT-W155GA (referred to as the EUT in this report) are Handheld Mobile Computers.

2.3 General Specification

Clock frequency(ies) in the system : 38.4 MHz (X’tal)
Operating Temperature : -20 deg. C - +50 deg. C
UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999
Facsimile: +81 596 24 8124
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2.4 Radio Specification

Radio Type

Power Supply (inner)

Transceiver
DC18V/DC33V

IEEE802.11b *1) IEEE802.11g/n (20 M band) *1) | IEEE802.11a/n (20 M band) IEEE802.11n (40 M band)

Frequency 2412 MHz - 2462 MHz 2412 MHz - 2462 MHz 5180 MHz - 5240 MHz 5190 MHz - 5230 MHz

of operation 5280 MHz - 5320 MHz 5310 MHz
5500 MHz - 5580 MHz 5510 MHz - 5550 MHz
5660 MHz - 5700 MHz 5670 MHz - 5710 MHz
5745 MHz - 5825 MHz 5755 MHz - 5795 MHz

Type of DSSS OFDM-CCK (64QAM, OFDM (64QAM, 16QAM, QPSK, BPSK)

modulation (CCK, DQPSK, DBPSK) 16QAM, QPSK, BPSK)

Channel spacing | SMHz 20MHz | 40MHz

Antenna type Maltilayer Monopole Antenna

Antenna Soldering

Connector type

Antenna Gain

2.1 dBi (2.4 GHz)

| 2.4 dBi (5 GHz)

Bluetooth Ver.2.1 with EDR function

Frequency 2402 MHz - 2480 MHz

of operation

Type of | FHSS (GFSK, n/4-DQPSK, 8-DPSK)
modulation

Channel spacing | 1 MHz

Antenna type Maltilayer Monopole Antenna
Antenna Soldering

Connector type

Antenna Gain

2.1 dBi

*Wireless LAN and Bluetooth do not transmit simultaneously.

Variant model
BT-W100GA is a Laser-type handy scanner. BT-W155GA is a Camera-type handy scanner.

The schematic differences between BT-W100GA and BT-W155GA are the following diagrams.

Circuit design related with WLAN/Bluetooth is same between 2 models.
These difference cause no influence to radio specification.
There was no degradation of EMC characteristic.
Therefore we can consider them electrically identical.

U ¥ for Scanner :;_*:)"“'—"“’
1D R Wt ~—
oo [~ Laser-type
WLAN/Bluetooth
Side-Button PWB
BT-W100GA ™
Main PWB m Capacitor PWB
1
Button
flexible substrate
G G
e I;; L - ﬂ::;:sumrau - f:rn;.;n e -..._____-
—=r Camera-type
WLAN/BT .
- Side-Key PWB ‘
BT-W155GA L
Main PWB q capacitor PWB
I
Key
flexible substrate
UL Japan, Inc.
Ise EMC Lab.
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SECTIONS3: Test standard information

3.1 Test Specification

Title FCC47CFR 2.1093

Radiofrequency radiation exposure evaluation: portable devices.

IEEE Std 1528-2013:
IEEE Recommended Practice for Determining the Peak Spatial-Average Specific Absorption Rate (SAR) in the Human Head
from Wireless Communications Devices: Measurement Techniques.
Published RF exposure KDB procedures
A KDB447498D01(v06) Mobile and Portable Device RF Exposure Procedures and Equipment Authorization
Policies
0 KDB447498D02(v02r01) SAR Measurement Procedures for USB Dongle Transmitters
0 KDB648474D04(v01r03) SAR Evaluation Considerations for Wireless Handsets
0 KDB941225D01(v03r01) 3G SAR MEASUREMENT PROCEDURES
0 KDB941225D05(v02r05) SAR for LTE Devices
0 KDB941225D06(v02r01) SAR test procedures for devices incorporating SAR Evaluation Procedures for Portable
Devices with Wireless Router Capabilities (Hot Spot SAR)

0 KDB941225D07(v01r02) SAR Evaluation Procedures for UMPC Mini-Tablet Devices
[0 KDB616217D04(v01r02) SAR Evaluation Considerations for Laptop, Notebook, Netbook and Tablet Computers
4 KDB865664D01(v01r04) SAR Measurement Requirements for 100MHz to 6 GHz
4 KDB248227D01(v02r02) SAR Measurement Procedures for 802.11(Wi-Fi) Transmitters
Reference
[1]SPEAG uncertainty document (AN 15-7/AN19-17) for DASY 5 System from SPEAG (Schmid & Partner Engineering
AQG).

3.2 Procedure

Transmitter

WLAN and Bluetooth

Test Procedure

Published RF exposure KDB procedures

Category

FCC47CFR 2.1093

Note: UL Japan, Inc. ’s SAR Work Procedures 13-EM-W0429 and 13-EM-W0430

UL Japan, Inc.
Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999
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3.3 Exposure limit
(A) Limits for Occupational/Controlled Exposure (W/kg)
= RIS (hands/wriss/eg::/fﬁﬁis averaged
(averaged over the whole body) (averaged over any 1g of tissue) £
over 10g)
0.4 8.0 20.0
(B) Limits for General population/Uncontrolled Exposure (W/kg)
il AEETgS Dipatll IR (hands/wrissts/eg:tl/:;ﬁ(es averaged
(averaged over the whole body (averaged over any 1g of tissue) &
over 10g)
0.08 1.6 4.0

Occupational/Controlled Environments: are defined as locations where there is exposure
that may be incurred by people who are aware of the potential for exposure, (i.e. as a result of employment or occupation).

General Population/Uncontrolled Environments: are defined as locations where there is the exposure of individuals who
have no knowledge or control of their exposure.

NOTE:GENERAL POPULATION/UNCONTROLLED EXPOSURE
SPATIAL PEAK(averaged over any 1g of tissue) LIMIT
1.6 W/kg

3.4 Test Location

*Shielded room for SAR testings

UL Japan, Inc. Ise EMC Lab. *NVLAP Lab. code: 200572-0
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone : +81 596 24 8999 Facsimile : +81 596 24 8124

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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SECTION4: Test result

4.1 Stand-alone SAR result

Reported SAR

Measured SAR is scaled to the maximum tune-up tolerance limit by the following formulas.
Reported SAR= Measured SAR [W/kg] - Scaled factor *1
Maximum tune-up tolerance limit is by the specification from a customer.

Body SAR

Mode Frequency Measured power |Measured power |Maximum tune-up | Maximum tune-up| M easured Scaled factor |Reported
(Burst power) (Burst power) tolerance limit tolerance limit SAR [W/kg] SAR [W/kg]
[dBm]*2 [mwW] [dBm]*3 [mW]*3

WLAN11b 2437TMHz 11.08 12.82 12.00 15.85 0.034 1.236 0.042

WLAN11n40 5310MHz 13.12 20.51 14.00 25.12 0.847 1.225 1.037

WLAN11n40 5550M Hz 14.11 25.76 14.50 28.18 0.532 1.094 0.582

WLAN11n40 5795M Hz 11.90 15.49 13.00 19.95 0.267 1.288 0.344

Note

*1 Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]

*2 The sample used by the SAR test is not more than 2 dB lower than the maximum tune-up tolerance limit. That is, measured power is

included the tune-up tolerance range.
*3 Maximum tune-up tolerance limit is defined as maximum timed-average value.
WLAN/BT Maximum tune-up tolerance limit

Mode Maximum tune-up | Maximum tune-up
tolerance limit tolerance limit
[dBm] [mMW]

BT DH5 7.00 5.01

BT 2DH5 4.00 2.51

BT 3DH5 4.00 2.51

WLAN 2.4GHz 12.00 15.85

WLAN 5GHz (W52) 13.5 22.39

WLAN 5GHz (W53) 14 25.12

WLAN 5GHz (W56) 14.5 28.18

WLAN 5GHz (W58) 13 19.95

UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN

Telephone: +81 596 24 8999
Facsimile: +81 596 24 8124
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SECTIONS5: RF Exposure Conditions (Test Configurations)

5.1 SAR test exclusion considerations according to KDB447498 D01

The following is based on KDB447498D01.

1) At 100 MHz to 6 GHz and for test separation distances < 50 mm, the SAR test exclusion threshold is determined
according to the following.

Model: BT-W100GA

SAR exclusion calculations for antenna <50mm from the user

Calculated Threshold Value

Ant Tx  |Frequen| Output Power Separation Distances (mm)
ntenna
Interface fcy (MHz) || dBm mw Top Top tilt | Bottom | Right Left Front Rear Top Top tilt Bottom Right Left Front Rear
Main BDR 2480 7.00 5 5.80 5.50 155.60 14.30 46.30 13.90 19.85 16 1.6 >50 mm 1.6 1.6 1.6 1.6
-EXEMPT- | -EXEMPT- -EXEMPT- | -EXEMPT- | -EXEMPT- | -EXEMPT-
Main EDR 2480 4.00 3 5.80 5.50 155.60 14.30 46.30 13.90 19.85 0.9 0.9 >50 mm 0.9 0.9 0.9 0.9
-EXEMPT- | -EXEMPT- -EXEMPT- | -EXEMPT- | -EXEMPT- | -EXEMPT-
Main WLAN 2.4G 2462 13.50 22 5.80 5.50 155.60 14.30 46.30 13.90 19.85 58 58 >50 mm 6.9 6.9 6.9 6.9
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Main WLAN 5.3G 5320 14.00 25 5.80 5.50 155.60 14.30 46.30 13.90 19.85 9.6 9.6 >50 mm 115 11.5 115 115
-MEASURE- | -MEASURE -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Main WLAN 5.6G 5700 14.50 28 5.80 5.50 155.60 14.30 46.30 13.90 19.85 111 111 >50 mm 134 13.4 134 134
-MEASURE- | -MEASURE -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE
Main WLAN 5.8G 5825 13.00 20 5.80 5.50 155.60 14.30 46.30 13.90 19.85 8 8 >50 mm 9.7 S 9.7 9.7
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Model: BT-W155GA
SAR exclusion calculations for antenna <50mm from the user
- Tx Frequen Output Power Separation Distances (mm) Calculated Threshold Value
ntenna
Interface fcy (MHz) | dBm mw Top Top tilt [ Bottom | Right Left Front Rear Top Top tilt Bottom Right Left Front Rear
Main BDR 2480 7.00 5 5.80 5.80 155.60 14.30 46.30 13.90 24.10 1.6 1.6 >50 mm 1.6 1.6 1.6 16
-EXEMPT- | -EXEMPT- CEXEMPT- | -EXEMPT- | -EXEMPT- | -EXEMPT-
Main EDR 2480 4.00 3 5.80 5.80 155.60 14.30 46.30 13.90 24.10 0.9 0.9 >50 mm 0.9 0.9 0.9 0.9
-EXEMPT- | -EXEMPT- SEXEMPT- | -ExeMPT- | -ExeMPT- | -ExBvPT-
Main WLAN 24G 2462 13.50 22 5.80 5.80 155.60 14.30 46.30 13.90 24.10 5.8 5.8 >50 mm 6.9 6.9 6.9 6.9
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Main WLAN 5.3G 5320 14.00 25 5.80 5.80 155.60 14.30 46.30 13.90 24.10 9.6 9.6 >50 mm 115 115 115 115
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Main WLAN 5.6G 5700 14.50 28 5.80 5.80 155.60 14.30 46.30 13.90 24.10 111 111 >50 mm 134 134 134 134
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-
Main WLAN 5.8G 5825 13.00 20 5.80 5.80 155.60 14.30 46.30 13.90 24.10 8 8 >50 mm 9.7 9.7 9.7 9.7
-MEASURE- | -MEASURE- -MEASURE- | -MEASURE- | -MEASURE- | -MEASURE-

Notes:

1. The 1-g and 10-g SAR test exclusion thresholds for 100 MHz to 6 GHz at test separation distances< 50 mm are
determined by:
[(max. power of channel, including tune-up tolerance, mW)/(min. test separation distance, mm)] -[Vf(GHz)] < 3.0 for
1-g SAR and < 7.5 for 10-g extremity SAR.

nhwn

f(GHz) is the RF channel transmit frequency in GHz
Power and distance are rounded to the nearest mW and mm before calculation
The result is rounded to one decimal place for comparison
The test exclusions are applicable only when the minimum test separation distance is < 50 mm and

for transmission frequencies between 100 MHz and 6 GHz. When the minimum test separation

distance is < 5 mm, a distance of 5 mm is applied to determine SAR test exclusion.

6.  When the separation of antenna to EUT’s surfaces and edges are < 50 mm, the separation distance used for the SAR
exclusion calculations is 5 mm.

UL Japan, Inc.
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2) At 100 MHz to 6 GHz and for test separation distances > 50 mm, the SAR test exclusion threshold is determined
according to the following.

Model: BT-W100GA

SAR exclusion calculations for antenna >50mm from the user

Antenn Tx Frequency Output Power Separation Distances (mm) Calculated Threshold Value
& Interface (MHz) dBm mw. Top |Top tilt| Bottom | Right | Left [ Front| Rear Top Top tilt | Bottom Right Left Front Rear
Main BDR 2480 7.00 5 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50mm [1151.3 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main EDR 2480 4.00 3 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50mm [1151.3mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main | WLAN 2.4G 2462 13.50 22 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50mm |[1151.6 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main | WLANS5.3G 5320 14.00 25 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50 mm 1121 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main | WLANS5.6G 5700 14.50 28 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50mm |[1118.8 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main | WLAN5.8G 5825 13.00 20 5.80 | 550 | 155.60 | 14.30 | 46.30 |13.90 | 19.85 <50 mm <50mm [1118.2mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Model: BT-W155GA
SAR exclusion calculations for antenna >50mm from the user
Antenn Tx Frequency Output Power Separation Distances (mm) Calculated Threshold Value
a Interface (MHz) dBm mwW Top |Top tilt] Bottom | Right | Left | Front| Rear Top Top tilt Bottom Right Left Front Rear
Main BDR 2480 7.00 5 5.80 5.80 155.60 | 14.30 | 46.30 | 13.90 | 24.10 <50 mm <50 mm |1151.3 mW [ <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main EDR 2480 4.00 3 5.80 5.80 | 155.60 | 14.30 | 46.30 | 13.90 | 24.10 <50 mm <50 mm [1151.3 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main WLAN 2.4G 2462 13.50 22 5.80 5.80 155.60 | 14.30 | 46.30 | 13.90 | 24.10 <50 mm <50 mm [1151.6 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main WLAN 5.3G 5320 14.00 25 5.80 5.80 155.60 | 14.30 | 46.30 | 13.90 | 24.10 <50 mm <50 mm 1121 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main | WLAN5.6G 5700 14.50 28 5.80 5.80 | 155.60 | 14.30 | 46.30 |13.90 | 24.10 <50 mm <50 mm (11188 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Main WLAN 5.8G 5825 13.00 20 5.80 5.80 155.60 | 14.30 | 46.30 | 13.90 | 24.10 <50 mm <50 mm (11182 mW | <50 mm <50 mm <50 mm <50 mm
-EXEMPT-
Notes:
1. The upper frequency of the frequency band was used in order to calculate standalone SAR test exclusion

considerations.
2. Based on KDB447498D01, minimum distance is Smm. When the minimum test separation distance is < 5 mm, a
distance of 5 mm is applied to determine SAR test exclusion and also § 4.1.5 if the antenna is at close proximity to
user then the outer surface of the DUT should be treated as the radiating surface. The test separation distance is then
determined by the smallest distance between the outer surface of the device and the user.
report close proximity has been defined as closer than 50 mm. For antennas <50 mm from the each edge the separation
distance used for the SAR exclusion calculations is Omm.

oW

Maximum tune-up tolerance limit is by the specification from a customer.
Maximum tune-up tolerance limit(mW) is rounded to one decimal place.

For the purposes of this

5. [(3-50)/(Vf(GHz))) + (test separation distance - 50 mm)-(f(MHz)/150)] mW at > 100 MHz and < 1500 MHz
[(3-50)/(Nf(GHz))) + (test separation distance - 50 mm)-10] mW at > 1500 MHz and < 6 GHz
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Description of the operating mode
5.2 Output power operating modes
Mode Frequency Test Frequency Modulation
Band
Bluetooth 2402-2480MHz 2402MHz FHSS
2441MHz (GFSK, 1/4-DQPSK, 8-DPSK)
2480MHz
IEEE802.11b 2412-2462MHz 2412MHz DSSS
2437MHz (DBPSK.DQPSK.CCK)
2462MHz
5270-5310MHz 5310MHz OFDM
5510-5670MHz 5510MHz (BPSK, QPSK, 16QAM,
5550MHz 64QAM, 256QAM)
IEEE802.11n40 (5G) S670MHy
5755-5795MHz 5755MHz
5795MHz

*The power value of the EUT was set for testing as follows (setting value might be different from product specification

value);

Power settings: 11b 12 dBm(WLAN), 11a/g/n 13 dBm(WLAN) / same as product(Bluetooth)

Software: calibrateG

*This setting of software is the worst case.

Any conditions under the normal use do not exceed the condition of setting.

In addition, end users cannot change the settings of the output power of the product.
*The identical radio module is used for SAR testing on the both product, BT-W100GA and BT-W155GA.

UL Japan, Inc.
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5.3 Output Power and SAR test required

The initial test configuration for 2.4 GHz and 5 GHz OFDM transmission modes is determined by the 802.11 configuration

with the highest maximum output power specified for production units, including tune-up tolerance, in each standalone and

aggregated frequency band. SAR for the initial test configuration is measured using the highest maximum output power

channel determined by the default power measurement procedures. When multiple configurations in a frequency band have

the same specified maximum output power, the initial test configuration is determined according to the following steps

applied sequentially.

1. The largest channel bandwidth configuration is selected among the multiple configurations with the same specified
maximum output power.

2. If multiple configurations have the same specified maximum output power and largest channel bandwidth, the lowest
order modulation among the largest channel bandwidth configurations is selected.

3. If multiple configurations have the same specified maximum output power, largest channel bandwidth and lowest
order modulation, the lowest data rate configuration among these configurations is selected.

4. When multiple transmission modes (802.11a/g/n/ac) have the same specified maximum output power, largest channel
bandwidth, lowest order modulation and lowest data rate, the lowest order 802.11 mode is selected; i.e., 802.11a is
chosen over 802.11n then 802.11ac or 802.11g is chosen over 802.11n.

Wi-Fi 2.4GHz (DTS Band)

Measured average Tune-up upper
Band Freq. Power (dBm) Power (dBm) SAR Test
(GH2) Mode Data Rate Ch# (MH2) (Yes/No) Note(s)
1 2412 11.06 12.00 Yes
802.11b 1 Mbps 6 2437 11.08 12.00 No 2
11 2462 10.86 12.00 No 2
1 2412 11.76 12.00 No 1
2.4 802.11g 6 Mbps 6 2437 11.77 12.00 No 1
11 2462 11.65 12.00 No 1
802.11 1 2412 11.78 12.00 No 1
11n
(HT20) 6.5 Mbps 6 2437 11.68 12.00 No 1
11 2462 11.72 12.00 No 1
Bluetooth 2.4GHz
Measured average Tune-up upper
Band Freq. Power (dBm) Power (dBm) SAR Test
(GH2) Mode Data Rate Ch # MH2) (Yes/No) Note(s)
0 2402 6.58 7.00 No
BDR DH5 39 2441 6.71 7.00 No
79 2480 6.43 7.00 No
0 2402 3.78 4.00 No
2.4 EDR 2DH5 39 2441 3.84 4.00 No
79 2480 3.57 4.00 No
0 2402 3.80 4.00 No
EDR 3DH5 39 2441 3.85 4.00 No
79 2480 3.57 4.00 No
Note(s):

1. According to KDB248227D01, SAR is required for 802.11g/n HT20 channels when the highest reported SAR for
DSSS is adjusted by the ratio of OFDM to DSSS specified maximum output power and the adjusted SAR is >1.2 W/kg.

2. When the reported SAR is > 0.8 W/kg, SAR is required for that exposure configuration using the next highest
measured output power channel
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Wi-Fi 5GHz
oo | e | o | o | eseomd e s | g
36 5180 12.86 123
802.11a 6 Mbps 44 5220 12.93 13.50 No 123
48 5240 12.82 123
5.2 36 5180 12.88 123
(U-NII 1) 8(2;;;‘ 6.5 Mbps 44 5220 12.94 13.50 No 123
48 5240 12.90 123
802.11n 38 5190 12.86 123
(HT40) 135 Mbps 46 5230 12.89 1350 No 1,2,3
56 5280 13.23 123
802.11a 6 Mbps 60 5300 13.09 14.00 No 123
64 5320 13.19 123
53 56 5280 13.33 123
(U-NI12A) igﬁ;é)” 6.5 Mbps 60 5300 13.16 14.00 No 123
64 5320 13.21 123
jﬁﬁ'ié)” 13.5 Mbps 62 5310 13.12 14.00 Yes
100 5500 13.44 123
802.11a 6 Mbps 116 5580 13.71 14.50 No 123
140 5700 13.41 123
100 5500 13.48 123
(ur\ifzc) 8(3%8; 6.5 Mbps 116 5580 13.72 1450 No  [123
140 5700 13.45 123
102 5510 14.09 14,50 No 1234
802.11n 13.5 Mbps 110 5550 14.11 14.50 Yes
(HT40)
134 5670 13.99 13.50 No 1234
149 5745 11.93 123
802.11a 6 Mbps 157 5785 12.13 13.00 No 123
165 5825 12.29 123
58 149 5745 12.43 123
(UNII-3) Ezai;é; 6.5 Mbps 157 5785 12.14 13.00 No 123
165 5825 12.30 123
802.11n 151 5755 11.89 No 1234
(HT40) 135 Mbps 159 5795 11.90 13.00 Yes
Note(s):

1. According to KDB248227D01, SAR is required for 802.11a/n HT20 channels when the highest reported SAR for

DSSS is adjusted by the ratio of OFDM to DSSS specified maximum output power and the adjusted SAR is >1.2 W/kg.

According to KDB248227D01, when the same transmission mode configurations have the same maximum output
power on the same channel for the 802.11 a/g/n/ac modes, the channel in the lower order/sequence 802.11 mode is
selected.

When the highest reported SAR for the initial test configuration is adjusted by the ratio of the subsequent test
configuration to initial test configuration specified maximum output power and the adjusted SAR is < 1.2 W/kg, SAR
is not required for that subsequent test configuration.

When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is required for subsequent
next highest measured output power channel.

Power data other than 802.11n (HT40) with W53, W56, W58 refers to RF report, 11201777H-C.
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Power Measurement result

WLAN
11b 1 Mbps
Freq. | Reading| Cable Atten. Result
Loss Loss (Time average)
[MHz] | [dBm] [dB] [dB] [dBm] [mW]
2412 0.09 0.94 10.03 11.06 12.76
2437 0.11 0.94 10.03 11.08 12.82
2462 -0.12 0.95 10.03 10.86 12.19
11g 6 Mbps
Freq. | Reading| Cable Atten. Result
Loss Loss (Time average)
[MHz] | [dBm] [dB] [dB] [dBm] [mW]
2412 0.79 0.94 10.03 11.76 15.00
2437 0.80 0.94 10.03 11.77 15.03
2462 0.67 0.95 10.03 11.65 14.62
11n-20  MCS0
Freq. | Reading| Cable Atten. Result
Loss Loss (Time average)
[MHz] | [dBm] [dB] [dB] [dBm] [mW]
2412 0.81 0.94 10.03 11.78 15.07
2437 0.71 0.94 10.03 11.68 14.72
2462 0.74 0.95 10.03 11.72 14.86

Sample Calculation:
Result (Time average) = Reading + Cable Loss (including the cable(s) customer supplied) + Attenuato

11n-40  MCS0
Tested | Power | Cable | Atten. Result
Frequency| Meter | Loss | Loss | (Time average)
Reading
[MHz] | [dBm] | [dB] | [dB] | [dBm]| [mW]
5310 1.40] 1.62] 10.10] 13.12] 20.51
5510 2311 1.67| 10.11] 14.09] 25.64
5550 2.33] 1.68 10.10| 14.11] 25.76
5670 2.20] 1.70] 10.09] 13.99] 25.06
5755 0.09] 1.72] 10.08] 11.89] 1545
5795 0.09] 1.73] 10.08] 11.90f 15.49

Sample Calculation:

Result (Time average) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. ]

Bluetooth
Mode Freq. Reading Cable Atten. Result
Loss Loss (Time average)
[MHz] [dBm] [dB] [dB] [dBm] [mW]
DH5 2402.0 -4.42 0.97 10.03 6.58 4.55
DH5 2441.0 -4.31 0.99 10.03 6.71 4.69
DH5 2480.0 -4.60 1.00 10.03 6.43 4.40
2DHS5 2402.0 -7.22 0.97 10.03 3.78 2.39
2DHS5 2441.0 -7.18 0.99 10.03 3.84 242
2DHS5 2480.0 -7.46 1.00 10.03 3.57 2.28
3DHS5 2402.0 -7.20 0.97 10.03 3.80 2.40
3DHS5 2441.0 -7.17 0.99 10.03 3.85 243
3DHS 2480.0 -7.46 1.00 10.03 3.57 2.28

Sample Calculation:
Result (Time average) = Reading + Cable Loss + Attenuator Loss
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5.4 SAR testing operating modes

The operating mode for SAR testing was decided by the output power

Mode Frequency Band Test Frequency Note
WLAN 2400-2483.5MHz 2437MHz (7 ch) DSSS(11b)
WLAN 5250-5350MHz 5310MHz (62 ch) OFDM 11n40
WLAN 5470-5725MHz 5510MHz (102 ch) OFDM 11n40
WLAN 5725-5850MHz 5795MHz (159 ch) OFDM 11n40
UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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SECTIONSG: Description of the Body setup

6.1 Procedure for SAR testing

-The tested procedure was performed according to the KDB 447498 D01 (Mobile and Portable Device RF Exposure

Procedures and Equipment Authorization Policies)and the KDB 616217 D04.

6.2 Test position for Body setup

No. | Position Test WLAN Bluetooth
distance | Tested

1 Front Omm vl

2 Rear Omm A *1)

3 Left Omm A

4 Right Omm vl

5 Top Omm A

6 Top tilt Omm v

7 Bottom Omm O

*1) The difference between BT-W100GA and BT-W155GA is only a camera part. Therefore the additional test was

performed with only the rear face to BT-W155GA as difference distance.
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SECTIONTY: Test surrounding

7.1 Measurement uncertainty
This measurement uncertainty budget is suggested by IEEE Std 1528(2013) and IEC62209-2:2010, and determined by
Schmid & Partner Engineering AG (DASYS Uncertainty Budget). Per KDB 865664 D01 SAR Measurement 100 MHz to 6
GHz Section 2.8.1., when the highest measured SAR(1g) within a frequency band is < 1.5W/kg, the extensive SAR
measurement uncertainty analysis described in IEEE Std.1528 (2013) is not required in SAR reports submitted for
equipment approval.

<0.3 — 3GHz range Body>

Uncertai |Probability (ci) Standard
Error Des cription value+ [distribution [divisor |[lg (1g)
Measurement System
Probe calibration + 6.00 |Normal 1 1 + 6.00
Axial isotropy of the probe + 4.7 Rectangular  [V3 0.7 + 1.9
Spherical isotropy of the probe + 9.6 Rectangular  [V3 0.7 + 3.9
Boundary effects + 1.0 Rectangular [V3 1 + 0.6
Probe linearity + 4.7 Rectangular  [3 1 + 2.7
Detection limit + 1.0 Rectangular  [V3 1 + 0.6
Modulation response + 24 Rectangular  [V3 1 + 14
Readout electronics + 0.3 Normal 1 1 + 0.3
Response time + 0.8 Rectangular  [3 1 + 05
Integration time + 2.6 Rectangular |3 1 + 1.5
RF ambient Noise + 3.0 Rectangular  [V3 1 + 1.7
RF ambient Reflections + 3.0 Rectangular  [V3 1 + 1.7
Probe Positioner + 04 Rectangular [V3 1 + 02
Probe positioning + 29 Rectangular |3 1 + 1.7
Max.SAR Eval. + 20 Rectangular  [V3 1 + 1.2
Test Sample Related
Device positioning + 29 Normal 1 1 + 29
Device holder uncertainty + 3.6 Normal 1 1 + 3.6
Power drift + 50 Rectangular  [V3 1 + 29
Power Scaling + 0.0 Rectangular  [V3 1 + 0.0
Phantom and Setup
Phantomuncertainty + 6.1 Rectangular |3 1 + 35
o I N O 1o
Liquid permittivity (meas.) - 37 Rectangular |1 0.23 - 09
Liquid conductivity (meas.) + 28 Rectangular |1 0.78 +22
Liquid conductivity +52  |Rectangular |V3 0.78 + 23
- temp.unc (below 2deg.C.)
Liquid permittivity + 08 [Rectangular |\3 0.23 + 01
- temp.unc (below 2deg.C.)
Combined Standard Uncertainty + 11.502
Expanded Uncertainty (k=2) + 23.0

*  Table of uncertainties are listed for ISO/IEC 17025.
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<3GHz —6GHz range Body>

Uncertai |Probability (ci) Standard

Error Description value+ |distribution |[divisor |lg (1g)
Measurement System
Probe calibration + 6.55 |Normal 1 1 + 6.55
Axial isotropy of the probe + 47 Rectangular [V3 0.7 + 19
Spherical isotropy of the probe + 9.6 Rectangular  [3 0.7 + 39
Boundary effects + 1.0 Rectangular  [V3 1 + 0.6
Probe linearity + 47  [Rectangular [\3 1 +27
Detection limit + 1.0 Rectangular V3 1 + 0.6
Modulation response + 24 Rectangular |3 1 + 14
Readout electronics + 0.3 Normal 1 1 + 0.3
Response time + 0.8 Rectangular  [V3 1 + 0.5
Integration time + 2.6 Rectangular  [V3 1 + 1.5
RF ambient Noise + 3.0 Rectangular [V3 1 + 1.7
RF ambient Reflections + 3.0 Rectangular  [3 1 + 1.7
Probe Positioner + 04 Rectangular  [V3 1 + 02
Probe positioning + 29 Rectangular  [V3 1 + 1.7
Max.SAR Eval. + 20 Rectangular [V3 1 + 1.2
Test Sample Related
Device positioning + 29 Normal 1 1 + 29
Device holder uncertainty + 3.6 Normal 1 1 + 3.6
Power drift + 5.0 Rectangular [V3 1 + 29
Power Scaling + 0.0 Rectangular |3 1 + 0.0
Phantom and Setup
Phantomuncertainty + 6.1 Rectangular  [V3 1 + 3.5
o O S O N
Liquid permittivity (meas.) - 26 Rectangular |1 0.23 - 06
Liquid conductivity (meas.) + 2.0 Rectangular |1 0.78 + 1.6
Liquid conductivity + 52  |Rectangular |\3 0.78 +23
- temp.unc (below 2deg.C.)
{“21;;1‘32%21‘;?2 deg.C) + 0.8 Rectangular  [V3 0.23 + 0.1
Combined Standard Uncertainty + 11.683
Expanded Uncertainty (k=2) + 234

*. Table of uncertainties are listed for ISO/IEC 17025.
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SECTIONS: Parameter Check

The dielectric parameters were checked prior to assessment using the DAK dielectric probe kit.
The dielectric parameters measurement is reported in each correspondent section.

According to KDB865664 D01, +/- 5% tolerances are required for er and ¢ and then below table which is the target value
of the simulated tissue liquid is quoted from KDB865664 DO1.

Target Frequency Head Body
(MHz) & o (S/m) & G (S/m)
150 523 0.76 61.9 0.80
300 453 0.87 58.2 0.92
450 43.5 0.87 56.7 0.94
835 41.5 0.90 55.2 0.97
900 41.5 0.97 55.0 1.05
915 415 0.98 55.0 1.06
1450 40.5 1.20 54.0 1.30
1610 403 1.29 53.8 1.40
1800 — 2000 40.0 1.40 533 1.52
2450 39.2 1.80 52.7 1.95
3000 38.5 2.40 52.0 2.73
5800 35.3 5.27 48.2 6.00

(& = relative permittivity, &= conductivity and p= 1000 kg/m?)

For SAR measurement

DIELECTRIC PARAMETERS MEASUREMENT RESULTS
Ambient | Relative Liquid | Measured Target Deviation | Limit
Date Temp. | Humidity Liquid type Temp. | Frequency | Parameters Val ii | M easured ‘[I;/ ]1 [0/1] Remark
[deg.c] [%] [degc] | [MHz] u g g
20-Apr 24.0 45 MSL 2450 23.5 2437 er 52.7 50.8 -3.7 +/-5
*2
6 [mho/m] 1.94 1.99 2.8 +/-5
25-Apr 24.0 45 MBBL3500-5800V5 235 5310 er 48.9 47.6 -2.6 +/-5
*2
o [mho/m] | 5.43 5.47 0.8 +/-5
26-Apr 24.0 45 MBBL3500-5800V5 235 5550 er 48.5 474 24 +/-5
*2
6 [mho/m] | 5.71 5.72 0.1 +/-5
26-Apr 24.0 45 MBBL3500-5800V5 23.5 5795 er 48.2 47.0 -2.5 +/-5
*2
6 [mho/m] [ 5.99 6.12 2.0 +/-5
UL Japan, Inc.
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For SAR system check
DIELECTRIC PARAMETERS MEASUREMENT RESULTS
Ambient | Relative Liquid | Measured Target Deviation | Limit
Date Temp. | Humidity Liquid type Temp. | Frequency | Parameters Val gil M easured (%] (%] Remark
[deg.c] [%] [degc] | [MHz] ue g g
20-Apr 24.0 45 MSL2450 23.5 2450 er 52.7 50.7 -3.8 +/-5
*2
6 [mho/m] 1.95 2.01 3.0 +/-5
9-May 24.0 45 MBBL3500-5800V5 23.5 5250 er 489 47.6 -2.9 +/-5 .
2
o [mho/m] | 5.36 5.37 0.2 +/-5
10-May 24.0 45 MBBL3500-5800V5 23.5 5600 er 48.5 473 2.4 +/-5
*2
6 [mho/m] | 5.77 5.78 0.1 +/-5
11-May 24.0 45 MBBL3500-5800V5 23.5 5750 er 483 47.0 -2.6 +/-5 .
2
o [mho/m] | 5.94 6.12 3.0 +/-5

er: Relative Permittivity / ¢ : Conductivity

*1 The Target value is a parameter defined in KDB 865664D01.

*2 The dielectric parameters should be linearly interpolated between the closest pair of target frequencies to determine the
applicable dielectric parameters corresponding to the device test frequency.

Correlation confirmation with measured TSL parameters of the calibration certificate of system validation dipoles
(Refer to Appendix 2)

+/- 6% limit for deviation provided by manufacture tolerances are required for er and ¢ and then below table which is the

target value of the simulated tissue liquid is quoted from data measured TSL parameters of dipole calibration.
Fre Model, S/N, Frequenc
q b T Y Head Body
[MHz]
er 6 [mho/m] er 6 [mho/m]
2450|D2450,713 2450 MHz 39.4 1.83 52.2 2
5250|{D5GHV2,1020 5250 MHz 35.2 4.55 47 5.44
5600|D5SGHV2,1020 5600 MHz 34.7 4.9 46.4 5.91
5750|D5GHV2,1020 5750 MHz 34.5 5.05 46.1 6.12
DIELECTRIC PARAMETERS MEASUREMENT RESULTS
Ambient | Relative Liquid T Deviati Limi
Date Temp. | Humidity Liquid type Temp. Model, S/N, Frequency Parameters Vazll;iitl M easured C\[I;t]mn E;n]t
[dege] |  [%] [degc] ’ ’
20-Apr | 240 45 MSL2450 235 D2450,713_2450 MHz er 522 50.7 29 +/-6
o [mho/m] 2.00 2.01 0.4 +/-6
22-Apr | 240 45 MBBL3500-5800V5 235 D5GHV2,1020_ 5250 MHz er 47.0 476 12 +/-6
o [mho/m] 5.44 5.37 -13 +/-6
25-Apr | 240 45 MBBL3500-5800V5 235 D5GHV2,1020_5600 MHz er 46.4 473 2.0 +/-6
o [mho/m] 591 578 23 +/-6
25-Apr | 240 45 MBBL3500-5800V5 235 D5GHV2,1020_5750 MHz er 46.1 47.0 2.0 +/-6
o [mho/m] 6.12 6.12 0.0 +/-6

er: Relative Permittivity / 6 : Conductivity
*1 The Target value is a parameter defined in each Dipole.
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SECTIONO9: System Check confirmation

The measurements were performed in the flat section of the TWIN SAM or ELI phantom, shell thickness: 2.0 £0.2 mm
(bottom plate) filled with Body or Head simulating liquid of the following parameters.

The depth of tissue-equivalent liquid in a phantom must be > 15.0 cm + 0.5 cm for SAR measurements < 3 GHz and > 10.0
cm = 0.5 cm for measurements > 3 GHz.

The DASY system with an E-Field Probe was used for the measurements.

The dipole was mounted on the small tripod so that the dipole feed point was positioned below the center marking of the
flat phantom section and the dipole was oriented parallel to the body axis (the long side of the phantom).

The standard measuring distance was 10 mm (above 1GHz to 6GHz) and 15 mm (below 1GHz) from dipole center to the
simulating liquid surface.

The coarse grid with a grid spacing of 12 mm (2GHz to 3GHz) and15 mm (below 2GHz) was aligned with the dipole.

For 5 GHz band - The coarse grid with a grid spacing of 10 mm was aligned with the dipole.

Special 7x7x7 (below 3 GHz) and/or 8x8x7 (above 3 GHz) fine cube was chosen for the cube.

Distance between probe sensors and phantom surface was set to 3 mm.

For 5 GHz band - Distance between probe sensors and phantom surface was set to 2.5 mm

The dipole input power (forward power) was 100 mW(For 5GHz band) or 250 mW(For other band).

The results are normalized to 1 W input power.
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Freq |ModelS/N Body *1
[MHZz]
(SPEAG)| (SPEAG)
1g [W/ke]| 10g[W/ke]
2450 D2450,713 50.4 23.56
5250 D5GHV2,1020 73.6 20.9
5600 D5GHV2,1020 78.2 22.1
5750 D5GHV2,1020 73.9 2.07

*1 The target(reference) SAR values can be obtained from the calibration certificate of system validation dipoles(Refer to
Appendix 2). The target SAR values are SAR measured value in the calibration certificate scaled to 1W.

M easured Results Target
Date T.S. : Delta
Model,S/N,Frequency o Normalize (Ref. .
Tested Liquid Zoom Scan 01 W Value) +10 %

4/20/2016 D2450,713 2450 MHz Body (SPEAG) 13.30 53.2 50.40 5.56
1g [W/ke]

(SPEAG) 6.16 24.64 23.56 4.58
10g[W/kg]

4/22/2016 | D5GHV2,1020_5250 MHz Body (SPEAG) 7.67 76.7 73.60 4.21
1g [W/kg]

(SPEAG) 2.13 21.30 20.90 1.91
10g[W/kg]

4/25/2016 | DSGHV2,1020_5600 MHz Body (SPEAG) 7.88 78.8 78.20 0.77
1g [W/kg]

(SPEAG) 2.15 21.50 22.10 -2.71
10g[W/kg]

4/25/2016 | DSGHV2,1020 5750 MHz Body (SPEAG) 6.95 69.5 73.90 -5.95
1g [W/kg]

(SPEAG) 1.93 19.30 20.70 -6.76
10g[W/kg]
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SECTION10: SAR Test data for WLAN 2.4GHz and Bluetooth

10.1 Method of measurement

Step.1 The searching for the worst position *1*2%3
The test was performed at the highest power channel of DSSS.

Note:
*1 Highest measured output power channel was tested initially according to KDB248227D01.

*2 SAR is not required for the following 2.4 GHz OFDM conditions according to KDB248227D01.

1) When KDB447498D01 SAR test exclusion applies to the OFDM configuration.

2) When the highest reported SAR for DSSS is adjusted by the ratio of OFDM to DSSS specified maximum output power
and the adjusted SAR is < 1.2 W/kg. Refer to (4) OFDM mode exclusion considerations.

*3 According to KDB248227D01

1) When the reported SAR of the highest measured maximum output power channel for the exposure configuration is < 0.8
W/kg, no further SAR testing is required for 802.11b DSSS in that exposure configuration.

2) When the reported SAR is > 0.8 W/kg, SAR is required for that exposure configuration using the next highest measured
output power channel. When any reported SAR is > 1.2 W/kg, SAR is required for the third channel.
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10.2 Result of Body SAR

Model: BT-W100GA

1 2412 12.00 11.06 1.24
Top 802.11b 0 6 2437 12.00 11.08 1.24 0.034 0.042
11 2462 12.00 10.86 1.30
1 2412 12.00 11.06 1.24
Top tilt 802.11b 0 6 2437 12.00 11.08 1.24 0.013 0.016
11 2462 12.00 10.86 1.30
1 2412 12.00 11.06 1.24
Right 802.11b 0 6 2437 12.00 11.08 1.24 0.015 0.019
11 2462 12.00 10.86 1.30
1 2412 12.00 11.06 1.24
Left 802.11b 0 6 2437 12.00 11.08 1.24 0.000372 | 0.000460
11 2462 12.00 10.86 1.30
1 2412 12.00 11.06 1.24
Front 802.11b 0 6 2437 12.00 11.08 1.24 0.014 0.017
11 2462 12.00 10.86 1.30
1 2412 12.00 11.06 1.24
Rear 802.11b 0 6 2437 12.00 11.08 1.24 0.00332 0.0041
11 2462 12.00 10.86 1.30

Model: BT-W155GA

Rear 1 2412 12.00 11.06 1.24
802.11b 0 6 2437 12.00 11.08 1.24 0.002 0.002
11 2462 12.00 10.86 1.30
Note(s):
1. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]
2. Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor
OFDM was excluded from the following table according to KDB248227DO01.
Maximum tune-up tolerance Maximum tune-up tolerance OFDM Position |DSSS Reported SAR| OFDM Estimated Exclusion |Standalone
limit limit scaled value [W/kg] SAR value limit ['W/ke] |SAR tested
DSSS OFDM [W/kg] *4
[dBm] [mW] [dBm] [mW]
12.00 15.85 12.00 15.85 1.000 Top 0.042 0.042 <12 No
Notes:

3. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]

4.
5.
6.

Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor
OFDM scaled factor = Maximum tune-up tolerance limit of OFDM [mW] / Maximum tune-up tolerance limit of DSSS [mW]
Estimated SAR of OFDM= Reported SAR of DSSS[W/kg] - OFDM scaled factor
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SAR Test data for WLAN 5.3GHz

10.3 Method of measurement

Step.1 The searching for the worst position *1*2
The test was performed at the highest power channel.

Note:
*1 According to KDB248227D01
Highest measured output power channel was tested initially.

*2 According to KDB248227D01
When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is required for subsequent
next highest measured output power channel.

10.4 Result of Body SAR

Model: BT-W100GA

Top 802.11n40 0 62 5310 14.00 13.12 1.22 0.847 1.037
Top tilt 802.11n40 0 62 5310 14.00 13.12 1.22 0.571 0.699
Right 802.11n40 0 62 5310 14.00 13.12 1.22 0.108 0.132
Left 802.11n40 0 62 5310 14.00 13.12 1.22 0.092 0.113
Front 802.11n40 0 62 5310 14.00 13.12 1.22 0.044 0.054
Rear 802.11n40 0 62 5310 14.00 13.12 1.22 0.067 0.082

Model: BT-W155GA

Rear 802.11n40 0 62 5310 14.00 13.12 1.22 0.058 0.071

Note(s):
1. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]
2. Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor

WLANS5.2GHz band was excluded according to KDB248227D01.

Maximum tune-up tolerance | Maximum tune-up tolerance OFDM | Position | W53 Reported SAR [ W52 Estimated SAR| Exclusion [Standalone
limit limit scaled value [W/kg] value limit TW/ke1 [SAR tested
W53 OFDM W52 OFDM [W/kg] *4
[dBm] [mW] [dBm] [mW]
14.00 25.12 13.50 22.39 0.891 Top 1.037 0.924 <12 No

Notes:

3. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]

4. Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor

5. OFDM scaled factor = Maximum tune-up tolerance limit of OFDM [mW] / Maximum tune-up tolerance limit of DSSS [mW]
6. W52 Estimated SAR value = Reported SAR of OFDM W53[W/kg] - OFDM scaled factor
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SECTION11: SAR Test data for WLAN 5.6GHz

11.1 Method of measurement

Step.1 The searching for the worst position *1*2
The test was performed at the highest power channel.

Note:
*1 According to KDB248227D01
Highest measured output power channel was tested initially.

*2 According to KDB248227D01
When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is required for subsequent next
highest measured output power channel.

11.2 Result of Body SAR

Model: BT-W100GA

102 5510 14.50 14.09 1.10
Top 802.11n40 0 110 5550 14.50 14.11 1.09 0.532 0.582
134 5670 14.50 13.99 1.12
102 5510 14.50 14.09 1.10
Top tilt 802.11n40 0 110 5550 14.50 14.11 1.09 0.280 0.306
134 5670 14.50 13.99 1.12
102 5510 14.50 14.09 1.10
Right 802.11n40 0 110 5550 14.50 14.11 1.09 0.120 0.131
134 5670 14.50 13.99 1.12
102 5510 14.50 14.09 1.10
Left 802.11n40 0 110 5550 14.50 14.11 1.09 0.131 0.143
134 5670 14.50 13.99 1.12
102 5510 14.50 14.09 1.10
Front 802.11n40 0 110 5550 14.50 14.11 1.09 0.171 0.187
134 5670 14.50 13.99 1.12
102 5510 14.50 14.09 1.10
Rear 802.11n40 0 110 5550 14.50 14.11 1.09 0.065 0.071
134 5670 14.50 13.99 1.12
Model: BT-W155GA
Rear 102 5510 14.50 14.09 1.10
802.11n40 0 110 5550 14.50 14.11 1.09 0.059 0.065
134 5670 14.50 13.99 1.12
Notes:

1. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]
2. Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor
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SECTION12: SAR Test data for WLAN 5.8GHz

12.1 Method of measurement

Step.1 The searching for the worst position *1*2
The test was performed at the highest power channel.

Note:

*1 According to KDB248227D01

Highest measured output power channel was tested initially.

*2 According to KDB248227D01

When the reported SAR of the initial test configuration is > 0.8 W/kg, SAR measurement is required for subsequent next

highest measured output power channel.

12.2 Result of Body SAR

Model: BT-W100GA

Top 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.267 0.344

Top il 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.180 0.232

Right 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.033 0.043

Left 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.014 0.018

Front 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.089 0.115

Rear 802.11n40 151 5755 13.00 11.89 1.29
159 5795 13.00 11.90 1.29 0.052 0.067

Model: BT-W155GA

Rear

802.11n40

151

5755

13.00

11.89

1.29

159

5795

13.00

11.90

1.29

0.016 0.021

Notes:

1. Scaled factor = Maximum tune-up tolerance limit [mW] / Measured power [mW]
2. Scaled SAR (Reported SAR)= Measured SAR [W/kg] - Scaled factor
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SECTION13: Test instruments
Control No. Instrument Manufacturer Model No Serial No Test Item | Calibration Date *
Interval(month)
MOS-14 Thermo-Hygrometer | Custom CTH-201 1401 SAR 2016/01/21 * 12
MPM-16 | Power Meter Agilent 8990B MY51000271 [SAR 2016/04/07 * 12
MPSE-23 | Power sensor Agilent IN1923A MY54070004 [SAR 2016/04/07 * 12
MAT-22 |Attenuator(10dB) 1- | Orient Microwave BX10-0476-00 - SAR 2016/03/18 * 12
18GHz
MPM-13 | Power Meter Anritsu IML2495A 0824014 SAR 2015/11/11 * 12
MPSE-18 | Power sensor Anritsu MA2411B 0738174 SAR 2015/11/11 * 12
MAT-23 | Attenuator(10dB) 1- | Orient Microwave  [BX10-0476-00 |- SAR 2016/03/18 * 12
18GHz
MCC-45 | Microwave Cable Murata IMXGS83RK3000] - SAR 2015/07/27 * 12
MOS-14 Thermo-Hygrometer | Custom CTH-201 1401 SAR 2016/01/21 * 12
MNA-03 | Vector Reflectometer | Copper Mountain PLANAR R140 (0030913 SAR 2015/10/30 * 12
Technologies
MDPK-03 | Dielectric assessment | Schmid&Partner IDAK-3.5 0008 SAR 2016/04/12 * 12
kit Engineering AG
MOS-37 | Digital thermometer | LKM electronic DTM3000 - SAR 2015/07/07 * 12
COTS- Dielectric assessment | Schmid&Partner DAK SAR -
MSAR-04 |software Engineering AG
MPM-11 | Dual Power Meter Agilent E4419B MY45102060 [SAR 2015/08/04 * 12
MPSE-15 | Power sensor Agilent E9301A MY41498311 |SAR 2015/08/04 * 12
MPSE-16 | Power sensor Agilent E9301A MY41498313 [SAR 2015/08/04 * 12
MRFA-24 | Pre Amplifier R&K R&K B30550 SAR 2015/06/15 * 12
CGA020M602-
2633R
MSG-10 Signal Generator Agilent INS181A MY47421098 | SAR 2015/11/16 * 12
MAT-78 | Attenuator Telegrartner JO1156A0011 0042294119 |[SAR Pre Check
MPM-15 | Power Meter Agilent IN1914A MY53060017 [SAR 2015/06/15 * 12
MPSE-21 | Power sensor Agilent IN8482H MY52460010 [SAR 2015/06/15 * 12
MHDC-12 | Dual Directional Hewlett Packard 772D 2839A0016 [SAR(2- Pre Check
Coupler 18GHz)
MDA-07 | Dipole Antenna Schmid&Partner D2450V2 713 SAR(D245 {2013/09/10 * 36
Engineering AG 0)
MMSL2450 | Tissue simulation Schmid&Partner IMSL2450V2 SL AA 245 SAR*Daily [ Pre Check
liquid (Body) Engineering AG BA Check
Target
Value £5%
MDA-08 Dipole Antenna Schmid&Partner ID5GHzV2 1020 SAR(D5G) |2016/01/20 * 12
Engineering AG
MMBBL3.5- | Tissue simulation Schmid&Partner IMBBL3500- SL AAM 501 |SAR*Daily | Pre Check
5.8 liquid (Body) Engineering AG 5800V5 DA Check
Target
Value £5%
MDAE-03 |Data Acquisition Schmid&Partner DAE4 1372 SAR 2015/06/15 * 12
Electronics Engineering AG
MPB-09 | Dosimetric E-Field Schmid&Partner EX3DV4 3922 SAR 2015/06/17 * 12
Probe Engineering AG
UL Japan, Inc.
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Control No. [Instrument Manufacturer IModel No Serial No Test Item | Calibration Date
* Interval(month)
MPF-04 2mm Oval Flat Schmid&Partner QDOVAOOIBB [1207 SAR 2016/05/07 * 12
Phantom Engineering AG
MPF-04 2mm Oval Flat Schmid&Partner QDOVAO00IBB | 1207 SAR 2015/05/11 * 12
Phantom Engineering AG
MDH-03 | Device holder Schmid&Partner IMounting device |- SAR Pre Check
Engineering AG for transmitter
MOS-35 | Digital thermometer |HANNA Checktemp 4 - SAR 2015/07/07 * 12
COTS- Dasy5 Schmid&Partner DASYS - SAR -
MSAR-03 Engineering AG
MRBT-04 |SAR robot Schmid&Partner TX60 Lspeag F13/5PPLA1/ |SAR 2015/06/23 * 12
Engineering AG AJO1
MDAE-01 |Data Acquisition Schmid&Partner DAE4 509 SAR 2015/07/07 * 12
Electronics Engineering AG
MPB-07 | Dosimetric E-Field Schmid&Partner EX3DV4 3825 SAR 2015/12/11 * 12
Probe Engineering AG
MPF-02 2mm Oval Flat Schmid&Partner QDOVAOOIBB | 1045 SAR 2015/05/11 * 12
Phantom Engineering AG
MDH-01 | Device holder Schmid&Partner IMounting device |- SAR Pre Check
Engineering AG for transmitter
MOS-26 | Thermo-Hygrometer [CUSTOM CTH-201 A08Q29 SAR 2016/04/19 * 12
MRBT-02 |SAR robot Schmid&Partner TX60 Lspeag F10/5E3LA1/ |SAR 2015/05/29 * 12
Engineering AG AJO1

*1) This test equipment was used for the tests before the expiration date of the calibration.
The expiration date of the calibration is the end of the expired month.
All equipment is calibrated with valid calibrations. Each measurement data is traceable to the national or international standards.

As for some calibrations performed after the tested dates, those test equipment have been controlled by means of an unbroken chains of

calibrations.

SAR room is checked before every testing and ambient noise is <0.012W/kg
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APPENDIX 1: SAR Measurement data

Evaluation procedure
The evaluation was performed with the following procedure:

Step 1: Measurement of the E-field at a fixed location above the ear point or central position of flat phantom was used as a
reference value for assessing the power drop.

Step 2: The SAR distribution at the exposed side of head or body position was measured at a distance of each device from
the inner surface of the shell. The area covered the entire dimension of the antenna of EUT and the horizontal grid spacing
was 15 mm x 15 mm, 12 mm x 12 mm or 10mm x 10mm. Based on these data, the area of the maximum absorption was
determined by spline interpolation.

Step 3: Around this point found in the Step 2 (area scan), a volume of 30mm x 30mm x 30mm or more was assessed by
measuring 7 X 7 x 7 points at least for below 3GHz and a volume of 28 mm x 28mm x 22.5mm or more was assessed by
measuring 8 x 8 x 6(ratio step method (*1)) points at least for SGHz band.

And for any secondary peaks found in the Step2 which are within 2dB of maximum peak and not with this Step3 (Zoom
scan) is repeated. On the basis of this data set, the spatial peak SAR value was evaluated under the following procedure:

(1). The data at the surface were extrapolated, since the center of the dipoles is Imm(EX3DV4) away from the tip of the
probe and the distance between the surface and the lowest measuring point is 1.3 mm. The extrapolation was based on a
least square algorithm [4]. A polynomial of the fourth order was calculated through the points in z-axes.

This polynomial was then used to evaluate the points between the surface and the probe tip.

(2). The maximum interpolated value was searched with a straightforward algorithm. Around this maximum the SAR
values averaged over the spatial volumes (1 g or 10 g) were computed by the 3D-Spline interpolation algorithm. The 3D-
Spline is composed of three one-dimensional splines with the “Not a knot"-condition (in x, y and z-directions) [4], [5]. The
volume was integrated with the trapezoidal-algorithm. One thousand points (10 x 10 x 10) were interpolated to calculate the
average.

(3). All neighboring volumes were evaluated until no neighboring volume with a higher average value was found.

*1. Ratio step method parameters used;
The first measurement point: 2mm from the phantom surface, the initial grid separation: 2mm, subsequent graded grid ratio: 1.5
These parameters comply with the requirement of the KDB 865664D01.
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Step 4: Re-measurement of the E-field at the same location as in Step 1.

Confirmation after SAR testing

It was checked that the power drift [W] is within +/-5%.The verification of power drift during the SAR test is that DASY5
system calculates the power drift by measuring the e-filed at the same location at beginning and the end of the scan
measurement for each test position.

DASYS5 system calculation Power drift value[dB] =20log(Ea)/(Eb)
Before SAR testing : Eb[V/m]
After SAR testing : Ea[V/m]

Limit of power driftf W] =+/-5%
X[dB]=10log[P]=10log(1.05/1)=10log(1.05)-10log(1)=0.212dB

from E-filed relations with power.

p=E"2m=E"2/

Therefore, The correlation of power and the E-filed
XdB=10log(P)=10log(E)"2=20log(E)

Therefore,
The calculated power drift of DASYS System must be the less than +/-0.212dB.

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No. : 11201777H-E

Page 1 320f129
FCCID : RF41395C
Issue date : June 17, 2016

Measurement data 2.4GHz

WLAN 11b 1Mbps 2437MHz Top

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVA001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 (51x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0572 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.359 V/m; Power Drift =-0.18 dB

Peak SAR (extrapolated) = 0.0840 W/kg

SAR(1 g) =0.034 W/kg; SAR(10 g) = 0.012 W/kg

Maximum value of SAR (measured) = 0.0562 W/kg

Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.

Wik
0.056

0.045

0.034

0.0z

0.011
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WLAN 11b 1Mbps 2437MHz Top tilt

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 (101x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm

Maximum value of SAR (interpolated) = 0.0341 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.672 V/m; Power Drift =-0.13 dB

Peak SAR (extrapolated) = 0.0670 W/kg

SAR(1 g) = 0.013 W/kg; SAR(10 g) = 0.00421 W/kg

Maximum value of SAR (measured) = 0.0280 W/kg
Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.

Wik
0.028

0.022
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WLAN 11b 1Mbps 2437MHz Right

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0245 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.532 V/m; Power Drift =-0.15 dB

Peak SAR (extrapolated) = 0.0760 W/kg

SAR(1 g) =0.015 W/kg; SAR(10 g) = 0.00547 W/kg

Maximum value of SAR (measured) = 0.0235 W/kg
Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11b 1Mbps 2437MHz Left

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (121x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0143 W/kg
Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.039 V/m; Power Drift =-0.19 dB

Peak SAR (extrapolated) = 0.00547 W/kg
SAR(1 g) =0.000372 W/kg; SAR(10 g) = 4.01e-005 W/kg

Maximum value of SAR (measured) = 0.00302 W/kg
Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11b 1Mbps 2437MHz Front

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0240 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.406 V/m; Power Drift =-0.15 dB

Peak SAR (extrapolated) = 0.0280 W/kg

SAR(1 g) =0.014 W/kg; SAR(10 g) = 0.00661 W/kg

Maximum value of SAR (measured) = 0.0206 W/kg
Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11b 1Mbps 2437MHz Rear

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0149 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.393 V/m; Power Drift =-0.15 dB

Peak SAR (extrapolated) = 0.0130 W/kg

SAR(1 g) = 0.00332 W/kg; SAR(10 g) = 0.00149 W/kg

Maximum value of SAR (measured) = 0.00821 W/kg

Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11b 1Mbps 2437MHz Rear Model: BT-W155GA

Communication System: UID 0, WLAN 11a/b/g/n (0); Communication System Band: 11b/g/n (2.4G); Frequency: 2437
MHz; Duty Cycle: 1:1

Medium parameters used (interpolated): f = 2437 MHz; 6 = 1.991 S/m; ¢, = 50.754; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 2mm (Mechanical Surface Detection)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (121x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.00892 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.453 V/m; Power Drift =-0.12 dB

Peak SAR (extrapolated) = 0.00671 W/kg

SAR(1 g) = 0.002 W/kg; SAR(10 g) = 0.000754 W/kg

Maximum value of SAR (measured) = 0.00409 W/kg

Date: 2016/04/20
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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Measurement data 5.3GHz

WLAN 11n40 5310MHz Top

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17,;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAQ002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (81x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 2.14 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value =22.10 V/m; Power Drift =-0.11 dB

Peak SAR (extrapolated) = 3.87 W/kg

SAR(1 g) =0.847 W/kg; SAR(10 g) =0.212 W/kg

Maximum value of SAR (measured) =2.27 W/kg

Date: 2016/04/22
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Top tilt

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.38 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 17.87 V/m; Power Drift =-0.13 dB

Peak SAR (extrapolated) =2.37 W/kg

SAR(1 g) = 0.571 W/kg; SAR(10 g) = 0.164 W/kg

Maximum value of SAR (measured) = 1.34 W/kg

Date: 2016/04/22

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Right

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.375 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.180 V/m; Power Drift =-0.13 dB

Peak SAR (extrapolated) = 0.557 W/kg

SAR(1 g) =0.108 W/kg; SAR(10 g) = 0.035 W/kg

Maximum value of SAR (measured) = 0.321 W/kg

Date: 2016/04/22
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Left

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 (151x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.261 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 7.911 V/m; Power Drift = -0.14 dB

Peak SAR (extrapolated) = 0.465 W/kg

SAR(1 g) =0.092 W/kg; SAR(10 g) = 0.025 W/kg

Maximum value of SAR (measured) = 0.276 W/kg

Date: 2016/04/22

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Front

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.245 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.509 V/m; Power Drift=-0.11 dB

Peak SAR (extrapolated) = 1.14 W/kg

SAR(1 g) = 0.044 W/kg; SAR(10 g) = 0.00586 W/kg

Maximum value of SAR (measured) = 0.196 W/kg
Date: 2016/04/22
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Rear

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.360 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.000 V/m; Power Drift=0.14 dB

Peak SAR (extrapolated) = 1.03 W/kg

SAR(1 g) =0.067 W/kg; SAR(10 g) = 0.021 W/kg

Maximum value of SAR (measured) =0.176 W/kg

Date: 2016/04/22

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5310MHz Rear Model: BT-W155GA

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5310 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5310 MHz; 6 = 5.473 S/m; g, = 47.592; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.203 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.985 V/m; Power Drift=-0.11 dB

Peak SAR (extrapolated) = 0.286 W/kg

SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.020 W/kg

Maximum value of SAR (measured) = 0.165 W/kg

Date: 2016/04/22
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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Measurement data 5.6GHz

WLAN 11n40 5550MHz Top

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17,;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAQ002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (61x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.13 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 18.07 V/m; Power Drift = -0.20 dB

Peak SAR (extrapolated) = 2.33 W/kg

SAR(1 g) =0.532 W/kg; SAR(10 g) = 0.151 W/kg

Maximum value of SAR (measured) = 1.33 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm 2 (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 18.07 V/m; Power Drift = -0.20 dB

Peak SAR (extrapolated) =2.09 W/kg

SAR(1 g) = 0.456 W/kg; SAR(10 g) = 0.137 W/kg

Maximum value of SAR (measured) = 1.19 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Top tilt

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.667 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 12.75 V/m; Power Drift = -0.16 dB

Peak SAR (extrapolated) = 1.18 W/kg

SAR(1 g) =0.280 W/kg; SAR(10 g) = 0.078 W/kg

Maximum value of SAR (measured) = 0.743 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 12.75 V/m; Power Drift =-0.16 dB

Peak SAR (extrapolated) = 1.15 W/kg

SAR(1 g) = 0.258 W/kg; SAR(10 g) = 0.076 W/kg

Maximum value of SAR (measured) = 0.689 W/kg
Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Right

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.418 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 8.792 V/m; Power Drift =-0.18 dB

Peak SAR (extrapolated) = 0.977 W/kg

SAR(1 g) =0.120 W/kg; SAR(10 g) = 0.044 W/kg

Maximum value of SAR (measured) = 0.376 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Left

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.409 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 9.395 V/m; Power Drift=0.01 dB

Peak SAR (extrapolated) = 0.756 W/kg

SAR(1 g) =0.131 W/kg; SAR(10 g) = 0.040 W/kg

Maximum value of SAR (measured) = 0.409 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Front

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.519 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 10.02 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 0.770 W/kg

SAR(1g)=0.171 W/kg; SAR(10 g) = 0.060 W/kg

Maximum value of SAR (measured) = 0.465 W/kg
Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Rear

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.216 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.215 V/m; Power Drift=-0.11 dB

Peak SAR (extrapolated) = 0.280 W/kg

SAR(1 g) = 0.065 W/kg; SAR(10 g) = 0.024 W/kg

Maximum value of SAR (measured) = 0.180 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5550MHz Rear Model: BT-W155GA

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5550 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 5550 MHz; 6 =5.715 S/m; g, = 47.396; p = 1000 kg/rn3

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.207 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.308 V/m; Power Drift =-0.18 dB

Peak SAR (extrapolated) = 0.499 W/kg

SAR(1 g) = 0.059 W/kg; SAR(10 g) = 0.021 W/kg

Maximum value of SAR (measured) =0.173 W/kg

Date: 2016/04/25

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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Measurement data 5.8GHz

WLAN 11n40 5795MHz Top

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17,;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAQ002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (81x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

Maximum value of SAR (interpolated) = 0.695 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 11.13 V/m; Power Drift =-0.02 dB

Peak SAR (extrapolated) = 1.32 W/kg

SAR(1 g) =0.253 W/kg; SAR(10 g) = 0.077 W/kg

Maximum value of SAR (measured) = 0.765 W/kg

Zom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 11.13 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 1.35 W/kg

SAR(1 g) =0.267 W/kg; SAR(10 g) = 0.074 W/kg

Maximum value of SAR (measured) = 0.773 W/kg

Area Scan 2 2 (51x61x1): Interpolated grid: dx=3.000 mm, dy=3.000 mm

Maximum value of SAR (interpolated) = 0.328 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Top tilt

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

Maximum value of SAR (interpolated) = 0.531 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 10.57 V/m; Power Drift = -0.14 dB

Peak SAR (extrapolated) = 0.865 W/kg

SAR(1 g) = 0.180 W/kg; SAR(10 g) = 0.052 W/kg

Maximum value of SAR (measured) = 0.512 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Right

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection), Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations
From Previous Scan Used))

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 2 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

Maximum value of SAR (interpolated) = 0.0817 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 4.432 V/m; Power Drift =-0.10 dB

Peak SAR (extrapolated) = 0.441 W/kg

SAR(1 g) =0.033 W/kg; SAR(10 g) = 0.00976 W/kg

Maximum value of SAR (measured) = 0.0976 W/kg

Date: 2016/04/25

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Left

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (151x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0778 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value =4.351 V/m; Power Drift=-0.11 dB

Peak SAR (extrapolated) = 0.253 W/kg

SAR(1 g) =0.014 W/kg; SAR(10 g) = 0.0041 W/kg

Maximum value of SAR (measured) = 0.0915 W/kg
Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Front

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.221 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.869 V/m; Power Drift=0.07 dB

Peak SAR (extrapolated) = 1.03 W/kg

SAR(1 g) = 0.089 W/kg; SAR(10 g) = 0.027 W/kg

Maximum value of SAR (measured) = 0.307 W/kg

Date: 2016/04/25

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Rear

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (91x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

Maximum value of SAR (interpolated) = 0.264 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 5.979 V/m; Power Drift =-0.17 dB

Peak SAR (extrapolated) = 0.552 W/kg

SAR(1 g) = 0.052 W/kg; SAR(10 g) = 0.019 W/kg

Maximum value of SAR (measured) = 0.162 W/kg
Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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WLAN 11n40 5795MHz Rear Model: BT-W155GA

Communication System: UID 0, WLAN (0); Communication System Band: 11n40/ac40; Frequency: 5795 MHz; Duty
Cycle: 1:1

Medium parameters used (interpolated): f = 5795 MHz; 6 = 6.117 S/m; €, = 46.981; p = 1000 kg/m’

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 1.4mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 1.4mm
(Mechanical Surface Detection)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:xxxx

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan 2 2 3 (121x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0461 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value =2.733 V/m; Power Drift=0.19 dB

Peak SAR (extrapolated) = 0.293 W/kg

SAR(1 g) = 0.016 W/kg; SAR(10 g) = 0.00264 W/kg

Maximum value of SAR (measured) = 0.0671 W/kg
Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.

wikg
0.0a7¢

0.054
0.040

0.027

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No. : 11201777H-E

Page 1 60 0f 129
FCCID : RF41395C
Issue date : June 17, 2016

APPENDI X2 : System Check

System check result Body 2450MHz
BODY 2450MHz System Check DATA / Dipole 2450MHz / Forward Conducted Power : 250mW
Communication System: UID 0, CW (0)Communication System Band: D2450 (2450.0 MHz); Frequency: 2450 MHz; Duty
Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 2.008 S/m; &, = 50.708; p = 1000 kg/m’
Phantom section: Flat Section
Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)
DASYS Configuration
Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;
Sensor-Surface: 2mm (Mechanical Surface Detection)
Electronics: DAE4 Sn509; Calibrated: 2015/07/07
Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan (81x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 20.6 W/kg

Zoom Scan (7x7x7) (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 99.32 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) =27.2 W/kg

SAR(1 g) = 13.3 W/kg; SAR(10 g) = 6.16 W/kg

Maximum value of SAR (measured) =20.2 W/kg

Date: 2016/04/20

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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BODY 2450MHz System Check DATA / Dipole 2450MHz / Forward Conducted Power : 250mW
Communication System: UID 0, CW (0)Communication System Band: D2450 (2450.0 MHz); Frequency: 2450 MHz; Duty
Cycle: 1:1

Medium parameters used: f= 2450 MHz; ¢ = 2.008 S/m; g, = 50.708; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY'S (IEEE/IEC/ANSI C63.19-2007)

DASYS5 Configuration

Probe: EX3DV4 - SN3825; ConvF(7.29, 7.29, 7.29); Calibrated: 2015/12/11;

Sensor-Surface: 0mm (Fix Surface)

Electronics: DAE4 Sn509; Calibrated: 2015/07/07

Phantom: ELI v4.0 (20deg probe tilt); Type: QDOVAO001BB; Serial: TP:1045

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Z Scan (1x1x31): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 11.8 W/kg

Date: 2016/04/20

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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System check result Body 5250MHz
BODY 5250MHz System Check DATA / Dipole 5250MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW; Communication System Band: D5SGHz (5000.0 - 6000.0 MHz); Frequency: 5250
MHz; Duty Cycle: 1:1
Medium parameters used: f= 5250 MHz; 6 = 5.368 S/m; g, = 47.551; p=1000 kg/rn3
Phantom section: Flat Section
Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)
DASYS5 Configuration
Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17,;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1372; Calibrated: 2015/06/15
Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:1207
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 18.0 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 61.25 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 33.0 W/kg

SAR(1 g) =7.67 W/kg; SAR(10 g) = 2.13 W/kg

Maximum value of SAR (measured) = 18.7 W/kg

Date: 2016/04/22
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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BODY 5250MHz System Check DATA / Dipole 5250MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW; Communication System Band: D5GHz (5000.0 - 6000.0 MHz); Frequency: 5250
MHz; Duty Cycle: 1:1

Medium parameters used: f= 5250 MHz; 6 = 5.368 S/m; g, = 47.551; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.46, 4.46, 4.46); Calibrated: 2015/06/17;

Sensor-Surface: 0mm (Fix Surface)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO02AA; Serial: TP:1207

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Z Scan (1x1x31): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 7.17 W/kg

Date: 2016/04/22

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.

SAR(x.v.z.f0)

| -
SARZ Scan:Value Alomg Z, X=0, ¥=0 Markers

Wk

0.00 0.02 0.04 0.06 0.08 0.10 0.12 .14

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No. : 11201777H-E

Page 1 64 0f 129
FCCID : RF41395C
Issue date : June 17, 2016

System check result Body 5600MHz
BODY 5600MHz System Check DATA / Dipole 5600MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW; Communication System Band: D5SGHz (5000.0 - 6000.0 MHz); Frequency: 5600
MHz; Duty Cycle: 1:1
Medium parameters used: f= 5600 MHz; ¢ = 5.775 S/m; g, = 47.33; p = 1000 kg/m3
Phantom section: Flat Section
Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)
DASYS5 Configuration
Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1372; Calibrated: 2015/06/15
Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:1207
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 19.1 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 62.47 V/m; Power Drift=0.07 dB

Peak SAR (extrapolated) = 35.3 W/kg

SAR(1 g) = 7.88 W/kg; SAR(10 g) = 2.15 W/kg

Maximum value of SAR (measured) = 19.7 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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BODY 5600MHz System Check DATA / Dipole 5600MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW; Communication System Band: D5SGHz (5000.0 - 6000.0 MHz); Frequency: 5600
MHz; Duty Cycle: 1:1

Medium parameters used: f= 5600 MHz; 6 = 5.775 S/m; g, = 47.33; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY5 Configuration

Probe: EX3DV4 - SN3922; ConvF(3.87, 3.87, 3.87); Calibrated: 2015/06/17;

Sensor-Surface: 0mm (Fix Surface)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO02AA; Serial: TP:1207

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Z Scan (1x1x31): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 7.51 W/kg

Date: 2016/04/25

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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System check result Body 5750MHz
BODY 5750MHz System Check DATA / Dipole 5750MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW (0); Communication System Band: DSGHz (5000.0 - 6000.0 MHz); Frequency: 5750
MHz; Duty Cycle: 1:1
Medium parameters used: f= 5750 MHz; 6 = 6.122 S/m; g, = 47.026; p = 1000 kg/rn3
Phantom section: Flat Section
Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)
DASYS5 Configuration
Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;
Sensor-Surface: 1.4mm (Mechanical Surface Detection)
Electronics: DAE4 Sn1372; Calibrated: 2015/06/15
Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO002AA; Serial: TP:1207
Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 17.3 W/kg

Zoom Scan (4x4x1.4mm, graded), dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 64.31 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 34.3 W/kg

SAR(1 g) =6.95 W/kg; SAR(10 g) = 1.93 W/kg

Maximum value of SAR (measured) = 17.7 W/kg

Date: 2016/04/25
Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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BODY 5750MHz System Check DATA / Dipole 5750MHz / Forward Conducted Power : 100mW
Communication System: UID 0, CW (0); Communication System Band: DSGHz (5000.0 - 6000.0 MHz); Frequency: 5750
MHz; Duty Cycle: 1:1

Medium parameters used: f= 5750 MHz; 6 = 6.122 S/m; g, = 47.026; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS5 Configuration

Probe: EX3DV4 - SN3922; ConvF(4.08, 4.08, 4.08); Calibrated: 2015/06/17;

Sensor-Surface: 0mm (Fix Surface)

Electronics: DAE4 Sn1372; Calibrated: 2015/06/15

Phantom: ELI v5.0 TP1207 (30deg probe tilt); Type: QDOVAO02AA; Serial: TP:1207

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Z Scan (1x1x31): Measurement grid: dx=20mm, dy=20mm, dz=5mm
Maximum value of SAR (measured) = 3.18 W/kg

Date: 2016/04/25

Ambient Temp. : 24.0 degree.C.  Liquid Temp.; 23.5 degree.C.
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APPENDIX 3 : System specifications

Configuration and peripherals
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The DASY'S system for performing compliance tests consist of the following items:

a) A standard high precision 6-axis robot (Stdubli RX family) with controller and software.
An arm extension for accommodating the data acquisition electronics (DAE).

b) An isotropic field probe optimized and calibrated for the targeted measurement.
¢) A data acquisition electronic (DAE), which performs the signal amplification, signal multiplexing,
AD-conversion, offset measurements, mechanical surface detection, collision detection, etc. The unit is battery powered
with standard or rechargeable batteries. The signal is optically transmitted to the EOC.
d) The Electro-optical converter (EOC) performs the conversion between optical and electrical of the signals for
the digital communication to the DAE and for the analog signal from the optical surface detection.

The EOC is connected to the measurement server.

e) The function of the measurement server is to perform the time critical tasks such as signal filtering, control of
the robot operation and fast movement interrupts.

f) The Light Beam used is for probe alignment. This improves the (absolute) accuracy of the
probe positioning.

g) A computer running WinXP and the DASY5 software.
h) Remote control with teaches pendant and additional circuitry for robot safety such as warning lamps, etc.

i) The phantom, the device holder and other accessories according to the targeted measurement.

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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Specifications

a)Robot TX60L

Number of Axes
Nominal Load
Maximum Load

Reach

Repeatability

Control Unit
Programming Language
Weight

Manufacture

b)E-Field Probe

6

2 kg

Skg

920mm
+/-0.03mm
CS8c¢

VAL3

52.2kg

Stdubli Robotics

Model
Construction

Frequency
Directivity

Dynamic Range

EX3DV4

Symmetrical design with triangular core

Built-in shielding against static charges

PEEK enclosure material

(resistant to organic solvents, e.g., glycol ether)

10 MHz to > 6 GHz Linearity: = 0.2 dB (30 MHz to 6 GHz)
+/-0.3 dB in HSL (rotation around probe axis)

+/-0.5 dB in tissue material (rotation normal probe axis)
10uW/g to > 100 mW/g;Linearity

+/-0.2 dB(noise: typically < 1uW/g)

Dimensions Overall length: 337 mm (Tip: 20 mm)
Tip diameter: 2.5mm (Body: 12 mm)
Typical distance from probe tip to dipole centers: 1 mm
Application Highprecision dosimetric measurement in any exposure scenario
(e.g., very strong gradient fields).Only probe which enables compliance
testing for frequencies up to 6GHz with precision of better 30%.
Manufacture Schmid & Partner Engineering AG
EX3DV4 E-field Probe
UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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c)Data Acquisition Electronic (DAE4)

Features

Measurement Range
Input Offset voltage
Input Resistance
Input Bias Current
Battery Power
Dimension
Manufacture

Signal amplifier, multiplexer, A/D converter and control logic

Serial optical link for communication with DASYS embedded system (fully remote controlled)
Two step probe touch detector for mechanical surface detection and emergency robot stop
-100 to +300 mV (16 bit resolution and two range settings: 4mV, 400mV)

<5 pV (with auto zero)

200 MQ

<50 fA

> 10 h of operation (with two 9.6 V NiMH accus)

60 x 60 x 68 mm

Schmid & Partner Engineering AG

d)Electro-Optic Converter (EOC)

Version
Description
Manufacture

e)DASY5 Measurement server

EOC 61
for TX60 robot arm, including proximity sensor
Schmid & Partner Engineering AG

Features

Dimensions (L x W x H)
Manufacture

f) Light Beam Switches

Intel ULV Celeron 400MHz

128MB chip disk and 128MB RAM

16 Bit A/D converter for surface detection system
Vacuum Fluorescent Display

Robot Interface

Serial link to DAE (with watchdog supervision)
Door contact port (Possibility to connect a light curtain)
Emergency stop port (to connect the remote control)
Signal lamps port

Light beam port

Three Ethernet connection ports

Two USB 2.0 Ports

Two serial links

Expansion port for future applications

440 x 241 x 89 mm

Schmid & Partner Engineering AG

Version LBS5

Dimensions (L x H) 110 x 80 mm

Thickness 12 mm

Beam-length 80 mm

Manufacture Schmid & Partner Engineering AG
g)Software

Item Dosimetric Assessment System DASYS
Type No. SD 000 401A, SD 000 402A

Software version No.
Manufacture / Origin

h)Robot Control Unit

DASY52, Version 52.6 (1)
Schmid & Partner Engineering AG

Weight 70 Kg

AC Input Voltage selectable
Manufacturer Staubli Robotics
UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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i)Phantom and Device Holder

Phantom
Type
Description

Material

Shell Material
Thickness
Dimensions
Volume
Manufacture

Type
Description

Material

Shell Thickness
Filling Volume
Dimensions
Manufacture

Device Holder

SAM Twin Phantom V4.0

The shell corresponds to the specifications of the Specific Anthropomorphic Mannequin

(SAM) phantom defined in IEEE 1528 and IEC 62209-1. It enables the dosimetric evaluation of
left and right hand phone usage as well as body mounted usage at the flat phantom region. A
cover prevents evaporation of the liquid. Reference markings on the phantom allow the complete
setup of all predefined phantom positions and measurement grids by teaching three points with
the robot.

Vinylester, glass fiber reinforced (VE-GF)

Fiberglass

2.0 +/-0.2 mm

Length: 1000 mm Width: 500 mm Height: adjustable feet

Approx. 25 liters

Schmid & Partner Engineering AG

2mm Flat phantom ERI4.0

Phantom for compliance testing of handheld and body-mounted wireless

devices in the frequency range of 30 MHz to 6 GHz. ELI4 is fully compatible with the
latest draft of the standard IEC 62209 Part II and all known tissue simulating liquids.
ELI4 has been optimized regarding its performance and can be integrated into our
standard phantom tables. A cover prevents evaporation of the liquid. Reference
markings on the phantom allow installation of the complete setup, including all
predefined phantom positions and measurement grids, by teaching three points. The
phantom is supported by software version DASY4.5 and higher and is compatible with
all SPEAG dosimetric probes and dipoles.

Vinylester, glass fiber reinforced (VE-GF)

2.0 £ 0.2 mm (sagging: <1%)

approx. 30 liters

Major ellipse axis: 600 mm Minor axis: 400 mm

Schmid & Partner Engineering AG

In combination with the Twin SAM Phantom V4.0/V4.0c or ELI4, the Mounting Device enables the rotation of the
mounted transmitter device in spherical coordinates. Rotation point is the ear opening point. Transmitter devices can be
easily and accurately positioned according to IEC, IEEE, FCC or other specifications. The device holder can be locked for
positioning at different phantom sections (left head, right head, flat).

Material :

Laptio Extensions Kit

POM

Simple but effective and easy-to-use extension for Mounting Device that facilitates the testing of larger devices according
to IEC 62209-2 (e.g., laptops, cameras, etc.). It is lightweight and fits easily on the upper part of the Mounting Device in
place of the phone positioner. The extension is fully compatible with the Twin-SAM, ELI4 Phantoms.

Material

Urethane

POM, Acrylic glass, Foam

For this measurement, the urethane foam was used as device holder.

UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
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pSimulated Tissues (Liquid)

The following tissue formulations are provided for reference only as some of the parameters have not been thoroughly
verified. The composition of ingredients may be modified accordingly to achieve the desired target tissue parameters
required for required for routine SAR evaluation.

. Frequency (MHz

A ) 450 900 : 183/0( : 1950 2450
Tissue Type Head Body Head Body Head Body Head Body Head Body
Water 38.91 46.21 40.29 50.75 55.24 70.17 55.41 69.79 55.0 68.64
Sugar 56.93 51.17 57.90 4821 | - - - - - -
Cellulose 0.25 0.18 0.24 0.00 - - - - -
Salt (NaCl) 3.79 2.34 1.38 0.94 0.31 0.39 0.08 0.2 - -
Preventol 0.12 0.08 0.18 0.10 - - -
DGMBE - - - - 44.45 29.44 44.51 30.0 45.0 31.37
Dielectric Constant 43.42 58.0 42.54 56.1 42.0 56.8 39.9 54.0 39.8 52.5
Conductivity (S/m) 0.85 0.83 0.91 0.95 1.0 1.07 1.42 1.45 1.88 1.78

Note:DGMBE(Diethylenglycol-monobuthyl ether)
The simulated tissue (liquid) of 1800MHz was used for the test frequency of 1700MHz to 1800MHz.

. Frequency(MHz) . Frequency(MHz)
Mixture (%) 650&750 1450 Mixture (%) 5800
Tissue Type Head and Body | Head and Body Tissue Type Head Body
Water 35-58% 52-75% Water 64.0 78.0
Sugar 40-60% - Mineral Oil 18.0 11.0
Cellulose <0.3% - Emulsifiers 15.0 9.0
Salt (NaCl) 0-6% <1% Additives and salt 3.0 2.0
Preventol 0.1-0.7% -

DGMBE - 25-48%
UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999
Facsimile: +81 596 24 8124
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System Check Dipole SAR Calibration Certificate -Dipole 2450MHz(D2450V2,S/N:713)

Calibration Laboratory of
Schmid & Partner

Engineering AG
Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizeriacher Kalibrierdienst
Service sulsse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Setvice

Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is ona of the signatories to the EA
Muttilateral Agreement for the redogrition of ealibration certificates

UL Japan (PTT}
CALIBRATION CERTIFICATE

Accreditation No: SCS 108

Ciiant Cortiicate No: D2450V2-713_Sep13

Otjact D2450V2 - SN; 713

Catitiration procedure(s}

QA CAL-0578 -
Calibration procedure for dipole va!ldation kits above 700 MHz

Catibration date:

September 10, 2013

This callbration cerifficate documents the traceability to national standards, which realize the physical unils of measurements {S1).
The measurements and the uncertainties with confidence probabitity are given on the following pages and are part of the cerificate.

Al cafibrations have besn conductad In the closed iaboratory facllity: snvirorment lemperaturs (22 » 3)°C and humidity < 70%.

Calibration Equipment used (M&TE eriticat for calibration)

“This calibration cetificata shali not be reproduced except in full without written approvai of the laboratory.

Primary Standards D # Cal Date {Cerlificate No.) Scheduted Calibration

Power meter EPM-4424 GEE7480704 Gt-Nov-12 (No. 217-01640) Qct-18

Power sensor HP 8481A 1837202783 01-Nov-12 {Na. 217-01640) Qet-13

Raferance 20 dB Attenuator SN: 5058 (20k) 04-Aptr-13 {No, 217-01736) Apr-14

Type-N mismatch combination SN: 5047.3/ 06327 04-Apr-13 (Mo, 217-01739) Apr-14

Rofarance Probe ES3DVS SN: 3205 28-Dec-12 (No. ES3-3205_Dec12) Dec-13

DAE4 * SN: 601 25-Apr-18 (No. DAR4-801_Apri3} Apr-14

Secondary Standards D # Check Dale (in house} Schedulad Check

Power sensor HP 8481A MY41082317 18-0ct-02 {In houss check Oct-11) In house check: Oct-13

RF generator R&S SMT-06 100005 04-Aug-98 {In house check Cet-11) in house check: Oct-13

Network Anatyzer HP 8763E UB37300685 84206  18-Oct-G1 (in house check Qct-12} In house check: Oct-13
Nare Funclion Signature

Calibratad by: israa El-Naoug Laboratory Technician O ,\Q

Mo E cmw—ﬂj
Approved by: Katla Pokovic “Fethnical Manager

e al

|ssued: September 10, 20123

Ceriificate No: D2450V2-713_S8Sep13
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 6004 Zurich, Switzerland

Schweizerlscher Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accrediiation Service (SAS), Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
MuitHaterad Agresment for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL./ NORM x,y.z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2003, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, December 2003

b} IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear {frequency range of 300 MHz to 3 GHz)",
February 2005 :

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 8 GMz”

Additional Documentation:
d) DASY4/5 Systern Handbook

Methods Applied and Interpretation of Parameters:

s Measuremeant Conditions: Further detalls are available from the Validation Report at the end
of the certificate. Al figures stated in the ceriificate are valid at the frequency indicated.

« Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
paratlef to the body axis.

+ Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Retumn Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required. ‘

»  SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector,

« 8AR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%. .

Certificate No: D2450V2-713_Sepi3 Page 2 ot 8
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Measurement Conditions
DASY system configuration, as far as not given on page 1.
DASY Version DASYS vE2.8.7
Extrapolation Advanced Extrapolation
Phantom Madular Flat Phantom
Bistance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz =5 mm
Freguency 2450 MHz 2 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 382 1.80 mho/m
Measured Head TSL parameters {22.0£0.2)°C 394 £6% 1.83 mho/m+6 %
Head TSL temperature change during test <0.5°C e ——
SAR result with Head TSL
SAR averaged over 1 cm® {1 g} of Head TSL Condition
SAR measured 250 mW input power 13.0 Wikg
SAR for nominal Head TSL parameters normalized to 1W 51.6 Wo = 17.0 % (k=2)
SAR averaged over 10 em® (10 g) of Head TSL condition
SAR measured 250 mW input power 6.05 Wiky
SAR for nominal Head TSL parameters normalized to 1W 24.1 Wikg £ 16.5 % (k=2}

Body TSL parameters
The following parameters and calculations wera applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22,0°C 52.7 1.95 mho/m
Measured Body TSL parameters (220 02}°C 52248% 200 mho/m 6 %
Body TSL temperatute change during test <05°C . e
SAR result with Body TSL
SAR averaged over 1 em® (1 ) of Body TSL. Cangition
SAR measured 250 mW Input power 12.6 Wikg

SAR for nominat Body TSL parameters -

normalized fo 1W

49.7 WiKg 2 17.0 % (k=2)

SAR averaged over 10 em® (10 g) of Body TSL

condition

SAR measured

250 mW input power

5.89 Wikg

SAR for nominal Body TSL paramaters

normalized to 1W

23.4 Wiy 2165 % {k=2)
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Appendix
Antenna Parameters with Head TSL
Impedanée, transformed to {eed point B1.8Q+ 072
| Retum Loss -34.4 dB
Antenna Parameters with Body TSL
impadance, transformed to feed point 4870 +28iQ
Retumn Loss : -30.04dB
General Antenna Parameters and Design
l Electrical Delay (one direction) l 1.162ns

Alter fong term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The genter conductor of the feading line is directly connected to the
second amm of the dipole, The antenna Is therefore shori-circulted for DC-signals. On some of the dipoles, small end caps
are added o the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Condiitions™ paragraph. The SAR data are not affected by this change. The overafl dipole length is still
acoording to the Standard,

No excessive force must be applied to the dipole atms, because they might bend or the soldered connections near the
feadpoint may be damaged.

Additional EUT Data
Manufactured by SPEAG
Manufactured on July 05, 2002
Certificate No: D2450V2-713_Sep13 Page 4 of 8
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Impedance Measurement Plot for Head TSL
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Impedance Measurement Plot for Body TSL
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D2450V2 Calibration for Impedance and Return-loss
1. Test environment

Date July 21, 2015
Ambient Temperature 24.0 deg.C Relative humidity 50%RH
2. Equipment used
Control No. Instrument Manufacturer IModel No Serial No Test Item | Calibration Date *
Interval(month)
EST-54 Network Analyzer Hewlett Packard 8753ES US39171615 [SAR 2015/05/05 * 12
EST-08 Calibration Kit Agilent 85032B 3217A12903 |SAR 2015/05/04 * 12
MPF-04 2mm Oval Flat Schmid&Partner QDOVAO001BB | 1207 SAR 2015/05/11 * 12
Phantom Engineering AG
MPSAM-04 | SAM Phantom Schmid&Partner QDO000P40CD 1762 SAR 2015/05/11 * 12
Engineering AG

MOS-38 Digital thermometer | HANNA Checktemp 4 - SAR 2015/04/28 * 12
MOS-31 Thermo-Hygrometer | Custom CTH-201 3101 SAR 2015/07/07 * 12
HSL2450 Daily check
MSL2450 Daily check
SAR rooml Daily check
3. Test Result
Impeadance, Transformed to feed point |Head Deviation Tolerance Result
Calibration (SPEAG) 2013/09/10 51.8 Q+0.7Q |- - -
Calibration(ULJ)2015/7/21 50.940+0.86jQ [-0.9Q+0.2jQ +/-5Q+/-5jQ Complied
Return loss Head Deviation Tolerance Result
Calibration (SPEAG) 2013/09/10 -34.4dB - - -
Calibration(ULJ)2015/7/21 -37.97dB -3.5dB -34.4 *+/-20% |[Complied
Impeadance, Transformed to feed point |Body Deviation Tolerance Result
Calibration (SPEAG) 2013/09/10 48.70+2.8j1Q |- - -
Calibration(ULJ)2015/7/21 50.53Q0+2.48jQ |+1.8Q+/-0.3jQ |+/-5Q+/-5jQ Complied
Return loss Body Deviation Tolerance Result
Calibration (SPEAG) 2013/09/10 -30.0dB - - -
Calibration(ULJ)2015/7/21 -31.95dB -1.95dB -30.0 *+/-20% [Complied

*Tolerance : According to the KDB450824D02

UL Japan, Inc.
Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN

Telephone: +81 596 24 8999
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Measurement Plots
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System Check Dipole SAR Calibration Certificate -Dipole 5GHz(D5GHzV2,S/N:1020)

Calibration Laboratory of
Schrid & Pariner

Engineering AG
Zeughaussirasse 43, 8004 Zurich, Swilzerland

[} Schweizerischer Kalibrierdienst

c Service suisse d'étalonnage
Servizie svizzero di taratura

S swiss Galibration Service

Accredited by the Swiss Accreditation Service {SAS)
The Swiss Accraditation Service is one of the signatories to the EA
Muttilateral Agreament for the recognition of catibration certificates

Aecrediation Mo SCS 0108

client UL Japan HOQ (Vitec)

|ICALIBRATION CERTIFICATE

Ceriificate No: DBGHzV2-1020_Jan16

Object DHGH2V2 - SN: 1020

Calibration procedure{s)

QA CAL-22.v2
Calibration prosedure for dipole vafidation kits between 3-6 GHz

Calibration date:

January 20, 2018

This calibration certificate documents the raceabifity 1o naional standards, which realize the physical units of measurements (S1).
The measuraments and the uncertainiies with confidence probability are given on the foliowing pages and are part of the certificate.

Aft calibrations have bean conducted in the closed laboratory faciity: environmen! tamperature (22 + 3)°C antt humidily < 70%.

Catibration Equipment used (METE critical for calibration}

Calibrated by:

Approved by:

Jeton Kastrali

Katja Pokovic

Lahoratory Techniclan

«

Technical Manager

Primary Standards o4 Cal Dale [Certificate No.) Sehedulad Calibration

Power meter EPM-4424 (B37480704 O7-0et-156 {Nao, 217-02222) Oct-186

Power sensor HP 8481A USsa7292v783 07-0ct-15 {Mo, 21702282} Ocl-16

Pawer sensar HP 8481A MY 41082317 07-0ci-16 (No. 247-02223) Oct-16

Aeierence 20 4B Attenualor SN: 5058 (20k) 01-Apr-15 (Mo, 217-02131) tar-16

Typs-N mismatch combination Sk G047.7 / 06327 G1-Apr-186 {(No, 217-02134) fMar-16

Haference Probe EX3DV4 SN: 3503 3t-Den-15 (No, FX3-3503_Dects) Dec-18

DARA SN e 30-Dec-15 {No. DAE4-601_Decis) Dec-16

Secondary Standards il Check Dale (in house} Scheduled Cheack

RF genorator &S SMT-06 100972 15-Jun-15 {in house check Jun-15) In house chack: Jun-18

Network Anatyzer HP 8753% Li537390585 54206 18-Cal-01 {in house check Oci-15) In house chack: Oct-16
Name Funclion Signature

Issued: January 20, 2016

This celibration cerificate shall not be reproduced except in full without weilten approval of the Iaboratory.
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N N I
Calibration Laboratory of Q\‘M@ @  Schwoizerischer Kalibirierdienst
Schmid & Partner SEWH!E& o Service suisse d'étalonnage
Engineering AG T Servizlo svizzera di taratura
Zeughausstrasse 43, 5004 Zurich, Switzerfand er’”ﬁ\“\s 5 Swiss Calibration Service
AR
Accredited by the Swiss Accrediiation Servics {SAS) Acereditation No.: BSOS 0108

The Swiss Aceraditation Service is one of the signatories to the EA
Multitateral Agraement for the recognition of salibration cerfificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,v,z
N/A not applicable or not measured

Calibration is Performed Aecording to the Following Blandards:

a) |EEE Sid 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques®, June 2013

by |EC 62208-2, "Procedure to detarmine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 8 GHz)", March 2010

¢} KDB 865664, "SAR Measurement Reguirements for 100 MHz to 6 GHz"

Additional Documentation:
d) DASY4/5 System Handbook

lethods Applied and Interpretation of Parameters:

s Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. Al figures stated in the certificate are valid at the frequency indicated.

s Antenna Parameters with TSL: The dipole is mountad with the spacer to position its feed
point exactly below the center marking of the fiat phaniom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Reiumn Loss: These parameters are measured with the dipole
positioned under the Fguid filled phantom, The impedance stated is fransformed from the
measurement at the SMA connector o the feed point. The Return Loss ensures jow
reflected power, No uncertainty requirad.

s Flectrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

s SAR measured: SAR measured at the stated antenna input power,

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connecior,

o SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resulit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multipfied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
nrobability of approximately 95%.
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Measurement Conditions

DAZY system configuration, as far as not given on page 1.

DASY Version DASYS V52.88
Extrapotation Advancst Extrapolation

Phantom Madular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resoluiion

dx, dy =4.0mm, dz = 1.4 mm

Giradad Ratio = 1.4 {Z direction}

Freguency

5200 MHz £ 1 MHz
5250 MHz = 1 MHz
5300 MHz = 1 MHz
5500 MHz + 1 MiHz
5600 MHz = 1 MHz
5750 MHz x 1 MHz
5800 MiHz x 1 MHz

Head TSL parameters at 5200 MHz

The foliowing parametars and calculations wers applied.

Temperature Permittivity Conductivity
Mominal iead TSL parameters 220°C 36.0 4.66 mhofm
Measured Head TSL parameters {220 :02)°C 352x6% 451 mhom 8 %
Head T5L temperature change during test <{.5°C
SAR result with Head TSL at 5200 MHz
SAR averagad over 1 em® {1 ¢) of Head TSL Condition
SAR measured 100 mW input power 7.78 Wky

SAR for nominal Head TSL parameters

nomnalized to 1W

77.5 Wikg 19,9 % (k=2)

SAR averaged over 10 em? {10 g) of Head TSL

condition

SAR measured

106 mW inpul power

2.2

5 Wikg

SAR for nominal Head TSL parameters

normalized © 1W

22.3 Wikg & 19.5 % (k=2)

Certificate No: DBGHzVZ-1020_Jan16
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Head TS, parameters at 5250 MHz
The following parameters and calculations were appiied.
Temperature Permittivity Conductivity
Mominal Head T8L parameters 22.0°C 359 4,71 mhofm
Measured Head TSL parameters (£2.020.2)°C 352x6% 4.55 mho/m « 6 %
Head T5L temperature change during test <0.56°C s
SAR resuit with Head TSL ai 5260 MHz
SAR averaged over 1 ony® {1 g) of Head TSL Condition
SAR measured 100 mW input power 8.00 W/ky
SAR for nominal Head TSL parameters normalized to 1TW 79.6 Wikg = 19.9 % (h=2)
SAR averaged over 16 em® (18 g) of Head TSL condition
SAR measured 100 mW inpul power 2.31 Wikg
SAR for nominal Head TSL parameters normalized 1o TW 22.9 Wikg = 19.5 % (k=2)

Head TSL parameters al 5300 MHz

The following parameters and calculations were applied,

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.76 mhofm
Measured Head TSE parameters 22.0 £0.2)°C 3851 :6% 4.60 mho/m 6%
Head TSL temperature change during iest <0.5°C
SAR result with Head TSL at 8300 MHz
SAR averaged over 1 om® {1 g} of Head TSL Gaondition
SAR measwied 166 mW input powar 8,28 Wikg

SAR for nominal Head TSL parameters

normaized to 1W

82.3 Wikg 2 19.9 % (k=2)

SAR averaged over 10 om® (10 g} of Head TSL

condition

SAR measured

100 mW input power

2.39 Wrig

SAR for nominal Head TSL paramelers

nogmalized to 1W

23,7 Wikg = 19.5 % {k=2}

Cerlificals No: DEGH2V2-1020_Jan1g
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Head TSL parameters at 5500 MHz
The following parameters and calculations wers applied,
Temperature Parmittivity Conductivity
Nominal Head TSL parameiers 22.0°C 356 4.96 mho/m
Measured Head TSL parameters (22.0 £ 02)°C 34BxB% 478 mho/mz8%
Head TS temperature change during test <0.5°C
SAR result with Head TSL at 5500 Mz
SAR averaged over 1 om® {1 g) of Head TSL Condition
SAR measured 100 mW inpu! power 8,10 Wikg
SAR for nomingl Head TSL parameters normalized o 1W 80.3 Wikg = 19.9 % (k=2)
SAR averaged over 10 em® (10 g) of Head TSL condition
SAR measured 160 mW input power 2.32 Whkg
SAR for nominat Head TSL paramaters normalized to 1W 23.0 Wiky % 19,5 % (le=2)

Head TSL parameters at 5600 MHz

The foliowing parameters and caloulations wers applied.

Temperalure Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.5 5.07 mhofm
Measured Head TSL. parameters (22.0£02)°C 34T7+8% 490 mhoim=6%
Head T8L temperature change during test < 0.5°C
SAR resuit with Head TSL at 5600 MHz
SAR averaged ovar 1 em® (1 g) of Head TSL Condition
SAR measured 100 mW input powet 8.42 Wikg

SAR for nominal Head TSL parameters

notmatized to TW

83.7 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® {190 ¢) of Head TSL

condijon

5AR measured

160 mW input power

2.43 Wiky

BAR for nominal Head TSL parameters

nermalized to 1W

24,1 Wikg = 19.5 % (k=2)
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Head TSL parameters at 5750 MHz
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
MNominal iiead TSL parameters 22.0°C 35.4 5.22 mho/m
Measured Head TS parameters {2202 0.2} °C 345£6% 5.05 mho/m 6 %
Head TSL temperature change during test <05°C
S5AR result with Head TSL at 5750 MHz
SAR averaged over 1 om® {1 g) of Head TSI Condition

SAR measured

100 mW input power

7.96 Wiig

SAR for nominal Head TSL parameters

normalized to 1W

79.1 Wkg 2 19.8 % (k=2)

SAR averaged over 10 cm® {10 ¢) of Head TSL

condition

SAR measured

100 mW inpui power

2.28 Wik

SAR for nominal Head TSL parameters

normalized to 1W

22,6 Wikg = 19.5 % (k=2)

Head TSL parameters at 5800 MHz

The following parameters and calculations were appiied.

Temperature Perittivity Conductivity
Mominal Head TSL parameters 22.0°C 353 5.27 mhofm
Measured Head TSL parameters (22.0:0.2°C 34.428% 5.10 mho/m =6 %
Head TSL temperature change during test <0.5°C - --
SAR result with Head TSL at 5800 MHz
SAR averaged over 1 cm?® {1 g) of Head TSL Gaondition

SAR measured

1080 mW input power

7.99 Wikg

SAR for nominal Head TSL parameters

normalizad to 1\W

79.4 Wikg % 19.9 % (k=2)

SAH averaged over 10 em® {10 g} of Head TSL

condition

SAR measured

100 mW input power

2.29 Wiky

SAR for nominal Head TSL parametars

normalized to 1W

22.7 Wikg % 19.5 % (k=2)
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Body TSL parameters at 5250 Mz
The following parameters and calculations were applied,
Temperature Permittivily Conductivity
Nominai Body T5L parameters 22.06°C 48.0 5.36 mho/m
ileasurad Bady TSL parameters (22.0£02)°C 470£8% 544 mho/m 8 %
Body TSL temperature change during test <0.5°C
SAR result with Body TSL at 5250 Mtz
SAR averaged over 1 om® {1 g} of Body TSL Condition

SAR measured

100 mW input power

7.36 Wrkg

SAR for naminal Body TSL parameters

normalized to W

3.0 Wikg = 19.2 % (k=2})

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2,08 Wikg

SAR for nominal Body TSL parameters

nonmalized o 1W

20.7 Wiky = 19.5 % (k=2)

Body TSL parameters at 5600 Mz

The foliowing parameters and calculations were applied.

Temperaiwe Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48,5 5.77 mho/m
ieasured Body T8L parameters {22.0£0.2}°C 46.4 6 % 591 mho/m =6 %
Body TSL temperature change during test <05°C -
SAR result with Body TSL at 5800 MHz
SAR averaged over 1 em?® {1 ) of Bady TSL Condition

SAR measured

100 mW input power

7.52 Wikg

SAR for nominal Body TSL. parameters

normalized o 1W

FEE Wkg £ 19.9 % (k=2)

SAR averaged over 10 cm® (10 g} of Body TSI

condition

8AR measured

100 mW inpul power

2,21 Wikg

SAR for nominal Body TSL paramelers

normalized to 1W

21.9 Wikg +19.5 % {k=2}
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Body TSL parameiers ai 5750 MiHz
The foliowing parameters and calculations were applied.
Temperature Permittivity Conductivity
Mominal Body TS5l parameters 22.0°C 48.3 5.94 mho/m
Measured Body TSL paramsters {22.0:0.2)°C 48.1£6% 8,12 mho/m =6 %
Body TSL temperature change during test <05°C
SAR result with Body TSL at 5750 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR moasured 160 mW input power 7.39 Whkg
SAR for nominal Body TSL parameters normalized to W 733 Wikg 1 19.9 % (k=2)
SAR averaged over 10 om® {10 g) of Body TSL. condition
SAR measured ) 100 mW input power 2.07 Wikg
SAR for nominal Body TSL parameters norralized to 1W 20.5 Wiky + 19.5 % (k=2)
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Appendix {Additional assessments outside the scope of $C8 0108)
Antenna Paramelers with Head TSL at 5200 MHz

Impadance, transformed to feed poinl 494 (- 9.7

Retumn Loss -2024d8

Antenna Parameters with Head T8L at 5250 MMz

Impedance, transformed {o feed paint 4940 -5.7jQ

Return Loss - 24,7 dB

Antenna Parameters with Head TSL at 5300 MHz

Impedance, ransformed to feed point S51.70-3610

Return Loss -283dB

Antenna Parameters with Head TSL at 5500 MHz

Impedance, transformed to feed point 4920 - 1.5)Q

Return Loss -35.0d8

Antenna Parameiers with Head TSL at 5600 MHz

Impedance, transtormad to feed point 548 Q-33[2

Refurn Loss - 26,7 dB

Antenna Parameters with Head T8L at 5750 MHz

Impedance, transformed to feed point 575 Q+ 030

Return Loss -23.1d8

Antenna Parameters with Head TSL at 5800 MHz

Impadance, iransformed to {eed point 56.0 0+ 0.1jQ
feiurn Loss -25.0dB
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Antenna Parameters with Body TSL at 5250 MHz
Impedance, transformad to teed point 518Q-52i0
Return Loss - 254 dB
Antenna Parameters with Body TSL at 5600 MHz
Impedancs, transformad to feed point SA40-186iQ
Retumn Loss -26.948
Antenna Paramelers with Body TSL at 5750 MHz
Impedance, transtormed to feed point B8O +08100
Return Loss -21.4dB
General Antenna Parameters and Design
Flectrical Dalay (one direction) 1.199 ns

After long term use with 100W radiated power, only a slight warming of the dipole noar the feedpoint can be measured,

The dipole is made of standard semirigid coaxial cable. The canter conductor of the feeding line is directly connecied to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
*Measuremant Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still
according o the Standard.

Na excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feadpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on February 05, 2004
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BASYS Validation Repori for Head TSL

Diate: 20.01.2816
Test Laboratory: SPEAG, Zarich, Switzerland

DUT: Dipole DSGHzV2; Type: DSGHzV2; Serial; DSGH2V2 - §N: 1020

Communication System: UID 0 - CW; Frequency: 5200 MHz, Frequency: 5250 MHz, Frequency: 5300 MHz,
Frequency: 5500 MHz, Frequency: 5600 MUz, Prequency: 5750 MHz, Frequency: 5800 MHz

Medium parameters ysed: { = 5200 MHz; ¢ = 4.51 8/m; & = 35.2; o= 1000 kg/m* , Mediem parameters used: f = 5250
MHz; o = 4.55 8/m; £ =35.2; p = 1000 kg/m* , Medium parameters used: = 5300 MHz; o= 4.6 S/ e, =35.1;p =
1000 kg/m® , Medium parameters used: § = 5500 MHz; o = 4.79 S/m; & = 34.8; p = 1800 kg/m® , Medium parameters
used: f= 3600 MHz o= 4.9 8/m; & =347, p = 1000 kg/n® , Mediam parameters used: £ = 5750 MHz; ¢ = 5.05 S/m;
&= 34.5; p = 1000 kg/m* , Medium purameters used: f = 5800 MHz; 6 = 5.1 $/m; &0 = 34.4; p = 1000 kg/m?

Phantom section: Flat Section

Measurement Standard: DASYS (IEER/IEC/ANSE C63,19-201 1)

DASYS2 Configuration:

o Probe: EX3DV4 - SN2503; ConvF(5.59, 5.59, 5.59); Calibrated: 31.12.2015, Conv¥(5.53, 5.53, 5.53);
Calibrated: 31,12.2013, ConvF{3.25, 5.25, 5.25); Calibrated: 31.12.2015, ConvF(5.18, 5.18, 3.18); Calibrated:
31122015, ConvF(4.99, 4.99, 4.99); Calibruted: 31.12.2015, ConvF(4.95, 4,95, 4.95); Calibrated:
31.12.2015; ConvF{4.95, 4.95, 4.95); Calibrated: 31.12.2015;

o Seasor-Swface: [Ldmm (Mechanical Surface Detection)

o Electronics: IDAE4 81601; Calibrated: 30.12.2015

e Phantom: Flat Phantom 5.0 (front); Type: QDO0OPS0AA; Serial: 1001
= DASYS5Z 52.8.8(1258); SEMCAD X 14.6.10(7372)

Dipole Calibration for Head Tissue 2/Pin=100mW, dist=10mm, {=5200 MHz/Zoom Scan, dist=14mm
(8x8x7)/Cube B Measurement goid: dx=4mm, dy=dmm, dz=1dmm

Reference Value = 72.07 Vim; Power Drift = 0.01 dB

Peak SAR {(extrapolated) = 28.1 W/kg

SAR(L g) = 7.79 W/kg; SAR(10 g) = 2.25 W/kg

Maximum value of SAR (measured) = 18.2 W/ikg

Bipole Catibration for Head Tissue 2/Pin=100mW, dist=10mmm, =5250 MH#/Zoom Scan, dist=1.4mm
(Bx8x7)/Cube {: Measurement grid: dx=4mm, dy=dmm, dz=1.4mm

Reference Value = 72.72 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 292 Wikg

SAR(L g) = B Wikg; SAR(0 g) = 231 Wik

Maximum value of SAR (measured) = 18,7 Wikg

Dipole Calibration for Head Tissue 2/Pin=100mW, dist=10mum, f=5300 MHZZoom Secan, dist=1.4mm
(Bx8x7)/Cube 0: Measurement grid: dx=dmim, dy=4mm, dz=1.4mm

Reference Value = 73.60 Vim; Power Diift = 0.09 dB

Peak SAR (extrapolated) = 31.2 W/kg

SAR(I g) = 8.28 Wikg; SAR(10 g) = 2.39 Wikyg

Maximum vatue of SAR (measured) = 19,6 Wikg
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Dipole Calibration for Head Tissue 2/Ph=100mW, dist=10mm, £=3500 MHz/Zoom Scan, dist=1.dmm
(8x8x7)Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 72.02 V/im, Power Drift = 0.06 dB

Peak SAR (extrapolated) = 32.0 Wikg

SAR( g) = 8.1 Wikg; SAR(10 g) =2.32 Wikg

Maximum value of SAR (measured) = 19.7 W/kyg

Dipole Calibration for Head Tissue 2/Pin=108mW, dist=10mm, £=3600 MHz/Zoom Scan, dist=L&mm
(Bx8x7)/Cube 0: Measurement gricd: dx=4mm, dy=dmm, dz=1.4mm

Reference Value = 72.66 V/im; Power Drift = 0.02 dB

Peak SAR {extrapolated) = 32.9 W/kg

SAR(1 g) = 8,42 W/kg; SAR(10 g) = 2.43 Wikg

Maximuum value of SAR (measured) = 20.5 Wkg

Dipole Calibration for Head Tissue 2/Pin=100mW, dist=10mm, f=58750 MHz/Zoom Secan, dist=1.4mm
{8x8x7¥Cube (: Measurement grid: dx=dmn, dy=dmm, dz=14mm

Reference Value = 70.61 V/m; Power Drift = 0.05dB

Peak SAR (extrapolated) = 32.4 W/kg

SAR(1 g) = 7.96 W/ky; SAR(10 g) = 2.28 Wikg

Maxinum value of SAR (neasured) = 19.5 Wkg

Dipole Catibvation for Head Tissue 2/Pin=100nW, dist=10mm, {=5800 MHx/Zoom Scan, dist=14mm
(BxBx7)/Cube 0: Measurement grid: dxsdmm, dy=4mm, dz=14mm

Reference Vahe = 70.21 Vi, Power Driflt=0.07 dB

Peak SAR (extrapolated) = 32.7 Wrkg

SAR(L g) = 7.9% Wikgs SAR(10 g3 = 2.29 Wikg

Maxinum value of SAR (measured) = 19.8 Wrkg

0dB = 18.2 Wikg= 12.60 dBW/kg

Certificate Not DSGHzVE-1020_Janis Page 12 of 17

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No.

Page
FCCID
Issue date

1 11201777H-E
: 93 0f 129

: RF41395C

: June 17, 2016

Impedance Measurement Plot for Head TSL (5200, 5300, 5600, 5800)
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Impedance Measurement Plot for Head TSL {5250, 55600, 5750)
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DABYS Validation Report for Body T5L

Date: 13.01.2016
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole SGHz Type: PAGHzV2; Sevial: DSGHzVZ - SN: 1020

Communication System: UTD 0 - CW, Frequency: 5250 MHz, Frequency: 3600 MHz, Frequency: 575¢ MHz
Medium parameters used: f = 5250 MHz; o = 5.44 8/, &= 47, p = 1000 kg/m? , Medivm parameters used: ¥ = 3600
MUz o= 5.91 §/m; g = 46.4; p= 1000 kg/m* , Mediuvm parameters used: { = 5750 MHz 6= 6,12 8/m; 6, = 46.1; p=
1000 kgim?

Phantom section: Flat Section

Measurement Standard; DASYS (IEER/AEC/ANST C63,19-201 1)

DASYS2 Configuration:

«  Probe: PX3DV4 - SN3503; ConvP{4.85, 4.85, 4.85); Calibrated: 31.12.2015, ConvFi4.35, 435, 4357,
Calibrated: 31.12.2015, ConvF(4.3, 4.3, 4.3); Calibrated: 31.12.2015;

s Sensor-Swrface: 1.dnum {(Mechanical Surface Detection)
+  Blectronics: DAE4 §n60 1 Calibrated: 30.12.2015
s Phanton Flat Phantom 5.0 {back); Type: QDOOOPS0AA; Sertal 1002

»  DASYS2 52.8.8(1258); SEMCAD X 14.6.10(7372}

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, (=5250 MHz/Zoom Scan, dist=14mm
(Bx8x7)Cube §: Measurement grid: dx=dim, dy=dmm, de=1 dmm

Reference Vatue = 66.83 V/im; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 27.5 Wikg

SAR(Y g) =7.36 Wikg; SAR(10 g) = 2.09 Wkg

Maximum value of SAR (measuored) = 17.4 Wikg

Dipole Calibration for Bady Tissue/Pin=108mW, dist=10mm, {=5600 MHx/Zoom Scan, dist=14mm
{8x8x7)/Cube §: Messurement grid: dx=4mm, dy=dnm, de=14mun

Reference Value = 67.07 V/m; Power Drift = -0.01 dB

Peale SAR {extrapolated) = 31.9 Wikg

SAR{ g) =782 Wikg; SAR(ID p) = 2.21 Wikg

Maximun value of SAR {measured) = 19.1 Wikg

Dipole Calibration for Body Fissue/Pin=100mW, dist=10mm, [=5750 MHz/Zoom Scan, dist=1Ldmm
(8x8x7WCube ( Measurement grid: da=dmm, dy=dmm, dz=1.4mm

Reference Value = 64,16 Viny Power Drift = 4.01 dB

Peak SAR (extrapolated) = 31.5 Wikg

SAR{1 g) = 7.39 Wikg; SAR(I0 g) = 2.07 Wiky

Maximum value of SAR (measured) = 18.3 Wikg
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Impedance Measurement Plot for Body TSL
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Dosimetric E-Field Probe Calibration Certificate (EX3DV4, S/N: 3825)

Calfbl_’atlon Laboratory of ﬁ\\“\“\‘_g”"?,, &G Schwelzerischer Kallbrierdienst

Schmid & Partner &\\‘:/w/d% c Service suisse d'stalonnage
Engineering AG Sttty Servizio svizzero di taratura

Zeughaussirasse 43, B004 Zurich, Switzerland % //’—:\\ F 5 Bwigs Calibration Service

T
Pl

Accredited by the Swiss Accreditation Service (SAS) Acsraditation No.: SCS 0108

Tha Bwiss Acorediiation Servite is one of the signatorles to the EA
Muttilateral Agreement for the recognition of calibration certificates

chient  Ul.Japan {Vitec) ) : ' Cortiticate io: EX3-3825_Dec15

{CALIBRATION CERTIFICATE

Object . EX3DV4 - 5N:3825

Calibration procedure(s} QA CAL-01.vE, QA CAL-14.v4, QA CAL-23.v5, QA CAL-25.v8.
Calibration procedure for dosimetric E-field probes

Calibration date: December 11, 2015

This calibration certificate doguments the tracesbifity to nalicnal standards, which realize the physical units of measuremenis {81,
The measurements &nd the uncertainlies with confidence probability are given on the following pages and are part of the certificate.

Al catibrations have been conducted in the closed laboratory faclity: environment temperature (22 & 31°C and humidity < 70%.,

Cafibration Equipment used (MATE oritical for calibration)

Frimary Standards iD Cal Date (Certificate NoJ Scheduled Cafibration

Power meter 44198 GB41293874 01-Apr-15 (Nou., 217-02128} Mar-16

Pawar sensor E4412A Y4$498087 01-Apr-15 (N, 217-02128} Mar-18

Reference 3 dB Altenuator SN: 85054 {3¢) O1-Apr-16 (No, 21702128} Mar-18

Reference 20 dB Atienuator SN 85277 (20x) Ot-Apr-15 (No. 217-02132) Mar-16

Reference 30 dB Attentator S 55120 (300) Q1-Apr-18 {No, 217-02133) Mar-16

Reference Probe ES30V2 Sh: 3013 30-Dec-14 {No. ES3-3013_Decid) Rac-16

DAE4 SH: 680 14.Jan-15 (No. DAES-660_Jant5) Jan-16

Secondary Standards iD Check Date (in house} Scheduled Check

RF generator HP BB4BC Us3s42001700 4-Aug-89 {in house chack Apr-13) In house check; Apr-18

Nebwork Anglyzer HP 87638 837300585 18-061-01 {in house check Oct-16}) In house check: Oot-16
Name Function Signature

Caliorated by: Laif Klysner Laboratory Techniclan

Approved by ) Katja Pokavic Teichinical Managar

This calibration cerificate shall not be reproduced excapt In full without wiitten approval of the labaratory.

Issuad: December 18, 2015
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Glossary:

T8L tissue simulating kquid

NORMx,y.z sensitivity in free space

ConvF sansitivity in TEL 7 NORMx,y,z

[sleiy diode comprassion point

CF crest factor {1/duly_oyele} of the RF signial

ABC D maodulation dependent linearization parameters

Polarization o ip rotation around probe axis

Polarization 8 $ rotation around an axis that is in the plane normal 0 probe axis (at measurement center),
e, &= 0ls normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, "[EEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate {SAR) in the Human Head from Wireless Communications Devices: Measurement
Technigues”, June 2013

by 1EC 62208-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to.3 GHz)", February 2005

o} 1EC 62208-2, "Procedure 1o determineg the Specific Absorption Rate (SAR) for wireless communication devices
used in close proximity to the human body (frequency range of 30 MRz to 6 GHz)", March 2010

dy KDB 885864, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Methods Applied and Interpretation of Parameters:

NORM,y.2: Assessed for E-field polarization 8 = 0 (f < 800 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,y,z are anly intermediate values, 1.e., the uncertainties of NORMx,y,z does not affect the E-fisld
uncertainty inside TSL (see below ConvF},

NORMIDx Y.z = NORMs,y,z * frequency_response {sea Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2, The uncertainty of the frequency response s included
in the stated uncertainty of ConvF,

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal {no uncettainty requirad). DCP does not depend on frequency nor media,

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characieristics

Axy.z Bry.z Cxy.z: Dxy,z; VExy.z A B, C D are numerical Hnearization parameters assessed based on
the data of power sweep for specific moduiation signal. The parameters do not depend on frequenty nor
miedia. VR is the maximum calibration range expressad in RMS voltage across the dicde,

ConvF and Boundary Effect Paramsters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for T 5 800 Mz} and inside waveguide using analytical field distributions based on power
measurements for f > 800 Mz, The same setups are used for assessment of the parameters applied for
boundary carmpensation {alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve prohe accuracy close to the boundary. The sensitivity in TSL corresponds
o NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF, A frequency dependent
ConvF Is used in DASY version 4.4 and higher which allows extending the valldity from 2 50 MHz to £ 100
Mhz.

Spherical isotropy (30 daviation from isofropy): in & field of low gradients realized using a flat phantom
exposad by a patch antenna.

Sensor Offset: The sensor offset corresponds 1o the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required,

Connacior Angla: The angle is assessad using the information gained by determining the NORMx (no
uncertainty required).
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Calibrated for DASY/EASY Systems
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Cortificate No: EX3-3826_Des15 Page 3 of 11

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No. : 11201777H-E

Page

FCCID
Issue date

: 101 of 129
: RF41395C
: June 17, 2016

EX3DV4-- 8N:3828

{acember 11, 2015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3825

Basic Calibration Parameters

Sensor X SensorY Sensor Z Une {k=2}
Norm {WWAVIm?" G.43 0.30 G.43 %101 %
DCP (mv)® 1014 102.7 100.2
Modulation Calibration Parameters
uiD Communication System Name A B c o VR Unc™
dB 48vuv dB mv {k=2)
o cw X | o8 00 10 0.00 | 14387 2.7 %
Y i o 0.0 1.9 1391
Z 0.0 0.0 10 153.8

probability of approximately 85%.

The reported uncertainty of measurement is staled as the standard unceriainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage

* The uncertainties of Nom X.Y,Z do not affect the EXfield uncartainly inside TSL (see Pages § and ).

 Numerical linearization parameter: uncertainty not required.

~ Uncerlainty is determined using the max. deviation from finear responss applying rectangutar distribution and is expressed for the square of the

field value.
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EX3DV4- 8N:3825

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3825

Calibration Parameter Determined in Head Tissue Simulating Media

December 11, 2015

Relative Conductivity Depth°© Une

F{MHz® | Permittivity© (8/m)’ ConvF X | ConvFY | ConvEZ | Alpha® |  (mm) k=2)
750 41,9 0.89 8.78 9.7 9.79 023 1.25 £12.0%
835 41,5 0.90 9.49 .49 9.49 0.21 1.30 £120%
900 415 0.67 9.23 923 $.23 0.24 1.24 +12.0%
1450 40.5 1,20 .30 8.30 8.3 0.12 2,03 £12.0%
1750 40.1 1.37 8.18 8.18 8.18 0.24 0.95 +12.0%
1960 40.0 1,40 7.94 7.94 7.94 0.31 0.85 +12.0 %
1850 40.0 1.40 7.69 7.69 7.69 0.31 0.85 £12.0%
2450 39.2 1.80 7.31 7.31 7.31 0.34 0.83 £12.0%
3500 37.8 2.91 591 8.9 6.9t 0.28 1.28 £131%
5200 36.0 4,66 513 5.13 5.43 0.35 +.80 £13.1%
5250 35.9 4.71 506 5.06 506 0.3% 1.80 £13.1%
5300 358 4.7 483 4.83 4.83 6.40 1.80 134 %
5500 35.6 4.98 4.60 4,80 4,80 045 1.80 £13.1%
5600 35.5 507 4.27 4.27 4.27 0.50 1.80 +131%
5750 35.4 522 444 4.44 444 056 1,80 +13.1%
5800 353 527 4,34 4,34 4,34 0.50 1.80 +13.1%

G Frequency validity above 300 MHz of 2 100 MHz only applies for DASY v4.4 and higher (see Page 2), else i is restricted to 2 50 Mhz. The
uncerteinty is the RSS of the ConvF uncertainty at catioration Faguency and the uncertainty for the indicated frequency band, Froquency validity
balow 300 MHz is & 10, 25, 40, 50 and 70 MHz for Conve assesstnents at 30, 64, 128, 150 and 220 Mz respactively, Above 5 GHz frequency

validity can e extended to £ 110 MHz,

¥ At trequencies below 3 GHz, the validity of issue parameters (¢ and o} can be relaxad to £ 10% if Aquid compensation formula is applied to
measured SAR values, Al fraquenciss above 3 GHz, the validily of tissue parematers (= and o} i restricted to 1 §%. The unceriainty is the RSS of
the ConvF uncertalnty for indicaled larget lissue parameters.
S piphafDepth are deternined during calibration. SPEAG warrants that the remalning deviation due to the Boundary effect after compensation is
ahways less than z 19 for freguencies below 3 GHz and befow & 2% for frequencies between 3-8 GHz at any distance Jarger than half the probe tip
dimnater from the boundery.
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EX3DV4- SN3825

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3825

Caiibraticn Parameter Determinad in Body Tissue Simulating Media

Dacemnber 11, 2015

Relative Gonductivity Depth® Une

fMHAS | Permittivity” &sm)’ ConvF X | ConvEY | GonvFZ | Alpha® | (mm) {t=2)
750 55.5 0.96 9.89 9.89 $.89 0,35 0.92 £12.0%
833 65,2 0.97 9.67 9.87 9.67 0.23 1.22 +12.0%
900 55.0 1.05 9.56 9.55 9.56 0.30 0.98 £12.0%
1450 54.0 1.30 5.18 8.18 8.18 0.24 1.08 £12.0%
1750 53.4 1.49 7.94 7.94 7.94 0.32 0.88 £12.0%
1900 53.3 1.62 7,66 7.66 7.66 023 1.10 £12.0%
1850 53.3 1.52 7.93 7.93 7.83 .29 0.96 £120%
2450 52.7 1.985 7.29 7.28 7.28 0.32 0.88 +120%
3500 51,3 331 6.39 6.39 5.39 0.36 1.06 £131%
5250 48.8 536 4.25 4,25 4.25 0.50 1.90 +13.1%
5600 48,5 5.77 3,61 3,61 3.61 0,60 1.80 £13.1%
5750 48.3 5.94 3.85 385 3.85 0.60 1.90 £13.1%

© Frequency validity above 300 MHz of 100 MHz only applies for DABY v4.4 and higher (see Page 2), elsa itis esshricted ta 3 50 MHz. The
uncertainty is the RSS of the ConvF uncerlainty t cafibration frequency and the uncertainty for the indicated frequency band. Frequency validity
below 300 Mz is + 10, 25, 40, 50 snd 70 MHz for ConvE assessments at 30, 84, 128, 150 and 220 MHz respectively. Above 5 GHz frequency

validity can be extended o + 110 MHz.

" A fraquensiss below 3 GHz, the validity of lissue parameters (¢ and o} can be relaxed to £ 10% i fiquid compansation formula fs applied to
measured SAR valuss. At frequencies sbove 3 GHz, the validity of issue parameters { and o) is restricted to £ 6% The uncerainty is the RS5 of
the ConvF uncertainty for indicated target tissus paramelers,
 Alpha/Depth are determined during calibration. SPEAG warrants that the remalning devialion dus lothe boundary effect after compansation is
always less than & 1% for frequencies below 3 GHz and below * 2% for frequencies between 3-8 GHz at any distance larger than half the probe ¥ip
diameter from the boundary,
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22) '

Frequency response (normalized)
=
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e
Uncertainty of Frequency Response of E-field: 8 3% (k=2)
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EX3DV4- SN:a825 December 11, 2015

Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: ® 0.5% (k=2)
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EX3DV4- SN:3825

Input Signal [uv]

Error [dB]

Dynamic Range f(SARpeqd)
{TEM cell, foya= 1900 MHz}

; : {
10 10 1 07

10
) SAR [mWiem3) .
| [e]
not compensated compensated
2
14
o
]
EX: - [NEIN] RS i =;; 2 ik i
103 102 10t 100 101 192 103
SAR [mWem3] .
= (2}
Aot compansated compensated

Uncertainty of Linearity Assessment: £ 0.6% (k=2}

Decamber 11, 2015
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EX3DV4~ SN:3825

Dacember 14, 2015

Conversion Factor Assessment

f= 600 MHz WGLS RS (H_comF)

f= 1750 MHz,WGLS R22 (H_convf)
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Deviation from Isotropy in Liquid
Error {¢, 8), f = 900G MHz

Deviation

“1.0

-0.8
tncertainty of Spherical isotropy Assessment: * 2,6% (k=2)

0.6

-0.4

T ¥

02 06

T T

062 ¢4 06& 08 10

Cerlificate Not EX3-3825_Dec15

Page 10 of 11

UL Japan, Inc.

Ise EMC Lab.

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 JAPAN
Telephone: +81 596 24 8999

Facsimile: +81 596 24 8124



Test report No. : 11201777H-E

Page : 108 of 129
FCCID : RF41395C
Issue date : June 17, 2016

EX3DVd4- SN:3825

December 14, 2015

DASY/EASY - Parameters of Probe: EX3DV4 - SN:3825

Other Probe Parameters

[ Sensor Arrangement Triangular
| Connector Angle (°) -27.3
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disablad
Probe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length g mm
Tip Diameter 2.5 mm
Probe T ta Sensor X Calibration Point 1 mm
Probe Tip o Sensor ¥ Calibration Point 4 mm
Probe Tip to Sensor Z Calibration Paint 1mm
Recommended Measurement Distance from Surface 1.4 mm
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Dosimetric E-Field Probe Calibration Certificate (EX3DV4, S/N: 3922)

Calibration Laboratory of

' 5 Schwelzerischer Kallhiierdienst
Schmid & Partner g Service suisse d'étalonnago
Engineering AG P Sarvizio svizzero di taratura
Zeughausstrasse 43, 8084 Zurich, Switzeriand SBwiss Caltbration Service
Accradited by the Swiss Acoreditalion Service (SAS) Aceredization No.: SCH 0108

The Swiss Acoreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Calibration procedurefs)

Calibration date:

This calibration certificate decuments the traceability to national standards, which realize the physical units of measuremants {Si.
The measurements and the uhcartainties with confidence probability are given on the following pages and are pan of the certificate.

Ali calibrations have baen conducied in the ciosed laboratory facility: cevironment temperature (22 + 3)°C and humidity <70%.

Calibration Equipment used (M&TE critical for calibration;

PPrimary Standards 1D Cal Date (Certificate No.j Schedufed Calibration
Fawer meter E44188 GR41203874 O1-Apr-15 {No. 217-02128) har-18

Power sensor E4412A Y4 1498087 01-Apr-i% (No, 217-02128) Mar-16

Raference 3 dB Attenustar SN: 85084 {3} 01-Apr-15 (No. 217-02128} Mar-18

Reference 20 4B Atienuatar BN BE27T {20%) 01-Apr-15 {No. 217-02132) Mar-18

Refarence 30 dB Attanuater Sh: 56125 (30b) Q1-8pr-15 (No. 217-02133) bdar-16

Reference Probe £53DV2 Sh 313 3G-Dec-14 {No. ES3-3013_Decl4) Dae-15

DAEL SN 860 t4-Jan-15 (Mo, DAE4-BG0, Jan 15} Jan-18

Sscondary Standards Ha Check Date {in house) Sohedulad Chegk

RF generator HP B648C US3642U01700 4-Aug-89 {in house check Apr-13) I house chacle Apr-16
MNetwork Anatyzer HP 87538 LI837350685 16-0ct-01 (in house check Oct-14) In hoyse chosk: Oot-15

Cailbrated by:

Approved by

Issued: June 18, 2018

This calibration carlificate shall not be raproducad excapt in full without weitten approvat of the laboratory.
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Calibration Laboratory of

' § Schweizerischer Kalibrierdienst

Schmid & Partner o Service suisse détalonnage
Enginee I‘ing AG 8 Servizio svivzero di taratura

Zeughaussirasse 43, 8004 Zurich, Switzerland Swiss Calibration Service

Acareditad by the Swiss Accradiiation Service (SA8) Accreditation Mo.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA

Multilatersl Agreement for the 7 ition of calibration certifl

Glossary:

TSL tissue simulating liquid

NORMX,y,Z sensitivity in free space

ConvF gensitivity in TSL/ NORMx Y,z

DCP diode compression point

CF crest factor {1/duty_cycle) of the RF signal

ABCD modulation dependent linearization paramaters

Polarization ¢ o rotation arsund probe axis

Polarization 8 $ rotation around an axis that is in the plane normal to probe axis (at measurement center),

i@, 8 =0 is normal to probe axis
Caonnector Angle information used in DASY system to aligh probe sensor X to the robot coordinate system

Calibration s Performed According to the Following Standards:

a) IEEE Std 1528-2013, "EEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate {SAR) in the Human Head from Wirsless Communications Devices: Measurement
Tachniques”, June 2013

b} IEC 62208-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held davices used in close
proximity to the ear (frequency range of 300 MHz te 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
o NORM,y,Z: Assessed for E-field polarization § = 0 (f < 900 MHz in TEM-cell; T » 1800 MHz: R22 waveguide).

NORMyx,y z are only intermediate values, Le., the uncertainties of NORMX,y,z does not affect the E-fisld
uncertalinty inside TSL. {see below ConvF),

s NORM(fxy.z = NORMy,y,z * frequency. response (see Frequency Response Charl). This finearization is
implemented in DASY4 sofiware versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF,

s DCPxy,z: DCP are numerical inearization parameters assessed based on the data of power eweap with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

o PAR:PAR is the Peak to Average Ratio that Is not calibrated but determined based on the signal
characteristics

o Axy.z Bxyz Cxyz Dyz VR A B, C, D are numericat linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not dapend on fraquency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

*  ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field {or Temperature Transfer
Standard for f £ 800 MHz) and Inside waveguide using analytical field distributions based on power
reasurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation {alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probs accuracy close 1o the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty catresponds to that given for ConvF, A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from % 50 Mz to £ 100
MHz.

o Spherical isolropy (3D deviation from isofropy}: in a field of fow gradients realized using a flat phantom
exposed by a patch antenna.

s Sensor Offset: The sensor offset correspends to the offset of virtual measurement center from the probe tip
{on probe axis). No tolgrance required.

s Conneclor Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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Manufactured: March 8, 2013
Calibrated: June 17, 2015

Calibrated for DASY/EASY Systems

(hote: non-compatible with DASYZ systemt)
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:3922

Basic Calibration Parameiers

Senser X Sensor Y Sensor Z Unc {k=2}
Nom (pVI(VImYY 0.37 0.45 0.50 =101 %
DCP (mv)® 104.8 103,1 100.7
Modulation Calibrafion Parameters
iiia Communication System Name A 5 [ B VR Ung
o dBVpv dB my (fe=2)

0 oW X 0.0 0.0 1.0 000 | 1341 | #33%

N o0 0.0 1.0 1314

z 0.0 0.0 1.0 141.4

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normat distribution corresponds {0 & coverage
probabiifity of approximately 95%.

* The uncertainties of NormX,¥,Z do not sffect the B field uncertainty inside TSL {see Poges 5 and B).

P Numerical lnearization paremeter: uncertainty not required.

* Unceriainty s defermined using the max. deviation fram linear response applying rectangular distribution and is expressad for the square ¢f the
field value.
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Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

FEz® ( Permittlvity (Sha) " ConvF X | ConvEY | ComvFZ | Alpha®| (mm) (k=2)
2450 39.2 1.80 7.38 7.39 739 0.23 1.15 +12.0%
2800 39,0 1.6 7.20 7.20 7.20 0.34 0.95 £120%
5200 36.0 4,86 5.35 5.35 5.35 0.30 1.80 +13.1%
5260 359 471 5,40 510 5.10 0.30 1.80 £13.1%
5300 35.9 4.76 5.07 5,07 507 0.30 1.80 £131%
5500 35.6 4.96 4.85 4.85 4.85 0.35 1.80 +13.1%
5600 385 507 4.82 462 482 0.40 1.80 +131 %
5750 35.4 522 4.75 4.75 475 0.40 1.80 +13.1%
5800 35.3 527 480 4.80 4.60 6.40 1.80 £13.1 %

© Fraquensy validity above 300 MHz of £ 100 MHz only applies for DASY v4.4 and higher {see Page 2), else it is restricted 10 + 50 MHz. The
uncerainty is the R3S of the ConvF uncertainty at calibration frequency ahd the unceriainty for the indicated frequency band. Frequancy validity
betow 300 MHz is = 16, 25, 40, 50 and 70 MHz for Conv assessments at 30, 64, 128, 150 and 220 MHz respactively, Above 5 GHz frequency
validity can be extended to & 110 MHz,

¥ At frequencies below 3 GHz, 1he validity of issue parameters {5 and o) can be relaxed to & 10% If fiquid compensation formula is applied o
measured SAR values, At frequencies zbove 5 GHz, the validity of tssue parsmeters (s and o} s restricted o + 5%. The uncerlainty is the RSS of
the ConvF uncertainty for indicated target lissue paramelers,

© Alpha/Bepth are determined during calibration. SPEAG warrants hat the remaining devialion due to the boundary sffect after compenaation is
always less thar & 1% for frequancies belaw 3 GHz and below & 2% for frequencies betwean 3-8 Gz at any distance targer than half the probe tip
dizrnster from the boundary,
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DASYI/EASY - Parameters of Probe: EX3DV4 - SN:3822

Calibration Parameter Determined in Body Tissue Simulating Madia

Relative Conduetivity Depth © Unet.

F(MHz)© | Permittivity” (Shm}* ConvFX | ConvFY | ConvEZ | Alpha® | (mm) fle=2}
2450 527 1.85 7.49 7.49 7.49 0.30 0.80 +12.0%
2600 525 2.18 7.28 7.28 7.28 0.30 0.80 +12.0%
B250 48.8 5.36 4.46 448 4.48 0.40 1.90 *13.1%
5600 48.5 577 3.87 3.87 3.87 0.50 1.80 +13.1%
5750 48.3 5.94 4.08 4.08 4.08 050 1.80 13,1 %

© Frequency validity above 300 MHz of % 100 MHz anly applies for DASY v4.4 and higher {see Fage Z), else it is restricted to & 50 MHz. The
unceriginty is the RSS of the ConvF unceriainty al calbration frequency and the uncertainty for the indicated frequancy band. Frequency validity
balow 260 Mz is 10, 25, 40, 50 and 70 MHz for ConvF assessments al 30, B4, 128, 150 and 220 MHz respectively. Above 5§ GHz frequency

validity can be extended to £ 130 MHz

¥ At frequencies below 3 GHz, the validity of tissue parameters (¢ and o) can be relaxed to & 10% H ifquid compensation farrmula is applied to
measured SAR values. At frequendies above 3 GHz, the validity of issue parameters (& and o} 18 restricied to £ 5%. The uncedainty is the RSS of

the ConvF uneerlainty for indicated target Hissue parameters,

& Alpha/Depth are determined during catibration, SPEAG warranis that the remaining deviation due to the boundary effect afler compensation is
abwrays less than x 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance Jarger than half the probe tip
diamater from the boundery.
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)
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Frequency response (normalized)
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Lincertainty of Axial Isofropy Assessment: £ 0.5% (k=2)
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input Signal [LV]
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Uncertainty of Linearity Assessment: & 0.6% (ks2}
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Conversion Factor Assaessment
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DASYIEASY - Parameters of Probe: EX3DV4 - SN:3022

Other Probe Parameters

Sensor Arrangement Trianguiar
Conneclor Angle {°) 734
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 357 mm
Probe Body Diameter 10 mm
Tip Length amm
Tip Diameter 25 mm
Probe Tip to Sensor X Calibration Paint 1mm
Probe Tip to Senser Y Calibration Paint 1mm
Probe Tip to Sensor £ Calibration Paint 1mm
Racommendsd Measurement Distance from Surface 14 mm
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System check uncertainty

The uncertainty budget has been determined for the DASY5 measurement system according to the SPEAG documents and
is given in the following Table.

Repeatability Budget for System Check
<0.3 — 3GHz range Body>

Uncertainty |Probability (ci) Standard vi

Error Description value £ % distribution divisor |lg (1g) or
veff

Measurement System
Probe calibration + 1.8 Normal 1 1 + 1.8 00
Axial isotropy of + 0.0 Rectangular |3 1 + 0.0 0
the probe
Sphericalisotropy of + 0.0 Rectangular V3 0 + 0.0 0
the probe
Boundary effects + 0.0 Rectangular |3 1 + 0.0 0
Probe linearity + 0.0 Rectangular |3 1 + 0.0 0
Detection limit + 0.0 Rectangular \3 1 + 0.0 €
Modulation response + 0.0 Rectangular \3 1 + 0.0 o
Readout electronics + 0.0 Normal 1 1 +0.0 0
Response time + 0.0 Rectangular \3 1 + 0.0 o0
Integration time + 0.0 Rectangular \3 1 + 0.0 o0
RF ambient Noise + 0.0 Rectangular \3 1 + 0.0 o0
RF ambient Reflections + 0.0 Rectangular \3 1 + 0.0 00
Probe Positioner + 04 Rectangular |3 1 +0.2 0
Probe positioning + 29 Rectangular |3 1 + 1.7 0
Max.SAR Eval. + 0.0 Rectangular \3 1 + 0.0 o0
Test Sample Related
Deviation of wxp.dipole + 0.0 Normal \3 1 + 0.0 o0
Dipole Axis to +20  [Normal \3 1 +12 o
Liquid Distance
Input power and + 34 Rectangular \3 1 +20 o0
SAR drift meas.
Phantom and Setup
Phantom uncertainty + 4.0 Rectangular \3 1 + 23 o0
Algorithm for
correcting SAR
for deviations +19 Normal 1 1 +19 ©
in permittivity
and conductivity
Liquid conductivity + 5.0 Rectangular 1 0.78 +39 o0
(meas.)
Liquid permittivity + 5.0 Rectangular 1 0.26 -13 ©
(meas.)
Liquid conductivity
- temp.unc + 1.7 Rectangular \3 0.78 + 0.8 e
(below 2deg.C.)
Liquid permittivity
- temp.unc +0.3 Rectangular \3 0.23 + 0.0 o
(below 2deg.C.)
Combined Standard Uncertainty +6.144
Expanded Uncertainty (k=2) +12.3
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<3 — 6GHz range Body>
Uncertainty |Probability (ci) Standard Vi
Error Description value = % distribution divisor |lg (1g) or
veff
Measurement System
Probe calibration + 1.8 Normal 1 1 + 1.8 00
Axial isotropy of + 0.0 Rectangular \3 1 + 0.0 o
the probe
Spherical isotropy of + 0.0 Rectangular V3 0 + 0.0 o0
the probe
Boundary effects + 0.0 Rectangular V3 1 + 0.0 o
Probe linearity + 0.0 Rectangular \3 1 + 0.0 o0
Detection limit + 0.0 Rectangular V3 1 + 0.0 o
Modulation response + 0.0 Rectangular \3 1 + 0.0 00
Readout electronics + 0.0 Normal 1 1 +£0.0 0
Response time + 0.0 Rectangular V3 1 + 0.0 o
Integration time + 0.0 Rectangular \3 1 + 0.0 00
RF ambient Noise + 0.0 Rectangular \3 1 + 0.0 o
RF ambient Reflections + 0.0 Rectangular V3 1 + 0.0 o0
Probe Positioner + 0.8 Rectangular  |\3 1 + 0.5 o
Probe positioning + 6.7 Rectangular \3 1 +39 o0
MaxSAR Eval. +0.0 Rectangular  [V3 1 +0.0 ©
Test Sample Related
Deviation of wxp.dipole + 0.0 Normal \3 1 + 0.0 00
Dipole Axis to +20  [Normal 3 1 £12 |
Liquid Distance
Input pf)wer and + 34 Rectangular \3 1 + 2.0 o0
SAR drift meas.
Phantom and Setup
Phantomuncertainty + 4.0 Rectangular \3 1 +23 o
Algorithm for
correcting SAR
for deviations +19 Normal 1 1 +19 0
in permittivity
and conductivity
Liquid conductivity + 50 Rectangular 1 0.78 +39 00
(meas.)
Liquid permittivity + 50 Rectangular 1 0.26 -13 0
(meas.)
Liquid conductivity
- temp.unc + 1.7 Rectangular \3 0.78 + 0.8 00
(below 2deg.C.)
Liquid permittivity
- temp.unc +0.3 Rectangular V3 0.23 + 0.0 o0
(below 2deg.C.)
Combined Standard Uncertainty +7.078
Expanded Uncertainty (k=2) +14.2
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