Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2023/10/5

#01_WCDMA V_RMC 12.2Kbps_Left Cheek O0mm_Ch4182

Communication System: WCDMA; Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL 850 231005 Medium parameters used : f= 836.4 MHz; 6 = 0.918 S/m; ¢, = 41.808; p = 1000

kg/m3
Ambient Temperature : 23.5 “C; Liquid Temperature : 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN7439;ConvF(9.84, 9.84, 9.84) (@ 836.4 MHz;Calibrated: 2023/2/21

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1512; Calibrated: 2023/3/20

- Phantom: Twin-SAM V5.0 (30deg probe tilt) Right; Type: QD 000 P40 CD; Serial: TP-1479
- Measurement SW: DASY 52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.383 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.33 V/m; Power Drift = -0.06 dB

Peak SAR (extrapolated) = 0.438 W/kg

SAR(1 g) = 0.354 W/kg; SAR(10 g) = 0.280 W/kg

Maximum value of SAR (measured) = 0.408 W/kg
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Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2023/10/5

#02_LTE Band 5 10M_QPSK_1 25 Left Cheek_ Omm_Ch20525

Communication System: LTE; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL 850 231005 Medium parameters used : f=836.5 MHz; 6 = 0.918 S/m; ¢, = 41.807; p = 1000

kg/m3
Ambient Temperature : 23.5 “C; Liquid Temperature : 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN7439;ConvF(9.84, 9.84, 9.84) (@ 836.5 MHz;Calibrated: 2023/2/21

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1512; Calibrated: 2023/3/20

- Phantom: Twin-SAM V5.0 (30deg probe tilt) Right; Type: QD 000 P40 CD; Serial: TP-1479
- Measurement SW: DASY 52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.164 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.66 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) =0.191 W/kg

SAR(1 g) = 0.153 W/kg; SAR(10 g) = 0.122 W/kg

Maximum value of SAR (measured) = 0.179 W/kg
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Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2023/10/5

#03_WCDMA II RMC 12.2Kbps_Bottom Side_10mm_Ch9262

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL 1900 231005 Medium parameters used : f = 1852.4 MHz; 6 = 1.339 S/m; ¢, = 40.425; p =

1000 kg/m>
Ambient Temperature : 23.5 “C; Liquid Temperature : 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN7439;ConvF(7.92, 7.92, 7.92) @ 1852.4 MHz;Calibrated: 2023/2/21

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1512; Calibrated: 2023/3/20

- Phantom: Twin-SAM V5.0 (30deg probe tilt) Right; Type: QD 000 P40 CD; Serial: TP-1479
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.82 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 31.94 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 2.00 W/kg

SAR(1 g) = 1.14 W/kg; SAR(10 g) = 0.616 W/kg

Maximum value of SAR (measured) = 1.71 W/kg
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Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2023/10/5

#04_LTE Band 2_20M_QPSK_1_49 Bottom Side_10mm_Ch18700

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL 1900 231005 Medium parameters used: f = 1860 MHz; ¢ = 1.347 S/m; ¢, = 40.402; p = 1000

kg/m3
Ambient Temperature : 23.5 “C; Liquid Temperature : 22.5 C

DASYS5 Configuration:

- Probe: EX3DV4 - SN7439;ConvF(7.92, 7.92, 7.92) @ 1860 MHz;Calibrated: 2023/2/21

- Sensor-Surface: 1.4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1512; Calibrated: 2023/3/20

- Phantom: Twin-SAM V5.0 (30deg probe tilt) Right; Type: QD 000 P40 CD; Serial: TP-1479
- Measurement SW: DASY52, Version 52.10 (4);SEMCAD X Version 14.6.14 (7483)

Area Scan (51x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 27.88 V/m; Power Drift =-0.10 dB

Peak SAR (extrapolated) = 1.48 W/kg

SAR(1 g) = 0.835 W/kg; SAR(10 g) = 0.445 W/kg

Maximum value of SAR (measured) = 1.25 W/kg
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