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     Drawings               

Tawian Anjie Electronics CO.,LTD
*

Antenna Internal 2G I-PEX 1.13/120mm(Gray)

*

Chris

2015-03-02

AJMP1J-C0003

A:正面

3M-467背膠型式

B:背面

3M467的自帶紙

Taiwan Anjie Electronics
501-00041-00



Frequency Range 2400MHz 2450MHz 2500MHz

Impedance

V.S.W.R ≦2.0 ≦ 2.0 ≦2.0

Peak Gain

SPECIFICATION

50Ω

3.2dBi



Electrical test               



2D Pattern Test             
X-Y

  

Frequency(MHz) 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
Gain (dBi) 1.48 1.58 1.74 1.96 2.25 2.47 2.82 3.08 3.32 3.54 3.63

Average Gain (dB) -2.19 -2.16 -2.12 -2.07 -1.93 -1.9 -1.73 -1.54 -1.39 -1.28 -1.3

X 

Y -Y 

-X 



2D Pattern Test             
Y-Z

  

Frequency(MHz) 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
Gain (dBi) 3.39 3.33 3.36 3.27 3.37 3.34 3.39 3.5 3.63 3.76 3.77

Average Gain (dB) -1.76 -1.81 -1.8 -1.87 -1.8 -1.81 -1.73 -1.6 -1.5 -1.4 -1.42

Y -Y 

Z 

-Z 



2D Pattern Test             
Z-X

  

Frequency(MHz) 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
Gain (dBi) 3.84 3.85 3.9 4.07 4.25 4.31 4.45 4.72 4.98 5.11 5.17

Average Gain (dB) 0.22 0.25 0.33 0.47 0.65 0.76 0.96 1.16 1.34 1.45 1.48

X 

Z 

-X 

-Z 



3D Radiation patterns          
2400MHz



3D Radiation patterns          
2450MHz



3D Radiation patterns          
2500MHz



Antenna Gain and Efficiency            

Frequency(MHz) 2400 2410 2420 2430 2440 2450 2460 2470 2480 2490 2500
Gain (dBi) 2.78 2.88 2.94 2.93 2.84 2.96 2.93 3.08 3.2 3.2 3.17

Directivity (dBi) 4.12 4.09 4.01 3.93 3.82 3.77 3.84 4.01 4.14 4.27 4.37
Efficiency (dB) -1.34 -1.21 -1.07 -1 -0.98 -0.81 -0.91 -0.93 -0.93 -1.07 -1.2
Efficiency (%) 73.42 75.63 78.22 79.5 79.83 83.06 81.03 80.77 80.65 78.19 75.8



Product photo             



      I-Pex conn.               
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