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Competences and guarantees

DEKRA Testing and Certification S.A.U. is a testing laboratory accredited by the National Accreditation Body
(ENAC -Entidad Nacional de Acreditacién), to perform the tests indicated in the Certificate No. 51/LE 147.

DEKRA Testing and Certification is a FCC-recognized accredited testing laboratory with appropriate scope of
accreditation that include testing performed in this test report.

DEKRA Testing and Certification is an ISED-recognized accredited testing laboratory with appropriate scope of
accreditation that include testing performed in this test report.

In order to assure the traceability to other national and international laboratories, DEKRA Testing and
Certification S.A.U. has a calibration and maintenance program for its measurement equipment.

DEKRA Testing and Certification S.A.U. guarantees the reliability of the data presented in this report, which is
the result of the measurements and the tests performed to the item under test on the date and under the
conditions stated on the report and, it is based on the knowledge and technical facilities available at DEKRA
Testing and Certification S.A.U. at the time of performance of the test.

DEKRA Testing and Certification S.A.U. is liable to the client for the maintenance of the confidentiality of all
information related to the item under test and the results of the test.

The results presented in this Test Report apply only to the particular item under test established in this
document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,
except in full, without the previous written permission of DEKRA Testing and Certification S.A.U.

General conditions

1. This report is only referred to the item that has undergone the test.

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies
or competent Authorities.

3. This document is only valid if complete; no partial reproduction can be made without previous written
permission of DEKRA Testing and Certification S.A.U.

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without
previous written permission of DEKRA Testing and Certification S.A.U. and the Accreditation Bodies.

Uncertainty

Uncertainty (factor k=2) was calculated according to the DEKRA Testing and Certification S.A.U. internal
document PODTO00O.

Data provided by the client

The following data has been provided by the client:

1. Information relating to the description of the sample ("ldentification of the item tested", "Trademark",
"Model and/or type reference tested").

2. The sample of the model OW194 is a sports watch with GPS for tracking outdoor trainings, optical

heart rate measurement and BLE connectivity to connect with a smart phone and the Suunto App for
recording training logs and analyze training and 24/7 data.

DEKRA Testing and Certification S.A.U. declines any responsibility with respect to the information provided by
the client and that may affect the validity of result.
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Usage of samples

Samples undergoing test have been selected by: The client.

- Sample S/01 is composed of the following elements:

Control N° Description Serial N° Date of reception
66539/001 Sports watch with GPS and BLE Oow194 020491300053 2021/01/12
connectivity

Auxiliary elements used with the sample S/01:
Control N° Description Model Serial N° Date of reception

66539/002 USB charger -- -- 2021/01/12

Sample S/01 has undergone the test(s): All Radiated tests for BTLE 1M indicated in Appendix A.

- Sample S/02 is composed of the following elements:

Control N° Description Model Serial N° Date of reception
66539/033 Sports watch with GPS and BLE Oow194 020491300134 2021/01/12
connectivity

Auxiliary elements used with the sample S/02:
Control N° Description Model SEEIRN Date of reception

66539/002 USB charger -- -- 2021/01/12

Sample S/02 has undergone the test(s): All Radiated tests for BTLE 2M indicated in Appendix A.

- Sample S/03 is composed of the following elements:

Control N° Description Model Serial N° Date of reception
66539/025 Sports watch with GPS and BLE ow194 020491300037 2021/01/12
connectivity

Sample S/03 has undergone the test(s): All Conducted tests indicated in Appendix A.
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Test sample description

D DEKRA

POMS. .., : Cable
:ort n.ar.ne and Specified | Attached Shielded Coupled
escription max during test to
length [m] patient®
-- U U U
Supplementary information to the -
[010] 1 - TP :
Rated power supply ......cccccceueennns Reference poles
Voltage and Frequency
L1 L2 L3 N PE
L |AC: U O U U U
X | DC: 3.8V (battery)
Rated POWEr .........occvvveviiiinennnn -
Clock frequencies ..........ccceeenn -
Other parameters..........cccceeeenn -
Software version .............c.coe....... 2.13.xx
Hardware version..............c.c.......: C2
Dimensions in cm (W x H x D)....: ="
Mounting position.....................: I | Other: Wearable
Modules/parts ............cccc.c............ | Module/parts of test item Type Manufacturer
Sports Watch ow194 Suunto
Accessories (not part of the test Description Type Manufacturer
1057 01 RS .
Charging cable Suunto
Documents as provided by the Description File name Issue date
applicant........cococeevnieeiineneenn
() Only for Medical Equipment
|dentification of the client
Suunto Oy
Tammiston kauppatie 7A
01510 Vantaa, Finland
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Testing period and place

Test Location DEKRA Testing and Certification S.A.U.
Date (start) 2021-01-14
Date (finish) 2021-02-01

Document history

Report number Description

66539RRF.002 2021-02-19 First release

Environmental conditions

In the control chamber, the following limits were not exceeded during the test:

 _1co
Temperature m::x :1355 "céi

. - Min. = 20 %
Relative humidity Max. = 75 %

In the semianechoic chamber, the following limits were not exceeded during the test.

H = (o]
Temperature m::x ;1355 (%
: o Min. = 20 %
Relative humidity Max. = 75 %

In the chamber for conducted measurements, the following limits were not exceeded during the test:

Temperature mg]x ==135500CC
. D Min. = 20 %
Relative humidity Max. = 75 %
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Remarks and comments

The tests have been performed by the technical personnel: Alfonso Gutiérrez, José Gabriel Pendén and Pablo
Redondo.

Used instrumentation:

Conducted Measurements:

Last Calibration  Due Calibration

1.  Shielded Room ETS LINDGREN S101 N.A. N.A.

2.  Signal Generator 8 KHz-6 GHz, ROHDE AND 2019/10 2021/10
SCHWARZ SMB100B

3. Signal and Spectrum Analyzer ROHDE AND 2019/09 2021/09
SCHWARZ FSV 40

4.  OPEN SWITCH UNIT OSP120 ROHDE AND 2019/10 2021/10
SCHWARZ

5. OPEN SWITCH UNIT UP TO 18 GHz OSP150 2019/09 2021/09
ROHDE AND SCHWARZ

6.  Vector Signal Generator 8 kHz-6GHz ROHDE 2019/10 2020/10

AND SCHWARZ SMBV100B

Radiated Measurements:

Last Calibration Due Calibration

1. Semianechoic Absorber Lined Chamber ETS N.A. N.A.
LINDGREN FACT 3 200 STP

2. Shielded Room ETS LINDGREN S101 N.A. N.A.

3. Hybrid Bilog Antenna 30 MHz - 6 GHz ETS 2020/10 2023/10
LINDGREN 3142E

4. Pre-amplifier G>40dB 10MHz-6GHz Bonn 2020/02 2021/02
Elektronik BLNA 0160-01N

5. EMI Test Receiver 9kHz-7GHz ROHDE AND 2020/12 2022/12
SCHWARZ ESR7

6. Horn antenna 1-18 GHz SCHWARZBECK 2020/08 2023/08
BBHA 9120 D

7. Pre-amplifier, G>30 dB ,1-18 GHz BONN 2020/10 2021/10
ELEKTRONIK BLMA 0118-3A

8. Signal and spectrum analyzer 10Hz-40GHz 2019/10 2021/10
Rhode and Schwarz FSV40

9. Broadband Horn antenna 18 - 40 GHz 2018/07 2021/07
SCHWARZBECK MESS-ELEKTRONIK BBHA
9170

10. Pre-amplifier, G>30 dB, 18-40 GHz BONN 2019/02 2021/02

ELEKTRONIK BLMA 1840-1M
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Testing verdicts

Not applicable: N/A
Pass: P
Fail: F
Not measured: N/M

Summary

Bluetooth Low Energy 5.0 (2M, 1M).
FCC PART 15 PARAGRAPH/ RSS-247

Requirement — Test case Verdict Remark
Section 15.247 (a) (2) / RSS-247 5.2. (a) 6 dB Bandwidth P
Section 15.247 (b) / RSS-247 5.4. (d) Maximum output power and P
antenna gain
Section 15.247 (d) / RSS-247 5.5. Band-edge emissions p
compliance (Transmitter)
Section 15.247 (e) / RSS-247 5.2. (b) Power spectral density P
Section 15.247 (d) / RSS-247 5.5. Emission limitations
. . P
radiated (Transmitter)
Supplementary information and remarks:
None.
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Appendix A: Test results.

Bluetooth Low Energy 5.0 (2M, 1M)

Report No: (NIE) 66539RRF.002 Page 9 of 51 2021-02-19



DEKRA Testing and Certification, S.A.U.
Parque Tecnoldgico de Andalucia, D E K RA
c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa

C.ILF. A29 507 456

INDEX
TEST CONDITIONS ...ttt ittt ettt b e b e s he e s h e e e a b e okt ekt e ke e ket ek et ehb e e s bt e b e e nb e e sheeshbesabeanbe e beenbeenbeas 11
L@ ToTed U] o1 =T = =T g T 111/ T |1 o TS 14
FCC Section 15.247 (a) (2) / RSS-247 5.2 (&) 6 dB Bandwidth. ..........ccceeiiiiiiiiiiiiiii e 18
FCC Section 15.247 (b) / RSS-247 5.4 (d) Maximum output power and antenna gain ..........cccceeeveecvvveeeeeeenn. 22
FCC Section 15.247 (d) / RSS-247 5.5. Band-edge emissions compliance (Transmitter) ...........cccceevviveeennnnne. 26
FCC Section 15.247 (e) / RSS-247 5.2. (b) Power spectral denSity ..........coocviiiiiiiieeiiiiiee e 30
FCC Section 15.247 (d) / RSS-247 5.5. Emission limitations radiated (TranSmitter)............cccceevviieeeiiiieeennnne. 34

Report No: (NIE) 66539RRF.002 Page 10 of 51 2021-02-19



DEKRA Testing and Certification, S.A.U.

Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa
C.I.LF. A29 507 456

TEST CONDITIONS
POWER SUPPLY (V):

V nonimal: 3.8Vdc
Type of Power Supply: Battery.
Type of Antenna: Internal.
Maximum Declared Antenna Gain: -5.20 dBi

TEST FREQUENCIES:

Low Channel: 2402 MHz
Middle Channel: 2440 MHz
High Channel: 2480 MHz

The power value setting used has been: +4 dBm.

CONDUCTED MEASUREMENTS

D DEKRA

The equipment under test was set up in a shielded room and it is connected to the spectrum analyser using a low
loss RF cable. The reading of the spectrum analyser is corrected taking into account the cable loss.

EUT

SPECTRUM
ANALYZER

RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna (bilog antenna for the
range between 30 MHz to 1000 MHz and 1 GHz-17 GHz double ridge horn antenna) is situated at a distance of 3
m and at a distance of 1 m for the frequency range 17 GHz-26 GHz (17 GHz-40 GHz horn antenna).

For radiated emissions in the range 17 GHz-26 GHz that is performed at a distance closer than the specified
distance, an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for

determining compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height
(Bilog antenna and Double ridge horn antenna) was varied from 1 to 4 meters to find the maximum radiated

emission.

Measurements were made in both horizontal and vertical planes of polarization.
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Radiated measurements setup from 30 MHz to 1 GHz:

ANECHOIC CHAMBER
Measuring 360° ioitjlmng
Antenna able
Device Und

‘ ‘ | 3 mdistance Test
I ]

‘ S

AntennaMast
| (Antennaheight variation: 1-4 m)

Spectrum analyser

Shielded Control RoomFor
Radiated Measurements

Radiated measurements setup from 1GHz to 17 GHz:

SSVAVAVAVAVAVA
<
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Radiated measurements setup f > 17 GHz:

VWWWWWVWWWAWWWWWWY

Preamplifier Hom antenna

EUT

\ 3 B
1 m distance

Shielded control room for
radiated measurements

Spectrum
analyser
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RESULTS:

e 2M modulation

Occupied Bandwidth

D DEKRA

Low Channel | Middle Channel | High Channel
2402 MHz 2440 MHz 2480 MHz
99% bandwidth (MHz) 2.1000 2.0700 2.1000
Measurement uncertainty (%) <+ 1.17
Verdict: PASS
- Low Channel:
99 % Bandwidth
0__
-10T
S
o
©
£
<
3
2400 2401 2402 2403 2404
Frequencyin MHz
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- Middle Channel:

D DEKRA

99 % Bandwidth

0__
-10+
£
uq]
©
£
2
O
|
2438 2439 2440 2441 2442
Frequencyin MHz
- High Channel:
99 % Bandwidth
0__
-10+
£
uq]
©
£
2
Q
|

2478 2479

2480 2481 2482

Frequencyin MHz
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e 1M modulation

D DEKRA

Low Channel | Middle Channel | High Channel
2402 MHz 2440 MHz 2480 MHz
99% bandwidth (MHz) 1.0600 1.0600 1.0650
Measurement uncertainty (%) <+ 1.17
Verdict: PASS
- Low Channel:
99 % Bandwidth
0__
-10+
e
[a0]
©
£
E
3
2401 24015 2402 2402,5 2403
Frequencyin MHz
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- Middle Channel:
99 % Bandwidth

Level in dBm

2439 24395 2440 24405 2441
Frequencyin MHz

- High Channel:
99 % Bandwidth

Level in dBm

2479 24795 2480 24805 2481
Frequencyin MHz
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FCC Section 15.247 (a) (2) / RSS-247 5.2 (a) 6 dB Bandwidth.

SPECIFICATION:
The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS:

e 2M modulation

Low Channel | Middle Channel | High Channel
2402 MHz 2440 MHz 2480 MHz
6 dB Spectrum bandwidth (kHz) 1346.53 1504.95 1386.14
Measurement uncertainty (%) <+1.78

Verdict: PASS

- Low Channel:
6 dB Bandwidth

Level in dBm

2400 2401 2402 2403
Frequencyin MHz
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- Middle Channel:
6 dB Bandwidth

Level in dBm

D DEKRA

2438 2439 2440 2441
Frequencyin MHz

- High Channel:
6 dB Bandwidth

] T T

Level in dBm

2442

-\

2478 2479 2480 2481
Frequencyin MHz
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e 1M modulation

D DEKRA

Low Channel | Middle Channel | High Channel
2402 MHz 2440 MHz 2480 MHz
6 dB Spectrum bandwidth (kHz) 772.28 772.28 732.67
Measurement uncertainty (%) <+2.26

Verdict: PASS

- Low Channel:

Level in dBm

6 dB Bandwidth

TN

772.278 kHz

2401 24015
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- Middle Channel:

6 dB Bandwidth

D DEKRA

151
10+
o+ M
£
m -
©
= .10
g
P 4
|
-20A
-30+
2439 24395 2440 24405 2441
Frequencyin MHz
- High Channel:
6 dB Bandwidth
15T
10+
0__ /_\/v_/\_\/—\
£
us)
©
£
<
()
|
2479 24795 2480 2480,5 2481
Frequencyin MHz
2021-02-19
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FCC Section 15.247 (b) / RSS-247 5.4 (d) Maximum output power and antenna gain

SPECIFICATION:
For systems using digital modulation in the 2400-2483.5 MHz band: 1 watt (30 dBm).
The e.i.r.p. shall not exceed 4 W (36 dBm) (Canada).

RESULTS:

The maximum peak conducted output power level in the fundamental emission was measured using the method
according to point 11.9.1.1 "RBW = DTS bandwidth” of ANSI C.63.10-2013.

The EIRP power (dBm) is calculated by adding the declared maximum antenna gain to the measured
conducted power.

Maximum Declared Antenna Gain: -5.20 dBi

e 2M modulation

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Maximum Conducted Power (dBm) 15 2.7 1.9
Maximum EIRP Power (dBm) -3.7 -2.5 -3.3
Measurement uncertainty (dB) <+0.80

The maximum directional gain of the antenna is less than 6 dBi and therefore the maximum output power is not
required to be reduced from the stated values.

Verdict: PASS
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D DEKRA

- Low Channel:
Peak Power
30T
201
% 1
8 107
£ 1
°
g of
-
-10+
2399 2400 2401 2402 2403 2404 2405
Frequencyin MHz
Connector 1 X Peak Connector 1
- Middle Channel:
Peak Power
30T
201
c% 1
B 10T
£ 1
°
g of
-
-101
2437 2438 2439 2440 2441 2442 2443
Frequencyin MHz
Connector 1 X Peak Connector 1
- High Channel:
Peak Power
30T
201
5 1
2 10T
£ 1
2
[}
-

2477 2478 2479 2480 2481

Frequencyin MHz

Peak Connector 1

Connector 1 X
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e 1M modulation

D DEKRA

Measurement uncertainty (dB)

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Maximum Conducted Power (dBm) 15 2.7 1.8
Maximum EIRP Power (dBm) -3.7 -2.5 -3.4
<+0.80

The maximum directional gain of the antenna is less than 6 dBi and therefore the maximum output power is not

required to be reduced from the stated values.

Verdict: PASS
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D DEKRA

- Low Channel:
Peak Power
30T
201
% 1
8 107
£ 1
©
g of
-
-10+
2400,5 2401 24015 2402 2402.5 2403 24035
Frequencyin MHz
Connector 1 X Peak Connector 1
- Middle Channel:
Peak Power
30T
201
c% 1
8 101
£ 1
[
Q
-
2438.5 2439 24395 2440 24405 2441 24415
Frequencyin MHz
Connector 1 X Peak Connector 1
- High Channel:
Peak Power
30T
201
E 1
8 107
£ 1
°
g of
-
-10+
24785 2479 24795 2480 24805 2481 24815

Frequencyin MHz

Connector 1 X Peak Connector 1
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FCC Section 15.247 (d) / RSS-247 5.5. Band-edge emissions compliance (Transmitter)

SPECIFICATION:

In any 100 kHz bandwidths outside the frequency band in which the intentional radiator is operating, the radio
frequency power that is produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz
bandwidth within the band that contains the highest level of the desired power, based on either an RF conducted or
a radiated measurement, provided the transmitter demonstrates compliance with the peak conducted power limits.
If the transmitter complies with the conducted power limits based on the use of RMS averaging over a time interval,
the attenuation required under this paragraph shall be 30 dB instead of 20 dB.

RESULTS:

e 2M modulation

- Low Channel:

Band Edge

-10-

-201

Level in dBm
IS
e

2310 2350 2400 2450 2483,5

Frequencyin MHz

Limit Sum Level X Fail

Measurement uncertainty (dB) <+1.53

Verdict: PASS

Report No: (NIE) 66539RRF.002 Page 26 of 51 2021-02-19



DEKRA Testing and Certification, S.A.U.
Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa

C.ILF. A29 507 456

- High Channel:

-10+
-20-
-30+

-40

Level in dBm

Band Edae

Limit

Verdict: PASS

2440 2460 2480 2500
Frequencyin MHz
Sum Level X Fail
Measurement uncertainty (dB) <+1.53

D DEKRA
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e 1M modulation

- Low Channel:

Band Edage

-20T

Level in dBm
A
nd

D DEKRA

2310 2350 2400 2450 2483,5
Frequencyin MHz
Limit Sum Level X Fail
Measurement uncertainty (dB) <+1.53
Verdict: PASS
2021-02-19
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- High Channel:

Level in dBm

D DEKRA

Band Edae

2400

Limit

Verdict: PASS

2420 2440 2460 2480 2500

Frequencyin MHz

Sum Level X Fail

Measurement uncertainty (dB) <+1.53
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FCC Section 15.247 (e) / RSS-247 5.2. (b) Power spectral density

SPECIFICATION:

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the antenna
shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

RESULTS:

The maximum power spectral density level in the fundamental emission was measured using the method according
to point 11.10.2.” Method PKPSD (peak PSD)” of ANSI C.63.10-2013.

e 2M modulation

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Power Spectral Density (dBm) -8.00 -8.75 -9.60
Measurement uncertainty (dB) <+0.99

Verdict: PASS

- Low Channel:

Peak Power Spectral Density

Level in dBm

2400,5 2401 24015 2402 2402,5 2403 2403,5
Frequencyin MHz

Sum Level ' 2 PSD

Limit
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- Middle Channel:

Peak Power Spectral Density

D DEKRA

Level in dBm

2438,5 2439 2439,5 2440 24405 2441 24415
Frequencyin MHz
Limit Sum Level L 2 PSD
- High Channel:
Peak Power Spectral Density
101
0_..

Level in dBm

Report No: (NIE) 66539RRF.002
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e 1M modulation

D DEKRA

Measurement uncertainty (dB)

Low Channel Middle Channel High Channel
2402 MHz 2440 MHz 2480 MHz
Power Spectral Density (dBm) -6.75 -6.07 -6.83
<+0.99

Verdict: PASS

Peak Power Spectral Density

- Low Channel:

101
0_..

=

m

©

£

2

[}

|

2401,25 2401.4 2401.6

Limit

Report No: (NIE) 66539RRF.002
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- Middle Channel:

D DEKRA

Peak Power Spectral Density

101
e
os)
©
£
2
[}
-
243925 24394 2439,6 2439.,8 2440 2440,2 2440,4 2440,6 244075
Frequencyin MHz
Limit Sum Level L 2 PSD
- High Channel:
Peak Power Spectral Density
101
0_..
e
os]
©
£
2
[}
-

2479,25 24794 2479,6 2479.8 2480 2480,2 2480.,4 2480,6 2480,75
Frequencyin MHz
Limit Sum Level L 2 PSD
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D DEKRA

FCC Section 15.247 (d) / RSS-247 5.5. Emission limitations radiated (Transmitter)

SPECIFICATION:

Radiated emissions which fall in the restricted bands, as defined in Section 15.205(a), must also comply with the
radiated emission limits specified in Section 15.209(a) (see Section 15.205(c)/RSS-Gen):

Frequency Range Field strength (uV/m) Field strength Measurement
(MHz) (dBuv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 - 88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 10000 500 54 3

The emission limits shown in the above table are based on measurements employing CISPR quasi-peak detector
except for the frequency bands 9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these
three bands are based on measurements employing an average detector.

For average radiated emission measurements above 1000 MHz, there is also a limit corresponding to 20 dB above
the indicated values in the table is specified when measuring with peak detector function.

RSS-247: Attenuation below the general field strength limits specified in RSS-Gen is not required.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and
the antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-17
GHz and at distance of 1m for the frequency range 17 GHz-26 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.
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Frequency range 30 MHz - 1 GHz:

e 2M modulation

D DEKRA

- LOW CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Spurious Emission Level o Measurement
Fr?quer;cy (dBuV/m) Polarization Detector Uncertainty (dB)
MHz
60.7330 8.40 H Quasi Peak <+5.17
62.8670 6.70 \Y Quasi Peak <+5.17

- MIDDLE CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Fsrgulrjlgrli Emission Level Polarization Detector Measurement
quency | depvim) Uncertainty (dB)
(MHz)
54.2020 3.70 \% Quasi Peak <+5.17

- HIGH CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Spurious Emission Level . Measurement
Fr?quer;cy (dBuV/m) Polarization Detector Uncertainty (dB)
MHz
53.2320 5.70 \Y Quasi Peak <+5.17
56.4970 9.50 H Quasi Peak <+5.17

e 1M modulation

No spurious frequencies detected at less than 20 dB below the limit.

Verdict: PASS
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Frequency range 1 - 26 GHz:

The results in the next tables show the maximum measured levels in the 1-26 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz.

Spurious frequencies with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average
detector for checking compliance with the average limit.

e 2M modulation

- LOW CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Spurious | £ission Level o Measurement
Fr((aquer;cy (dByV/m) Polarization Detector Uncertainty (dB)
GHz
7.2056 50.12 H Peak <+5.13

- MIDDLE CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Fsrg qujlgrlljs Emission Level Polarization Detector etk
quency | (dBuvim) Uncertainty (dB)
(GHz)
7.3197 49.07 H Peak <+5.13

- HIGH CHANNEL. Spurious frequencies detected at less than 20 dB below the limit:

Spurious o
Emission Level o Measurement
Frequency (dBuV/m) Polarization Detector Uncertainty (dB)
(GHz2)
7.4399 48.07 H Peak <+5.13
Measurement Uncertainty (dB): 1-3 GHz <+4.11

3-17 GHz <+5.13
17-26 GHz <+4.81

e 1M modulation

No spurious frequencies detected at less than 20 dB below the limit.

Verdict: PASS
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FREQUENCY RANGE 30 MHz - 1 GHz:

e 2M modulation

- Low Channel:

Spectrum (X)) by
Ref Level 70,00 dBuY/m © RBW 100 kHz
fo att 0ds SWT 30ms @ VBW 300 kHz Mode Sweep  Input 1 AC
TDF
[@ 1Pk view
60 dapv/m-
50 dev/m

30 depv/m

0 dBpiv/

-10 dBpV/r

-20 dBpv/r

Start 30.0 MHz 30000 pts Sto-p 1.0 GHz

- Middle Channel:

Spectrum @® "E
Ref Level 70.00 dBpv/m ® RBW 100 kHz
jo Att 0de  SWT 30ms @ VBW 300 kHz Mode Sweep Input 1 AC
TOF
|® 1Pk View

60 dBpv/m

50 deuv

30 deyvi

20 dpuvi

0 dBuv/

-10 dByY,

-20 dBpv/m

Start 30.0 MHz 30000 pts Stop 1.0 GHz
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- High Channel:

Spectrum (X ry

Ref Level 70.00 dBpv/m @ RBW 100 kHz

= ALt 0dB  SWT 30 ms & VBW 300 kHz Mode Sweep Input 1 AC
TDF

@ 1Pk View

60 dapvm

50 depv/m:

30 depv/m:

0 dBv/rr

-10 dBpv/m

-20 dBpv/m

Start 30.0 MHz 30000 pts Stop 1.0 GHz

e 1M modulation

Spectrum o
Ref Level 70,00 dop/m = RBW 100 k17

- ALt 0de SWT 30 ms @ VBW 300 kHz Mode Sweep Input 1 AC
TOF

@ 1Pk View

60 dBuv/m

S50 dBpv/m

Fcc 15

30 dBpv/m

20 dBpv/m

dBuv/m:

0 dBuv/m

-10 dBuv/m

-20 dBuv/m

Start 30.0 MHz 30000 pts

Stop 1.0 GHz

This plot is valid for the Low, Middle and High Channels.
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FREQUENCY RANGE 1 - 3 GHz:

e 2M modulation

- Low Channel:
Spectrum ?
Ref Level 90.00 dBpv/m @ RBW 1 MHz
lo Att 0dB @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF
@ 1Pk View@2av View
30 dey
D1 74.000 dBuv/m
70 dBpv/m
60 dBpv/m
N . L ———
M
30 dey
20 depv/m
10 dBpV/r
0 dBp!
Start 1.0 GHz 30000 pts Stop 3.0 GHz

The peak above the limit is the carrier frequency.

- Middle Channel:
Spectrum l [u;:]

Ref Level 90.00 dBpv/m & RBW 1 MHz
fo Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dep

D1 74.000 dBpv/m

70 dBpv/m

60 dBy

D2 54.000 dBuv/m;

; sl P e oA

. °

WW

30 dep

20 dBy

10 dBpv/m

0 dBpv/m

Start 1.0 GHz 30000 pts Stop 3.0 GHz

The peak above the limit is the carrier frequency.
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- High Channel:
Spectrum

alaga - Espafa

Ref Level 90.00 dBpv/m @ RB'

TDF

W 1 MHz

o Att 0de @ SWT 15 @ VBW 3MHz Mode Auto Sweep

@ 1Pk View @24y View

30 dBy

D1 74.000 dBuV/m

70 dBpv/m

60 dBpv/m:

D2 54.000 dBpiv/m

j L o o Loy g

et

-

30 dep

20 dBpv/m:

10 dep!

0 dBpV/m:

Start 1.0 GHz

30000 pts

Stop 3.0 GHz

e 1M modulation

- Low Channel:

Spectrum

The peak above the limit is the carrier frequency.

Ref Level 90.00 dBuv/m @ RBW 1 MHz
Att 0dB @ SWT 1s @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View@2Av View

30 depv/

D2 74.000 dBpv/m

70 depv/m:

60 dBpv/i

D1 54.000 dB, \) m;

% aBuV/m

30 dBpv/r

20 dBuV/r

10 dBpV/!

0 dBpV/r

Start 1.0 GHz

30000 pts

Stop 3.0 GHz

The peak above the limit is the carrier frequency.
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- Middle Channel:
Spectrum

D DEKRA

Ref Level 90.00 dBpY/m

TDF

@ RBW 1 MHz

Att 0de @ SWT 15 @ VBW 3MHz Mode Auto Sweep

@ 1Pk View @24v View

80 dBpv/m

70 dep!

D2 74.000 dBpV/m

60 dBy

D1 54.000 dBuV/my

Gab

i

e

30 dBy

20 dep

10 dBpv/m:

0 dBy

Start 1.0 GHz

30000 pts

Stop 3.0 GHz

- High Channel:
Spectrum

The peak above the limit is the carrier frequency.

Ref Level 90.00 dBpy/m

TDF

@ RBW 1 MHz

Att 0de @ SWT 15 @ YBW 3MHz Mode Auto Sweep

@ 1Pk View @24y View

80 depv/m

70 dBy

D2 74.000 dBpv/m

60 dBy

D1 54.000 dBuV/m

"

i

a e o

30 dBpv/m

20 dey

10 dBpv/m

0 dey

Start 1.0 GHz

30000 pts

Stop 3.0 GHz

The peak above the limit is the carrier frequency.
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FREQUENCY RANGE 3 - 17 GHz:

e 2M modulation

- Low Channel:
Spectrum [T]
Ref Level 90.00 dBpv/m @ RBW 1 MHz
o Att 0de @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF

@ 1Pk View@24v View

80 dBLv/m
D1 74.000 dBuV/m
70 dBpv/m
60 dBpv/m
D2 54.000 dBLV/m
S0 depv/

5 3V i L e o ‘wﬁnﬁ
A sl R
MWWW‘”

20 depvy

10 dBpv/m

0 depv/m

Start 3.0 GHz 30000 pts Stop 17.0 GHz

- Middle Channel:
Spectrum @

Ref Level 90.00 dBuv/m @ RBW 1 MHz
o Att 0dB @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View@24v View

30 dey

D1 74.000 dBuV/m

70 dBpV/m

60 dBpv/m:

20 dBpv/m:

10 dey

0 dB!

Start 3.0 GHz 30000 pts Stop 17.0 GHz
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- High Channel:
Spectrum

D DEKRA

Ref Level 90,00 dBpY/m

TDF

@ RBW 1 MHz

o Att 0dB @ SWT 15 @ VBW 3 MHz Mode Auto Sweep

@ 1Pk View @2Av View

80 dBy

D1 74.000 dBpv/m

70 dBpv/m:

60 dBy

D2 54.000 dBpv/m

20 depv/m

10 dBy

0.dy

Start 3.0 GHz

30000 pts

Stop 17.0 GHz

e 1M modulation

- Low Channel:

Spectrum

Ref Level 90.00 dBpY/m
Att 0de @ SWT 15
TDF

@ RBW 1 MHz
@ VBW 3 MHz Mode Auto Sweep

@ 1Pk View @24y View

80 dBy

70 dBp!

D2 74.000 dBpv/m

0 dey

D1 54.000 dBpv/m

S0 dBpv/m:

20 dey

10 dBy

0 dBpV/m:

Start 3.0 GHz

30000 pts

Stop 17.0 GHz
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- Middle Channel:
Spectrum [%]

Ref Level 90.00 dBpy/m @ RBW 1 MHz
Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dBpv/m

D2 74.000 dBuV/mr

70 dBp!

60 dey

D1 54.000 dBuV/nr

20 dey

10 dBpv/m:

0 dBp!

Start 3.0 GHz 30000 pts Stop 17.0 GHz

- High Channel:
Spectrum @

Ref Level 90.00 dBpV/m @ RBW 1 MHz
Att 0dB @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24Av View

0 dBy

D2 74.000 dBpv/m

70 dBpv/m:

60 dep

D1 54.000 dBpv/m

30 dBy!
W o

20 dBy!

10 dey!

0 dBy!

Start 3.0 GHz 30000 pts Stop 17.0 GHz
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FREQUENCY RANGE 17 - 26 GHz:

e 2M modulation

The spurious frequencies detected do not depend on the operating channel.

Spectrum

oo
A
Ref Level 90.00 depv/m @ RBW 1 MHz

o Att 0de @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dBpv/m:

D1 74.000 dBpv/m

70 dey

60 dBept

-D2 54.000 dBuv/m-
50 dey

20 dBpv/m:

10 dByt

0 deys

Start 17.0 GHz 30000 pts

Stop 26.0 GHz

This plot is valid for the Low, Middle and High Channels.

e 1M modulation

The spurious frequencies detected do not depend on the operating channel.

Spectrum “}

Ref Level 80.00 dBpv/m @ RBW 1 MHz

Att 0dB @ SWT 15 @ VBW 3 MHz Mode Sweep
TDF

@ 1Pk View @24y View

D1 74.000 dBpv/m

70 dByt

60 depv/m:

D2 54.000 dBuv/m

50 dBun

20 dBpv/

10 dBpvi/

0dey

-10 dBp!

Start 17.0 GHz 30000 pts Stop 26.0 GHz

This plot is valid for the Low, Middle and High Channels.
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FREQUENCY RANGE 2.31-2.39 GHz:
e 2M modulation

- Low Channel:

Spectrum

D DEKRA

Ref Level 90.00 dBpY/m ® RBW 1 MHz
Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

30 dey

D2 74.000 dBuV/m

70 dBLv/m

io dBpv/m

D1 54.000 dBuV/nr

50 dey

RTTTRoN a— deas "

| TS

40 dBpv/m

30 dey

20 dBpv/m

10 dBy

0 dBp!

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

- Middle Channel:
Spectrum

(7

Ref Level 90.00 dBpY/m @ RBW 1 MHz
Att 0de @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dBy

D2 74.000 dBpv/m

70 dBpv/m

80 depv/m

D1 54.000 dBpv/m

SO dBpv/m
™ n ™ . ad " o

40 dey

30 dBpv/m

20 dey

10 dBy

0 depv/m

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

Report No: (NIE) 66539RRF.002

Page 46 of 51

2021-02-19



DEKRA Testing and Certification, S.A.U.

Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa
C.I.LF. A29 507 456

- High Channel:
Spectrum

D DEKRA

Ref Level 90.00 dBuv/m @ RBW 1 MHz
Att 0dB @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24Av View

80 dBpv/m

D2 74.000 dBpv/m

70 dBpv/

60 dBpv/

e L e P S ey

D1 54.000 dBpv/m: |

50 dBpv/m

Lo

40 dBpv/

30 dBpv/

20 dBpV/

10 dBv/

0 dBpv/m

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

e 1M modulation

- Low Channel:
Spectrum "X
Ref Level 90.00 dBpY/m ® RBW 1 MHz
Att 0dE @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

30 dey

D2 74.000 dBuvV/m:

70 dBpv/m

60 dBpv/m:

P T L A e e A e |

D1 54.000 dBuV/nr

50 dey

Ll

40 dBpv/m

30 dey

20 dBpv/m

10 dBy

0 dB!

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

Report No: (NIE) 66539RRF.002

Page 47 of 51

2021-02-19



DEKRA Testing and Certification, S.A.U.
Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa

C.ILF. A29 507 456

- Middle Channel:
Spectrum

D DEKRA

Ref Level 90.00 dBpY/m
Att
TDF

@ RBW 1 MHz
0de @ SWT 15 @ VBW 3 MHz

Mode Auto Sweep

@ 1Pk View @24v View

80 dBpv/m

D2 74.000 dBpV/m

70 dep!

60 dBy

D1 54.000 dBuv/mr

s G b e i 1

ot e i e ek it

P P RPN TE TP R Py PPLPHTYY

50 dey

40 dBy

30 dBy

20 dep

10 dBy!

0 dBy

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

- High Channel:
Spectrum

Ref Level 90.00 dBpY/m
Att
TDF

@ RBW 1 MHz
0de @ SWT 15 @ VBW 3 MHz

Mode Auto Sweep

@ 1Pk View @24y View

80 dBpv/m

D2 74.000 dBpv/m

70 dBp!

D1 54.000 dBpV/nr

50 dBpv/m
i — v

40 dBy

30 dBy

20 dey

10 dBpv/m

0 dey

Start 2.31 GHz

30000 pts

Stop 2.39 GHz

Report No: (NIE) 66539RRF.002

Page 48 of 51

2021-02-19



DEKRA Testing and Certification, S.A.U.

Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa
C.I.LF. A29 507 456

FREQUENCY RANGE 2.4835-2.5 GHz:

e 2M modulation

D DEKRA

- Low Channel:
Spectrum “g‘
Ref Level 90.00 dBpv/m @ RBW 1 MHz
Att 0dB @ SWT 15 @ VBW 3MHz Mode Auto Sweep
TDF

@ 1Pk View@2Av View

30 dBy

D2 74.000 dBpvfm:

70 depv/m

60 dBy!

D1 54.000 depv/m

T SO R N S ST S O O S S SN A T SR

S0 deys

o o " "

a

- L

40 dey

30 dBy

20 dy

10 dBy

0 dBy

Start 2.4835 GHz

30000 pts

Stop 2.5 GHz

- Middle Channel:
Spectrum

(7

Ref Level 90.00 dBpv/m @ RBW 1 MHz
Att 0dB @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TOF

@ 1Pk View @24y View

80 dBy

D2 74.000 dBpV/mr

70 dBpv/m:

60 dBy

Fssesatsnsibugsidhesibd ot PN R TS b s o)

D1 54.000 depv/nr I

50 dBy

L , o J

40 dBy

30 dep!

20 depv/m

10 dep!

Start 2.4835 GHz

30000 pts

Stop 2.5 GHz

Report No: (NIE) 66539RRF.002

Page 49 of 51

2021-02-19



DEKRA Testing and Certification, S.A.U.

Parque Tecnoldgico de Andalucia,

c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa
C.I.LF. A29 507 456

- High Channel:
Spectrum

D DEKRA

Ref Level 90.00 depv/m @ RBW 1 MHz
Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dBpv/m

D2 74.000 dBuV/mr

70 dBp!

60 dey

D1 54.000 dBpv/m

S0 dBpv/m:

———

40 dBpv/m

30 dey

20 dey

10 dBpv/m:

0 dBp!

Start 2.4835 GHz

30000 pts

Stop 2.5 GHz

e 1M modulation

- Low Channel:

Spectrum [‘Z"]
Ref Level 90.00 dBpY/m @ RBW 1 MHz

Att 0cdB @ SWT 15 @ VBW 3MHz Mode Auto Sweep

TDF

@ 1Pk View @24v View

80 dey

D2 74.000 dBuV/m

70 dep!

D1 54.000 dBuv/mr

50 dBy

sl R T iR SN e

40 dBpv/m

30 dBy

20 dey

10 dBy!

0 dBy

Start 2.4835 GHz

30000 pts

Stop 2.5 GHz

Report No: (NIE) 66539RRF.002

Page 50 of 51

2021-02-19



DEKRA Testing and Certification, S.A.U.

Parque Tecnoldgico de Andalucia, D E K R A
c/ Severo Ochoa n° 2 - 29590 Campanillas - Mélaga - Espafa

C.ILF. A29 507 456

- Middle Channel:
Spectrum @

Ref Level 90.00 dBpy/m ® RBW 1 MHz

Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24v View

80 depv/m

D2 74.000 dBpv/m

70 dBp!

60 dBy

s ol St e e S e BN St

D1 54.000 dBuv/m |
S0 dep

mwmm L LN W ST S N R L P S e e e et

40 dBy

30 dBpv/m

20 dey

10 dBy

0 depv/m

Start 2.4835 GHz

30000 pts Stop 2.5 GHz

- High Channel:
Spectrum @

Ref Level 90.00 dBpY/m @ RBW 1 MHz
Att 0de @ SWT 15 @ VBW 3 MHz Mode Auto Sweep
TDF

@ 1Pk View @24y View

80 dBy!

D2 74.000 dBpv/m

70 dBp

D1 54.000 dBuv/nr

40 dBy

30 dep

20 dBy!

10 dey!

0 dBy!

Start 2.4835 GHz 30000 pts

Stop 2.5 GHz

Report No: (NIE) 66539RRF.002 Page 51 of 51 2021-02-19



		2021-02-19T13:51:42+0100
	74841983Y JOSE CARLOS LUQUE (C:A29507456)




