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1. GENERAL INFORMATION

1.1 Notes of the test report

The test report may only be reproduced or published in full. Reproduction or publication of extracts
from the report requires the prior written permission of The State Radio_monitoring_center Testing
Center (SRTC). The test results relate only to individual items of the samples which have been tested.
The certification and accreditation identifiers used in this report shall not be applicable to the tested
or calibrated samples thereof. The manufacturer shall not mark the tested samples or items (or a
separate part of the item) with the identifiers of certification and accreditation to mislead relevant
parties about the tested samples or items.

1.2 Information about the testing laboratory

Company: The State Radio_monitoring center Testing Center (SRTC)
Address: 15th Building, No.30 Shixing Street, Shijingshan District, P.R.China
City: Beijing

Country or Region: P.R.China

Contacted person: Liu Jia

Tel: +86 10 57996183

Fax: +86 10 57996388

Email: livjiaf@srtc.org.cn

Designation Number: | CN1267

Registration number: | 239125

1.3 Applicant’s details

Company:

Hisense Communication Co., Ltd.

Address:

Hisense Infor. Industrial Park Economic Technology Dev. District,
Qingdao, China

1.4 Manufacturer’s details

Company: Hisense Communication Co., Ltd.
: Hisense Infor. Industrial Park Economic Technology Dev. District,
Address: . .
Qingdao, China
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1.5 Test Environment

Date of Receipt of test sample at SRTC: 2022-01-14

Testing Start Date: 2022-01-17

Testing End Date: 2022-01-20
Environmental Data: Temperature (°C) Humidity (%)
Ambient: 25 40
Maximum Extreme: 70 -
Minimum Extreme: -10 -
Normal Supply Voltage (V d.c.): 3.3

Maximum Extreme Supply Voltage (V d.c.): 3.6

Minimum Extreme Supply Voltage (V d.c.): 3.0
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2 DESCRIPTION OF THE DEVICE UNDER TEST

2.1Final Equipment Build Status

Frequency Band:

2.412GHz~2.462GHz

Number of Channel For 20MHz: 11
Number of Channel For 40MHz: 7

802.11b
Modulation Type: 802.11g

802.11n (HT20/HT40)

Power Supply: Charger
Software Revision: NA
Hardware Revision: V1.00
SN: 1CN1100066
Antenna type: Refer to Note

Antenna connector:

Refer to Note

Note: Antenna requirement (FCC part 15.203)

An intentional radiator antenna shall be designed to ensure that no antenna other than that
furnished by the responsible party can be used with the device. The use of a permanently
attached antenna or of an antenna that uses a unique coupling to the intentional radiator
shall be considered sufficient to comply with the provisions of this section.

*The antenna(s) of the EUT are permanently attached.
*There are no provisions for connection to an external antenna.
Note: The antenna provides to the EUT, please refer to the following table:

: Frequency band Connecter
Brand | Model Antenna gain (GHz) Antenna type Type
NA | NA | Ant0:372dBi | 2.4GHz~2.4835GHz | an ipex pull-out N/A
antenna
NA | NA | Ant1:372dBi | 2.4GHz~2.4835GHz | an ipex pull-out N/A

antenna

The antenna gain is provided by the customer and involved in the calculation and influence of the
test results. Our laboratory takes the value declared by the customer as the criterion, and the
customer is responsible for the antenna gain value. Manufacturers ensure that their designs will not
be modified by the user or third party’s arbitrary antenna parameters and performance.

Note: 802.11b/g cannot transmit at the same time. 802.11n MIMO is uncorrelated signal, Directional
Gain is not a common character in 802.11n simultaneous transmitting modes.

11n MIMO DG=3.72dBi

The State Radio_monitoring_center Testing Center (SRTC) page 4 of 5
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d)  Uneqgual antenna gains, with equal transmif powers. For antenna gains given by Gy, Go, ..., Gn dB1

(1) If transmit signals are correlared. then
Directional gain = 10 log[(10% ** + 1097 + | + 10%"*% /N xx7] dBi [Note the “207s in
the denominator of each exponent and the square of the sum of terms: the object is to
combine the signal levels coherently. ]

(i) Ifall rransmit signals are complefely nncorvelated, then
Directional gain = 10 log[(10% " + 109" + .., + 109"V N 7] dBi

2.2 Description of Test Modes
11 channels are provided to this EUT:

CHANNEL FREQ. (MHz) CHANNEL FREQ. (MHz)
1 2412 7 2442
2 2417 8 2447
3 2422 9 2452
4 2427 10 2457
5 2432 11 2462
6 2437

2.2.1 Test Mode Applicability and Tested Channel Detail

EUT CONFIGURE APPLICABLE TO DESCRIPTION
MODE RE=21G RE<1G PLC APCM -

. v v v v .

Where

RE = 1G: Radiated Emission above 1GHz
RE<1G: Radiated Emission below 1GHz

PLC: Power Line Conducted Emission

APCM: Antenna Port Conducted Measurement

Radiated Emission Test (Above 1GHz):
Pre-Scan has been conducted to determine the worst-case mode from all possible
combinations between available modulations, data rates and antenna ports (if EUT with

antenna diversity architecture).

Following channel(s) was (were) selected for the final test as listed below.

AVAILABLE MODULATION TYPE | DATA RATE (Mbps
CHANNEL TESTED CHANNEL (Mbps)
1/6/11 For HT20 1,6, 6.5,13.5
1to 11 3/6/9 For HT40 DBPSK/BPSK 8.6,17.2
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Radiated Emission Test (Below 1GHz):

Pre-Scan has been conducted to determine the worst-case mode from all possible
combinations between available modulations, data rates and antenna ports (if EUT with
antenna diversity architecture).

Following channel(s) was (were) selected for the final test as listed below.

AVAILABLE MODULATION TYPE | DATA RATE (Mbps
CHANNEL TESTED CHANNEL (Mbps)
1/6/11 For HT20 1,6,6.5,13.5
110 11 3/6/9 For HT40 DBPSK/BPSK 8.6.17.2

Power Line Conducted Emission Test:

Pre-Scan has been conducted to determine the worst-case mode from all possible
combinations between available modulations, data rates and antenna ports (if EUT with
antenna diversity architecture).

Following channel(s) was (were) selected for the final test as listed below.

AVAILABLE
CHANNEL TESTED CHANNEL | MODULATION TYPE | DATA RATE (Mbps)
1t0 11 6 DBPSK 1

Antenna Port Conducted Measurement:
This item includes all test value of each mode, but only includes spectrum plot of worst value

of each mode.

Pre-Scan has been conducted to determine the worst-case mode from all possible
combinations between available modulations, data rates and antenna ports (if EUT with
antenna diversity architecture).

Following channel(s) was (were) selected for the final test as listed below.

AVAILABLE MODULATION TYPE | DATA RATE (Mbps
CHANNEL TESTED CHANNEL (Mbps)
1/6/11 For HT20 1,6,6.5,13.5
110 11 3/6/9 For HT40 DBPSK/BPSK 8.6.17.2

2.3 EUT Operating conditions
The software provided by client to enable the EUT under transmission condition
continuously at lowest, middle and highest channel frequencies individually.

2.4 Support Equipment
The following support equipment was used to exercise the DUT during testing:
N/A

The State Radio_monitoring_center Testing Center (SRTC) page 6 of 7
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3 REFERENCE SPECIFICATION

Specification Version Title
FCC part15 : .
Subpart C 2020 Intentional radiators
ANS| C63.10 2013 Stapdard of Procedures fpr Compliance Testing of
Unlicensed Wireless Devices
Guidance for compliance measurements on Digital
KDB 558074D01 April 2, | transmission system, frequency hopping spread spectrum
VO5R02 2019 system, and hybrid system devices operating under section

15.247 of the FCC rules

4 KEY TO NOTES AND RESULT CODES

Code

Meaning

PASS | Test result shows that the requirements of the relevant specification have been met.

FAIL
met.

Test result shows that the requirements of the relevant specification have not been

N/T | Test case is not tested.
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5 RESULT SUMMARY

No. Test case Reference Verdict
1 Transmitter Output Power 15.247(b)(3) Pass
2 6dB Bandwidth 15.247(a)(2) Pass
3 | Transmitter Power Spectral Density 15.247(e) Pass
4 Conducted Out of band emission 15.247(d) Pass
measurement
5 Band Edge 15.247(d) Pass
6 Spurious Radiated Emissions 15.205/15.209 Pass
7 | AC Power line Conducted Emission 15.207 Pass
8 Antenna requirement 15.203 Pass(ref§r1t;> section
This Test Report Is Issued by: Checked by:
Mr. Peng Zhen Mr. Li Bin i (
3 A
Tested by: Issued date:
Mr. Liu Ce
20220125
e l
)( ANS
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6 TEST RESULT

6.1 Peak Power Output

6.2.1 Test limit
Part15.247 (b) (3)
The maximum permissible conducted output power is 1 Watt.

6.2.2 Test Procedure Used

ANSI| C63.10-2013 — Section 11.9.1.3
ANSI C63.10-2013 — Section 11.9.2.3.2
KDB 558074 D01 v05r02 — Section 8.3.1.3

6.2.3 Test Settings

Peak Power Measurement

The maximum peak conducted output power may be measured using a broadband peak RF
power meter. The power meter shall have a video bandwidth that is greater than or equal to
the DTS bandwidth and shall utilize a fast-responding diode detector.

Average Power Measurement

Average power measurements were performed only when the EUT was transmitting at its
maximum power control level using a broadband power meter with a pulse sensor. The
power meter implemented triggering and gating capabilities which were set up such that
power measurements were recorded only during the ON time of the transmitter. The trace
was averaged over 100 traces to obtain the final measured average power.

6.2.4 Test Setup
The EUT and measurement equipment were set up as shown in the diagram below.

RF output
EUT Power Meter

6.2.5 Test result
The test results are shown in Appendix A.

The State Radio_monitoring_center Testing Center (SRTC) page 9 of 10
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6.2 6dB Bandwidth

6.1.1 Test limit
Part15.247 (a) (2)
The minimum permissible 6dB bandwidth is 500 kHz

6.1.2 Test Procedure Used
ANSI C63.10-2013 — Section 11.8.2 Option 2
KDB 558074 D01 v05r02 — Section 8.2

6.1.3 Test Settings

1. The signal analyzers’ automatic bandwidth measurement capability of the spectrum
analyzer was used to perform the 6dB bandwidth measurement. The “X” dB bandwidth
parameter was set to X = 6. The bandwidth measurement was not influenced by any
intermediate power nulls in the fundamental emission.

2. RBW =100 kHz

3. VBW = 3 x RBW

4. Detector = Peak

5. Trace mode = max hold

6. Sweep = auto couple

7. The trace was allowed to stabilize

6.1.4 Test Setup
The EUT and measurement equipment were set up as shown in the diagram below.

RF output
EUT Spectrum Analyzer

6.1.5 Test result
The test results are shown in Appendix A.
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6.3 Transmitter Power Spectral Density

6.3.1 Test limit
Part15.247 (e)
The maximum permissible power spectral density is 8.0dBm in any 3 kHz band.

6.3.2 Test Procedure Used
ANSI C63.10-2013 — Section 11.10.2 Method PKPSD
KDB 558074 D01 v05r02 — Section 8.4

6.3.3 Test Settings

. Analyzer was set to the center frequency of the DTS channel under investigation
. Span = 1.5 times the DTS channel bandwidth

. RBW =3 kHz

. VBW =10 kHz

. Detector = peak

. Sweep time = auto couple

. Trace mode = max hold

. Trace was allowed to stabilize

ONOO O PR WN -

6.3.4 Test Setup
The EUT and measurement equipment were set up as shown in the diagram below.

RF output
EUT Spectrum Analyzer

6.3.5 Test result
The test results are shown in Appendix A.
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6.4 Conducted Out of band emission measurement

6.4.1 Test limit

Part 15.247(d): The limit for out-of-band spurious emissions at the band edge is 20dB below
the fundamental emission level, as determined from the in-band power measurement of the
DTS channel performed in a 100 kHz bandwidth.

6.4.2 Test Procedure Used
ANSI C63.10-2013 — Section 11.11.3
KDB 558074 D01 v05r02 — Section 8.5

6.4.3 Reference level measurement Settings
Establish a reference level by using the following procedure:
a) Set instrument center frequency to DTS channel center frequency.

g) Trace mode = max hold.
h) Allow trace to fully stabilize.
i) Use the peak marker function to determine the maximum PSD level.

6.4.4 Test Settings

a) Set the center frequency and span to encompass frequency range to be measured.
b) Set the RBW = 100 kHz.

c) Set the VBW = 300 kHz.
d)
e)
f

g) Trace mode = max hold.
h) Allow trace to fully stabilize.
i) Use the peak marker function to determine the maximum amplitude level.

6.4.5 Test Setup
The EUT and measurement equipment were set up as shown in the diagram below.
RF output
EUT Spectrum Analyzer

6.4.6 Test result

The spectrum plots are attached on the following pages. D1 line indicates the highest level,
and D2 line indicates the 20dB offset below D1. It shows compliance with the requirement.
The test results are shown in Appendix A.
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6.5 Band-edge measurement

6.5.1 Test limit

Part 15.247(d): The limit for out-of-band spurious emissions at the band edge is 20dB below
the fundamental emission level, as determined from the in-band power measurement of the
DTS channel performed in a 100 kHz bandwidth.

6.5.2 Test Procedure Used
ANSI| C63.10-2013 — Section 11.11.3
KDB 558074 D01 v05r02 — Section 8.7.2

6.5.3 Reference level measurement Settings
Establish a reference level by using the following procedure:
a) Set instrument center frequency to DTS channel center frequency.

g) Trace mode = max hold.
h) Allow trace to fully stabilize.
Use the peak marker function to determine the maximum PSD level.

~—"

6.5.4 Test Settings

a) Set the center frequency and span to encompass frequency range to be measured.
b) Set the RBW = 100 kHz.

c) Set the VBW = 300 kHz.
d)
e)
f

g) Trace mode = max hold.
h) Allow trace to fully stabilize.
i) Use the peak marker function to determine the maximum amplitude level.

6.5.5 Test Setup
The EUT and measurement equipment were set up as shown in the diagram below.
RF output
EUT Spectrum Analyzer

6.5.6 Test result

The spectrum plots are attached on the following pages. D1 line indicates the highest level,
and D2 line indicates the 20dB offset below D1. It shows compliance with the requirement.
The test results are shown in Appendix A.
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6.6 Spurious Radiated Emissions

6.6.1 Test Description

All out of band radiated spurious emissions are measured with a spectrum analyzer
connected to a receive antenna while the EUT is operating at maximum power and at the
appropriate frequencies. Only the radiated emissions of the configuration that produced the
worst case emissions are reported in this section.

6.6.2 Test limit

Part15.205, 15.209, 15.247(d)

All out of band emissions appearing in a restricted band as specified in Section 15.205 of the
Title 47 CFR must not exceed the limits shown in below Table per Section 15.209. The
spectrum shall be investigated from the lowest radio frequency signal generated in the
device

Field strength Measured Distance
Frequency [MHZz] [ uV/m ]g [meters]

0.009~0.490 2400/F(kHz) 300
0.490~1.705 24000/F(kHz) 30
1.705~30.0 30 30
30~—88 100 3
88~216 150 3
216~960 200 3
Above 960 500 3

Radiated Limits
Part15.35(b):
There is also a limit on the radio frequency emissions, as measured using instrumentation
with a peak detector function, corresponding to 20 dB above the maximum permitted
average limit
Used conversion factor: Limit (dBuV/m) = 20 log (Limit (uV/m)/1pV/m)

Frequency [MHZ] Detector Unit (dBuV/m)
30~88 Quasi-peak 40.0
88~216 Quasi-peak 43.5
216~960 Quasi-peak 46.0
960~1000 Quasi-peak 54.0
1000~5th harmonic of the highest frequency Average 54.0
or 40GHz, whichever is lower Peak 74.0

Conversion Radiated limits
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6.6.3 Test Procedure Used
ANSI C63.10-2013

For Radiated emission below 30MHz

a. The EUT was placed on the top of a rotating table 0.8 meters above the ground at
chamber room. The table was rotated 360 degrees to determine the position of the highest
radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was
mounted on the top of a variable-height antenna tower.

c. Both X and Y axes of the antenna are set to make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and the rotatable
table was turned from 0 degrees to 360 degrees to find the maximum reading.

e. The test-receiver system was set to Quasi-Peak Detect Function and recorded the
reading with Maximum Hold Mode.

NOTE:
1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer
complied the following setting:

Frequency RBW
9-150kHz 200-300Hz
0.15-30MHz 9-10kHz

2. Signals below 30MHz are not recorded in the report because they are lower than the limits
by more than 20dB.

For Radiated emission above 30MHz

a. The EUT was placed on the top of a rotating table 0.8 meters (for 30MHz ~ 1GHz) / 1.5
meters (for above 1GHz) above the ground in chamber room for test. The table was rotated
360 degrees to determine the position of the highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was
mounted on the top of a variable-height antenna tower.

c. The height of antenna is varied from one meter to four meters above the ground to
determine the maximum value of the field strength. Both horizontal and vertical polarizations
of the antenna are set to make the measurement.

d. For each suspected emission, the EUT was arranged to its worst case and then the
antenna was tuned to heights from 1 meter to 4 meters and the rotatable table was turned
from 0 degrees to 360 degrees to find the maximum reading.

e. The test-receiver system was set to quasi-peak detect function and recorded the reading
with Maximum Hold Mode when the test frequency is below 1 GHz.

f. The test-receiver system was set to peak and average detector and recorded the reading
with Maximum Hold Mode when the test frequency is above 1 GHz. If the peak reading value
also meets average limit, measurement with the average detector is unnecessary.
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Tel: 86-10-57996183
Fax: 86-10-57996388 V3.0.0



No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

SRTC

e T e Y

For the radiated emission test above 1GHz:

Place the measurement antenna away from each area of the EUT determined to be a source
of emissions at the specified measurement distance, while keeping the measurement
antenna aimed at the source of emissions at each frequency of significant emissions, with
polarization oriented for maximum response. The measurement antenna may have to be
higher or lower than the EUT, depending on the radiation pattern of the emission and staying
aimed at the emission source for receiving the maximum signal. The final measurement
antenna elevation shall be that which maximizes the emissions. The measurement antenna
elevation for maximum emissions shall be restricted to a range of heights of from 1 m to 4 m
above the ground or reference ground plane.

NOTE:

1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120
kHz for Quasi-peak detection (QP) at frequency below 1GHz.

2. The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video
bandwidth is 3 MHz for Peak detection (PK) at frequency above 1GHz.

3. The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video
bandwidth is 3 MHz for Average detection (AV) at frequency above 1GHz. If duty cycle of
test signal is < 98%, the duty factor need added to measured value.

4. All modes of operation were investigated and the worst-case emissions are reported.

6.6.4 Test Settings

Average Field Strength Measurements
Frequency Detector
<1000MHz Quasi-peak
>1000MHz Peak and average

Peak Field Strength Measurements

1. Analyzer center frequency was set to the frequency of the radiated spurious emission of

interest

2. RBW is set depending on measurement frequency, as specified in following table

Frequency RBW

9-150kHz 200-300Hz
0.15-30MHz 9-10kHz
30-1000MHz 100-120kHz

>1000MHz 1MHz

3. VBW = 3MHz

4. Detector = peak

5. Sweep time = auto couple

6. Trace mode = max hold

7. Trace was allowed to stabilize
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6.6.5 Test Setup

For Radiated emission below 30MHz

1m
EUT& 3m /
Support Units |- -—
Turn Table
_ e
80cm
L

Ground Plane

Test Receiver

N

For Radiated emission 30MHz to 1GHz

Ant. Tower

1-4m
Variable
EUT& o 3m - /

Support Units

Turn Table

80cmT
<L

Ground Plane

Test Receiver
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For Radiated emission above 1GHz

Ant. Tower 14m
Variable
EUT& 3m
Support Units - -—]
Turn Table Absorber
—_— /
1500 AV
= !

Ground Plane

Test Receiver

\ —
oo oo
dit © 0 0 o
6.6.6 Test result
The test results are shown in Appendix B.
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6.7 AC Power line Conducted Emission

6.7.1 Test limit
FCC Part15.207

Freq”e”fm‘;)'zm'ss"’” Conducted Limit (dBuV)
Quasi-peak Average
0.15-0.5 66 to 56 * 56 to 46 *
0.5-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency.
The measurement is made according to ANSI C63.10-2013

6.7.2 Test Procedures

a. The EUT was placed 0.4 meters from the conducting wall of the shielded room with EUT
being connected to the power mains through a line impedance stabilization network (LISN).
Other support units were connected to the power mains through another LISN. The two
LISNs provide 50 ohm/ 50uH of coupling impedance for the measuring instrument.

b. Both lines of the power mains connected to the EUT were checked for maximum
conducted interference.

c. The frequency range from 150kHz to 30MHz was searched. Emission levels under (Limit -
20dB) were not recorded.

NOTE: The resolution bandwidth and video bandwidth of test receiver is 9kHz for quasi-peak detection (QP)
and average detection (AV) at frequency 0.15MHz-30MHz.
The EUT shall test under the power AC120V/240V/60Hz.
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6.7.3 Test Setup

FCC ID: SARMWH515S

/ Vertical Ground
Reference Plane / Test Receiver

40cm

i 1

EUT ] © ©
|

L
7]
Z

B0cm |
|
N
\ Horizontal Ground
Reference Plane
For the actual test configuration, please refer to the attached file (Test Setup Photo).

6.7.4 Test result

The test results are shown in Appendix B.
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7 MEASUREMENT UNCERTAINTIES

ltems Uncertainty
6dB Bandwidth 3kHz
Peak power output 0.67dB
Transmitter Power Spectral Density 0.75dB
Band edge compliance 1.20dB
- 30MHz~1GHz 2.83dB
Conducted Out of band emission 1GHz—12.75GHz 2 50dB
measurement
12.75GHz~25GHz 2.75dB
30MHz~200MHz 4.88dB
: : o 200MHz~1GHz 4.87dB
Spurious Radiated Emissions
1GHz~18GHz 4.58dB
18GHz~40GHz 4.35dB
AC Power line Conducted Emission 3.92dB
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

8 TEST EQUIPMENTS

No. Name/ Model Manufacturer S/N Cal date Czla?eue
ROHDE &
1. Spectrum Analyzer / FSV SCHWARZ 101065 2021.06.21 | 2022.06.20
2. Signal Analyzer / N9020A Agilent MY48010771 2021.05.18 | 2022.05.17
Bluetooth Test Set / .
3. MT8852B Anritsu 1329003 2021.06.21 | 2022.06.20
4. Power Divider / 11667A HP 19632 2021.06.21 | 2022.06.20
5. Power Meter E4416A Agilent MY52370013 2021.04.13 | 2022.04.12
6. Power Sensor E9323A Agilent MY52150008 2021.04.13 | 2022.04.12
Signal Generator /
7. SMBV100A R&S 260910 2021.06.21 | 2022.06.20
8. Temperastﬂg ﬂ‘amber / ESPEC 92013758 2021.06.21 | 2022.06.20
Fully-Anechoic Chamber /
9. 12.65mx8.03mx7.50m FRANKONIA | e e e
Semi-Anechoic/Chamber /
101 753 18mx16.88mx9.60m FRANKONIA e
11. Turn table Diameter:1m FRANKONIA |  —— | e | e
12. Turn table Diameter:5m FRANKONIA | - | e | meee
Antenna master
13. FAC(MA4.0) MATURO | e | e | e
Antenna master
14. SAC(MA4.0) MATURO | e | e | e
15 Shielding room / FRANKONIA | e | |
' 9.080mx5.255mx*3.525m
Double-Ridged Waveguide
16. Horn Antenna / HE 907 R&S 100512 2021.06.21 | 2022.06.20
Double-Ridged Waveguide
17. Horn Antenna / HE 907 R&S 100513 2021.06.21 | 2022.06.20
18. Ultra log antenna / HL562 R&S 100016 2021.06.21 | 2022.06.20
19. Receive antenna /3160-09 | SCHWARZ-BECK 002058-002 2021.06.21 | 2022.06.20
20. EMI test receiver / ESI 40 R&S 100015 2021.06.21 | 2022.06.20
21. | EMI test receiver / ESCS30 R&S 100029 2021.06.21 | 2022.06.20
22. Receive antenna / HL562 R&S 100167 2021.06.21 | 2022.06.20
23. AMN / ENV216 R&S 3560.6550.12 2021.06.21 | 2022.06.20
24 WLAN AP SKSpruce | 8152017060700339 |
: WIA3300-20
Notebook
25. EA70c Lenovo PF10UZW7 - -
26. Loop Antenna R&S 100340 2021.08.20 | 2022.08.20
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APPENDIX A — TEST DATA OF CONDUCTED EMISSION
Offset 10.94dB = Attenuator 10dB +Temporary antenna connector loss 0.2dB+ Cable loss
0.74dB

Duty Cycle
Modulation Type Fr?&llj_lezr;cy Antenna Duty Cycle g: (;trgrc(tclioBr;

802.11b 2412 Chain0 99.84% 0
802.11b 2412 Chain1 99.84% 0
802.11g 2412 Chain0 98.68% 0
802.11g 2412 Chain1 98.66% 0

802.11n HT20 2412 Chain0 98.55% 0

802.11n HT20 2412 Chain1 98.55% 0

802.11n HT40 2422 Chain0 97.27% 0.12

802.11n HT40 2422 Chain1 97.29% 0.12

Note: Correction Factor=10*log (1/Duty Cycle)

Conducted power

Tones/ Peak power Average power

Test Mode RU Index Freq(MHz) | Antenna output output
(dBm) (dBm)
802.11b NA 2412 Chain0 20.85 17.74
802.11b NA 2412 Chain1 20.47 17.35
802.11b NA 2437 Chain0 20.96 17.80
802.11b NA 2437 Chain1 20.68 17.49
802.11b NA 2462 Chain0 21.04 17.81
802.11b NA 2462 Chain1 20.54 17.43
802.11g NA 2412 Chain0 26.33 17.87
802.11g NA 2412 Chain1 26.17 17.82
802.11g NA 2437 Chain0 26.10 17.71
802.11g NA 2437 Chain1 25.99 17.59
802.11g NA 2462 Chain0 26.31 17.91
802.11g NA 2462 Chain1 26.14 17.83
802.11n HT20 NA 2412 Chain0 25.18 16.78
802.11n HT20 NA 2412 Chain1 25.05 16.76
802.11n HT20 NA 2412 MIMO 28.126 19.78
802.11n HT20 NA 2437 Chain0 24 97 16.60
802.11n HT20 NA 2437 Chain1 24.77 16.46
802.11n HT20 NA 2437 MIMO 27.881 19.54
802.11n HT20 NA 2462 Chain0 25.08 16.70
802.11n HT20 NA 2462 Chain1 25.03 16.68
802.11n HT20 NA 2462 MIMO 28.065 19.70
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802.11n HT40 NA 2422 Chain0 2517 16.54
802.11n HT40 NA 2422 Chain1 25.05 16.45
802.11n HT40 NA 2422 MIMO 28.121 19.51
802.11n HT40 NA 2437 Chain0 25.26 16.63
802.11n HT40 NA 2437 Chain1 25.08 16.44
802.11n HT40 NA 2437 MIMO 28.181 19.55
802.11n HT40 NA 2452 Chain0 25.16 16.53
802.11n HT40 NA 2452 Chain1 2515 16.55
802.11n HT40 NA 2452 MIMO 28.165 19.55
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FCC ID: SARMWH515S

6dB Bandwidth

6 dB bandwidth(MHz)

Test Mode Antenna

Channel No.1

Channel No.6

Channel No.11

2412MHz

2437MHz

2462MHz

802.11b Chain0 6.08

9.06

7.33

802.11b Chain1 7.55

7.63

.77

802.11g Chain0 16.37

16.02

16.02

802.11g Chain1 16.36

13.82

15.77

802.11n HT20 Chain0 17.57

17.57

14.67

802.11n HT20 Chain1 14.53

15.59

17.52

6 dB bandwidth(MHz

N—"

Test Mode Antenna

Channel No.3

Channel No.6

Channel No.9

2422MHz

2437MHz

2452MHz

802.11n HT40 Chain0 33.25

32.63

35.10

802.11n HT40 Chain1 30.67

31.35

33.77

Test Mode: 802.11b

Agilent Spectrum Anabyrer - Drcupled BW

Canter Freq: 2412000000 GHz
== Trig: Fres Run Agliiobd: 10010
)

Center Freq 2.412000000 GHz

.\.J.-;,-t'._-_.:‘l;_.u-'- C

iICenter 2.412 GHz

es BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
13.330 MHz
-83.773 kHz OBW Power
6.079 MHz x dB

Transmit Fraq Error
x dB Bandwidth

e e

Center 2.437 GHz
s BW 100 kHz
Occupied Bandwidth
13.429 MHz

Transmit Fraq Error 1.667 kHz

x dB Bandwidth

#VBW 300 kHz

Total Power

OBW Power
9.063 MHz x dB

Agilent Spectrum Anabyrer - Drcupled BW

Center Freq 2.462000000 GHz C‘"WFM:?MBNW:GH!

== Trig: Fras Run
)

iICenter 2.462 GHz

es BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
13.504 MHz
4,961 kHz OBW Power

7.332 MHz xdB

Transmit Fraq Error
x dB Bandwidth

Aglient Spectrum Anabyrer - Dxcupled BW

Center Freq 2.412000000 GHz

Center 2.412 GHz
s BW 100 kHz
Occupied Bandwidth
13.407 MHz
14.808 kHz
7.551 MHz

Transmit Fraq Error
x dB Bandwidth

Total Power

OBW Power
x dB -6.00 d&

Canter Freq: 2412000000 GHz
== Trig: Fras Run
)

Agliiobd: 10010

#VBW 300 kHz

20.7 dBm

69,00 %

Test Mode:802.11b 2462MHz Chain0

Test Mode:802.11b 2412MHz Chain1
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Canter Freq: 2437000000 GHz

Trig: Fres Run Argliioba: 100
o8

" gt 3

ittt e 3

ter 2.437 GHz

'C
!‘l’Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

13.344 MHz
Transmit Fraq Error 23.464 kHz OBW Power
x dB Bandwidth 620 MHz xdB

Ridis St Hore

Rais Davice: BTS

Span 60 MHz
R |

21.2 dBm

89,00 %
-6.00 dB

No.: SRTC2022-9004(F)-

22011404(F)

FCC ID: SARMWH515S

Aglient Spectrum Anabyrer - Dxcupled BW

Canter Freq: 2 452000000 GHz
= Trig: Fras Run
)

Agliiobd: 10010

ter 2.462 GHz

W 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

13.399 MHz
Transmit Fraq Error OBW Power
x dB Bandwidth & xdB

Rdie St Hone

Radis Davice: BTS

Span 60 MHz
Sweep 7.467

21.1 dBm

69,00 %
-6.00 dB

Test Mode:802.11b 2437MHz Chain1

Test Mode: 802.11g

Agilent Spectrum Anabyrer - Drcupled BW
ter Freq 2.412000000 GHz Canter Freq: 2412000000 GHz

S Gainlow  BAtenc 30

Trig: Fres Run Argliioba: 100
o8

|
sl

iter 2.412 GHz

'C
!‘l’Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

16.367 MHz
Transmit Fraq Error OBW Power
x dB Bandwidth . Iz xdB

Ridis St Hone

Rais Davice: BTS

Span 60 MHz
R |

Canter Freq: 2437000000 GHz
= Trig: Fras Run Agliiobd: 10010
)

Bttt

ter 2.437 GHz

W 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
16.346 MHz
-B.825 kHz OBW Power

16.02 MHz xdB

Transmit Fraq Error
x dB Bandwidth

Ridie St None

Radis Davice: BTS

LT

Span 60 MHz
Sweep 7.467

20.9 dBm

Canter Freq: 2 452000000 GHz
== Trig: Fres Run
o8

ter 2.462 GHz

'C
!‘I’R! BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
16.343 MHz
19.079 kHz OBW Power

16.02 MHz xdB

Transmit Fraq Error
x dB Bandwidth

Agliiobd: 10010

Ridie St Hone

Rais Davice: BTS

Span 60 MHz
R |

Canter Freq: 2412000000 GHz
= Trig: Fres Run Avglbiobi:
o8

vy T

iter 2.412 GHz

W 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power

16.347 MHz
Transmit Fraq Error 8971 kHz OBW Power
x dB Bandwidth 16,36 MHz xdB

Rdie St Hone

Radis Davice: BTS

Span 60 MHz
Sweep 7.467

20.9 dBm

Test Mode:802.11g 2462MHz Chain0

Test Mode:802.11g 2412MHz Chain1
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Ridie St None

Canter Freq: 2437000000 GHz
== Trig: Fres Run Agliiobd: 10010
) Rais Davice: BTS

y
bl b
F-“".'h".ﬂﬂ"\lﬂ TTR PN e

iICenter 2.437 GHz

Span 60 MHzl
s BW 100 kHz

#VBW 300 kHz Sweep 7A67 msjl

Occupied Bandwidth Total Power 20.7 dBm

16.394 MHz

Transmit Fraq Error 5.216 kHz OBW Power 89,00 %

x dB Bandwidth 13.82 MHz xdB -6.00 dB

No.: SRTC2022-9004(F)-22011404(F)

Aglient Spectrum Anabyrer - Dxcupled BW

nter Freq 2.462000000 GHz

SIF i

i

Center 2462 GHz
5 BW 100 kHz
Occupied Bandwidth
16.354 MHz
10.829 kHz
= dB Bandwidth 15.77 MHz

Transmit Fraq Error

Canter Freq: 2 452000000 GHz
Trig: Fres Run Agliiobd: 10010
)

FCC ID: SARMWH515S

Rdie St None

Radis Davice: BTS

Span 60 MHz

#VBW 300 kHz Sweep 7TAGT

Total Power 21.0 dBm

OBW Power 69.00 %
x dB -6.00 d&

Test Mode:802.11g 2437MHz Chain1

Test Mode: 802.11n HT20

Canter Freq: 2412000000 GHz
== Trig: Fres Run Argliioba: 100
)

it i 1 Il

nter 2.412 GHz

Span 60 MHzl
!‘l’Res BW 100 kHz

#VBW 300 kHz Sweep 7467 my

Occupied Bandwidth Total Power 19.9 dBm

17.575 MHz
15.421 kHz OBW Power
x dB Bandwidth 47.57 MHz xdB

Transmit Fraq Error

Aglient Spectrum Anabyrer - Dxcupled BW

nter Freq 2.437000000 GHz

Center 2437 GHz
[#Res BW 100 kHz
Occupied Bandwidth
17.575 MHz
13.679 kHz
= dB Bandwidth 17.57 MHz

Transmit Fraq Error

Canter Freq: 2437000000 GHz Ri 14 N
== Trig: Fres Run Agliiobd: 10010
)

Radis Davice: BTS

#VBW 300 kHz

Total Power

OBW Power
xdB

Canter Freq: 2482000000 GHz Riie St Hore
B Trig: Fres Run AgiHeid: 10610
-

Rais Davice: BTS

iICenter 2.462 GHz

Span 60 MHzl
s BW 100 kHz

#VBW 300 kHz Sweep 7A67 msjl

Occupied Bandwidth Total Power 19.9 dBm

17.545 MHz
22.546 kHz OBW Power 89,00 %
= dB Bandwidth 14.67 MHz x dB -6.00 dB

Transmit Fraq Error

Aglient Spectrum Anabyrer - Dxcupled BW

nter Freq 2.412000000 GHz

Center 2412 GHz
[#Res BW 100 kHz
Occupied Bandwidth
17.546 MHz
23.237 kHz
= dB Bandwidth 14.53 MHz

Transmit Fraq Error

Canter Freq: 2412000000 GHz
== Trig: Fres Run Argliioba: 100
o8

Rdie St None

Radis Davice: BTS

Span 60 MHz

#VBW 300 kHz Sweep 7A67 ms

Total Power 19.9 dBm

OBW Power 69.00 %
x dB -6.00 d&

Test Mode:802.11n HT20 2462MHz Chain0

Test Mode:802.11n HT20 2412MHz Chain1
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Canter Freq: 2437000000 GHz
== Trig: Fres Run Agliiobd: 10010
o8

hanc 30

iICenter 2.437 GHz
es BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
17.569 MHz

Transmit Fraq Error 877 Hz OBW Power

x dB Bandwidth 15.58 MHz xdB

Rdis St Hone

Rais Davice: BTS

R |
Sweep 7467 mslf

19.7 dBm

89,00 %
-6.00 dB

No.: SRTC2022-9004(F)

-22011404(F)

FCC ID: SARMWH515S

Aglient Spectrum Anabyrer - Dxcupled BW

nter Freq 2.462000000 GHz

Canter Freq: 2 452000000 GHz

SIF i

et

iICenter 2.462 GHz
s BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
17.575 MHz

Transmit Fraq Error 10.585 kHz OBW Power

x dB Bandwidth 17.52 MHz xdB

Trig: Fres Run Agliiobd: 10010
)

Rdie Std Nore

Radis Davice: BTS

T H e
Span 60 MHz
Sweep 7.467
19.8 dBm

69,00 %
-6.00 dB

Test Mode:802.11n HT20 2437MHz Chain1

Test Mode: 802.11n HT40

Canter Freq: 2 472000000 GHz

== Trig: Fres Run Argliioba: 100
o8

hanc 30

kY

[T
nter 2.422 GHz
[7Res BW 100 kHz #VEBW 300 kHz

Occupied Bandwidth Total Power
35.954 MHz

Transmit Fraq Error -106.62 kHz OBW Power

x dB Bandwidth 5 xdB

Span 100 MH.
Sweep 12.4 m

19.7 dBm

Aglient Spectrum Anabyrer - Dxcupled BW
nter Freq 2.437000000 GHz Canter Freq: 2437000000 GHx

SIF i

¥
SR TRL LR
iICenter 2437 GHz
!‘l’Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
35.750 MHz

Transmit Fraq Error 5.413 kHz OBW Power

x dB Bandwidth 32 xdB

= Trig: Fras Run Agliiobd: 10010
)

Rdie St No

Radis Davice: BTS

Span 100 MHz|
Sweep 124

19.8 dBm

Canter Freq: 2 452000000 GHz

== Trig: Fres Run Argliioba: 100
o8

(e

iICenter 2.452 GHz
es BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
35.833 MHz

Transmit Fraq Error -15.821 kHz OBW Power

x dB Bandwidth 35.10 MHz xdB

EXT

Ridhe St Hone

Rais Davice: BTS

19.7 dBm

89,00 %
-6.00 dB

Aglient Spectrum Anabyrer - Dxcupled BW

nter Freq 2.422000000 GHz Canter Freq: 2 422000000 GHx

== Trig: Fres Run Agliiobd: 10010
o8

iICenter 2.422 GHz
!‘l’Res BW 100 kHz #VBW 300 kHz

Occupied Bandwidth Total Power
35.992 MHz

Transmit Fraq Error -36.924 kHz OBW Power

x dB Bandwidth 30,67 MHz xdB

Radie Std None

Radis Davice: BTS

Ll
Mt Mogatypoans

Span 100 MH.

19.5 dBm

69,00 %
-6.00 dB

Test Mode:802.11n HT40 2452MHz Chain0

Test Mode:802.11n HT40 2422MHz Chain1
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SRTC

SRR Ry

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Canter Freq: 2 452000000 GHz
== Trig: Fras Run Aglibabd: 1010
)

Mtpprietes e o |
\

e |
|

I L}
J \ Y
\ i
1\ 1 M
[ aghhigy, bl

Loplusiaqeamnedet |

B T | Sinbbetialipded i

iICenter 2.452 GHz
es BW 100 kHz

Span 100 MHz}

iICenter 2.437 GHz
Sweep 124 ms

es BW 100 kHz

Span 100 MHz}

#VBW 300 kHz Sweep 12.4 ms | #VBW 300 kHz

Total Power 19.5 dBm Occupied Bandwidth Total Power 19.6 dBm
35.910 MHz
-16.750 kHz OBW Power 89.00 %

33.77 MHz xdB -6.00 dB

Occupied Bandwidth
35.827 MHz
-37.423 kHz OBW Power 89,00 %
31.35 MHz x dB -6.00 dB

Transmit Fraq Error
x dB Bandwidth

Transmit Fraq Error
x dB Bandwidth

Test Mode:802.11n HT40 2437MHz Chain1 Test Mode:802.11n HT40 2452MHz Chain1

99% Bandwidth

99% bandwidth(MHz)
Channel No.6
2437MHz

Channel No.11
2462MHz

Channel No.1
2412MHz

Test Mode Antenna

802.11b Chain0 13.451 13.509 13.504

802.11b Chain1 13.369 13.414 13.357

802.11g Chain0 16.603 16.549 16.618

802.11g Chain1 16.573 16.512 16.618

802.11n HT20 Chain0 17.750 17.625 17.683

802.11n HT20 Chain1 17.799 17.647 17.606

99% bandwidth(MHz)

Test Mode Antenna Channel No.3

Channel No.6

Channel No.9

2422MHz

2437MHz

2452MHz

802.11n HT40 Chain0 35.971

35.901

36.108

802.11n HT40 Chain1 35.905

35.933

35.955

Test Mode: 802.11b

Canter Freq: 2412000000 GHz
== Trig: Fras Run Agliiobd: 10010
)

-
M gip gt

iICenter 2.412 GHz

Span 60 MHz}
es BW 510 kHz

#VBW 2 MHz Sweep 1ms

Occupied Bandwidth Total Power 19.7 dBm
13.451 MHz
38.264 kHz OBW Power 89.00 %
17.38 MHz x dB -26.00 dB

Transmit Fraq Error
x dB Bandwidth

Aglient Spectrum Anabyrer - Dxcupled BW

Center Freq 2.437000000 GHz

Ref Cr 054 a8
Ref 30.00 dBm___

1(«,._‘,-,--,.‘.wnh\..,a.""‘

iICenter 2.437 GHz
es BW 510 kHz

Occupied Bandwidth

13.509 MHz
49.970 kHz
17.43 MHz

Transmit Fraq Error
x dB Bandwidth

#VBW 2 MHz

Span 60 MHz}
Sweep 1ms

Total Power 19.8 dBm

OBW Power 69.00 %
x dB -26.00 dB

Test Mode:802.11b 2412MHz Chain0

Test Mode:802.11b 2437MHz Chain0

The State Radio_monitoring_center Testing Center (SRTC)
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Mk i

iICenter 2.462 GHz
es BW 510 kHz

Occupied Bandwidth

Transmit Fraq Error
x dB Bandwidth

Canter Freq: 2 452000000 GHz
== Trig: Fres Run Argliioba: 100
)

#VBW 2 MHz

Total Power 18

13.504 MHz

63.504 kHz
17.41 MHz xdB

L I
Radis Std None

Rais Davice: BTS

Span 60 MHz}
Sweep 1ms

.7 dBm

OBW Power 89,00 %
-26.00 dB

Aglient Spectrum Anabyrer - Dxcupled BW
nter Freq 2.412000000 GHz

iICenter 2.412 GHz

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

SIF i

s BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power

13.369 MHz
55.619 kHz OBW Power
17.37 MHz x dB

Transmit Fraq Error
x dB Bandwidth

Canter Freq: 2412000000 GHz
Trig: Fres Run Argliioba: 100
)

Ridie St None
Radis Davics:BTS

s

L LT L T
Span 60 MHz |
Sweep 1ms

19.3 dBm

69,00 %
-26.00 dB

[
ICenter 2.437 GHz

es BW 510 kHz

Transmit Fraq Error
x dB Bandwidth

Occupied Bandwidth
13.414 MHz

Canter Freq: 2437000000 GHz
= Trig: Fras Run Agliiobd: 10010
o8

#VBW 2 MHz

Total Power

T2.462 kHz OBW Power
17.38 MHz x dB

Rais Davice: BTS

Span 60 MHz}
Sweep 1ms

18.5 dBm

Canter Freq: 2 452000000 GHz
= Trig: Fras Run
o8

iICenter 2.462 GHz

!‘l’Res BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power

13.357 MHz
80.807 kHz OBW Power
17.38 MHz x dB

Transmit Fraq Error
x dB Bandwidth

Agliiobd: 10010

Radis Davice: BTS

Span 60 MHz}
Sweep 1ms

19.5 dBm

69,00 %
-26.00 dB

Test Mode:802.11b 2437MHz Chain1

gt

er 2412 GHz
BW 510 kHz

|\
et ¥

Test Mode: 802.11¢g

Canter Freq: 2412000000 GHz
== Trig: Fres Run Argliioba: 100
)

W

#VBW 2 MHz

Ridis St None
Radis Davics:BTS

Span 60 MHz}
Sweep 1ms

Aglient Spectrum Anabyrer - Dxcupled BW
nter Freq 2.437000000 GHz

== Trig:Fras Run
S Gainlow  BAttenc 30 48

i oy
e ke L

[itaguivipdind

T 2437 GHz

'C
!‘l’Res BW 510 kHz #VBW 2 MHz

Occupied Bandwidth

Canter Freq: 2437000000 GHz
Agliiobd: 10010

Total Power

Ridie St Hone

Radis Davice: BTS

Span 60 MHz}
Sweep 1ms

21.1 dBm

Total Power 21.3 dBm

16.549 MHz
13,520 kHz
20,08 MHz

Occupied Bandwidth

16.603 MHz
55.584 kHz
19.52 MHz x dB

OBW Power 69.00 %

Transmit Fraq Error
x dB -26.00 dB

OBW Power 89,00 %
x dB Bandwidth

Transmit Fraq Error
-26.00 dB

x dB Bandwidth

Test Mode:802.11g 2437MHz Chain0

Test Mode:802.11g 2412MHz Chain0
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iICenter 2.462 GHz
es BW 510 kHz

Transmit Fraq Error
x dB Bandwidth

Occupied Bandwidth
16.618 MHz

Canter Freq: 2 452000000 GHz
= Trig: Fres Run Avglbiobi:
)

e P g e,

#VBW 2 MHz

Total Power

32.844 kHz OBW Power

20,01 MHz xdB

Ridie St Hone
Radis Davics:BTS

Span 60 MHz}
Sweep 1ms

89,00 %

-26.00 dB

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Aglient Spectrum Anabyrer - Dxcupled BW

Canter Freq: 2412000000 GHz
= Trig: Fras Run Argliioba: 100
)

nter Freq 2.412000000 GHz

SIF i

iICenter 2.412 GHz

!‘I’R s BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power

16.573 MHz
Transmit Fraq Error 52.800 kHz OBW Power
x dB Bandwidth 19,65 MHz xdB

Rdie St Hone

Radis Davice: BTS

Span 60 MHz}
Sweep 1ms

21.1 dBm

69,00 %
-26.00 dB

iICenter 2.437 GHz
es BW 510 kHz

Canter Freq: 2437000000 GHz
Trig: Fres Run Agliiobd: 10010
o8

#VBW 2 MHz

Total Power

Rudie
Radis Davics:BTS

Span 60 MHz}
Sweep 1ms

Occupied Bandwidth

Canter Freq: 2 452000000 GHz
Trig: Fres Run
o8

iICenter 2.462 GHz

!‘l’Res BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power

16.618 MHz

Argliioba: 100

Transmit Fraq Error
x dB Bandwidth

16.512 MHz
17.154 kHz OBW Power
20.07 MHz x dB

54.471 kHz
20,08 MHz

Transmit Fraq Error
x dB Bandwidth

OBW Power
xdB

Radis Davice: BTS

Span 60 MHz}
Sweep 1ms

21.0 dBm

69,00 %
-26.00 dB

Test Mode:802.11g 2437MHz Chain1

|

er 2412 GHz
BW 510 kHz

Test Mode: 802.11n HT20

Canter Freq: 2412000000 GHz
ralHioid: 104

== Trig: Fres Run A
)

#VBW 2 MHz

Occupied Bandwidth
17.750 MHz

Transmit Fraq Error 49.920 kHz

Total Power

OBW Power

x dB Bandwidth

20,02 MHz xdB

Ridie St Hore
Radis Davics:BTS

Wl iy

Span 60 MHz}
Sweep 1ms

20.0 dBm

89,00 %
-26.00 dB

Aglient Spectrum Anabyrer - Dxcupled BW
nter Freq 2.437000000 GHz

SIF i

panasitecl

'C T 2437 GHz
!‘l’Res BW 510 kHz

Occupied Bandwidth

Canter Freq: 2437000000 GHz
Trig: Fres Run
)

#VBW 2 MHz

Total Power

Agliiobd: 10010

17.625 MHz
28.276 kHz OBW Power

xdB

Transmit Fraq Error
x dB Bandwidth MHz

Ridie St Hone
Radis Davics:BTS

Span 60 MHz}
Sweep 1ms

19.8 dBm

69,00 %
-26.00 dB

Test Mode:802.11n HT20 2437MHz Chain0

Test Mode:802.11n HT20 2412MHz Chain0
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Canter Freq: 2482000000 GHz Riie St Hore
B Trig: Fres Run AgiHeid: 10610
taman: 30 48 Radis Davics:BTS

iICenter 2.462 GHz Span 60 MHz |
Sweep 1ms.

es BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power 19.8 dBm

17.683 MHz
Transmit Fraq Error TO.8B1 kHz OBW Power 89,00 %
= dB Bandwidth 20.15 MHz x dB -26.00 dB

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Aglient Spectrum Anabyrer - Dxcupled BW
nter Fregq 2.412000000 GHz Canter Freq: 2412000000 GHz Rdis St None
= Trig: Fras Run Aglibabd: 1010
)

M Gt Radis Davice: BTS

| e

iICenter 2.412 GHz Span 60 MHz |
Sweep 1ms.

s BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power 20.1 dBm

17.799 MHz
Transmit Fraq Error B6.834 kHz
x dB Bandwidth 20.30 MHz xdB

OBW Power 69.00 %
-26.00 dB

Canter Freq: 2437000000 GHz Rudie

= Trig: Fras Run Agliiobd: 10010
o8 Rais Davice: BTS

o e sl

iICenter 2.437 GHz Span 60 MHz, |
Sweep 1ms.

es BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power 19.7 dBm

17.647 MHz
Transmit Fraq Error 69.734 kHz
x dB Bandwidth

OBW Power
xdB

Canter Freq: 2 452000000 GHz

= Trig: Fras Run Agliiobd: 10010
o8 Radis Davice: BTS

Ttk

iICenter 2.462 GHz Span 60 MHz, |
es BW 510 kHz #VBW 2 MHz Sweep 1ms

Occupied Bandwidth Total Power 20.0 dBm

17.606 MHz
Transmit Fraq Error 96.611 kHz
x dB Bandwidth 20,26 MHz

OBW Power 69.00 %
x dB -26.00 dB

Test Mode:802.11n HT20 2437MHz Chain1

Test Mode: 802.11n HT40

Canter Freq: 2422000000 GHz Rdie St Hone
Trig: Fres Run AvglHiaie 10010
-

" gt 3 Radie Davice: BTS

er 2422 GHz

BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power 20.0 dBm

35.971 MHz
OBW Power 89,00 %
x dB -26.00 dB

Transmit Fraq Error BO.BBS kHz
x dB Bandwidth 39,68 MHz

Agtiecs Spcirum Anabysee - Drcupied EW
Canter Freq: 2437000000 GHz Ridis St None

nter Freq 2.437000000 GHz
= Trig: Fras Run Agliiobd: 10010
) Radis Davice: BTS

SIF i

e bt i |
i 1

AT

T 2437 GHz

'C
!‘l’Res BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power

35.901 MHz
Transmit Fraq Error 108.19 kHz
x dB Bandwidth 39,17 MHz xdB

OBW Power
-26.00 dB

Test Mode:802.11n HT40 2422MHz Chain0

Test Mode:802.11n HT40 2437MHz Chain0
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Canter Freq: 2 452000000 GHz
= Trig: Fras Run
2048

[Center 2452 GHz
#Res BW 510 kHz

Occupied Bandwidth
36.108 MHz

Transmit Fraq Error 111.76 kHz
x dB Bandwidth 39,70 MHz

#VBW 2 MHz

Total Power

OBW Power
xdB

Argliioba: 100

Ridie St Hore

Rais Davice: BTS

bk P L

Span 100 MHz}l
Sweep 1

20.0 dBm

89,00 %
-26.00 dB

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Aglient Spectrum Anabyrer - Dxcupled BW
r Freq 2.422000000 GHz Canter Freq: 2 422000000 GHx
SIF i

054 g8
dBm

11 Bl
Ref 30.00

Ll

;C-!I’“e‘l 2422 GHz
[@Res BW 510 kHz #VBW 2 MHz
Occupied Bandwidth Total Power
35.905 MHz
Transmit Fraq Error 130.87 kHz OBW Power
x dB Bandwidth 39,28 MHz xdB

Trig: Fres Run Aglbbabd: 00
2048

Ridie St Hone

Radis Davice: BTS

Sweep 1

20.0 dBm

69,00 %
-26.00 dB

Canter Freq: 2437000000 GHz
== Trig: Fres Run
o8

Center 2.437 GHz
[#Res BW 510 kHz

Occupied Bandwidth
35.933 MHz

Transmit Fraq Error T9.353 kHz
x dB Bandwidth 39,57 MHz

#VBW 2 MHz

Total Power

OBW Power
xdB

Agliiobd: 10010

Radie

Rais Davice: BTS

Span 100 MHz}
Sweep 1 msf

19.9 dBm

Canter Freq: 2 452000000 GHz

== Trig: Fres Run Aglbbabd: 00
o8

b M,

LA

iICenter 2.452 GHz
FRes BW 510 kHz #VBW 2 MHz

Occupied Bandwidth Total Power
35.955 MHz

Transmit Fraq Error 03,853 kHz OBW Power

x dB Bandwidth 40.14 MHz xdB

Radis Davice: BTS

Span 100 MHz}

20.0 dBm

] %
-26.00 dB

Test Mode:802.11n HT40 2437MHz Chain1

Test Mode:802.11n HT40 2452MHz Chain1

The State Radio_monitoring_center Testing Center (SRTC)
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SRTC

(s <R W, e

No.: SRTC2022-9004(F)-22011404(F)

FCC ID: SARMWH515S

Transmitter Power Spectral Density

Power Density(dBm
Test Mode Antenna Channel No.1 Channel No.6 Channel No.11
2412MHz 2437MHz 2462MHz
802.11b Chain0 -5.646 -5.862 -5.295
802.11b Chain1 -6.465 -5.078 -6.311
802.119g Chain0 -7.567 -7.288 -7.078
802.11g Chain1 -7.935 -6.694 -6.857
802.11n HT20 Chain0 -8.318 -7.565 -8.727
802.11n HT20 Chain1 -8.497 -9.267 -7.576
802.11n HT20 MIMO -5.396 -5.323 -5.103
Power Density(dBm
Test Mode Antenna Channel No.3 Channel No.6 Channel No.9
2422MHz 2437MHz 2452MHz
802.11n HT40 Chain0 -12.221 -11.989 -12.036
802.11n HT40 Chain1 -12.455 -12.764 -12.099
802.11n HT40 MIMO -9.326 -9.349 -9.057

Test Mode: 802.11b

Center 241200 GHz
#Res B 3.0 kHz

#VBW 10 kHz"

Center Freq 2.437000000 GHz
V: §

Ref Cffet 10.54 08
Ref 15.00 dBm

enter 243700 GHz
[¥Res BW 3.0 kHz

#VEBW 10 kHz"

enter 246200 GHz
[#Res BIW 3.0 kHz

#VEBW 10 kHz"

enter 2.41200 GHz
[#Res BIW 3.0 kHz

#VEBW 10 kHz"

Test Mode:802.11b 2462MHz Chain0

The State Radio_monitoring_center Testing Center (SRTC)
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Agtlres Spectruam Anshyser - by 1

Center Freq 2.437000000 GHz

g Typs: RMS
e~ Trig: Fres Run Mgl 1001100
A 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

" Span 20.00 MHz
#VEW 10 kHz* #5weep 50,00 ms (1001 pts)

s | Maas Uncal

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Agtlees Spectruam Anshysrr - by S

Center Freq 2.462000000 GHz Avg Type: RMS
s o Trig:Fres Run Aglbbobd: 100100
Wikainclww  BAeec 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

" Span 20.00 MHz
#VEW 10 kHz* #5weep 50,00 ms (1001 pts)

s | Meas Uncal

Test Mode:802.11b 2437MHz Chain1

Test Mode:802.11b 2462MHz Chain1

Test Mode: 802.11¢g

Agtlres Spectruam Anshyser - b S

Center Freq 2.412000000 GHz Avg Type: RMS
ot faw == Trig Fres Run Aglbbobd: 100100
her: 30 48

an 20,00 MHz
#VBW 10 kHz* 50.00 ms (1001 pts)
sTam | Mess Une:

g Typs: RMS
e~ Trig: Fres Run Mgl 1001100
A 30 48

" Span 20.00 MHz
#VEW 10 kHz* 0.00 ms (1001 pts)

Agtlres Spectruam Anshyser - b 1

Center Freq 2.462000000 GHz Avg Typa: RMS.
== Trig: Fres Run Aglbiebd: 1GN00
her: 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

~Span 2 Hz
#VBW 10 kHz* #Sweep 50,00 ms (1001 pis)

s | Maas Uncal

Agtlees Spectruam Anshysrr - by S

Center Freq 2.412000000 GHz Avg Type: RMS
s o Trig:Fres Run Aglbbobd: 100100
her: 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

~ Span 20.00 MHz
#VBW 10 kHz* #Sweep 50,00 ms (1001 pts)

Test Mode:802.11g 2462MHz Chain0

Test Mode:802.11g 2412MHz Chain1

The State Radio_monitoring_center Testing Center (SRTC)
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T 0.0 Flip iy ol )it il e

[

Avg Type: RMS
Mgl 1001100

== Trig: Fres Run
her: 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

" Span 20.00 MHz
#VEW 10 kHz* #5weep 50,00 ms (1001 pts)

s | Maas Uncal

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Cl.uh!{ Freq 2.462000000 GH Avg Type: RMS
¥a —e- Trig Fras Run Aglbbobd: 100100
her: 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

enter 246200 GHz : z ) " Span 20.00 MHz
[¥Res BW 3.0 kHz #VEW 10 kHz* #5weep 50,00 ms (1001 pts)

s | Meas Uncal

Test Mode:802.11g 2437MHz Chain1

Test Mode:802.11g 2462MHz Chain1

Test Mode: 802.11n HT20

Cl.uh!{ Freq 2.412000000 GH Avg Type: RMS
¥a —e- Trig Fras Run Aglbiebd: 1GN00
her: 30 48

enter 2.41200 GHz : z ) " Span 20.00 MHz
[¥Res BW 3.0 kHz #VEW 10 kHz* #5weep 50,00 ms (1001 pts)

WEATIE | Mhess Uncal

Cl.uh!{ Freq 2.437000000 GH Avg Type: RMS
¥a —e- Trig Fras Run Aglbbobd: 100100
her: 30 48

" Span 20.00 MHz
#VEW 10 kHz* #5weep 50,00 ms (1001 pts)

st | Meas Uncal

Test Mode 802.11n HT20 2412MHz Chain0

Cl.uh!{ Freq 2.462000000 GHz Avg Type: RMS
=== Trig: Fras Run Aglbiebd: 1GN00
048

enter 246200 GHz
[#Res BIW 3.0 kHz #VEW 10 kHz*

#Sweep 50.00 ms (1001 pts)

WEATIE | Mhess Uncal

Test Mode 802.11n HT20 2437MHz Chain0

g Typs: RMS
e~ Trig: Fres Run Mgl 1001100
A 30 48

" Span 20.00 MHz
#VEW 10 kHz* ¢Sweep 50.00 ms (1001 pts)

Test Mode:802.11n HT20 2462MHz Chain0

Test Mode:802.11n HT20 2412MHz Chain1

The State Radio_monitoring_center Testing Center (SRTC)
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Avg Type: RMS
albald 1005100

== Trig: Fres Run
her: 30 48

#VEBW 10 kHz"

WEATIE | Mhess Uncal

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Center Freq 2.462000000 GHz Avg Type: RMS
Aglbiebd: 1GN00

== Trig: Fres Run
her: 30 48

#VEBW 10 kHz"

Test Mode:802.11n HT20 2437MHz Chain1

Test Mode: 802.11n HT40

Cl.uh!{ Freq 2.422000000 GH Avg Type: RMS
=== Trig: Fras Run Aglbiebd: 1GN00
her: 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

emer 42200 GHz : z ) ~ Span 40.00 MHz
I W 3.0 kHz #VBW 10 kHz* 0 ms (1001 pis)

WEATIE | Mhess Uncal

Avg Type: RMS
Mgl 1001100

fma mae Trig: Fras Run
A 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

emer 43700 GHz : z )  Span 40.00 MHz
I W 3.0 kHz #VBW 10 kHz* 0 ms (1001 pis)

st | Meas Uncal

Test Mode 802.11n HT40 2422MHz Chain0

Cl.uh!{ Freq 2.452000000 GHz Avg Typs: RMS
VR0t ~e- Trig: Fras Run Mgl 1001100
A 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

enter 245200 GHz : z ) ~ Span 40.00 MHz
[#Res BIW 3.0 kHz #VBW 10 kHz* $Sweep 50.00 ms (1001 pis)y

Test Mode 802.11n HT40 2437MHz Chain0

Conter Freq 2.422000000 GHz vg Type: RMS
Ve Taw —e- Trig: Fras Run Aglbbobd: 100100
Bharenc 30 48

Ref Offyet 1054 08
Ref 15.00 dBm

enter 242200 GHz
[#Res BIW 3.0 kHz #VEW 10 kHz* 00 ms (1001 pts)

st | Meas Uncal

Test Mode:802.11n HT40 2452MHZ Chain0

Test Mode:802.11n HT40 2422MHz Chain1

The State Radio_monitoring_center Testing Center (SRTC)
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|Center 2.43700 GHz : z ) Span 40.00 MHz
[#Res BW 3.0 kHz #VBW 10 kHz* #Sweep 50,00 ms (1001 pis)
... wam 1 Meus Uncal

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Center Freq 2.452000000 GHz

|Center 2.45200 GHz : z ) pan 40.00 MHz
[#Res BW 3.0 kHz #VBW 10 kHz* #Sweep 50,00 ms (1001 pts)

wranm { Meas Uncal

Test Mode:802.11n HT40 2437MHz Chain1

Test Mode:802.11n HT40 2452MHz Chain1
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Conducted Out of band emission measurement

Test Mode: 802.11b

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
i Aglieid> 1N

Trig: Fres Run
her: 20 48

L

Start 30 MHz ) : Z ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

.3/ Poinits changed; o i

rnces chare

Cl.uh!{ Freq

Fel

12.515000000 GH"
0 Trig: Fras Run
A 20 48

f Offget 10.54 08

Ref 20.00 dBm

"

30 MHz

es BW 100 kHz #VBW 300 kHz

31, Painils ch

nged; afl races chear

g Type:Log-Pur
Arglttabd> 1

" Stop 25.00 GHz
“weep 2.387 s (8001 pis)

Test Mode 802.11b 2412MHz Chain0

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
— Trig: Fres Run Aglieid> 1N
her: 20 48

" Stop 25.00 GHz
#VEW 300 kHz “w!ep 2,387 s (8001 pis)]

changed. all irnces chears

Test Mode 802.11b 2437MHz Chain0

Cl.uh!{ Freq

Fel

12.515000000 GH"
0 Trig: Fras Run
A 20 48

f Offget 10.54 08

Ref 20.00 dBm

Avg Typs: Log-Prr
e e

" Stop 25.00 GHz
“weep 2.387 s (8001 pis)

Test Mode 802.11b 2462MHz Chain0

v Type: Log-Par
Trig: Fras Run Horgliiald= 111
wartenc 20 48

" Stop 25.00 GHz
#VEW 300 kHz “w!ep 2,387 s (8001 pis)]

nged, oll Irnces chear

Trig: Fres Run
her: 20 48

Ref Offset 1054 08
Ref 20.00 dBm

‘:

Start 30 MHz

#VBW 300 kHz

nanged, ofl races chear

Avg Typs: Log-Prr
e e

" Stop 25.00 GHz
“weep 2.387 s (8001 pis)

Test Mode 802.11b 2437MHz Chain1

Test Mode 802.11b 2462MHz Chain1

Test Mode: 802.11g

The State Radio_monitoring_center Testing Center (SRTC)
Tel: 86-10-57996183
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v Type: Log-Par
Trig: Fras Run Horgliiald= 111
wartenc 20 48

" Stop 25.00 GHz
#VEW 300 kHz “w!ep 2,387 s (8001 pis)]

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Center Freq 12.515000000 GHz Avg Type: Log-Pur
; Trig: Fras Run Mgt 11
wartenc 20 48

Avg Typs: Log-Prr
e e

Ref 20.00 dBm

Start 30 MHz ) : Z ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

anged. all b

rnces chare

Ref 20.00 dBrm_

o

Start 30 MHz ) : Z ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

nged; afl races chear

Test Mode 802.11g 2462MHz Chain0

Avgltteid> N
Ref 20.00 dBm

'y

Start 30 MHz ) : i ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

changed. ol b

rnces chare

Test Mode 802.11g 2412MHz Chain1

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
i Trig: Fres Run e )
her: 20 48

Ref 20.00 dBrm_

Start 30 MHz ) : = ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

changed. all b

rces cheare

Test Mode 802.11g 2437MHz Chain1

Test Mode 802.11g 2462MHz Chain1

Test Mode: 802.11n HT20
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v Type: Log-Par
Trig: Fras Run Horgliiald= 111
wartenc 20 48

Stop 25.00 GHz

#VBW 300 kHz “weep 2.387 s (8001 pts)

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Center Freq 12.515000000 GHz Avg Type: Log-Pur
; Trig: Fras Run Mgt 11
wartenc 20 48

Ref 20.00 dBm

Start 30 MHz ) : Z ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

anged. all b

rnces chare

Ref 20.00 dBrm_

ot

Start 30 MHz ) : i ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

nged; afl races chear

Test Mode 802 11n HT20 2462MHz Chain0

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
0 Trig: Fras Run Mgt 11
@

,..»Jﬁ

Start 30 MHz ) E ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

changed. ol b

rnces chare

Test Mode 802 11n HT20 2412MHz Chain1

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
i Trig: Fres Run e )
her: 20 48

Ref 20.00 dBrm_

o’

Start 30 MHz ) : Z ) o " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

changed. all b

rces cheare

Test Mode: 802 11n HT20 2437MHz Chain1

Test Mode: 802 11n HT20 2462MHz Chain1

Test Mode: 802.11n HT40
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v Type: Log-Par
Trig: Fras Run Horgliiald= 111
wartenc 20 48

" Stop 25.00 GHz
#VEW 300 kHz “w!ep 2,387 s (8001 pis)]

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Center Freq 12.515000000 GHz Avg Type: Log-Pur
; Trig: Fras Run Mgt 11
wartenc 20 48

Ref 20.00 dBm

Start 30 MHz ) E ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

anged. all b

rnces chare

o

Start 30 MHz ) : Z ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

nged; afl races chear

Test Mode 802 11n HT40 2452MHz Chain0

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
0 Trig: Fras Run Mgt 11
@

W 3

Start 30 MHz ) E ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2,387 s (8001 pis)]

changed. ol b

rnces chare

Test Mode 802 11n HT40 2422MHz Chain1

Cl.uh!{ Freq 12.515000000 GH" Avg Type: Log-Par
i Trig: Fres Run e )
her: 20 48

Start 30 MHz ) : i ) " Stop 25.00 GHz
[#Res BWW 100 kHz #VEW 300 kHz “w!ep 2.387 s (8001 pts)

changed. all b

rces cheare

Test Mode: 802 11n HT40 2437MHz Chain1

Test Mode: 802 11n HT40 2452MHz Chain1
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Band edge measurement
Test Mode' 802.11b

Cl.uh!{ Freq 2400000000 GI-( Mg Typs: Log-Par
o= Trig: Fras Run Avglbieb 10000
048

Fief Offaet 1084 dB
Ref 15.00 dBm

| ¥
A ’W

|center 2.40000 GHz ) ) ) - ) " Span 40.00 MHz
#VBW 300 kHz ee ms {10001 pts)

dim|
39.711.98m

i/ Pty changed. all races ceared

Ao S Krlyem St 4

Cl.uh!{ Freq 2.483500000 GHz Avg Type: Log-Par
V == Trig: Fres Run Arglbbobd: 10010
)

~ Span 40.00 MHz
#VBW 300 kHz Swee ms {10001 pts)

BO7T1 gBm|
£3.251.48m |

|/ Poinits changed, ofl races chesred

Test Mode 802.11b 2412MHZ Chain0

g Typs: Log-Pur
e~ Trig: Fres Run el 10010
% @

[Center 240000 GHz

| Poirits changed, ofl races ceared

Test Mode:802.11b 2462MHz Chain0

RS S
Cl.uh!{ Freq 2.483500000 GHz Avg Type: Log-Par
Pt e —e- Trig: Free Run Auglbbad 100
3 48

1054 0B

[Center 248350 GHz

i/ Poiils changed. all races cesied

Test Mode:802.11b 2412MHZ Chain1

Test Mode:802.11b 2462MH2 Chain1

Test Mode' 802.11 0

Cl.uh!{ Freq 2400000000 GI-( Mg Typs: Log-Par
o= Trig: Fras Run Avglbieb 10000
Rarterc 30 48

" Span 40.00 MHz
#VBW 300 kHz Swee ms {10001 pts)

i/ Pty changed. all races ceared

Cl.uh!{ Freq 2.483500000 GHz Avg Type: Log-Par
V == Trig: Fres Run Arglbbobd: 10010
)

~ Span 40.00 MHz
ms {10001 pts)

i/ Poiils changed. all races cesied

Test Mode:802.11g 2412MHz Chain0

Test Mode:802.11g 2462MHz Chain0
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Avg Type: Log-Prr
Al W00

== Trig: Fres Run
)

[Center 240000 GHz

| Poirits changed, ofl races ceared

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Cl.uh!{ Freq 2.483500000 GHz Avg Type: Log-Par
o Trig:Fres Run Arglbbobd: 10010
)

[Center 248350 GHz

s BW 100 kHz #VBW 300 kHz

i/ Poiils changed. all races cesied

Test Mode:802.11g 2412MHZ Chain1

Test Mode:802.11g 2462MH2 Chain1

Test Mode 802.11n HT20

Cl.uh!{ Freq 2400000000 GI-( Mg Typs: Log-Par
= Aegitiab 10090

== Trig: Fres Run
)

" Span 40.00 MHz
ms {10001 pts)

anged. ol Irnces ceaned

Ao S Krlyem St 4

Cl.uh!{ Freq 2.483500000 GHz Ay Type: Log-Pur
fow ~o= Trig: Frea Run Al W00
A 30 48

~ Span 40.00 MHz
#Sweep ms {10001 pts)

nged. all races ceaned

Test Mode 802.11n HT20 2412MHZ Chain0Q

v Type: Log-Par
o Trig: Fres Run el 10010
3 48

i/ Pty changed. all races ceared

Test Mode 802.11n HT20 2462MHZ Chain0

v Type: Log-Par
o Trig: Fres Run Auglbbad 100
3 48

#VBW 300 kHz

|/ Poinits changed, ofl races chesred

Test Mode:802.11n HT20 2412MHz Chain1

Test Mode:802.11n HT20 2462MHZ Chain1

Test Mode: 802.11n HT40
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g Typs: Log-Pur
Mgl 10

|center 2.40000 GHz ) ) ) - ) " Span 40.00 MHz
[Res BW 100 kHz ! #Sweep 200.0 ms (10001 pts)

ZSwmamonm b

1, Poinits changed. ol irces cesred

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

B S e S

Cl.uh!i Freq 2.483500000 GHz :‘“GMO:;'%N

;:;melil' 50 GHz ) ) ) - ) ~ Span 40.00 MHz

#Sweep 200.0 ms (10001 pts)

s BW 100 kHz #VBW 300 kHz

= FRCTR i =

1 Poinits changed. ol irnces ceared

Test Mode 802.11n HT40 2422MHZ Chain0

Conter Freq 2.400000000 g Typs: Log-Pur
—e— Trig: Fres Run Avgittald 10090
Barenc 30 48

|center 2.40000 GHz ) - ) " Span 40.00 MHz

.&ﬁ z #VBW 300 kHz #Sweep 200.0 ms (10001 pts)

1, Poinits changed. ol irces cesred

Test Mode:802.11n HT40 2452MHZ Chain0

A o Ryoet - S A

Cuuen Freq 2.483500000 GI-( Mg Typs: Log-Par
o= Trig: Fras Run Avglbieb 10000
Rarterc 30 48

~ Span 40.00 MHz
#VBW 300 kHz #Sweep 200.0 ms (10001 pts)

= FRCTR i =

1 Poinits changed. ol irnces ceared

Test Mode:802.11n HT40 2422MHz Chain1

Test Mode:802.11n HT40 2452MHZ Chain1
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SI 2 I C No.: SRTC2022-9004(F)-22011404(F)

e e FCC ID: SARMWH515S

APPENDIX B — TEST DATA OF RADIATED EMISSION
Radiated Emission Band Edge

Note: The scanned graph represents the maximum of both horizontal and vertical
polarizations and is not a single horizontal or vertical polarization scan.

Note: There were no emissions above 18GHz found within 20dB of the limit. Thus the test
result was not reported according to § 15.31 (o)

The measurement results are obtained as described below:

Measure Level = Reading Level + Cable loss + Antenna factor Sample calculation:
(93.10dBuV/m) = (59.10dBpV) + (8.90 dB) + (25.10 dB), the corresponding frequency is
2412MHz.

® 802.11b

Carrier Frequency (MHz): 2412
Channel No.: 1

Test Mode: 802.11b

Detector: Peak

Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( dE:lT/I/m) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 59.10 93.10 N/A N/A 8.90 25.10
2390.0 9.60 43.60 -30.40 74.00 8.90 25.10
Detector: Average
Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( d;:‘\‘,'/m) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 52.20 86.20 N/A N/A 8.90 25.10
2390.0 -3.90 30.10 -23.90 54.00 8.90 25.10
Carrier Frequency (MHz): 2462
Channel No.: 11
Test Mode: 802.11b
Detector: Peak
Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( dE:lT/I/m) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 55.90 89.90 N/A N/A 8.90 25.10
2483.5 7.90 41.90 -32.10 74.00 8.90 25.10
Detector: Average
| Frequenc | Reading | Measure | Over | Limit | Cable | Antenna |
The State Radio_monitoring_center Testing Center (SRTC) page 46 of 47
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No.: SRTC2022-9004(F)-22011404(F)

FCC ID: SARMWH515S

y Level Level Limit (dBuV/m) Loss | Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 49.00 83.00 N/A N/A 8.90 25.10
2483.5 -5.30 28.70 -25.30 54.00 8.90 25.10

® 802.11g

Carrier Frequency (MHz): 2412

Channel No.: 1

Test Mode: 802.11g

Detector: Peak

Frequenc | Reading | Measure Over Limit Cable | Antenna

y Level Level Limit ( d;&;m) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 57.60 91.60 N/A N/A 8.90 25.10
2390.0 14.60 48.60 -25.40 74.00 8.90 25.10

Detector: Average
Frequenc | Reading | Measure Over Limi Cable | Antenna

y Level Level Limit ( d;:'\‘l'lh) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 48.50 82.50 N/A N/A 8.90 25.10
2390.0 -0.80 33.20 -20.80 54.00 8.90 25.10

Carrier Frequency (MHz): 2462

Channel No.: 11

Test Mode: 802.11g

Detector: Peak

Frequenc | Reading | Measure Over Limi Cable | Antenna

y Level Level Limit ( d;:'\‘l'lh) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 55.50 89.50 N/A N/A 8.90 25.10
2483.5 14.50 48.50 -25.50 74.00 8.90 25.10

Detector: Average
Frequenc | Reading | Measure Over Limit Cable | Antenna

y Level Level Limit ( d;lrf\'l'lm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 47.30 81.30 N/A N/A 8.90 25.10
2483.5 6.80 40.80 -13.20 54.00 8.90 25.10

® 802.11n(HT20)

Carrier Frequency (MHz): 2412
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Channel No.: 1
Test Mode: 802.11n(HT20)
Detector: Peak

Frequenc | Reading | Measure Over .. Cable | Antenna
y Level Level Limit ( dI'B'lT,;:n) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 55.40 89.40 N/A N/A 8.90 25.10
2390.0 11.50 45.50 -28.50 74.00 8.90 25.10
Detector: Average
Frequenc | Reading | Measure Over .. Cable | Antenna
y Level Level Limit ( d';:‘\‘,'/tm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2412.0 48.60 82.60 N/A N/A 8.90 25.10
2390.0 7.30 41.30 -12.70 54.00 8.90 25.10
Carrier Frequency (MHz): 2462
Channel No.: 11
Test Mode: 802.11n(HT20)
Detector: Peak
Frequenc | Reading | Measure Over .. Cable | Antenna
y Level Level Limit ( d';:‘\‘,'/tm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 51.70 85.70 N/A N/A 8.90 25.10
2483.5 9.20 43.20 -30.80 74.00 8.90 25.10
Detector: Average
Frequenc | Reading | Measure Over .. Cable | Antenna
y Level Level Limit ( dI;H\]llltm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2462.0 51.90 85.90 N/A N/A 8.90 25.10
2483.5 2.80 36.80 -17.20 54.00 8.90 25.10
® 802.11n(HT40)
Carrier Frequency (MHz): 2422
Channel No.: 3
Test Mode: 802.11n(HT40)
Detector: Peak
Frequenc | Reading | Measure Over . . Cable | Antenna
y Level Level Limit ( dLB'lT/;:n) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
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eiip-apin gy FCC ID: SARMWH515S
2422.0 60.80 94.80 N/A N/A 8.90 25.10
2390.0 35.40 69.40 -4.60 74.00 8.90 25.10

Detector: Average

Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( d;lrf\'l'lm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2422.0 45.00 79.00 N/A N/A 8.90 25.10
2390.0 19.40 53.40 -0.60 54.00 8.90 25.10
Carrier Frequency (MHz): 2452
Channel No.: 9
Test Mode: 802.11n(HT40)
Detector: Peak
Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( d;lrf\'l'lm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2452.0 59.70 93.70 N/A N/A 8.90 25.10
2483.5 28.00 62.00 -12.00 74.00 8.90 25.10
Detector: Average
Frequenc | Reading | Measure Over Limit Cable | Antenna
y Level Level Limit ( d;s;'l'lm) Loss Factor
(MHz) (dBuV) | (dBuV/m) (dB) (dB) (dB)
2452.0 43.70 77.70 N/A N/A 8.90 25.10
2483.5 17.40 51.40 -2.60 54.00 8.90 25.10
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Sample Calculations
Determining Spurious Emissions Levels

A “reference path loss” is established and the Agy is the attenuation of
“reference path loss”, and including the gain of receive antenna, the gain
of the preamplifier, the cable loss. The measurement results are obtained

as described below:

Below 1GHz:
QuasiPeak=ReadingValue+Ag
Above 1GHz:

MaxPeak=Reading MaxPeak + Arpi
OR

Average=ReadingAverage+ Arpi

Sample calculation: (13.04 dBuV/m) = (35.84dBpV) + (-22.80 dB/m), the

corresponding frequency is 167.934MHz.
Theworstcaseattitude: Themobilelaydown.

® 802.11b
Spurious Radiated Emissions from 30MHz to 1GHz:
CH Middle (No.6)

Full Spectrum

60T
FCCPart 15C Eleatric

50T

Field-Streng

—30MHz—16Hz QF

40

3 30T
S * % * | e
5 4
§ 207 . 4 Ml o g
1 »
10T
ol
30M 5IO 6I0 I 8IO 1OI0M 2(I)O 3(I)O 4(I)0 5(I)0 IS(IJO 1IG
Frequency in Hz
Frequenc . QuasiPea Limit .
Readin Margin A .
y ( dBuv)g’ k (dBuVim | dg) dRBP' Polarity
(MHz) (dBuV/m) ) (dB)
167.934 35.84 13.04 43.50 30.46 -22.80 Vertical
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No.: SRTC2022-9004(F)-22011404(F)

_ B A FCC ID: SARMWH5158
332.446 37.73 22.03 46.00 23.97 -15.70 Vertical
377.745 32.70 18.30 46.00 27.70 -14.40 Vertical
664.671 27.52 20.12 46.00 25.88 -7.40 Vertical
874.191 24.25 20.65 46.00 25.35 -3.60 Vertical
933.555 22.93 20.33 46.00 25.67 -2.60 Vertical
Spurious Radiated Emissions from 1GHz to 18GHz:
CH Middle (No.6)
Full Spectrum
90': ﬂ
80T \
L ECC Part 150 Blectriclbiald Strength 1GHz=18GHz PK
701
60T
E L ECCL Part 150 Hlectrifl Hiald Strength 1GHz=18GHz A
2 50T
4 a0t
i | | (I
30_ i ik [ e M TN it [l 1
I
20§
10 T : : T T T T 1
1000 1500 2000 2500 3000
Frequency in MHz
Full Spectrum
80T
- ECC Part 15C Electric Field Strength 1GHz 18GHz PK
70T
60T

Level in dBuV/

c Field Strength 1GHz I§GHA AV

20T

10T

3G

5G

t t t t !
7 8 9 10G 18G
Frequency in Hz
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No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Frequenc | Reading | Reading Average Limit .
y MaxPeak | Average I\(I;gxl';‘;ak (dBuV/m | (dBuV/m Ma:jrgln Arpl Polarity
(MHz) | (dBuv) | (aBuy) | (4BuV/m) ) ) (dB) | (dB)
4870.500 - 59.57 - 37.97 54.00 16.03 -21.60 Vertical
6498.500 - 57.37 - 35.87 54.00 18.13 -21.50 Vertical
8575.500 -—- 54.21 - 34.21 54.00 19.79 -20.00 Vertical
11254.500 - 52.83 - 35.63 54.00 18.37 -17.20 Vertical
14606.000 — 54.24 o 40.74 54.00 13.26 -13.50 Vertical
17401.500 - 55.78 - 44.28 54.00 9.72 -11.50 Vertical
® 3802.11g

Spurious Radiated Emissions from 1GHz to 18GHz:

CH Middle (No.6)

Level in dBuV/

907

801

701

601

Full Spectrum

|
FCC Part 16C Electh wh‘w\«] Strength 1GHz=18GH7 PK

2000
Frequency in MHz

3

000

The State Radio_monitoring_center Testing Center (SRTC)
Tel: 86-10-57996183
Fax: 86-10-57996388

page 52 of 53

Vv3.0.0




SRTC

R A

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

Level in dBuV/

80T

Full Spectrum

1'CC Part 15C Electric Iield Strength 1GHz 18GHz PK

07T

60T

50T

7 8 9
Frequency in Hz

10G 18G

Frequenc | Reading | Reading Average Limit .
y MaxPeak | Average (I\:Ijgxl’\'zz]k) (dBuV/m | (dBuV/m M(zré’)m Arpl Polarity
(MHz) | (dBuv) | (dBuV) u ) ) (dB)

4874.000 - 64.28 - 42 .68 54.00 11.32 -21.60 Vertical
7401.000 - 54.00 - 32.80 54.00 21.20 -21.20 Vertical
10980.500 - 52.53 - 34.43 54.00 19.57 -18.10 Vertical
14584.000 - 54.52 -—- 41.02 54.00 12.98 -13.50 Vertical
15263.000 - 55.04 - 41.54 54.00 12.46 -13.50 Vertical
17908.500 - 54.45 - 44 .65 54.00 9.35 -9.80 Vertical

® 802.11n (HT20)
Spurious Radiated Emissions from 1GHz to 18GHz:
CH Middle (No.6)
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No.: SRTC2022-9004(F)-22011404(F)

eiip-apin gy FCC ID: SARMWH515S
Full Spectrum
100T
90T
80T ‘ ‘
L ECCPart15C Electricield Strenath 1GHz=18GHz PK
70T
s |
g Ejdld—Strength1GHz=18GH
20 t t t t t t t |
1000 1500 2000 2500 3000
Frequency in MHz
Full Spectrum
80T
| ECCPart 150 ElectricField Strength 1GHz 18GHz PK
701
601
| Pay | ! rictield -Strength1GH SEHE AV
s 501 *
2T T
£ o] ) A
8 st :
201
10T
0 t t t t t t t |
3G 5G 6 7 8 9 10G 18G
Frequency in Hz
Frequenc | Reading | Reading Average Limit .
y MaxPeak | Average (I\glaB)::ank) (dBuV/m | (dBuV/m M(ng)m Arpi Polarity
(MHz) | (dBuVv) | (dBuV) ) ) (dB)
4873.000 61.98 40.38 54.00 13.62 -21.60 Vertical
7413.000 53.87 32.67 54.00 21.33 -21.20 Vertical
9307.500 53.95 34.25 54.00 19.75 -19.70 Vertical
14562.000 53.97 40.57 54.00 13.43 -13.40 Vertical
15270.000 55.20 41.70 54.00 12.30 -13.50 Vertical
16782.000 56.23 43.73 54.00 10.27 -12.50 Vertical
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C No.: SRTC2022-9004(F)-22011404(F)

Th 0 Flini b b | i) <

i s R W e W FCC ID: SARMWH515S
® 802.11n (HT40)

Spurious Radiated Emissions from 1GHz to 18GHz:

CH Middle (No.6)

Full Spectrum

100T
Q0T
80T
+ ECC Part 15C Electricilblidld Strength 1GHz=18GHz PK
70T
> L
>
8
£ ooT
T>> 4 ECCPart15CElectrii¢ Fildld Strength 1GHz=18GHz AV
et
50T
40 . '| i fithhlal A T M G TR T
30
20+ t t t t t t t i
1000 1500 2000 2500 3000
Frequency in MHz
Full Spectrum
80T
1 ECCPart15C - Electric Field Strength 1GHz 18GHz PK
70T
60T
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SRTC

No.: SRTC2022-9004(F)-22011404(F)

eiip-apin gy FCC ID: SARMWH515S
y MaxPeak | Average | (dBuV/m) | (dBuV/m | (dBuV/m (dB) (dB)
(MHz) (dBuV) (dBuV) ) )
4882.500 52.88 31.28 54.00 22.72 -21.60 Vertical
8556.500 54.15 34.15 54.00 19.85 -20.00 Vertical
11312.000 52.41 35.31 54.00 18.69 -17.10 Vertical
14032.500 53.13 39.43 54.00 14.57 -13.70 Vertical
15270.000 --- 55.22 - 41.72 54.00 12.28 -13.50 Vertical
17741.500 54.00 43.20 54.00 10.80 -10.80 Vertical
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SRTC

R A

No.: SRTC2022-9004(F)-22011404(F)
FCC ID: SARMWH515S

AC Power line Conducted Emission

<<>> 15 February,2022 18::
03 CE.ep9ceda-
Model Standard : FCC Class B
Serial Remark 1
Operator Remark 2
AC Power : Remark 3
Temp, Humid : 23.5°C / 45.5 RH Remark 4
[dB (uV) ]
100 <FCC Class 15 C>
F LJ‘.m?t(QP)
90 : 03 ons Limit (AV)
C Scan (L, AV)
80 | e
C Scan (N, PK)
70 F T Suipected Ttem(y
[y %— Final Item(L, QP'
60 [ & Final rem(y, ob
— n Final Item(N, AV
% 50 [
40 f
30 f ‘ %{{?
Byt PO A
0 pYhL “M“MWWWWWM&’WWWWWW
10 f
0 L
0.15 0.50 1.00 5.00 10.00 30.00
Frequency [MHz]
Range Frequency | Line | Reading Factor Level Limit Limit Margin Pass/Fail
MHz dB(pV) dB dB(pV) dB(pV) dB(pV) dB
QP | AV | PK QP | AV | PK QP | AV |PK| QP | AV | PK
Band1 0721 | L 15| 26 19.8 | 31.3 | 224 56 46 24.7 | 23.6 Pass
Band1 0.727 | L 95| 0.9 19.8 | 29.3 | 20.7 56 46 26.7 | 25.3 Pass
Band1 0739 | L 145 | 4.7 19.8 | 34.3 | 24.5 56 46 21.7 1215 Pass
Band1 0.743 | L 12.8 | 4.2 19.8 | 32.6 24 56 46 23.4 22 Pass
Band1 0802 | L 119 2.8 19.8 | 31.7 | 22.6 56 46 24.3 | 234 Pass
Band1 0.804 | L 99| 0.8 19.8 | 29.7 | 20.6 56 46 26.3 | 254 Pass
Band1 0.727 | N 94| 0.7 19.8 | 29.2 | 20.5 56 46 26.8 | 25,5 Pass
Band1 0.737 | N 135 2.7 19.8 | 33.3 | 22.5 56 46 22.7 | 235 Pass
Band1 0.741 | N 13.9 | 5.1 19.8 | 33.7 | 24.9 56 46 22.3 | 211 Pass
Band1 0.753 | N 99| 1.9 19.8 | 29.7 | 21.7 56 46 26.3 | 24.3 Pass
Band1 0.782 | N 99| 13 19.8 | 29.7 | 211 56 46 26.3 | 24.9 Pass
Band1 0.799 | N 124 | 3.1 19.8 | 32.2 | 22.9 56 46 23.8 | 23.1 Pass

---End of the test report---
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