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Radio frequency radiation exposure evaluation: portable devices

RESULT : Pass
Test Specification
Test item R/C 15" RACER
Identification / Type No. SKU428090 47363
FCCID SFF-47363
Test standard CFR47 FCC Part 2: Section 2.1093
FCC KDB Publication 447498 D04
Calculation Method according to KDB 447498 D04
ERP;q emn(d /20 cm)* d < 20 cm
Py (mW) = (B.2)
ERPsq cm 20ecm < d < 40 cm
where
= _logln (EHPz::Dcn1 T)
and fis in GHz, d is the separation distance (cm), and ERP20cm is per Formula (B.1). The
example values shown in Table B.2 are for illustration only.
For2.4G SRD
E.LRP=94.39-95.2=-0.81dBm
ERP =-0.81-2.15 = -2.96dBm
FCC Measurement Record:
Minimum
Test Mode C°::xz:ed C°::;::ed ERP ERP Separation Limit
(dBm) (mW) Distances (mW)
(dBm) (mW)
(mm)
2.4GHz SRD -—-- -—-- -2.96 0.506 5 2.72

Hence the EUT is excluded from SAR evaluation if the distance between the antenna and the human
body is equal or above one of the minimum distances depicted in the tables above, depending on
the wireless protocol in use, in accordance with FCC KDB Publication 447498 D04.




