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1. Test Result Summary

1.1. Test Procedures and Results

Requirement CFR 47 Section Result

Antenna requirement §15.203 PASS

AC PoweEr Ll_ne_ Conducted §15.207 PASS
mission

Maximum Conducted
Output Power

6dB Emission Bandwidth §15.407(e) PASS
26dB Emission Bandwidth&

§15.407(a) PASS

99% Occupied Bandwidth §1.407(a) NR
Power Spectral Density §15.407(a) PASS
Band edge §15.407(b)/15.209/15.205 PASS
Radiated Emission §15.407(b)/15.209/15.205 PASS
Frequency Stability §15.407(g) PASS

Note:
1. PASS: Test item meets the requirement.

2. Fail: Test item does not meet the requirement.

\ LY/

3. N/A: Test case does not apply to the test object.
4. The test result judgment is decided by the limit of test standard.

1.2. Information of the Test Laboratory

Shenzhen HUAK Testing Technology Co., Ltd.
Add.: 1-2/F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping,
Fuhai Street, Bao’an District, Shenzhen, Guangdong, China

Testing Laboratory Authorization:

A2LA Accreditation Code is 4781.01.

FCC Designation Number is CN1229.
Canada IC CAB identifier is CN0045.
CNAS Registration Number is L9589.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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1.3. Measurement Uncertainty

The reported uncertainty of measurement y + U, where expended uncertainty U is based
on a standard uncertainty multiplied by a coverage factor of k=2, providing a level of
confidence of approximately 95 %.

No. Item MU
1 Conducted Emission +0.37dB
2 RF power, conducted +3.35dB
3 Spurious emissions, conducted +2.20dB
4 All emissions, radiated(<1G) +3.90dB
5 All emissions, radiated(>1G) +4.28dB
6 Temperature +0.1°C
7 Humidity +1.0%
esults shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK
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2. EUT Description
2.1. General Description of EUT

Equipment: Outdoor CPE
Model Name: AMY-5133-AC-PD(-T)
Serial Model: ARY-5133-AC-PD(-T), AGY-5133-AC-PD(-T)

Model Difference:

All model’s the function, software and electric circuit are the
same, only with a product color and model named different. Test
sample mode: AMY-5133-AC-PD(-T).

Trade Mark:

ANTAIRA

FCC ID:

SGS-AMY5133ACPD

Operation Frequency:

IEEE 802.11a/n/ac (HT20)5.745GHz-5.825GHz
IEEE 802.11n/ac (HT40)5.755GHz-5.795GHz
IEEE 802.11ac (HT80) 5.775GHz

Modulation Technology:

IEEE 802.11a/n/ac

Modulation Type:

OFDM, OFDMA

Antenna Type:

Internal Antenna

Antenna Gain:

Antenna 1:14dBi
Antenna 2:14dBi
MIMO: 17.01dBi

Power Source:

DC 48V From POE Power or DC 12V From DC Power

Power Supply: DC 48V From POE Power or DC 12V From DC Power
Hardware Version: V2.0
Software Version: V2.0

Note: The EUT incorporates a MIMO function. Physically, it provides two completed transmitt
ers and receivers(2T2R), two transmit signals are completely correlated, then, Direction gain=
GANT + Array Gain(Array Gain=10 log(2) dB for power spectral density; Array Gain=0 for

power measurement)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

Report No.: HK2309124188-2E
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2.2. Operation Frequency Each of Channel

Report No.: HK2309124188-2E

802.11a/802.11n(HT20) 802.11n(HT40) 802.11ac(HT80)
802.11ac(HT20) 802.11ac(HT40)

Channel Frequency Channel Frequency Channel Frequency
149 5745 151 5755 155 5775
153 5765 159 5795
157 5785
161 5805
165 5825

Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, and the selected channel see

below:

2.3. Operation of EUT During Testing

Band IV (5725 - 5850 MHz)
For 802.11a/n (HT20)/ac(HT20)
Channel
Nurfib&t Channel Frequency (MHz)
149 Low 5745
157 Mid 5785
165 High 5825
For 802.11n (HT40)/ ac(HT40)
Channel
Number Channel Frequency (MHz)
151 Low 5755
159 High 5795
For 802.11ac(HT80)
Channel
Number Channel Frequency (MHz)
155 / 5775

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

E-mail : service@cer-mark.com
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2.4. Description of Test Setup

Operation of EUT during conducted testing and below 1GHz Radiation testing:

AC Plug | Adapter EUT Laptop

Operation of EUT during Above1GHz Radiation testing:

AC Plug

Adapter EUT

The sample was placed (0.8m below 1GHz, 1.5m above 1GHz) above the ground plane of 3m
chamber. Measurements in both horizontal and vertical polarities were performed. During the test,
each emission was maximized by: having the EUT continuously working, investigated all operating
modes, rotated about all 3 axis (X, Y & Z) and considered typical configuration to obtain worst
position, manipulating interconnecting cables, rotating the turntable, varying antenna height from 1m
to 4m in both horizontal and vertical polarizations. The emissions worst-case are shown in Test
Results of the following pages. The worst case is X position.

t refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
- | ——. 0000 0 0 0 ]

d except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.cor



wUA4
.y HUAK TESTING Page 10 of 113 Report No.: HK2309124188-2E

2.5. Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or
support units. The following support units or accessories were used to form a representative test
configuration during the tests.

Item Equipment |Trade Mark Model/Type No. Specification Remark
1 Outdoor CPE ANTAIRA [AMY-5133-AC-PD(-T) N/A EUT
2 DATA cable N/A N/A Length: 0.93m Accessory
Input: DC 20V, .
3 Laptop Lenovo TPOO096A 5 2EA/3 25A Peripheral
Input: AC100-240V,
4 Adapter N/A GRT-POE15-480050 50/60Hz, 0.8A Peripheral
Output: 48V, 500mA
5 RF Cable N/A N/A Length: 0.1m Peripheral
Note:

1. All the equipment/cables were placed in the worst-case configuration to maximize the emission
during the test.

2. Grounding was established in accordance with the manufacturer’s requirements and conditions
for the intended use.

3. For conducted measurements (Output Power, 6db Emission Bandwidth, Power Spectral Density,
Spurious Emissions), the antenna of EUT is connected to the test equipment via temporary antenna
connector, the antenna connector is soldered on the antenna port of EUT, and the temporary
antenna connector is listed in the Test Instruments.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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3. Genera Information
3.1. Test Environment and Mode

Operating Environment:

Temperature: 25.0 °C
Humidity: 56 % RH
Atmospheric Pressure: 1010 mbar
Test Mode:
Engineering mode: geep the EUT in continuous trgnsmitting
y select channel and modulations

The sample was placed 0.8m/1.5m for blow/above 1GHz above the ground plane of
3m chamber. Measurements in both horizontal and vertical polarities were performed.
During the test, each emission was maximized by: having the EUT continuously
working, investigated all operating modes, rotated about all 3 axis (X, Y & Z) and
considered typical configuration to obtain worst position, manipulating interconnecting
cables, rotating the turntable, varying antenna height from 1m to 4m in both horizontal
and vertical polarizations. The emissions worst-case are shown in Test Results of the
following pages.

We have verified the construction and function in typical operation. All the test modes
were carried out with the EUT in transmitting operation, which was shown in this test
report and defined as follows:

\ LY/

Per-scan all kind of data rate in lowest channel, and found the follow list which it
was worst case.

Mode Data rate
802.11a 6 Mbps
802.11n(HT20) MCSO0
802.11n(HT40) MCSO0
802.11ac(HT20)/ac(HT40)/ac(HT80) MCSO0
Final Test Mode:
Operation mode: \P;ietﬁpn;[ggui{[;ri]n continuous transmitting

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Mode Test Duty Cycle: ANT.1

Duty Cycle Factor

Mode Duty Cycle (dB)

802.11a 0.97 -0.13
802.11n(HT20) 0.99 -0.04
802.11n(HT40) 0.97 -0.13
802.11ac(HT20) 0.99 -0.04
802.11ac(HT40) 0.97 -0.13
802.11ac(HT80) 0.95 -0.22
Test plots as follows:

802.11a 802.11n(HT20)

Agilent Spectrum Analyzer - Swept SA

Center Freq 5.745000000 GHz
PN

Ref Offset 953 dB ’ Ref Offset 953 dB
Ref 30.00 dBm ~90. 10 dB! Ref 30.00 dBm

o
AMKr E
CenterFreq| 3 CenterFreq
5.745000000 GHz . . o~ 5745000000 GHz
StartFreq| I StartFreq|
5.745000000 GHz| 4 5.745000000 GHz|

Stop Freq| StopFreq|
5745000000 GHz| 5745000000 GHez|

Center 5.745000000 GHz Span 0 Hz| CF Step Center 5.745000000 GHz Span 0 Hz
Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts) . Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts)
HKR MODE TR SCL

;“ - . 4.140ms & l::.ldBm
s (&) .
4

CFStep

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
-~ 1
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802.11n(HT40)

Agilent Sectrum Anlyzer - Swept Sh
T

802.11ac(HT20)

Agilet Spectrum Analyzer - Swept SA
500 T
Center Freq 5.755000000 GHZ

SENSEINT LIGNAUT TS hc | TCeE N | AIGNAUTO |020836PMSepis, 2023
Trig Delay2000 s #Avg Type: RMS Freqiancy Center Freq 5.745000000 GHZ Trig Delay2000 s #Avg Type: RMS TRACE
o Trig: Video St Trig: Video
(g ioy | #hiten: 0 48
3 S
Ref Offset 9.53 dB h =
10 dB/div__Ref 30.00 dBm

3 m Auto Tune|
Ref Offset 953 dB 35. S
Ref 30.00 dBm

Frequency

CenterFreq
5745000000 GHz,

Center 5.755000000 GHz

Span 0 Hz| (Center 5.745000000 GHz
#VBW 8.0 MHz

#VBW 8.0 MHz
FUNCTION | FUNCTIONWIDTH MKR_NODE| TRC SCL

FUNCTION | FUNCTION WIDTH.

STATUS.

Ag.nm Spectrum Analyu( Sw!pl s

Cen(er Freq 5 755(](](](](](] GHz Trig Delay-200.0 ps.
o Trig: Video

LIGN A lsoa acl L [ ceNsEmT [ AGNAUTO
#Avg Type: RMS
#Atten: 40 dB

03084290 Sep 15,2023
Frequency Trig Delay-200.0 ps
rTest o Trig: Video
#Asten: 40 dB
Ref Offset 9,53 dB. ' o
10 dB/div__Ref 30.00 dBm

" Auto Tune|
Ref Offset9.53 dB . o
Ref 30.00 dBm

#Avg Type: RMS Frequency

Center 5.755000000 GHz

Span 0 Hz| p| (Center 5.775000000 GHz
#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)

#VBW 8.0 MHz
FUNCITOn | FUNCTION DR FUNCTONVALE & (B2

FUNCTION | FUNCTIONWIDTH ___ FUNCTION VALUE

STATUS.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Mode Test Duty Cycle: ANT.2

Mode Duty Cycle Duty C{(;:ge) Factor

802.11a 0.97 -0.13
802.11n(HT20) 0.99 -0.04
802.11n(HT40) 0.97 -0.13
802.11ac(HT20) 0.99 -0.04
802.11ac(HT40) 0.98 -0.09
802.11ac(HT80) 0.95 -0.22
Test plots as follows:

802.11a 802.11n(HT20)

Agilent Spectrum Analyzer - Swept SA

NSEINT] ALIGN AT
Center Freq 5.745000000 GHz 000 ps  #Avg Type: RMS Frequency
PNO:

: Fast ;
FGainiLo
Ref Offset9.53 dB ) s
Ref 30.00 dBm =Y.

A CenterFreq|
5745000000 GHz|
StartFreq|
5745000000 GHz|

Stop Freq|
6745000000 GHz|

Ref Offset9.53 dB
Ref 30.00 dBm

(Center 5.745000000 GHz Span 0 Hz

(Center 5745000000 GHz Span 0 Hz CF Stey
Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts))

Res BW 8 MHz #VBW 8.0 MHz Sweep 10.13 ms (8000 pts) 8.000000 MHz|
Auto Man|

FreqOffset,
0Hz|

Y FUNCTION | FUNCTIONWIDTH ___ FUNCTIONVALUE_ A&
[ 2502dBm| |
& so0loms[(A}  o71eB] [
[ty so70ms[(a) 36s6aB] | [ |
o

FUNCTION | FUNCTIONWIDTH ___FUNCTIONVALLE A

VKR MODE TRC S0 X 0
A N [1lt[  2020ms| 1244 dBm|
[Tt[@® —— 2060ms[fA)  -426a8 [ [}
[tl@ —  2130ms[w) 083B[ [ [ ]
)

KR MODE TRC SCL
1

/M T R\

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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802.11n(HT40) 802.11ac(HT20)

R
Center Freq 5.745000000 GHz

HO: Fast o Trig: Video

IFGain:Low __#Atten: 40 dB

03136:21PY 509 35, 2023
o Frequency

Agilent Spectrum Analyzer - Swept SA
"L 3 5 i
Frequency

Center Freq 5.755000000 GHz
o
Feaiiow
AMkr3 2.500 ms|
27.60 dB

Ref Offset 9.53 dB
Ref 30.00 dBm
A CenterFreq
5.755000000 GHz|

Ref Offset 953 dB
Ref 30.00 dBm
1 CenterFreq|
5745000000 GHz

Auto Tune|

Span 0 Hz

Center 5.745000000 GHz
#VBW 8.0 MHz Sweep 10.13 ms (8000 pts)|
FUNCTION | FUNCTION WIDTH __FUNCTION VALUE

Span 0 Hz|
Sweep 10.13 ms (8000 pts)

~ MKR_NODE| TRC SCL
1

FUNCTION VALLE

Center 5.755000000 GHz
Res BW 8 MHz #VBW 8.0 MHz
FUNCTION

MKR MODE TR SCL 3 I
jl N [1[t]  580ms] 2271dBm| |
2 () 130 ms(A) 3116 dB)

I — T - m—

FUNCTION WIDTH

10
STATUS.

Agilent Spectrum Analyzer - Swept SA
i R B AC ALIGNAUTO |03:51:23PMSep15,2023
Center Freq 5.775000000 GHz Trig Delay-2000 ps  #Avg Type: RMS Eisauency
o ot v Trig: Video
#Atten: 40 dB
AMKr3 1.210 ms|
-26.28 dB

Aglent Spectrum Analyzer - Swept SA
RL R s0n AC =
Center Freq 5.795000000 GHz Trig Delay-200.0 ps. Frequency
ot e Trig: Video
Ref Offset 9.53 dB
Ref 30.00 dBm

#Atten: 40 B
AMkr3 2.500 ms|
-3.52 dB 048l

Log

Ref Offset 953 dB
Ref 30.00 dBm

' =

Center 5.775000000 GHz
#VBW 8.0 MHz

Span 0 Hz|
Sweep 10.13 ms (8000 pts)
aute FUNCTION | FUNCTION WDTH

FUNCTIONVALLE &

Center 5.795000000 GHz
#VBW 8.0 MHz
FUNCTION | FUNCTIONWIDTH

STATUS.
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4. Test Results and Measurement Data
4.1. Conducted Emission

4.1.1. Test Specification

Test Requirement:

FCC Part15 C Section 15.207

Test Method:

ANSI C63.10:2013

Frequency Range:

1

50 kHz to 30 MHz

Receiver setup:

RBW=9 kHz, VBW=30 kHz, Sweep time=auto

Test Procedure:

Frequency range Limit (dBuV)
(MHz) Quasi-peak Average
Limits: 0.15-0.5 66 to 56* 56 to 46"
0.5-5 56 46
5-30 60 50
Reference Plane
40cm
E.U.T [Ac power [[ goem Lo
Test Setup: [Filter |— Ac power
Test table/Insulation plane
EMI
Remar Receiver
EUT Equipment Uindar Test
LIS [ e impedence Stabilizalion Nafwork
Teast fable haight=0. 8m
Test Mode: Tx Mode
1. The E.U.T and simulators are connected to the main

power through a line impedance stabilization network
(L.I.S.N.). This provides a 500hm/50uH coupling
impedance for the measuring equipment.

. The peripheral devices are also connected to the main
power through a LISN that provides a 50ohm/50uH
coupling impedance with 50ohm termination. (Please
refer to the block diagram of the test setup and
photographs).

.Both sides of A.C. line are checked for maximum
conducted interference. In order to find the maximum
emission, the relative positions of equipment and all of
the interface cables must be changed according to
ANSI C63.10: 2013 on conducted measurement.

Test Result:

Pass

TEL : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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4.1.2. Test Instruments
Conducted Emission Shielding Room Test Site (843)
. Serial Calibration Calibration
Equipment |Manufacturer| Model Number Date Due
Receiver R&S ESR-7 HKE-005 Feb. 17, 2023 | Feb. 16, 2024
LISN R&S ENV216 HKE-002 Feb. 17, 2023 | Feb. 16, 2024
Coax cable . 381806-00
(9KHzZ-30MHz) Times 5 N/A Feb. 17, 2023 | Feb. 16, 2024
10dB Attenuator | Schwarzbeck VTS[I):9561 HKE-153 Feb. 17, 2023 | Feb. 16, 2024
Conducled testy™ ¢ ccong | TSAReV | LyE 081 N/A N/A
software 25.0.0

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to
international system unit (Sl).

\ LY/

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Ay,

4.1.3. Test data

Test Specification: Line

130 FCCPART 15 C CLASSE(L)

120
110
100
90
a0
70
—
60|
SDLTMMMM
A0}y
aof LA L
204" VYTV e
10

Level[dBpWv]

&Dk ™ 10M 30M
Frequency[Hz]

— QPLimt  — AVLimt —PK —AV

o QPDefector % AV Detector

1 0.1635 53.38 19.98 65.28 11.90 33.40 PK L
2 0.7755 40.81 20.05 56.00 15.19 2076 PK L
3 26925 4242 20.21 56.00 13.98 2221 PK L
4 3.4575 44 27 2025 56.00 11.73 2402 PK L
5 4.0200 44.81 2025 56.00 11.19 24 56 PK L
6 46725 45.09 2026 56.00 10.91 2483 PK L

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http cer-mark.com.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F,, Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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. Vg

Test Specification: Neutral

130 FCC PART 15 C CLASS B [N)

120
110
100
g0
80
70

80} —

59?*:"%, :
' AN i R

40t~ e as - h A,f L T T e i ; e |
NTAVE IV T S Y T P aVAYa VAV e YVSANA

Py
',',-' 'L'.' W A "“I,Ir"rﬁ.- . J g fﬁw W [
, DJ VY .ﬂ"\w ﬁ;‘l"""l uin T i ’\uf \Wf {

10

Level[dBp\v]

&Ok M 10M 30M
Frequency[Hz]

— QP Limit — AVLlimt —PK —AY
o QP Defector # AV Detector

1 0.1635 53.57 19.98 65.28 11.71 33.59 PK N
2 0.7935 41.89 20.05 56.00 14.11 21.84 PK N
3 26205 42.03 20.21 56.00 13.97 21.82 PK N
4 34215 4438 20.24 56.00 11.62 2414 PK N
5 3.8670 4436 20.25 56.00 11.64 24 11 PK N
6 4.5960 4482 20.25 56.00 11.18 24 .57 PK N

Remark: Margin = Limit — Level
Correction factor = Cable lose + LISN insertion loss
Level=Test receiver reading + correction factor

The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK

this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http cer-mark.com.

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F,, Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.2. Maximum Conducted Output Power

4.2.1. Test Specification

Test Requirement:

FCC Part15 E Section 15.407(a)

KDB789033 D02 General UNII Test Procedures New

e Rules v02.r01 Section E

Frequency Band | ,. .

Limit

Limit: (MHz)

5725-5850 1w
Test Setup: = L] <

Power meter EUT

Test Mode: Transmitting mode with modulation

Test Procedure:

1. The testing follows the Measurement Procedure of
KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section E, 3, a.

2. The RF output of EUT was connected to the power
meter by RF cable and attenuator. The path loss was
compensated to the results for each measurement.

3. Set to the maximum power setting and enable the
EUT transmit continuously.

4. Measure the conducted output power and record the

results in the test report.

Test Result: PASS
Conducted output power= measurement power
Remark: +10log(1/x) X is duty cycle=1, so 10log(1/1)=0

Conducted output power= measurement power

TEL : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

/M T R\
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4.2.2. Test Instruments

Report No.: HK2309124188-2E

RF Test Room
. Serial Calibration Calibration
Equipment Manufacturer| Model Number Date Due
spectrum Agilent N9020A | HKE-048 | Feb. 17,2023 | Feb. 16, 2024
analyzer
Power meter Agilent E4419B HKE-085 Feb. 17,2023 | Feb. 16, 2024
Power Sensor Agilent E9300A | HKE-086 | Feb. 17,2023 | Feb. 16, 2024
RF cable Times 1-40G HKE-034 | Feb. 17,2023 | Feb. 16, 2024
RF automatic |, cond | usosoe-2 | HKE-060 | Feb. 17,2023 | Feb. 16, 2024
control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
-~ 1
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Test Data
Configuration Band IV (5725 - 5850 MHz )

Maximum Conducted FCC
Mode et OLioui Poer (@) Limit | Result

Antenna port 1 | Antenna port 2 MIMO (dBm)
11a CH149 10.94 11.28 / 30 PASS
11a CH157 8.80 10.04 / 30 PASS
11a CH165 8.45 10.59 / 30 PASS
11n(HT20) CH149 7.97 9.84 12.02 30 PASS
11n(HT20) CH157 8.61 9.74 12.22 30 PASS
11n(HT20) CH165 8.23 10.30 12.40 30 PASS
11n(HT40) CH151 9.77 10.66 13.25 30 PASS
11n(HT40) CH159 8.08 9.22 11.70 30 PASS
11ac(HT20) CH149 8.00 9.83 12.02 30 PASS
11ac(HT20) CH157 8.62 9.74 12.23 30 PASS
11ac(HT20) CH165 8.17 10.31 12.38 30 PASS
11ac(HT40) CH151 9.88 10.62 13.28 30 PASS
11ac(HT40) CH159 7.98 9.18 11.63 30 PASS
11ac(HT80) CH155 7.40 8.39 10.93 30 PASS

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.3. 6db Emission Bandwidth

4.3.1. Test Specification

FCC CFR47 Part 15 Section 15.407(e)
KDB789033 D02 General UNIl Test Procedures New

Test Requirement:

Test Method: Rules v01r04 Section C
Limit: >500kHz
00 L] 0
Test Setup: ) )
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C.

2. Set to the maximum power setting and enable the
EUT transmit continuously.

3. Make the measurement with the spectrum analyzer's
resolution bandwidth (RBW) = 100 kHz. Set the
Video bandwidth (VBW) = 300 kHz. In order to make
an accurate measurement. The 6dB bandwidth must
be greater than 500 kHz.

4. Measure and record the results in the test report.

PASS

Test Procedure:

\ LY/

Test Result:

4.3.2. Test Instruments

RF Test Room
. Serial Calibration Calibration
Equipment Manufacturer| Model Number Date Due
Spectrum Agilent N9020A | HKE-048 | Feb. 17,2023 | Feb. 16, 2024
analyzer
RF cable Times 1-40G HKE-034 | Feb. 17,2023 | Feb. 16, 2024
RF automatic | g ccond | Jsosoe-2| HKE-060 | Feb. 17,2023 | Feb. 16, 2024
control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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4.3.3. Test data

ANT 1
Band IV (5725 - 5850 MHz )
M Frequency S dB _—
ode Test channel Bandwidth Limit (MHz) Result
(MH2) (MHz)
11a CH149 5745 16.28 0.5 PASS
11a CH157 5785 16.28 0.5 PASS
11a CH165 5825 16.32 0.5 PASS
11n(HT20) CH149 5745 17.32 0.5 PASS
11n(HT20) CH157 5785 17.20 0.5 PASS
11n(HT20) CH165 5825 17.32 0.5 PASS
11n(HT40) CH151 5755 33.84 0.5 PASS
11n(HT40) CH159 5795 35.04 0.5 PASS
11ac(HT20) CH149 5745 17.28 0.5 PASS
11ac(HT20) CH157 5785 17.28 0.5 PASS
11ac(HT20) CH165 5825 17.28 0.5 PASS
11ac(HT40) CH151 5755 35.04 0.5 PASS
11ac(HT40) CH159 5795 33.84 0.5 PASS
11ac(HT80) CH155 5775 75.84 0.5 PASS

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Band IV (5725 — 5850 MHz)

802.11a
Agilent Spectrum Analyzer - Swept SA

e Rl R oo ac | | [ SEMSEINT] | AUGNAUTO o2 Er——
Center Freq 5.745000000 GHz #Avg Type: RMS duency

PNo: Fast —»~ Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.53 dB
Ref 20.00 dBm
CenterFreq
5.745000000 GHz|
J—
StartFreq
5725000000 GHz|
‘,JWNWM

J—
StopFreq|
5.765000000 GHz|
J—
Center 5.74500 GHz Span 40.00 MHZ] CFStep|
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M Man
| 57%684GHz|  6r6ldBm| | JE—

[ 5T624GHz| _2%dBm[ [ | |
B t62sMHzlB)  seseB[ [ | | FreqOffset
i I B oo

10

" ) A N

< >
use STATUS]

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.785000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.63 dB
Ref 20.00 dBm
CenterFreq
5785000000 GHz|
[—
e StartFreq
[ pretob WM,JJ\» 5765000000 GHz|
[
StopFreq|
5.805000000 GHz,
JE—
Center 5.78500 GHz Span 40.00 MHz CFstep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
KR MODE| TRZ| SCL 3 i FUNCTION | FUNCTION WIDTH. ANCTOLE o (C Lk
0l N [1]f|  s7resacHz|  esssdem| [ T MM
EEN

FreqOffset
r o

Agilent Spectrum Analyzer - Swept SA

509 AC | | | GEMSEUNT| |  ALIGNAUTO |02:4:06PMNSep15,2023

Center Freq 5.825000000 GHz i #Avg Type: RMS TRA (GG e
- Trig:FreeRun Avg|Hold: 5001500 v ¢
#Atten: 30 dB
Auto Tune
Ref Offset 10.01 dB
Ref 20.00 dBm
CenterFreq
5825000000 GHz|
J——
StartFreq
5805000000 GHz|
[
StopFreq|
5845000000 GHz|
[
Center 5.82500 GHz Span 40.00 MHZ CFStep
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ| SCL| ® Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A Auto Man
[ N | JE—
[ N |

| A1 (&) 1632MHz[(A) 0544 ¢B| Freq Offset
[ 0Hz

SB0ouaosmn s

H
2
7
2
&

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
g R R [soe ac | | [ SEMEINT] [ AUGNAUTO |
Center Freq 5.745000000 GHz #Avg Type: RMS

Frequency

PNo: Fast —»~ Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.53 dB
Ref 20.00 dBm

CenterFreq
5.745000000 GHz|
J—
StartFreq
5725000000 GHz|
J—
StopFreq|
5.765000000 GHz|
J—
Center 5.74500 GHz Span 40.00 MHZ] CFStep|
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M Man
| 57%200Hz  8lddBm| | JE—

[ 5T4625GHz| _22tedBm[ [ | |
@ i73oMMzi®  ootedB[ [ | | FreqOffset
= oo

10

" ) A N

< >
use STATUS]

Agilent Spectrum Analyzer - Swept SA

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.785000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.63 dB
Ref 20.00 dBm
CenterFreq
5785000000 GHz|
[—
StartFreq /
'JWW 5765000000 GHz,
i I—
StopFreq|
5.805000000 GHz, H
JE— =
Center 5.78500 GHz Span 40.00 MHz CFstep F
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
KR MODE| TRZ| SCL 3 i FUNCTION | FUNCTION WIDTH. ANCTOLE o (C Lk
0 N (1f|  s7ie2aGHz|  errdem| [ T M
EEN \
FreqOffset
r T o

Agilent Spectrum Analyzer - Swept SA
g RL | R soe ac | | | SEMSEINT| | ALIGNAUTO  [02i46i08PM Sepls 2023
Center Freq 5.825000000 GHz #Avg Type: RMS TRAS

Frequency

o Trig:Free Run AvglHold: 5001500
#Atten: 30 dB
Auto Tune
Ref Dffset 10.01 dB AMkr3 17.32
Ref 20.00 dBm 0.03

CenterFreq|
5825000000 GHz
[
StartFreq
5.805000000 GHz,
J—
StopFreq|
5.845000000 GHz,
J—
Center 5.82500 GHz Span 40.00 MHZ CFStep
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M Man
| J—

| N | [ 581872GHz|  2165dBm| | [ |
| AT ] [(A)  1732MHz[tA)  o0039eB] | [ | Freq Offset|
[ 1 N A E— OHz

SB0ouaosmn s

H
2
7
2
&

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Aéilem Spectrum Analyzer - Swept SA
e Rl | R [soe ac | | [ SEMEINT] | AUGNAUTO 02
Center Freq 5.755000000 GHz #Avg Type: RMS

Frequency

o Trig:Free Run AvglHold: 5001500
#Atten: 30 dB
Auto Tune
Ref Dffset 9.53 dB
Ref 20.00 dBm

CenterFreq|
5.765000000 GHz|
J—
StartFreq
5715000000 GHz|
J—
StopFreq|
$5.795000000 GHz|
J—
Center 5.75500 GHz Span 80.00 MHZ CFStep|
H#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz|
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M Man
| 57m68GHz  bs08dBm| | JE—

[ 574990GHz| _ 2683dBm[ [ | |
B ssAMMzl®  sodB[ [ [ | FreqOffset
e oo

Agilent Spectrum Analyzer - Swept SA
g RL_ [ R soe ac |l [ sEMEINT] [ AIGNAUTO |
Center Freq 5.795000000 GHz #Avg Type: RMS

Frequency

PNO: Fast ~»- Trig:FreeRun Avg|Hold: 500/500

IFGain:Low #Atten: 30 dB
Auto Tune

Ref Dffset 9.63 dB
Ref 20.00 dBm

CenterFreq
5795000000 GHz|
[—
StartFreq
5755000000 GHz,
s I—
StopFreq|
5.835000000 GHz
JE—
Center 5.79500 GHz Span 80.00 MHz CFstep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts] 8.000000 MHz
KR MODE| TRZ| SCL 3 i FUNCTION | FUNCTION WIDTH. ANCTOLE o (C Lk
0l N [1f|  syrrasGHz|  sotedem| | T M

EEN
B s504MHz|{A] 1423 B FreqOffset
N o

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11ac(HT20)

S0 ac |l [ SENEINT] [ ALIGNAUTO

Center Freq 5.745000000 GHz ) #Avg Type: RMS TRA (RIS
o M Trig:Free Run AvglHold: 500/500

#Atten: 30 dB

Auto Tune|

Ref Dffset 963 dB

Ref 20.00 dBm
CenterFreq
5.745000000 GHz|
J—
StartFreq
5.725000000 GHz|
ettt I
StopFreq|
5.765000000 GHz|
IR
Center 5.74500 GHz Span 40.00 MHZ CFStep
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz,
KR MODE TRZ SCL FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m et
T T ) B W N— ||

2 B RN A T T [ ———

Freq Offset|
0Hz,

Agilent Spectrum Analyzer - Swept SA
RS TR Two Ao et | AIGNAUO  [iemosvpseplsazs
Center Freq 5.785000000 GHz #Avg Type: RMS =S

Frequency

‘PNO: Fast —»~ Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune|
Ref Offset 9.63 dB
Ref 20.00 dBm
CenterFreq
5.785000000 GHz|
J—
StartFreq
5.765000000 GHz|
J—
StopFreq| I ‘
5805000000 GHz|
J— [l
Center 5.78500 GHz Span 40.00 MHZ CFStep
#Res BW 100 kHz #VBW 300 kHz . 4.000000 MHz
VKR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH -~ m Man ,
1Y E—— J—
I — j—
I 717 R I — FreqOffset
oA A o
e M B
s N BN

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.825000000 GHz ) #Avg Type: RMS TRA Frequency
‘PNO: Fast Trig:Free Run Avg|Hold: 5001500

: =
IFGain:Low #Atten: 30 dB

Auto Tune|

Ref Dffset 10.01 dB.
Ref 20.00 dBm

CenterFreq

5.826000000 GHz

[—

StartFreq

5.805000000 GHz|

IR

StopFreq|

5.845000000 GHz

JE—

Center 5.82500 GHz Span 40.00 MHz CFstep

#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz

WKR MODE TRZ SCL FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m Man

1 mnn——— I
EEN [ A7e8deml [ [ |

@ 17osMHz) 022008 | | | FreqOffset

r o

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11ac(HT40

Agilent Spectrum Analyzer - Swept SA

T =7 A BV —
Center Freq 5.755000000 GHz ) #Avg Type: RMS TR CRLI=T
Trig: Free Run Avg|Hold: 500/500

PNO: Fast ~#—
IFGain:Low #Atten: 30 dB

Auto Tune|

Ref Dffset 9.63 dB

Ref 20.00 dBm

CenterFreq

5756000000 GHz|

[—

StartFreq

5.715000000 GHz

IR

StopFreq|

5795000000 GHz,

JE—

Center 5.75500 GHz Span 80.00 MHz CFstep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts] 8.000000 MHz
WKR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m Man
0 N [1]f|  sysrasGHz|  eadem| [ T MM

EEN

B s504MHzl{] _ -1957 B FreqOffset
I o

Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO (5 Frequency

Center Freq 5.795000000 GHz § #Avg Type: RMS
Trig: FreeRun Avg|Hold: 5001500

st
#Atten: 30 dB

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq|
5755000000 GHz,

StopFreq|
5.835000000 GHz|

"’I

Center 5.79500 GHz Span 80.00 MHZ CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz

FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

VKR MODE TRZ| SCL

I|§
=
\ Gl

x v
[ 6577748GHz[  799%5dBm| | | |
[ 578996GHz|  4644dBm| | [ |
(A  3384MHz[(A) 1e0eB | T | Freq Offset|
r o 1 0Hz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11ac(HT80

Agilent Spectrum Analyzer - Swept SA
WRL | R Tsoa Al L | SENSEINT] | AUGNAUTO  [03:08:07PH Senis 2023
Center Freq 5.775000000 GHz #Avg Type: RMS TR 4 Frequency
PNO: Fast —— Avg|Hold: 5001500
IFGain:Low

Trig:FreeRun
#Atten: 30 dB

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5775000000 GHz

StartFreq
5695000000 GHz|

StopFreq|
5855000000 GHz

"’I

Center 5.77500 GHz Span 160.0 MHZ CFSte
Sweep 15.33 ms (1001 pts] 16.000000 MHz

#VBW 300 kHz
KR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALE A [
1 TEEEEE 573676GHz|  Aderdem| | | W
2 MNENEE S74520GH| —6ordam [ [ |
SWXRENRAN 7684 MH|(R) — ogogdRl | [} FreqOffset
4 N i S R -

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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ANT 2
Band IV (5725 - 5850 MHz )
M Frequency © dB. _
ode Test channel Bandwidth Limit (MHz) Result
(MH2) (MHz)
11a CH149 5745 16.32 0.5 PASS
11a CH157 5785 16.28 0.5 PASS
11a CH161 5825 16.28 0.5 PASS
11n(HT20) CH149 5745 17.32 0.5 PASS
11n(HT20) CH157 5785 17.32 0.5 PASS
11n(HT20) CH161 5825 17.28 0.5 PASS
11n(HT40) CH151 5755 35.04 0.5 PASS
11n(HT40) CH159 5795 35.04 0.5 PASS
11ac(HT20) CH149 5745 17.32 0.5 PASS
11ac(HT20) CH157 5785 17.56 0.5 PASS
11ac(HT20) CH165 5825 17.32 0.5 PASS
11ac(HT40) CH151 5755 35.12 0.5 PASS
11ac(HT40) CH159 5795 35.28 0.5 PASS
11ac(HT80) CH155 5775 75.84 0.5 PASS

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Band IV (5725 — 5850 MHz)

802.11a
Agilent Spectrum Analyzer - Swept SA

e Rl R [soe ac | | [ SEMSEINT] | AUGNAUTO 034
Center Freq 5.745000000 GHz #Avg Type: RMS

Frequency

‘PNO: Fast —»— Trig:FreeRun AvglHold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.53 dB
Ref 20.00 dBm

CenterFreq|
5.745000000 GHz|
J—
StartFreq
5725000000 GHz|
J—
StopFreq|
5.765000000 GHz|
J—
Center 5.74500 GHz Span 40.00 MHz] CEStep
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4,000000 MHz|
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICN VALUE A~ M Man
| 5ioedGHz|  s0todem| | J—

[ 57i000GH| _offedem| [ [ |
B 1632MHz|(A Freq Offset
0 Hz

10

" ) A N

< >
use STATUS]

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.785000000 GHz ) #Avg Type: RMS Frequency
'PNO: Fast ~»~ Trig:FreeRun Avg|Hold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.63 dB
Ref 20.00 dBm
CenterFreq
5785000000 GHz|
[—
StartFreq /
5765000000 GHz,
IR
StopFreq|
5.805000000 GHz, H
JE— =
Center 5.78500 GHz Span 40.00 MHz CFstep F
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
KR MODE| TRZ| SCL 3 i FUNCTION | FUNCTION WIDTH. ANCTOLE o (C Lk
0l N [1]f|  s7resacHz|  sa0edem| [ T M
EEN \
FreqOffset
r o

Agilent Spectrum Analyzer - Swept SA
g RL | R sie ac | | SEMSEINT| | ALIGNAUTO  [03i23i55PM Sepls 2023
Center Freq 5.825000000 GHz #Avg Type: RMS TRAS

Frequency

= Trig:FreeRun Avg|Hold: 5001500
#Atten: 30 dB
Auto Tune
Ref Offset 1001 dB
Ref 20.00 dBm
CenterFreq|
5825000000 GHz
J——
StartFreq
5805000000 GHz
IR
StopFreq|
5845000000 GHz
IR
Center 5.82500 GHz Span 40.00 MHZ] CEStep
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A Auto Man
1N 5,816 84 GHz 4871 dBm| | JE—
A N | 5.826 28 GHz 018dBm| [ |
€l AT 16.28 MHz[(A) 093dg| [ Freq Offset|
g [ 1 - ] OHz
6
7
8
9
10
11 I S I I I
<
s STatus

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
e Rl R oo ac | | [ SEMEINT] | AUGNAUTO  [03:ib:
Center Freq 5.745000000 GHz #Avg Type: RMS

Frequency

‘PNO: Fast —»— Trig:FreeRun AvglHold: 500/500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.53 dB
Ref 20.00 dBm

CenterFreq|
5.745000000 GHz|
J—
StartFreq

5.725000000 GH:
WW"W A
J—
StopFreq|
5.765000000 GHz|
J—
Center 5.74500 GHz Span 40.00 MHZ] CFStep|
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ SCL| X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A M Man
| 57%620GHz|  5%6dBm| | JE—

[ 57499%0GHz _QzsdBm[ [ | |

@ i73oMMzi®  ofotes [ | | FreqOffset
= oo

10

" ) A N

< >
use STATUS]

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.785000000 GHz ) #Avg Type: RMS (ALK
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 5001500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.63 dB
Ref 20.00 dBm

CenterFreq

5785000000 GHz|
StartFreq m

5765000000 GHz,

[
StopFreq| -~
5.805000000 GHz, | Fl.

JE—
FF:

Center 5.78500 GHz Span 40.00 MHz CFstep

#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz

WKR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m Man
0 N [1f|  s77620GHz|  asadem| | T MM .

EEN

Freq Offset ~—

r - o

Agilent Spectrum Analyzer - Swept SA
g RL | R sie ac | ] | SEMSEINT| | ALIGNAUTO  [03ia0i12PN Sepls 2023
Center Freq 5.825000000 GHz #Avg Type: RMS TRAS

Frequency

- Trig:FreeRun Avg|Hold: 5001500
#Atten: 30 dB
Auto Tune
Ref Dffset 10.01 dB
Ref 20.00 dBm

CenterFreq
5825000000 GHz|
J——
StartFreq
5.805000000 GHz|
[
StopFreq|
5.845000000 GHz|
[
Center 5.82500 GHz Span 40.00 MHZ CEStep
H#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts) 4.000000 MHz
VKR MODE| TRZ| SCL| ® Y FUNCTION FUNCTION WIDTH FUNCTICN VALUE A Auto Man
[ N | | 6581620GHz[  5431dBm[ | JE—

[ N | [ 582372GHz|  0062dBm| | [ |
| A1 Ay — 1728MHz[(A) 4048 | T | Freq Offset
[ | r o 1 OHz

SB0ouaosmn s

H
2
7
2
&

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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Agilent Spectrum Analyzer - Swept SA
g RU_ [ R [soe ac |l [ sEMEINT] [ AIGNAUTO |
Center Freq 5.755000000 GHz #Avg Type: RMS

Frequency

PNO: Fast ~»- Trig:FreeRun Avg|Hold: 5001500

IFGain:Low #Atten: 30 dB
Auto Tune

Ref Dffset 9.63 dB
Ref 20.00 dBm

CenterFreq
5756000000 GHz|
[—
StartFreq
5.715000000 GHz
IR
StopFreq|
5795000000 GHz,
JE—
Center 5.75500 GHz Span 80.00 MHz CFstep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts] 8.000000 MHz
KR MODE| TRZ| SCL 3 i FUNCTION | FUNCTION WIDTH. ANCTOLE o (C Lk
0 N [1[f|  sysrasGHz|  &7ssdem| [ T MM

EEN
[ s504MHz[{A] _ 0995 B FreqOffset
R o

Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO i

Center Freq 5.795000000 GHz . #Avg Type: RMS (GG e
st ~» Trig:FreeRun AvglHold: 500/500
#Atten: 30 dB

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq n

5755000000 GHz|

|

StopFreq|
5.835000000 GHz|

"’I

Center 5.79500 GHz Span 80.00 MHZ CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz

VKR MODE TRZ| SCL

FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

X 3
5777 48 GHz 8763dBm| |

Auto Man|
— -

FreqOffset
OHz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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802.11ac(HT20

#Avg Type: RMS TRA Frequency
W T rig:Free Run Avg|Hold: 500/500
#Atten: 30 dB

Agilent Spectrum Analyzer - Swept SA
S0Q

Center Freq 5.745000000 GHz
PI

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5745000000 GHz

StartFreq
5725000000 GHz|

StopFreq|
5765000000 GHz

'5|

Center 5.74500 GHz Span 40.00 MHZ CF Ste|
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4.000000 MHz
Auto Man|

VKR MODE TRS| SCL FUNCTION _ FUNCTION WIDTH FUNCTICNVALLE  ~

1 IR 7 — [

Freq Offset
0Hz

2 ITNERNA 5. 750 00 GHz I 240 dBm 1

Agilent Spectrum Analyzer - Swept SA
T O = N NV M e S

Center Freq 5.785000000 GHz . #Avg Type: RMS
DNO! Fast —» TrigiFree Run AvglHold: 5001500

IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|
Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|

KR MODE TRZ SCL B v FUNCTION _ FUNCTION WIDTH -~

5785000000 GHz
[
StartFreq
5765000000 GHz
[
—
StopFreq| | :
5805000000 GHz -
[ AL
Center 5.78500 GHz Span 40,00 MHZ CFStep|
H#Res BW 100 kHz #VBW 300 kHz . 4.000000 MHz
Auto Man
/

L 677620GHz|  oifedBm| [ |
7T 1| E——
— — Freq Offset
— — o
— —
— —
— —

Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.825000000 GHz . #Avg Type: RMS
‘PNO: Fast Trig:Free Run Avg|Hold: 5001500

: Fast —+—
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|

Ref Dffset 10.01 dB.
Ref 20.00 dBm

CenterFreq
5.825000000 GHz|

StartFreg|
5.805000000 GHz|

StopFreq|
5845000000 GHz

3
°

Center 5.82500 GHz Span 40.00 MHz CFSi
#Res BW 100 kHz #VBW 300 kHz Sweep 3.867 ms (1001 pts] 4,000000 MHz|

KR MODE TR SCL FUNCTION | FUNCTION WIDTH FUNCTICH VALUE &
]

Freq Offset
0Hz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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7 802.11ac(HT40

g RU_ [ R [soe ac |l [ sEMEINT] [ AIGNAUTO |
Center Freq 5.755000000 GHz #Avg Type: RMS

Frequency

PNO: Fast ~»- Trig:FreeRun Avg|Hold: 5001500
IFGain:Low #Atten: 30 dB
Auto Tune
Ref Dffset 9.63 dB
Ref 20.00 dBm
CenterFreq
5756000000 GHz|
[—
StartFreq
5.715000000 GHz
IR
StopFreq|
5795000000 GHz,
JE—
Center 5.75500 GHz Span 80.00 MHz CFstep
#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts] 8.000000 MHz
WKR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALUE A m Man
0 N [1f|  sys7aoGHz| qemdem| [ T M
EEN
B s512MHzld _ 1138.cB| FreqOffset
S o

Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO 7

Center Freq 5.795000000 GHz § #Avg Type: RMS
Trig: FreeRun Avg|Hold: 5001500

st
#Atten: 30 dB

Frequency

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq|
5755000000 GHz,

StopFreq|
5.835000000 GHz|

"’I

Center 5.79500 GHz Span 80.00 MHZ CF Stey
H#Res BW 100 kHz #VBW 300 kHz Sweep 7.667 ms (1001 pts) 8.000000 MHz

3
s
=3
=
=
5

VKR MODE TRZ| SCL FUNCTION | FUNCTION WIDTH FUNCTICNVALLE A

X 3
5777 24 GHz 40587dBm| [ [ 0}
5.790 04 GHz A76dBm [
[(A)  3528MHz[(A)  2219¢B| FreqOffset

OHz

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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802.11ac(HT80

Agilent Spectrum Analyzer - Swept SA

g RL_ [ R [soo ac | | | SEMEINT| | AIGNAUTO  [03:S0:48PNSepls 2023 Frequen

Center Freq 5.775000000 GHz ) #Avg Type: RMS T 4 quency
Trig: Free Run AvglHold: 500/500

PNO: Fast —>—
IFGain:Low #Atten: 30 dB

Auto Tune|

Ref Dffset 9.53 dB.
Ref 20.00 dBm

CenterFreq|
5775000000 GHz

StartFreq
5695000000 GHz|

StopFreq|
5855000000 GHz

"’I

Center 5.77500 GHz Span 160.0 MHZ CFSte
Sweep 15.33 ms (1001 pts] 16.000000 MHz

#VBW 300 kHz
KR MODE TRZ SCL X Y FUNCTION FUNCTION WIDTH FUNCTICNVALE A [
1 TEEEEE 573676GHz|  A3qipdBm| | | TN
2 MNENEE S74520GH| — 803dBm [ [ |
SWXRENRAN T684MH| (R 1doodal | [} FreqOffset
4 N i ] R -

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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4.4. 26db Bandwidth and 99% Occupied Bandwidth

4.4.1. Test Specification

Test Requirement: 47 CFR Part 15C Section 15.407 (a)

KDB789033 D02 General UNIl Test Procedures New

Ul dnetk Rules v02r01 Section C
Limit: No restriction limits
(a¥e ] 0
Test Setup: - -
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section C.
2. Set to the maximum power setting and enable the
EUT transmit continuously.
3. Make the measurement with the spectrum analyzer's
resolution bandwidth RBW = 1% EBW, VBW=3RBW,
In order to make an accurate measurement.
4. Measure and record the results in the test report.

Test Procedure:

/M T R\

Test Result: N/A
4.4.2. Test Instruments
RF Test Room
Equipment Manufacturer| Model |Serial Number FelllaE FelllEnE o
Date Due

Spectrum analyzer Agilent N9020A HKE-048 Feb. 17,2023 | Feb. 16, 2024
RF cable Times 1-40G HKE-034 Feb. 17,2023 | Feb. 16, 2024

RF automatic |, coong | yS0806-2 |  HKE-060 | Feb. 17,2023 | Feb. 16, 2024

control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (SI).

4.4.3. Test Result

N/A

TEL: +86-755 2302 9901 FAX : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
-~ 1

E-mail : service@cer-mark.com
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4.5. Power Spectral Density
4.5.1. Test Specification

Test Requirement: FCC Part15 E Section 15.407 (a)

KDB789033 D02 General UNII Test Procedures New
Rules v02r01 Section F

Test Method:

Limit: <30.00dBm/500KHz for Band IV 5725MHz-5850MHz
(ol ] ]
Test Setup: - -
Spectrum Analyzer EUT
Test Mode: Transmitting mode with modulation

1. Set the spectrum analyzer or EMI receiver span to
view the entire emission bandwidth.

2. Set RBW =510 kHz/1 MHz, VBW = 3*RBW, Sweep
time = Auto, Detector = RMS.

3. Allow the sweeps to continue until the trace stabilizes.
4. Use the peak marker function to determine the
maximum amplitude level.

5. The E.I.R.P spectral density used radiated test
method. At a test site that has been validated using the
procedures of ANSI C63.4 or the latest CISPR 16-1-4 for
measurements above 1 GHz, so as to simulate a near
free-space environment.

PASS

Test Procedure:

Test Result:

4.5.2. Test Instruments

RF Test Room
. Serial Calibration Calibration

Equipment Manufacturer| Model Number Date Due

Spectrum Agilent NO020A | HKE-048 | Feb. 17,2023 | Feb. 16, 2024

analyzer

RF cable Times 1-40G HKE-034 | Feb. 17,2023 | Feb. 16, 2024

RF automatic - ond | Js0806-2| HKE-060 | Feb. 17, 2023 | Feb. 16, 2024

control unit

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).

TEL : +86-755 2302 9901 FAX :

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
-~ 1

+86-755 2302 9901 E-mail : service@cer-mark.com
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4.5.3. Test data

ANT 1
Configuration Band IV (5725 - 5850 MHz )
Mode | 1ot : dBmL/‘;‘;%'kHZ] 10'2%5300’ Sgazvgt?;I (dBrI;II/rg(IZ;OKH Result
ensity Z)

11a CH149 1.86 -0.086 1.774 30 PASS
11a CH157 2.8 -0.086 2.714 30 PASS
11a CH165 217 -0.086 2.084 30 PASS
11n HT20 CH149 2.31 -0.086 2.224 30 PASS
11n HT20 CH157 2.83 -0.086 2.744 30 PASS
11n HT20 CH165 2.87 -0.086 2.784 30 PASS
11n HT40 CH151 1.07 -0.086 0.984 30 PASS
11n HT40 CH159 -0.67 -0.086 -0.756 30 PASS
11ac HT20 CH149 2.53 -0.086 2444 30 PASS
11ac HT20 CH157 3.26 -0.086 3.174 30 PASS
11ac HT20 CH165 2.33 -0.086 2.244 30 PASS
11ac HT40 CH151 0.54 -0.086 0.454 30 PASS
11ac HT40 CH159 -1.76 -0.086 -1.846 30 PASS
11ac HT80 CH155 -4.83 -0.086 -4.916 30 PASS

Note: Power Spectral Density= Level [dBm/510kHz]+ (10log(Limit RBW/Test RBW))

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Band IV (§725-5850 MHz)

Agilent Spectrum Analyzer - Swept SA

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.745000000 GHz ) #Avg Type: RMS RA Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100
IFGain:Lov #Atten: 30 dB

Mkr1 5.741 96 GHZ Auto Tune
oo 41 96 Gri

M@wﬂ WM

i

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

CFStep
4.000000 MHz
Man

Freq Offset
0Hz

Center 5.74500 GHz Span 40.00 MHz,
H#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Low

Agilent Spectrum Analyzer - Swept SA

e Rl R soe ac | | [ SEMEINT] | AUGNAUTO o2

Center Freq 5.785000000 GHz . #Avg Type: RMS A (GG e
‘PNO: Fast ~+— Trig:FreeRun AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

wwwft;wwm
mE

™

CenterFreq|
5.785000000 GHz

StartFreq|
5765000000 GHz,

StopFreq|
5.805000000 GHz|

CF Step
4.000000 MHz
Auto Man|

FreqOffset
OHz

Span 40.00 MHz|
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.825000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.819 32 GHZ Auto Tune
T 1932 Gri

CenterFreq
5.825000000 GHz|

StartFreg|
5.805000000 GHz|

StopFreq|
5845000000 GHz

CFStep
4.000000 MHz

Freq Offset
0Hz

Span 40.00 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.745000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Lov #Atten: 30 dB
Ref Offset9.53 dB Mkr1
Ref 20.00 dBm

#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Frequency

5.744 32 GHZ AuolLne
2.308 dBm

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

'5|

CF Ste|
4.000000 MH2

Freq Offset
0Hz

Span 40.00 MHz

Low

Agilent Spectrum Analyzer - Swept SA

#Avg Type: RMS
st - Trig:FreeRun Avg|Hold: 100100
#Atten: 30 dB

Center Freq 5.785000000 GHz

Ref Offset9.53 dB Mkr1

Ref 20.00 dBm

Center 5.78500 GHz

S0 ac | L [ SENSEINT] [ ALIGNAUTO D

Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

Frequency

5.786 76 GHZ] Auto Tune|
2.829 dBm|

CenterFreq|
5.785000000 GHz

StartFreq|
5765000000 GHz,

StopFreq|
5.805000000 GHz|

CFStep
4.000000 MHz|

FreqOffset
OHz

Span 40.00 MHz|

Agilent Spectrum Analyzer - Swept SA

T N == I M VE

Center Freq 5.825000000 GHz . #Avg Type: RMS
PNO: Fast ~»+ TrigiFreeRun AvglHold: 100100
IFGain:Low #Atten: 30 dB

Ref Offset 10.01 dB.
Ref 20.00 dBm

Center 5.82500 GHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.0

02147/ 10PH 5ep 15, 2023
Frequency

Auto Tune|

CenterFreq|
5825000000 GHz

StartFreq|
5.805000000 GHz,

StopFreq|
5845000000 GHz

o
n
o

Ste|
4.000000 MHz

FreqOffset
0 Hz

Span 40.00 MHz
00 ms (1001 pts)

High

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Commun

E-mail : service@cer-mark.com
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Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.755000000 GHz ) #Avg Type: RMS TRA Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100 ¢
in:Lovi

#Atten: 30 dB

IFGail
Mkr1 5.743 88 GHZ Auto Tune
oo 4356 Gri

CenterFreq
5755000000 GHz|

StartFreg|
5.715000000 GHz

StopFreq|
5795000000 GHz

CFStep
8.000000 MHz

Freq Offset
0Hz

Span 80.00 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Low

Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO i

Center Freq 5.795000000 GHz § #Avg Type: RMS
st - Trig:FreeRun Avg|Hold: 100100
#Atten: 30 dB

Frequency

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq|
5755000000 GHz,

StopFreq|
5.835000000 GHz|

CFStep
8.000000 MHz|

FreqOffset
OHz

Center 5.79500 GHz Span 80.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

High
802.11ac(HT20

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.745000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.746 92 GHZ Auto Tune
oo 469 G

ﬁw

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|

WW‘NWM M\M 5765000000 GHz

CFStep
4.000000 MHz

Freq Offset
0Hz

Center 5.74500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz 1.000 ms (1001 pts)

Low

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
S0Q

oot r Trig:Free Run Avg|Hold: 100/
IFGail #Atten: 30 dB

Ref Offset9.53 dB.
Ref 20.00 dBm

ICenter 5.78500 GHz

Center Freq 5.785000000 GHz #Avg Type: RMS
PI

Report No.: HK2309124188-2E

00

Span 40.00 MHz

Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

Frequency

Auto Tune|

CenterFreq|
5785000000 GHz

StartFreq
5765000000 GHz|

StopFreq|
5805000000 GHz

CF Step
4.000000 MHz

Freq Offset
0Hz

Mid

Agilent Spectrum Analyzer - Swept SA

DNO! Fast —» TrigiFree Run AvglHold: 10071
IFGain:Low #Atten: 30 dB

Ref Offset 10.01 dB.
Ref 20.00 dBm

MW%MW

oo T e [ coeewn | ouATo  [03aspHssisoms
Center Freq 5.825000000 GHz #Avg Type: RMS TRA 4

00

Mkr1 5.821 32 GHZ|
2.326 dBm|

Span 40.00 MHz

#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune|

CenterFreq|
5825000000 GHz

StartFreq|
5.805000000 GHz,

StopFreq|
5845000000 GHz

CFStep
4.000000 MHz

FreqOffset
0 Hz

High

Agilent Spectrum Analyzer - Swept SA

St Trig:FreeRun Avg|Hold: 100/
#Atten: 30 dB

Ref Offset9.53 dB.
Ref 20.00 dBm

e

ICenter 5.75500 GHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

802.11ac(HT40)

U RL | RE [soe ac L | SENSEINT| | AUGNAUTO |
Center Freq 5.755000000 GHz #Avg Type: RMS

00

Mkr1 5.747 64 GHZ|
0.536 dBm|

Span 80.00 MHz

Frequency

Auto Tune|

CenterFreq|
5755000000 GHz

StartFreq
5715000000 GHz|

StopFreq|
5795000000 GHz

CF Step
8.000000 MHz
Auto Man|

Freq Offset
0Hz

Low

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

E-mail : service@cer-mark.com
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Agilent Spectrum Analyzer - Swept SA
500 AC | | | GENSEUNT| |  AUGNAUTO |03:07:00PNSepl5,2023
TRA P

Center Freq 5.795000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig:FreeRun AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq

’1
w«mﬁtwﬂww\‘/
/VM 5755000000 GHz|

StopFreq|
5835000000 GHz

CF Step
8.000000 MHz

uf

Freq Offset
0Hz

ICenter 5.79500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

High
7 802.11ac(HT80

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.775000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100
in:Lovi

IFGai #Atten: 30 dB

Mkr1 5.753 72 GHZ Auto Tune
oo 753 72 61

CenterFreq
5775000000 GHz|

StartFreg|
5.695000000 GHz,

StopFreq|
5855000000 GHz

CFStep
16.000000 MH2|
u

Freq Offset
0Hz

Span 160.0 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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ANT 2
Configuration Band IV (5725 - 5850 MHz )
Mode | oot : dBmL/%‘;%'kHZ] 10";%5)00’ SE)ZVC\:It?;I (dBrI;1I/rg(g[0kH Result
ensity z)

11a CH149 419 -0.086 4.104 30 PASS
11a CH157 442 -0.086 4.334 30 PASS
11a CH165 4.53 -0.086 4.444 30 PASS
11n HT20 CH149 4.4 -0.086 4.314 30 PASS
11n HT20 CH157 417 -0.086 4.084 30 PASS
11n HT20 CH165 4.76 -0.086 4.674 30 PASS
11n HT40 CH151 1.45 -0.086 1.364 30 PASS
11n HT40 CH159 -0.22 -0.086 -0.306 30 PASS
11ac HT20 CH149 3.79 -0.086 3.704 30 PASS
11ac HT20 CH157 4.04 -0.086 3.954 30 PASS
11ac HT20 CH165 4.75 -0.086 4.664 30 PASS
11ac HT40 CH151 1.51 -0.086 1.424 30 PASS
11ac HT40 CH159 0.23 -0.086 0.144 30 PASS
11ac HT80 CH155 -4.24 -0.086 -4.326 30 PASS

Note: Power Spectral Density= Level [dBm/510kHz]+ (10log(Limit RBW/Test RBW))

Test plots as follows:

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Band IV (§725-5850 MHz)

Agilent Spectrum Analyzer - Swept SA

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.745000000 GHz ) #Avg Type: RMS RA Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100
IFGain:Lov #Atten: 30 dB

Mkr1 5.745 60 GHZ Auto Tune
oo 4580 Gig

[

ot d \M"\MM

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

CFStep
4.000000 MHz
Man

Freq Offset
0Hz

Center 5.74500 GHz Span 40.00 MHz,
H#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Low

Agilent Spectrum Analyzer - Swept SA

e Rl R soe ac | | [ SEMSEINT] [ AUGNAUTO |07

Center Freq 5.785000000 GHz . #Avg Type: RMS RACE (GG e
‘PNO: Fast ~+— Trig:FreeRun AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Wkr1 5.781 84 GH2| AL
Ref Offset9.53 dB
Reef Zg.eﬂﬂ dBm 4.419 dBm

CenterFreq|
5.785000000 GHz

StartFreq|
5765000000 GHz,

StopFreq|
5.805000000 GHz|

CF Step
4.000000 MHz
Auto Man|

N\ Wl

FreqOffset
OHz

Span 40.00 MHz|
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Agilent Spectrum Analyzer - Swept SA

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.825000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.820 48 GHZ Auto Tune
T 2048 Grg

’1
v ‘Mm

CenterFreq
5.825000000 GHz|

StartFreg|
5.805000000 GHz|

StopFreq|
5845000000 GHz

CFStep
4.000000 MHz

Freq Offset
0Hz

Span 40.00 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.745000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Lov #Atten: 30 dB
Ref Offset9.53 dB Mkr1
Ref 20.00 dBm

#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Frequency

5.744 16 GHZ AuolLne
4.396 dBm

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

'5|

CF Ste|
4.000000 MH2

Freq Offset
0Hz

Span 40.00 MHz

Low

Agilent Spectrum Analyzer - Swept SA

#Avg Type: RMS
st - Trig:FreeRun Avg|Hold: 100100
#Atten: 30 dB

Center Freq 5.785000000 GHz

Ref Offset9.53 dB Mkr1

Ref 20.00 dBm

Center 5.78500 GHz

S0 ac | L [ SENSEINT] [ ALIGNAUTO 23

Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

Frequency

5.784 32 GHZ] AUiciunE
4.174 dBm

CenterFreq|
5.785000000 GHz

StartFreq|
5765000000 GHz,

StopFreq|
5.805000000 GHz|

CFStep
4.000000 MHz|

FreqOffset
OHz

Span 40.00 MHz|

Agilent Spectrum Analyzer - Swept SA

T N == I M VE

Center Freq 5.825000000 GHz . #Avg Type: RMS
PNO: Fast ~»+ TrigiFreeRun AvglHold: 100100
IFGain:Low #Atten: 30 dB

Ref Offset 10.01 dB.

Ref 20.00 dBm

Center 5.82500 GHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.0

03:3L113PH 5ep 15, 2023
Frequency

Auto Tune|

CenterFreq|
5825000000 GHz

StartFreq|
5.805000000 GHz,

StopFreq|
5845000000 GHz

o
n
o

Ste|
4.000000 MHz

FreqOffset
0 Hz

Span 40.00 MHz
00 ms (1001 pts)

High

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Commun

E-mail : service@cer-mark.com
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Agilent Spectrum Analyzer - Swept SA
so Ac |l [ GEMEINT] [ AIGNAUTO

Center Freq 5.755000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100 ¢
in:Lovi

#Atten: 30 dB

IFGail
Mkr1 5.743 80 GHZ Auto Tune
oo 4350 Gri

CenterFreq
5755000000 GHz|

StartFreg|
5.715000000 GHz

StopFreq|
5795000000 GHz

CFStep
8.000000 MHz

Freq Offset
0Hz

Span 80.00 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Low

Agilent Spectrum Analyzer - Swept SA
S0 ac | L [ SENSEINT] [ ALIGNAUTO £

Center Freq 5.795000000 GHz § #Avg Type: RMS
St Trig: FreeRun Avg|Hold: 100100

==
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq|
5755000000 GHz,

StopFreq|
5.835000000 GHz|

CFStep
8.000000 MHz|

FreqOffset
OHz

Center 5.79500 GHz Span 80.00 MHz|
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

High
802.11ac(HT20

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.745000000 GHz . #Avg Type: RMS
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Mkr1 5.741 32 GHZ Auto Tune
oo 4132 G

CenterFreq
5745000000 GHz|

StartFreg|
5726000000 GHz

StopFreq|
5765000000 GHz

CFStep
4.000000 MHz

Freq Offset
0Hz

Span 40.00 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

Low

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
S0Q

[soe_ac [ ] F
Center Freq 5.785000000 GHz ) #Avg Type: RMS TRA requency
o Trig: Free Run AvglHold: 100100

ast
IFGai #Atten: 30 dB

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5785000000 GHz

StartFreq
5765000000 GHz|

StopFreq|
5805000000 GHz

CF Step
4.000000 MHz

Freq Offset
0Hz

ICenter 5.78500 GHz Span 40.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

Agilent Spectrum Analyzer - Swept SA

Sn AC | | | GENSEINT | AIGNAUTO |03e3:4PMSepls,2028
TRa 3

Center Freq 5.825000000 GHz . #Avg Type: RMS
PNO: Fast > Trig:Free Run AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Frequency

Wkrt 5.826 80 GHz| LAY
Ref 20,00 dBm 326 80 GHiz

CenterFreq|
5825000000 GHz

StartFreq|
5.805000000 GHz,

StopFreq|

Wﬂm M 5845000000 GHz

CFStep
4.000000 MHz

FreqOffset
0 Hz

Span 40.00 MHz
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

High
802.11ac(HT40)

S0 ac |l [ SENEINT] [ ALIGNAUTO

Center Freq 5.755000000 GHz . #Avg Type: RMS
TFast r Trig:FreeRun AvglHold: 1001100
#Atten: 30 dB

Frequency

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5755000000 GHz

StartFreq
5715000000 GHz|

StopFreq|
5795000000 GHz

CF Step
8.000000 MHz
Auto Man|

Freq Offset
0Hz

ICenter 5.75500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

Low

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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Agilent Spectrum Analyzer - Swept SA
500 AC | | | GENSEUNT| |  ALGNAUTO |03:48:56PNSepls,2023
TRA P

Center Freq 5.795000000 GHz . #Avg Type: RMS
'PNO: Fast —»— Trig:FreeRun AvglHold: 1001100
IFGain:Low #Atten: 30 dB

Frequency

Auto Tune|
Ref Offset9.53 dB.
Ref 20.00 dBm

CenterFreq|
5795000000 GHz

StartFreq
5755000000 GHz|

StopFreq|
5835000000 GHz

CF Step
8.000000 MHz
\uf

Freq Offset
0Hz

ICenter 5.79500 GHz Span 80.00 MHz
#Res BW 510 kHz #VBW 1.5 MHz Sweep 1.000 ms (1001 pts)|

High
7 802.11ac(HT80

sog ac |l [ GENEINT] [ ALIGNAUTO

Center Freq 5.775000000 GHz ) #Avg Type: RMS Frequency
PNO: Fast ~»- Trig:FreeRun Avg|Hold: 1001100
in:Lovi

IFGai #Atten: 30 dB

Mkr1 5.755 64 GHZ Auto Tune
oo 759 84 Gia

CenterFreq
5775000000 GHz|

StartFreg|
5.695000000 GHz,

StopFreq|
5855000000 GHz

CFStep
16.000000 MH2|
u

Freq Offset
0Hz

Span 160.0 MHz,
#VBW 1.5 MHz Sweep 1.000 ms (1001 pts)

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China
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For MIMO antenna port 1+antenna port 2

Configuration Band IV (5725 - 5850 MHz )

Mode Test channel PowaBDn(:;' sity (Iaiénni:) Result
11n(HT20) CH149 6.40 18.99 PASS
11n(HT20) CH157 6.48 18.99 PASS
11n(HT20) CH161 6.84 18.99 PASS
11n(HT40) CH151 419 18.99 PASS
11n(HT40) CH159 2.49 18.99 PASS

11ac(HT20) CH149 6.13 18.99 PASS
11ac(HT20) CH157 6.59 18.99 PASS
11ac(HT20) CH161 6.63 18.99 PASS
11ac(HT40) CH151 3.98 18.99 PASS
11ac(HT40) CH159 2.27 18.99 PASS
11ac(HT80) CH155 -1.60 18.99 PASS
Note: 1 According to KDB 662911, Result power = 10log(10¢e""+1Qe2),
2 Result unit: W, The end result is converted to units of dBm.
limit=30dBm-(direction gain-6dBi) =30-(14+10log2-6)=18.99dBm

Note: This product supports antenna 1 and antenna 2 launch, but only support 802.11 n/ac for MIMO
mode, not support 802.11 a for MIMO mode.

M

(™

this document cannont be reproduced except in Tull with our prior written permission. 1he more details and the authenticity ot the report will be contirmed at nttp://www.cer-mark.com

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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4.6. Band Edge
4.6.1. Test Specification

Page 53 of 113 Report No.: HK2309124188-2E

Test Requirement:

FCC CFR47 Part 15E Section 15.407

Test Method:

ANSI C63.10 2013

Limit:

(1)For transmitters operating in the 5.725-5.85 GHz band:

(i) All emissions shall be limited to a level of -27 dBm/MHz at 75
MHz or more above or below the band edge increasing linearly
to 10 dBm/MHz at 25 MHz above or below the band edge, and
from 25 MHz above or below the band edge increasing linearly to
a level of 15.6 dBm/MHz at 5 MHz above or below the band
edge, and from 5 MHz above or below the band edge increasing
linearly to a level of 27 dBm/MHz at the band edge.

The limit of frequency below 1GHz and which fall in restricted ba
nds should complies 15.209.

Test Setup:

Ant.feed |
point
- 3m —> \""E—H

|
EUT] L~

ey 1-4m
- ./1 bt
15m

Ground Plane

Receiver 1 Amp.

Test Mode:

Transmitting mode with modulation

Test Procedure:

1. The EUT was placed on the top of a rotating table 0.8
meters above the ground at a 3 meter camber. The table
was rotated 360 degrees to determine the position of the
highest radiation.

2. The EUT was set 3 meters away from the
interference-receiving antenna, which was mounted on
the top of a variable-height antenna tower.

3. The antenna height is varied from one meter to four
meters above the ground to determine the maximum
value of the field strength. Both horizontal and vertical
polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged
to its worst case and then the antenna was tuned to
heights from 1 meter to 4 meters and the rota table was
turned from O degrees to 360 degrees to find the
maximum reading.

5. The test-receiver system was set to Peak Detect
Function and Specified Bandwidth with Maximum Hold
Mode.

TEL : +86-755 2302 9901

Add: 1-2F., Building B2, Junfeng Zhongcheng Zhizao Innovation Park, Heping Community, Fuhai Street, Bao'an District, Shenzhen, Guangdong, China

FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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6. If the emission level of the EUT in peak mode was
10dB lower than the limit specified, then testing could be
stopped and the peak values of the EUT would be
reported. Otherwise the emissions that did not have
10dB margin would be re-tested one by one using peak,
quasi peak or average method as specified and then
reported in a data sheet.

Test Result: PASS
The results shown in this test report refer only to the sample(s) tested unless otherwise stated and the sample(s) are retained for 30 days only. The document is issued by HUAK
this document cannont be reproduced except in full with our prior written permission. The more details and the authenticity of the report will be confirmed at http://www.cer-mark.com

TEL : +86-755 2302 9901 FAX : +86-755 2302 9901 E-mail : service@cer-mark.com
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4.6.2. Test Instruments

Radiated Emission Test Site (966)

Na_me of Manufacturer Model Serial Calibration Calibration
Equipment Number Date Due
Receiver R&S ESRP3 HKE-005 Feb. 17,2023 | Feb. 16, 2024
Spectrum analyzer Agilent N9020A HKE-048 Feb. 17,2023 | Feb. 16, 2024
Preamplifier EMCI EMCO? 89S HKE-015 Feb. 17,2023 | Feb. 16, 2024
Preamplifier Agilent 83051A HKE-016 Feb. 17,2023 | Feb. 16, 2024
Loop antenna Schwarzbeck | FMZB 1519 B HKE-014 Feb. 17, 2023 Feb. 16, 2024
Broadband antenna| Schwarzbeck | VULB 9163 HKE-012 Feb. 17,2023 | Feb. 16, 2024
Horn antenna Schwarzbeck 9120D HKE-013 Feb. 17,2023 | Feb. 16, 2024
Antenna Mast Keleto CC-A-4M N/A N/A N/A
Position controller | Taiwan MF MF7802 HKE-011 Feb. 17,2023 | Feb. 16, 2024
Radiated test Tonscend TS*Rev. | Like-082 N/A N/A
software 2.5.0.0
(QEHFZ‘:'??;'EZ) Times 381806-001 N/A N/A N/A
Hf antenna Schwarzbeck |LB-180400-KF | HKE-031 Feb. 17,2023 | Feb. 16, 2024
RF cable Tonscend 1-18G HKE-099 Feb. 17,2023 | Feb. 16, 2024
RF cable Times 1-40G HKE-034 Feb. 17,2023 | Feb. 16, 2024
Horn Antenna Schewarzbeck | BBHA 9170 HKE-017 Feb. 17,2023 | Feb. 16, 2024
Spectrum analyzer R&S FSP40 HKE-025 Feb. 17,2023 | Feb. 16, 2024

Note: The calibration interval of the above test instruments is 12 months and the calibrations are traceable to

international system unit (Sl).
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