











GCIS

Report No: CCIS13040011302

Below 1GHz
Measurement Data
Horizontal:
30Le\nf@l (dBuVim)
70
FCC PART15 CLASS B
50
40
30
20
10
0
-10
-20
30 50 100 200 500 1000
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART1S CLASS B 3m VULE9163(30M1G) HORIZONTAL
Job NO. : 113RF
EUT : WOMATE
Test mode : wifi mode

Power Rating : AC 120V /60Hz
Ervirorment : Temp:24°C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Readinterma Cable Preamp Limit  Ower
Freq Lewel Factor Loss Factor Lewvel Line Limit Remark

MHz  dBuV  dB/m dE dB dBuV/m dBuV/m dB

1 63.983 62.48 11.11 1.38 28.590 35.38 40.00 -4.62 QP
2 171.995 b54.11 9.10 2.67 28.33 37.66 43.560 -56.95 QP
3 183.005 b52.66 10.56 2.82 29.82 36.22 43.50 -T7.28 QP
4 238,887 bB6.19 12.09 2.82 29.64 41.46 46.00 -4.54 QP
& 293.084 47.27 12.892 2.82 29.45 33.66 46.00 -12.34 QP
f 631.964 46.35 17.20 3.79 30.53 36.81 46.00 -8.18 QP

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS130400113RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 65 of 86



GCIS

Report No: CCIS13040011302

Vertical:
80I.e:'\;nel {dBuV/m)
70
FCC PART15 CLASS B
50
I 5
40
¥ \/’\/\/\M/
10
0
-10
-20
30 50 100 200 500 1000
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART15 CLASS B 3m VULB2163(30M1G) VERTICAL
Job NO. : 113RF
EUT : WOMATE
Test mode : wifi mode

Fower Rating : AC 120V /60Hz
Ervirorment : Temp:24'C Huni:658% Atmos:101Kpa
Test Engineer: Joe
Readintenna Cable Preamp Limit  Ower
Freq Lewel Factor Loss Factor Level Line Limit Remark

MHz dBu¥ dB/m dE dE dBu¥/m dBuV/m db

1 41,277 40.22 13.57 1.24 27.38 27,64 40,00 -12,36 QP
2 63.983 46.41 11.11 1.38 29.69 209,31 40.00 -10.69 QP
3 171,995 48.39 9.10 2,67 28.33 31.83 43.50 -11.67 QP
4 239,987 46.89 12.09 2.82 29.64 32.16 46.00 -13.84 QP
5
6

531.964 bB3.44 17.20 3.79 30.53 43,90 46,00 -2.10 QF
638,360 46.51 18.58 3.88 30,57 38.41 46.00 -T7.59 QP

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS130400113RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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GCIS

Above 1GHz
802.11b

Test channel: Lowest

Horizontal

80

Level (dBuVim)

Report No: CCIS13040011302

FCC/PART 15 (PK)

70

60

FCC/PART 15 (AV)

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) HORIZONTAL
Job HNO. : 113RF
EUT : WOMATE
Test mode : 802.11b L CH TX
Power Rating : AC 120V /f0Hz
Ernwvirorment : Temp:24'C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Readinternna Cable Preamp Limit Owver
Freq Lewvel Factor Loss Factor Lewel Line Limit Eemark
MHz  dim dB/m db df dbm/m dBm/m db
1 4821.75T7 49.38 31.54  8.82 40.22 49,63 74.00 -24. 37 Peak
2 4821.757 47.63 31.54 8.92 40.22 47.87 54.00 -6.13 Average
3 B9E6. 109 47.88 32.77 9.45 40.84 49.26 74.00 -24.7T4 Peak
4 5956A.109 45.68 32.77 9.45 40.84 47.06 54.00 -6.94 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF

Page 67 of 86



GCIS

Vertical

30L&\.lf@l {dBuVim)

Report No: CCIS13040011302

FCCPART 15 (PK)

70

60

1 FCC|PART 15 (AV)

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) VERTICAL
Job HNO. + 113FF
EUT : WOMATE
Test mode : B02.11b L CH TX
FPower Rating : AC 120V /60Hz
Ernwirorment : Temp:24'C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Readinterna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit EKemark
MHz dEm  dB/m dB dE ~dEm/m  dBmim dB
1 4821.787 BZ.75 31.b4d 8.92 40.22 52,99 74,00 -21.01 Peak
2 4821. 76T bB0.62 31.54 8.92 40.22 50.86 bH4.00 -3.14 Average
3 10348,.050 42.12 39,19 13.83 41.38 53,76 74.00 -20.24 Peak
4 10348.060 38.561 38,19 13.83 41.38 50,15 B4,00 -3,85 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11b

Test channel: Middle

Horizontal

Level (dBuVim)

Report No: CCIS13040011302

80

FCCPART 15 (PH)

70

60

FCC/PART 15 (AV)

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) HORIZONTAL
Job NO. : 113RF
EUT : WOMATE
Test mode : 802.11b M CH TX
Power Rating : AC 120V /60Hz
Ervvirorment : Temp:24'C Huni:66% Atmos:101Kpa
Test Engineer: Joe
Readinterma Cable Preamp Limit Owver
Freq Level Factor Loss Factor Lewvel Line Limit Eemark
T MHz T dBm - dB/m dE df ~dBm/m dBm/m dBb
1 4883.519 b0.65 31.B8 B.98 40.15 b51.06 74.00 -22,54 Peak
2 4883.519 48.65 31.58 8.98 40.15 49.06 54.00 -4.94 Average
3 T741.b680 43.73 36.57 10.93 41.00 50.23 74.00 -23.7T Peak
4 T741.5580 41.62 36.57 10.93 41.00 48.12 54.00 -5.88 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF

Page 69 of 86



GCIS

Vertical

80

Level (dBuV/im)

Report No: CCIS13040011302

FCC PART 15 (PK)

70

60

1 FCC PART 15 (AV)

3

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHAS120(1G18) VERTICAL
Job NO, : 113RF
EUT : WOMATE
Test mode : 802.11b N CH TX
Power Rating : AC 120V /A0Hz
Erwironment : Temp:24'C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Readinterma Cable Preamp Limit  Ower
Freq Lewvel Factor Loss Factor Lewvel Line Limit Eemark
MHz ~— dbEm  db/m db df “dBn/m dEm/m db
1 4883.519 54,27 31.58 8.98 40.15 654,68 T4.00 -18,32 Peak
2 4883.519 K51.62 31.58 8.98 40.15 6£2.03 B54.00 -1.97 Average
3  T761.322 44.38 36.60 10.9% 41.00 50.92 T4.00 -23.08 Peak
4  T761.322 42.25 36.60 10.94 41.00 48.79 B4.00 -5.21 Awverage

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11b

Test channel: Highest

Horizontal

80

Level (dBuVim)

Report No: CCIS13040011302

FCC PART 15 (PK)

70

60

1 FCC PART 15 (AV)

20
1050001200 1500 2000 5000 10000 12750
Frequency {MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHA2120(1G18) HORIZONTAL
Job HO, : 113RF
EUT : WOMATE
Test mode : 802.11b HCH TX
Power Rating : AC 120V /60Hz
Enwvirorment : Temp:24°C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Feadintenna Cable Preamp Limit  Ower
Freq Lewel Factor Loss Factor Level Line Limit Remark
MHz dBuV  dB/m db dB dBuV/m dBuV/m db
1 4920.955 52,98 31.61 9.04 40.08 53,55 74.00 -20.45 Peak
2 4920.955 bB0.66 31.61 9.04 40.08 §B1.23 B4.00 -2.77 Average
3 9660.722 42.27 38.19 13.22 41.50 52,18 74.00 -21.82 Peak
4 9660. 722 40.55 38.19 13.22 41.50 50.46 654.00 -3.54 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

Report No: CCIS13040011302

Vertical
BuLweI {dBuV/m)
FCC/PART 15 (PK)
70
60
1 FCC|PART 15 (AV)
20
1010001200 1500 2000 5000 10000 12750
Frequency {MHz)
Site : 3m chamber
Condition : FCC PART 15 (PE) 3m BEHAS120(1G1&) VERTICAL
Job NO. : 113RF
EUT : WOMATE
Test mode : B0Z.11b H CH TX
Power Rating : aC 120V /60Hz
Erwirorment : Temp:24'C Huni:65% Atmos:101Kpa
Test Engineer: Joe
REeadinterma Cable Preamp Limit Qwer
Freq Lewel Factor Lozs Factor Lewel Line Limit Bemark
MHz dBu¥ dB/m db dBE dBu¥/m dBu¥/m dB
1 4920,955 B4, 37 31.61 8.04 40.08 B54.84 7T4.00 -19.06 Peak
2 4820.955 B1.49 351.61 9.04 40.08 52.06 54.00 -1.94 bwerage
3 714,172 45,49 36.32 10.54 41.28 B1.06 T74.00 -22.94 Peak
4 T184,172 42.49 36.32 10.5h4 41,29 48,068 B4.00 -5,94 fverage

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 72 of 86
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GCIS

Report No: CCIS13040011302

802.11 g

Test channel: Lowest
Horizontal

E“I_awl {UBuV )

FCC PART 15 (PK)

70|

60|

FCC'PART 15 (AV)

20|
: 10001200 1500 2000 5000 10000 12750
Frequency (MHz)
S1ite : 3m chamber
Condition : FCC PART 15 (PE) 3m BEHAS120{1G18) HORIZONTAL
Job HO. : 113RF
EOT : WOMATE
Test mode : B02.11g L CH TX

Power Rating : AC 120V /A0Hz
Envirorment ¢ Temp:24'C Huni:668 Atmos:101Epa
Tezt Enginesr: Joe
ReadAnterma Cable Freamp Limit  Ower
Freq Lewel Factor Loz=z Factor Level Line Limit Remark

WHz = dbm ~ di/m  df  df dbm/m dbm/m  dB

3393.477 d46.72 28.4d6 G.dd 38.84 42.78 T74.00 -31.22 Pealk
3393. 477 42.53 28.46 6£.44 3B.84 3B.59 B4.00 -15.41 Avarags
6290.178 d48.66 32.42 10.01 4l1.06 G1.10 74.00 -22.90 Feak
6200, 178 45.21 33.49 10.01 41.06 47.656 B4.00 -8.35 Average

il il T =

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS130400113RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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GCIS

Vertical

80

Level (dBuV/im)

Report No: CCIS13040011302

FCC|PART 15 (PH)

70

60

FCC/PART 15 (AV)

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) VERTICAL
Job HO. : 113RF
EUT : WOMATE
Test mode : 802.11g L CH TX
Power Rating : AC 120V /60Hz
Erwvirorment : Temp:24'C Huni:65% Atmos:101Epa
Test Engineer: Joe
Readinternmna Cable Preamp Limit  Ower
Freq Lewvel Factor Loss Factor Lewel Line Limit Eemark
MHz dEm  dB/m dB df dEm/m dBm/m dB
1 4834.046 48.43 31.55 8.94 40,18 48,73 74.00 -25.27 Peak
2 4834. 046 45.35 31.5656 8.94 40.19 4b5.656 54.00 -8.35 Average
3 6BD4.518 44,35 34.58 10,38 41,22 48,00 74,00 -25.9]1 Peak
4 6594. 518 41.652 34.568 10.38 41.22 45.26 B54.00 -8.74 Awverage

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11 g

Test channel: Middle

Horizontal

80

Level (dBuVim)

Report No: CCIS13040011302

FCC|PART 15 (PK)

70

60

FCC|PART 15 (AV)

3

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) HORIZONTAL
Job NO. : 113RF
EUT : WOMATE
Test mode : 802.11g M CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24'C Huni:65% Atmos:101Epa
Test Engineer: Joe
Feadinterma Cable Preamp Limit  Ower
Freq Lewvel Factor Loss Factor Lewvel Line Limit Eemark
MHz dEm ~ dB/m db df ~dEm/m dBm/m db
1 4724,568 47.40 31.40 B8.80 40.36 47.24 74.00 -26.76 Peak
2 4724.568 45.35 31.40 8.80 40.36 45.189 54.00 -8.81 Average
3 92b61.580 40.87 37.79 13.42 41.22 50.86 T74.00 -23.14 Peak
4 8251.580 38.15 37.79 13.42 41.22 48.14 54.00 -5.86 Awerage

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

Vertical

80

Level (dBuV/im)

Report No: CCIS13040011302

FCC PART 15 (PK)

70

60

FCC/PART 15 (AV)

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA®120(1G18) VERTICAL
Job HO., : 113RF
EUT : WOMATE
Test mode : 802.11g M CH TX
Power Rating : AC 120V /60Hz
Erwvirormernt : Temp:24°C Huni:65% Atmos:101Epa
Test Engineer: Joe
Readintenna Cable Preamp Limit Ower
Freq Lewel Factor Loss Factor Lewel Line Limit Remark
MHz dém  dB/m db dE dBm/m dEm/m db
1 4883.519 b50.23 31.58 8.98 40.15 650.64 74.00 -23.36 Peak
2 4883.519 47.65 31.58 8.98 40.15 48.06 B54.00 -5.94 Average
3  6347.466 48.06 33.62 10.10 41,09 6&0.69 74,00 -23.31 Peak
4 6347.466 45.12 33.62 10.10 41.08 47.75 B4.00 -6.25 Awerage

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11 g

Test channel: Highest

Horizontal

g0

Level (dBuVim)

Report No: CCIS13040011302

FCC PART 15 (PK)

70

60

FCC/PART 15 (AV)

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHA9120(1G18) HORIZONTAL
Job HNO. : 113RF
EUT : WOMATE
Test mode : 802.11¢ HCH TX
Power Rating : AC 120V /60Hz
Erwvirorment : Temp:24°C Huni:66% Atmos:101Epa
Test Engineer: Joe
Feaddnterma Cable Preamp Limit Ower
Freq Lewvel Factor Loss Factor Level Line Limit Remark
MHz dEm  dE/m dB df dEm/m dBm/m db
1 4933,487 48.92 31.64 9.04 40,08 49,52 74,00 -24.48 Peak
2 4933.497 46.35 31.64 9.04 40.08 46.95 54.00 -T7.05 Average
3 11226.250 38.40 39.96 13.70 40.42 651.64 74.00 -22.36 Peak
4 11226.250 36.64 39.96 13.70 40.42 459.88 54.00 -4.12 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

Vertical

Level (dBuV/m)

Report No: CCIS13040011302

80

FCC/PART 15 (PK)

70

60

FCC PART 15 (AV)

3

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) VERTICAL
Job NO. : 113RF
EUT : WOMATE
Test mode : 802.11g H CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24'C Huni:66% Atmos:101Epa
Test Engineer: Joe
Readinterma Cable Preamp Limit  Ower
Freq Lewvel Factor Loss Factor Lewel Line Limit Remark
MHz dbm  dB/m db df dBm/m dBm/m db
1 4920.955 §2.21 31.61 9.04 40.08 G52.78 74,00 -21.22 Peak
2 4920.9686 bB0.36 31.61 9.04 40.08 B50.93 bB4.00 -3.07 Awerage
3 B334.700 43.74 36.41 12.58 41.30 51.43 74.00 -22.57 Peak
4 8334. 700 41.56 36.41 12.58 41.30 49.25 54.00 -4.75 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11 n (H20)

Test channel: Lowest

Horizontal

Level (dBuVim)

Report No: CCIS13040011302

80

FCCPART 15 (PK)

70

60

FCC/PART 15 (AV)

3

v

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBEHL49120{1G18) HORIZONTAL
Job HO. : 113RF
EUT : WOMLTE
Test mode : 802.1In20 L CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24'C Huni:66% Atmos:101Kpa
Test Engineer: Joe
Readintenna Cable Preamp Limit Owver
Freq Lewvel Factor Loss Factor Lewel Line Limit Eemark
MHz dBm  dB/m db dB  dBm/m dBm/m dB
1 4824,000 47.57 31.54 8.92 40,22 47.81 74.00 -26.19 Peak
2 4824. 000 44.69 31.54 8.92 40.22 44.93 5B4.00 -9.0T7 Awerage
3 9b62.854 40.97 38,06 13,12 41.34 50,80 74,00 -23,20 Peak
4 9562. 864 38.18 38.05 13.12 41.34 48.01 54.00 -5.99 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

Vertical

80

Level (dBuVim)

Report No: CCIS13040011302

FCCPART 15 (PK)

70

60

FCC PART 15 (AV)

3

20
1050001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) VERTICAL
Job HO. : 113RF
EUT : WOMLTE
Test mode : 802.1In20 L CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24'C Huni:66% Atmos:101Kpa
Test Engineer: Joe
Readdntenna Cable Preamp Limit  Ower
Freq Lewvel Factor Loss Factor Lewel Line Limit Eemark
MHz dBm  dB/m db dB  dBm/m dBm/m dB
1 4824,000 49.86 31.54 8.92 40,22 650,10 74,00 -23.80 Peak
2 4824. 000 46.35 31.564 8.92 40.22 46.59 bB4.00 -T.41 Awerage
3 9228.060 41.71 37.73 13.45 41.22 51.67 74.00 -22.33 Peak
4 9228. 060 39.63 37.73 13.45 41.22 49.59 54.00 -4.41 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11 n (H20)

Test channel: Middle

Report No: CCIS13040011302

Horizontal
30 Level (dBuv im)
FCC/PART 15 (PH)
70
60
FCC PART 15 (AV)
3
50 q
40
30
20
1 10001200 1500 2000 5000 10000 12750
Frequency (MHz)}
Site : 3m chamber
Conditiom  : FCC PART 15 (PK) 3m BEHA9120(1618) HORIZONTAL
Job HO. : 113FF
EUT : WOMATE
Test mode : 802.1In20 M CH TX
Power Rating : AC 120Y¥ /60Hz
Ervirorment : Temp:24"C Huni:85% Atmos:101Kpa
Test Engineer: Joe
Readdnterma Cable Preamp Limit Ower
Freq Level Factor Loss Factor Level Line Limit Remark
MHz dm  dB/m 4B d8 dBm/m dEm/m dB
1 4933.497 46.70 31.64d 9.04 40,08 47.30 74.00 -26.70 Peak
2 4933.497 44.68 31.6d 9.04 40.08 45.28 64.00 -38.72 Average
3 T7T21.909 43.73 36.53 10.92 41.00 50.1% 74.00 -23.82 Peak
4 T721.909 41.25 36.53 10.92 41.00 47.70 54.00 -6.30 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

Project No.: CCIS130400113RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366
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GCIS

Vertical

80

Level (dBuV/imj

Report No: CCIS13040011302

FCC|PART 15 (PK)

70

60

FCC/PART 15 (AV)

20
10 0001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHA9120{1G18) WERTICAL
Job NO. : 113RF
EUT : WOMATE
Test mode : 802.11n20 M CH TX
Power Rating : AC 120V /60Hz
Enwvirorment : Temp:24C Huni:65% Atmos:101Epa
Test Engineer: Joe
Readintenna Cable Preamp Limit Owver
Freg Lewvel Factor Loss Factor Lewel Line Limit Remark
NHz dim  dB/m df df dBm/m dBm/m db
1 4883.518 48.36 31.58 8.98 40.15 49,77 74.00 -24,23 Peak
2 4883.519 46.29 31.58 8.98 40.16 46.70 bB4.00 -7.30 Average
3 8042.803 44.10 37.27 11.18 41,02 51.53 74.00 -22.47 Peak
4 8042.903 42.65 37.27 11.18 41.02 50.08 b54.00 -3.92 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

802.11 n (H20)

Test channel: Highest
Horizontal

30Lee\‘nel (dBuVim)

Report No: CCIS13040011302

FCC/PART 15 (PK)

70

60

FCC|PART 15 (AV)

20
1010001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHA9120(1G18) HORIZONTAL
Job NO. : 113RF
EUT : WOMATE
Test mode : 802.11n20 H CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24'C Huni:65% Atmos:101Epa
Test Engineer: Joe
Feadintenna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewvel Line Limit Remark
MHz dBm  dB/m db dE dBm/m dBm/m db
1 4833.497 47.46 31.64 9.04 40.08 48.06 T4.00 -25.94 Peak
2 4833.497 43.28 31.64 9.04 40.08 43.88 B54.00 -10.12 Average
3 10778.210 38.75 39.93 13.73 40.54 52.87 74.00 -21.13 Peak
4 10778.210 34.14 38.93 13.73 40.54 47.26 B54.00 -6.74 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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GCIS

Vertical

80

Level (dBuVin)

Report No: CCIS13040011302

FCC PART 15 (PK)

70

60

FCC/PART 15 (AV)

20/
10001200 1500 2000 5000 10000 12750
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHAO120{1G18) VERTICAL
Job NO, : 113RF
EUT : WOMATE
Test mode : 802.11n20 H CH TX
Power Rating : AC 120V /60Hz
Envirorment : Temp:24°C Huni:65% Atmos:101Kpa
Test Engineer: Joe
Feadinterma Cable Preamp Limit  Owver
Freq Lewel Factor Loss Factor Lewel Line Limit Remark
MHz dEm  dBE/m dB dE dEm/m dBEm/m dB
1 4933.497 49.58 31.64 9.04 40.08 50.18 74,00 -23.82 Peak
2 4933.497 46.26 31.64 9.04 40.08 46.85 54.00 -7T.15 Average
3 T319,984 44,08 36.48 10.68 41,15 B0.10 74,00 -23.90 Peak
4 7318.964 41.256 36.48 10.69 41.15 47.27 54.00 -6.73 Average

Remark: The emissions above 12.75GHz were noise floor, so not recorded in report.

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS130400113RF
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