FCC SAR Test Report Report No. : FA421402

Appendix C. DASY Calib ration Certificate

The DASY calibration certificates are shown as follows.

SPORTON INTERNATIONAL (XI'AN) INC. Page Number : ClofCl
TEL : +86-029-8860-8767 Report Issued Date : May 07, 2014
FAX: +86-029-8860-8791 Report Version : Rev. 01

FCC ID : SRQ-Z667












































































































4. AD-Converter Values with inputs shorted

DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

High Range (LSB)

Low Range (LSB)

Channel X 16098 15883
Channel Y 15760 16507
Channel Z 15897 17395

5. Input Offset Measurement
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Input 1QMQ
Average (uV) min. Offset (1V) | max. Offset (LV) Std. I'.():‘\;;ation
Channel X 0.64 -0.51 1.77 0.48
Channel ¥ -0.65 -1.74 0.62 0.47
Channel Z 1.76 -0.13 3.51 0.70
6. Input Offset Current
Nominal Input circuitry offset current on all channels: <25fA
7. Input Resistance (Typical values for information)
Zeroing (kOhm) Measuring (MOhm)
Channel X 200 200
Channel Y 200 200
Channel Z 200 200
8. Low Battery Alarm Voltage (Typical values for information)
Typical values Alarm Level (VDC)
Supply (+ Vcc} +7.9
Supply (- Vcc) -7.6
9. Power Consumption {Typical values for information)
Typical values Switched off (mA) | Stand by (mA) Transmitting {mA)
Supply (+ Vee) +0.01 +6 +14
Supply (- Vcc) -0.01 -8 -9

Certificate No: DAE4-1358_Apr13
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