

















































































































































































































Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2015/11/3

01_GSMS850_GPRS (4 Tx slots) Left Cheek Ch251

Communication System: UID 0, GPRS (GMSK 4 Tx slot) (0); Frequency: 848.8 MHz;Duty Cycle:
1:2.08
Medium: HSL 835 2015/11/03 Medium parameters used: f=848.8 MHz; 6 = 0.911 S/m; &, =

41.296;p = 1000 kg/m?
Ambient Temperature 23.4 ; Liquid Temperature 22.7

DASYS5 Configuration:

- Probe: EX3DV4 - SN3898; ConvF(9.81, 9.81, 9.81); Calibrated: 2015/8/6;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1358; Calibrated: 2015/8/27

- Phantom: SAM1; Type: QD000P40CD; Serial: TP:1753

- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Ch251/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.757 W/kg

Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.90 V/m; Power Drift=0.11 dB

Peak SAR (extrapolated) = 0.815 W/kg

SAR(1 g) = 0.651 W/kg; SAR(10 g) = 0.494 W/kg

Maximum value of SAR (measured) = 0.745 W/kg

0 dB = 0.745 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2015/11/3

02_GSM1900_GPRS (4 Tx slots) Right Cheek Ch810

Communication System: UID 0, GPRS (GMSK 4 Tx slot) (0); Frequency: 1909.8 MHz;Duty Cycle:
1:2.08
Medium: HSL 1900 2015/11/03 Medium parameters used: f=1909.8 MHz; 6 = 1.459 S/m; &, =

38.474; p = 1000 kg/m®
Ambient Temperature 23.4 ; Liquid Temperature 22.3

DASYS5 Configuration:

- Probe: EX3DV4 - SN3898; ConvF(8.01, 8.01, 8.01); Calibrated: 2015/8/6;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1358; Calibrated: 2015/8/27

- Phantom: SAM2; Type: QD000P40CD; Serial: TP:1754

- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Ch810/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.213 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.120 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 0.257 W/kg

SAR(1 g) =0.167 W/kg; SAR(10 g) = 0.105 W/kg

Maximum value of SAR (measured) = 0.214 W/kg

0dB =0.214 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2015/11/3

03_WCDMA Band V_RMC 12.2Kbps_Right Cheek _Ch4233

Communication System: UID 0, WCDMA (0); Frequency: 846.6 MHz;Duty Cycle: 1:1

Medium: HSL 835 2015/11/03 Medium parameters used: f = 846.6 MHz; 6 = 0.91 S/m; &, = 41.318;
p=1000 kg/m’

Ambient Temperature 23.4 ; Liquid Temperature 22.7

DASY5 Configuration:

- Probe: EX3DV4 - SN3898; ConvF(9.81, 9.81, 9.81); Calibrated: 2015/8/6;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1358; Calibrated: 2015/8/27

- Phantom: SAM1; Type: QD000P40CD; Serial: TP:1753

- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Ch4233/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.357 W/kg

Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.821 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 0.385 W/kg

SAR(1 g) =0.318 W/kg; SAR(10 g) = 0.246 W/kg

Maximum value of SAR (measured) = 0.358 W/kg

0 dB = 0.358 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2015/11/3

04 WCDMA Band I RMC 12.2Kbps_Left Cheek_Ch9538

Communication System: UID 0, WCDMA (0); Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL 1900 2015/11/03 Medium parameters used: f=1907.6 MHz; 6 = 1.457 S/m; &,

=38.483; p = 1000 kg/m’
Ambient Temperature 23.4 ; Liquid Temperature 22.3

DASY5 Configuration:

- Probe: EX3DV4 - SN3898; ConvF(8.01, 8.01, 8.01); Calibrated: 2015/8/6;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1358; Calibrated: 2015/8/27

- Phantom: SAM2; Type: QD000P40CD; Serial: TP:1754

- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Ch9538/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.266 W/kg

Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.632 V/m; Power Drift = 0.12 dB

Peak SAR (extrapolated) = 0.311 W/kg

SAR(1 g) =0.203 W/kg; SAR(10 g) = 0.127 W/kg

Maximum value of SAR (measured) = 0.259 W/kg

0 dB = 0.259 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab Date: 2015/11/3

05_LTE Band 12_10M_QPSK_IRB_250ffset_Left Cheek_Ch23095

Communication System: UID 0, FDD-LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL 750 2015/11/03 Medium parameters used: f=707.5 MHz; 6 = 0.851 S/m; ¢, =

42.509; p = 1000 kg/m’
Ambient Temperature 23.4 ; Liquid Temperature 225

DASY5 Configuration:

- Probe: EX3DV4 - SN3898; ConvF(10.2, 10.2, 10.2); Calibrated: 2015/8/6;

- Sensor-Surface: 2mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn1358; Calibrated: 2015/8/27

- Phantom: SAM2; Type: QD000P40CD; Serial: TP:1754

- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

Ch23095/Area Scan (71x121x1): Interpolated grid: dx=15mm, dy=15mm
Maximum value of SAR (interpolated) = 0.158 W/kg

Ch23095/Z.0oom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.556 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.173 W/kg

SAR(1 g) = 0.142 W/kg; SAR(10 g) = 0.109 W/kg

Maximum value of SAR (measured) = 0.162 W/kg

0dB =0.162 W/kg
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