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IMPORTANT NOTiCE

USAGE OF THE DAE 4

The DAE unit is a delicate, high precision instrument and requires careful treatment by the user. There are no
serviceable parts inside the DAE. Special attention shall be given to the following points:

Battery Exchange: The battery cover of the DAE4 unit is closed using a screw, over tightening the 6crew may
cause the threads inside the DAE to wear out.

Shipping of the DAE: Before shipping the DAE to SPEAG for calibration, remove the batteries and pack the
DAE in an antistatic bag. This antistatic bag shall then be packed into a larger box or container which protects the
DAE from impacts during transportation, The package shall be marked to indicate that a fragile instrument is

inside.

E-Stop Failures Touch detection may be malfunctioning due to broken magnets in the E-stop. Rough handling
of the E-stop may lead to damage of these magnets. Touch and collision errors are often caused by dust and dirt
accumulated in the E-stop. To prevent E-stop failure, the customer shall always mount the probe to the DAE
carefully and keep the DAE unit in a non-dusty environment if not used for measurements.

Repair: Minor repairs are performed at no extra cost during the annual calibration. However, SPEAG reserves
the right to charge for any repair especially if rough unprofessional handling caused the defect.

DASY Configuration Files: Since the exact values of the DAE input resistances,. as measured during the
calibration procedure of a DAE unit, are not used by the DASY software, a nominal value of 200 MOhm is given
in the corresponding configuration file.

Im‐portant NO“ I
warrantyandlcalibrationlisvoidiftheDAEunitlisdisasSembiedlpartlylorfu‖ y by the

customer`

lmportant Note:
Never attempt to grease or oil the E-stop assembly. Cleaning and readjusting of the E-
stop assembly is allowed by certified SPEAG personnel only and is part of the annual
cal i bration procedure.

lmportant Note:
To prevent damage of the DAE probe connector pins, use great care when installing the
probe to the DAE. Carefully connect the probe with the connector notch oriented in the
mating position. Avoid any rotational movement of the probe body versus the DAE
while turning the locking nut of the connector. The same care shall be used when
disconnecting the probe from the DAE.
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