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1 Certificate of Compliance (SARvaluation)

Applicant

Equipment Under Test:
Trade Name

Model Number:

Date of Test:

Device Category:

Exposure Category:

Snapon Diagnostics
420 Barclay Blvd, Lincolnshire,
lllinois, USA

Display Unit

Shapon

EEHD301XXXXXX

March19, 2013

PORTABLEEVICES

GENERAL POPULATION/UNCONTROLLED EXPOSURE

Applicable Standards

FCC

FCC OET 65 Supplement C

IEEE 1528 2003

KCI):)B447498 D01 General RF Exposuungd@nce
v05

KDB865664 D01 SAR measurement 100 MHz {
GHz v01
KDB248227 D01 SAR memementfor 802 11 a i
g v01r02

Limit

1.6Wikg

Test Result

Pass

The test results in this report apply only to the tested sample of the stated device/equipment. SDttikar
device/equipment will not necessarily produce the same results due to production tolerance and measuren

uncertainties.

Approved by: Tested by:

Alex Wu Scott Hsu

Section Manager SARENgineer

Compliance Certification Services Inc. Compliance Certification Services Inc.
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2 EUTDescription

Product Display Unit

Trade Name Snap-on

Model Number EEHD301XXXXXX
Transmitters Wi-Fi & BT

802.11b: Direct Sequence Spread Spectrum(DSSS)
Modulation Technolog|802.11g: Orthogonal Frequency Division Multiplexing (OFDM)
802.11n: Orthogonal Frequency Division Multiplexing (OFDM)
Brand name |YAGEO

WLAN  |Parts Number|CAN43139WLOT00621

Type PIFA Anttena

Brand name |YAGEO

Bluetooth [Parts Number| CAN43139WLOT00623

Antenna Specification

Type PIFA Anttena
FCC Rule Parts Frequency Range Highest Reported 1-g SAR
15.247 2412 - 2462 MHz 0.159 W/kg (Edgel)
15.247 2402 - 2480 MHz 0.079 W/kg (Edgel)
Rechargeable Li Brand: FSP
polymer Model: FSP065-RAB

Batteryi al |Ratingl9V, 3.42A

Remark:The sample selected for test was prototype that approximated to production product and was provided by
manufacturer.
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3 Requirements forComplianceTesting Defined

3.1 Requirements for CompliareeTesting Bfined by the FCC

¢KS !'{ CSRSNIft /2YYdzyAOFI{A2ya /2YYA&aaAirzy KlFa NBtSIa
Environmental Effects of RF Radiation", ET Docket N6298 August 1996 [1]. The order requires routine

SAR evaluatiorprior to equipment authorization of portable transmitter devices, including portable
telephones. For consumer prodsgctthe applicable limit is 1\8//kg for an uncontrolled environment and 8.0

mW/g for an occupational/controlled environment as recommeddsy the ANSI/IEEE standard C9E92

wc B b I O02NRAY3I G2 GKS {dzLdLX SYSydG / 27F hnes fardzZf £ Sii
Human Exposure to Radio frequency Electromagnetic Fields", released on Jun 29, 2001 by the FCC, the device
shouldo S S@I tdzt SR 4 YI EAYdzY 2dzilLdzi LJ2 ¢SO HNS RAZ i BRI 7
for normal or inteed use, incorporating normal antenna operating positions, device peak performance
frequencies and positions for maximum RF energy coupling.

4  Dosimetric AssessmenBystem

These measurements were performed with the automated rAgald scanning system DASY4/DASTS from
Schmid & Partner Engineering AG (SPEAG). The system is based on a high precision robot (working range
greater than 0.9 m) whichgsitions the probes with a positional repeatability of better than + 0.02 mm.
Special Eand Hfield probes have been developed for measurements close to material discontinuity, the
sensors of which are directly loaded with a Schottky diode and conned@dughly resistive lines to the data
acquisition unit. The SAR measurements were conducted with the dosimetric EXBEBV4-SN: 3665
(manufactured by SPEAG), designed in the classical triangular configuration and optimized for dosimetric
evaluation. Te probe has been calibrated according to the procedure with accuracy of better than +10%.
The spherical isotropy was evaluated with the procedure and found to be better than +0.25 dB. The phantom
used was the SAM Twithantom as described in FCC supmathC, IEEE 152803.
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The DASY4/DASYS5 system for performing compliance tests consists of the following items:

1

= =4 —a A

= =4 —a -

A standard high precision-#&is robot (Staubli RX family) with controller, teach pemdand
software. An arm extension for accommodating the data acquisition electronics (DAE).

A dosimetric probe, i.e., an isotropicfigld probe optimized and calibrated for usage in tissue
simulating liquid. The probe is equipped with an optical surfdetector system.

A data acquisition electronics (DAE) which performs the signal amplification, signal multiplexing, AD
conversion, offset measurements, mechanical surface detection, collision detection, etc. The unit is
battery powered with standard orechargeable batteries. The signal is optically transmitted to the
EOC.

The Electreoptical converter (EOC) performs the conversion between optical and electrical of the
signals for the digital communication to the DAE and for the analog signal from tiealopirface
detection. The EOC is connected to the measurement server.

The function of the measurement server is to perform the time critical tasks such as signal filtering,
control of the robot operation and fast movement interrupts.

A probe alignment nit which improves the (absolute) accuracy of the probe positioning.
A computer operating Windows 2000 or Windows XP.
DASY4/DAS software.

Remote control with teach pendant and additional circuitry for robot safety such as warning lamps,
etc.

The SAM twiphantom enabling testing lettand and righthand usage.

The device holder for handheld mobile phones.

Tissue simulating liquid mixed according to the given recipes.

Validation dipole kits allowing validating the proper functioning of the system.

Page7 Rev. 01
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4.2 SystemComponents

DASY4/DASY5 Measurement Server

The DASY4/DASY5 measurement server is based on a PC/104 CPU board with ¢
low-power Pentium, 32MB chip disk and 64MB RAM. The necessary circu
comnunication with either the DAE3 electronic box as mas the 1ébit ADconverter
system for optical detection and digital 1/O interface are contained on the DASY4/|
1/0-board, which is directly connected to the PC/104 bus of the CPU board.

The measurement server performs all réahe data evaluation fofield measurements
and surface detection, controls robot movements and handles safety operation.

The P@perating system cannot interfere with these time critical processes. All connectior
supervised by a watchdog, and disconnection of any ofcdigles to the measurement server v
automatcally disarm the robot and disable all prograwontrolled robot movements. Furthermor
the measurement server is equipped with two expansion slots which are reserved for
applictions. Please note thathe expansion slots do not have a standardized pinout and ther
only the expansion cards provided by SPEAG can be inserted. Expansion cards from any othe
could seriously damage the measurement server. Calibration: No calibration required.

Data Acquisition Electronics (DAE)

The data acquisition electronics (D#Econsists of a highly sensiti
electrometer grade preamplifier with aut@eroing, a channel and ga
switching multiplexer, a fast 16 bit AD converter and a command dec
and contol logic unit. Transmission to the measurement serve
accomplished through an optical downlink for data and status informatic
well as an optical plink for commands and the clock. The mechanical p
mounting device includes two different sensoystems for frontal an
sideways probe contacts. They are used for mechanical surface det
and probe collision detection. The input impedance of the DB&x is
200MOhm; the inputs are symrical and floating. Common mot
rejection is above 80 dB.

EX3DV4 Isotropic-Eield Probe for Dosimetric Measurements
Construction: Symmetrical design with triangular core
Built-in shielding against static charges
PEEK enclosure material (resistant to organic solvents, e.g., DGBE)

Calibration: Basic Broad Bar@alibration in air: 13000 MHz.
Conversion Factors (CF) for HSL 900 and HSL 1800
CFCalibration for other liquids and frequencies upon request.

Frequency: 10 MHz to > 6 GHz; Linearity: + 0.2 dB (30 MHz to 3 GHz)

Directivity: + 0.3 dB in HSL (rotationaamd probe axis)
+ 0.5 dB in HSL (rotation normal to probe axis)

Dynamic Range: 10 pW/g to > 100 mW/g; Linearity: + 0.2 dB
(noise: typically < 1 pwW/g)
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Dimensions: Overall length: 330 mm (Tip: 20 mm)
Tip diameter: 2.5 mm (Body: 12 mm)
Distance from pobe tip to dipole centers: 1 mm

Application: High precision dosimetric measurements in .
exposure scenario (e.g., very strong grad
fields). Only probe which enables complial
testing for frequencies up to 6 GHz with precis
of better 30%.

Interior of probe

SAM Phantom (V4.0)

Construction:  The shell corresponds to the specifications of
Specific  Anthropomorphic Mannequin (S/
phantom defined in IEEE 152803, CENELI
50361 and IEC 62209. It enables the dosim
evaluation of left and rigt hand phone usage
well as body mounted usage at the flat phant ©
region. A cover prevents evaporation of the ligs
Reference markings on the phantom allow
complete setup of all predefined phantc
positions and measurement grids by manu
teaching three points with the robot.

ShellThickness 2 +0.2 mm

Filling Volume: Approx. 25 liters

Dimensions: Height: 810mm; Length: 1000mm; Width: 500r
SAM Phantom (ELI4)

Construction:  Phantom for compliance testing of handheld
body-mounted wirelessdevices in the frequen:
range of 30 MHz to 6 GHz. ELI4 is fully corbfa
with the latest draft of the standard IEC 62!
Part Il and all known tissue simulating liquids.
has been optimized regarding its pemiaance an
can be integrated into our ahdard phanton
tables. A cover prevents evaporation of the liq
Reference markings on the phantomlloav
installation of the complete setup, including
predefined phantom positions and measurem
grids, by teaching three points. The phantor
suppoted by software version DASY4/DASY5
higher and is compatible with all SPE
dosimetric probes and dipoles

ShellThickness 2.0 + 0.2 mm (sagging: <1%)

Filling Volume: Approx. 25 liters
Dimensions: Major ellipse axis: 600 mm
Minor axis: 400 nm 500mm

Paged Rev. 01
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Device Holder for SAM Twin Phantom

Construction:  In combination with the Twin SAM Phantom V4.0 or Twin SAN
Mounting Device (made from POM) enables the rotation of
mourted transmitter in spherical coordinates, whereby the rota
point is the ear opening. The devices can be easily and acct
positioned according to IEC, IEEE, CENELEC, FCC c
specifications. The device holder can be locked at different pha
locations (left head, right head, and flat phantom).

System Védation Kits for SAM Phantom (V4.0)

Construction: Symmetrical dipole with I/4 balun Enables measuren _/
of feedpoint impedance with NWA Matched for use r
flat phantoms filled with brain simulating solutic
Includes distance holder and tripod adaptor.

Frequency: 2450 MHz

Return loss: > 20 dB at specified validation position

Power capability: > 100 W (f < 1GHz); > 40 W (f > 1GHz)
Dimensions: D2450V2: dipole length: 51.5 mm,; overall height: 290 r ’ 2

System Validation Kits for ELI4 phantom

Caistruction: Symmetrical dipole with 1/4 balun Enables measuren F T
of feedpoint impedance with NWA Matched for use r |
flat phantoms filled with brain simulating solutic ‘
Includes distance holder and tripod adaptor.

Frequency: 2450MHz
Return loss: > 20dB at specified validation position

Power capability: >100 W (f < 1GHz); > 40 W (f > 1GHz)
Dimensions:  D2450V2: dipole length: 51.5 mm; overall height: 290 v

Pagel0 Rev. 01
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5 Evaluation Procedures

Data Bvaluation

The DASYBASY5post processing softwareSEMCAD) automatically executes the following procedures to
cdculate the field units from the microvolt readings at the probe connector. The parameters used in the
evaluation are stored in the configuration modules of the software:

Probe parameters: - Sendivity Norm, ag, a1, &>
- Conversion factor ConvF
- Diode compression point  dcp
Device parameters: - Frequency f
- Crest factor cf
Media parameters: - Conductivity
- Density

These parameters must be set correctly in the software. They cdourel in the component documents or be
imported into the software from the configuration files issued for the DASY components. In the direct measuring
mode of the multimeter option, the parameters of the actual system setup are used. In the scan \asioaliand
export modes, the parameters stored in the corresponding document files are used.

The first step of the evaluation is a linearization of the filtered input signal to account for the compression
characteistics of the detector diode. The compenigat depends on the input signal, the diode type and the DC
transmission factor from the diode to the evaluation electronics. If the exciting field is pulsed, the crest factor of
the signal must be known to correctly compensate for peak power. The formutath channel can be given as:

Uyt
VI U I U I del
with  V, = Compensated signal of channeli (i=x,Y, z)
U; = Input signal of channel i (i=xY,2)
cf = Crest factor of exciting field (DASY parameter)
dcp = Diode compression point (DASY paraater)

From the compensated input signals the primary field data for each channel can be evaluated:

Efield probes: E _\/ V.
- VNormfConvF
2
HHield probes: _ awtauf +a.f
P H.=Vi ¢ f
with  V, = Compensated signal of channeli (i=x,Y, 2)
Norm = Sensor sesitivity of channel i (i=x,Y,2)

mv/(V/mY’ for EOfield Probes
ConvF= Sensitivity enhancement in solution

aij = Sensor sensitivity factors forfléld probes

f = Carrier frequency (GHz)

Ei = Electric field strength of channel iin V/m

Hi = Magnetidield strength of channel i in A/m

Pagell Rev. 01
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The RSS value of the field components gives the total field strength (Hermitian magnitude):

_ 2 2 2
Etot_ \ Ex+ Ey+ Ez
The primary field data are used to calculate the derived field units.

2.4 S
= o—
SAR Etot I,. qooo

with  SAR = loal specific absorption rate MW/kg

Eot = total field strength in V/m
S = conductivity in [mho/m] or [Siemens/m]
r = equivalent tissue density in g/ém

Note that the density is normally set to 1 (or 1.06), to account for actual brain densitgrrdthn the density of

the simulation liquid.
The power flow density is calculated assuming the excitation field as a free space field.

p -Eu O p -Hl@77

e 377
with P, = Equivalent power density of a plane wave in mW/cm
Eot = total electric field strength in V/m
Hiot = total magnetic field strength in A/m

Pagel2 Rev. 01
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SARMeasurementProcedures
The procedure for assessing the peak spatisrage SAR value consists of the following steps:
1 Power Reference Measureent

The reference and drift jobs are useful jobs for monitoring the power drift of the device under test in the batch
process. Both jobs measure the field at a specified reference position, at a selectable distance from the
phantom surface. The referendel2 & A i A2y OlFy ©S SAGKSNI 4KS aSt SOGSR
point in this section. The reference job projects the selected point onto the phantom surface, orients the

probe perpendiculdy to the surface, and approaches the surface usirgggelected detection method.
1 Area Scan

The area scan is used as a fast scan in two dimensions to find the area of high field values, before doing a finer
measurement around the hot spot. The sophisticated interpolation routines implemented in [Y¥SYVI5
software can find the maximum locations even in relatively coarse grids. The scan area is defined by an
editable grid. This grid is anchored at the grid reference point of the selected section in the phantom. When
the area scf Q& LINER LIS NI & -up, KHe §ritl redolationohbiR tdzB <6 than5 mm by B mm at
frequencyX2GHz the grid resolution has to less that?mm by 12 mm at frequencybetween 2GHzto 4GHz;

grid resolution has to less thaft0 mm by 0 mm at frequencybetween 4GHz to 6GHz.caordingto KDB

865664 D01 SAR measurement 100 MHz to 6 GHz v01

 Zoom Scan

Zoom scans are used to assess the peak spatial SAR values within a cubic averaging volume containing 1 g and
10 g of simulated tissue. The default zoom scan measpo@ds in accordance wit the frequency can be

divided into three parts(1)The zoom scamolume was set t&x5x7 pointsat frequencyX2GHz. (2Yhe zoom

scan volume was set to 7x7x7 pointdraiguencybetween 2GHz to 4GH2) The zoom scan volume was set to

7x7x12 points afrequencybetween 4GHz to 6GHZhe measures pointwithin a cube whose base faces are
centered around the maxiom found in a preceding area scan job within the same gatace. If the preceding

Area Scan job indicates more then one maximum, the number of Zoom Scans has to be enlarged accordingly

 Power Drift Measurement

The drift job measures the field at the sanwcation as the most recent reference job within the same
procedure, and with the same settings. The drift measurement gives the field difference in dB from the
reading conducted within the last reference measurement. Several drift measurements are @dssibhe
reference measurement. This allows a user to monitor the power drift of the device under test within a batch
process. In the properties of the Drift job, the user can specify a limit for the drift and have [IDASY%
software stop the meas@ments if this limit is exceeded.

 ZScan

The Z Scan job measures points along a vertical straight line. The line runs alongxiseoZ a one
dimensional grid. A user can anchor the grid to the current probe location. As with any other grids, the local Z
axis of the anchor location establishes thaxis of the grid.

Pagel3 Rev. 01
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Jatial Peak SAREvaluation

The procedure for spatial peak SAR evaluation has been implemented according to the 82808352
standard. It can be conducted for 1 g and 10 g.

The DASYBASYSystem allows evaluations that combine measured data and robot positions, such as:

®w YIFEAYdzy aSI NOK

w SEGNI LREFGAZY

w 02dzy RI NBE O2NNBOGAz2Y

w LISF] aSFNOK F2NJ F@SNF3ISR {!w
During a maximum search, global and local maximum searches are automatically perforBdafter each
Area Scan measurement with at least 6 measurement points. It is based on the evaluation of the local SAR
gaRA Syl OFft OdAf F iSR 6@ GKS vdzr RN} GAO { KSLI NRQa YSiK2
local maxima within2 dBof the global maxima for all SAR distributions.

Extrapolation

Extrapolation routines are used to obtain SAR values between the lowest measurement points and the inner
phantom surface. The extrapolation distance is determined by the surface detectiamclsand the probe
sensor offset. Several measurements at different distances are necessary for the extrapolation.

Extrapolation routines require at least 10 measurement points-ih space. They are used in the Cube Scan to
obtain SAR values between tlmvest measurement points and the inner phantom surface. The routine uses
G§KS Y2RATFTASR vdzr RN} GAO { KSLI NRQ& YSGK2R F2NJ SEG NI LR

BoundaryHfect

For measurements in the immediate vicinity of a phantom surface, the field coupling effects between the
probe and the boundary influence the probe characteristics. Boundary effect errors of different dosimetric
probe types have been analyzed by measurements and using a numerical probe model. As expected, both
methods showed an enhanced sensitivity in themediate vicinity of the boundary. The effect strongly
depends on the probe dimensions and disappears with increasing distance from the boundary. The sensitivity
can be approximately given as:

S° 5 +S,ept Dcosp-)

Since the decay of the boundary effedminates for small probes (ak¥ the costerm can be omitted.
FactorsS, (parameter Alpha in the DASPDASY5software) anda (parameter Delta in the DASDASY5
software) are assessed during probe calibration and used for numerical compensationbafuthgary effect.
Several simulations and measurements have confirmed that the compensation is valid for different field and
boundary configurations.
This simple compensation procedure can largely reduce the probe uncertainty near boundaries. It wbrks wel
as long as:
w 0K 02dzy RF NB OdzNBI GdzNB A& avl ff
w GKS LINR6S EA&E A& ly3atSR fSaa GKIy ony G2 GKS
w GKS RAAGHYOS 080658y LINR6S yR 02dzy RINE A& fFNBS
w GKS LINP6S A& aeYYSiNRO omlthe probéty a2 NA KIF @S GKS &l y
Since all of these requirements are fulfilled in a DABX8Y5system, the correction of the probe boundary
effect in the vicinity of the phantom surface is performed in a fully automated manner via the measurement
data extraction duringpost processing.

(0p))
(@]]
(@]
No
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6 MeasurementUncertainty

Measurement uncertainty for 300 MHz to 3 GHz averaged over 1 gram

Uncertainty Component Uncertainty| Prob. Div. G (109) Std. Unc.(1-9) Vi or veft
Measurement System
Probe Calibration (k=1) 6.00 Normal 1 1 6.00 b
Probe Isotropy 7.60 Rectangular J3 0.7 3.07 b
Boundary Effect 0.65 Rectangular J3 1 0.38 5]
Linearity 4.70 Rectangular J3 1 2.71 [5)
System Detection Limit 1.00 Rectangular J3 1 0.58 b
Readout Electronics 0.30 Normal 1 1 0.30 b
Response Time 0.80 Rectangular J3 1 0.46 b
Integration Time 2.60 Rectangular J3 1 1.50 b
RF Ambient Conditions 3.00 Rectangular J3 1 1.73 b
RF Ambient Reflections 3.00 Rectangular J3 1 1.73 b
Probe Positioner Mechanical Tolerance 0.40 Rectangular J3 1 0.23 b
Probe Positioning with respect to Phantom Shell 2.90 Rectangular J3 1 1.67 b
Extrapolation, interpolation and integration Algorithms for Max. SAR Evaluation 2.00 Rectangular J3 1 1.15 b
Test sample Related
Test sample Positioning 3.70 Normal 1 1 3.7 89
Device Holder Uncertainty 3.40 Normal 1 1 34 5
Output Power Variation - SAR drift measurement 5.00 Rectangular \/§ 1 2.89 b
Phantom and Tissue Parameters
Phantom Uncertainty (shape and thickness tolerances) 7.50 Rectangular J3 1 433 b
Liquid Conductivity - deviation from target values 414 Rectangular \/5 0.64 1.53 b
Liquid Conductivity - measurement uncertainty 1.01 Normal 1 0.64 0.65 39
Liquid Permittivity - deviation from target values 3.92 Rectangular J3 0.6 1.36 b
Liquid Permittivity - measurement uncertainty -3.63 Normal 1 0.6 -2.18 39
RSS 11.30 611
Expanded Uncertainty U, Coverage Factor = 2, > 95 % Confidence = k=2 22.60%
Expanded Uncertainty U, Coverage Factor = 2, > 95 % Confidence = k=2 1.77dB
Pagel5 Rev. 01
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7 Exposurelimit

(A).Limits for Occupational/Controlled Exposure (W/kg)
Whole-Body PartialBody Hands, Wrists, Feet and Ankles

0.4 8.0 2.0
(B).Limits for General Population/Uncontrolled Exposure (W/kg)
Whole-Body PartialBody Hands, Wrists, Feet and Ankles

0.08 1.6 4.0

NOTE: Whole-Body SARs averaged over the entire bodpartial-body SARs averaged over any
1 gram of tissue defined as a tissue volume in the shape of a BAR. for hands, wrists,
feet and anklesis averaged over any 10 grams of tissue defined as a tissue volume in the

shape of a cube.

Population/Uncontrolled Environments

are defined as locations where there is the exposure of individuals who have no knowledge or
control of their exposure.

Occupational/Controlled Environments

are defined as locations where there is exposure that may be incurred by people who are aware of
the potential for exposure, (i.e. as a result of employment or occupation).

NOTE
GENERAL POPULATION/UNCONTROLLED EXPOSURE
PARTIAL BODY LIMIT
1.6 W/kg
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8 Tissue Dielectric Properties
8.1 Test Liquid Confirmation

Simulating Liquids Parameter Check

The simulating liquids should be checked at the beginning of a series of SAR measurements to determine of
the dielectric parameters are within the tolerancefthe specified target values

The relative permittivity and conductivity of the tissue material should be withi% of the vhues given in

the table below5% may not be easily achieved at certain frequencies

The head tissue dielectric parameters recoended by the IEEE SG@/SG2 in IEEEL528 2003 have been
incorporated in the following table. These head parameters are derived from planar layer models simulating
the highest expected SAR for the dielectric properties and tissue thickness variatehsiman head. Other
head and body tissue parameters that have not been specifieBEEL528 2003 are derived from the tissue
dielectric parameters computed from the-@oleCole equations and extrapolated according tee thead
parameters specified ilEEE15282003

Target Frequency Head Body

(MHZ) e s (S/m) 8 s (S/m)
150 52.3 0.76 61.9 0.80
300 45.3 0.87 58.2 0.92
450 435 0.87 56.7 0.94
835 415 0.90 55.2 0.97
900 41.5 0.97 55.0 1.05
915 415 0.98 55.0 1.06
1450 40.5 1.20 54.0 1.30
1610 40.3 1.29 53.8 1.40

1800 i 0 40.0 1.40 53.3 152
2450 39.2 1.80 52.7 1.95
3000 38.5 2.40 52.0 2.73
5000 36.2 4.45 49.3 5.07
5100 36.1 4.55 49.1 5.18
5200 36.0 4.66 49.0 5.30
5300 35.9 476 48.9 542
5400 35.8 4.86 48.7 553
5500 35.6 4.96 48.6 5.65
5600 355 5.07 48.5 577
5700 354 5.17 48.3 5.88
5800 35.3 5.27 48.2 6.00
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8.2 Typical Composition of Ingredients for Liquid Tissue Phantoms
The following tissue formulations are provided for reference only as some of the parameters have not been

thoroughly verified. The composition of ingredients may be modifiedralicgly to achieve the desired target
tissue parameters required for routine SAR evaluation.

Ingredients Frequency (MHz
(% by weight) 450 835 915 1900 2450
Tissue Type Head | Body | Head | Body | Head | Body | Head | Body | Head | Body
Water 38.56 | 51.16 | 4145 | 524 | 4105 | 56.0 54.9 40.4 62.7 73.2
Salt (NaCl) 3.95 1.49 1.45 1.4 1.35 0.76 0.18 0.5 0.5 0.04
Sugar 56.32 | 46.78 | 56.0 45.0 56.5 | 41.76 | 0.0 58.0 0.0 0.0
HEC 0.98 0.52 1.0 1.0 1.0 1.21 0.0 1.0 0.0 0.0
Bactericide 0.19 0.05 0.1 0.1 0.1 0.27 0.0 0.1 0.0 0.0
Triton X-100 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 36.8 0.0
DGBE 0.0 0.0 0.0 0.0 0.0 0.0 4492 | 0.0 0.0 26.7
Dielectric Constant | 43.42 | 58.0 | 42.54 | 56.1 42.0 56.8 39.9 54.0 39.8 52.5
Conductivity (S/m) | 0.85 0.83 0.91 0.95 1.0 1.07 1.42 1.45 1.88 1.78

alt: 99%Pure ®dium Chloride Sugar: 98%6Pure Sucrose

Water: Deionized, 16 MV resistivity HEC: Hydroxthyl Cellulose

DGBE: 996 Di(ethylene glycol) butyl ether -[2-butoxyethoxy)ethanol]

Triton %100 @ltra-pure): Polyethylene glycol mono{4, 1, 3, 2etramethylbutyl)phenyl]ether
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8.3 Simulating Liquids Parameter Check Results

BEE e Freq(MHz) Measured Standard [e0] . Limit

e (Gr) e" w e (Gr) w e’ Usr ui Jj5

2402 51.03 | 14.20 1.89 52.75 1.91 |-3.27% | -1.01% 45

2412 51.00 14.25 1.91 52.75 1.91 -3.32% | -0.23% +5

2437 50.91 | 14.34 1.94 52.72 1.94 |-3.42% | 0.21% +5

2013/3/19 Body 2450 2442 50.90 | 14.36 1.95 52.71 1.94 |-3.43% | 0.26% 45
2462 50.84 14.44 1.97 52.68 1.97 -3.51% | 0.38% +5

2472 50.81 | 14.46 1.99 52.67 1.98 | -3.54% | 0.27% +5

2480 50.76 | 14.52 2.00 52.67 1.98 |-3.63% | 1.01% 45
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9 SystemPerformanceCheck

The system performance check is performed prior to any usage of the system in order to guarantee
reproducible results. The system penfmance check verifies that the system operates within its specifications.
The system performance check results are tabulated below. And also the corresponding SAR plot is attached
as well in the SAR plots files.

System PerformanceCheckMeasurementConditions

1 The measurements were performed in the flat section of the SAM twin phantom filled Beitly
simulaing liquid of the following parameters.

1 TheDASY4DASS system withan E-field probe EX3DV4 SN:366% used for the measurements.

1 The dipole was mountk on the small tripod so that the dipole feed point was positioned below the
center marking of the flat phantom section and the dipole was oriented parallel to the body axis (the long
side of the phantom). The standard measuring distance wi&smm (below 1 GHz)and
10 mm (above 1 GHffpm dipole center to the simulating liquid surface.

1 The coarse grid with a grid spacing of 10mm was aligned with the dipole.
1 Special’x7x7 fine cube was chosen for cube integration (dx=dy=5 mm5 daz=).
91 Distance between probsensors and phantom surface was set to 3.0 mm.
1 The dipole input power (forward power) wA90 mW° 3%.
1 The results are normalized to 1 W input power.
Reference SARalues forSystem PerformanceCheck

The reference SAR values can be obtainedhfthe calibration certificate of system validation dipoles

Target SAR Values (W/k
System Serial No. Cal. Date | Freq. (MHz) J ( 9)
Dipole 1g/10g Head Body
1g 53.1 51.3
D2450Vv2 728 11/20/2012 2450
10g 24.9 24.0
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System Dipole

Date Parameterd Target Measured |Deviation[%)] Limited[%0]
Type Serial No. Liquid
1g SAR: 51.30 52.10 1.56 +5
2013/3/19| D2450Vv2 728 Body
10g SAR: 24.00 24.40 1.67 +5
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10 Device Under Test

10.1 Simultaneous Transmission

No. Conditions Head Body Hotspot
1 | WiFi+ BT O X L]
Note(s):

1. As the tablet has been assesdadccordance with KDB 44749%8is is also in accordance with FCC training
provided in October 2012 (TCBC Workshop) which indicates that hotspot mode KDB procedures are not
intended for larger tablets.

2. WiFi and BT can simultaneous transmit.
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11 Summary of Test Configuratio

11.1 Body TesExclusion Thresholds
Thefollowing SARest exclusionThresholddasedon KDB 44749801 General RF Exposure Guidance #(5b1)

Test Antenna-to- Power | Power | Calculatg Test Exclusion SAR
Band Configurationy edge/surface Target | Tolerancq  Power Power Required
9 1% @Bm) | @Bm) | mw) |Thresholdmw] ~c9
WiFi
2 4GHz Edge 1 2.5mm 12.5 1 22.38 5 Yes
Bluetooth Edge 1 2.5mm 11 2 19.9 5 Yes
11.2 Body Exposure @hditions for WiFi
: : Antennato- SAR
TestConfiguratiors edge/surface | Required Note
Front 11mm No This is not the most conservative anterigauser distance at edge mode
Rear 35mm Yes This is most conservative antenttauser dstance at edge mode
Edge 1 2.5mm Yes This is not the most conservative anteApauser distance at edge mode
Edge 2 45mm No This is not the most conservative anteroauser distance at edge mode
Edge 3 190mm No his is not the most conservative antenttauser distance at edge mode
Edge 4 263mm No This is not the most conservative anteroauser distance at edge med

11.3 Body Exposure @hditions for Bluetooth

TestConfiguratiors :c\jr;;tg/nsr:f:;;(-:e Rezﬁ:?e q Note
Front 11mm No This is not the masonservative antenrgo-user distance at edge mode
Rear 35mm Yes This is most conservative antenttauser distance at edge mode
Edge 1 2.5mm Yes This is most conservative antenttauser distance at edge mode
Edge 2 260mm No This is not the most coasrative antenngo-user distance at edge mode
Edge 3 190mm No his is not the most conservative antenttauser distance at edge mode
Edge 4 47mm No This is not the most conservative anteroauser distance at edge med
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12 RF Output Power Measurement

12.1 WiFi (2.4 GHz Band)
Required Test Channels per KDB 248227 D01

Band Freq. Default Test Channels
Mode (GHz) (MHz) cn 802.11b 802.11g
2412 17 "H €
802.11 b/g 2.4 2437 6 "H n
2462 11" “H n
Notes

"HI' @RSTFl dzf & GSaid OKIFyySft asé

= possible 802.11g channels with maximum average output %2 dB  the “default test channels”
¥ = when output power is reduced for channel 1 and /or 11 to meet restricted band requirements the hig
output channels closest to each of these channels should be tested.

The indicated WFi target powers in the following table are absolute maximums.

Output power table

Tune-up |, imum | Measured
Band Data rate Freqg. | Target Pwr| Tolerance
Mode Ch# Tune-up PwW Avg. Pwr
(GHz) (Mbps) (MHz) (dBm) Pwr (dBm) (dBm)
(dBm)
1 2412 12.5 +1.0 13.5 12.6
802.11b 1 6 2437 12.5 +1.0 13.5 12.9
11 2462 12.5 +1.0 13.5 13.4
1 2412 8.5 +1.0 9.5 9.3
802.119g 6 6 2437 12.5 +1.0 13.5 13.1
11 2462 6.5 +1.0 7.5 7.2
2.4 802 11n 1 2412 6.0 +1.0 7.0 6.1
HT20 MCSO0 6 2437 12.5 +1.0 13.5 13.0
11 2462 6.0 +1.0 7.0 6.6
3 2422 5.0 +1.0 6.0 5.1
8on_|_1$” MCSO0 6 2437 10.0 +1.0 11.0 10.8
9 2452 4.0 +1.0 5.0 4.8

SAR is not required fol02.11gHT20/HT4Cchannels when the maximum average output power is less than 1/4 dB
higher than that measured on the corresponding 802.11b channels. AspR24822D01 SAR meas=mentfor
802 11 a b g v01r02

Page24 Rev. 01



Compliance Certification Services Inc.

Report No: T130311L05SF

12.2 Bluetooth

Output power table

Band Fre Target Pwr Tune-up Maximum | Measured
(GH2) Mode | Ch# (MHO;.) ((?Bm) Tolerance Tune-up Avg. Pwr
(dBm) Pwr (dBm) (dBm)
0 2402 10.0 +2.0 12.0 11.5
DH5 39 2441 11.0 +2.0 13.0 12.6
78 2480 8.0 +2.0 10.0 9.7
Bluetooth
0 2402 11.0 +2.0 13.0 12.1
3DH5 39 2441 11.0 +2.0 13.0 12.5
78 2480 4.0 +2.0 6.0 5.7
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13 SAR Measurements Results
Wi-Fi (2.4GHz Band)

1 2412 [0} 12.6
Rear 6 2437 [0} 12.9
11 2462 (0] 13.5 13.4 0.023 0.023
2.4GHz
1 2412 0 12.6
Edgel 6 2437 0 12.9
11 2462 0 13.5 13.4 0.156 0.159

1.Testing of other required channels within the operating mode of a frequency band is not required when
the reported 1g SAR for the midand or highestdzii LJdzii L2 6 SNJ OKI yy St & X noy 2k 3
MHz (Per KDB 447498 D01 #@fstion 4.3.3)

Bluetooth:

2402
Rear 2441
2480
2402
Edgel 2441
2480
Note(s):

1.Testing of other required channels within the operating mode of a frequency band is not requiesd w

the reported 1g SARforthemid YR 2 NJ KAIKS &l 2dzildzi L2 6SNI OKIFyySt &
MHz (Per KDB 447498 D01 w@&tion 4.3.3)

13.0 12.6 0.009 0.010

Bluetooth

13.0 12.6 0.072 0.079

o|o|o|o|o|o
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13.1 Summary of Highest SAR Values
Results fohighestreported SAR value®r each fequency band and mode

WiFi 2.4 GHz Edgd 802.11b 0.159
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14 Simultaneous Transmission SAR Analysis
14.1 Sum of the 1g SAR for Body Exposure Condition

Sum of the SAR witReported Values

Rear

11

0.023

0.010

0.033

2.4GHz

Edgel

11

0.159

0.079

0.238

{AYdzt G yS2dza

GNFyavyArAaairzy {!w YSI adzNBySARis < b.aaW/gzy S
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15Antenna Locations & Separation Distances

Edgel
330mm
* i 2.5mm 2 5mm
+ I
47 mm - BT 193mm- Wlan 45mm-
200m 190mm
LCD 190mm
Edge2
(Front)
Edged
L J ¥ Y
Edge3

The modules werendependentof Bluetooth and WiFi
The WiFi module only chain 0 cantbensmittedand the chain vasdisablal via software Therefore pnly
one of WiFantenna has been used in this host.
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16 Eguipment List & Calibration Satus

Name of Equipment W EMTEETTE Type/Model | Serial Number celllortien | CallaEien
r Cycle(year) Due
S-Parameter Network Analyzgr Agilent E8358A UsS40260243 1 07/03/2013
Electronic Probe kit Hewlett 85070D N/A N/A N/A
Packard
Power Meter Anritsu ML2495A 1012009 1 04/26/2013
Power Sensor Anritsu MA2411B 917072 1 04/26/2013
Spectrum Analyzer Agilent E4446A UsS42510252 1 12/09/2013
Wireless Corgg:“”'cat'on Test  agilent |E5515C 8960 MY48363204 1 09/12/2013
Data Acquisition Electronics SPEAG DAE3 360 1 01/29/2014
(DAE)
Dosimetric E-Field Probe SPEAG EX3DV4 3665 1 4/26/2013
2450 MHz System Validation|  gpens | poasov2 728 1 11/19/2013
Dipole
Robot Staubli RX60L F02/5T69A1/A/ N/A N/A
Amplifier Mini-Circuit ZVE-8G 665500309 N/A N/A
Amplifier Mini-Circuit ZHL- D072602#2 N/A N/A
P 1724HLN
DC Power generator ABM 8301HD N/A N/A N/A
Probe Alignment Unit SPEAG LB (V2) 348 N/A N/A
SAM Twin Phantom V4.0 SPEAG N/A N/A N/A N/A
Devices Holder SPEAG N/A N/A N/A N/A
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