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1 GENERAL INFORMATION

1.1 Product Description

a) Typeof EUT : 5.8GHz All Wegther 8 Channd Series (Transmitter)
b) Trade Name : VIDEOCOMM

c) Mode No. : TCO-5808

d) Power Supply :DC 12V

€) Frequency Range : 5725MHZz-5875MHz

1.2 Characteristics of Device

1. Operating Frequency of 5725-5875MHz (8 Channels)

Channd Freguency (MHZz)
1 5733

5752

5771

5790

5809

5828

5847

8 5866

Directiond Antenna minimizes multi-path and interference

N[O~ IWIN

Up to 300 feet range, clear line of sight
Support NTSC TV Sgnd
High S/N Video output and Stereo Audio output

o > W DN

1.3 Test Methodology

Both conducted and radiated emissions were performed according to the procedures illustrated in
ANSI C63.4 (2003). Other required measurements were illusirated in separate sections of this
test report for details.

1.4 Test Facility

The open area test Site and conducted measurement facility used to collect the radiated data is
located on the roof top of Building & No.34, Lin 5, Ding Fu Tsun, Linkou Hsang, Taipel Hsen,
Tawan, R.O.C.

This gte has been fully described in a report submitted to your office, and accepted in a letter
dated June 30, 2004.

Rev. No 2.0
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2 PROVISIONSAPPLICABLE

2.1 Definition

Unintentional radiator:

A device that intentiondly generates and radio frequency energy for use within the device, or that
sends radio frequency sgnds by conduction to associated equipment via connecting wiring, but
which is not intended to emit RF energy by radiation or induction.

Class A Digitd Device
A digitd device which is marketed for use in commercid or business environment; exclusive of a
device which is market for use by the genera public, or which isintended to be used in the home.

Class B Digitd Device:

A digitd device which is marketed for use in a residentid environment notwithstanding use in a
commercid, busness of indugtrid environment. Example of such devices that are marketed for the
generd public.

Note : A manufacturer may aso quaify a device intended to be marketed in a commercid, business,
or industrid environment as a Class B digita device, and in fact is encouraged to do so,
provided the device complies with the technical specifications for a Class B Digita Device,
In the event that a particular type of device has been found to repeatedly cause harmful
interference to radio communications, the Commission may classfy such a digital device as
aClass B Digita Device, Regardless of its intended use.

Intentional radiator:
A devicethat intentionaly generates and emits radio frequency energy by radiation or induction.

Rev. No 2.0
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2.2 Requirement for Compliance

(1) Conducted Emission Requirement

For an intentional radiator that is designed to be connected to the public utility (AC) power line,
the radio frequency voltage that is conducted back onto the AC power line on any frequency or
frequencies within the band 150kHz to 30MHz shal not exceed the limitsin the following table,
as measured using a 50MH/50 ohms line impedance stabilization network (LISN). Compliance
with the provisons of this paragraph shdl be based on the measurement of the radio frequency
voltage between each power line and ground at the power termind. The lower limit applies at

the band edges.
Frequency Quas Peak Average
MHz dBuv dBuv
0.15- 05 66-56 56-46
0.5-5.0 56 46
5.0-30.0 60 50

(2) Radiated Emission Requirement

For unintentiona device, according to 815.109(a), except for Class A digitd devices, the field
grength of radiated emissons from unintentiona radiators at a distance of 3 meters shdl not
exceed the fallowing vaues:

Frequency Distance Radiated Radiated
MHz Meters dBuVv/m A\
30-88 3 40.0 100
88 - 216 3 43.5 150
216 - 960 3 46.0 200
Above 960 3 54.0 500

For intentiona device, according to 815.209(a), the generd requirement of field strength of
radiated emissons from intentiona radiators a a distance of 3 meters shal not exceed the
above table.

Rev. No 2.0
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For intentiond radiator device, per 815.249(a), the field strength of emissions shal comply with

the following :
Frequency Distance Fundamental Harmonic
MHz Meters dBuVv/m mV/m dBuVv/m uV/m
902 - 928 3 94 50 54 500
2400 - 2483.5 3 94 50 54 500
5725 - 5875 3 94 50 54 500
24000 - 24250 3 108 250 68 2500

In accordance with 815.249(e), limits shown in above table are based on average limits for
frequencies above 1000 MHz, and frequencies below 1000 MHz are based on quas pesk.
However, the pesk fidd srength of any emisson shdl not exceed the maximum permitted
average limits by more than 20 dB.

(3) Spuriousin Out Band Requirement

For intentiona device, according to 815.249 (d), emissons radiated outside of the specified
frequency bands, except for harmonics, shal be attenuated by at least 50 dB below the level of
fundamentd or to the generd radiated emission limitsin §15.209.

(4) Antenna Requirement

For intentional device, according to 815.203, an intentiona radiator shall be designed to ensure
that no antenna other than that furnished by the responsible party shdl be used with the device,

Rev. No 2.0
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2.3 Restricted Bands of Operation

Only spurious emissions are permitted in any of the frequency bands listed below :

MHz MHz MHz GHz
0.090 - 0.110 16.42-16.423 399.9-410 4.5-5.25
0.495 - 0.505 ** 16.69475 - 16.69525 608-614 5.35-5.46
2.1735 - 2.1905 16.80425 - 16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-95
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475 - 156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2655-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3360-4400 Above 38.6
13.36-13.41

** - Until February 1, 1999, this restricted band shall be 0.490-0.510 MHz

2.4 Labeling Requirement

The device shdl bear the following statement in a conspicuous location on the device:

This device complies with part 15 of the FCC Rules. Operdion is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any
interference received, including interference that may cause undesired operation.

Rev. No 2.0
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2.5 User Information

The users manud or indruction manud for an intentiona or unintentiona radiator shdl caution the
user that changes or modifications not expresdy approved by the party responsible for compliance
could void the user's authority to operate the equipment.

For a Class B digitd device or peripherd, the ingtructions furnished the user shdl include the
following or amilar satement, placed in a prominent location in the text of the manud.

The Federd Communications Commisson Radio Frequency Interference Statement includes the
following paragraph.

This equipment has been tested and found to comply with the limits for a Class B Digitd Device,
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection
agang harmful interference in aresidentia ingalation.

This equipment generates, uses and can radiate radio frequency energy and, if not ingtalled and used
in accordance with the indruction may cause harmful inteference to radio communication.
However, thereis no guarantee that interference will not occur in a particular ingtdlation.

If this equipment does cause harmful interference to radio or televison reception, which can be
determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

-- Consault the dedler or an experienced radio / TV technician for help.

Rev. No 2.0
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For both radiated and conducted emissions, the sysem was configured for testing in a typicad
fashion as a customer would normdly use it. The peripherds other than EUT were connected in
normaly standing by Stuation.

All measurement were intentiona to maximum the emissons from EUT by varying the connection
cables, therefore, the test result is sure to meet the gpplicable requirement.

3.2 Devicesfor Tested System

Device Manufacturer Modd / FCC ID Description

*5.8GHz All Weather 8  [Chung-Hisn Electric & TCO-5808 1.8m Unshielded AC Adaptor
E':rr::lgi i nSer;r; es Machinery Mfg. Corp. SUS-T5808 Power Cord

DVD Player SONY DVP-NS530 2.0m Unshielded AC Power Cord
DC Power Supply GwW GPC-3030D 1.5m Power Cord

Remark “*” means equipment under test.

Rev. No 2.0
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4 RADIATED EMISSION MEASUREMENT

4.1 Applicable Standard

For intentiond radiators, according to 815.249 (), operation within the frequency band of 5.725
to 5.875 GHz, the fundamenta field strength shal not exceed 94 dBuV/m and the harmonics shal
not exceed 54 dBuV/m. For out band emisson except for harmonics shdl be comply with
§15.209 or & least attenuated by 50 dB below the level of the fundamentdl.

4.2 Measurement Procedure

1. Setup the configuration per figure 5 and 6 for frequencies measured below and above 1 GHz
respectively.

2. For emisson frequencies measured below 1 GHz, a pre-scan is performed in a shielded
chamber to determine the accurate frequencies of higher emissons will be checked on a open
test gte. As the same purpose, for emisson frequencies measured above 1 GHz, a pre-scan
aso be performed with a 1 meter measuring distance before final test.

3. For emisson frequencies measured below and above 1 GHz, sat the spectrum andyzer on a
100 kHz and 1 MHz resolution bandwidth respectively for each frequency measured in step 2.

4. The search antennalis to be raised and lowered over arange from 1 to 4 meters in horizontally
polarized orientation. Postion the highness when the highest vaue is indicated on spectrum
andyzer, then change the orientation of EUT on test table over arangefrom 0 to 360 with
a speed as dow as possible, and keep the azimuth that highest emission is indicated on the
spectrum anayzer. Vary the antenna position again and record the highest value as a find
reading. A RF test receiver is aso used to confirm emissons messured.

5. Repeat step 4 until al frequencies need to be measured were complete.
6. Repeat step 5 with search antennaiin vertica polarized orientations.

7. Check the three frequencies of highest emission with varying the placement of cables associated
with EUT to obtain the worse case and record the resullt.

Rev. No 2.0
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Figure 1 : Frequencies measured below 1 GHz configuration
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Figure 2 : Frequencies measured above 1 GHz configuration
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4.3 Measuring Instrument

Thefallowing indrument are used for radiated emissions measurement:

Equipment Manufacturer Model No. Next Cal. Date
Test Receiver Rohde & Schwarz ESVS30 09/05/2005
Amplifier HP 8447D 10/17/2005
Spectrum Advantest R3361C 08/10/2005
Log-periodic Antenna EMCO 3146 10/05/2005
Biconicd Antenna EMCO 3110B 10/05/2005
Double Ridged Antenna EMCO 3115 08/26/2005
Amplifier HP 8449B 09/07/2005
Amplifier HP 83051A 03/31/2005
Spectrum Rohde & Schwarz FSP 05/31/2005
Spectrum HP 8564E 08/11/2005

Messuring instrument setup in measured frequency band when specified detector function isused :

Frequency Band Insrument Function Resolution Video
(MH2) bandwidth Bandwidth
30 to 1000 RF Test Receiver Quasi-Peak 120 kHz N/A
Spectrum Analyzer Peak 100 kHz 100 kHz
Above 1000 Spectrum Analyzer Peak 1 MHz 1 MHz
Spectrum Analyzer Average 1 MHz 10Hz

Rev. No 2.0
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4.4 Radiated Emission Data

44.1 RF Portion

A)CH 1
Operation Mode : Recelving/ Trangmitting (Antenna Horizonta)
Fundamental Frequency  : 5733MHz ( Loca Frequency : 5253.5MHz)
Test Date  : Jan. 13, 2005 Temperature : 25 °C Humidity : 60 %

Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H Y (dB) (dBuv/m) (dBuv/m) (dB) Deg High
(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)

5253500 75.3 723 794 745 -225 56.9 520 740 540 -20 26 15
10507.000 — | -151 — | 740| 540
15760.500 — | 172 — | 740]| 540
21014.000 9.6 740 54.0
26267.500 315 — | 740]| 540

5733000 | 1146 1129 115 1136 -217 93.3 91.9 114.0 94.0 21 74 10
11466.000 - - - - -14.9 - - 74.0 540 - - -
17199.000 - - - - -10.9 - - 74.0 540 - - -
22932.000 106 740 540
28665.000 46.7 740 540
34398.000 49.6 740 540
40131.000 455 — | 740]| 540
45864,000 52.1 — | 740]| 540
51597.000 586 — | 740| 540
57330.000 65.1 — | 740| 540

Note :

1. Item of margin shown in above table refer to average limit.

2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”
means that Peak result is meet average limit.

3. Remark “ ---" means that the emissions level is too low to be measured.

4. I[tem“Margin” referred to Average limit while there is only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “*” means the local oscillator frequency.

Rev. No 2.0
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B) CH 4
Operation Mode : Receving/ Trangmitting (Antenna Horizonta)
Fundamental Frequency  : 5790MHz ( Loca Frequency : 5310.5MHz)
Test Date  : Jan. 13, 2005 Temperature : 25 °C Humidity : 60 %

Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H \Y (dB) (dBuv/m) (dBuv/m) (dB) Deg High

(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)
5310500 | 772 | 731 | 780 | 752 | -24 | 556 | 528 | 740| %40 -12 143 10
10621.000 — | -151 — | 740| 540
15931500 — | -172 — | 740| 540
21242.000 9.6 740 540
26552.500 46.6 740 540
5790000 | 1161 | 1145 | 1178 | 1150 | -216 9%.2 934 | 1140 | 940 -06 125 1.0
11580.000 — | -148 — | 740]| 540
17370.000 98 — | 740]| 540
23160.000 106 — | 740| 540
28950.000 46.8 740 540
34740,000 494 — | 740| 540
40530.000 46.0 740 540
46320.000 52.6 740 540
52110,000 59.1 — | 740]| 540
57900.000 65.7 — | 740]| 540

Note :

1. Item of margin shown in above table refer to average limit.

2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”
means that Peak result is meet average limit.

3. Remark “ ---" means that the emissions level istoo low to be measured.

4. Item“Margin” referred to Average limit while thereis only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “ *” meansthe local oscillator frequency.

Rev. No 2.0
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C)CH8
Operation Mode : Receving/ Trangmitting (Antenna Horizonta)
Fundamental Frequency  : 5866MHz ( Local Frequency : 5386.5MHz )
Test Date  : Jan. 13, 2005 Temperature : 25 Humidity : 60 %
Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H Y (dB) (dBuv/m) (dBuV/m) (dB) | Deg | High
(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)
5386500 | 763 72.3 793 | 759 | -22 56.9 535 | 740 | 540 -05 121 10
10773.000 — | -150 740 | 540
16159.500 — | -165 740 | 540
21546.000 97 740 | 540
26932.500 467 740 | 540
5866000 | 1145 | 1134 | 1158 | 1148 | -215 94.3 933 | 1140 | 940 -0.7 143 15
17598.000 -84 740 | 540
23464.000 10.6 740 | 540
29330.000 469 740 | 540
35196.000 489 740 | 540
41062.000 466 740 | 540
46928.000 533 740 | 540
52794.000 59.9 740 | 540
58660.000 66.6 740 | 540
Note :

1. Item of margin shown in above table refer to average limit.
2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”

means that Peak result is meet average limit.

3. Remark “ ---" means that the emissions level istoo low to be measured.
4. Item* Margin” referred to Average limit while thereis only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “*” means the local oscillator freguency.

Rev. No 2.0
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D)CH1
Operation Mode : Receiving/ Trangmitting (Antenna Vertica)
Fundamental Frequency  : 5733MHz ( Loca Frequency : 5253.5MHz)
Test Date  : Jan. 13, 2005 Temperature : 25 Humidity : 60 %
Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H v (dB) (dBuV/m) (dBuV/m) (dB) | Deg | High
(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)
5253.500 74.2 713 785 732 -22.5 56.0 50.7 74.0 540 -33 26 15
10507.000 -151 74.0 540
15760.500 -17.2 74.0 540
21014.000 9.6 740 54.0
26267.500 315 740 54.0
5733000 | 1136 1121 114.0 1132 =217 92.3 915 114.0 94.0 -25 74 10
11466.000 — | -149 — | 740 | 540
17199.000 - | -109 — | 740| 540
22932.000 106 — | 740| 540
28665.000 46.7 — | 740| 540
34398.000 496 — | 740| 540
40131.000 455 — | 740| 540
45864.000 52.1 — | 740| 540
51597.000 586 — | 740 | 540
57330.000 65.1 — | 740| 540
Note :

1. Item of margin shown in above table refer to average limit.
2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”
means that Peak result is meet average limit.
3. Remark “ ---" means that the emissions level istoo low to be measured.
4. Item“Margin” referred to Average limit while thereis only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “*” means the local oscillator frequency.
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E)CH 4
Operation Mode : Recealving/ Trangmitting (Antenna Verticd)
Fundamental Frequency  : 5790MHz ( Loca Frequency : 5310.5MHz)
Test Date  : Jan. 13, 2005 Temperature : 25 °C Humidity : 60 %

Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H \Y (dB) (dBuv/m) (dBuv/m) (dB) Deg High
(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)

5310500 | 762 | 721 | 772 | 749 | -24 | 548 | 525 | 740| 540 -15 143 10
10621.000 — | -151 — | 740| 540
15931500 — | -172 — | 740| 540
21242.000 9.6 740 540
26552.500 46.6 740 540

5790000 | 1141 | 1120 | 1152 | 1124 -216 936 9038 | 1140 A0 -32 125 10
11580.000 — | -148 — | 740]| 540
17370.000 98 — | 740]| 540
23160.000 106 — | 740| 540
28950.000 46.8 740 540
34740,000 494 — | 740| 540
40530.000 46.0 740 540
46320.000 52.6 740 540
52110,000 59.1 — | 740]| 540
57900.000 65.7 — | 740]| 540

Note :

1. Item of margin shown in above table refer to average limit.

2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”
means that Peak result is meet average limit.

3. Remark “ ---" means that the emissions level istoo low to be measured.

4. Item“Margin” referred to Average limit while thereis only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “*” means the local oscillator frequency.
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F)CHS8
Operation Mode : Recealving/ Trangmitting (Antenna Verticd)
Fundamental Frequency  : 5866MHz ( Local Frequency : 5386.5MHz )
Test Date  : Jan. 13, 2005 Temperature : 25 Humidity : 60 %
Frequency Reading (dBuV) Factor Result @3m Limit @3m Margin | Table | Ant.
H Y (dB) (dBuv/m) (dBuV/m) (dB) | Deg | High
(MH2) Peak Ave Peak Ave Corr. Peak Ave Peak Ave. (Deg.) (m)
5386500 | 745 713 775 | 741 | -22 553 | -519 | 740 | 540 21 121 10
10773.000 — | -150 740 | 540
16159.500 — | -165 740 | 540
21546.000 97 740 | 540
26932.500 467 740 | 540
5866000 | 1135 | 1114 | 1132 | 1126 | -215 920 9L1 | 1140 | 940 -29 143 15
17598.000 -84 740 | 540
23464.000 10.6 740 | 540
29330.000 469 740 | 540
35196.000 489 740 | 540
41062.000 466 740 | 540
46928.000 533 740 | 540
52794.000 59.9 740 | 540
58660.000 66.6 740 | 540
Note :

1. Item of margin shown in above table refer to average limit.
2. It isconsidered that the results of average comply with average limit when
measuring data with a peak function detector meet the average limit. Mark “***”
means that Peak result is meet average limit.
3. Remark “ ---" means that the emissions level is too low to be measured.
4. Item* Margin” referred to Average limit while thereis only peak result.

5. The expanded uncertainty of the radiated emission testsis 3.53 dB.

6. Remark “*” means the local oscillator freguency.
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4.4.2 Other Emissons

a) Emisson frequenciesbelow 1 GHz
A)CH 1
Operation Mode : TX (AntennaHorizontd)
Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.
Reading Factor (dBuv/m) | (dBuV/m) (dB) Degree High

(MHz) H/V (dBuv) (dB) (Deg.) (m)
153120 \Y% 406 -9.8 308 435 -12.7 64 10
160.950 \% 409 -9.5 314 435 -121 216 13
214.300 \% 416 -6.2 354 435 -81 121 12
708.000 \% 332 -09 323 46.0 -137 215 10
812.000 \% 321 11 332 46.0 -128 162 10
852.400 \Y% 330 22 352 46.0 -108 200 10

B)CH 4

Operation Mode : TX (AntennaHorizonta)
Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.
Reading Factor (dBuv/m) | (dBuv/m) (dB) Degree High

(MH2) HV | (dBuv) (dB) (Deg.) (m)
243.300 H 415 -4.3 37.2 46.0 -8.8 74 10
264.300 H 391 -38 353 46.0 -10.7 24 15
270.300 H 40.8 -36 37.2 46.0 -8.8 36 12
715.600 H 333 -09 324 46.0 -136 55 12
805.400 H 322 09 331 46.0 -129 9 10
834.800 \% 294 18 312 46.0 -14.8 121 10

Note :
1. Remark “ ---" means that the emissions level is too low to be measured.

2. The expanded uncertainty of the radiated emission testsis 3.53 dB.
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C)CHS8
Operation Mode : TX (AntennaHorizontd)
Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.
Reading Factor (dBuv/m) | (dBuv/m) (dB) Degree High

(MHz) H/V (dBuv) (dB) (Deg.) (m)
241.200 H 406 -4.4 36.2 46.0 -9.8 72 10
258.300 H 380 -39 341 46.0 -119 28 12
271400 H 39.7 -35 36.2 46.0 -9.8 152 12
721.800 H 316 -0.8 308 46.0 -152 114 10
812500 H 310 11 321 46.0 -139 132 12
832.400 H 295 17 31.2 46.0 -14.8 64 10

D)CH1

Operation Mode : TX (AntennaVerticd)
Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.
Reading Factor (dBuv/m) | (dBuv/m) (dB) Degree High

(MHz) HNV | (dBuv) (dB) (Deg.) (m)
243.245 H 275 -4.3 232 46.0 -22.8 15 10
264.126 H 294 -3.8 25.6 46.0 -204 162 10
283.065 H 286 -25 26.1 46.0 -19.9 111 10
781.356 H 24.3 0.0 24.3 46.0 -21.7 115 15
859.654 H 236 23 259 46.0 -20.1 162 10
894.415 H 24.2 22 264 46.0 -19.6 133 12

Note :
1. Remark “ ---" means that the emissions level istoo low to be measured.

2. The expanded uncertainty of the radiated emission testsis 3.53 dB.
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E)CH 4

Operation Mode : TX (AntennaVerticd)

Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.

Reading Factor (dBuv/m) | (dBuv/m) (dB) Degree High
(MHz) H/V (dBuv) (dB) (Deg.) (m)
241.357 \% 287 -4.4 24.3 46.0 =217 215 10
262.157 H 30.0 -3.8 262 46.0 -198 28 10
279.256 H 241 -2.8 213 46.0 -24.7 63 10
765.240 H 229 -0.3 226 46.0 -234 62 10
843.170 H 22 20 24.2 46.0 -21.8 14 10
877.620 H 24.7 24 271 46.0 -189 33 15
F)CH8

Operation Mode : TX (AntennaVertica)

Test Date  : Jan. 06, 2005 Temperature : 25 °C Humidity : 60 %

Frequency | Ant-Pol Meter Corrected |Result @3m| Limit @3m| Margin | Table Ant.

Reading Factor (dBuv/m) | (dBuv/m) (dB) Degree High

(MH2) HV | (dBuv) (dB) (Deg.) (m)
240.726 \% 270 -4.5 25 46.0 -235 32 12
258215 \% 217 -39 238 46.0 -222 15 10
281.269 H 26.2 -2.6 236 46.0 -224 21 10
785.396 H 250 01 251 46.0 -209 142 12
862.134 \% 203 23 226 46.0 -234 15 10
893.221 \% 234 22 256 46.0 -204 66 15

b) Emisson frequencies above 1 GHz

Radiated emission frequencies above 1 GHz to 5 GHz were too low to be measured with

apre-amplifier of 35 dB.
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4.5 Field Strength Calculation

The fidd strength is calculated by adding the Antenna Factor, High Pass Filter Loss(if used) and

Cable Loss, and subtracting the Amplifier Gain (if any) from the measured reading. The basc
equation caculation isasfollows:

Result = Reading + Corrected Factor
where Corrected Factor

= Antenna FACTOR + Cable Loss + High Pass Filter Loss - Amplifier Gain
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4.6 Photos of Radiation Measuring Setup
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5 CONDUCTED EMISSION MEASUREMENT

5.1 Description

ThisEUT is excused from investigation of conducted emission, for it is powered by DC only.
According to 15.207(d), measurements to demonstrate compliance with the conducted limits are
not required for devices which only employ battery power for operation and which do not operate

from the AC power lines or contain provisions for operation while connected to the AC power
lines
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6 ANTENNA REQUIREMENT

6.1 Standard Applicable

According to 815.203, an intentiona radiator shal be designed to ensure that no antenna other
than that furnished by the responsible party shall be used with the device.

6.2 Antenna Construction

The antennaiis built in the device. The user is not alowed to change the antenna. Thereisno
consderation of replacement.
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7 BAND EDGESMEASUREMENT

7.1 Standard Applicable

According to 15.249(d), out band emission except for harmonics shdl be comply with §15.209
or a least attenuated by 50 dB below the leved of the fundamentdl.

7.2 Measurement Procedure

1. Check the cdlibration of the measuring insrument using either an interna cdibrator or a known
sgnd from an externa generator.

2. Pogtion the EUT as shown in figure 4 without connection to measurement instrument. Turn on
the EUT and connect its antenna termina to measurement instrument via alow loss cable. Then
<t it to any one measured frequency within its operating range and make sure the insrument is
operated in itslinear range.

3. Mesasure the highest amplitude appearing on spectra display and set it as areference level. Plot
the graph with marking the highest point and edge frequency.

4. Repest above procedures until al measured frequencies were complete.

7.3 Measurement Equipment

Equipment Manufacturer Model No. Next Cal. Date
Spectrum Analyzer Rohde & Schwarz FSP 05/31/2005
Plotter Hewlett- Packard 7440A N/A

7.4 Measurement Data

Test Result:

1. Lower band edge: Emission radiated outside of the lower band edge is attenuated by at
least 50dB below the level of the fundamental.

2. Upper band edge: Emission radiated outside of the upper band edge is attenuated by at
least 50dB below the level of the fundamental.

Note: 1. The expanded uncertainty of the band edges testsis 1000Hz.
2. Please see appendix 1 for Plotted Data
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Appendix 1 : Plotted Data of Band Edges Emission
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