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Factory 1
Address

Factory 2
Address

Factory 3
Address

Factory 4
Address

Appendix-Factory information

: Voltronic Power Technology(SHENZHEN)Corp.
: 1-5F, Building 5 & 1F Building 7 & 1F Building 9, RunDongSheng Industrial Park,

No0.467, Section Xixiang, National Highway 107, LongZhu Community, Xixiang, Bao An
District, Shenzhen, China

: Zhongshan Voltronic Power Electronics Limited
: No.8 Shichong Road, Zhongshan Torch Hi-Tech Industrial Development Zone,

Zhongshan, Guangdong, China

: VOLTRONIC POWER TECHNOLOGY CORP
: No. 428 1-11 Floor, No. 430 1-11 Floor, Baozhang Rd., Bauxin Vil., Xizhi Dist., New

Taipei City 221034, Taiwan

: VOLTRONIC POWER TECHNOLOGY (VIETNAM) COMPANY LIMITED
: Lot 17-4-1, Dai Dong- Hoan Son Industrial Park, Tan Hong Ward, Tu Son Town and Dai

Dong Commune, Tien Du District, Bac Ninh Province, VietNam
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1. Summary of Test Result

FCC Rules Description of Test Result Remarks
§15.207 (a) AC Power Conducted Emission PASS ---
§15.247(b)(3) Maximum Conducted Output Power PASS -
§15.247(a)(2) 6dB Bandwidth PASS
§15.247(e) Power Spectral Density PASS ---
§15.247(d) Band Edge aréd (}opducted Spurious PASS .

missions
§15.247(d), §15.209, Radiated Spurious Emissions and
PASS
§15.205 Restricted Bands

§15.203 Antenna Requirement PASS -
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2. General Description of EUT

Product Information

Product Name:

UniFi UPS 2U Pro

Main Model Name: UPS-2U-Pro

Additional Model Name: N/A

Model difference: N/A

SIN: 2602-0719

Brand Name: ' .
UBIQUITI or “ or U

Hardware Version:

Main board: 71-306702
DET+PROG board: 71-306651
SW board: 71-306652

COMM CONN board: 71-306836
TVSS board: 71-002138
OUTLET board: 71-002170
COMM board: 71-306650

CNTL board: 71-306666

Software Version:

1.0

Rating:

Input: 120V~, 50/60Hz, 16A Max
Output: 120V~, 50/60Hz, 16A Max, 1920VA / 1920W
Internal Battery: DC 72V

Classification:

Class B

Typical Arrangement:

Table-top

Temperature range:

0°C~40°C(Declared by the manufacturer)

I/O Port:

Refer to the user manual

Accessories Information

Adapter: N/A
Cable: Power cord: 1.8m, unshielded, detachable
Other: N/A
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Additional Information

Note:

N/A

Remark:

the EUT please refers to the user manual.

All the information above are provided by the manufacturer. More detailed feature of

Technical Specification (2.4GHz WLAN)

Frequency Range:

2412-2462MHz for IEEE 802.11b/g/n(HT20)
2422-2452MHz for IEEE 802.11n(HT40)

Modulation Technology:

DSSS, OFDM

Modulation Type:

CCK, DQPSK, DBPSK, QPSK, BPSK, 16-QAM, 64-QAM,

Number of Channel:

11 for IEEE 802.11b/g/n(HT20)
7 for IEEE 802.11n(HT40)

Channel Space:

5MHz

Antenna Type:

PCB antenna

Number of Antenna

Antenna Gain:

6 dBi (Declared by the manufacturer)

Receiver Category:

Category 1

Note: This report only applies to 2.4GHz WLAN feature of the EUT.
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1 2412 -- -
2 2417 - -
3 2422 3 2422
4 2427 4 2427
5 2432 5 2432
6 2437 6 2437
7 2442 7 2442
8 2447 8 2447
9 2459 9 2452
10 2457 - -
11 2462 — -
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3. Test Channels and Modes Detail

Mode Channel Fr?ﬁnl:_lezr)'cy Remark
1 2412 IEEE 802.11b/ g/ n(HT20)
3 2422 IEEE 802.11n(HT40)
1 TX 6 2437 IEEE 802.11b/ g/ n(HT20)/ n(HT40)
9 2452 IEEE 802.11n(HT40)
11 2462 IEEE 802.11b/ g/ n(HT20)
2. Normal - - ---

Note: TX mode means that the EUT was programmed to be in continuously transmitting mode.

4. Configuration of EUT

AC Mains <—

EUT

Test fixture

Laptop

—{ Adapter

l

AC Mains

5. Modification of EUT

No modifications are made to the EUT during all test items.
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6. Description of Support Device

The EUT has been tested as an independent unit together with other necessary accessories or support units. The

following support units or accessories were used to form a representative test configuration during the tests.

No. | Equipment Brand M/N S/N Spegi?’?clztion Remarks
R720.1 I/P: AC 100-240V
720-15 50-60Hz, 1.5A
1. Lapto Lenovo PF0Z35FH . ¢ Provided by the Lab
ptop 1KBN O/P: DC 20V 6.75A y
Power cord: 1.10m
- unshielded
Adapter o ADL135N DC Line: 1.15m
2. Delta - : . Provided by the Lab
laptop DC3A unshleg)?g with a y
, Provide by the
3. Test fixture manufacturer
Power Setting
Software
Mode Setting
IEEE 802.11b 0
IEEE 802.119g 18
EspRFTestTool_v4.6_Manual.exe
IEEE 802.11 n(HT20) 18
IEEE 802.11 n(HT40) 16
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7. Test Facility and Location

Test Site : | Dongguan Nore Testing Center Co., Ltd. (Dongguan NTC Co., Ltd.)
Accreditations and : | The Laboratory has been assessed and proved to be in compliance with
Authorizations CNAS/CLO1

Listed by CNAS, August 13, 2018
The Certificate Registration Number is L5795.
The Certificate is valid until August 13, 2030

The Laboratory has been assessed and proved to be in compliance with
ISO17025

Listed by A2LA, November 01, 2017

The Certificate Registration Number is 4429.01

The Certificate is valid until December 31, 2027

Listed by FCC, November 06, 2017
Test Firm Registration Number: 907417

Listed by ISED, June 08, 2017
The Certificate Registration Number. Is 46405-9743A
The CAB identifier number: CN0015

Test Site Location : | Room 101, 1101, Building 2, No. 61, Hongmei Section, Wangsha Road,

Hongmei Town, Dongguan, Guangdong, People's Republic of China
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8. Applicable Standards and References

According to the specifications of the manufacturer, the EUT must comply with the requirements of the following

standards:

Test Standards:
47 CFR Part 15, Subpart C, 15.247
ANSI| C63.10-2020+Cor 1- 2023

References Test Guidance:
DTS KDB 558074 D01 15.247 Meas Guidance v05r02

9. Deviations and Abnormalities from Standard Conditions

No additions, deviations and exclusions from the standard.

Page 12 of 74



NTC

Nore

Testing Center Report No.: NTC2602156FV00

10. Test Conditions

No. Test Item Test Mode Test Voltage Tested by Remarks
1. AC Power Conducted Emission 1 AC 120V 60Hz Sean See note 1
2. Max. Conducted Output Power 1 DC 72V Sean See note 1
3. 6dB Bandwidth 1 DC 72V Sean See note 1
4. Power Spectral Density 1 DC 72V Sean See note 1
5. Band Edge and Conducted 1 DC 72V Sean See note 1

Spurious Emissions
6. Radiated Spurious Emissions and 1-2 AC 120V 60Hz Sean See note 1
Restricted Bands DC 72V
7. Antenna Requirement
Note:

1. The testing climatic conditions for temperature, humidity, and atmospheric pressure are within: 15~35°C, 30~70%, 86~106kPa

2. DC 72V come from Internal battery. Only the worst case was recorded in the report.
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11. Measurement Uncertainty

No. Test Item Frequency Uncertainty Remarks
1. | Conducted Emission 150KHz ~ 30MHz +2.46 dB —
9kHz ~ 30MHz +5.63 dB
30MHz ~ 1GHz +5.63 dB
2. | Radiated Emission Test
1GHz ~ 18GHz +5.16 dB
18GHz ~ 40GHz +5.16 dB
3. | Conducted Spurious Emissions 10Hz ~ 40GHz +1.06 dB -
4. | RF Output Power 10Hz ~ 40GHz 1,08 dB
5. | Power Spectral Density 10Hz ~ 40GHz +1.08 dB
6. | Occupied Channel Bandwidth - +1.05% —

Note:

1. This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence level using a coverage
factor of k=2.

2. The measurement uncertainly levels above are estimated and calculated according to CISPR 16-4-2.

3. The conformity assessment statement in this report is based solely on the test results, measurement uncertainty is excluded.
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12. Sample Calculations

Conducted Emission
Freq. Reading Level Correct Factor | Measurement Limit Over Detector
(MHz) (dBuV) (dB) (dBuV) (dBuV) (dB)
0.1620 17.64 20.56 38.20 55.36 -17.16 QP
Where,
Freq. = Emission frequency in MHz
Reading Level = Spectrum Analyzer/Receiver reading
Corrector Factor = Insertion loss of LISN + Cable Loss + RF Switching Unit attenuation
Measurement = Reading + Corrector Factor
Limit = Limit stated in standard
Margin = Measurement - Limit
Detector = Reading for Quasi-Peak / Average / Peak
Radiated Spurious Emissions and Restricted Bands
Freq. Reading Level Correct Factor | Measurement Limit Over Detector
(MHz) (dBuV) (dB/m) (dBuV/m) (dBuV/m) (dB)
186.1700 39.33 -8.63 30.70 43.50 -12.80 QP
Where,
Freq. = Emission frequency in MHz
Reading Level = Spectrum Analyzer/Receiver reading
Corrector Factor = Antenna Factor + Cable Loss - Pre-amplifier
Measurement = Reading + Corrector Factor
Limit = Limit stated in standard
Over = Margin, which calculated by Measurement - Limit
Detector = Reading for Quasi-Peak / Average / Peak

Note: For all conducted test items, the spectrum analyzer offset or transducer is derived from RF cable loss and

attenuator factor. The offset or transducer is equal to the RF cable loss plus attenuator factor.
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13. Test Items and Results

13.1 Duty cycle

Mode Ton Ton+off Duty Cycle 1/T minimum Dulg ‘ft:z:le
(ms) (ms) (%) VBW (kHz) (dB)
802.11b 32.95 32.99 99.88 0.03 0.01
802.11g 5.484 5.518 99.38 0.18 0.03
802.11n(HT20) 5.080 5.116 99.30 0.20 0.03
802.11n(HT40) 2.470 2.504 98.64 0.40 0.06

Remark: Duty Cycle= (Ton/ Ton+off)*100%
Duty Cycle factor=10*log(1/ Duty cycle)
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U-NII-1 Band

IEEE 802.11b IEEE 802.11g

[ Keysight Spectrum Anaiyzer - Swept SA [ Keysight Spectrum Analyzer - Swept SA
i R (3 ac 0 3 g

Center Freq 2.412000000 GHz

ALIGN AUTC Soa A

#Avg Type: RMS Center Freq 2.412000000 GHz

PNO: Fast ——  Trig: FreeRun PNO: Fast ~»—  Trig: Free Run

IFGain:Low Atten: 34 dB IFGain:Low Atten: 34 dB

Ref Offset 7.8 dB Ref Offset 7.8 dB

Ref 30.00 dBm - dBidiv__Ref 30.00 dBm
og

KR MODE TRC SCL X i FUNCTION | _FUNCTION WIDTH!
N [1]¢t] 3.666 ms' 1538dBm| |
2 IEEE

Y FUNCTION | _FUNCTION WIDTH FUNCTION VALUE
L 2963ms| 1872dBm| [ |

29,67 ms' 882dBm | )

841dBm [ )

X

'STATUS

'STATUS

usc

IEEE 802.11n(HT20) IEEE 802.11n(HT40)

LI

[ Keysight Spectrum Analyzer - Swept SA
11:40:03 AM Mar 16, 2026 L REH 150 QNN A
TRACE

Center Freq2.422000000 GHz

[ Keysight Spectrum Analyzer - Swept SA
1 RE ] 50 C GN AUTC
#Avg Type: RMS

Center Freq 2.412000000 GHz

£[SOURCE OFF | ALTGN A

#Avg Type: RMS

PNO: Fast —»—  Tig: FreeRun PNO: Fost —»—  Trig: FreeRun

IFGain:Low Atten: 34 dB IFGain:Low Atten: 32 dB

Ref Offset 7.8 dB. Ref Offset 8.03 dB
Ref 30.00 dBm

Ref 30.00 dBm

FONCTION _|_FUNCTION WIDTH, FUNCTION VALUE

X Y FUNCTION | FUNCTION WIDTH
[ 3346ms| 15.04 dBm!
3.382 ms! 14.35 dBm
8.462ms! 10.65 dBm
]

STATUS .

T

STATUS

T
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13.2 Conducted Emissions Measurement

LIMITS

According to the requirements of FCC PART 15.207, the limits are as follows:

Frequency (MHz) Quasi-peak Average
0.15t0 0.5 66 to 56 56 to 46
0.5t05 56 46
510 30 60 50

The lower limit shall apply at the transition frequencies.
The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to 0.5MHz.

Note: 1. If the limits for the average detector are met when using the quasi-peak detector, then the limits for

the measurements with the average detector are considered to be met.

BLOCK DIAGRAM OF TEST SETUP

40cm

10cm

<+—80cm >

EUT

AE

Test Receiver

80cm

Power L1 LISN

Source

L.L.S.N

N

Ground Reference Plane
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TEST PROCEDURES

a. The EUT was placed on a wooden table 0.8m height from the metal ground plan and 0.4m from the
conducting wall of the shielding room and it was kept at 0.8m from any other grounded conducting

surface.

b. Al I/O cables and support devices were positioned as per ANSI C63.10.

c. Connect mains power port of the EUT to a line impedance stabilization network (LISN).

d. Connect all support devices to the other LISN and AAN, if needed.

e. Scan the frequency range from 150KHz to 30MHz at both sides of AC line for maximum conducted

interference checking and record the test data.

TEST RESULTS

PASS

Please refer to the following pages.

Page 19 of 74



NTC

Nore
Testing Center

Report No.: NTC2602156FV00

M/N: UPS-2U-Pro

Testing Voltage: AC 120V / 60Hz

Phase: L1

Detector: QP & AVG

Test Mode: 1

Date: 2026/3/18
80.0 dBuV

Conducted Emission Measurement

Time: 10:51:34

70

50

40

30

o T~
\

FCC PART 15C_QP

FCC PART 15C_AVG

) J 1y
20 | | | I.

\r \ £ ]‘ H|| peak
U st
0.0 Yoo r‘\,l,""..r_\‘.l| .~ | Ll Wﬂhb]‘UiﬁJJ,JLNJ,M.AJUH \MMJMWNMMNW&% ‘ ‘ o

0.1500 0.500 0.800 [MHz] 5.000 30.000
No. Mk. Freq. RE:SQQ (,::0;?5: M%ajﬁtre- Limit Over
MHz dBuVv dB dBuV dBuv dB Detector Comment

1 0.1819 30.40 11.60 42.00 64.40 -22.40 QP

2 0.1819 22.50 11.60 34.10 54.40 -20.30 AVG

3 0.5420 13.69 12.01 25.70 56.00 -30.30 QP

4 0.5420 -4.01 12.01 8.00 46.00 -38.00 AVG

5 0.7220 10.71 11.99 22.70 56.00 -33.30 QP

6 0.7220 -4.99 11.99 7.00 46.00 -39.00 AVG

7 1.8460 8.09 11.91 20.00 56.00 -36.00 QP

8 1.8460 3.09 11.91 15.00 46.00 -31.00 AVG

8 12.6380 14.89 11.11 26.00 60.00 -34.00 QP
10 12.6380 6.19 11.11 17.30 50.00 -32.70 AVG
1 28.3380 20.33 12.07 32.40 60.00 -27.60 QP
12 28.3380 14.03 12.07 26.10 50.00 -23.90 AVG
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M/N: UPS-2U-Pro Testing Voltage: AC 120V / 60Hz
Phase: N Detector: QP & AVG
Test Mode: 1

Conducted Emission Measurement
Date: 2026/3/18 Time: 10:57:31
800 dBuV

70

\ FCC PART 15C_QP
60
\ I

|

J

FCC PART 15C_AVYG
50

40

=

30

| I] peak
i 400 b |

10 fJ | ;J

| LA
SHASUNWYIYIY UJHUULMA'\ 'LMM‘MMMWMWMMWM W

20

D.1500 0.500 0.800 [MH2z) 5.000 30.000
No. Mk. Freq. RE:S;TQ C,:O;;?g: M:aj:tre- Limit Over
MHz dBuV dB dBuV dBuV dB Detector Comment

1 0.1780 30.1 11.59 41.70 64.58 -22.88 QP

2 0.1780 20.41 11.59 32.00 54.58 -22.58 AVG

3 0.2700 578 11.82 17.60 61.12 -43.52 QP

4 0.2700 -2.62 11.82 9.20 51.12 -41.92 AVG

5 0.8100 15.02 11.98 27.00 56.00 -29.00 QP

6 0.8100 -2.98 11.98 9.00 46.00 -37.00 AVG

7 1.8460 8.91 11.89 20.80 56.00 -35.20 QP

8 1.8460 3.11 11.89 15.00 46.00 -31.00 AVG

9 13.4339 2017 11.28 31.45 60.00 -28.55 QP
10 13.4339 7.42 11.28 18.70 50.00 -31.30 AVG
1 28.4820 23.14 12.16 35.30 60.00 -24.70 QP

12 *  28.4820 18.04 12.16 30.20 50.00 -19.80 AVG
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13.3 Maximum Conducted Output Power Measurement

LIMITS

For system using digital modulation in the 2400-2483.5 MHz bands, the limit for peak output power is 1 Watt.

If the transmitting antenna of directional gain greater than 6dBi are used the peak output power form the
intentional radiator shall be reduced below the above stated value by the amount in dB that the directional gain

of the Antenna exceeds 6dBi.

In case of point-to-point operation, the limit has to be reduced by 1dB for every 3dB that the directional gain of

Antenna exceeds 6dBi.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

ANSI C63.10 - 2020, Section 11.9.2.2.4

TEST RESULTS

PASS

Please refer to the following tables.
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1 2412 1 14.61 0.01 14.62 <30 PASS
6 2437 1 16.87 0.01 16.88 <30 PASS
11 2462 1 17.68 0.01 17.69 <30 PASS
1 2412 6 12.93 0.03 12.96 <30 PASS
6 2437 6 13.03 0.03 13.06 <30 PASS
11 2462 6 12.29 0.03 12.32 <30 PASS
1 2412 MCSO0 11.90 0.03 11.93 <30 PASS
6 2437 MCSO0 11.97 0.03 12.00 <30 PASS
11 2462 MCSO 11.29 0.03 11.32 <30 PASS
3 2422 MCSO0 12.50 0.06 12.56 <30 PASS
6 2437 MCSO 12.04 0.06 12.10 <30 PASS
9 2452 MCSO0 11.55 0.06 11.61 <30 PASS
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Test Plots

IEEE 802.11b - 2412MHz IEEE 802.11b - 2437MHz

[
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Channel Power Power Spectral Density

12.93 dBm /16.35 MHz -59.20 dBm /Hz

use STATUS T sTATUS

IEEE 802.11g - 2437MHz IEEE 802.11g - 2462MHz

(=
00 A ULSE] SOURCE OFF IGN AUTO 11:34:52 A Mar 16, 2026
Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None

s Trig: FreeRun ‘AvglHold:>100/1100
#FGain:Low #Atten: 30 dB Radio Device: BTS

E=S=N
Re SENSEPULSE] 50 ALIGN AUTO 11:37:30 AW Mar 16
Center Freq 2.462000000 GHz Center Freq: 2.462000000 GHz Radio Std: None

. Trig: FreeRun AvglHold:>100/100
#FGain:Low #Atten: 30 dB. Radio Device: BTS

[ Keysight Spectrum Analyzer - Channel Power [ Keysight Spectrum Anslyzer - Channel Povier

Ref Offset 7.86 dB
Ref 20.00 dBm

Ref Offset7.28 dB.
Ref 20.00 dBm

Center 2.437 GHz
#Res BW 200 kHz #VBW 620 kHz

Center 2.462 GHz
#Res BW 200 kHz #VBW 620 kHz

Channel Power Power Spectral Density

13.03 dBm /16.33 MHz -59.10 dBm /Hz

Channel Power Power Spectral Density

12.29 dBm /16.32 MHz -59.84 dBm /Hz

usc sTATUS| isc STATUS
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Test Plots

IEEE 802.11n(HT20) - 2412MHz IEEE 802.11n(HT20) - 2437MHz

[ Keysight Spectrum Analyzer - Channel Pawer o | o ) [ Keysight Spectrum Anaiyzer - Channel Power [
R W [0 A SENS i LIGN AUTO 11:40:48 AW Mar 16, 2026 T RE_ 502 AC I ALIGN AUTC 11:44:13 AM Mar16, 2026
Center Freq 2.412000000 GHz 412000000 GHz Radio Std: None Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None

—». Trig: FreeRun Avg|Hold:>100/100
#FGain:Low #Atten: 30 dB Radio Device: BTS

> Trig: Free Run AvglHold:>1001100
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 7.8 dB
10 dBidiv Ref 20.00 dBm
og

Ref Offset 7.6 dB
Ref 20.00 dBm

#Res BW 200 kHz #VBW 620 kHz #Res BW 200 kHz #VBW 620 kHz
Channel Power Power Spectral Density

11.90 dBm /17.21 MHz -60.45 dBm /Hz

nnel Power Power Spectral Density

11.97 dBm /17.17 MHz -60.38 dBm /Hz

usc. STATUS usc STATUS

IEEE 802.11n(HT20) - 2462MHz IEEE 802.11n(HT40) - 2422MHz

[ Keysight Spectrum Analyzer - Channel Power |-l
R s 11:48:22 AM Mar 16, 2026
Radio Std: None

[~
3 3 00 A SENSE:PULSE] SOURCE OFF | ALIGN AUTO 11:52:44 AM Mar 16, 2026
[ . Gl Center Freq: 2.422000000 GHz Radio Std: None

enter Freg 2.422000000 GHiz s Trig: FreeRun ‘AvglHold: 1001100
| #FGain:Low #Atten: 30 dB Radio Device: BTS

[ Keysght Spectrum Analyzer - Channel Power

R F 50 A SENSEPULSE] SOURCE OFF ALIGN AUTO
Cent 4620001 [ Center Freq: 2.462000000 GHz
enter Fred 2462000000 GHz —». Trig: FreeRun AvglHold:>100/100
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset7.28 dB.
Ref 20.00 dBm

Ref Offset 8,03 dB
10 dBIdiv Ref 20.00 dBm
Log

Center 2.462 GHz
#Res BW 200 kHz #VBW 620 kHz

Center 2.422 GHz
#Res BW 1 MHz #VBW 3 MHz

Channel Power Power Spectral Density

11.29 dBm /17.17 MHz -61.06 dBm /Hz

nnel Power Power Spectral Density

12.50 dBm /35.4 MHz -62.99 dBm /Hz

s sTATUS = 'sTATUS

IEEE 802.11n(HT40) - 2437MHz IEEE 802.11n(HT40) - 2452MHz

[ Keysight Spectrum Analyzer - Channel Pawer o | )
R Ts00 AC SENS i LIGN AUTO 11157:31 AW Mar 16, 2026
Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz Radio Std: None
—». Trig: FreeRu ‘AvglHold:>1001100
#FGain:Low #Atten: 30 dB. Radio Device: BTS

[ Keysght Spectrum Analyzer - Channel Power [
[ ac 12:00:25 PMar 16,2026

Radio Std: None

T 5 5
Center Freq 2.452000000 GHz r Freq:
> Trig: Free Run ‘Avg|Hold:>1001100
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 7.86 dB
10 dBidiv Ref 20.00 dBm
og

Ref Offset 7.48 dB
Ref 20.00 dBm

Center 2.437 GHz
#Res BW 1 MHz #VBW 3 MHz

#VBW 3 MHz
Channel Power Power Spectral Density

12.04 dBm /35.37 MHz -63.45 dBm /Hz

nnel Power Power Spectral Density

11.55 dBm /35.47 MHz -63.94 dBm /Hz
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13.4 6dB Bandwidth Measurement

LIMITS

The minimum 6dB bandwidth shall be at least 500 kHz

BLOCK DIAGRAM OF TEST SETUP

EUT

TEST PROCEDURES

Attenuator

Spectrum Analyzer

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below
according to FCC KDB558074 (v05r02):

a. Setthe RBW = shall be in the range of 1% to 5% of the OBW but not less than 100KHz.

b. Setthe VBW =3 x RBW
c. Setthe Detector = peak.

d. Setthe Sweep time = No faster than coupled (auto) time.

e. Set the Trace mode = max hold.

f.  Allow trace to fully stabilize.

g. Measure the maximum width of the emission by placing two markers, one at the lowest frequency and the

other at the highest frequency of the envelope of the spectral display, such that each marker is at or slightly

below the “-6dB down amplitude”. If a marker is below this “-6 dB down amplitude" value, then it shall be as

close as possible to this value.

TEST RESULTS

PASS

Please refer to the following tables.
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1 2412 1 9.185 - >0.5 PASS
6 2437 1 9.115 - >0.5 PASS
11 2462 1 8.654 - >0.5 PASS
1 2412 6 16.40 - >0.5 PASS
6 2437 6 16.37 - >0.5 PASS
11 2462 6 16.35 - >0.5 PASS
1 2412 MCSO0 17.20 - >0.5 PASS
6 2437 MCSO 17.17 - >0.5 PASS
11 2462 MCSO0 17.20 - >0.5 PASS
3 2422 MCSO0 34.69 - >0.5 PASS
6 2437 MCSO 34.54 - >0.5 PASS
9 2452 MCSO0 34.74 - >0.5 PASS
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Test Plots of 6dB Bandwidth

IEEE 802.11b - 2412MHz

IEEE 802.11b - 2437MHz

B

[ Keysight Spectrum Analyzer - Occupi
R R[5

Center Freq 2.412000000 GHz

#FGain:Low

Ref Offset 7.8 dB
Ref 20.00 dBm

#Res BW 200 kHz
Occupied Bandwidth
13.082 MHz

-211.16 kHz
9.185 MHz

Transmit Freq Error
x dB Bandwidth

sTATUS

e ALIGN A 02:30:45 PM Mar 13, 2026
412000000 GHz

#Atten: 30 dB

#VBW 620 kHz

Total Power

% of OBW Power
x dB

[
Radio Std: None

‘Avg|Hold:>1001100
Radio Device: BTS

ey

99.00 %
-6.00 dB

[ Keysight Spectrum Analyzer - Occupied BW.
R — =

R 50 A
Center Freq 2.437000000 GHz

Ref Offset 7.86 dB.
Ref 20.00 dBm

o~

Center 2.437 GHz
#Res BW 200 kHz
Occupied Bandwidth
12.940 MHz
-239.45 kHz
9.115 MHz

Transmit Freq Error
x dB Bandwidth

SENSE PULSE] SOURCE OF A

Center Freq: 2.437000000 GHz
—»  Trig: FreeRun
#Atten: 30 dB

A S ey

e

#VBW 620 kHz

Total Power

% of OBW Power
xdB

STATUS

AvglHold:>100/100

24.9 dBm

-6.00 dB

o) & )
02:34:18 PMMar 13,2026
Radio Std: None.

Radio Device: BTS

v

99.00 %

IEEE 802.11b - 2462MHz

IEEE 802.11g - 2412MHz

[ Keysight Spectrum Analyzer - Occupicd BW
Q = e

Center Freq 2.462000000 GHz

#FGain:Low

Ref Offset 7.28 dB

10 dB/div Ref 20.00 dBm

ICenter 2.462 GHz
#Res BW 200 kHz
Occupied Bandwidth
12.558 MHz
-77.978 kHz
8.654 MHz

Transmit Freq Error
x dB Bandwidth

" LIGN AUTC
Center Freq: 2.462000000 GHz

Trig: Free Run
#Atten: 30 dB

#VBW 620 kHz

Total Power

% of OBW Power
xdB

[
02:37:17 PMMar 13,2026
Radio Std: None
Avg|Hold: 100/100
Radio Device: BTS

25.7 dBm

99.00 %
-6.00 dB

STATUS

[ Keysight Spectrum Analyzer - Occupied BW.
o 3 -

#FGain:Low

Ref Offset 7.8 dB
Ref 20.00 dBm

#Res BW 200 kHz
Occupied Bandwidth
16.355 MHz

30.481 kHz
16.40 MHz

Transmit Freq Error
x dB Bandwidth

SENSEPUL L

(G AUTO
Center Freq: 2.412000000 GHz
‘Avg|Hold:>100/100

Trig: Free Run
#Atten: 30 dB.

#VBW 620 kHz

Total Power

% of OBW Power

xdB -6.00 dB

sTATUS

20.4 dBm

o | o)
11:25:35 Al Mar 16, 2026
Radio Std: None

Radio Device: BTS

99.00 %

IEEE 802.11g - 2437MHz

IEEE 802.11g - 2462MHz

—
[ Keysight Spectrum Analyzer - Occupied BW

R 00 A
Center Freq 2.437000000 GHz
#FGain:Low

Ref Offset 7.86 dB
Ref 20.00 dBm

Center 2.437 GHz
#Res BW 200 kHz
Occupied Bandwidth
16.322 MHz
37.203 kHz
16.37 MHz

Transmit Freq Error
x dB Bandwidth

ULSE] SOURCE OFF TGN
Center Freq: 2.437000000 GHz

Trig: Free Run
#Atten: 30 dB

% of OBW Power
x dB

sTATUS|

(=
11:34:11 AM Mar16, 2026
Radio Std: None
‘Avg|Hold:>1001100
Radio Device: BTS

99.00 %
-6.00 dB

—
[ eysight Spectrum Anslyzer - Occupied BW.

& [
Center Freq 2.462000000 GHz
#FGain:Low

Ref Offset7.28 dB.
Ref 20.00 dBm

Center 2.462 GHz
#Res BW 200 kHz
Occupied Bandwidth
16.322 MHz
58.277 kHz
16.35 MHz

Transmit Freq Error
x dB Bandwidth

SENSEPULSE] 50 ALIG

Center Freq: 2.462000000 GHz
. Trig: FreeRun Avgl

#Atten: 30 dB

#VBW 620 kHz

Total Power

% of OBW Power

STATUS

19.6 dBm

99.00 %
xdB -6.00 dB

=e
11:37:00 A ar s,
Radio Std: None
Hold:>100100

Radio Device: BTS

Page 28 of 74



TC

Nore
Testing Center

Report No.: NTC2602156FV00

Test Plots of 6dB Bandwidth

IEEE 802.11n(HT20) - 2412MHz

IEEE 802.11n(HT20) - 2437MHz

[ Keysight Spectrum Analyzer - Occupied BW.
o = mm

e LIGN AUTO
412000000 GHz

Center Freq 2.412000000 GHz
‘AvgiHold:> 100100

Trig: Free Run
#FGain:Low #Atten: 30 dB.

Ref Offset 7.8 dB
10 dBidiv Ref 20.00 dBm
og

TV PAV AV

'

#Res BW 200 kHz #VBW 620 kHz

Occupied Bandwidth Total Power 19.0 dBm
17.
25.252 kHz % of OBW Power 99.00 %

17.20 MHz xdB -6.00 dB

Transmit Freq Error
x dB Bandwidth

usc. STATUS

o) @ )
11:40:25 AM Mar 16, 2026

Radio Std: None

Radio Device: BTS

=R
C 11:43:47 AU Mar 16, 2026
Radio Std: None

[ Keysight Spectrum Analyzer - Occupicd BW
& = |me

3 ALIGN AT
Center Freq: 2.437000000 GHz

> Trig: Free Run AvglHold:>1001100

#FGain:Low #Atten: 30 dB

Center Freq 2.437000000 GHz
Radio Device: BTS

Ref Offset 7.6 dB
Ref 20.00 dBm

ICenter 2.437 GHz

#Res BW 200 kHz #VBW 620 kHz

Occupied Bandwidth Total Power 19.2 dBm
17.179 MHz
22.420 kHz % of OBW Power 99.00 %

17.17 MHz xdB -6.00 dB

Transmit Freq Error
x dB Bandwidth

usc STATUS

IEEE 802.11n(HT20) - 2462MHz

IEEE 802.11n(HT40) - 2422MHz

—
[ Keysight Spectrum Analyzer - Occupied BW
R s SENSEPULSE] SOURCE OFF | ALIGN AUTO
Center Freq: 2.462000000 GHz
. Trig: FreeRun AvglHold:>100/100
#FGain:Low #Atten: 30 dB.

Center Freq 2.462000000 GHz

Ref Offset7.28 dB.
Ref 20.00 dBm

L T e e

Center 2.462 GHz

#Res BW 200 kHz #VBW 620 kHz

Occupied Bandwidth Total Power 18.8 dBm
17.184 MHz
52.933 kHz % of OBW Power 99.00 %

17.20 MHz xdB -6.00 dB

Transmit Freq Error
x dB Bandwidth

s sTATUS

> |6 futal
11:47:50 AM Mar 16, 2026

Radio Std: None

Radio Device: BTS

[E=mE=
11:52:32 AW Mar16, 2026
Radio Std: None

—
[ Keysight Spectrum Analyzer- Occupied BW

i« 3 00 A ULSE] SOURCE OFF | ALIGN AUTO
Ci .. [ Center Freq: 2.422000000 GHz
enter Freg 2422000000 GHz s Trig: FreeRun ‘Avg|Hold:>1001100

#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 8,03 dB
10 dBIdiv Ref 20.00 dBm
Log

R e SONFUSE

Center 2.422 GHz

#Res BW 430 kHz #VBW 1.2 MHz

Occupied Bandwidth Total Power 20.0 dBm
35.406 MHz
126.79 kHz % of OBW Power 99.00 %

34.69 MHz x dB -6.00 dB

Transmit Freq Error
x dB Bandwidth

= 'sTATUS

IEEE 802.11n(HT40) - 2437MHz

IEEE 802.11n(HT40) - 2452MHz

[ Keysight Spectrum Analyzer - Occupied BW.

; 1o AC SENs i LIGN AUTO
Center Freq 2.437000000 GHz Center Freq: 2.437000000 GHz
Free Rus ‘AvglHold:>100/100

o) @ )

11:56:51 A Mar 16, 2026
Radio Std: None

- T
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 7.86 dB
10 dBidiv Ref 20.00 dBm
og

5 UV RUSSEA 0 SS VO AU A

Center 2.437 GHz

#Res BW 430 kHz #VBW 1.2 MHz

Occupied Bandwidth Total Power 19.5 dBm
35.350 MHz
168.84 kHz % of OBW Power 99.00 %

34.54 MHz xdB -6.00 dB

Transmit Freq Error
x dB Bandwidth

[ Keysght Spectrum Analyzer - Occupied BW [
[ ac 11:59:50 A Mar16, 2026

Radio Std: None

T 5 5
Center Freq 2.452000000 GHz r Freq:
> Trig: Free Run ‘Avg|Hold:>1001100
#FGain:Low #Atten: 30 dB Radio Device: BTS

Ref Offset 7.48 dB
Ref 20.00 dBm

ICenter 2.452 GHz

#Res BW 430 kHz #VBW 1.2 MHz

Occupied Bandwidth Total Power 19.0 dBm
35.470 MHz
196.47 kHz % of OBW Power 99.00 %

34.74 MHz xdB -6.00 dB

Transmit Freq Error
x dB Bandwidth
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13.5 Power Spectral Density Measurement

LIMITS

The Maximum of Power Spectral Density Measurement is 8dBm in any 3 kHz.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below
according to FCC DTS KDB 558074 D01 15.247 Meas Guidance v05r02:

a. Set analyzer center frequency to DTS channel center frequency.

b. Setthe span to 1.5 times the DTS bandwidth.

c. Setthe RBW to: 3 kHz < RBW < 100KHz

d. Setthe VBW =3 x RBW.

e. Set the Detector = AVG.

f. Set the Sweep time = auto couple.

g. Setthe Trace mode = max hold.

h. Allow trace to fully stabilize.

i. Use the AVG marker function to determine the maximum amplitude level within the RBW.

j- If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

TEST RESULTS

PASS

Please refer to the following tables.

Page 30 of 74



NTC

Nore
Testing Center

Report No.: NTC2602156FV00

2412 1 -1.105 -1.095 8
2437 1 0.01 -0.487 -0.477 8
2462 1 0.866 0.876 8
2412 6 -7.150 -7.120 8
2437 6 0.03 -6.636 -6.606 8
2462 6 -7.511 -7.481 8

2412 MCSO0
2437 MCSO0
2462 MCSO0

-8.181 -8.151 8
-7.633 -7.603 8
-8.641 -8.611 8

2422 MCSO0
2437 MCSO0
2452 MCSO0

0.06

-9.635 -9.575 8
-10.205 -10.145 8
-10.851 -10.791 8

Note: Duty cycle factor have been considered.
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Test Plots of Power Spectral Density

IEEE 802.11b - 2412MHz

IEEE 802.11b - 2437MHz

[ KeysightSpectrum Analyzer - Swept SA o )
W [s00 A LIGN AUTO 232020
T

R SoaAc m
Center Freq 2.412000000 GHz g Type: RMS
PNO: Fast —>-  Trig: FreeRun AvglHold:>100/100

IFGain:Low #Atten: 30 dB

Ref Offset 7.8 dB
Ref 20.00 dBm

Span 30.00 MHz,
Sweep 4.000 ms (20001 pts)

#Res BW 100 kHz #VBW 300 kHz*

usc. sTATUS

[ Keysight Spectrum Analyzer - Swept SA
R [s00 AC SENSEPULSE] SOURCE OFF LIGN AUTO

R Sio Ac
Center Freq 2.437000000 GHz

#Avg Type: RMS
PNOTFast —»-  Trig: FreeRun AvglHold:>100/100
IFGainiLow #Atten: 30 dB

Ref Offset7.86 dB
Ref 20.00 dBm

#VBW 300 kHz* Sweep 4.000 ms (20001 pts]

usc. sTATUS

IEEE 802.11b - 2462MHz

IEEE 802.11g - 2412MHz

[ Keysight Spectrum Analyzer - Swept SA
R R[50 SENSEPULSE

L - #Avg Type: RMS
Center Freq 2.462000000 GHz S - AVOIHoId>100/100

T
IFGain:Low #Atten: 30 dB

Ref Offset 7.28 dB
19 dBidiv Ref 20.00 dBm

ICenter 2.46200 GHz Span 30.00 MHz|
‘Res BW 100 kHz #VBW 300 kHz* Sweep 4.000 ms (20001 pts)

sTATUS

[ Keysight Spectrum Analyzer - Swept SA
R F 50 SENSE:PULSE] SOURCE OFF ALIGN Al

0 Type: RMS
Center Fred 2412000000 GHz PO Tast —»-  Trig: FreeRun AvaHoI»100/100

IFGain:Low #Atten: 30 dB

Ref Offset 7.8 dB
10 dBidiv  Ref 20.00 dBm

Span 30.00 MHz|
#Res BW 100 kHz #VBW 300 kHz* Sweep 4.000 ms (20001 pts)

sTATUS

IEEE 802.11g - 2437MHz

IEEE 802.11g - 2462MHz

[ Keysight Spectrum Analyzer - Swept SA
~ T ONWAC ALIGN AUTO
Center Freq 2.437000000 GHz #Avg Type: RMS
PNO: Fast —— T AvglHold: 1001100
IFGain:Low #Atten: 30 dB.

Ref Offset7.86 dB
Ref 20.00 dBm

NAANAMAARAAMAAY

f

#VBW 300 kHz* Sweep 4.000 ms (20001 pts]

usc. sTATUS

[ Keysight Spectrum Analyzer - Swept SA
R W S0 A SENSEPU! ALIGN AUTO
Center Freq 2.462000000 GHz ) #Avg Type: RMS
PNOTFast —»—  Trig: FreeRun AvglHold: 1001100
#Atten: 30 dB

Ref Offset 7.28 dB
QU dBidiv Ref 20.00 dBm
og

W’\/\AAI‘/V\A,‘\/\,/\/\/*X/\IW STTN I\

#VBW 300 kHz* Sweep 4.000 ms (20001 pts]

=3 sTATUS
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IEEE 802.11n(HT20) - 2412MHz

IEEE 802.11n(HT20) - 2437MHz

[ Keysight Spectrum Analyzer - Swept SA
3 v Ac SENSE:PULSE] SOURCE OFF | ALIGN AUTO
Center Freq 2.412000000 GHz ) #Avg Type: RMS
PNO:Fast —»— Trig: FreeRun AvglHold:>100/100
FGain:Low #Atten: 30 dB.

Mkr1 2.412 631 5 GHz|

Ref Offset 7.8 dB
19 gsnm Ref 20.00 dBm

1
PAAPAAAAAARN AN AMAARAY A,
!

W

Center 2.41200 GHz
#Res BW 100 kHz #VBW 300 kHz*

sTATUS

-8.181 dBm)|

Span 30.00 MHz,

Sweep 4.000 ms (20001 pts)

[ Keysight Spectrum Analyzer - Swept SA
i R R 500 AC

Center Freq 2.43000000 GHz )
PNO:Fast —»— Trig: FreeRun
IFGainLow #Atten: 30 dB

Ref Offset 7.6 dB
idiv Ref 20.00 dBm

Span 30.00 MHz|
#VBW 300 kHz* Sweep 4.000 ms (20001 pts)

usc STATUS

IEEE 802.11n(HT20) - 2462MHz

IEEE 802.11n(HT40) - 2422MHz

[ Keysight Spectrum Analyzer - Swept SA
&[5 SENSE:PULSE] SOURCE OF ALIGN AUTO

R T
Center Freq 2.462000000 GHz #Avg Type: RMS
PNO: Fast —»— Trig: FreeRun AvglHold:>1001100

IFGain:Low #Atten: 30 dB

Ref Offset7.28 dB
Ref 20.00 dBm

#VBW 300 kHz*

usa sTATUS

-8.641 dBm)|

‘Span 30.00 MHz|

Sweep 4.000 ms (20001 pts)

[ Keysight Spectrum Analyzer - Swept SA
i €] SOURCE OFF ALIGN AU

i R ¢ P
Center Freq 2.422000000 GHz #Avg Type: RMS

O: Fast ~»-  Trig: FreeRun AvglHold: 1001100

IFGain:Low #Atten: 30 dB

Ref Offset 8.03 dB.
‘LZSEM” Ref 20.00 dBm

M,Muw\mmm‘ JNMMVWW\W/\W W"'W"MWNMWNW
{

Span 60.00 MHz|
Sweep 8.000 ms (40001 pts)

ICenter 2.42200 GHz
#Res BW 100 kHz #VBW 300 kHz*

usc 'sTATUS

IEEE 802.11n(HT40) - 2437MHz

IEEE 802.11n(HT40) - 2452MHz

[ Keysight Spectrum Analyzer - Swept SA
3 v Ac SENSE:PULSE] SOURCE OFF | ALIGN AUTO
Center Freq 2.437000000 GHz g
g: Free Run AvglHold:>100/100
#Atten: 30 dB

Ref Offset 7.86 dB
10 dB/div  Ref 20.00 dBm

#VBW 300 kHz*

s sTATUS

Span 60.00 MHz,

Sweep 8.000 ms (40001 pts)

[ Keysight Spectrum Analyzer - Swept

T 5o
Center Freq 2.452000000 GHz

PNO:Fast —»— Trig: FreeRun
IFGainLow #Atten: 30 dB

Ref Offset 7.48 dB.
10 dB/div  Ref 20.00 dBm
g

Span 60.00 MHz
Sweep 8.000 ms (40001 pts)

es BW 100 kHz #VBW 300 kHz*

usc ‘sTATUS
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13.6 Band Edge and Conducted Spurious Emissions Measurement

LIMITS

In any 100KHz bandwidth outside the frequency band in which the spread spectrum intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20dB below
that in the 100KHz bandwidth within the band that contains the highest level of the desired power, based on

either an RF conducted or a radiated measurement.

BLOCK DIAGRAM OF TEST SETUP

EUT Attenuator Spectrum Analyzer

TEST PROCEDURES

The antenna port of the EUT was connected to the input of a spectrum analyzer. Analyzer was set as below
according to ANSI C63.10-2013, Section 11.11

Measurement Procedure REF

a. Setthe RBW =100 kHz.

b. Setthe VBW =300 kHz.

c. Set the Detector = peak.

d. Setthe Sweep time = auto couple.

e. Trace mode = max hold.

f.  Allow trace to fully stabilize.

g. Use the peak marker function to determine the maximum power level in any 100 kHz band segment within

the fundamental EBW.
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Measurement Procedure OOBE
a. Set RBW =100 kHz.

b. Set VBW 2 300 kHz.

c. Set the Detector = peak.

d. Set the Sweep = auto couple.
e. Setthe Trace Mode = max hold.
f.  Allow trace to fully stabilize.

g. Use the peak marker function to determine the maximum amplitude level.

TEST RESULTS

PASS

Please refer to the following test plots.
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Band Edge

IEEE 802.11b / Low Channel

IEEE 802.11b / High Channel

[ Keysight Spectrum Analyzer - Swept SA
R oA
Center Freq 2.400000000 GHz

" SENSEPULSE] SOUR
#Avg Type: RMS
PNO: Fast —»—  Trig: FreeRun AvglHold:>300/300
IFGain:Low #Atten: 30 dB.
Mkr1 2.410 4 GHz|
Ref Offset 7.8 dB
Ref 20.00 dBm 7.961 dBm)|

Span 100.0 MHz|
#VBW 300 kHz Sweep 9.600 ms (1001 pts)|

[ wooe Tre X Y FUNCTION | FUNCTION
[f] 7.961 dBm

L 24104GHs|
1] 2.3970 GHz! 34.325 dBm

E[ SOURCE OFF | ALIGN AUTO
#Avg Type: RMS
PNO: Fast -»-  Trig: FreeRun AvglHold: 3001300
IFGain:Low #Atten: 30 dB

[ eyeight Spectrum Anslyzer - Swept SA
R 3

Center Freq 2.483500000 GHz

Mkr1 2.460 425 GHz]
Ref Offset 7.28 dB 10.093 dBm

Ref 20.00 dBm

FUNCTION _|_FUNCTION WIDTH

STATUS

IEEE 802.11g / High Channel

SENSEPULSE] SOURCE OFF m
#Avg Type: RMS
PNO: Fast —»—  Trig: FreeRun AvglHold: 300/300
IFGain:Low #Atten: 30 dB
Mkr1 2.413 3 GHz|
Ref Offset 7.8 dB
Ref 20.00 dBm 2.067 dBm|

Center 2.40000 GHz Span 100.0 MHz|
Sweep 9.600 ms (1001 pts)|

#Res BW 100 kHz

[ Wi woDE TRC X Y
Sf N [1[f]  24133GHz| 2.067 dBm
II-IE_EEIE}D 36088dBm| [ [
— - @
N
e -
e
e
e
e
e
S S S

#VBW 300 kHz

FUNCTION | FUNCTION WIDTH FUNCTION VALUE

2Soovaanwn

T

[ Keyeight Spectrum Anslyzer - Swept SA.

R [ Ac £[SOURCE OFF | ALTGN AUTO

Center Freq 2.483500000 GHz #Avg Type: RMS 3
PNO: Fast -»-  Trig: FreeRun AvglHold: 300/300

IFGain:Low #Atten: 30 dB oer

Mkr1 2.463 3 GHz|
Ref Offset 7.28 dB

Ref 20.00 dBm 1.597 dBm)|

Span 100.0 MHz|
Sweep 9.600 ms (1001 pts)|

FUNCTION VALUE

#VBW 300 kHz

STATUS
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Band Edge

IEEE 802.11n(HT20) / Low Channel

IEEE 802.11n(HT20) / High Channel

C=Te e

quw Spectrm Anszer SweptSA

KtyslgmipenmmAna\yuv SweptSA
SENSEP! 3 <

#Avg Type: RMS
Trig: Free Run AvglHold:>300/300

#Atten: 30 dB

Center Freq 2 400000000 GHz

PNO: Fast ~—~
IFGain:Low

Ref Offset 7.8 dB
Ref 20.00 dBm
1

Span 100.0 MHz,

#VBW 300 kHz Sweep 9.600 ms (1001 pts)|
VALUE E

[ oD Trc) et X FUNCTION | FUNCTION WiDTH c
266dBm| | [ 000000000000 |

Center Freq 2. 483500000 GHz

11:49:17 AM Mar 16, 2026
4

E SOURCE OFF ALIGN AUTO

#Avg Type: RMS

st —» Trig: FreeRun AvglHold:>300/300 e L
oeT

PNO: Fas
IFGain:Low #Atten: 30 dB

Ref Offset 7.28 dB.
Ref 20.00 dBm

Center 2.48350 GHz Span 100.0 MHz|
Sweep 9.600 ms (1001 pts)|

#Res BW 100 kHz

VKR e FUNCTION _|_FURCTION WIDTH

1“ - usnGHz 0637 dBm
_—

lmn_zmxam

2 EEEREE 23989 GHz 3692%6dBm| [

3 . —

4 I

g B

6 I

7

(]

o I
10 I 10

11 O - 1 O S -

= ST = StaTus

IEEE 802.11n(HT40) / Low Channel

IEEE 802.11n(HT40) / High Channel

Ktyslghtipenmm;\na\yul Sweptsh
7 TGN AU
Center Freq 2 400000000 GHz #Avg Type: RMS

Trig: Free Run Avg|Hold:>3001300

Fast ——
#Atten: 30 dB

PNO:
IFGain:Low

Ref Offset8.03 dB
Ref 20.00 dBm

! e
e

‘Span 280.0 MHz,
Sweep 26.80 ms (1001 pts)|

FUN UNCTION VALUE E

w: MODE TRC| SCL
T
2399 44 GHz. -36.830 dBm
I

230nunaswns

STATUS

S Specium A SweptS&

Center Freq 2. 483500000 GHz

CE OFF ALIGN AUTO
#Avg Type: RMS
Avg|Hold:>300/300

PNO: Fast ~»- Trig: FreeRun
IFGain:Low #Atten: 30 dB

Ref Offset 7.48 dB.

Span 300.0 MHz|
Sweep 28.73 ms (1001 pts)|

FUNCTION VALUE

STATUS
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Conducted Spurious Emissions —

IEEE 802.11b (The

Worst Case)

Lowest Channel

R Sw:ptSA

sen
Cenler Freq 2 412000000 GHz

Fainiion
Ref Offset 7.8 dB
Ref 20.00 dBm

10 dB/div
Log

#VBW 300 kHz

RCE OFF GN AUTO

#Avg Type: RMS
Trig: Free Run AvglHold:>300/300
#Atten: 30 dB

4] Keys\gMXpedmmAm\yﬂv SR
R

Center Freq 13 265000000 GHz

PNO: Fas
IFGain:Low

SENSE PULSE] SOURCE OFF ALIGN AUTO

#Avg Type: RMS
. Trig: FreeRun AvglHold: 1010
#Atten: 30 dB

=[]
Q25 MM

Mkr1 2.412 51 GHz|
8.405 dBm

'sTATUS

Ref Offset 7.8 dB

10 dBidiv__Ref 20.00 dBm
Log

Stop 26.50 GHz,
Sweep 2.530 s (30001 pts)

TION VIDTH FUNCTION VALUE

#VBW 300 kHz

FUNCTION
6. 793 [ 6793dBm| | |
P N 1 f  264938GHz| 37568dBm| | [
Bl N [1[f[ 40561 GHz| [ s1060dBm[ | [}
Py N [ 73790GHz| 49627dBm| [ [
(A N [1f] 08248GHz[ 40076dBm[ | [ B
o ]

isc. STATUS

Keysight Spectrum Analyzer - Swept SA
g R £ 5

Center Freq 2.437000000 GHz
Fainiion

Ref Offset 7.86 dB.

10 dBidiv  Ref 20.00 dBm
Log

#VBW 300 kHz

E oFF GN AUTO

#Avg Type: RMS
Trig: Free Run AvglHold:>300/300
#Atten: 30 dB

s ]

Span 30.00 MHz|
Sweep 2.933 ms (1001 pts)

'sTATUS

S
R SENSEPULSE] SOURCE OFF ALTGN AUTO
Center Freq 13 265000000 GHz #Avg Type: RMS
PNO: Fast —»—  Trig: FreeRun AvglHold: 1010

FGain:Low #Atten: 30 dB

Ref Offset 7.86 dB
Ref 20.00 dBm
1

Stop 26.50 GHz,

#VBW 300 kHz Sweep 2.530 s (30001 pts)

FUNCTION _|_FUNCTION WIDTH FUNCTION VALUE B
___
[ 264259GHz| __36.913dBm| dBm e

B N 1 ¢ 48740GHz| 49266dBm| | |

AN [ 73781GHz|  49489dBm| | ]

(Y N 1 f] 08230GHz| 0420dBm[ | |8
— o ]

=3 STATUS

Highest

Keyeight Spectrum Anslyzer - Swept SA
R R [s08 A SN

Center Freq 2.462000000 GHz

Fainiion

Ref Offset 7.28 dB.

10 dBidiv  Ref 20.00 dBm
Log

#VBW 300 kHz

#Avg Type: RMS
Trig: Free Run AvglHold:>300/300

#Atten: 30 dB

Span 30.00 MHz|
Sweep 2.933 ms (1001 pts)

'sTATUS

=[]
War 13,2

S
R SENSEPULSE] SOURCE OFF ALTGN AUTO 023952
Center Freq 13 265000000 GHz #Avg Type: RMS
R AvglHold: 1010

FSatntow

Trig: Free Run
#Atten: 30 dB

Ref Offset7.28 dB
Ref 20.00 dBm

Stop 26.50 GHz,
Sweep 2.530 s (30001 pts)

#Res BW 100 kHz #VBW 300 kHz

VKR MODE TR

FUNCTION WIDTH FUNCTION VALUE

FUNCTION

Sl N (1] 7. 579 [ 7679dBm| | |
2 IIIIIII___
B N (1 f  40410GHzl 16MMdBm[ | |
4 IIIIIII___
(Y N 1 f 08230GHz| 49217dBm[ | |8
— o ]

=3 STATUS
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13.7 Radiated Spurious Emissions and Restricted Bands Measurement

LIMIT of Radiated Band Edges and non-restricted bands

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics/spurious must be at least
20 dB below the highest emission level within the authorized band. If the output power of this device was measured

by spectrum analyzer, the attenuation under this paragraph shall be 30 dB instead of 20 dB.

LIMIT of Restricted bands

In addition, radiated emissions which fall in the restricted bands must also comply with the limits as below:

Frequency range Distance Meters Field Strengths Limit (15.209)
MHz uV/m
0.009 ~ 0.490 300 2400/F(kHz)
0.490 ~ 1.705 30 24000/F (kHz)
1.705 ~ 30 30 30
30 ~ 88 3 100
88 ~ 216 3 150
216 ~ 960 3 200
Above 960 3 500

Remark: (1) Emission level (dB)uV = 20 log Emission level pV/m

(2) The smaller limit shall apply at the cross point between two frequency bands.

(3) As shown in 15.35(b), for frequencies above 1000MHz, the field strength limits are based on
average detector, however, the peak field strength of any emission shall not exceed the
maximum permitted average limits, specified above by more than 20dB under any condition
of modulation.

(4) The frequency range scanned is from the lowest radio frequency signal generated in the device
which is greater than 9 kHz to the tenth harmonic of the highest fundamental frequency or 40
GHz, whichever is lower.

(5) §15.247(d) specifies that emissions which fall in the restricted bands, as defined in §15.205

comply with radiated emission limits specified in §15.209.

Page 39 of 74



NTC

Nore
Testing Center

Report No.: NTC2602156FV00

BLOCK DIAGRAM OF TEST SETUP

For Radiated Emission below 30MHz

3m

. | EUT

Ground Reference Plane

Turntable

For Radiated Emission 30-1000MHz

Antenna Tower

3am

Ground Reference Plane

v

EUT

Turntable

Amplifier

Spectrum Analyzer

For Radiated Emission Above 1000MHz.

Antenna Tower

3m

EUT

v

Turntable

Amplifier

Spectrum Analyzer

Ground Reference Plane
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TEST PROCEDURES

a. Below 1GHz, the EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
semi- anechoic chamber room.

b. For the radiated emission test above 1GHz:

The EUT was placed on the top of a rotating table 1.5 meters above the ground at a 3 meter full anechoic
chamber room. The table was rotated 360 degrees to determine the position of the highest radiation. Place
the measurement antenna away from each area of the EUT determined to be a source of emissions at the
specified measurement distance, while keeping the measurement antenna aimed at the source of emissions
at each frequency of significant emissions, with polarization oriented for maximum response. The
measurement antenna may have to be higher or lower than the EUT, deSEC5000CAM2/RP on the radiation
pattern of the emission and staying aimed at the emission source for receiving the maximum signal. The final
measurement antenna elevation shall be that which maximizes the emissions. The measurement antenna
elevation for maximum emissions shall be restricted to a range of heights of from 1 m to 4 m above the ground
or reference ground plane.

c. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the top of a
variable-height antenna tower.

d. The height of antenna is varied from one meter to four meters above the ground to determine the maximum
value of the field strength. Both horizontal and vertical polarizations of the antenna are set to make the
measurement.

e. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned to
heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360 degrees to find the
maximum reading. The test-receiver system was set to peak detect function and specified bandwidth with
maximum hold mode.

f. A Quasi-peak measurement was then made for that frequency point for below 1GHz test. PK and AV for

above 1GHz emission test.
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During the radiated emission test, the spectrum analyzer was set with the following configurations:

Freqtz:ﬂnlf:lz)Band Detector Resolution Bandwidth Video Bandwidth

0.009~0.15 QP & AVG 200 Hz 1 kHz

0.15~30 QP & AVG 10 kHz 30 kHz
30 to 1000 QP 120 kHz 300 kHz

Peak 1 MHz 3 MHz

Above 1000
Average 1 MHz 10 Hz
TEST RESULTS

PASS

Please refer to the following pages of the worst case.

Page 42 of 74



NTC

Nore

Testing Center Report No.: NTC2602156FV00

M/N: UPS-2U-Pro Testing Voltage: AC 120V 60Hz
Polarization: Horizontal Detector: QP
Test Mode: 1 Distance: 3m

Radiated Emission Measurement

Date: 2026/3/21 Time: 9:41:21
80.0 dBu¥/m
70
60
FCC_Part 15C_3m
50 Margin -6 dB
3
?
I £y 3
40 ¥ ¥ g
I 1
* "W”‘Lﬂ MMJ#
20
10
0.0
300000 127.000 224000 321.000 418.000 515.000 612.000 709.000 806.000 1000.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Qver
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
I 159.9800 52.92 -12.22 40.70 43.50 -2.80 QP
I 579.9900 4271 -0.81 41.90 46.00 -4.10 QP
*  619.7600 4543 -0.13 45.30 46.00 -0.70 QP
660.5000 39.88 0.52 40.40 46.00 -5.60 QP
I 700.2700 40.00 1.30 41.30 46.00 -4.70 QP
740.0400 36.22 1.88 38.10 46.00 -7.90 QP

D ;| B L] M| =

Note: Below 30MHz, the emissions are lower than 20dB below the allowable limit.

Page 43 of 74



NTC

Nore

Testing Center Report No.: NTC2602156FV00

M/N: UPS-2U-Pro Testing Voltage: AC 120V 60Hz
Polarization: Vertical Detector: QP
Test Mode: 1 Distance: 3m

Radiated Emission Measurement

Date: 2026/3/21 Time: 9:48:23
800 dBuV/m

70

60
FCC_Part 15C_3m

. =

40
| =
” W h Noblos
20
10
0.0
30,0000 127.000 224 000 321.000 418.000 515.000 E12.000 709.000 806.000 1000.000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 * 464900 4541 -7.51 3790 40.00 -210 QP
2 91.1100 46.69 -10.99 3570 4350 -7.80 QP
3 159.9800 41.12 -12.22 28.90 4350 -14.60 QP
4 2453400 36.05 -7.95 2810 46.00 -17.90 QP
5
6

381.1400 34.94 -4.84 30.10 46.00 -15.90 QP
578.0500 32.56 -0.86 31.70 46.00 -14.30 QP

Note: Below 30MHz, the emissions are lower than 20dB below the allowable limit.
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / Low Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 15:03:58

96

86

76

FCC_15.247_3m_Peak

b6

56

46

26

16

3 M

5

6

-4

14

1000.00002700.000  4400.000 6100.000 7800.000 9500.000 11200.000 12900.000 14600.000 18000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmijt Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment

1 4824.000 38.74 3.86 42.60 74.00 -31.40 peak
2 4824.000 30.64 3.86 34.50 54.00 -19.50 AVG
3 7236.000 37.64 8.66 46.30 74.00 -27.70 peak
4 7236.000 27.19 8.66 35.85 54.00 -18.15 AVG
5 17898.000 39.07 20.26 59.33 74.00 -14.67 peak
6 * 17898.000 27.02 20.26 47.28 5400 -6.72 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: IEEE 802.11b / Low Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 15:10:32
106.0 dBuV/m
96
86
76 FCC_15.247_3m_Peak
b6
56
46 ; M §
36 M $
26
16
6
-4
14
1000.00002700.000  4400.000 6100.000 7800.000 9500.000 11200.000 12900.000 14600.000 18000.0004Hz
No. Mk. Freq. Reading Correct Measure- |mit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 4824.000 37.64 3.86 41.50 74.00 -32.50 peak
2 4824.000 29.96 3.86 33.82 54.00 -20.18 AVG
3 7236.000 37.30 8.66 4596 7400 -28.04 peak
4 7236.000 26.19 8.66 34.85 54.00 -19.15 AVG
5 17932.000 38.68 2042 5910 74.00 -14.90 peak
6 * 17932.000 2647 20.42 46.89 54.00 -7.11 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / Low Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 19:00:48

96

86

76

FCC_15.247_3m_Peak

b6

56

46

36

26

16

6

-4

14

MM

18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 22300.000 23600.000

25000.0004Hz

No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/im dB Detector Comment
1 19296.000 43.37 6.97 50.34 74.00 -23.66 peak
2 19296.000 34.28 6.97 41.25 54.00 -12.75 AVG
3 21708.000 43.99 5.10 49.09 74.00 -24.91 peak
4 * 21708.000 36.56 5.10 41.66 5400 -12.34 AVG
5 24120.000 44.20 5.50 49.70 7400 -24.30 peak
6 24120.000 35.73 5.50 41.23 54.00 -12.77 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: IEEE 802.11b / Low Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuY/m

Radiated Emission Measurement

Time: 19:08:55

96
86
76 FCC_15.247_3m_Peak
66
” WWlWWMMMWW%Msw«Wme
“ % ' ;
36
26
16
6
-4
-14
18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 22900.000 23600.000 25000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/m dB Detector Comment
1 19296.000 44.05 6.97 51.02 7400 -22.98 peak
2 * 19296.000 34.88 6.97 41.85 5400 -12.15 AVG
3 21708.000 44.73 5.10 49.83 7400 -2417 peak
4 21708.000 35.55 5.10 40.65 5400 -13.35 AVG
5 24120.000 44.37 5.50 49.87 7400 -24.13 peak
6 24120.000 34.97 5.50 4047 5400 -13.53 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / Middle Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 15:25:41

96
86
76 FCC_15.247_3m_Peak
66
3
56 e
3 [;
46 1 Mw 3
’W
) M X
26
16
6
-4
14
1000.00002700.000 4400.000 6100.000 7800.000 9500.000 11200.000 12900.000 14600.000 18000.00MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuVv dB/m dBuV/m dBuV/m dB Detector Comment
1 4874.000 38.20 4.02 42.22 74.00 -31.78 peak
2 4874.000 30.12 4.02 34.14 5400 -19.86 AVG
3 7311.000 38.29 8.97 47.26 74.00 -26.74 peak
4 7311.000 27.04 8.97 36.01 5400 -17.99 AVG
5 17881.000 40.17 20.18 60.35 7400 -13.65 peak
6 * 17881.000 27.40 20.18 47.58 54.00 -6.42 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: IEEE 802.11b / Middle Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 15:17:43

9%
86
76 FCC_15.247_3m_Peak
66 ]
56
46 1 3WM
36 2 $
26
16
6
-4
14
1000.00002700.000  4400.000 6100.000 7800.000 9500.000  11200.000 12900.000 14600.000 18000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmit  Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/m dB Detector Comment
1 4874.000 37.62 4.02 41.64 74.00 -32.36 peak
2 4874.000 29.66 4.02 33.68 54.00 -20.32 AVG
3 7311.000 37.08 8.97 46.05 74.00 -27.95 peak
4 7311.000 26.08 8.97 35.05 54.00 -18.95 AVG
5 17983.000 38.96 20.66 59.62 74.00 -14.38 peak
6 * 17983.000 26.30 20.66 46.96 5400 -7.04 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / Middle Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14
106.0 dBuV/m

Time: 19:22:55

96

86

76

FCC_15.247_3m_Peak

b6

56

SRS

3 5

" WWWWMMWWMWWWMMMM
§
X

36

26

16

6

-4

14

18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 22900.000 23600.000 25000.00MHz
No. Mk. Freq. Reading Correct Measure- |imit  Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment

1 19496.000 43.80 6.67 50.47 74.00 -23.53 peak
2 * 19496.000 34.74 6.67 41.41 54.00 -12.59 AVG
3 21933.000 43.98 5.40 49.38 74.00 -2482 peak
4 21933.000 35.18 5.40 40.58 5400 -1342 AVG
5 24370.000 44.97 5.65 50.62 74.00 -23.38 peak
6 24370.000 35.73 5.65 41.38 5400 -12.62 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical Detector: PK, AVG

Test Mode: IEEE 802.11b / Middle Channel Distance: 3m

Date: 2026/3/14

106.0 dBuV/m

96

86

76

b6

56

46

36

26

16

6

-4
14

18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 223900.000 23600.000 25000.0004Hz

Radiated Emission Measurement

Time: 19:15:00

FCC_15.247_3m_Peak

S,
LY.
3o

No. Mk.  Freq.

Reading Correct Measure- |imit Over

Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 19496.000 43.32 6.67 49.99 74.00 -24.01 peak
2 19496.000 33.66 6.67 40.33 54.00 -13.67 AVG
3 21933.000 4447 540 49.87 74.00 -24.13 peak
4 21933.000 35.13 540 40.53 54.00 -13.47 AVG
5 24370.000 45.90 5.65 51.55 74.00 -22.45 peak
6 * 24370.000 3642 5.65 42.07 54.00 -11.93 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / High Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 15:33:22
106.0 dBu¥/m
96
86
76 FCC_15.247_3m_Peak
bb
5
>!
* Wﬁ
3 I 6
46 1 M’MNWW
A !
26 N
16
6
-4
14
1000.0000 2700000 4400.000 6100.000 7800.000  9500.000 11200.000 12900.000 14600.000 18000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/m dB Detector Comment
1 4924.000 38.64 4.20 42.84 74.00 -31.16 peak
2 4924.000 29.87 4.20 34.07 54.00 -19.93 AVG
3 7386.000 3847 9.33 47.80 74.00 -26.20 peak
4 7386.000 26.80 9.33 36.13 54.00 -17.87 AVG
5 17847.000 39.94 20.02 59.96 74.00 -14.04 peak
6 * 17847.000 27.34 20.02 47.36 5400 -6.64 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: IEEE 802.11b / High Channel

Distance: 3m

Date:
106.0

2026/314
dBu¥/m

Radiated Emission Measurement

Time: 15:40:31
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FCC_15.247_3m_Peak
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14

1000.00002700.000 4400.000 6100.000 7800.000 9500.000 11200.000 12900.000 14600.000 18000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmit  Over
Level Factor ment
MHz dBuV dB/m dBuV/im dBuV/m dB Detector Comment

1 4924.000 37.00 4.20 41.20 74.00 -32.80 peak
2 4924.000 29.08 4.20 33.28 54.00 -20.72 AVG
3 7386.000 36.67 9.33 46.00 74.00 -28.00 peak
4 7386.000 25.64 9.33 34.97 54.00 -19.03 AVG
5 17847.000 39.49 20.02 59.51 7400 -14.49 peak
6 * 17847.000 26.91 20.02 46.93 54.00 -7.07 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: IEEE 802.11b / High Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14
106.0 dBuV/m

Time: 19:29:00
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FCC_15.247_3m_Peak
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e
Ca i

18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 223900.000 23600.000

25000.0004Hz

No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/im dB Detectar Comment
1 19696.000 42.94 6.62 49.56 74.00 -24.44 peak
2 19696.000 34.13 6.62 40.75 54.00 -13.25 AVG
3 22158.000 4552 5.51 51.03 74.00 -22.97 peak
4 * 22158.000 36.50 5.51 42.01 54.00 -11.99 AVG
5 24620.000 4454 5.73 50.27 74.00 -23.73 peak
6 24620.000 34.89 5.73 40.62 54.00 -13.38 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: IEEE 802.11b / High Channel

Distance: 3m

Date: 2026/3/14
106.0 dBu¥Y/m

Radiated Emission Measurement

Time: 19:36:05
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36
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14
18000.00008700.000 19400.000 20100.000 20800.000 21500.000 22200.000 22900.000 23600.000 25000.0004Hz
No. Mk. Freq. Reading Correct Measure- |jmit  Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 19696.000 42.60 6.62 49.22 74.00 -24.78 peak
2 19696.000 33.49 6.62 40.11 54.00 -13.89 AVG
3 22158.000 44.58 5.51 50.09 74.00 -23.91 peak
4 * 22158.000 35.11 5.51 40.62 54.00 -13.38 AVG
5 24620.000 44.01 5.73 49.74 7400 -24.26 peak
8 24620.000 34.46 573 40.19 54.00 -13.81 AVG
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M/N: UPS-2U-Pro Testing Voltage: DC 72V

Polarization: Horizontal Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11b / Low Channel || Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 13:10:55
116.0 dBuV/m
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- /
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76 / FCC_15.247_3m_Peak

- b N
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4

2310.00002322.200 2334400 2346.600 2358800 2371.000 2383.200 2395400 2407.600 2432.000 MHz

No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
2388.080 61.67 -2.98 58.69 74.00 -15.31 peak
2388.080 51.12 -2.98 48.14 5400 -5.86 AVG
2390.000 63.28 -2.98 60.30 74.00 -13.70 peak
* 2390.000 51.89 -2.98 48.91 5400 -5.09 AVG

B W P =
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M/N: UPS-2U-Pro Testing Voltage: DC 72V

Polarization: Vertical Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11b / Low Channel || Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 13:02:54
116.0 dBu¥/m
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2310.00002322.200 2334 400 2346.600 2358.800 2371.000 2383.200 2395400 2407.600 2432000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
2387.836  53.71 -2.98 50.73 7400 -23.27 peak
2387.836 4597 -2.98 42.99 54.00 -11.01 AVG
2390.000 57.45 -2.98 5447 7400 -19.53 peak
* 2390.000 46.50 -2.98 43.52 54.00 -10.48 AVG

| W MR =
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11b / High Channel

Distance: 3m

Date: 2026/3/14
116.0 dBuV/m

Radiated Emission Measurement

Time: 13:17:08
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2442 00002447 800 2453.600 2459.400 2465200 2471.000 2476.800 2482600 2488.400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |mit  Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2483.500 62.54 -2.84 59.70 74.00 -14.30 peak
2 2483.500 52.39 -2.84 49.55 54.00 -4.45 AVG
3 2485.384 62.67 -2.83 59.84 74.00 -14.16 peak
4 * 2485384 52.59 -2.83 49.76 54.00 -4.24 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11b / High Channel

Distance: 3m

Date: 2026/3/14
116.0  dBu¥/m

Radiated Emission Measurement

Time: 13:25:58
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TR
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6
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2442 00002447 800 2453600 2459400 2465200 2471.000 2476800 2482600 2488 400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |mit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2483.500 54.64 -2.84 51.80 74.00 -22.20 peak
2 2483.500 45.66 -2.84 42.82 5400 -11.18 AVG
3 2484978 55.13 -2.83 52.30 74.00 -21.70 peak
4 * 2484978 45.88 -2.83 43.05 5400 -10.95 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11g / Low Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 13:47:45

96
86
76 FCC_15.247 3m)\Peak
. MM MM
:
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p .
* WWWWM ; 1
36
26
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3
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-14
2310.0000 2322_200 2334 400 2346.600 2358800 2371.000 2383.200 2395400 2407 600 2432 000 MHz
No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2384.908 62.38 -2.98 59.40 74.00 -14.60 peak
2 2384.908 49.07 -2.98 46.09 54.00 -7.91 AVG
3 2390.000 67.10 -2.98 64.12 74.00 -9.88 peak
4 * 2390.000 50.72 -2.98 47.74 54.00 -6.26 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11g / Low Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 13:55:06
106.0 dBu¥/m
96
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76 FCC_15.247_3m_Peak
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56 FCC _15.247| 3m AVYG
X
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2310.0000 2322200 2334 400 2346.600 2358.800 2371.000 2383.200 2395.400 2407600 2432 000 MHz
No. Mk. Freq. Reading Correct Measure- |jmit  Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2379.662 52.09 -2.99 49.10 74.00 -24.90 peak
2 2379.662 4294 -2.99 39.95 54.00 -14.05 AVG
3 2390.000 60.30 -2.98 57.32 7400 -16.68 peak
4 * 2390.000 48.36 -2.98 45.38 5400 -8.62 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11g / High Channel

Distance: 3m

Date: 2026/3/14
16.0 dBuV/m

Radiated Emission Measurement

Time: 13:33:18
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76 - FCC_15.247_3m_Peak
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6
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2442 00002447.800 2453600 2459.400 2465200 2471.000 2476.800 2482600 2488 400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuV/m  dBuV/im  dB Detector Comment
1 2483.500 71.63 -2.84 68.79 7400 -521 peak
2 * 2483500 52.85 -2.84 50.01 54.00 -3.99 AVG
3 2486.892 68.83 -2.83 66.00 74.00 -8.00 peak
4 2486.892 51.33 -2.83 48.50 54.00 -5.50 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11g / High Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 13:40:42

96
86
76 FCC_15.247_3m_Peak
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2442 00002447800 2453600 2459.400 2465200 2471.000 2476.800 2482600  2488.400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2483.500 60.97 -2.84 58.13 74.00 -15.87 peak
2 * 2483.500 48.38 -2.84 45.54 54.00 -8.46 AVG
3 2487.414 58.34 -2.83 55.51 74.00 -18.49 peak
4 2487414 4516 -2.83 42.33 5400 -11.67 AVG
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M/N:

UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11n(HT20) / Low

Channel

Distance:

3m

Date: 2026/3/14
116.0 dBuV/m

Radiated Emission Measurement

Time: 14:19:08
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4
2310.00002322.200 2334400 2346.600 2358.800 2371.000 2383200 2395400 2407.600 2432.000 MHz
No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment
MHz dBuVv dB/m dBuV/m  dBuV/im  dB Detector Comment
1 2379.052 56.68 -2.99 53.69 74.00 -20.31 peak
2 2379.052 4537 -2.99 4238 54.00 -11.62 AVG
3 2390.000 83.10 -2.98 60.12 7400 -13.88 peak
4 * 2390.000 4923 -2.98 46.25 54.00 -7.75 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11n(HT20) / Low

Channel Distance: 3m
Radiated Emission Measurement
Date: 2026/3/14 Time: 14:26:32
106.0 dBu¥/m
96
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45
36
26
16
6
-4
14
2310.00002322.200 2334 400 2346.600 2358 800 2371.000 2383.200 2395400 2407 600 2432 000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuV/m  dBuV/m  dB Detector Comment
1 2377.588 50.12 -2.99 47.13 74.00 -26.87 peak
2 2377.588 41.85 -2.99 38.86 54.00 -15.14 AVG
3 2390.000 59.82 -2.98 56.84 74.00 -17.16 peak
4 * 2390.000 48.35 -2.98 45.37 5400 -8.63 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge
Channel

IEEE 802.11 n(HT20) / High Distance: 3m

Date: 2026/3/14
116.0 dBuV/m

Radiated Emission Measurement

Time: 14:04:35
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2453600 2459.400 2465.200 2471.000 2476.800 2482600 2488.400 2500.000 MHz

No. Mk. Freq. Reading Correct Measure- |jmit Over
Level Factor ment

MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment

2483.500 71

46 -2.84 68.62 7400 -5.38 peak

* 2483500 52.73 -2.84 49.89 5400 -4.11 AVG

2489.560 63.44 -2.83 60.81 7400 -13.39 peak

B W RN =

2489560 49.22 -2.83 46.39 5400 -7.61 AVG

Page 67 of 74



NTC

Nore
Testing Center

Report No.: NTC2602156FV00

M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11 n(HT20) / High

Channel

Distance: 3m

Date: 2026/3/14
116.0 dBuV/m

Radiated Emission Measurement

Time: 14:12:24
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2442.00002447.800 2453.600 2459.400 2465200 2471.000 2476.800 2482.600 2488.400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2483.500 59.69 -2.84 56.85 74.00 -17.15 peak
2 * 2483500 46.70 -2.84 43.86 54.00 -10.14 AVG
3 2487.066  56.05 -2.83 53.22 74.00 -20.78 peak
4 2487.066  44.07 -2.83 41.24 54.00 -12.76 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11n(HT40) / Low

Channel

Distance:

3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 14:47:47

106.0 dBuV/m
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2310.0000 2324.200 2338.400 2352 600 2366.800 2381.000 2395.200 2409.400 2423600 2452 000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over

Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment

1 2387.816 68.10 -2.98 65.12 74.00 -8.88 peak
2 * 2387.816 53.53 -2.98 50.55 54.00 -3.45 AVG
3 2390.000 67.31 -2.98 64.33 74.00 -9.67 peak
4 2390.000 53.34 -2.98 50.36 5400 -3.64 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11n(HT40) / Low

Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 14:55:10

96
86
76 FCC_15.247_3m] Peak
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2310.0000 2324200

2338.400 2352600 2366.800 2381.000 2395.200 2409.400 2423.600 2452000 MHz

No. Mk. Freq. Reading Correct Measure- |imit Over

Level Factor ment
MHz dBuV dB/m dBuV/m dBuV/m dB Detector Comment
1 2387.958 61.70 -2.98 58.72 7400 -15.28 peak
2 * 2387.958 4970 -2.98 48.72 5400 -7.28 AVG
3 2390.000 60.48 -2.98 5750 74.00 -16.50 peak
4 2390.000 48.87 -2.98 45.89 5400 -8.11 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Horizontal

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11 n(HT40) / High

Channel

Distance: 3m

Radiated Emission Measurement

Date: 2026/3/14 Time: 14:33:37
106.0 dBuV/m
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2412.00002420.800 2429600 2438.400 2447.200 2456.000 2464.800 2473600 2482 400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit  Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/im dB Detector Comment
1 2483.500 67.07 -2.83 64.24 7400 -9.78 peak
2 2483.500 5345 -2.83 50.62 54.00 -3.38 AVG
3 2485.040 68.21 -2.83 65.38 74.00 -8.62 peak
4 * 2485.040 53.66 -2.83 50.83 54.00 -3.17 AVG
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M/N: UPS-2U-Pro

Testing Voltage: DC 72V

Polarization: Vertical

Detector: PK, AVG

Test Mode: Band Edge IEEE 802.11 n(HT40) / High

Channel

Distance: 3m

Date: 2026/3/14
106.0 dBuV/m

Radiated Emission Measurement

Time: 14:40:10
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2412.00002420.800 2429.600 2438.400 2447.200 2456.000 2464.800 2473.600 2482400 2500.000 MHz
No. Mk. Freq. Reading Correct Measure- |imit Over
Level Factor ment
MHz dBuV dB/m dBuVim dBuV/m dB Detector Comment
1 2483.500 57.33 -2.84 54.49 74.00 -19.51 peak
2 2483.500 46.10 -2.84 43.26 54.00 -10.74 AVG
3 2485.216  58.93 -2.83 56.10 74.00 -17.90 peak
4 * 2485216 47.92 -2.83 45.09 5400 -8.91 AVG
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13.8 Antenna Requirement

STANDARD APPLICABLE

According to of FCC part 15C section 15.203 and 15.247:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible
party shall be used with the device. The use of a permanently attached antenna or of an antenna that uses a
unique coupling to the intentional radiator, the manufacturer may design the unit so that a broken antenna can be
replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.

Systems operating in the 2400-2483.5MHz band that are used exclusively for fixed, point-to-point operations may
employ transmitting antennas with directional gain greater than 6dBi provided the maximum peak output power of

the intentional radiator is reduced by 1dB for every 3dB that the directional gain of the antenna exceeds 6dBi.

ANTENNA CONNECTED CONSTRUCTION

The antenna is PCB antenna that no antenna other than furnished by the responsible party shall be used with the
device, and the best case gain of the antenna is 6dBi, Therefore, the antenna is considered to meet the

requirement.
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14. Test Equipment List

: . Before Last Cal.
ltem Equipment Manufacturer | Model No. | Serial No. Cal. Last Cal. Interval
1. | TestReceiver | Rohdeé& ESCI 101152 | Mar. 12, 2025 | Aug. 21, 2025| 1 Year
Schwarz
2. LILSN g"hde& ENV216 | 101317 |Mar. 12, 2025 | Aug. 21, 2025| 1 Year
chwarz
3. L..S.N Schwarzbeck | NNLK8129 00558 Mar. 12, 2025 | Aug. 23, 2025| 1 Year
Compliance
4. | RF Switching Unit Direction RSU-M2 38311 Mar. 12, 2025 | Aug. 21, 2025| 1 Year
Systems Inc.
) Rohde &
5. Test Receiver ESCI7 100837 | Mar. 12, 2025 | Aug. 21, 2025| 1 Year
Schwarz
6. |Spectrum Analyzer| Keysight | N9020A MY5°451031 Mar. 12, 2025 | Aug. 21, 2025| 1 Year
7. |Spectrum Analyzer|  Keysight | N9020A | M">%20083 mar 12, 2025 | Aug. 22, 2025| 1 Year
8. |[Spectrum Analyzer| Keysight N9010B MY6241 7025 Mar. 12, 2025 | Aug. 21, 2025| 1 Year
9. Antenna Schwarzbeck | VULB9163 01552 Mar. 23, 2024 | Aug. 16, 2025| 2 Year
10. Loop Antenna Schwarzbeck | FMZB 1513 | 1513-272 | Mar. 23, 2024 | Aug. 16, 2025 2 Year
1. Horn Antenna COM-Power AH-118 071078 Mar. 23, 2024 | Aug. 16, 2025| 2 Year
12. | Pre-Amplifier HP HP 8447D |1145A00203| Mar. 12, 2025 | Aug. 21, 2025| 1 Year
13. | Pre-Amplifier HP HP 84498 |3008A00964 | Mar. 12, 2025 | Aug. 23, 2025| 1 Year
14, | Communication | Rohde& | ~yuvsng | 109851 | Mar. 12, 2025 | Aug. 28, 2025| 1 Year
Tester Schwarz
15. | Power Sensor DARE | RPR3006W 15'082318"‘ Mar. 12, 2025 | Aug. 28, 2025| 1 Year
16. Horn Antenna COM-Power AH-840 10100020 | Mar. 23, 2024 | Aug. 28, 2025| 2 Year
17 | Temperature & |\ iy [SSTHWHS8L A | Mar. 12, 2025 | Aug. 09, 2025| 1 Year
Humidity Chamber 0
18. DC Source ZHAOXIN | KXN305D N/A Mar. 12, 2025 | Aug. 23, 2025| 1 Year
19. Temporary TESCOM $S402 N/A N/A N/A N/A
antenna connector
20. Chamber YIHENG 9*6*6m N/A Mar. 10, 2025 | Sep. 22, 2025| 2 Year
MTS 8310,
21. Test Software MWRF V2.0.0.0 N/A N/A N/A N/A
EZ_EMC,
22. Test Software EZ NTC-3A1 1 N/A N/A N/A N/A
23. |  Power Meter Agilent N1912A MY41;9715 Mar. 12, 2025 | Aug. 21, 2025| 1 Year
24. | Power Sensor Agilent N1921A MY486251°3 Mar. 12, 2025 | Aug. 21, 2025| 1 Year

Note: For photographs of EUT and measurement, please refer to appendix in separate documents.
---End---
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