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Competences and guarantees

DEKRA Testing and Certification is a testing laboratory accredited by the National Accreditation Body (ENAC -
Entidad Nacional de Acreditacion), to perform the tests indicated in the Certificate No. 51/LE 147.

DEKRA Testing and Certification is a laboratory with a measurement facility in compliance with the requirements of
Section 2.948 of the FCC rules and has been added to the list of facilities whose measurements data will be accepted
in conjuction with applications for Certification under Parts 15 or 18 of the Commission's Rules. Registration
Number: 720267.

DEKRA Testing and Certification is a laboratory with a measurement site in compliance with the requirements of
RSS 212, Issue 1 (Provisional) and has been added to the list of filed sites of the Canadian Certification and
Engineering Bureau. Reference File Number: ISED 4621A-2.

In order to assure the traceability to other national and international laboratories, DEKRA Testing and Certification
has a calibration and maintenance program for its measurement equipment.

DEKRA Testing and Certification guarantees the reliability of the data presented in this report, which is the result of
the measurements and the tests performed to the item under test on the date and under the conditions stated on the
report and, it is based on the knowledge and technical facilities available at DEKRA Testing and Certification at the
time of performance of the test.

DEKRA Testing and Certification is liable to the client for the maintenance of the confidentiality of all information
related to the item under test and the results of the test.

The results presented in this Test Report apply only to the particular item under test established in this document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,
except in full, without the previous written permission of DEKRA Testing and Certification.

General conditions

1. This report is only referred to the item that has undergone the test.

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies or
competent Authorities.

3. This document is only valid if complete; no partial reproduction can be made without previous written permission of
DEKRA Testing and Certification..

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without previous written
permission of DEKRA Testing and Certification and the Accreditation Bodies.

Uncertainty
Uncertainty (factor k=2) was calculated according to the DEKRA Testing and Certification.internal document PODTO00O.
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Usage of samples

Samples undergoing test have been selected by: the client.

Sample S/01 is composed of the following elements:
Control N° Description Model SEEUE Date of reception

52731E/009 Tranceiver TPMS 12059 - 2017-12-18

Auxiliary elements used with the sample S/01

Control N° Description Serial N° Date of reception
52731E/006 Starting system 2017-12-18
52731E/005 Key-card - 2017-12-18

1. Sample S/01 has undergone following test(s).
All radiated tests indicated in appendix A.

Sample S/02 is composed of the following elements:

Control N° Description Serial N° Date of reception

52731E/002 Tranceiver TPMS 12059 --- 2017-12-18

Auxiliary elements used with the sample S/02

Control N° Description Serial N° Date of reception
52731E/006 Starting system 2017-12-18
52731E/005 Key-card -- 2017-12-18

1. Sample S/02 has undergone following test(s).

All conducted tests indicated in appendix A.
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Sample S/03 is composed of the following elements:

Control N° Description Model Serial N° Date of reception

52731E/013 Tranceiver TPMS 12059 2018-05-08

Aucxiliary elements used with the sample S/03

Control N° Description Model Serial N° Date of reception
52731E/014 Starting system 2018-05-08
52731E/015 Key-card - 2018-05-08

1. Sample S/03 has undergone following test(s).

Checking of the impact of the co-location of the other radio interfaces.

Test sample description

The HUB TMPS is designed for truck and trailer vehicles. It receives informations from TPMS sensor placed in the tires of
vehicles. The product included an emitter/transmitter Bluetooth for displayed the data on a smartphone. The Bluetooth
allows too the diagnostic of the product.

Identification of the client

LDL TECHNOLOGY

Parc Technologique du canal

3 rue Giotto 31520 Ramonville Saint-Agne France

Testing period
The performed test started on 2017-12-19 and finished on 2018-05-28.
The tests have been performed at DEKRA Testing and Certification S.A.U.
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Environmental conditions

In the control chamber, the following limits were not exceeded during the test:

Temperature Min. :_15 €
Max. = 35°C
Relative humidity m;&::%%a
Shielding effectiveness > 100 dB
Electric insulation > 10 kQ
Reference resistance to earth <1Q

In the semianechoic chamber, the following limits were not exceeded during the test.

Temperature Min. =15 °C

P Max. = 35 °C

. . Min. =20 %
Relative humidity Max. = 75 %
Air pressure Min. = 860 mbar
P Max. = 1060 mbar

Shielding effectiveness > 100 dB
Electric insulation > 10 kQ
Reference resistance to earth <1Q

< #4 dB at 10 m distance between item under test and
receiver antenna, (30 MHz to 1000 MHz)

More than 75% of illuminated surface is between 0 and 6
dB (26 MHz to 1000 MHz).

Normal site attenuation (NSA)

Field homogeneity

In the chamber for conducted measurements, the following limits were not exceeded during the test:

Temperature Min. =15°C
Max. =35°C
Relative humidity Min. =20 %
Max. = 75 %
Air pressure Min. = 860 mbar
Max. = 1060 mbar
Shielding effectiveness >100dB
Electric insulation > 10 kQ
Reference resistance to earth <1Q
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Remarks and comments
1; The tests have been performed by the technical personnel: Carolina Postigo and Carlos Alberto Contreras.
2: Used instrumentation:

Conducted Measurements

Last Cal. date  Cal. due date
1. Spectrum analyser Agilent PSA E4440A 2017/10 2019/10
2. Digital Multimeter Fluke 179 2017/05 2018/05
3. DC power supply Keysight Technologies US002A

Radiated Measurements

Last Cal. date Cal. due date
Semianechoic Absorber Lined Chamber ETS FACT3

1. 200STP N.A. N.A.

2. BiconicalLog antenna ETS LINDGREN 3142E 2017/07 2020/04

3. Multi Device Controller EMCO 2090 N.A. N.A.
Double-ridge Guide Horn antenna 1-18 GHz

4 SCHWARZBECK BBHA 9120 D 2016/11 201911
Broadband Horn antenna 18-40 GHz

> SCHWARZBECK BBHA 9170 2017/03 2020/03

6. EMI Test Receiver R&S ESU 40 2016/06 2018/06

7 EMI Test Receiver R&S ESU 26 2018/02 2020/02

8. Signal and spectrum analyzer R&S FSW50 2018/02 2020/02
RF pre-amplifier 30 MHz-6 GHz Bonn Elektronik

9. BLNA 0360-01N 2017/07 2018/09

10. RF pre-amplifier 1-18 GHz Bonn Elektronik BLMA 2018/03 2019/03
0118-1M

11 i&&gﬁ—&mphﬂer 18-40 GHz Bonn Elektronik BLMA 2018/03 2019/03
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Testing verdicts

D DEKRA

Not applicable ... : N/A
PSS ..ot : P
FaIL .o : F
NOE MEASUIEA ...t : N/M

1. BTLE
FCC PART 15 PARAGRAPH / RSS-247 VERDICT
NA|l P | F [NM

Section 15.247 Subclause (a) (2) / RSS-247 5.2. (a) 6 dB Bandwidth P

Section 15.247 Subclause (b) / RSS-247 5.4. (d) Maximum output power and P
antenna gain

Section 15.247 Subclause (d) / RSS-247 5.5 .... Emission limitations P
conducted (Transmitter)

Section 15.247 Subclause (d) / RSS-247 5.5. .. Band-edge emissions P
compliance (Transmitter)

Section 15.247 Subclause (e) / RSS-247 5.2. (b) Power spectral density P

Section 15.247 Subclause (d) / RSS-247 5.5. ... Emission limitations radiated P
(Transmitter)
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Appendix A — Test result (Bluetooth Low Energy)
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TEST CONDITIONS

Power supply (V):

Type of power supply = DC voltage from battery.
Type of antenna = Internal antenna.
Declared Gain for antenna (maximum) = +2.2 dBi.

TEST FREQUENCIES:

Lowest channel: 2402 MHz
Middle channel: 2440 MHz
Highest channel: 2480 MHz

The test set-up was made in accordance to the general provisions of FCC DTS Measurement 558074 D01 DTS
Meas Guidance v04 dated 04/05/2017.

The sample was used to configure the EUT to continuously transmit at a specified output power in all channels.

CONDUCTED MEASUREMENTS
The equipment under test was set up in a shielded room and it is directly connected to the spectrum analyzer.

SPECTRUM
EUT ANALYZER

The DC supply voltage is applied using an external power supply which voltage is calibrated using a multimeter.

Report No: (NIE)
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RADIATED MEASUREMENTS

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at a distance of
3 m for the frequency range 30 MHz-1000 MHz (30 MHz-1000 MHz Bilog antenna) and at a distance of 1m for
the frequency range 1 GHz-25 GHz (1 GHz-18 GHz Double ridge horn antenna and 18 GHz-40 GHz horn
antenna).

For radiated emissions in the range 1 GHz-25 GHz that is performed at a distance closer than the specified distance,
an inverse proportionality factor of 20 dB per decade is used to normalize the measured data for determining

compliance.

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and
orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

The test was performed with the equipment transmitting first with only the 2.4 GHz BT LE radio and repeated with
433.92 MHz and 125 kHz radios transmitting simultaneously to check the impact of the co-location of the other
radio interfaces. The results and plots below show the worst results obtained.

Report No: (NIE)
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Radiated measurements setup f <1 GHz

ANECHOIC CHAMBER
Measuring 360° %OSTIng
Antenna able
‘ ‘ | 3 mdistance
1%
AntennaMast

| (Antennaheight variation: 1-4 m)

Spectrum analyser

Shielded Control RoomFor

Radiated Measurements

Radiated measurements setup f > 1 GHz

D DEKRA

Preamplifier

Hor antenna

VWWWWWWWWWWWWWWWWWWWVY

EUT

1 m distance

-

M

Spectrum
analyser

Shielded control room for
radiated measurements
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RESULTS

(see next plots).

Occupied Bandwidth

D DEKRA

Lowest frequency | Middle frequency | Highest frequency
2402 MHz 2440 MHz 2480 MHz
99% bandwidth (MH2z) 1.035 1.035 1.037
-26 dBc bandwidth (MHz) 1.298 1.297 1.314
Measurement uncertainty (kHz) <+ 8.33
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Lowest Channel

Ref 18 dBm Atten 20 dB
#Peak e
Log
18 ﬁrf/J
dB/ N\
> ra
— i \E
LeAw
Ml s2
Center 2.402 800 GHz Span 5 MHz
#Res BW 47 kHz #YBH 156 kHz Sweep 2,198 ms (1000 pts)
Occupied Bandwidth Occ BH % Pur  99.00 ¥
l @35@ MHZ X dB -26.60 4B

Transmit Fregq Error  16.582 kHz
% dB Bandwuidth 1.298 MHz

Middle Channel

3 Agilent
Ref 18 dBm Atten 20 dB
#Peak
Log
16 qr“’/ &
dB/
> ra
B "
o]

/‘"’“\W\/’ e
LeAw
Ml s2
Center 2.440 800 GHz Span 5 MHz
#Res BW 47 kHz #YBH 156 kHz Sweep 2,198 ms (1000 pts)
Occupied Bandwidth Occ BH % Pur  99.00 7

l @351 MHZ X dB -26.60 4B

Transmit Freq Error  16.252 kHz
% dB Bandwuidth 1.297 MHz
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Highest channel

3 Agilent
Ref 18 dBm Atten 20 dB
#Peak
LDQ ]
16 &
dB/
>/ AE
a—’”&{}

w‘m\‘;’( W
LeAw
Ml s2
Center 2.480 00Q GHz Span 5 MHz
#Res BW 47 kHz #YBH 156 kHz Sweep 2,198 ms (1000 pts)
Occupied Bandwidth Occ BH % Pur  99.00 7

l @3?1 MHZ X dB -26.60 4B

Transmit Fregq Error  15.289 kHz
% dB Bandwuidth 1.314 MHz
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Section 15.247 Subclause (a) (2) / RSS-247 5.2. (a). 6 dB Bandwidth

SPECIFICATION
The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS

6 dB Bandwidth (see next plots).

Lowest frequency | Middle frequency | Highest frequency
2402 MHz 2440 MHz 2480 MHz
6 dB Spectrum bandwidth (kHz) 656.9 686.5 734.8
Measurement uncertainty (kHz) <+20.0

Verdict: PASS
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6 dB BANDWIDTH.
Lowest Channel

3 Agilent

D DEKRA

Ref 18 dBm

Atten 20 dB

a Mkrz B56.9 kHz
-0.02 dB

#Peak

Log 2R /’%“

T B S

2
™

dB/ |

——

Center 2.402 0O @ GHz
#Res B 100 kHz

#VBW 300 kHz

Middle Channel

3 Agilent

Ref 18 dBm

Atten 20 dB

Span 1 MHz
Sweep 1.BEE ms (1088 pts)

0.01 dB

#Peak
f’_'%‘\

" [T |

B/ "

Center 2.448 BO60 @ GHz
#Res B 100 kHz

#VBW 300 kHz

Span 1 MHz
Sweep 1.BEE ms (1088 pts)
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Highest Channel

3 Agilent

Ref 18 dBm

Atten 20 dB

D DEKRA

0.00 dB

#Peak

. e T e, | e ]

O o

B |

ol
-0.6

dBm
LagAw

WL 52

53 FC

£ifn
F>50k

Swp

Center 2.430 080 8 GHz
#Res BH 108 kHz

#\BW 300 kHz

Span 1 MHz

Sweep 1066 ms (1068 pts)
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D DEKRA

Section 15.247 Subclause (b) / RSS-247 5.4. (d). Maximum output power and antenna gain

SPECIFICATION

For systems using digital modulation in the 2400-2483.5 MHz band: 1 watt (30 dBm).
The e.i.r.p. shall not exceed 4 W (36 dBm) (Canada).

RESULTS

The maximum peak conducted output power was measured using the method according to point 9.1.1. of
Guidance for Performing Compliance Measurements on Digital Transmission Systems (DTS) Operating
Under 815.247 558074 D01 DTS Meas Guidance v04 dated 04/05/2017.

The EIRP power (dBm) is calculated by adding the declared maximum antenna gain to the measured conducted
power.

MAXIMUM OUTPUT POWER. See next plots.

Maximum declared antenna gain: +2.2 dBi.

Lowest frequency | Middle frequency | Highest frequency
2402 MHz 2440 MHz 2480 MHz
Maximum conducted power (dBm) 5.38 5.57 5.80
Maximum EIRP power (dBm) 7.58 7.77 8.00
Measurement uncertainty (dB) <+0.78

The maximum directional gain of the antenna is less than 6 dBi and therefore the maximum output power is not

required to be reduced from the stated values.

Verdict: PASS
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CONDUCTED PEAK POWER.
Lowest frequency

3 Agilent

Ref 18 dBm Atten 20 dB

Mkrl 2.481 752 GHz
5.38 dBm

#Peak

&
1

Log e

q_-__hh"‘“'-t_h

LagAw

WL 52

53 FC

£0f
FTun

Swp

Center 2.402 B8O GHz

#Res BH 1 MHz #YBH 3 MHz

Middle frequency

3 Agilent

Span 3 MHz
Sweep 1066 ms (1068 pts)

Ref 18 dBm Atten 28 dB

Mkrl 2.439 758 GHz
5.57 dBm

#Peak o
Log ] 1

——_

LagAw

WL 52

53 FC

£0f
FTun

Swp

Center 2.448 BB GHz

#Res BH 1 MHz #YBH 3 MHz

Span 3 MHz
Sweep 1066 ms (1068 pts)
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Highest frequency

3 Agilent

Ref 18 dBm

#Peak

LeAw

V1 oSs2
53 FC

£t
FTun
Swp

Center 2.480 BA0 GHz

Atten 20 dB

D DEKRA

Mkrl 2.479 746 GHz
5.88 dBm

[+]
.—'-'-"""_H_._F 1

—

/

#Res BW 1 MHz

#YBH 3 MHz

Span 3 MHz

Sweep 1.BEE ms (1088 pts)
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Section 15.247 Subclause (d) / RSS-247 5.5. Emission limitations conducted (Transmitter)

SPECIFICATION

In any 100 kHz bandwidth outside the frequency band in which the digitally modulated intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB below that
in the 100 kHz bandwidth within the band that contains the highest level of the desired power. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, the attenuation
required shall be 30 dB instead of 20 dB.

RESULTS:
Reference Level Measurement
Lowest frequency | Middle frequency Highest frequency
2402 MHz 2440 MHz 2480 MHz
Reference Level Measurement 5.30 5.44 5.51
(dBm)
Measurement uncertainty (dB) <+0.78

Lowest frequency 2402 MHz:

All peaks are more than 20 dB below the limit.

Middle frequency 2440 MHz:

All peaks are more than 20 dB below the limit.

Highest frequency 2480 MHz:

All peaks are more than 20 dB below the limit.

Measurement uncertainty (dB): < 2.03

Verdict: PASS
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Lowest frequency

¥ Agilent

Ref 18 dBm Atten 20 dB
#Peak

L T
AR
TS

Start 30 MHz Stop 25.880 GHz
#Res BH 106 kHz #UBH 308 kHz Sweep 2,387 5 (8192 pts)

Note: The peak shown in the plot above the limit is the carrier frequency.

Middle frequency

- Agilent

Ref 18 dBm Atten 20 dB
#Peak

Start 38 MHz Stop 25080 GHz
#Res BH 100 kHz #\BH 308 kHz Sweep 2387 5 (8192 pts)

Note: The peak shown in the plot above the limit is the carrier frequency.
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Highest frequency

Agilent

Ref 10 dBm Atten 20 dB
#Peak

Start 38 MHz Stop 25.086 GHz
#Res BH 100 kHz #\BH 386 kHz Sweep 2387 5 (8192 pts)

Note: The peak shown in the plot above the limit is the carrier frequency.
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D DEKRA

Section 15.247 Subclause (d) / RSS-247 5.5. Band-edge emissions compliance (Transmitter)

SPECIFICATION

In any 100 kHz bandwidth outside the frequency band in which the digitally modulated intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB below that
in the 100 kHz bandwidth within the band that contains the highest level of the desired power. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, the attenuation

required shall be 30 dB instead of 20 dB.

RESULTS:

Note: Radiated measurements were used to show compliance with the limits in the restricted bands 2.31-2.39 GHz

and 2.4835-2.5 GHz.

1. LOW FREQUENCY SECTION. CONDUCTED.

See next plot.

3 Agilent

Ref 18 dBm Atten 20 dB

a Mkrl -1.989 MHz
-46.07 dB

#Peak

Start 2.375 088 GHz
#Res BH 100 kHz

Verdict: PASS

#\BW 300 kHz

Stop 2.405 008 GHz
Sweep 3.276 ms (8192 pts)
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2. HIGH FREQUENCY SECTION. CONDUCTED.

See next plot.

D DEKRA

3 Agilent
a Mkrl 4,608 MHz
Ref 18 dBm Atten 20 dB -44.68 dB
#Peak
Log %
14
dB/

A .
P VIV N A A o a
£0fn ‘ v V v \( "Y
S

T ¥ %
Ul s WV‘W’L

Start 2.477 088 GHz

#Res BH 100 kHz

#\BW 300 kHz

Stop 2.507 008 GHz
Sweep 3.276 ms (8192 pts)

Measurement uncertainty (dB)

< +0.78

Verdict: PASS
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Section 15.247 Subclause (e) / RSS-247 5.2. (b) Power spectral density

SPECIFICATION

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the antenna
shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

RESULTS

The maximum power spectral density level in the fundamental emission was measured using the method PKPSD
(Peak PSD) according to point 10.2. of Guidance for Performing Compliance Measurements on Digital
Transmission Systems (DTS) Operating Under §15.247 558074 D01 DTS Meas Guidance v04 dated 04/05/2017.

Power spectral density (see next plots).

Lowest frequency | Middle frequency | Highest frequency
2402 MHz 2440 MHz 2480 MHz
Power spectral density (dBm) 5.28 5.39 5.47
Measurement uncertainty (dB) <+1.20

Verdict: PASS
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POWER SPECTRAL DENSITY
Lowest Channel

3 Agilent

Ref 18 dBm Atten 20 dB
#Peak

5.25 dBm

Log /‘f*\w——w-——f—ﬁ—-___

dBs L

T

LagAw

WL 52

53 FC

£ifn
F>50k

Swp

Center 2.402 000G A0 GHz

#Res BH 100 kHz #\BW 300 kHz

Middle Channel

3 Agilent

Span 985.4 kHz
Sweep 1892 ms (8192 pts)

Ref 18 dBm Atten 28 dB

Mkrl 2.439 757 8b GHz
5.339 dBm

#Peak
Log /__?_‘-n-.__._-—-_——-—'—"_"""‘-“—-—-.__

—.F.-----f"'_'_h"“\

-_,\_\K

LagAw

WL 52

53 FC

£ifn
F>50k

Swp

Center 2.448 B0 A0 GHz

#Res BH 100 kHz #\BW 300 kHz

Span 1.83 MHz
Sweep 1892 ms (8192 pts)
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Highest Channel

3 Agilent

D DEKRA

Mkrl 2.479 746 23 GHz
Fef 18 dBm Atten 26 dB 5.47 dBm
#Peak
Log '—”%“h—-‘——u—fﬂ‘_"‘“—"—wﬁ_ﬁ.———f"‘\\

dB/ /,,z’

LeAw

V1 oSs2

53 FC

£t
>0k

Swp

Center 2.480 000 A0 GHz
#Res B 100 kHz

#VBW 300 kHz

Span 1.182 MHz

Sweep 1892 ms (8192 pts)
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Section 15.247 Subclause (d) / RSS-247 5.5. Emission limitations radiated (Transmitter)

SPECIFICATION

Radiated emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c) / RSS-Gen):

Frequency Range Field strength (pV/m) Field strength Measurement
(MH2) (dBuv/m) distance (m)
0.009-0.490 2400/F(kHz) - 300
0.490-1.705 24000/F(kHz) - 30
1.705 - 30.0 30 - 30
30 - 88 100 40 3
88 - 216 150 43.5 3
216 - 960 200 46 3
960 - 25000 500 54 3

The emission limits shown in the above table are based on measurements employing CISPR quasi-peak detector
except for the frequency bands 9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these
three bands are based on measurements employing an average detector.

For average radiated emission measurements above 1000 MHz, there is also a limit corresponding to 20 dB above
the indicated values in the table is specified when measuring with peak detector function.

RSS-247. Attenuation below the general field strength limits specified in RSS-Gen is not required.

RESULTS:

The situation and orientation was varied to find the maximum radiated emission. It was also rotated 360° and the
antenna height was varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

All tests were performed in a semi-anechoic chamber at a distance of 3 m for the frequency range 30 MHz-1000
MHz and at distance of 1m for the frequency range 1 GHz-25 GHz.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.

Report No: (NIE)
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Frequency range 30 MHz-1000 MHz.

The spurious signals detected do not depend on the operating channel.

Spurious frequency Polarization Detector Emission Level | Measurement
(MH2z) (dBuv/m) Uncertainty (dB)
43.48300 Vv Quasi-peak 38.92 +3.88
95.86300 \% Quasi-peak 23.20 +3.88
120.11300 V Quasi-peak 28.60 + 3.88
208.14050 V Quasi-peak 29.11 + 3.88
218.14300 Vv Quasi-peak 25.60 +3.88

Frequency range 1 GHz-25 GHz

The results in the next tables show the maximum measured levels in the 1-25 GHz range including the restricted
bands 2.31-2.39 GHz and 2.4835-2.5 GHz (see next plots).

Spurious signals with peak levels above the average limit (54 dBuV/m at 3 m) are measured with average detector
for checking compliance with the average limit.

Lowest Channel

Spurious frequency Polarization Detector Emission Level Measurement
(GHz2) (dBuVv/m) Uncertainty (dB)

2.36985 H Peak 51.19 +4.87
Peak 56.16 + 4.87

2.38585 H
Average 43.45 +4.87
4.80425 V Peak 4455 +4.87
Peak 54.87 +4.87

7.20675 V
Average 50.85 +4.87
9.60875 V Peak 50.63 +4.87
Peak 55.44 +4.87

12.01125 H
Average 47.98 +4.87
Peak 58.15 +4.87

14.41025 V
Average 51.69 +4.87
16.81225 V Peak 53.36 +4.87
19.21400 V Peak 50.07 +4.87
24.02253 V Peak 44.89 +4.87
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Middle Channel

Spurious frequency Polarization Detector Emission Level Measurement
(GH2) (dBuv/m) Uncertainty (dB)
4.87975 V Peak 45.54 +4.87
7.31925 V Peak 53.27 +4.87
9.75925 V Peak 51.19 +4.87
12.19875 H Peak 53.62 +4.87
Peak 60.97 +4.87
14.63875 (*) V

Average 55.74 +4.87

19.52227 V Peak 50.16 +4.87

(*): This spurious frequency is outside the restricted bands as defined in §15.205(a). The measured maximum
carrier level at 3 m was 99.07 dBuV/m (Peak) so the spurious level is more than 20 dB below the carrier level.

Highest Channel

Spurious frequency Polarization Detector Emission Level | Measurement
(GH2) (dBuv/m) Uncertainty (dB)

Peak 66.99 +4.87

2.48359 H
Average 46.27 +4.87
Peak 64.81 +4.87

2.48548 H
Average 42.04 +4.87
4.96025 VvV Peak 46.72 +4.87
7.44075 V Peak 50.99 +4.87
Peak 54.29 +4.87

9.92125 VvV
Average 48.49 +4.87
Peak 54.65 +4.87

12.39925 H
Average 46.71 +4.87
Peak 63.08 +4.87

14.87875(*) H
Average 56.95 +4.87
19.83827 V Peak 48.94 +4.87
24.80280 \Y Peak 42.30 +4.87

(*): This spurious frequency is outside the restricted bands as defined in §15.205(a). The measured maximum
carrier level at 3 m was 98.12 dBuV/m (Peak) so the spurious level is more than 20 dB below the carrier level.

Verdict: PASS
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FREQUENCY RANGE 30 MHz-1000 MHz.

® RBW 100 kHz
VBW 300 kHz

Ref 70 dBuvV/m AT 0 dB SWT 100 ms
70
—60
VIEW
—50

FCC]15

—20

10

F-10

F-20

-30

Start 30 MHz 97 MHz/ Stop 1 GHz

(This plot is valid for all three channels. The plot above shows the results of the scan using peak detector. The
peak above the limit of 46 dBuV/m is the carrier for 433.92 MHz radio).
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FREQUENCY RANGE 1 GHz to 3 GHz.

CHANNEL: Lowest (2402 MHz).

Multiview | Spectrum
Ref Level 80.00 dBuv/m ® RBW 1 MHz

& Att 0dB ® SWT 1s ® VBW 3 MHz Mode Auto Sweep
TOF

1 Frequency Sweep

H1 74.000 dBpy/m

70 dBpv/mr

60 dBpv/m:

H2 54,000 dBpv/mr

S0 dBpv/m:

g

20 dBpv/m

10 dBpv/m:

0 depvm

-10 dBpv/m:

1.0 GHz 30000 pts 200.0 MHz/

3.0 GHz
—

Note: The peak shown in the plot above the limit is the carrier frequency.

CHANNEL: Middle (2440 MHz).

MultiView | Spectrum
Ref Level 80.00 dBuv//m ® RBW 1 MHz

& Att 0dB & SWT 15 ® VBW 3 MHz Mode Auto Sweep
TOF

1 Frequency Sweep

H1 74.000 dBpy/m

70 dBpv/mr

60 dBuvym

HZ2 54.000 dBpA T

S0 dBpv/mr

u . -
o

20 dBpv/mr

10 dBpv/m:

0 dBpifm

-10 dBpv/m:

1.0 GHz 30000 pts 200.0 MHz/

g

3.0 GHz

Note: The peak shown in the plot above the limit is the carrier frequency.
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CHANNEL: Highest (2480 MHz).

Ref Level 80.00 dBuv/m
& Att
TDF
1 Frequency Sweep

0dB ® SWT 15 ® VBW 3 MHz

MultiView | Spectrum

® RBW 1 MHz

Mode Auto Sweep

70 dBuvym

H1 74.000 depy/mr

60 dBpv/mr

50 dBpv/mr

H2 54.000

dBpY/ T

o

i

20 dBuvym

10 depv/m:

0 depvfm

-10 dBpv/m:

1.0 GHz

30000 pts

200.0 MHz/

Note: The peak shown in the plot above the limit is the carrier frequency.
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FREQUENCY RANGE 3 GHz to 18 GHz.
CHANNEL.: Lowest (2402 MHz).

MultiView | Spectrum

Ref Level 80.00 dBuh/m ® RBW 1 MHz

TOF
1 Frequency Sweep

& Att 0dB ® SWT 1= ® VBW 3 MHz Mode Auto Sweep

H1 74.000 dBpv/m
70 dBpv/m

60 dBpV/m:

HZ 54.000 dBpv/mr
S0 dBpV/m:

40 dBpv/m

¥

10 dBpWm:

0 depifm

-10 dBpv/m:

3.0 GHz 30000 pts

1.5 GHz/

18.0 GHz
—

CHANNEL: Middle (2440 MHz).

1 Frequency Sweep

H1 74.000 dBuv/m

MultiView | Spectrum E]
Ref Level 80.00 dBuv/m = RBW 1 MHz
@ Att 0dB @ SWT 1 s ® VBW 3MHz Mode Auto Sweep
TDF

70 dBpii/m

60 dBpi/m

HZ 54.000 dBpv/m

S0 dBpw/m:

40 depvfm |

P

i
el

10 depii/m

0 dBpv/m

-10 depv/m

3.0 GHz 30000 pts

1.5 GHz/

18.0 GHz
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CHANNEL: Highest (2480 MHz).

MultiView | Spectrum

Ref Level £0.00 dBuv/m
@ AL
TDF

1 Frequency Sweep

Ode ® SWT 15 ® VBW 3 MHz

= RBW 1 MHz

Mode Auto Sweep

70 dBpii/m

H1 74.000 dBuv/m

a0 depv/m

S0 dBpv/m

HZ 54,000 dBpv/im

40 dBpiy/m

10 depv/m

0 gep

-10 dBpv/m

3.0 GHz

30000 pts

1.5 GHz/

18.0 GHz
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FREQUENCY RANGE 18 GHz to 26 GHz.

CHANNEL.: Lowest (2402 MHz).

MultiView (| Spectrum

Ref Level 80.00 dBuW/m ® RBW 1 MHz
Att 0dB ® SWT 15 ® VBW 3 IMHz

Iency Sweep

HZ 74.000 dBpv/m

Mode &uto Sweep

70 dBpw/m

60 depwvm

H1 54.000 dBpv/m

30 depvim

40 dBpi/m

30 dBpii/m

PRPT R o dearlab o i P,

20 dBpw/m

ol

10 dBpv/m

0 dByt

-10 dBpv/m:

18.0 GHz

30000 pts

800.0 MHz/

CHANNEL: Middle (2440 MHz).

MultiView | Spectrum

Ref Level 80.00 dBuW/m ® RBW 1 MHz
Att 0dB ® SWT 15 ® VBW 3 IMHz
TOF

1 Frequency Sweep

HZ 74.000 dBpv/m

Mode &uto Sweep

70 dBpw/m

&0 dBpi/m

H1 54.000 dBpv/m

S0 depvim

40 dBpii/m

30 dBpi/m

JUTRNIPTap ey

Ll m " v
b P

20 dBpi/m

10 dBpw/m:

0 dBpv/m

-10 depvim

18.0 GHz

30000 pts

800.0 MHz/

26.0 GHz
—
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CHANNEL : Highest (2480 MHz).

Att
TDF

Ref Level 80.00 dBpw//m

MultiView | Spectrum

1 Frequency Sweep

70 dBpi/m

® RBW 1 MHz
0dB ® SWT 15 ® VBW 3IMHz

Mode Auto Sweep

H2 74.000 dBpv/m

&0 dBpi/m

S0 dBpi/m

H1 54.000 dBpv/m

30 dBpv/m

40 By I‘ il

YV |

1

i~ P i
NN

20 dBpii/m

L

AR P TTR RO
" he

kg

o o A

ot

Vo i

et P

10 dBpv/m

0 depvfm

-10 depvim

18.0 GHz

30000 pts

800.0 MHz/

26.0 GHz
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FREQUENCY RANGE 2.31 GHz to 2.39 GHz. (RESTRICTED BAND)
CHANNEL.: Lowest (2402 MHz).

MultiView )| Spectrum [3

Ref Level 80.00 dBuv/m ® RBW 1 MHz
@ Att 0dB @ SWT 1s @ VBW 3 MHz Mode Auto Sweep
TDF

1 Frequency Sweep

H1 74.000 dBpivfm
70 dBpi/m

&0 dBpi/m

H2 54,000 ‘EIBU m

50 dBpii/m
40 dBpii/m

‘ ot SRR N ssntonts csrdsinussiosiaivasd iy

30 dBpii/m

20 dBpiy/m

10 dBpv/m

0 dBpv/m

-10 depvim

2.31 GHz 30000 pts 8.0 MHz/ 2.39 GHz

CHANNEL: Middle (2440 MHz).

MultiView | Spectrum [3

Ref Level 80.00 dBuv/m ® RBW 1 MHz
@ Att 0dB @ SWT 15 ® VBW 3 MHz Mode Auto Sweep
TDF

1 Frequency Sweep

H1 74.000 dBpv/m
70 depwim

60 dBpw/m

H2 54.000 ‘dBu i)

S0 dBpv/m

40 dBpi/m

Tp— I . " - I L

30 dBpw/m

20 depvim

10 dBpv/m

0 dBpW/m

-10 depvim

2.31 GHz 30000 pts 8.0 MHz/ 2.39 GHz
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CHANNEL.: Highest (2480 MHz).

MultiView | Spectrum

Ref Level £0.00 dBpv/m @ RBW 1 MHz

@ Att 0dB & SWT 15 ® VBW 3 MHz Mode Auto Sweep
TOF

1 Frequency Sweep

H1 74.000 depi/m

70 dBpm

60 depm

H2 94,000 dBpv/m

S0 depvim

40 depvim

30 depvm

20 dBpv m

10 dBpvm

0 dBpv/m

-10 depyfm

2.31 GHz 30000 pts 8.0 MHz/ 2.39 GHz
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FREQUENCY RANGE 2.4835 GHz to 2.5 GHz. (RESTRICTED BAND).

CHANNEL: Lowest (2402 MHz).

MultiView )| Spectrum [3

Ref Level 80.00 dBuv/m = RBW 1 MHz
@ Att 0dB @ SWT 1s @ VBW 3 MHz Mode Auto Sweep
TDF

1 Frequency Sweep

H1 74.000 dBpivfm
70 dBpi/m

&0 dBpi/m

H2 54,000 ‘EIBu m

50 dBpii/m

40 dBpw/m

" Yo

30 dBpiy/m

20 dBpii/m

10 dBpv/m

0 gep

-10 depv/m

2.4835 GHz 30000 pts 1.65 MHz/ 2.5 GHz

CHANNEL: Middle (2440 MHz).

MultiView | Spectrum

Ref Level 80.00 dBuv/m & RBW 1 MHz
& Att 0dB ® SWT 1s & VYBW 3MHz Mode Auto Sweep
TDF

1 Frequency Sweep

H1 74.000 dBpv/m
70 dBpiy/m

60 dBpi/m

H2 54,000 dBpv/m

S0 depvm

40 dBpii/m

" " I . s " "

30 dBpw/m

20 dBpi/m

10 depii/m

0 dBpv/m

-10 dBpv/m:

2.4835 GHz 30000 pts 1.65 MHz/ 2.5 GH;
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CHANNEL: Highest (2480 MHz).

MultiView | Spectrum
Ref Level 30.00 dBuv/m

TOF
1 Frequency Sweep

® RBW 1 MHz

& Att 0dB ® SWT 1s & VBW 3MHz Mode Auto Sweep

H1 74.000 dBpv/m
70 depvim

H2 54,000

dBuv/m

ity

PR P T

B Tk

il

bty Lo Ll

50 dBpii/m

40 dB !

30 dBpv/m

P —

20 dBpi/m

10 dBpifm

0 dByt

-10 depv/m

2.4835 GHz

30000 pts

1.65 MHz/

2.5 GHz

™
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