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This report shall not be reproduced except in full, without the written approval of Eurofins KCTL Co.,Ltd. This
document may be altered or revised by Eurofins KCTL Co.,Ltd. personnel only, and shall be noted in the
revision section of the document. Any alteration of this document not carried out by Eurofins KCTL Co.,Ltd.
will constitute fraud and shall nullify the document. This test report is a general report that does not use the
KOLAS accreditation mark and is not related to KS Q ISO/IEC 17025 and KOLAS accreditation.

Note. The report No. KR26-SRF0181 is superseded by the report No. KR26-SRF0181-A.

General remarks for test reports

Statement concerning the uncertainty of the measurement systems used for the tests
(may be required by the product standard or client)

[ Internal procedure used for type testing through which traceability of the measuring uncertainty
has been established:

Procedure number, issue date and title:
Calculations leading to the reported values are on file with the testing laboratory that conducted the testing.

X statement not required by the standard or client used for type testing
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1. General information

Client
Address
Manufacturer
Address

Laboratory
Address
Accreditations

2. Device information

Equipment under test
Model

Frequency range
Modulation technique
Number of channels
Power source
Antenna specification
Software version
Hardware version
Test device serial No.

Operation temperature

Suprema Inc.

17F-5, Parkview officetower,, 248, Jeongjail-ro, Bundang-gu,
Seongnam-si, Gyeonggi-do, Korea

Moca System Inc.

17-04, 17F Parkview Office Tower, 248, Jeongjail-ro, Bundang-gu, Seongnam-si,
Gyeonggi-do, Republic of Korea

Eurofins KCTL Co.,Ltd.

65, Sinwon-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16677, Korea
FCC Site Designation No: KR0040, FCC Site Registration No: 687132
VCCI Registration No. : R-20080, G-20078, C-20059, T-20056

CAB Identifier: KR0040

ISED Number: 8035A

KOLAS No.: KT231

XPass Q2

XPQ2-DPB

127 iz (RFID)

ASK

lch

DC12~24V, PoE 48V
Coil antenna (RFID)

1.0.0

1.0.0
547850474
20 T ~50 C
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2.1. Frequency/channel operations
This device contains the following capabilities:
RFID(127 Kiz)

Ch. Frequency (ki)

01 127
Table 2.1.1. RFID

2.2. RF power setting in TEST S

Operation mode Test mode Test Program Power Setting
DC24V Default
RFID PoE 48 V EUT Default
3. Antenna requirement

Requirement of FCC part section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an antenna
that uses a unigue coupling to the intentional radiator shall be considered sufficient to comply with the
provisions of this section.

Regquirement of RSS-Gen Section 6.8:

The applicant for equipment certification shall provide a list of all antenna types that may be used with the
transmitter, where applicable (i.e. for transmitters with detachable antenna), indicating the maximum
permissible antenna gain (in dBi) and the required impedance for each antenna. The test report shall
demonstrate the compliance of the transmitter with the limit for maximum equivalent isotropically radiated
power (e.i.r.p.) specified in the applicable RSS, when the transmitter is equipped with any antenna type,
selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of
each combination of transmitter and antenna type, with the transmitter output power set at the maximum
level. However, the transmitter shall comply with the applicable requirements under all operational conditions
and when in combination with any type of antenna from the list provided in the test report (and in the notice
to be included in the user manual, provided below).

When measurements at the antenna port are used to determine the RF output power, the effective gain of
the device’s antenna shall be stated, based on a measurement or on data from the antenna’s manufacturer.

The test report shall state the RF power, output power setting and spurious emission measurements with
each antenna type that is used with the transmitter being tested.

Immediately following the above notice, the manufacturer shall provide a list of all antenna types which can
be used with the transmitter, indicating the maximum permissible antenna gain (in dBi) and the required
impedance for each antenna type.

-The transmitter has permanently attached Coil antenna (internal antenna) on board.

KCTL-TIR001-003/7 (220705) KP26-04430
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4. Summary of tests
FCC Part IC Rule
. Parameter Test results
section(s) reference
RSS-210 Field Strength of Fundamental and
15.209(a) Issue 11 (8) Spurious Emission Pass
2.1049 - 20dB Bandwidth Pass
RSS-Gen . .
- Issue 5 (6.7) Occupied Bandwidth Pass
RSS-Gen .
15.203 Issue 5 (6.8) Antenna requirement Pass
RSS-Gen L
15.207(a) Issue 5 (8.8) AC Conducted Emission Pass
Notes:

1.

2.

All modes of operation and data rates were investigated. The test results shown in the following
sections represent the worst case emissions.

These tests were performed other than open field site, adequate comparison measurements were
confirmed against 30 m open field site. Therefore sufficient tests were made to demonstrate that
the alternative site produces results that correlate with the ones of tests made in an open field
based on KDB 414788.

. The fundamental of the EUT was investigated in three orthogonal orientations X, Y and Z. It was

determined that Z orientation was worst-case orientation. Therefore, all final radiated testing was
performed with the EUT in Z orientation.

. The test procedure(s) in this report were performed in accordance as following.

¢+ ANSI C63.10-2020+Cor.1-2023
+ ANSI C63.10-2020+Cor.1-2023+C63.10a-2024+Errata to C63.10a-2024

. The radiated test was performed with and without passive tag. The test results shown in the

following sections represent the worst case emissions.
+ Worst Case: Without passive tag

KCTL-TIR001-003/7 (220705) KP26-04430
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5. Measurement uncertaint

The measurement uncertainties shown below were calculated in accordance with the requirements

of ANSI C63.10-2020.

All measurement uncertainty values are shown with a coverage factor of k=2 to indicated a 95 % level
of confidence. The measurement data shown herein meets of exceeds the Ucispr measurement
uncertainty values specified in CISPR 16-4-2 and thus, can be compared directly to specified limits to

determine compliance.

Parameter Expanded uncertainty (%)
20 dB Channel Bandwidth 0.9 %
Occupied Bandwidth 0.9 %
Below 30 M 2.4 dB
Radiated spurious Emissions 30 Mz to 1 000 Mt 2.6 dB
(Bandedge, restricted band) 1 000 MMz to 18 000 M 4.7 dB
Above 18 000 Mt 4.8 dB
AC Conducted Emissions 150 kiz to 30 M 2.8 dB
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6.
6.1.

Test results

Test setup
The diagram below shows the test setup that is utilized to make the measurements for emission

from 9 kiz to 30 Mz Emissions

Field Strength of Fundamental and Spurious Emission

EUT
08m
Y
4 | 4
im
Limit
FCC

According to section 15.209(a), Except as provided elsewhere in this subpart, the emissions from an
intentional radiator shall not exceed the field strength levels specified in the following table:

Frequency (Mk) Field strength (4V/m) Measurement distance (m)
0.009 - 0.490 2 400/F(ktz) 300
0.490 - 1.705 24 000/F(kitz) 30
1.705 - 30 30 30
30 - 88 100** 3
88 - 216 150** 3
216 - 960 200** 3
Above 960 500 3

**Except as provided in paragraph (g), fundamental emissions from intentional radiators operating
under this section shall not be located in the frequency bands 54-72 M, 76—88 Mz, 174-216 Mz or
470-806 Miz. However, operation within these frequency bands is permitted under other sections of
this part, e.g., Section15.231 and 15.241.

IC

According to section RSS-Gen(8.9), except where otherwise indicated in the applicable RSS, radiated
emissions shall comply with the field strength limits shown in table 5 and table 6. Additionally, the level
of any transmitter unwanted emission shall not exceed the level of the transmitter’s fundamental
emission.

KCTL-TIR001-003/7 (220705) KP26-04430
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Table 5 — General field strength limits at frequencies above 30 MHz

Frequency Field strength
(MHz) (nV/m at 3 m)
30-88 100

88 -216 150
216 -960 200
Above 960 500

Table 6 — General field strength limits at frequencies below 30 MHz

Magnetic field strength (H- | Measurement
Frequency Field) distance
(nA/m) (m}
9-490 kHz! 6.37/F (F in kHz) 300
490 - 1705 kHz 63.7/F (F in kHz) 30
1.705 - 30 MHz 0.08 30

Note 1: The emission limits for the ranges 9-90 kHz and 110-490 kHz are
based on measurements employing a linear average detector.

Test procedure
ANSI C63.10 — Section 6.4

Test settings
Test Procedures for emission from 9 kiz to 30 Mk

a. The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter
anechoic chamber test site. The table was rotated 360 degrees to determine the position of the
highest radiation.

b. Then antenna is a loop antenna is fixed at one meter above the ground to determine the maximum
value of the field strength. Both parallel and perpendicular of the antenna are set to make the
measurement.

c. For each suspected emission, the EUT was arranged to its worst case and then the table was
turned from 0 degrees to 360 degrees to find the maximum reading.

d. The test-receiver system was set to peak and average detect function and specified bandwidth with
maximum hold mode.

e. Below 30 M frequency range, all orientations about parallel, perpendicular, and ground-parallel

were investigated then reported and the worse orientations of Face-on and Face-off were set for

final test.
- Face-on = Parallel, Face-off = Perpendicular

Notes:
1. f<30 M, extrapolation factor of 40 dB/decade of distance. Fq = 40log(Dm/Ds)
Where:

Fa Distance factor in dB

Dm Measurement distance in meters

Ds = Specification distance in meters
2. The test measurement distance is 3 meter
3. Limit (dB(#V/m)) = For 0.009 Mi - 0.490 Miz, 20*log(2 400/F(kllz)) dB(«V/m)
For 0.490 M - 1.705 Mz, 20*log(24 000/F(klz)) dB(zV/m)
For 1.705 Mz - 30 M, 20*log(30) = 29.54 dB(xV/m)

KCTL-TIR001-003/7 (220705) KP26-04430
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Test results
[DC 24 V]
Radiated Emissions Fundamental & 9 iz to 30 Mk
Face-on]
Frequency | Reading | Detector |[Ant. Factor |Amp. + Cable D;zt:,:gfe Factor Result Limit Margin
(M) (dB(xV)) Mode (dB) (dB) (dB) (dB)  |(dB(&V/m)) |(dB(&V/m)) |  (dB)
0.127 91.40 AV 20.19 -32.69 80.00 -92.50 -1.10 25.53 26.63
0.322 60.10 AV 20.10 -32.62 80.00 -92.52 -32.42 17.45 49.87
0.635 51.30 QP 20.10 -32.59 40.00 -52.49 -1.19 31.55 32.74
Face-off]
Frequency | Reading | Detector |[Ant. Factor |Amp. + Cable D;Ztc"igfe Factor Result Limit Margin
(M) (dB(xV)) Mode (dB) (dB) (dB) (dB)  |(dB(&V/m)) |(dB(¥/m)) |  (dB)
0.127 80.10 AV 20.19 -32.69 80.00 -92.50 -12.40 25.53 37.93
0.169 66.20 AV 20.17 -32.67 80.00 -92.50 -26.30 23.05 49.35
0.631 47.20 QP 20.10 -32.59 40.00 -52.49 -5.29 31.60 36.89
Notes:

1) Factor(dB) = Antenna Factor + Amp. Gain + Cable Loss - distance factor(dB)

2)

-80 is distance factor = 40*log(3/300), -40 is distance factor = 40*log(3/30)

3) The limits in CFR 47, Part 15, Subpart C, paragraph 15.209 (a), are identical to those in RSS-GEN Section
8.9, Table 6, since the measurements are performed in terms of magnetic field strength and converted to
electric field strength levels (as reported in the table) using the free space impedance of 377Q.

For example, the measurement frequency X iz resulted in a level of Y dBiV/m, which is equivalent to Y-
51.5 =Z dBwV/m, which has the same margin, W dB, to the corresponding RSS-GEN Table 6 limit as it has

to the 15.209(a) limit

R L

u ‘»anlnlw'\\w

A

e
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[POE 48 V]
Radiated Emissions Fundamental & 9 kiz to 30 Mk
Face-on]
Frequency | Reading | Detector |[Ant. Factor |Amp. + Cable D;Ztc?g?e Factor Result Limit Margin
(Mtz) (dB(xV)) Mode (dB) (dB) (dB) (dB)  |(dB(«&V/m)) |(dB(&V/m)) |  (dB)
0.127 90.20 AV 20.19 -32.69 80.00 -92.50 -2.30 25.53 27.83
0.169 72.50 AV 20.17 -32.67 80.00 -92.50 -20.00 23.05 43.05
0.881 55.50 QP 20.10 -32.55 40.00 -52.45 3.05 28.70 25.65
Face-off]
Frequency | Reading | Detector |Ant. Factor |[Amp. + Cable D;Ztc?g?e Factor Result Limit Margin
(Mtz) (dB(xV)) Mode (dB) (dB) (dB) (dB) (dB(eV/m)) | (dB(1V/m)) (dB)
0.127 86.50 AV 20.19 -32.69 80.00 -92.50 -6.00 25.53 31.53
0.228 66.60 AV 20.14 -32.65 80.00 -92.51 -25.91 20.45 46.36
0.881 51.60 QP 20.10 -32.55 40.00 -52.45 -0.85 28.70 29.55
8.833 52.10 QP 20.05 -32.53 40.00 -52.48 -0.38 29.54 29.92
Notes:

1) Factor(dB) = Antenna Factor + Amp. Gain + Cable Loss - distance factor(dB)
2) -80is distance factor = 40*log(3/300), -40 is distance factor = 40*log(3/30)

3) The limits in CFR 47, Part 15, Subpart C, paragraph 15.209 (a), are identical to those in RSS-GEN Section

8.9, Table 6, since the measurements are performed in terms of magnetic field strength and converted to
electric field strength levels (as reported in the table) using the free space impedance of 377Q.

For example, the measurement frequency X Kz resulted in a level of Y dB4V/m, which is equivalent to Y-
51.5 = Z dBw/m, which has the same margin, W dB, to the corresponding RSS-GEN Table 6 limit as it has

to the 15.209(a) limit

\\
SR — = —
]
Ll L Ly 1 L] SRS
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6.2. 20dB Bandwidth & Occupied Bandwidth

Test setup
Vo Vol
\/ \/
Spectrum
EUT Analyzer
Limit

For reporting purpose only

Test settings

The transmitter shall be operated at its maximum carrier power measured under normal test

conditions.

* The span of the analyzer shall be set to capture all products of the modulation process, including
the emission skirts.

* The resolution bandwidth (RBW) shall be in the range of 1% to 5% of the occupied bandwidth (OBW)
and video bandwidth (VBW) shall be approximately 3x RBW.

A peak, or peak hold, may be used in place of the sampling detector as this may produce a
wider bandwidth than the actual bandwidth (worst-case measurement). Use of a peak hold may
be necessary to determine the occupied bandwidth if the device is not transmitting continuously.

The trace data points are recovered and are directly summed in linear power level terms. The
recovered amplitude data points, beginning at the lowest frequency, are placed in a running
sum until 0.5% of the total is reached and that frequency recorded. The process is repeated for
the highest frequency data points (starting at the highest frequency, at the right side of the span,
and going down in frequency). This frequency is then recorded.

The difference between the two recorded frequencies is the 99% occupied bandwidth.

KCTL-TIR001-003/7 (220705) KP26-04430
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Test results

[DC 24 V]

20dB Bandwidth
(k)

Frequency
(Kitz)

Occupied Bandwidth (ki)

Limit

Low Frequency 126.593 8

127

High Frequency 127.484 4

20.718 6

Reporting purpose only

Test Plots

20dB Bandwidth

Occupied Bandwidth

127 Kk

127 Kk

Ref Level 10,00 dBm © RBW 100 H

Att 0B SWT 41.9ms (-85 ms) ® VBW 300 Hz _Mode Auto FFT

Ref Level 10,00 d8m

v
1 Occupied Bandwidth

© RBW 100 Hz
At 0B SWT 126 ms (173 ms) ® VBW 300Hz _Mode Auto FFT

1Pk Max
M) -2817d
2810
2
30 dbm 30 dim
40 40
e 48,180 0
- 60 o
] \ = —
™ \ .
e \ o o™ L A
i N \ i Wi ~7
e ] . ~L N e
© - = AN o . N _ 4,
0 0
100 100
G270 32001 pis 0.0/ Span 100.0kHz 12701z 32001 pts 10.0kHz/ Span 100.0kHz
2 Marker Table 2 Marker Table
[ 1 127.2437 kHz -28.18 dBm ndB 200dB. [0 1 127.2281 kHz -28.17 dBm Occ Bw 20.718559796 kHz
il 1 1265938 kHz -48.18 dBm ndB down BW 890.6 Hz T 1 11087755 kHz +67.88 dBm Occ Bw Centroid 121.236824931 kHz
hr) 1 1274884 4823 dbim QFactor 1429 n 1 1315961 kiz 7426 dBm Occ Bu Freg Offset 5763175 069 kiz
B T

01:11:42 BM 08/19/2026

01:16:31 BM  08/13/2026

Note:

Because the measured signal is CW/CW-like, adjusting the RBW per C63.10 would not be practical
since measured bandwidth will always follow the RBW and the result will be approximately twice the

RBW.
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[PoE 48 V]
Frequency 20dB Bandwidth
(kifz) (kttz)

Low Frequency 126.596 9 .
127 21.318 5 Reporting purpose only

High Frequency 127.478 1

Occupied Bandwidth (ki) Limit

Test Plots

20dB Bandwidth Occupied Bandwidth
127 Kk 127 Kz

Ref Level -10.00 dBm © RBW 100 Hz Ref Level 10,00 dBm © RBW 100 Hz
0B SWT 126 ms (173 ms) ® VBW 300Hz _Mode Auto FFT

o

i) Wil 2820 dBm
seo
2 2
-30 30
-40 40
- H1-48.160 d8im il 50 i
A\ ./
60 — 60 -
e ™ N
70 e /vﬂ\ 10 e 2 AN}
P JUVZAN — TN JUCSN
w0 T R NN SRS . w e A .
90 90
100
|CF 127.0 kHz 32001 pts. 10.0 kHz/ Span 100.0 kHz |CF 127.0 kHz 32001 pts. 10.0 kHz/ Span 100.0 kHz

2 Marker Table

2 Marker Table

M1 1 127.2281 kHz -28.16 dBm ndg 200dB M1 1 127.2156 kHz -28.24 dBm OccBw 21.318496866 kHz
T 1 126599 kHz 4816 dBm ndB down BW 881.2 Hz T 1 11087718 kHz 6857 dBm Occ B Centroid 121536428367 kHz
T2 1 127.478 1 kHz -48.21 dBm QFactor 144.4 irs 1 132.195 68 kHz -74.85 dBm Occ Bw Freg Offset -5.463 571633 kHz

Measuring [ ey Messuring...  NNRRNNNNN & TR

01:13:12 PM 08/19/2026 01:21:15 BM  08/13/2026

Note:
Because the measured signal is CW/CW-like, adjusting the RBW per C63.10 would not be practical

since measured bandwidth will always follow the RBW and the result will be approximately twice the
RBW.
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6.3. AC Conducted emission
Test setup

Limit

According to 15.207(a), RSS-Gen(8.8),

for an intentional radiator that is designed to be connected to the public utility (AC) power line, the
radio frequency voltage that is conducted back onto the AC power line on any frequency or
frequencies, within the band 150 kilz to 30 M, shall not exceed the limits in the following table, as
measured using a 50uH/50 ohm line impedance stabilization network (LISN). Compliance with the
provision of this paragraph shall on the measurement of the radio frequency voltage between each
power line and ground at the power terminal. The lower applies at the boundary between the
frequencies ranges.

A Conducted limit (dBuV/m)
Frequency of Emission (M) :
Quasi-peak Average
0.15-0.50 66 - 56* 56 - 46*
0.50 - 5.00 56 46
5.00 - 30.0 60 50

Measurement procedure

1. The EUT was placed on a wooden table of size, 1 m by 1.5 m, raised 80 cm in which is located
40 cm away from the vertical wall and 1.5m away from the side wall of the shielded room.

2. Each current-carrying conductor of the EUT power cord was individually connected through a
50Q/50uH LISN, which is an input transducer to a spectrum analyzer or an EMI/Field Intensity
Meter, to the input power source.

3. Exploratory measurements were made to identify the frequency of the emission that had the
highest amplitude relative to the limit by operating the EUT in a range of typical modes of operation,
cable position, and with a typical system equipment configuration and arrangement. Based on the
exploratory tests of the EUT, the one EUT cable configuration and arrangement and mode of
operation that had produced the emission with the highest amplitude relative to the limit was
selected for the final measurement.

4. The final test on all current-carrying conductors of all of the power cords to the equipment that
comprises the EUT (but not the cords associated with other non-EUT equipment is the system)
was then performed over the frequency range of 0.15 Mk to 30 M.

5. The measurements were made with the detector set to peak amplitude within a bandwidth of 10
kiz or to quasi-peak and average within a bandwidth of 9 kiz. The EUT was in transmitting mode
during the measurements.
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Test results

[DC 24 V]

KCTL hc. <<AC Conducted Em Bsbn>>
ShieHoom
Progct :KP26-04430 Standard
seral : Rem arkl
Operabor B Rem an2
AC Power 1110V, 60 Hz Rem a3
Temp Hum Hity B Rem arkd
[CLEIC)]
80 E <B_AC>
£ ——————— LinitQP)
70 —————— Lnk@V)
B <KP26-04430_XPQ2 DPE_125 kHz DC 24 V>
B ——————— Spectun (N_AAV)
60 —— Spectium (N_A PK)
E — Spectun (LI_A AV)
E Spectum (LL_A PK),
wf o —— T fimemEmad)
E E f?\ —_— Fnaplltem-QP A)
¢ - T Fial len -AVQ_A)
k) = i \ ———o—— Fhallen-QP(LI_A)
- \ A rJ\‘\n e . 2 Final lem -AVQLA)
c M ™ oo AL
WAl AP g LT Y f
BT WA el Ty n | [
E VAN Vit ol L
: N w
0 E
0150 0500 1.000 5.000 10.000 30.000
Frequency MMHZ]
Final Result
-—- N_A Phase ——
No. Frequency Reading Reading c.f Result Result Limit Limit Margin  Margin
P CAV P CAV P A ® CAV
][] [Bu)]  [dB]  [Bu)] [Bu)] [Bu)] [Bu)]  [dB] [cB]
1 0.16505 18.. 5.5 10.4 29.2 15.9 65.2 55.2 36.0 39.3
2 0.80622 14.3 7.0 10.1 24.4 17.1 56.0 46.0 31.6 28.9
3 1.32006 13.0 6.3 10.0 23.0 16.3 56.0 46.0 33.0 29.7
4 1.95049 9.0 3.0 10.0 19.0 13.0 56.0 46.0 37.0 33.0
5 4.03254 9.1 3.2 9.9 19.0 13.1 56.0 46.0 37.0 32.9
6 23.1342 6.3 3.2 11.3 17.6 14.5 60.0 50.0 4.4 35.5
—-- L1_A Phase -—
No. Frequency Reading Reading c.f Result Result Limit Limit Margin Margin
P CAV P CAV P A P CAV
Mzl  [B)] [B)]  [dB]  [B(u)] [dBu)] [dBu)] [B.)]  [dB] [cB]
1 0.43688 33.8 26.6 10.2 44.0 36.8 57.1 47.1 13.1 10.3
2 1.13909 14.0 7.7 10.0 24.0 17.7 56.0 46.0 32.0 28.3
3 2.3378 10.5 3.9 9.9 20.4 13.8 56.0 46.0 35.6 32.2
4 3.15407 10.6 4.3 9.9 20.5 14.2 56.0 46.0 35.5 31.8
5 11.71373 12.3 7.2 10.8 23.1 18.0 60.0 50.0 36.9 32.0
6 27.13259 14.6 11.0 11.3 25.9 2.3 60.0 50.0 34.1 2
[POE 48 V]
KCTL hc. <<AC Conducted Em sbn>>
shieboon
Popct :KP26-04430 stndard
Seral H Rem ankl
Operaor B Rem an2
C Power 1110 V,60 Hz Rem a3
Temp Hum dity : Rem a4
@B @]
80 <B_AC>
Lin kQP)
—————— Ln k@)
<KP26-04430_XPQ2_DPB_125 kHz_POE 48 V>
————— Spectum (N_AAVY
Spectum (A PK)
= — Spectun (LT_AAV)
Spectium (L1_A PK)
E — Suspecied lem (N_A)
fo — Suspected Ken L1_A)
- (RN Fial lem -QP(N_A)
F 40 H—— Final lem -AVN_AY
3 H W Fiallkem -QPQ1_A)
20 f Ll Y“,h‘ Final len -AVQLA)Y
E T MR -
20F Vfﬂ\i ATl
Fasin \
wf”mw g i
° E
0150 0500
Frequency MHZ]
Final Result
-— N_A Phase —
No. Frequency Reading Reading c.f Result Result Limit Limit Margin  Margin
P CAV P CAV P AV ® CAV
[z] ~ [dB)] [Bw)]  [0B] [dB(u)] [dB(UW)] [dB(U)] [dB(UW)]  [dB] [cB]
1 0.15577 35.9 15.5 10.2 46.1 25.7 65.7 55.7 19.6 30.0
2 0.33866 26.4 19.2 10.1 36.5 29.3 59.2 49.2 2.7 19.9
3 1.77191 2.2 19.1 10.1 32.3 29.2 56.0 46.0 23.7 16.8
4 2.21495 26.9 25.7 9.9 36.8 35.6 56.0 46.0 19.2 10.4
5 5.47549 19.8 13.4 10.0 29.8 23.4 60.0 50.0 30.2 26.6
6 29.27199 5.2 -0.7 11.4 16.6 10.7 60.0 50.0 43.4 39.3
--- L1_A Phase -—
No. Frequency Reading Reading c.f Result Result Limit Limit Margin  Margin
P CAV P CAV P AV P CAV
] [Bu] [B.u)]  [d]  [Bu)] [Bu)] [Bu)] [Bu)]  [dB] [cB]
1 0.17186 32.4 12.6 10.4 42.8 23.0 64.9 54.9 2.1 31.9
2 0.88445 17.4 15.1 10.0 27.4 25.1 56.0 46.0 28.6 20.9
3 1.32927 21.7 19.4 10.0 31.7 29.4 56.0 46.0 24.3 16.6
4 2.21669 26.4 25.3 9.9 36.3 35.2 56.0 46.0 19.7 10.8
5 11.52328 16.5 10.7 10.8 27.3 21.5 60.0 50.0 32.7 28.5
6 29.69902 6.1 0.0 11.4 17.5 11.4 60.0 50.0 42.5 38.6
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7. Measurement equipment
Equipment Name Manufacturer Model No. Serial No. Next Cal. Date
Spectrum Analyzer R&S FSVv40 100988 27.04.06
Spectrum Analyzer R&S FSV3044 101426 27.02.20
. SONOMA
Amplifier INSTRUMENT 310N 421910 27.07.06
Bi-log Antenna Teseq GmbH CBL 6112D 61521 26.12.11
Loop Antenna R&S HFH2-Z2 100355 28.06.29
AC/DC Power Supply KIKUSUI PCR2000W GB001619 27.04.23
Vector Signal R&S SMBV100A 257566 27.07.06
Generator
Controller INNCO SYSTEMS C0O3000 1442/54370322/P N/A
Antenna Mast INNCO SYSTEMS MA4640-XP-ET AMO002 N/A
Turn Device INNCO SYSTEMS DS1200-S-1t 0001 N/A
TWO-LINE V-
NETWORK R&S ENV216 101358 27.04.21
EMI TEST RECEIVER R&S ESCI3 101408 27.08.11
RF-N type
Cable Assembly HUBER+SUHNER SUCOFLEX 104 2 92/40G-002 27.05.26
Cable Assembly HUBER+SUHNER SUCOFLEX 102 | RF 2.92/40G-008 27.05.26
Cable Assembly HUBER+SUHNER SUCOFLEX 102 | RF-2.92/40G-002 27.05.26
End of test report
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