

















D6.5GHzV2 SN 1096 Extended Dipole Calibrations

Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary, and the calibration
interval can be extended.

Dipole D6.5GHzV2 (SN 1096)

6.5GHz Head Liquid

Date of Return o Real Imaginary

Measurement Loss(dB) A% Impedance (Q) AQ Impedance (Q) AQ
2023-05-11

(Cal. Report) -25.66 / 46.281 / -3.374 /
2024-05-14 25.5552 0.41 47 0.719 3 0.374
(extended)
2025-05-13 125,761 0.39 47.112 0.831 26138 0.7602
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.
Dipole Verification Data: 2024-05-14




Dipole Verification Data: 2025-05-13



























10GHz SN 1055 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior
calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not

necessary, and the calibration interval can be extended.

10GHz (SN 1055)

Return Real Imaginary
Measurement A% AQ AQ
Loss(dB) Impedance (Q) Impedance (Q)
Cal. Report -39.609 / 49.204 / -0.66551 /
Extended -38.834 -1.96 47.081 -2.123 -0.10471 0.5608

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of

prior calibration. Therefore the verification result should support extended calibration.






