
Manufacturer: Advanced Microwave Engineering s.r.l.

Product: AMESPHERE Tracking Tag

FCC ID: UKOPLXTAGTRK

MPE limits (§1.1310)

Mode Frequency Duty Cycle Power
Antenna

Gain6 EIRP1,5 EIRP Distance PD2 PD Limit3 Margin
§2.1091

EIRP Limit4

MHz % dBm dBi dBm mW cm mW/cm2 mW/cm2 dB mW
LPD 433.92 100 -25.06 -10 -35.06 0.0003 0.5 0.0001 0.289 34.6 1

1EIRP = ( Power dBm + Antenna Gain dBi ) + 10 x Log ( Duty Cycle % / 100 )
2PD = EIRP / (4xπxD2)
3CFR 47 Part 1, §1.1310(e), Table 1, (ii) Limits for General Population/Uncontrolled Exposure
4CFR 47 Part 1, §1.1307 (b)(3)(i)(A) Exemption limit
5See FCC ID: UKOPLXTAGTRK test report n. REP161424
6See Antenna design.pdf

Conclusion:
According to CFR 47 Part 1, §1.1307 (b)(3)(i)(A), the transmitter is exempt  from routine SAR evaluation because the available maximum
time-averaged power is significantly below the applicable exemption threshold of 1 mW, regardless of separation distance.


