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Company name
Address
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Postal code
Country
Telephone
Facsimile
Website

Site number

Limits of responsibility

Nemko S.p.A.
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Biassono

MB

20853

Italy

+39 0392201201

+39 0392201221

www.nemko.com

FCC: 682159; IC: 9109A (CAB identifier:

Note that the results contained in this report relate only to the items tested and were obtained in the period between the date of initial receipt of samples

and the date of issue of the report.
This test report has been completed in accordance with the requirements of ISO/IEC 17025. All results contained in this report are within Nemko Canada’s

ISO/IEC 17025 accreditation.

Copyright notification

Nemko S.p.A. authorizes the applicant to reproduce this report provided it is reproduced in its entirety and for use by the company’s employees only. Any
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use which a third party makes of this report, or any reliance on or decisions to be made based on it, are the responsibility of such third parties.
Nemko S.p.A. accepts no responsibility for damages, if any, suffered by any third party as a result of decisions made or actions based on this report.
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Section 1 Report summary

Nemko

Section1. Report summary

1.1 Test specifications

FCC 47 CFR Part 15, Subpart C, Clause 15.231 Periodic operation in the band 40.66-40.70 MHz and above 70 MHz
RSS-210 Annex A.1, Issue 11, June 2024 Licence-Exempt Radio Apparatus: Category | Equipment. Momentarily operated devices

1.2  Test methods

ANSI C63.10-2020 + Cor. 1-2023 + C63.10a-2024 American National Standard of Procedures for Compliance Testing of Unlicensed Wireless Devices
+ Errata to C63.10a-2024

RSS-Gen, Issue 5, March 2019 + Amendment 1 General Requirements for Compliance of Radio Apparatus
(March 2019) + Amendment 2 (February 2021)
RSS-102, Issue 6, December 15, 2023 Radio Frequency (RF) Exposure Compliance of Radiocommunication Apparatus (All Frequency Bands)

1.3 Exclusions

None

1.4  Statement of compliance

In the configuration tested, the EUT was found compliant.

Testing was performed against all relevant requirements of the test standard except as noted in section 1.3 above. Results obtained indicate that the
product under test complies In full with the requirements tested. The test results relate only to the items tested.

See “Summary of test results” for full details.

1.5  Test report revision history

Table 1.5-1: Test report revision history

Revision # Date of issue Details of changes made to test report

REP161424 April 28, 2026 Original report issued
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Section 2 Engineering consideration

Nemko

Section 2. Engineering considerations

2.1 Modifications incorporated in the EUT for compliance

There were no modifications performed to the EUT during this assessment.

2.2 Technical judgment

None

2.3 Deviations from laboratory tests procedures

No deviations were made from laboratory procedures.

Report reference ID: ~ REP161424

Page 5 of 30



Section 3 Test conditions

Nemko

Section 3. Test conditions

3.1 Atmospheric conditions

Temperature 15°C-35°C
Relative humidity 20%-75%
Air pressure 86 kPa (860 mbar) — 106 kPa (1060 mbar)

When it is impracticable to carry out tests under these conditions, a note to this effect stating the ambient temperature and relative humidity during the
tests shall be recorded and stated.

3.2 Power supply range

The normal test voltage for equipment to be connected to the mains shall be the nominal mains voltage. For the purpose of the present document, the
nominal voltage shall be the declared voltage, or any of the declared voltages +5 %, for which the equipment was designed.
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Section 5

Nemko

Information provided by the applicant

Section 4. Measurement uncertainty

4.1 Uncertainty of measurement

The measurement uncertainty was calculated for each test and quantity listed in this test report, according to CISPR 16-4-2, ETSI TR 100 028-1, ETSI TR 100
028-2 and other specific test standards and is documented in Nemko Spa working manuals WML1002 and WML0078.

The assessment of conformity for each test performed on the equipment is performed not taking into account the measurement uncertainty. The two
following possible verdicts are stated in the report:
P (Pass) - The measured values of the equipment respect the specification limit at the points tested. The specific risk of false accept is up to 50% when the
measured result is close to the limit.
F (Fail) - One or more measured values of the equipment do not respect the specification limit at the points tested. The specific risk of false reject is up to
50% when the measured result is close to the limit.

Hereafter Nemko’s measurement uncertainties are reported:

Measurement

EUT Type Test Range ) Notes
Uncertainty
Frequency error 0.001 MHz + 40 GHz 0.08 ppm (1)
0.009 MHz + 30 MHz 1.1d8B (1)
Carrier power 30 MHz + 18 GHz 1.5dB (1)
RF Output Power 18 MHz + 40 GHz 3.0dB (1)
40 MHz + 140 GHz 5.0 dB (1)
Adjacent channel power 1 MHz + 18 GHz 1.4dB (1)
0.009 MHz + 18 GHz 3.0dB (1)
Conducted spurious emissions 18 GHz + 40 GHz 4.2 dB (1)
40 GHz + 220 GHz 6.0 dB (1)
Intermodulation attenuation 1 MHz + 18 GHz 2.2dB (1)
Attack time — frequency behaviour 1 MHz + 18 GHz 2.0ms (1)
Attack time — power behaviour 1 MHz + 18 GHz 2.5ms (1)
Conducted Release time — frequency behaviour 1 MHz + 18 GHz 2.0ms (1)
Release time — power behaviour 1 MHz + 18 GHz 2.5ms (1)
Transient behaviour of the tran§m|tter— Transient 1 MHz = 18 GHz 0.2 kHz (1)
R frequency behaviour
Transmitter Transient behaviour of the transmitter — Power level
ransient behaviour of the transmitter — Power leve 1 MHz + 18 GHz 9% (1)
slope
Frequency deviation - Maximum permissible
o 0.001 MHz + 18 GHz 1.3% (1)
frequency deviation
Frequency deviation - Response of the transmitter to

) ) 0.001 MHz + 18 GHz 0.5dB (1)

modulation frequencies above 3 kHz
Dwell time - 3% (1)
Hopping Frequency Separation 0.01 MHz + 18 GHz 1% (1)
Occupied Channel Bandwidth 0.01 MHz + 18 GHz 2% (1)
Modulation Bandwidth 0.01 MHz + 18 GHz 2% (1)
0.009 MHz + 26.5 GHz 6.0 dB (1)
Radiated spurious emissions 26.5 GHz + 66 GHz 8.0dB (1)
) 66 GHz + 220 GHz 10dB (1)

Radiated

10 kHz + 26.5 GHz 6.0 dB (1)
Effective radiated power transmitter 26.5 GHz + 66 GHz 8.0dB (1)
66 GHz + 220 GHz 10dB (1)

NOTES:

for a normal distribution corresponds to a coverage probability of approximately 95 %

(1) The reported expanded uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the coverage factor k = 2, which
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Section 5 Information provided by the applicant

Nemko

Section 5. Information provided by the applicant

5.1 Disclaimer

This section contains information provided by the applicant and has been utilized to support the test plan. Inaccurate information provided by the applicant
can affect the validity of the results contained within this test report. Nemko accepts no responsibility for the information contained within this section and
the impact it may have on the test plan and resulting measurements.

5.2  Applicant/Manufacturer

Applicant name Advanced Microwave Engineering Srl
Applicant address Via Lucca 44, Firenze 50142-Italy
Manufacturer name Same as applicant

Manufacturer address Same as applicant

5.3 EUT information

Product AMESPHERE Tracking Tag

Model PLX TAG TRACKING

Model variant(s) -

Serial number 100042

Part number -

Power supply requirements Battery: 3 V(DC)

Product description and theory It is a battery-powered device suitable for wearing and useful to make available the information
of operation about the presence of a ground operator in proximity of an industrial truck or areas access control.

They are multifrequency tag for human detection in workplaces and access control. Those tags
are activated from activator of the PLXSAFEMOVE SEN XX and PLXTRACKING-S family.

The activation can be with a 2,45GHz signal, useful in order to do a prewarning alarm at distances
greater than 20m.
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Section 5 Information provided by the applicant

Nemko

5.4 Radio technical information

Operation type X Periodic
O Non-periodic
Frequency band 433.92 MHz
Frequency Min (MHz) 433.05 MHz
Frequency Max (MHz) 434.79 MHz
Channel numbers -
RF power Max (W), Conducted N/A
Field strength, dBuV/m @ 3 m 76.0
Type of modulation ASK proprietary protocol
Emission classification -
Antenna information Antenna is a loop antenna gaining approximately -10dB

5.5 EUT setup details

5.5.1 Radio exercise details
Operating conditions Constant transmitting at maximum power
Transmitter state Maximum power
Receiver state Non active
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Nemko

5.5.2 EUT setup configuration

Section 5 Information provided by the applicant

2,AGHz antenna

Diode detector

Analog conditioning /

data slicer
Controller 433.92MHz 433.92MHz
Battery _—
transmitter antenna
Table 5.5-1: EUT sub assemblies
EUT setup configuration, continued
Antenna port
EUT | &
-\
Receiver/Spectrum Analyzer
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Figure 5.5-1: Testing block diagram
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Section 6 Summary of test results

Nemko

Section 6. Summary of test results

6.1  Testing location

Test location (s) Biassono

6.2 Testing period

Test start date April 20, 2026 Test end date April 28, 2026
6.3 Sample information
Receipt date April 20, 2026 Nemko sample ID number(s) PRJ0098393001
6.4 FCCPart15 Subpart A and C, general requirements test results
Table 6.4-1: FCC general requirements results
Part Test description Verdict
§15.207(a) Conducted limits Not applicable
§15.31(e) Variation of power source Pass
§15.31(m) Number of tested frequencies Pass
§15.203 Antenna requirement Pass
Notes: EUT is a battery operated device, the testing was performed using fresh batteries.
6.5 FCCPart15 Subpart C, intentional radiators test results
Table 6.5-1: FCC requirements results
Part Test description Verdict
§15.231(a) Conditions for intentional radiators to comply with periodic operation Pass
§15.231(b) Field strength of emissions Pass
§15.231(c) Emission bandwidth Pass
§15.231(d) Frequency tolerance for devices operating within 40.66-40.70 MHz band Not applicable?
§15.231(e) Conditions for intentional radiators to comply with periodic operation Not applicable
Notes: 1EUT does not operate in 40.66—40.70 MHz band

Report reference ID: ~ REP161424
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Section 6 Summary of test results

Nemko

6.6  ISED RSS-Gen, Issue 5, test results

Table 6.6-1: RSS-Gen requirements results

Part Test description Verdict

7.3 Receiver radiated emission limits Not applicable

7.4 Receiver conducted emission limits Not applicable

6.9 Operating bands and selection of test frequencies Pass

8.8 AC power-line conducted emissions limits Not applicable
Notes:

1According to sections 5.2 and 5.3 of RSS-Gen, Issue 5 the EUT does not have a stand-alone receiver neither scanner receiver, therefore exempt from receiver
requirements.

EUT is a battery operated device, the testing was performed using fresh batteries.

6.7 ISED RSS-210, Issue 11, test results

Table 6.7-1: ISED requirements results

Section Test description Verdict
A.1.2 Technical requirements Pass
A.l1.3 Field strengths Pass
Al.4 Bandwidth of momentary signals Pass
A.1.5 Reduced field strengths Not applicable
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Test equipment

Section 7
(Nemko

Section 7. Test equipment

7.1 Test equipment list

Table 7.1-1: Equipment list

) ) 10m semi-anechoic
Semi-anechoic chamber Nemko Spa chamber 530 2026-02 2028-02
EMI Receiver Rohde & Schwarz ESW44 101620 2025-08 2026-08
EMI Receiver Rohde & Schwarz ESU8 100202 2025-08 2026-08
Spectrum Analyzer Rohde & Schwarz FSW43 101767 2025-12 2026-12
Antenna Trilog 25MHz - 8GHz | Schwarzbeck Mess- VULB9162 9162-025 2024-08 2027-08
Elektronik
. Schwarzbeck Mess-
Antenna Trilog 25-2000 MHz . VULB9168 9168-242 2024-08 2027-08
Elektronik
Antenna 1 - 18 GHz Schwarzbeck Mess- STLP9148 STLP 9148-152 | 2024-10 2027-10
Elektronik
Antenna 1 - 18 GHz Schwarzbeck Mess- STLP9148 STPL 9148-123 | 2024-08 2027-08
Elektronik
Antenna loop Rohde & Schwarz HFH2-22 831 247/011 2024-02 2027-02
Antenna L?ﬁgefg:“’awower Teseq HLAG121+P16121 45749 2023-08 2026-08
Broadband Amplifier Schwarzbeck hess- BBV9718C 00121 2025-12 2026-12
Elektronik
Preamplifier Schwarzbeck Mess- BBV9718 BBV9718-137 2025-07 | 2026-07
Elektronik
RF Power Sensor Rohde & Schwarz NRP18AN 100990 2026-03 2027-03
RF Power Sensor Rohde & Schwarz NRP18AN 100987 2025-11 2026-11
RF Vector Signal Generator Rohde & Schwarz SMBV100A 263254 2025-07 2026-07
RF Signal Generator Rohde & Schwarz SMB100A 180431 2026-02 2027-02
RF Signal Generator Rohde & Schwarz SMA100B 104075 2025-10 2026-10
Barometer Castle GBP 3300 072143 2026-02 2027-02
Data logger con diagnosi in Testo 175-H2 20012380/305 | 2025-01 2027-01
campo
Data logger Testo 175-H2 20013013/305 2025-01 2027-01
3m Semi anechoic chamber Comtest SAC-3 1711-150 2024-09 2026-09
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Section 8 Testing data

N e m ko Test name Variation of power source

Specification FCC Part 15 Subpart A

Section 8. Testing data

8.1  Variation of power source

8.1.1 References, definitions and limits

FCC §15.31:

(e)  Forintentional radiators, measurements of the variation of the input power or the radiated signal level of the fundamental frequency component of
the emission, as appropriate, shall be performed with the supply voltage varied between 85% and 115% of the nominal rated supply voltage. For
battery operated equipment, the equipment tests shall be performed using a new battery.

8.1.2 Test summary

Verdict Pass
Tested by Luis Anticona Test date April 20, 2026

8.1.3 Observations, settings and special notes

None

8.1.4 Test data

EUT Power requirements: OAC O bcC X Battery
If EUT is an AC or a DC powered, was the noticeable output power variation observed? [ YES [ NO X N/A
If EUT is battery operated, was the testing performed using fresh batteries? YES O NO [ N/A

If EUT is rechargeable battery operated, was the testing performed using fully charged batteries? [ YES O NO N/A
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Section 8 Testing data

N e m ko Test name Number of frequencies

Specification FCC Part 15 Subpart A and RSS-Gen, Issue 5

8.2  Number of frequencies

8.2.1 References, definitions and limits

FCC §15.31:

(m)  Measurements on intentional radiators or receivers shall be performed and, if required, reported for each band in which the device can be operated
with the device operating at the number of frequencies in each band specified in the following table.

RSS-Gen, Clause 6.9:

Except where otherwise specified, measurements shall be performed for each frequency band of operation for which the radio apparatus is to be

certified, with the device operating at the frequencies in each band of operation shown in table below. The frequencies selected for measurements
shall be reported in the test report.

Table 8.2-1: Frequency Range of Operation

Frequency range over which the device Location of measurement frequency inside the
operates (in each band) Number of test frequencies required operating frequency range
1 MHz or less 1 Center (middle of the band)
1-10 MHz 2 1 near high end, 1 near low end
Greater than 10 MHz 3 1 near high end, 1 near center and 1 near low end
Notes: “near” means as close as possible to or at the centre / low end / high end of the frequency range over which the device operates.
8.2.2 Test summary
Verdict Pass
Tested by Luis Anticona Test date April 20, 2026
8.2.3 Observations, settings and special notes
None

8.2.4 Test data

EUT has only one channel of operation at the frequency of 433.92MHz
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Section 8 Testing data

N e m ko Test name Antenna requirement

Specification FCC Part 15 Subpart C and RSS-Gen, Issue 5

8.3 Antennarequirement

8.3.1 References, definitions and limits

FCC §15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the responsible party shall be used with the device.
The use of a permanently attached antenna or of an antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to
comply with the provisions of this section. The manufacturer may design the unit so that a broken antenna can be replaced by the user, but the use
of a standard antenna jack or electrical connector is prohibited. This requirement does not apply to intentional radiators that must be professionally
installed, such as perimeter protection systems and some field disturbance sensors, or to other intentional radiators which, in accordance with

§15.31(d), must be measured at the installation site. However, the installer shall be responsible for ensuring that the proper antenna is employed so
that the limits in this part are not exceeded.

RSS-Gen, Clause 6.8:

The applicant for equipment certification shall provide a list of all antenna types that may be used with the transmitter, where applicable (i.e. for
transmitters with detachable antenna), indicating the maximum permissible antenna gain (in dBi) and the required impedance for each antenna.
The test report shall demonstrate the compliance of the transmitter with the limit for maximum equivalent isotropically radiated power (e.i.r.p.)
specified in the applicable RSS, when the transmitter is equipped with any antenna type, selected from this list.

For expediting the testing, measurements may be performed using only the antenna with highest gain of each combination of transmitter and
antenna type, with the transmitter output power set at the maximum level. However, the transmitter shall comply with the applicable requirements
under all operational conditions and when in combination with any type of antenna from the list provided in the test report.

8.3.2 Test summary

Verdict Pass
Tested by Luis Anticona Test date April 21, 2026

8.3.3 Observations, settings and special notes

None

8.3.4 Test data

Must the EUT be professionally installed? [ YES NO
Does the EUT have detachable antenna(s)? [ YES NO
If detachable, is the antenna connector(s) non-standard? [ YES [ NO N/A

Table 8.3-1: Antenna information

Antenna type Manufacturer Model number Maximum gain Connector type
Loop antenna AME SE PC MDQTAG105 -10dB -
PCB TAG main board AME MDTAGO02 0dB -
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Section 8 Testing data

N e m ko Test name Technical requirements

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

8.4 Conditions for intentional radiators to comply with periodic operation

8.4.1 References, definitions and limits

FCC §15.231:

(a) The provisions of this section are restricted to periodic operation within the band 40.66—40.70 MHz and above 70 MHz. Except as shown in
paragraph (e) of this section, the intentional radiator is restricted to the transmission of a control signal such as those used with alarm systems,
door openers, remote switches, etc. Continuous transmissions, voice, video and the radio control of toys are not permitted. Data is permitted to be
sent with a control signal. The following conditions shall be met to comply with the provisions for this periodic operation:

(1) A manually operated transmitter shall employ a switch that will automatically deactivate the transmitter within not more than 5 seconds of being
released.

(2)  Atransmitter activated automatically shall cease transmission within 5 seconds after activation.

(3) Periodic transmissions at regular predetermined intervals are not permitted. However, polling or supervision transmissions, including data, to
determine system integrity of transmitters used in security or safety applications are allowed if the total duration of transmissions does not exceed
more than two seconds per hour for each transmitter. There is no limit on the number of individual transmissions, provided the total transmission
time does not exceed two seconds per hour.

(4) Intentional radiators which are employed for radio control purposes during emergencies involving fire, security, and safety-of-life, when activated
to signal an alarm, may operate during the pendency of the alarm condition.

(5)  Transmission of set-up information for security systems may exceed the transmission duration limits in paragraphs (a)(1) and (a)(2) of this section,
provided such transmissions are under the control of a professional installer and do not exceed ten seconds after a manually operated switch is
released or a transmitter is activated automatically. Such set-up information may include data.

RSS-210A.1.2:
Devices shall comply with the following for momentary operation:

a. A manually operated transmitter shall be equipped with a push-to-operate switch and be under manual control at all times during transmission.

When released, the transmitter shall cease transmission within no more than 5 seconds of being released.
A transmitter that has been activated automatically shall cease transmission within 5 seconds of activation.
Periodic transmissions at regular, predetermined intervals are not permitted, except as specified in Section A.1.4. However, polling or supervision
transmissions that determine system integrity of transmitters used in security or safety applications are permitted, provided the total duration of
transmission does not exceed 2 seconds per hour for each transmitter.

d. Intentional radiators used for radio control during emergencies involving fire, security of goods (e.g. burglar alarms), and safety-of-life, when
activated to signal an alarm, may operate during the interval of the alarm condition.

8.4.2 Test summary

Verdict Pass
Tested by Luis Anticona Test date April 21, 2026
8.4.3 Observations, settings and special notes
None
8.4.1 Test equipment used
Equipment Manufacturer Model no. Asset no.
EMI Receiver Rohde & Schwarz ESU8 100202

Report reference ID: ~ REP161424 Page 17 of 30



Section 8 Testing data

N e m ko Test name Technical requirements

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

8.4.2 Test data

[ EUT is a manually triggered transmitter
EUT is an automatically triggered transmitter

[J EUT is not a periodic transmitter

[ The EUT usage is for radio control purposes during emergencies
The EUT usage is not for radio control purposes during emergencies

[ The EUT transmits set-up information
The EUT does not transmit set-up information

® RBW 1 MHz
VBW 3 MHz

Ref 30 dBm Att 75 dB SWT 10 =

A
:

a
§
o

Center 433.92 MHz 1 s/

Figure 8.4-1: Transmission duration after activation (within 5 seconds)
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Section 8 Testing data
N e m ko Test name Technical requirements

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

Test data, continued

e 1 & Row 1 Mz
; Ve 3

1N

ps

EY

v i Ref 30 dBm Att 75 dB BWT 500 ps
LA ]
oo =
| m [ Y P 1
W}#}“‘" A Ak Ay T TR TN YT i
r 433,92 Miz 10 ms/ Center 433.92 MHz 50 ps/
Figure 8.4-2: Total transmission duration of a packed (forced transmission) Figure 8.4-3: Single transmitted burst

Transmission time percentage in a single transmitted burst: (8 pulses X 22.0 us + 2 pulses X 37.4 us) / 500 ps = 0.5016 (50.16%)

Considering the transmission percentage, the factual Transmission time of a packet (Tx 100ms ) is:
Transmission time of a packet X Transmission percentage = 22.436 ms X 0.5016 = 11.25 ms
The resulting duty cycle is:

Tx100m5
Duty cycle factor formula = 20 X log,, 100
ms

Duty cycle factor: 20 X logi0(11.25/100) = -18.97 dB
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Section 8 Testing data

N e m ko Test name Technical requirements

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

Remark: in operating conditions, the transmitted packet has a much shorter duration, as shown in Figure 8.4 4:

® REW 1 Mz .
N —— 0.70 d

Ref 30 dBm Att 75 dB SWT 50 ms L974 n

Center 433,92 MHz 5 ms/

Figure 8.4-4: Polling and supervision transmission(s) time per hour results

Transmission time of a packet X Transmission percentage = 8.97 ms X 0.5016 = 4.5 ms

Below is the number of transmissions in operating conditions:

® B 1 Mz
VBW 3 MHz

0 dBm Att 5 de SWT 1

Figure 8.4-5: Number of transmissions in 10 seconds

that is 360 transmissions per hour. The total transmission time per hour is:

Total transmission time per hour = Number of transmissions per hour X Transmission time of a single transmission = 360 - 4'50[::] =1.62 s per hour.
Table 8.4-2: Polling and supervision transmission(s) time per hour results
Number of transmissions per hour Total duration of transmission (s) Maximum allowable transmission time (s) Margin (s)
360 1.62 2.0 0.38
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Section 8 Testing data

N e m ko Test name Field strength of emissions

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

8.5  Field strength of emissions

8.5.1 References, definitions and limits

FCC §15.231:

(b)  In addition to the provisions of §15.205 the field strength of emissions from intentional radiators operated under this section shall not exceed the
following table 8.6.1.

(1)  The field strength limits in the table below are specified at a distance of 3 meters. The tighter limits apply at the band edges.

(2) Intentional radiators operating under the provisions of this section shall demonstrate compliance with the limits on the field strength of emissions,
as shown in the above table, based on the average value of the measured emissions. As an alternative, compliance with the limits in the above
table may be based on the use of measurement instrumentation with a CISPR quasi-peak detector. The specific method of measurement employed
shall be specified in the application for equipment authorization. If average emission measurements are employed, the provisions in §15.35 for
averaging pulsed emissions and for limiting peak emissions apply. Further, compliance with the provisions of §15.205 shall be demonstrated using
the measurement instrumentation specified in that section.

(3)  The limits on the field strength of the spurious emissions in the table below are based on the fundamental frequency of the intentional radiator.
Spurious emissions shall be attenuated to the average (or, alternatively, CISPR quasi-peak) limits shown in this table or to the general limits shown
in §15.209, whichever limit permits a higher field strength.

RSS-210A.1.3:
The device shall meet the following field strength requirements:

a. The field strength of emissions from momentarily operated intentional radiators shall not exceed the limits in table below, based on the average
value of the measured emissions. The requirements of the “Pulsed operation” section of RSS-Gen apply for averaging pulsed emissions and limiting
peak emissions.

Alternatively, compliance with the limits in the table below may be demonstrated using an International Special Committee on Radio Interference
(CISPR) quasi-peak detector.

b.  Unwanted emissions shall be 10 times below the fundamental emissions field strength limits in the table below or comply with the limits specified
in RSS-Gen, whichever is less stringent.

Table 8.5-1: Field strength limits

Fundamental frequency, Field strength of fundamental, Field strength of spurious emissions,

MHz uv/m dBuV/m wv/m dBuV/m
40.66-40.70" 2,250 67.0 225 47.0
70-130 1,250 61.9 125 41.9
130-174 1,250 to 3,750* 61.9 to 71.5* 125 to 375* 41.9 to 51.5*
174-260? 3,750 71.5 375 51.5
260-470? 3,750 to 12,500* 71.5 to 81.9* 375 to 1,250* 51.5 to 61.9*
Above 470 12,500 81.9 1,250 61.9

* Linear interpolation with frequency F in MHz:

Notes:

For 130-174 MHz: Field Strength (uV/m) = (56.82 x F) - 6136

For 260-470 MHz: Field Strength (uV/m) = (41.67 x F) — 7083

1The levels applicable to FCC only.

2Frequency bands 225-328.6 MHz and 335.4—-399.9 MHz are designated for the exclusive use of the Government of Canada. Manufacturers should be aware of
possible harmful interference and degradation of their licence-exempt radio equipment in these frequency bands.
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Section 8 Testing data

N e m ko Test name Field strength of emissions

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

References, definitions and limits, continued

Table 8.5-2: FCC §15.209 and RSS-Gen — Radiated emission limits

Frequency, Field strength of emissions Measurement distance, m
MHz uv/m dBpuV/m
0.009-0.490 2400/F 67.6 — 20 x logio(F) 300
0.490-1.705 24000/F 87.6 — 20 x logio(F) 30
1.705-30.0 30 29.5 30
30-88 100 40.0 3
88-216 150 43.5 3
216-960 200 46.0 3
above 960 500 54.0 3
Notes: In the emission table above, the tighter limit applies at the band edges.

For frequencies above 1 GHz the limit on peak RF emissions is 20 dB above the maximum permitted average emission limit applicable to the equipment under test

Table 8.5-3: ISED restricted frequency bands

MHz MHz MHz GHz
0.090-0.110 12.57675-12.57725 399.9-410 7.25-7.75
0.495-0.505 13.36-13.41 608-614 8.025-8.5

2.1735-2.1905 16.42-16.423 960-1427 9.0-9.2
3.020-3.026 16.69475-16.69525 1435-1626.5 9.3-9.5
4.125-4.128 16.80425-16.80475 1645.5-1646.5 10.6-12.7
4.17725-4.17775 25.5-25.67 1660-1710 13.25-13.4
4.20725-4.20775 37.5-38.25 1718.8-1722.2 14.47-14.5
5.677-5.683 73-74.6 2200-2300 15.35-16.2
6.215-6.218 74.8-75.2 2310-2390 17.7-21.4
6.26775-6.26825 108-138 2483.5-2500 22.01-23.12
6.31175-6.31225 149.9-150.05 2655-2900 23.6-24.0
8.291-8.294 156.52475-156.52525 3260-3267 31.2-31.8
8.362-8.366 156.7-156.9 3332-3339 36.43-36.5
8.37625-8.38675 162.0125-167.17 3345.8-3358
8.41425-8.41475 167.72-173.2 3500-4400 Above 38.6
12.29-12.293 240-285 4500-5150
12.51975-12.52025 322-335.4 5350-5460
Note:

Table 8.5-4: FCC restricted frequency bands

Certain frequency bands listed in this table and above 38.6 GHz are designated for licence-exempt applications. These frequency bands and the requirements that
apply to related devices are set out in the 200 and 300 series of RSSs.

MHz MHz MHz GHz
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
0.495-0.505 16.69475-16.69525 608-614 5.35-5.46

2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 Above 38.6
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13.36-13.41
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Section 8 Testing data

N e m ko Test name Field strength of emissions

Specification FCC Part 15 Subpart C and RSS-210, Issue 11

8.5.2 Test summary

Verdict Pass

Tested by Luis Anticona Test date April 23, 2026
8.5.3 Observations, settings and special notes

The spectrum was searched from 30 MHz to the 10t harmonic.
Radiated measurements were performed at a distance of 3 m.
Average radiated emissions were obtained by subtracting duty cycle / correction factor from the peak measurement results.

Spectrum analyser settings for radiated measurements within restricted bands below 1 GHz:

Resolution bandwidth 100 kHz
Video bandwidth 300 kHz
Detector mode Peak
Trace mode Max Hold

Spectrum analyser settings for peak radiated measurements within restricted bands above 1 GHz:

Resolution bandwidth 1 MHz
Video bandwidth 3 MHz
Detector mode Peak
Trace mode Max Hold

8.5.4 Test data

Duty cycle/average factor calculations

§15.35(c) When the radiated emission limits are expressed in terms of the average value of the emission, and pulsed operation is employed; the
measurement field strength shall be determined by averaging over one complete pulse train, including blanking intervals, as long as the pulse train does
not exceed 0.1 seconds.

Tx100,,,s
Duty cycle or average factor = 20 X logy, 100
ms

Duty cycle: 20 * log10(11.25/100) = -18.97 dB

8.5.5 Test equipment used

Equipment Manufacturer Model no. Asset no.

SAC Nemko Spa 10m SAC 530
Controller for turntable and

Maturo FCU3.0 10041
antenna mast
Tilt antenna mast Maturo TAMA4.0-E 2.526
Turntable4m /5t Maturo TT4.0-5T 2.527
EMI receiver R&S ESU8 100202
Antenna Schwarzbeck VULB9162 VULB9162-025
Antenna Schwarzbeck STLP9148 STLP9148-152
Preamplifier Schwarzbeck BBV9718C 00121
Antenna RF Spin DRH40 061106A40
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Section 8
Test name
Specification

Nemko

Test data, continued

Testing data
Field strength of emissions
FCC Part 15 Subpart C and RSS-210, Issue 11

Horizontal polarization

Table 8.5-5: Radiated field strength measurement results

step  TD AUTO PULSE  Att O

30 MHz 1 GHz

Peak field Average field
Frequency, strength, Peak limit, Duty cycle strength, Average limit,

MHz dBuVv/m dBuVv/m Margin, dB factor, dB dBuV/m dBuV/m Margin, dB
433.92 79.19 - - -18.97 60.22 80.8 20.58
867.84 56.80 - - -18.97 37.83 60.8 22.97

Vertical polarization
amv _M B Wiz - — T G
; | t
L \ | i | pard
\an ™
Peak field Average field
Frequency, strength, Peak limit, Duty cycle strength, Average limit,

MHz dBuv/m dBuv/m Margin, dB factor, dB dBuv/m dBuv/m Margin, dB
433.92 94.97 - - -18.97 76.00 80.8 4.8
867.84 51.14 - - -18.97 32.17 60.8 28.63

Notes: Field strength includes correction factor of antenna, cable loss, amplifier, and attenuators where applicable.
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Horizontal polarization
® B 1 MHz
MT 1 ms
Step TD AUTO PULSE Att O dB AUT PREAMP OFF
By
/m
2 nilln
1|
L ;/‘}* I
L Al NJ’J__J. U"NJM il MP T "
WW ‘“"JL/J quK
L M.K.. ./JW
WNN"‘“MW
1 GHz 5 GHz
Peak field Average field
Frequency, strength, Peak limit, Duty cycle strength, Average limit,
MHz dBuv/m dBuv/m Margin, dB factor, dB dBuv/m dBuv/m Margin, dB
2169.500 68.90 80.8 11.9 -18.97 49.93 60.8 10.87
Vertical polarization

@ SO

- sy A " :

o

=

t
e
_ RO W O v il M NN
WATTTY PP L/”L"“‘” o)
L - X ..»JW L*a""’u
WMW
1 GHz 5 GHz
Peak field Average field
Frequency, strength, Peak limit, Duty cycle strength, Average limit,

MHz dBuv/m dBuv/m Margin, dB factor, dB dBuv/m dBuv/m Margin, dB
2169.500 723 80.8 8.50 -18.97 53.33 60.8 7.47
2603.500 72.4 80.8 8.40 -18.97 53.43 60.8 7.37
3037.500 59.2 80.8 21.6 -18.97 40.23 60.8 20.57
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8.6  Emission bandwidth of momentary signals

8.6.1 References, definitions and limits

FCC §15.231:
(c)  The bandwidth of the emission shall be no wider than 0.25% of the center frequency for devices operating above 70 MHz and below 900 MHz. For

devices operating above 900 MHz, the emission shall be no wider than 0.5% of the center frequency. Bandwidth is determined at the points 20 dB
down from the modulated carrier.

RSS-210A.1.4:
The occupied bandwidth of momentarily operated devices shall be less than or equal to 0.25% of the centre frequency for devices operating

between 70 MHz and 900 MHz. For devices operating above 900 MHz, the occupied bandwidth shall be less than or equal to 0.5% of the centre

frequency.

8.6.2 Test summary

Verdict Pass
Tested by Luis Anticona Test date April 23, 2026
8.6.3 Observations, settings and special notes

Limit: 0.25 % of 433.92 MHz is 1084.8 kHz
Spectrum analyser settings:

Resolution bandwidth > 1 % of emission bandwidth
Video bandwidth >3 x RBW

Frequency span Wider than emission bandwidth
Detector mode Peak

8.6.4 Test data

Table 8.6-1: 20 dB bandwidth measurement result

20 dB bandwidth, kHz Limit, kHz Margin, kHz

292.80 1084.8 792

8.6.1 Test equipment used

Equipment Manufacturer Model no. Asset no.

EMI Receiver Rohde & Schwarz ESU8 100202
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Specification FCC Part 15 Subpart C and RSS-210, Issue 10

® *RBW 30 kHz
VBN 100 kHz

Ref 30 dBm Att 75 dB SWT 45 ms 1 MHz

Center 433,92 MHz 400 kHz/ Span 4 Miz

Figure 8.6-1: 20 dB occupied bandwidth
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Section 9 Block diagrams of test set-ups

Nemko

Section 9. Block diagrams of test set-ups

9.1 Radiated emissions set-up for frequencies below 1 GHz
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9.2 Radiated emissions set-up for frequencies above 1 GHz
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Nemko

Section 9

9.3 Antenna port set-up

Block diagrams of test set-ups

Antenna port
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