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1 Certificate

Product:
Brand:

Test Model:
Sample Status:
Applicant:
Test Date:

FCC Rule Part:

Standard:
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5G Ruggedized Router

Ericsson

S5A609A

Engineering sample

Ericsson Enterprise Wireless Solutions, Inc.
2025/11/6 ~ 2025/11/24

FCC Part 2 (Section 2.1091)

KDB 447498 D04 Interim General RF Exposure Guidance v01

The above equipment has been tested by Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch,

and found compliance with the requirement of the above standards. The test record, data evaluation & Equipment Under

Test (EUT) configurations represented herein are true and accurate accounts of the measurements of the sample’s RF

characteristics under the conditions specified in this report.
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2 Measurement Uncertainty
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Where relevant, the following measurement uncertainty levels have been estimated for tests performed on the EUT.

Measurement

Expanded Uncertainty (k=2)

RF Exposure

Specification
(&)
1 GHz ~ 2.5 GHz 1.2dB
2.5GHz ~8 GHz 1.3dB

3 Test Instruments

The calibration interval of the all test instruments are 12 months and the calibrations are traceable to NML/ROC and

NIST/USA.

Routine Evaluation

Routine Evaluation Procedure - Single and/or Multiple RF Sources

D ot . .
escription Model No. Serial No. Calibrated Callbre_lted
Manufacturer Date Until
E-Field Probe WPF60 22WP230188 2025/6/18 | 2026/6/17
\Wavecontrol
EM Field Meter SMP2 Dual 22SN1914 2025/6/18 | 2026/6/17
\Wavecontrol

Notes:

1. The test was performed in Oven room.
2. Tested Date: 2025/11/6 ~ 2025/11/24
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4 Applicable RF Exposure Limit

§ 1.1310 Radiofrequency radiation exposure limits.
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(a) Specific absorption rate (SAR) shall be used to evaluate the environmental impact of human exposure to
radiofrequency (RF) radiation as specified in § 1.1307(b) of this part within the frequency range of 100 kHz to 6 GHz

(inclusive).

(b) The SAR limits for occupational/controlled exposure are 0.4 W/kg, as averaged over the whole body, and a peak
spatial-average SAR of 8 W/kg, averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a cube).
Exceptions are the parts of the human body treated as extremities, such as hands, wrists, feet, ankles, and pinnae, where
the peak spatial-average SAR limit for occupational/controlled exposure is 20 W/kg, averaged over any 10 grams of
tissue (defined as a tissue volume in the shape of a cube). Exposure may be averaged over a time period not to exceed 6
minutes to determine compliance with occupational/controlled SAR limits.
(c) The SAR limits for general population/uncontrolled exposure are 0.08 W/kg, as averaged over the whole body, and a
peak spatial-average SAR of 1.6 W/kg, averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a
cube). Exceptions are the parts of the human body treated as extremities, such as hands, wrists, feet, ankles, and pinnae,
where the peak spatial-average SAR limit is 4 W/kg, averaged over any 10 grams of tissue (defined as a tissue volume in
the shape of a cube). Exposure may be averaged over a time period not to exceed 30 minutes to determine compliance

with general population/uncontrolled SAR limits.

(e) Maximum Permissible Exposure (MPE) to radiofrequency electromagnetic fields

» Limits for General Population/Uncontrolled Exposure

Frequency Range Electric Field Strength | Magnetic Field Strength Power Density Average Time
(MHz) (V/m) (A/m) (mW/cm?) (minutes)
Limits For General Population / Uncontrolled Exposure

0.3-1.34 614 1.63 (100)* <30
1.34-30 824/f 2.19/f (180/f2)* <30
30-300 27.5 0.073 0.2 <30
300-1,500 /1500 <30
1,500-100,000 1.0 <30

f = frequency in MHz.

» Limits for Occupational/Controlled Exposure

* = Plane-wave equivalent power density.

Frequency Range Electric Field Strength | Magnetic Field Strength Power Density Average Time
(MHz) (V/m) (A/m) (mW/cm?) (minutes)
Limits For General Population / Uncontrolled Exposure

0.3-3.0 614 1.63 *(100) <6
3.0-30 1842/f 4.89/f *(900/f2) <6
30-300 61.4 0.163 1.0 <6
300-1,500 /300 <6
1,500-100,000 5 <6

f = frequency in MHz.

Report No.: MFBCKS-WTW-P25100038
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MPE-based Exemption — §1.1307(b)(3)(i)(C)

» The minimum separation distance (R in meters) from the body of a nearby person for the frequency (f in MHz) at
which the source operates, the ERP (watts) is no more than the calculated value prescribed for that frequency. The
MPE-based test exemption condition is in terms of ERP, defined as the product of the maximum antenna gain and the
delivered maximum time-averaged power.

» Table applies to any RF source (i.e. single fixed, mobile, and portable transmitters) and specifies power and distance
criteria for each of the five frequency ranges used for the MPE limits.

Minimum Distance
RF Source frequency (MHz) Threshold ERP (watts)
AU/ 21 Au/ 211

0.3-1.34 159 m-35.6 m 1,920 R2,
1.34-30 35.6 m-1.6 m 3,450 R?/f2.

30-300 1.6 m—159 mm 3.83 R,
300-1,500 159 mm-31.8 mm 0.0128 R?f.

1,500-100,000 31.8 mm-0.5 mm 19.2 R%

R must be at least A/21T, where A is the free-space operating wavelength in meters.

MPE-based Exemption — §1.1307(b)(3)(i)(B)

» For mobile devices that are not exempt per Table 1 of §1.1307(b)(1)(i)(C) and device at distances from 20 cm to 40
cm and in 0.3 GHz to 6 GHz. The MPE-based test exemption condition is in terms of ERP, defined as the product of
the maximum antenna gain and the delivered maximum time-averaged power.

2040f 03 GHz< f < 1.5 GHz
Py, (mW) = ERP,q oy (ImMW) =
3060 1.5GHz < f <6 GHz
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Routine Evaluation

Routine Evaluation Procedure - Single and/or Multiple RF Sources

» MPE compliance are measurement in all directions surrounding the antenna and radiating structures of the device.
Test Setup

|

Z-axis (Above)

000
00O

Measurement

Antenna

P Bottom Z-axis (Below)

I

|

Note: The measurement antenna are moving and surrounding the EUT when performed the test, the test results
recorded the highest values for each sides of the EUT (left/right/top/bottom/z-axis (Above)/z-axis (Below))
Fixed RF sources operating in the same time-averaging period — §1.1307(b)(3)(ii)(B)

» Either SAR-based or MPE-based exemption may be considered for test exemption for fixed, mobile, or portable
device exposure conditions; therefore, the contributions from each exemption in conjunction with the measured SAR
(Evaluatedk term) should be used to determine exemption for simultaneous transmission according to Formula below,

b

i P; +Z ERP; N S Evaluated, <1
bt Pypi 4t ERPyp Exposure Limit, —
=1 T =1 ’ k=1

The sum of the ratios of the applicable terms for SAR-based, MPE-based and measured SAR or MPE should be less
than 1, to determine simultaneous transmission exposure compliance.

Where:

a = number of fixed, mobile, or portable RF sources claiming exemption b = number of fixed, mobile, or portable RF sources claiming exemption
using paragraph (b)(3)(i)(B) of this section for P, including existing using paragraph (b)(3)(i)(C) of this section for Threshold ERP, including
exempt transmitters and those being added. existing exempt transmitters and those being added.

¢ = number of existing fixed, mobile, or portable RF sources with known Pi = the available maximum time-averaged power or the ERP, whichever
evaluation for the specified minimum distance including existing is greater, for fixed, mobile, or portable RF source i at a distance
evaluated transmitters. between 0.5 cm and 40 cm (inclusive).

P, = the exemption threshold power (Pw) according to paragraph ERP; = the ERP of fixed, mobile, or portable RF source j.

(b)(3)(i)(B) of this section for fixed, mobile, or portable RF source i.

ERPw#; = exemption threshold ERP for fixed, mobile, or portable RF Evaluatedk = the maximum reported SAR or MPE of fixed, mobile, or
source |, at a distance of at least A/21T according to the applicable portable RF source k either in the device or at the transmitter site from
formula of paragraph (b)(3)(i)(C) of this section. an existing evaluation at the location of exposure.

Exposure Limitk = either the general population/uncontrolled maximum
permissible exposure (MPE) or specific absorption rate (SAR) limit for
each fixed, mobile, or portable RF source k, as applicable from § 1.1310
of this chapter.
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5 Test Results
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Environmental
Conditions:

25°C, 60% RH

Tested By:

Jisyong Wang, Match Tsui

WWAN (EUT contains certified WWAN module (FCC ID: UXX-FE990B40NA)
For Single RF Source

LTE-SISO
MPE-based Exemption §1.1307(b)(3)(i)(B)
Operation Mode Frequ(:/lnﬁ;/)Band Aver?rg:]?lvljower Ante?dnlg)Gain MaxiE?T:JVrc)ERP Di(scl;erl:)ce Thlr_(l,rsnr:told Test Result
(mW)

LTE Band 2 1850-1910 187.932 3.1 233.884 20 3060 Pass
LTE Band 4 1710-1755 128.825 2.67 145.211 20 3060 Pass
LTE Band 5 824-849 138.038 2.881 163.342 20 1680.96 Pass
LTE Band 7 2500-2570 183.654 4.502 315.646 20 3060 Pass
LTE Band 12 699-716 224905 2.927 268.967 20 1425.96 Pass
LTE Band 13 777-787 222.331 2.721 253.571 20 1585.08 Pass
LTE Band 14 788-798 194.984 2.821 227.562 20 1607.52 Pass
LTE Band 17 703-716 208.449 2.927 249.287 20 1434.12 Pass
LTE Band 25 1850-1915 192.752 3.1 239.883 20 3060 Pass
LTE Band 26 824-849 197.697 2.881 233.938 20 1680.96 Pass
LTE Band 26 814-824 196.789 2.881 232.863 20 1660.56 Pass
LTE Band 30 2305-2315 68.077 4.622 120.282 20 3060 Pass

LTE Band 38 PC2 2570-2620 376.704 4.072 586.408 20 3060 Pass

LTE Band 38 PC3| 2570-2620 191.867 4.072 298.676 20 3060 Pass
LTE Band 41 2496-2690 216.272 4.602 380.365 20 3060 Pass

LTE Band 41 PC2 2496-2690 381.944 4.602 671.738 20 3060 Pass
LTE Band 42 3450-3550 43.053 4.331 71.138 20 3060 Pass
LTE Band 43 3700-3800 44.566 4.377 74.422 20 3060 Pass
LTE Band 48 3550-3700 43.251 4.391 72.46 20 3060 Pass
LTE Band 66 1710-1780 194.984 2.67 219.785 20 3060 Pass
LTE Band 71 663-698 208.93 2.697 236.974 20 1352.52 Pass
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NR-SISO
MPE-based Exemption §1.1307(b)(3)(i)(B)

Operation Mode Freq%:ﬂnﬁz)Band Aver?rg];ﬁNP)ower Ante?an;)Gain Maxi?:w)ERP Di?ct:?)ce Th(%%é}ld Test Result
NR Band 2 1850-1910 148.936 3.1 185.353 20 3060 Pass
NR Band 5 824-849 216.272 2.67 243.781 20 1680.96 Pass
NR Band 7 2500-2570 237.137 4.502 407.567 20 3060 Pass
NR Band 12 699-716 212.324 2.927 253.921 20 1425.96 Pass
NR Band 13 777-787 223.872 2.721 255.329 20 1585.08 Pass
NR Band 14 788-798 209.411 2.821 244 .399 20 1607.52 Pass
NR Band 25 1850-1915 153.109 3.1 190.546 20 3060 Pass
NR Band 26 824-849 221.82 2.881 262.483 20 1680.96 Pass
NR Band 26 814-824 221.82 2.881 262.483 20 1660.56 Pass
NR Band 30 2305-2315 73.282 4.342 121.394 20 3060 Pass
NR Band 38 2570-2620 214.289 4.072 333.58 20 3060 Pass
NR Band 41 2496-2690 224.905 4.602 395.548 20 3060 Pass

NR Band 41 PC2 2496-2690 446.684 4.602 785.598 20 3060 Pass
NR Band 48 3550-3700 44157 4.391 73.977 20 3060 Pass
NR Band 66 1710-1780 90.573 2.67 102.094 20 3060 Pass
NR Band 70 1697.5-1707.5 203.704 2.72 232.273 20 3060 Pass
NR Band 71 663-698 209.894 2.697 238.067 20 1352.52 Pass
NR Band 77 3450-3550 124.165 4.377 207.348 20 3060 Pass

NR Band 77 PC2 3450-3550 123.88 4.377 206.872 20 3060 Pass
NR Band 77 3700-3980 123.027 4.377 205.447 20 3060 Pass

NR Band 77 PC2 3700-3980 121.899 4.377 203.564 20 3060 Pass
NR Band 78 3450-3550 121.899 4.377 203.564 20 3060 Pass

NR Band 78 PC2 3450-3550 119.399 4.377 199.389 20 3060 Pass
NR Band 78 3700-3800 120.226 4.377 200.77 20 3060 Pass

NR Band 78 PC2 3700-3800 118.032 4.377 197.106 20 3060 Pass
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NR-MIMO
MPE-based Exemption §1.1307(b)(3)(i)(B)
Operation Mode Freqlzﬁ/lnﬁ;/)Band Aver?r?KNP)ower Ante(ndnBai)Gain Maxi?rl:lvrc)ERP Di(sé;n)ce Th(lr;égr\l;t)old Test Result
NR Band 2 1850-1910 240.436 3.1 299.226 20 3060 Pass
NR Band 2 PC2 824-849 322.849 3.1 401.79 20 1680.96 Pass
NR Band 5 824-849 187.499 2.67 211.348 20 1680.96 Pass
NR Band 7 699-716 172.982 4.502 297.304 20 1425.96 Pass
NR Band 25 1850-1915 230.675 3.1 287.078 20 3060 Pass
NR Band 25 PC2 1850-1915 309.03 3.1 384.592 20 3060 Pass
NR Band 30 2305-2315 74131 4.622 130.978 20 3060 Pass
NR Band 38 2570-2620 173.38 4.072 269.898 20 3060 Pass
NR Band 41 2496-2690 238.232 4.602 418.987 20 3060 Pass
NR Band 41 PC2 2496-2690 461.318 4.602 811.335 20 3060 Pass
NR Band 41 PC1.5|  2496-2690 674.528 4.602 1186.315 20 3060 Pass
NR Band 48 3550-3700 57.943 4.391 97.074 20 3060 Pass
NR Band 66 1710-1780 196.789 2.67 221.82 20 3060 Pass
NR Band 66 PC2 1710-1780 199.986 2.67 225.424 20 3060 Pass
NR Band 71 663-698 220.8 2.697 250.437 20 1352.52 Pass
NR Band 71 PC2 663-698 387.258 2.697 439.238 20 1352.52 Pass
NR Band 77 3450-3550 231.739 4.377 386.989 20 3060 Pass
NR Band 77 PC2 3450-3550 240.991 4.377 402.44 20 3060 Pass
NR Band 77 PC1.5| 3450-3550 259.418 4.377 433.212 20 3060 Pass
NR Band 77 3700-3980 230.144 4.377 384.326 20 3060 Pass
NR Band 77 PC2 3700-3980 237.137 4.377 396.004 20 3060 Pass
NR Band 77 PC1.5|  3700-3980 257.04 4.377 429.241 20 3060 Pass
NR Band 78 3450-3550 121.899 4.377 203.564 20 3060 Pass
NR Band 78 PC2 3450-3550 251.768 4.377 420.437 20 3060 Pass
NR Band 78 PC1.5| 3450-3550 257.04 4.377 429.241 20 3060 Pass
NR Band 78 3700-3800 204.644 4.377 341.743 20 3060 Pass
NR Band 78 PC2 3700-3800 250.035 4.377 417.543 20 3060 Pass
NR Band 78 PC1.5|  3700-3800 255.859 4.377 427.268 20 3060 Pass
NR Band 70 1695-1710 171.002 2.72 194.985 20 3060 Pass

Note: Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.
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WLAN
A 2.485G (4x4)
EUT Configure Mode: B 2.4&5G (2x2 Option 1: Ant.: 0+1)
C 2.4&5G (2x2 Option 2: Ant.: 2+3)
For Single RF Source
Mode A_Dipole Ant.
Routine Evaluation (General Population)
. Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MW/cm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.086 20 1 Pass
5180-5240
WLAN 5 GHz 5745.5825 0.075 20 1 Pass
Mode A_PIFA Ant.
Routine Evaluation (General Population)
: Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MWicm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.084 20 1 Pass
5180-5240
WLAN 5 GHz 5745-5825 0.071 20 1 Pass
Mode B_Dipole Ant.
Routine Evaluation (General Population)
. Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MW/cm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.086 20 1 Pass
5180-5240
WLAN 5 GHz 5745-5825 0.079 20 1 Pass
Mode B_PIFA Ant.
Routine Evaluation (General Population)
. Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MW/cm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.086 20 1 Pass
5180-5240
WLAN 5 GHz 5745-5825 0.079 20 1 Pass
Mode C_Dipole Ant.
Routine Evaluation (General Population)
: Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MWicm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.092 20 1 Pass
5180-5240
WLAN 5 GHz 5745-5825 0.087 20 1 Pass
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Mode C_PIFA Ant.
Routine Evaluation (General Population)
. Frequency Band Power Density Test Distance Limit
Operation Mode (MHz) (MWicm?) (cm) (MW/cm?) Test Result
WLAN 2.4 GHz 2412-2462 0.092 20 1 Pass
5180-5240
WLAN 5 GHz 5745-5825 0.087 20 1 Pass

Note: Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.
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For Multiple RF Sources (Simultaneous Operations)
Mode A_Dipole Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) | (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.086 1 0.086
5180-5240
WLAN 5 GHz 0.075 1 0.075
5745-5825
Exemption Evaluation 0.549 1 Pass
] Frequency Band | Power Density Limit )
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 [0.388
Mode A_PIFA Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) [ (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.084 1 0.084
5180-5240
WLAN 5 GHz 0.071 1 0.071
5745-5825
Exemption Evaluation 0.543 1 Pass
Frequency Band | Power Density Limit
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 (0.388

Report No.: MFBCKS-WTW-P25100038

Page No. 14 / 18

Report Format Version: 7.1.0



UV
(3 5,9’

%
(3 =
> >
m

7828

S

Mode B_Dipole Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) | (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.086 1 0.086
5180-5240
WLAN 5 GHz 0.079 1 0.079
5745-5825
Exemption Evaluation 0.553 1 Pass
Frequency Band | Power Density Limit
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 (0.388
Mode B_PIFA Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) [ (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.086 1 0.086
5180-5240
WLAN 5 GHz 0.079 1 0.079
5745-5825
Exemption Evaluation 0.553 1 Pass
Frequency Band | Power Density Limit
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 |0.388
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Mode C_Dipole Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) | (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.092 1 0.092
5180-5240
WLAN 5 GHz 0.087 1 0.087
5745-5825
Exemption Evaluation 0.567 1 Pass
Frequency Band | Power Density Limit
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 |0.388
Mode C_PIFA Ant.
Multiple RF Sources (Simultaneous Operations)
Routine Evaluation (General Population)
Frequency Band | Power Density Limit Sum of Ratios | Limit of Ratios | Test Result
Operation Mode Ratio
(MHz) (mW/cm?) [ (mW/cm?)
WLAN 2.4 GHz 2412-2462 0.092 1 0.092
5180-5240
WLAN 5 GHz 0.087 1 0.087
5745-5825
Exemption Evaluation 0.567 1 Pass
Frequency Band | Power Density Limit
Operation Mode Ratio
(MHz) (mW) (mW)
NR Band 41 PC1.5 2496-2690 1186.315 3060 [0.388
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6 Conclusion

Source-base time average power is below Exemption Criteria and/or Routine Evaluation MPE thresholds, therefore the
device is compliant FCC RF exposure requirement.
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7 Information of the Testing Laboratories

We, Bureau Veritas Consumer Products Services (H.K.) Ltd., Taoyuan Branch, were founded in 1988 to provide our best

service in EMC, Radio, Telecom and Safety consultation. Our laboratories are FCC recognized accredited test firms and
accredited according to ISO/IEC 17025.

If you have any comments, please feel free to contact us at the following:

Lin Kou EMC/RF Lab Hsin Chu EMC/RF/Telecom Lab
Tel: 886-2-26052180 Tel: 886-3-6668565
Fax: 886-2-26051924 Fax: 886-3-6668323

Hwa Ya EMC/RF/Safety Lab
Tel: 886-3-3183232
Fax: 886-3-3270892

Email: service.adt@bureauveritas.com
Web Site: http://ee.bureauveritas.com.tw

The address and road map of all our labs can be found in our web site also.

---END ---
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