
 

 TEL : 886-3-327-3456  Page : E1 of E14  

FAX : 886-3-328-4978     

 

 FCC SAR TEST REPORT Report No. : FA5O3114B  

Appendix E. P-light sensor validation 
Since proximity sensor validation procedure in KDB 616217 section 6.2/6.3/6.4 are for body exposure 
condition, therefore that procedure is not full applicable proximity sensor detection verification for the head 
exposure condition, following sensor validation procedure will be applied for head and near the front of face 
exposure condition 

  
11.1 Proximity sensor validation procedure for Head exposure condition 

 

 
The following guidance only for the device integrated proximity sensor to reduce power or disable RFID 
transmit and applies head exposure condition.  
The earpiece of device positioned on the left and right ERP (ear reference point) location of head phantom 
defined in IEEE Std 1528-2013 and rotates the device along one axis, from 0 degrees to 90 degrees and 
then reverse the procedure to go from 90 degrees to 0 degrees.  
Establish OTT VoIP call (through WIFI data) and audio is actively routed through the earpiece receiver 
(earpiece is ON).   
This process is to determine the angle where a power reduction occurs, by taking power measurements at 
each step, as indicated in the step listed here below: 
i. From the device in 0 degrees, rotate in 10 degrees steps until proximity sensor is release  
ii. Lower the device rotate by 5 degrees increments to verify that the “proximity sensor” is triggered 
iii. From the position of the previous step, rotate the device in 1 degree increments until proximity sensor is 
Triggered again 
iv. Continue rotate the device in 1 degree increments until at least 5 degrees past where proximity sensor is 
release was obtained, then continue rotate device in 10 degrees steps until the device opened to 90 degrees 
with proximity sensor is release.  
v. Reverse the previous procedure to go from device 90 degrees back down to 0 degrees 
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Rotate the device from 0 degree to 90 degree _Right_ Head 

Device angle (degree) 

Angle  Proximity sensor  

0 On 

10 On 

20 On 

30 On 

40 On 

50 On 

60 On 

70 On 

80 On 

81 On 

82 On 

83 On 

84 On 

85 On 

86 On 

87 Off 

88 Off 

89 Off 

90 Off 

 
Rotate the device from 90 degree to 0 degree _Right _Head  

Device angle (degree) 

Angle  Proximity sensor  

90 Off 

89 Off 

88 Off 

87 Off 

86 Off 

85 Off 

84 Off 

83 On 

82 On 

81 On 

80 On 

79 On 

70 On 

60 On 

50 On 

40 On 

30 On 

20 On 

10 On 

0 On 
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Rotate the device from 0 degree to 90 degree_Left Head  

Device angle (degree) 

Angle  Proximity sensor  

0 On 

10 On 

20 On 

30 On 

40 On 

50 On 

60 On 

70 On 

80 On 

81 On 

82 On 

83 On 

84 On 

85 On 

86 On 

87 On 

88 Off 

89 Off 

90 Off 

 
Rotate the device from 90 degree to 0 degree_Left Head  

Device angle (degree) 

Angle  Proximity sensor  

90 Off 

89 Off 

88 Off 

87 Off 

86 Off 

85 Off 

84 On 

83 On 

82 On 

81 On 

80 On 

70 On 

60 On 

50 On 

40 On 

30 On 

20 On 

10 On 

0 On 
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11.2 Proximity sensor validation procedure for near the front of the face 
In order to consider front of device near the front of the face during VOIP call, hereunder is for proximity 
sensor validation procedure and results for determining proximity sensor triggering distance and ensure the 
trigger distance is larger than front of device test at 10 mm distance. 
a) The entire front surface of the device is positioned below a flat phantom filled with the required tissue-
equivalent medium, and positioned at least 20 mm further than the distance that triggers power reduction 
b) The front surface is moved toward the phantom in 3 mm steps until the sensor triggers. 
c) The front surface is then moved back (further away) from the phantom by at least 5 mm or until maximum 
output power is returned to the normal maximum level. 
d) The front surface is again moved toward the phantom, but in 1 mm steps, until it is at least 5 mm past the 
triggering point or touching the phantom.  
e) If the device is not touching the phantom, it is moved in 3 mm steps until it touches the phantom to confirm 
that the sensor remains triggered and the maximum power stays reduced. 
f) The process is then reversed by moving the device away from the phantom according to steps b) to e), 
to determine triggering release, until it is at least 10 mm beyond the point that triggers the return of 
normal maximum power. 
i) The measured output power within +/- 5 mm of the triggering points, or until the device is touching the 
phantom, for movements to and from the phantom should be tabulated in the SAR report. 
 

Front of device moved toward the phantom 

Device Trigger distance 

Distance (mm) Proximity sensor  

60 Off 

57 Off 

54 Off 

51 Off 

48 Off 

45 Off 

42 Off 

39 Off 

36 Off 

33 Off 

30 Off 

29 Off 

28 Off 

27 Off 

26 Off 

25 ON 

24 ON 

23 ON 

22 ON 

21 ON 

18 ON 

15 ON 

12 ON 

9 ON 

6 ON 

3 ON 

0 ON 
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Front of device moved back (further away) from the phantom 

Device Trigger distance 

Distance (mm) Proximity sensor  

0 ON 

3 ON 

6 ON 

9 ON 

12 ON 

15 ON 

18 ON 

21 ON 

24 ON 

27 ON 

30 ON 

31 ON 

32 ON 

33 ON 

34 ON 

35 off 

36 off 

37 off 

38 off 

39 off 

42 off 

45 off 

48 off 

51 off 

54 off 

57 off 

60 off 
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11.2.1 Proximity sensor validation on head-shaped phantom 
The proximity sensor validation is to verify sensor trigger distance on head-shaped phantom to ensure 
the trigger distance is determined via 11.2 section is valid and workable on head-shaped phantom.  
a) The entire front surface of the device is positioned below a head-shaped phantom filled with the 

required tissue-equivalent medium. 
b) According to section 11.2 identified trigger distance, the front surface is then moved back (further 

away) from the phantom by at least 5 mm or until maximum output power is returned to the normal 
maximum level. 

c) The front surface is again moved toward the phantom, but in 1 mm steps, until it is at least 5 mm 
past the triggering point or touching the phantom.  

d) The process is then reversed by moving the device away from the phantom according to steps b) to 
c), 
to determine triggering release, until it is at least 10 mm beyond the point that triggers the return of 
normal maximum power. 

e) The measured output power within +/- 5 mm of the triggering points, or until the device is touching 
the phantom, for movements to and from the phantom should be tabulated in the SAR report. 
 

Front of device moved toward the phantom 

Device Trigger distance 

Distance (mm) Proximity sensor  

31 Off 

30 Off 

29 Off 

28 Off 

27 Off 

26 ON 

25 ON 

24 ON 

23 ON 

22 ON 

 

 
Remark: Since device currently still in design and development stage, the SW have not ready to combine 
RFID power and proximity sensor detection, therefore above proximity sensor validation results just monitors 
the screen changes corresponding to proximity sensor detection. 

Proximity sensor on LCD backlight off 

Proximity sensor off LCD backlight on 

 
Conclusion:  
The minimum trigger angle of the proximity sensor between the left and right sides of the head was 
measured at 83°, covering normal RF exposure conditions for cheek (0°) and tilted (15°) positions. 
Therefore, RFID head mode testing is not required. 
In addition, the minimum trigger distance of the proximity sensor was measured at 26 mm; accordingly, RFID 
SAR for the front face will be evaluated at a 25 mm test separation (trigger distance minus 1 mm). 
Simultaneous transmission with BT, and WLAN will also be assessed to ensure compliance with RF 
exposure requirements. 
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RFID conducted power verification: 
⚫ Establish VOIP call over WIFI and audio routed through the earpiece to monitor output power under 

head exposure condition. 

⚫ To use FTM (Factory Test Model) mode TX tool to configure RFID TX transmission. 

⚫ Monitor the RFID output power based on the P-light sensor detection mechanism to trigger disabling 
RFID Tx transmission under head exposure conditions. 

⚫ According to the proximity sensor validation results which the minimum triggering distance is 27 mm 

determined by front of device moved toward to the phantom, therefore select the condition of front of 

device moved toward the phantom from 26 mm sensor off to 27 mm sensor on and then monitor RFID 

output power. 

⚫ When RFID Tx off by FTM mode, observed the out power by power meter is -50~-60 dBm, the output 

power is noise floor power level. 

⚫ Test setup for measuring power  

 
 

⚫ Verification output power results  

 

Front of device moved toward the phantom 

Device Trigger distance 

Distance (mm) Proximity sensor RFID power 

27 Off 25.3 

26 ON -52 
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Appendix E. Power reduction mechanism verification 
Demonstration of proper functioning of the detection and triggering mechanisms to support the 
corresponding RF exposure conditions. The verification is through a base station simulator is used to 
establish a conducted RF connection and monitor output power under different operating conditions related 
to the power reduction mechanisms. Detail of power reduction mechanisms referring to Operational 
Description 
 
1. Power verification procedure  

⚫ Establish voice call and audio routed through the earpiece to monitor output power under head 

exposure condition 

⚫ Establish data connection monitor body worn power state. 

➢ Body Detect mechanism was performed for the in-hand and on a stationary object (placed on 

a table) 

⚫ In this power validation purpose is to demonstrate of proper functioning of the detection and 

triggering mechanisms to support the corresponding RF exposure conditions.  

⚫ Verification performed for each technology to demonstrate that the power reduction applies for both 

technology and call origination. 

 

 
2. Test setup for measuring power  
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3. Verification output Power Results  

 
Head exposure condition 

 

Head exposure condition Output Power for data connection 

Wireless 
Antenna 

Measured 
(dBm) 

Max. Tune-up  
(dBm) Technology 

GSM850 GSM Voice ANT8 32.44 33.7 

FR1 n77 (27Q) PC3 Ant 8 19.3 20.3 

 

 

Head exposure condition Output Power  

Wireless technology Antenna 
Measured 

Target power(dBm) 
(dBm) 

802.11a 6Mbps 

CH149 

(Ant6+7)Ant 6 18.9 18.3 ±1.5 

(Ant6+7)Ant 7 18.5 18.3 ±1.5 

 

Head exposure condition Output Power  

Wireless technology Antenna 
Measured 

Target power(dBm) 
(dBm) 

802.11a 6Mbp 

CH57 

(Ant6+7)Ant 6 15.8 15.5±1.5 

(Ant6+7)Ant 7 15.9 15.5±1.5 

 

Hotspot exposure condition 
Hotspot exposure condition Output Power for data connection 

Wireless 
Antenna 

Measured 
(dBm) 

Max. Tune-up 
(dBm) Technology 

GSM1900 GPRS3TX Ant 1 26.35 27.3 

WCDMA II Ant 1 21.59 22.4 

LTE Band Band25 Ant 1 20.88 22.7 

NR SA n25 Ant 1 21.68 22.5 

FR1 n77 (27Q) PC3 Ant 8 20.98 21.9 

 

 

Hotspot exposure condition Output Power 

Wireless technology Antenna 
Measured 

Target power(dBm) 
(dBm) 

802.11a 6Mbps 

CH149 

(Ant6+7)Ant 6 16.8 17.7 ±1.5 

(Ant6+7)Ant 7 16.6 17.7 ±1.5 
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Extremity exposure condition -RF ID trigger hold: 
Extremity exposure condition Output Power for data connection 

Wireless 
Antenna 

Measured 
(dBm) 

Max. Tune-up 
(dBm) Technology 

GSM1900 GPRS3TX Ant 8 26.13 27.7 

WCDMA II Ant 1 22.53 23.4 

LTE Band Band25 Ant 1 20.89 22.7 

NR SA n25 Ant 1 22.21 22.7 

FR1 n77 (27Q) PC3 Ant 8 21.23 22.4 

 

Body worn exposure condition 

Display on: 

 
Body worn exposure condition Output Power for data connection 

Sensor status ON OFF 

Wireless 
Antenna 

Measured 
(dBm) 

Max. Tune-up 
(dBm) 

Measured 
(dBm) 

Max. Tune-up 
(dBm) Technology 

GSM1900 GPRS3TX Ant 1 26.11 27.7 27.72 29.0 

WCDMA II Ant 1 22.67 23.4 24.19 25.0 

LTE Band Band25 Ant 1 21.0 22.7 23.74 25.0 

NR SA n25 Ant 1 22.23 22.7 24.32 25.0 

FR1 n77 (27Q) PC3 Ant 8 21.37 22.4 23.29 25.0 

 

Body exposure condition 
Output Power (data connection) 

G-Sensor status 

Power state Sensor Off Sensor On 

Wireless technology Antenna 
Measured 

Target power(dBm) 
Measured 

Target power(dBm) 
(dBm) (dBm) 

802.11a 6Mbp 

CH57 

(Ant6+7)Ant 6 17.5 19 ±1.5 13.7 12.5±1.5 

(Ant6+7)Ant 7 17.6 19 ±1.5 13.8 12.5±1.5 

 
Display on to off: 

Body worn exposure condition Output Power for data connection 

Sensor status ON OFF 

Wireless 
Antenna 

Measured 
(dBm) 

Max. Tune-up 
(dBm) 

Measured 
(dBm) 

Max. Tune-up 
(dBm) Technology 

GSM1900 GPRS3TX Ant 1 26.11 27.7 26.02 27.7 

WCDMA II Ant 1 22.59 23.4 22.63 23.4 

LTE Band Band25 Ant 1 20.89 22.7 20.85 22.7 

NR SA n25 Ant 1 22.12 22.7 22.19 22.7 

FR1 n77 (27Q) PC3 Ant 8 22.21 22.4 22.26 22.4 

 

Body exposure condition 

Output Power (data connection) 

(dBm) 

Sensor Off Sensor On 

Power state Full Power Low Power 

Wireless technology Antenna Measured Max. Tune-up Measured Max. Tune-up 

802.11a 6Mbp 

CH57 

(Ant6+7)Ant 6 13.7 12.5±1.5 13.8 12.5±1.5 

(Ant6+7)Ant 7 13.8 12.5±1.5 13.9 12.5±1.5 

 
Note: When the Display is off, the power will remain at the reduce power level. 
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Body detect validation 
 

a) Body Detect mechanism will be performed for the in-hand and on a stationary object (placed on a table). 

b) Verify the functionality of the motion sensor by measuring the output power in the following steps. 

 
Figure 1 Illustration of the procedure for the validation of the power reduction 

 

1. Placed on a table: Make the DUT transmit with the maximum output power by using a base station simulator. 

a) Confirm that motion sensor is not triggered by letting the DUT remain stationary with no movements for the period 
Trelax for the motion sensor to reach stationary state.  

b) Record Pstep1 (high power) 

2. In-hand: Move the DUT to trigger the motion sensor. Apply the motion of the DUT with respect to movements in intended and 
reasonably foreseeable use conditions of the DUT.  

c) Record Pstep2 (low power) 

3. For the validation of Trelax, wait a time period T1 > Trelax and confirm DUT restores to high power (Pstep1). 

4. Move the DUT to trigger the motion sensor.  

5. Move DUT within Trelax to ensure Trelax resets when DUT is in motion.  

DUT can be moved once or twice within Trelax, (after time periods T2a and T2b in Figure 1.) followed by waiting for a time period 

greater than Trelax (time period T2c in Figure 1.) for DUT to restore high power. The total time duration of this step is T2, and the 

power during the whole period T2 shall be reduced (low power – Pstep2). 

Trelax: 60  sec 

Monitor period, T1: 70 sec, T2a: 30 sec, T2b:30 sec, T2c: 70 sec 
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Exposure Condition 

Output Power (data connection) 
(dBm) 

Stationary 
Placed on a table 

In hand 
Stationary 

Placed on a table 
In hand 

Stationary 
Placed on a table 

Power state 

Full Power 

Pstep1 

Low Power 

Pstep2 

Full Power 

Pstep1 & T1 > 

Trelax 

Low Power 

Pstep2 & T2a＜

Trelax 

Low Power 

Pstep2 & T2b＜

Trelax 

Full Power 

Pstep1& T2c > 

Trelax 

Wireless 
technology 

Antenna Measured 
Max. 
Tune-

up 
Measured 

Max. 
Tune-

up  
Measured 

Max. 
Tune-

up 
Measured 

Max. 
Tune-

up 
Measured 

Max. 
Tune-

up 
Measured 

Max. 
Tune-

up 

GSM1900 
GPRS3TX 

ANT1 28.14 29.0 26.72 27.7 28.13 29.0 26.72 27.7 26.73 27.7 28.38 29.0 

WCDMA II Ant 1 24.15 25.0 22.66 23.4 24.19 25.0 22.62 23.4 22.58 23.4 24.18 25.0 

LTE Band 
Band25 

Ant 1 23.74 25.0 21.0 22.7 23.86 25.0 20.89 22.7 20.89 22.7 23.84 25.0 

NR SA n25 Ant 1 24.36 25.0 21.98 22.7 24.39 25.0 22.03 22.7 22.04 22.7 24.42 25.0 

 

Exposure Condition 

Output Power (data connection) 
(dBm) 

Stationary 
Placed on a table 

In hand 
Stationary 

Placed on a table 
In hand 

Stationary 
Placed on a table 

Power state 

Full Power 

Pstep1 

Low Power 

Pstep2 

Full Power 

Pstep1 & T1 > 

Trelax 

Low Power 

Pstep2 & T2a＜

Trelax 

Low Power 

Pstep2 & T2b＜

Trelax 

Full Power 

Pstep1& T2c > 

Trelax 

Wireless 
technology 

Antenna Measured 
Max. 
Tune-

up 
Measured 

Max. 
Tune-up  

Measured 
Max. 
Tune-

up 
Measured 

Max. 
Tune-up 

Measured 
Max. 
Tune-

up 
Measured 

Max. 
Tune-up 

802.11a 

6Mbp 

CH57 

(Ant6+7)Ant 

6 
17.7 19 ±1.5 13.5 12.5±1.5 17.6 19 ±1.5 13.6 12.5±1.5 17.6 19 ±1.5 13.7 12.5±1.5 

(Ant6+7)Ant 

7 
17.8 19 ±1.5 13.6 12.5±1.5 17.7 19 ±1.5 13.7 12.5±1.5 17.7 19 ±1.5 13.8 12.5±1.5 
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Appendix E. Supplemental SAR Tests Results 
 

SAR test result 

1. The test data is selected according to the worst case SAR configuration per each technology. 
2. The test data is to demonstrate the device is in compliance with FCC requirements at 25mm when all 

power reduction mechanisms are OFF. The worst case body SAR at 10mm was used for simultaneous 
transmission SAR analysis since they are more conservative than the 25mm SAR. 

 

Band Mode 
Test 

Position 
Gap 
(mm) 

Antenna 
Power 
State 

Ch. 
Freq. 
(MHz) 

Sample 
Average 
Power 
(dBm) 

Tune-
Up 

Limit 
(dBm) 

Tune-
Up 

Scaling 
Factor 

Duty 
Cycle 

% 

Duty 
Cycle 

Scaling 
Factor 

Power 
Drift 
(dB) 

Measured 
1g SAR 
(W/kg) 

Reported 
1g SAR 
(W/kg) 

GSM850 GPRS 3 Tx slots Back 25mm Ant 8 DSI 0 189 836.4 Sample2 30.68 31.00 1.076   -0.06 0.462 0.497 

GSM1900 GPRS 3 Tx slots Right Edge 25mm Ant 1 DSI 0 810 1909.8 Sample2 28.58 29.00 1.102   0.14 0.348 0.383 

WCDMA II RMC 12.2Kbps Right Edge 25mm Ant 1 DSI 0 9400 1880 Sample2 24.18 25.00 1.208   0.08 0.423 0.511 

WCDMA IV RMC 12.2Kbps Right Edge 25mm Ant 1 DSI 0 1513 1752.6 Sample2 24.15 25.00 1.216   0.12 0.149 0.181 

WCDMA V RMC 12.2Kbps Back 25mm Ant 8 DSI 0 4132 826.4 Sample2 24.94 25.00 1.014   -0.08 0.183 0.186 

LTE Band 5 10M_QPSK_1_0 Back 25mm Ant 10 DSI 0 20525 836.5 Sample2 24.92 25.00 1.019   0.00  0.001  0.001 

LTE Band 7 20M_QPSK_1_0 Back 25mm Ant 8 DSI 0 21350 2560 Sample2 24.34 25.00 1.164   0.09 0.225 0.262 

LTE Band 7 20M_QPSK_1_0 Back 25mm Ant 5 DSI 0 20850 2510 Sample2 24.58 25.00 1.102   0.02 0.194 0.214 

LTE Band 12 10M_QPSK_1_0 Back 25mm Ant 8 DSI 0 23095 707.5 Sample2 24.73 25.00 1.064   -0.13 0.073 0.078 

LTE Band 13 10M_QPSK_1_0 Back 25mm Ant 8 DSI 0 23230 782 Sample2 24.77 25.00 1.054   -0.07 0.076 0.080 

LTE Band 14 10M_QPSK_1_0 Back 25mm Ant 8 DSI 0 23330 793 Sample2 24.75 25.00 1.059   0.10 0.078 0.083 

LTE Band 25 20M_QPSK_1_0 Right Edge 25mm Ant 1 DSI 0 26340 1880 Sample2 24.82 25.00 1.042   0.01 0.429 0.447 

LTE Band 25 20M_QPSK_1_0 Back 25mm Ant 5 DSI 0 26340 1880 Sample2 24.94 25.00 1.014   -0.05 0.182 0.185 

LTE Band 26 15M_QPSK_1_0 Back 25mm Ant 8 DSI 0 26865 831.5 Sample2 24.66 25.00 1.081   -0.01 0.071 0.077 

LTE Band 30 10M_QPSK_1_0 Back 25mm Ant 8 DSI 0 27710 2310 Sample2 24.40 24.50 1.023   0.07 0.054 0.055 

LTE Band 30 10M_QPSK_1_0 Bottom Edge 25mm Ant 5 DSI 3 27710 2310 Sample2 24.46 24.50 1.009   -0.09 0.135 0.136 

LTE Band 66 20M_QPSK_1_0 Right Edge 25mm Ant 1 DSI 0 132572 1770 Sample2 24.96 25.00 1.009   -0.03 0.280 0.283 

LTE Band 66 20M_QPSK_1_0 Bottom Edge 25mm Ant 5 DSI 0 132572 1770 Sample2 24.85 25.00 1.035   -0.19 0.192 0.199 

LTE Band 71 20M_QPSK_1_0 Back 25mm Ant 8 DSI 0 133297 680.5 Sample2 24.94 25.50 1.138   0.10 0.108 0.123 

LTE Band 106 3M_QPSK_1_0 Back 25mm Ant 8 DSI 0 134322 899 Sample2 24.85 25.00 1.035   0.19 0.012 0.012 

LTE Band 70 15M_QPSK_1_0 Back 25mm Ant 1 DSI 0 133047 1702.5 Sample2 24.94 25.00 1.014   -0.02 0.084 0.085 

LTE Band 41 20M_QPSK_1_0 Back 25mm Ant 8 DSI 0 41055 2636.5 Sample2 24.58 25.00 1.102 62.9 1.006 0.04 0.224 0.248 

LTE Band 41_HPUE 20M_QPSK_1_0 Back 25mm Ant 5 DSI 0 41055 2636.5 Sample2 26.76 27.00 1.057 42.9 1.009 0.02 0.119 0.127 

LTE Band 48 20M_QPSK_1_0 Back 25mm Ant 8 DSI 0 56640 3690 Sample2 22.91 23.00 1.021 62.9 1.006 0.17 0.479 0.492 

LTE Band 48 20M_QPSK_1_0 Back 25mm Ant 9 DSI 0 55990 3625 Sample2 21.79 23.00 1.321 62.9 1.006 -0.07 0.103 0.137 

LTE Band 53 10M_QPSK_1_0 Back 25mm Ant 8 DSI 0 60198 2489.3 Sample2 23.74 25.00 1.337 62.9 1.006 -0.16 0.135 0.182 

FR1 n5 20M_BPSK_1_1 Back 25mm Ant 10 DSI 0 167300 836.5 Sample2 24.84 25.00 1.038   0.00  0.001 0.001 

FR1 n7 50M_BPSK_1_1 Back 25mm Ant 8 DSI 0 507000 2535 Sample2 24.96 25.00 1.009   0.07 0.312 0.315 

FR1 n7 50M_BPSK_1_1 Back 25mm Ant 5 DSI 0 507000 2535 Sample2 24.79 25.00 1.05   -0.18 0.246 0.258 

FR1 n12 15M_BPSK_1_1 Back 25mm Ant 8 DSI 0 141500 707.5 Sample2 24.98 25.00 1.005   0.06 0.111 0.112 

FR1 n13 10M_BPSK_1_1 Back 25mm Ant 8 DSI 0 156400 782 Sample2 24.78 25.00 1.052   0.09 0.093 0.098 

FR1 n14 10M_BPSK_1_1 Back 25mm Ant 8 DSI 0 158600 793 Sample2 24.86 25.00 1.033   0.04 0.101 0.104 

FR1 n25 40M_BPSK_1_1 Right Edge 25mm Ant 1 DSI 0 376500 1882.5 Sample2 24.76 25.00 1.057   0.07 0.342 0.361 

FR1 n25 40M_BPSK_1_1 Bottom Edge 25mm Ant 5 DSI 0 376500 1882.5 Sample2 24.29 25.00 1.178   0.17 0.317 0.373 

FR1 n26 20M_BPSK_1_1 Back 25mm Ant 8 DSI 0 166300 831.5 Sample2 24.78 25.00 1.052   0.07 0.112 0.118 

FR1 n30 10M_BPSK_1_1 Back 25mm Ant 8 DSI 0 462000 2310 Sample2 24.35 24.50 1.035   -0.07 0.407 0.421 

FR1 n30 10M_BPSK_1_1 Bottom Edge 25mm Ant 5 DSI 0 462000 2310 Sample2 24.44 24.50 1.014   0.18 0.162 0.164 

FR1 n66 40M_BPSK_1_1 Right Edge 25mm Ant 1 DSI 0 349000 1745 Sample2 25.00 25.00 1.0   -0.07 0.124 0.124 

FR1 n66 40M_BPSK_1_1 Bottom Edge 25mm Ant 5 DSI 0 349000 1745 Sample2 24.79 25.00 1.05   0.11 0.362 0.380 

FR1 n70 15M_BPSK_1_1 Back 25mm Ant 1 DSI 0 340500 1702.5 Sample2 24.93 25.00 1.016   0.01 0.097 0.099 

FR1 n71 20M_BPSK_1_1 Back 25mm Ant 8 DSI 0 136100 680.5 Sample2 24.91 25.50 1.146   0.03 0.113 0.129 

FR1 n41 100M_BPSK_1_1 Back 25mm Ant 8 DSI 0 518598 2592.99 Sample2 24.99 25.00 1.002   -0.07 0.413 0.414 

FR1 n41 100M_BPSK_1_1 Back 25mm Ant 5 DSI 0 518598 2592.99 Sample2 24.94 25.00 1.014   -0.06 0.224 0.227 

FR1 n41 100M_BPSK_1_1 Right Edge 25mm Ant 3 DSI 0 518598 2592.99 Sample2 23.80 24.00 1.047   0.06 0.174 0.182 
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FR1 n41 100M_BPSK_1_1 Back 25mm Ant 4 DSI 0 518598 2592.99 Sample2 22.61 23.00 1.094   0.02 0.064 0.070 

FR1 n48 40M_BPSK_1_1 Back 25mm Ant 8 DSI 0 645332 3679.98 Sample2 22.77 23.00 1.054   0.19 0.518 0.546 

FR1 n48 40M_BPSK_1_1 Back 25mm Ant 9 DSI 0 645332 3679.98 Sample2 22.47 23.00 1.13   0.09 0.394 0.445 

FR1 n77 100M_BPSK_1_1 Back 25mm Ant 8 DSI 0 633332 3499.98 Sample2 24.51 25.00 1.119   -0.04 0.527 0.590 

FR1 n77 100M_BPSK_1_1 Back 25mm Ant 9 DSI 0 633332 3499.98 Sample2 23.73 25.00 1.34   0.06 0.302 0.405 

FR1 n77 100M_BPSK_1_1 Right Edge 25mm Ant 3 DSI 0 633332 3499.98 Sample2 24.80 25.00 1.047   0.04 0.189 0.198 

FR1 n77 100M_BPSK_1_1 Left Edge 25mm Ant 4 DSI 0 633332 3499.98 Sample2 22.37 23.00 1.156   0.04 0.731 0.845 

FR1 n77/n78 100M_BPSK_1_1 Back 25mm Ant 8 DSI 0 641666 3624.99 Sample2 21.03 22.00 1.25   -0.02 0.431 0.539 

FR1 n77/n78 100M_BPSK_1_1 Back 25mm Ant 9 DSI 0 641666 3624.99 Sample2 20.68 22.00 1.355   0.14 0.200 0.271 

FR1 n77/n78 100M_BPSK_1_1 Right Edge 25mm Ant 3 DSI 0 641666 3624.99 Sample2 24.37 25.00 1.156   0.11 0.218 0.252 

FR1 n77/n78 100M_BPSK_1_1 Left Edge 25mm Ant 4 DSI 0 641666 3624.99 Sample2 22.34 23.00 1.164   -0.17 0.756 0.880 

FR1 n77 100M_BPSK_1_1 Back 25mm Ant 8 DSI 0 656000 3840 Sample2 24.47 25.00 1.13   -0.10 0.489 0.553 

FR1 n77 100M_BPSK_1_1 Back 25mm Ant 9 DSI 0 656000 3840 Sample2 23.94 25.00 1.276   -0.11 0.503 0.642 

FR1 n77 100M_BPSK_1_1 Right Edge 25mm Ant 3 DSI 0 656000 3840 Sample2 24.79 25.00 1.05   0.07 0.736 0.773 

FR1 n77 100M_BPSK_1_1 Left Edge 25mm Ant 4 DSI 0 656000 3840 Sample2 22.53 23.00 1.114   -0.09 0.754 0.840 

FR1 n53 10M_BPSK_1_22 Back 25mm Ant 8 DSI 0 497860 2489.3 Sample2 23.79 24.00 1.05   0.07 0.292 0.307 

 

 

Band Mode 
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(mm) 

Antenna 
Power 
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Ch. 
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(MHz) 
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Average 
Power 
(dBm) 

Tune-
Up 
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(dBm) 

Tune-
Up 

Scaling 
Factor 

Duty 
Cycle 

% 

Duty 
Cycle 

Scaling 
Factor 

Power 
Drift 
(dB) 

Measured 
1g SAR 
(W/kg) 

Reported 
1g SAR 
(W/kg) 

WLAN2.4GHz 802.11b 1Mbps Back 25mm Ant MIMO(6) DSI 0 11 2462 Sample2 22.60 23.00 1.096 85.87 1.165 0.05 0.431 0.550 

WLAN5GHz 802.11a 6Mbps Right Edge 25mm Ant MIMO(6) DSI 0 44 5220 Sample2 19.90 20.50 1.148 85.79 1.166 -0.16 0.367 0.491 

WLAN5GHz 802.11ac-VHT20 MCS0 Right Edge 25mm Ant MIMO(6) DSI 0 52 5260 Sample2 20.40 20.50 1.023 85.79 1.166 -0.14 0.400 0.477 

WLAN5GHz 802.11a 6Mbps Back 25mm Ant 7+6(7) DSI 0 124 5620 Sample2 20.00 20.50 1.122 85.79 1.166 -0.14 0.503 0.658 

WLAN5GHz 802.11a 6Mbps Back 25mm Ant 7+6(6) DSI 0 149 5745 Sample2 20.70 21.50 1.202 85.79 1.166 0.13 0.522 0.732 

WLAN6GHz 802.11be-EHT80 MCS0 Right Edge 25mm Ant 7+6(6)  DSI 0 71 6305 Sample2 20.10 20.50 1.096 85.46 1.17 0.06 0.106 0.136 

Bluetooth 1Mbps Back 25mm Ant MIMO(7) DSI 0 39 2441 Sample2 15.29 16.00 1.178 77.07 1.081 0.00 0.001 0.001 

RFID  Back 25mm Ant 8 DSI 0  914.75 Sample2 26.20 27.00 1.202   0.19 0.323 0.388 

 


	RFID conducted power verification:

