
























































Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P01 802.11b_Rear Face_0cm_Ch6_Touch Screen_Ant0_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

Ch6/Area Scan (81x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.042 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.20 V/m; Power Drift = -0.013 dB 
Peak SAR (extrapolated) = 0.055 W/kg 
SAR(1 g) = 0.030 mW/g; SAR(10 g) = 0.018 mW/g 
Maximum value of SAR (measured) = 0.042 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.20 V/m; Power Drift = -0.013 dB 
Peak SAR (extrapolated) = 0.033 W/kg 
SAR(1 g) = 0.018 mW/g; SAR(10 g) = 0.010 mW/g 
Maximum value of SAR (measured) = 0.025 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P02 802.11b_Rear Face_0cm_Ch6_Non-Touch_Ant0_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

Ch6/Area Scan (81x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.032 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.75 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 0.121 W/kg 
SAR(1 g) = 0.022 mW/g; SAR(10 g) = 0.013 mW/g 
Maximum value of SAR (measured) = 0.032 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.75 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 0.072 W/kg 
SAR(1 g) = 0.017 mW/g; SAR(10 g) = 0.00779 mW/g 
Maximum value of SAR (measured) = 0.025 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P03 802.11b_Rear Face_0cm_Ch6_VOW_Ant0_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

Ch6/Area Scan (81x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.028 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.35 V/m; Power Drift = -0.109 dB 
Peak SAR (extrapolated) = 0.039 W/kg 
SAR(1 g) = 0.022 mW/g; SAR(10 g) = 0.011 mW/g 
Maximum value of SAR (measured) = 0.029 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.35 V/m; Power Drift = -0.109 dB 
Peak SAR (extrapolated) = 0.033 W/kg 
SAR(1 g) = 0.020 mW/g; SAR(10 g) = 0.011 mW/g 
Maximum value of SAR (measured) = 0.028 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P07 802.11b_Rear Face_0cm_Ch6_Touch Screen_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch6/Area Scan (71x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.153 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.15 V/m; Power Drift = -0.060 dB 
Peak SAR (extrapolated) = 0.170 W/kg 
SAR(1 g) = 0.097 mW/g; SAR(10 g) = 0.055 mW/g 
Maximum value of SAR (measured) = 0.133 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P10 802.11b_Rear Face_0cm_Ch6_Non-Touch_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch6/Area Scan (71x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.162 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.86 V/m; Power Drift = 0.062 dB 
Peak SAR (extrapolated) = 0.186 W/kg 
SAR(1 g) = 0.103 mW/g; SAR(10 g) = 0.058 mW/g 
Maximum value of SAR (measured) = 0.139 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P04 802.11b_Rear Face_0cm_Ch6_VOW_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch6/Area Scan (81x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.034 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.19 V/m; Power Drift = -0.169 dB 
Peak SAR (extrapolated) = 0.042 W/kg 
SAR(1 g) = 0.023 mW/g; SAR(10 g) = 0.013 mW/g 
Maximum value of SAR (measured) = 0.031 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P11 802.11b_Rear Face_0cm_Ch6_Non-Touch_Ant1_Battery2_Holster1 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch6/Area Scan (71x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.428 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.62 V/m; Power Drift = 0.135 dB 
Peak SAR (extrapolated) = 0.169 W/kg 
SAR(1 g) = 0.101 mW/g; SAR(10 g) = 0.040 mW/g 
Maximum value of SAR (measured) = 0.146 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P12 802.11b_Rear Face_0cm_Ch6_Non-Touch_Ant1_Battery1_Holster2 

DUT: 120210E04  

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1 
Medium: B2450_0309 Medium parameters used: f = 2437 MHz; ů = 1.96 mho/m; Ůr = 51; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(6.89, 6.89, 6.89); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Left; Type: SAM V4.0; Serial: TP 1652 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch6/Area Scan (71x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.106 mW/g 
 
Ch6/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.38 V/m; Power Drift = -0.147 dB 
Peak SAR (extrapolated) = 0.142 W/kg 
SAR(1 g) = 0.077 mW/g; SAR(10 g) = 0.043 mW/g 
Maximum value of SAR (measured) = 0.104 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P13 802.11a_Rear Face_0cm_Ch52_Touch Screen_Ant0_Battery1_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.443 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.98 V/m; Power Drift = -0.168 dB 
Peak SAR (extrapolated) = 1.09 W/kg 
SAR(1 g) = 0.263 mW/g; SAR(10 g) = 0.117 mW/g 
Maximum value of SAR (measured) = 0.655 mW/g 







Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P15 802.11a_Rear Face_0cm_Ch52_VOW_Ant0_Battery1_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.360 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.39 V/m; Power Drift = 0.098 dB 
Peak SAR (extrapolated) = 0.958 W/kg 
SAR(1 g) = 0.222 mW/g; SAR(10 g) = 0.097 mW/g 
Maximum value of SAR (measured) = 0.958 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P16 802.11a_Rear Face_0cm_Ch52_Touch Screen_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.073 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.50 V/m; Power Drift = -0.181 dB 
Peak SAR (extrapolated) = 0.133 W/kg 
SAR(1 g) = 0.044 mW/g; SAR(10 g) = 0.021 mW/g 
Maximum value of SAR (measured) = 0.082 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.50 V/m; Power Drift = -0.181 dB 
Peak SAR (extrapolated) = 0.155 W/kg 
SAR(1 g) = 0.027 mW/g; SAR(10 g) = 0.00811 mW/g 
Maximum value of SAR (measured) = 0.387 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P17 802.11a_Rear Face_0cm_Ch52_Non-Touch_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.032 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.90 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.183 W/kg 
SAR(1 g) = 0.021 mW/g; SAR(10 g) = 0.011 mW/g 
Maximum value of SAR (measured) = 0.183 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.90 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.143 W/kg 
SAR(1 g) = 0.011 mW/g; SAR(10 g) = n.a.  
Maximum value of SAR (measured) = 0.095 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P18 802.11a_Rear Face_0cm_Ch52_VOW_Ant1_Battery1_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.128 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.26 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.117 W/kg 
SAR(1 g) = 0.038 mW/g; SAR(10 g) = 0.018 mW/g 
Maximum value of SAR (measured) = 0.072 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.26 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.121 W/kg 
SAR(1 g) = 0.026 mW/g; SAR(10 g) = 0.012 mW/g 
Maximum value of SAR (measured) = 0.055 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/09

P19 802.11a_Rear Face_0cm_Ch52_Touch Screen_Ant0_Battery2_Holster1 

DUT: 120210E04  

Communication System: WLAN_5G; Frequency: 5260 MHz;Duty Cycle: 1:1 
Medium: B5G_0309 Medium parameters used: f = 5260 MHz; ů = 5.32 mho/m; Ůr = 47.9; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̉˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃́˿̊˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.11, 4.11, 4.11); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: SAM Phantom_Front; Type: SAM V4.0; Serial: TP 1654 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch52/Area Scan (161x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.133 mW/g 
 
Ch52/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.24 V/m; Power Drift = -0.147 dB 
Peak SAR (extrapolated) = 0.237 W/kg 
SAR(1 g) = 0.070 mW/g; SAR(10 g) = 0.033 mW/g 
Maximum value of SAR (measured) = 0.128 mW/g 
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