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T/4-DQPSK mode:

Test channel: Lowest
Horizontal:

Report No: CCIS13120058402
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GCCIS

Report No: CCIS13120058402

Vertical:
100LMI {dBuV/m)
90
80 FCC PART 15/(PK)
70
60
50 [ 1 - }
40
30
20
10
02310 2320 2350 2405
Traces 797 Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHA9120{1G18) VERTICAL
Job NO. : BB4RF
EUT : Smart phone
Model 1 Waezo
Test mode : BT mode BE-Z2DHI-L

Power Rating : AC120V/60Hz
Envirorment : Temp:25.5C Huni:55%
Test Engineer: A-bomb
Feadinterma Cable Preamp Limit Over
Freg Level Factor Loss Factor Level Line Limit Remark

MHz dBuV dB/m dB dB dBu¥/m dBu¥V/m db

1 2390.000 24.49 27.658 5.67 0.00 57.74 74,00 -16.26 Peak
2 23980.000 11.67 27.58 G6.67 0.00 44.92 54.00 -9.08 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402

Test channel: Highest

Horizontal:
1D‘]Lev\a'l {dBuv/m)
90
i FCC PART 15 (PK)
70
60 f \ WMWWWMmWWM
5044,-f' ~_ 1
40
30
20
10
0
2477 2500
Trace: 808 Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BBHAS9120(1G18) HORIZONTAL
Job NO. : 584RF
EUT : Smart phone
Model : We6z20
Test mode : BT mode BE-2DHI1-H

Power Rating : AC120V/60Hz
Enwirorment : Temp:25.5'C Huni:55%
Test Engineer: A-bomb
Readinterma Cable Preamp Limit Qwrer
Freq Level Factor Loszz Factor Lewel Line Limit Eemark

MHz dBuV  dE/m db dB dBuV¥/m dBuV/m db

1 2483.500 24.49% 27.52 5.70 0.00 57.71 74.00 -16.29 Peak
2 2483.500 11.38 27.52 5.70 0.00 44.60 54.00 -9.40 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
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GCCIS

Level (dBuV/im)

Report No: CCIS13120058402

FCC PART 15 (PK}

Frequency (MHz)

: 3m chamber

: FCC PART 15 (PK) 3m BEHAS120(1G18) VERTICAL
: GB4EF

: Smart phone

: Waez20

: BT mode EE-2DHI-H

AC120V/60Hz

: Temp:25.5C Huni:55%

A-bomb
Eeaddnterma Cable Preamp Limit
Level Factor Loszs Factor Level Line

2500

Qver
Limit Eemark

Vertical:
100
90
80
T0
60
50
40
30
20
10
024?7
Trace: 515
Site
Condition
Job N0,
EUT
Model
Test mode
Power Rating :
Environment
Test Engineer:
Freg
MHz
1 2483. 500
2  2483.500

dBu¥  dB/m db db dBu¥/m dBuV/m

24.16 27.52 6,70 0.00 57.38 74.00 -
11.49 27.52 5.70 0.00 44.71 b54.00

db

16. 62 Peak
—-9.29 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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8DPSK mode:
Test channel: Lowest

Horizontal:

1 00Lwel {dBuVim)

Report No: CCIS13120058402

90
80

FCC PART 15/(PK)

70

60 : PR T ATt AS I A 9 s 0 e st N AR A Ab!*"

50 1 —
40
30
20
10
02310 2320 2350 2405
Trace: 801 Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHAS120(1G18) HORIZONTAL
Job HNo. : BE4ERF
EUT : Smart phone
Model : Wesz0
Test mode : BT mode BE-3DH1-L

Power Rating : AC120V/60Hz
Erwiromment : Temp:25.5°C Huni:55%
Test Engineer: A-bomb

Eeadfinterma Cable Preamp Limit
Freq Level Factor Loss Factor Level Line

Limit Eemark

MHz dBu¥  dB/m db db dBu¥/m dEu¥/m

1 2390.000 22.86 27.58 5.67 0.00 56.11 74.00 -17.89 Peak

2 2380.000 11.71 27.58 6.67 0.00 44.86 54.00

—9.04 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS131200584RF
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Report No: CCIS13120058402

Vertical:
1 0{'Lwel {dBuvVim)
90
80 FCC PART 15 (PK)
70
60
50 —alia y ]
40
30
20
10
02311] 2320 2350 2405
Trace: 799 Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PE) 3m BBHAD120(1G18) VERTICAL
Job HO. : B84ERF
EUT 1 Smart phone
Model : WeB20
Test mode : BT mode BE-SDHI-L
Power Rating : AC120V/60Hz
Ervrirormert : Temp:25.5C Huni:56%
Test Engineer: A-bomb
Readénterma Cable Preamp Limit Qwer
Freq Lewel Factor Loss Factor Lewvel Line Limit Remark
MHz dBu¥ dB/m dB dB dBuV/m dBu¥/m dB
1 2380.000 23.34 27.858 5.67 0.00 56A.59 T4.00 -17.41 Peak
2 23%0.000 11.68 27.68 65.67 0.00 44.93 54.00 -9.07 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366
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Report No: CCIS13120058402

Test channel: Highest

Horizontal:
1 ooLevel {dBuVin)
90
el FCC PART 15 (PK)
70
60 o ‘ FEOAPARTAS A
50 = |~ 7 ot 3
40
30
20
10
024?7 2500
Trace: 811 Frequency (MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHAS120(1G13) HORIZONTAL
Job NO. : BE4RF
EUT : Smart phone
Model : WE620
Tezt mode : BT mode BE-3DHI-H

Power Rating : AC120Y/60Hz
Enviromment : Temp:25.5C Huni:55%
Test Engineer: &=bomb
Readintenna Cable Preamp Limit  Qwer
Freq Level Factor Loss Factor Lewel Line Limit Remark

MHz dBuV dB/m dB dB dBu¥/m dBu¥/m dB

1 2483.600 23.98 27.52 6,70 0.00 &7.20 74,00 -16, 80 Peak
2 24838500 11.34 27.62 E.70 0.00 44.56 54.00 -0.44 Average

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402

Vertical:
1 i)(.Lwtal {(dBuVim)
90
80 FCC PART 15 (PK)
70
60 1 G AR5 Ak
50 5 v
40
30
20
10
2477 2500
Trace: 813 Frequency {MHz)
Site : 3m chamber
Condition : FCC PART 15 (PK) 3m BEHAS9120(1G18) VERTICAL
Job HO. : BE4RF
EUT 1 Smart phone
Model : WEB20
Tezt mode : BT mode BE-3DHI-H
FPower Rating : AC120V/60Hz
Enwirorment : Temp:25.50C Huni:55%
Test Engineer: A-bomb
Readinterma Cable Preamp Limit Over
Freq Level Factor Loss Factor Lewel Line Limit Remark
MHz  dBuV  dB/m db dB dBu¥/m dBuV/m dE
1 2483.500 23.72 27.52 6.70 0.00 B6.94 74.00 -17.06 Peak
2 2483.600 11.48 27.62 5,70 0.00 44.70 54.00 -9,30 Average
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366
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GCCIS

Report No: CCIS13120058402

6.10 Spurious Emission
6.10.1 Conducted Emission Method

Test Requirement: FCC Part15 C Section 15.247 (d)
Test Method: ANSI C63.4:2003 and DAOO-705
Limit: In any 100 kHz bandwidth outside the frequency band in which the spread

spectrum intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the 100
kHz bandwidth within the band that contains the highest level of the desired power,
based on either an RF conducted or a radiated measurement.

Test setup: Spectrum Analyzer

o o o |
Fa o o
o o o |
—— e |

=y= E.U.T

Fi

Non-Conducted Table

Ground Reference Plane

Test Instruments: Refer to section 5.7 for details
Test mode: Non-hopping mode
Test results: Pass
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 50 of 62
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GFSK

Report No: CCIS13120058402

| Lowest channel

@ RBW 100 kHz Delta 2 [T1 ]
VBIW 300 Kz s52.87 d8
Ref 10.5 dBm Att 20 dB SWT 2.5 s 11.236500000 GHz

T offfet 0% B Varker] T 71

3l22 dem
180000 Griz |EE

Eu

R O 0 s e

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:08:56

30MHz~25GHz

Middle channel

@ RBW 100 kHz Delta 2 [T1 ]
VB 300 kiz 53.49 a8
Ref 10.5 dBm Att 20 dB SWT 2.5 s 11.236500000 GHz

o orfet 0§ @& Tarker 1 D1
sl 67 asm

2| 427120p00 cuiz [WE
o
2
AMWMM\,MM
s hoandinmortl ]

Start 30 WHz 2.497 GHzs stop 25 GHz

Date: 25.DEC.2013 10:08:09

30MHz~25GHz
Highest channel

@ REW 100 kHz Delta 2 [T1 ]
VBIW 300 Kz s3.18 de
Ref 10.5 dem Att 20 d8 SWT 2.5 5 11.136620000 GHz
To offfet 0.§ a8 Varker] 1 LT1
ale2 dem
2| a77060h00 _criz [N
O

WS T SEN SV “ MNM*«AJW MMW

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:09:54

30MHz~25GHz

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366 Page 51 of 62



GCCIS

Report No
/4-DQPSK

: CCIS13120058402

Lowest channel

RBW 100 kHz
VBW 300 kHz
SWT 2.5 s

@ Delta

Ref 10.5 dem

2 11
-53.30

Ate 20 dB 12.534940000 GHz

10 offfet 0. Marker 1 [T1

320 dem
2| 377180000 ax

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:11:18

30MHz~25GHz

Middle channel

RBW 100 kHz
VBW 300 kHz
SWT 2.5 s

Delta 2 [T1 ]

®

Ref 10.5 dem Ate 20 dB 12.485000000 GHz

10 Offfet 0.% dB Marker[ 1 [T1
1l61 aem
2| 422120p00 e [H
g
h JrsMA LA

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:12:27

30MHz~25GHz

Highest channel

RBW 100 kHz
VBW 300 kHz
SWT 2.5 s

Delta 2 [T1 ]
51.77 dB
11.286440000 GHz
[RENT]
1{24 dem
2| 477060000 Gt

®

Ref 10.5 dBm Att 20 dB

10 Offfet 0.% a8 Marker] 1

Aid

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:13:32

30MHz~25GHz

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.

: CCIS131200584RF
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GCCIS

Report No: CCIS13120058402
8DPSK

| Lowest channel

@ RBW 100 kHz Delta 2 [T1 ]
VBIW 300 Kz 51.10 d8
Ref 10.5 dBm Att 20 dB SWT 2.5 s 11.286440000 GHz

0 offfet 0.5 a8 Varker] T 71

1l15 dBm
180000 Griz |EE

Eu

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:14:59

30MHz~25GHz

Middle channel

@ RBW 100 kHz Delta 2 [T1 ]
VBIW 300 Kz 51.53 d8
Ref 10.5 dBm Att 20 dB SWT 2.5 s 11.236500000 GHz
0 offfet 0.§ a8 Varker] 1 [T1
1|es dem
2| a27120p00 cHz |EE
P
2
St p ! WNWWFM
Start 30 Mz 2.497 GHz/ Stop 25 Gz

Date: 25.DEC.2013 10:16:18

30MHz~25GHz

Highest channel

@ REW 100 kHz Delta 2 [T1 ]
VBIW 300 Kz ~52.00 d
Ref 10.5 dem Att 20 d8 SWT 2.5 5 11.136620000 GHz
To offfet 0.§ a8 Varker] 1 LT1
1|27 dem
2| a77060h00 _criz [N
O

Start 30 MHz 2.497 GHz/ Stop 25 GHz

Date: 25.DEC.2013 10:17:15

30MHz~25GHz

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
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6.10.2 Radiated Emission Method

Report No: CCIS13120058402

Test Requirement:

FCC Part15 C Section 15.209

Test Method:

ANSI C63.4: 2003

Test Frequency Range:

9 kHz to 25 GHz

Test site: Measurement Distance: 3m
Receiver setup: Frequency Detector RBW VBW Remark
30MHz-1GHz Quasi-peak 120kHz 300kHz Quasi-peak Value
Peak 1MHz 3MHz Peak Value
Above 1GHz
Peak 1MHz 10Hz Average Value
Limit: Frequency Limit (dBuV/m @3m) Remark
30MHz-88MHz 40.0 Quasi-peak Value
88MHz-216MHz 43.5 Quasi-peak Value
216MHz-960MHz 46.0 Quasi-peak Value
960MHz-1GHz 54.0 Quasi-peak Value
54.0 Average Value
Above 1GHz
74.0 Peak Value
Test setup: Below 1GHz
TT Antenna Tower
IRV Search
BUT > m <€, { // Antenna
4m /
RF Test
? —_ N Receiver
v I [ ] \
e |03 \ =
: H ".h DOD
[ |

Ground Plane

: Do [ 1
S S S SSSSSSSSS

Antenna Tower

Horn Antenna
L

Spectrum
Analyzer

Above 1GHz
ceeep 3m (‘ ........
EUT v
4m
@ 2
Turn 0.8m Im
Table A A

|
“T@Pé\h

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China

Telephone: +86 (0) 755 23118282 Fax: +86 (0) 755 23116366

Project No.: CCIS131200584RF
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Report No: CCIS13120058402

Test Procedure:

1. The EUT was placed on the top of a rotating table 0.8 meters above the ground
at a 3 meter camber. The table was rotated 360 degrees to determine the
position of the highest radiation.

2. The EUT was set 3 meters away from the interference-receiving antenna, which
was mounted on the top of a variable-height antenna tower.

3. The antenna height is varied from one meter to four meters above the ground to
determine the maximum value of the field strength. Both horizontal and vertical
polarizations of the antenna are set to make the measurement.

4. For each suspected emission, the EUT was arranged to its worst case and then
the antenna was tuned to heights from 1 meter to 4 meters and the rota table
was turned from O degrees to 360 degrees to find the maximum reading.

5. The test-receiver system was set to Peak Detect Function and Specified
Bandwidth with Maximum Hold Mode.

6. If the emission level of the EUT in peak mode was 10dB lower than the limit
specified, then testing could be stopped and the peak values of the EUT would
be reported. Otherwise the emissions that did not have 10dB margin would be
re-tested one by one using peak, quasi-peak or average method as specified
and then reported in a data sheet.

Test Instruments:

Refer to section 5.7 for details

Test mode:

Non-hopping mode

Test results:

Pass

Remark:

1. During the test, pre-scan the GFSK, m/4-DQPSK, 8DPSK modulation, and found the 8DPSK modulation is the worst

case.

2. Pre-scan all kind of the place mode (X-axis, Y-axis, Z-axis), and found the Y-axis is the worst case.
3. 9 kHz to 30 MHz is noise floor, so only shows the data of above 30MHz in this report.

Measurement data:

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF
No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402

Below 1GHz
Vertical:
soLeveI {(dBuV/m)
70
60
FCC PART15 CLASS B
50
|
40
30
20
10
030 50 100 200 500 1000
Frequency {(MHz)
Site : 3m chamber
Condition : FCC PART15 CLASS B 3m VULE9163 (30M1G) VERTICAL
Job NO, : DB4RF
EOT : Smart phone
Model : Weez0
Test mode : BT mode

Power Rating : &C120V/60Hz
Environment : Temp:25.57C Huni:55%
Test Engineer: A-homb
Readinterna Cable Preamp Limit Over
Freq Level Factor Loss Factor Lewvel Line Limit Remark

MHz dBu¥ dB/m dB dB dBu¥/m dBuV/m dB

1 38,346 41,77 13,16 1.1 27.10 29,00 40,00 -11.00 QP
2 46.016 40.86 13.49 1.26 27.90 27.73 40.00 -12.27 QP
3 87.725 39.70 11.18 1.96 30.08 22,76 40.00 -17.24 QF
4 172.688 41,41 9.16 2.68 28.1T7 25.08 43.50 -18.42 QP
g 191.745 42.42 10.66 2.81 29.83 25.96 43.50 -17.54 QP
6 533.832 36,70 17.26 3.80 30,63 26.23 46.00 -19.7T7 QP
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402

Horizontal:
soLeveI {dBuv/im)
70
60
FCC PART15 CLASS B
50
|
40
30
20
10
030 50 100 200 500 1000
Frequency (MHz)
Site : 3m chamber
Condition : FCC PART1S CLASS B 3m VULE91A3(30M1G) HORIZONTAL
Job NO. : BE4RF
EUT : Smart phone
Model : WaBz0
Tezt mode : BT mode

Power Rating : AC120V/60Hz
Enwvirorment : Temp:25.5C Huni:bh5%
Test Engineer: A-bhomb
Readinternna Cable Preamp Limit  Ower
Freq Level Factor Loss Factor Lewel Line Limit Remark

MHz dBu¥  dB/m dB dB dBuV/m dBu¥/m dB

1 99, BTE 37.46 13.16 1.84 30.08 22.47 43.50 -21.03 QF
2 116.321 41.58 11.31 2.11 29.78 25.22 43.50 -18.28 QP
3 181. 745 46.17 10.58 2.81 29.83 29.71 43.50 -13.79 QP
4 211.527 45.64 10.93 2.86 29.76 29.87 43.50 -13.83 QP
5 287.990 38.88 12.84 2.91 29.47 25.16 46.00 -20.84 QP
6 307.831 39.26 15,17 2,97 29.47 25,93 46.00 -20.07 QP
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402

Above 1GHz:
The lowest channel:
‘ Test channel: ‘ Lowest ‘ Level: ‘ Peak
Frequency Read Antenna Cable Preamp Level Li_mit O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4804 49.10 31.53 8.90 40.24 49.29 74.00 -24.71 Vertical
7206 47.77 36.47 10.59 41.24 53.59 74.00 -20.41 Vertical
4804 48.05 31.53 8.90 40.24 48.24 74.00 -25.76 Horizontal
7206 48.15 36.47 10.59 41.24 53.97 74.00 -20.03 Horizontal
‘ Test channel: Lowest ‘ Level: Average
Frequency Read Antenna Cable Preamp Level Li.mit Qvgr o
(MHz) Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4804.00 39.09 31.53 8.90 40.24 39.28 54 -14.72 Vertical
7206.00 37.76 36.47 10.59 41.24 43.58 54 -10.42 Vertical
4804.00 38.04 31.53 8.90 40.24 38.23 54 -15.77 Horizontal
7206.00 38.14 36.47 10.59 41.24 43.96 54 -10.04 Horizontal

The middle channel:

‘ Test channel: ‘ Middle ‘ Level: Peak
Frequenc Read Antenna Cable Preamp Level Limit Over
(l\clez) y Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4882.00 47.86 31.58 8.98 40.15 48.27 74.00 -25.73 Vertical
7323.00 47.80 36.47 10.69 41.15 53.81 74.00 -20.19 Vertical
4882.00 49.15 31.58 8.98 40.15 49.56 74.00 -24.44 Horizontal
7323.00 48.08 36.47 10.69 41.15 54.09 74.00 -19.91 Horizontal
‘ Test channel: Middle ‘ Level: Average
Frequenc Read Antenna Cable Preamp Level Limit Over
(l\(j|HZ) y Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4882.00 37.86 31.58 8.98 40.15 38.27 54.00 -15.73 Vertical
7323.00 37.80 36.47 10.69 41.15 43.81 54.00 -10.19 Vertical
4882.00 39.15 31.58 8.98 40.15 39.56 54.00 -14.44 Horizontal
7323.00 38.07 36.47 10.69 41.15 44.08 54.00 -9.92 Horizontal
Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS131200584RF

No.B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
Bao’an District, Shenzhen, Guangdong, China
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Report No: CCIS13120058402
The highest channel:

‘ Test channel: ‘ Highest ‘ Level: ‘ Peak
Frequenc Read Antenna Cable Preamp Level Limit Over
(I\chHz) y Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4960.00 48.00 31.69 9.08 40.03 48.74 74.00 -25.26 Vertical
7440.00 49.02 36.60 10.80 41.05 55.37 74.00 -18.63 Vertical
4960.00 48.26 31.69 9.08 40.03 49.00 74.00 -25.00 Horizontal
7440.00 50.41 36.60 10.80 41.05 56.76 74.00 -17.24 Horizontal
‘ Test channel: Highest | Level: Average
Frequenc Read Antenna Cable Preamp Level Limit Over
(l\(j|HZ) Y Level Factor Loss Factor (dBuV/m) Line Limit Polarization
(dBuV) (dB/m) (dB) (dB) (dBuV/m) (dB)
4960.00 37.99 31.69 9.08 40.03 38.73 54.00 -15.27 Vertical
7440.00 39.01 36.60 10.80 41.05 45.36 54.00 -8.64 Vertical
4960.00 38.26 31.69 9.08 40.03 39.00 54.00 -15.00 Horizontal
7440.00 40.40 36.60 10.80 41.05 46.75 54.00 -7.25 Horizontal
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