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1 Annex A — Test setup

1.1 List of Pictures

Picture 1: SAC, test setup radiated emission test 9 kHz - 30 MHz (front VIEW) .........ccooooiiiiiiiiiiiic e, 2
Picture 2: SAC, test setup radiated emission test 9 kHz - 30 MHZz (rear VIEW) .........cceeeeiiiiiiiiiieee e, 2
Picture 3: SAC, radiated emission test 30 MHz - 1 GHZ (front VIEW) .......ccooiiiiiiiiiiiie e 3
Picture 4: SAC, radiated emission test 30 MHz - 1 GHZ (rear VIEW)........ccooiiiiiiiiiiiie e 3
Picture 5: SAC, radiated emission test 1 GHz — 17 GHz (front VIEW) ..o 4
Picture 6: SAC, radiated emission test 1 GHz — 17 GHz (rear VIEW) .........coociiiiiiiiiiiiiec e 4
Picture 7: SAC, exploratory radiated emission test 17 GHz — 25 GHz (front View) .........cccooiiiiiiiiiiieeeee, 5
Picture 8: Test setup AC power line conducted emissions (front VIEW) ...........coooiiiiiiiiiiii e 5
Picture 9: Test setup AC power line conducted emisSioNs (Far VIEW) ...........coccciuiiiiieieeeiiiiiieiee e ee e 6
Picture 10: EUT POSIHION X ... s 6

Picture 11: EUT POSIION Y .o e 7



@ clement ———

Page 2 of 7

Picture 2: SAC, test setup radiated emission test 9 kHz - 30 MHz (rear view)
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Picture 4: SAC, radiated emission test 30 MHz - 1 GHz (rear view)
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Picture 6: SAC, radiated emission test 1 GHz — 17 GHz (rear view)
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Picture 7: SAC, exploratory radiated emission test 17 GHz — 25 GHz (front view)

Picture 8: Test setup AC power line conducted emissions (front view)
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Picture 9: Test setup AC power line conducted emissions (rear view)

Note(s):
1. EUT was tested in two orthogonal positions.

Picture 10: EUT position X
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Picture 11: EUT position Y



