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1 INTRODUCTION

1.1 ABOUT THIS MANUAL

This user manual is intended for the user and enables safe and appropriate handling of the product. It
gives a general overview, as well as important technical data and safety information about the product.
Before using the product, the user should read and understand the content of this manual.

For the sake of better understanding and readability, this manual might contain exemplary pictures,
drawings and other illustrations. Depending on your product configuration, these pictures might differ
from the actual design of your product.

The original version of this manual has been written in English. Wherever the manual is available in

another language, it is considered as a translation of the original document for information purposes
only. In case of discrepancy, the original version in English will prevail.

1.2 ELATEC SUPPORT

In case of any technical questions or product malfunction, refer to the ELATEC website
(www.elatec.com) or contact ELATEC technical support at support-rfid @elatec.com.

In case of questions regarding your product order, contact your Sales representative or ELATEC
customer service at info-rfid @elatec.com.
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2 SAFETY INFORMATION

Transport and storage

e Carefully observe the transport and storage conditions described on the product packaging or other
relevant product documents (e.g. data sheet).

Unpacking and installation

e Before unpacking and installing the product, this manual and all relevant installation instructions
must be read carefully and understood.

e The product might show sharp edges or corners and requires a particular attention during the
unpacking and installation.
Unpack the product carefully and do not touch any sharp edges or corners, or any sensitive
components on the product.
If necessary, wear safety gloves.

e After unpacking the product, check that all components have been delivered according to your order
and delivery note.
Contact ELATEC if your order is not complete.

e The product is an electronic device whose installation requires specific skills and expertise.
The installation of the product should be done by trained and qualified personnel only.

Handling

e To comply with the applicable RF exposure requirements, the product should be installed and
operated with a minimum distance to any user’s/nearby person’s body at all times. Refer to Chapter
"Compliance statements" in this manual and to the installation instructions given in this manual and
in the instructions for use delivered with the product for more information.

e Depending on your product configuration, the product might be equipped with one or more light-
emitting diodes (LED).
Avoid direct eye contact with the blinking or steady light of the light-emitting diodes.

e The product has been designed for use under specific conditions, e.g. in a specific temperature range
(refer to the product data sheet).
Any use of the product under different conditions might damage the product or alter its reading
performance.

e The use of other RFID devices in direct vicinity to the product, or in combination with the product
might damage the product or alter its reading performance. In case of doubts, contact ELATEC for
more information.

e The useris liable for the use of spare parts or accessories other than the ones sold or recommended
by ELATEC.
ELATEC excludes any liability for damages or injuries resulting from the use of spare parts or
accessories other than the ones sold or recommended by ELATEC.

e |Like most electronic devices, RFID systems generate electromagnetic waves that can vary in
amplitude and frequency. It is generally known and accepted that some RFID devices might
potentially interfere with personal medical devices, like pacemakers or hearing aids.

The RFID readers of the TWN4 USB Front Reader family fulfill general radio and EMC requirements.
However, users with a pacemaker or any other medical device should use the readers carefully and
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refer to the information given by the manufacturer of their medical devices before using the readers
or any host device containing the readers.

Maintenance and cleaning

e Any repair or maintenance work should be done by trained and qualified personnel only.
Do not try to repair or carry out any maintenance work on the product by yourself.
Do not allow any repair or maintenance work on the product by an unqualified or unauthorized third
party.

e The RFID readers of the TWN4 USB Front Reader family do not need any special cleaning. However,
the housing of the readers may be carefully cleaned up with a soft, dry cloth and a non-aggressive
or non-halogenated cleaning agent on the outer surface only.

Make sure that the cloth and cleaning agent used to clean up the housing of the readers do not
damage the product or its components (e.g. label(s)).

Disposal

e The product must be disposed of in accordance with applicable local regulations.

Product modifications

e The product has been designed, manufactured and certified as defined by ELATEC.
Any product modification without prior written approval from ELATEC is prohibited and considered
improper use of the product. Unauthorized product modifications may also result in the loss of
product certifications.

If you are unsure about any part of the safety information above, contact ELATEC support.

Any failure to comply with the safety information given in this document is considered improper use.
ELATEC excludes any liability in case of improper use or faulty product installation.
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3 PRODUCT DESCRIPTION

3.1 INTENDED USE

The RFID readers of the TWN4 USB Front Reader family allow users to read and write RFID media in
the 125 kHz (LF) and 13.56 MHz (HF) frequency bands. In addition, the readers also support the BLE
(2.4 GHz) technology. All products are for indoor use only and must be used in environmental
conditions according to the respective product data sheets and installation instructions. All products
are for professional use only.

Any use other than the intended use described in this section, as well as any failure to comply with the
safety information given in this document, is considered improper use. ELATEC excludes any liability
in case of improper use or faulty product installation.

3.2 PRODUCT FAMILY

The TWN4 USB Front Reader family contains the following RFID readers:

TWN4 USB Front Reader

125 kHz (LF) / 13.56 MHz (HF) / 2.4 GHz (BLE)

Integrated RFID LF antenna

Inner dimensions: 43.40 x 28.40 mm /1.71 x 1.12
inch (£ 0.1)

Number of turns: 123-128 (max.)

Integrated RFID HF antenna

Dimensions: 48.00 x 33.00 mm / 1.89 x 1.30 inch
Number of turns: 3

Bluetooth Low Energy

Integrated BLE chip

Approx.

Frequencies

Antennas

Dimensions

(LxW x H) 60.00 x 39.00 x 16.50 mm / 2.36 x 1.54 x 0.65 inch
USB:43V-55V
Power ES1/PS2 classified power source according to
IEC 62368-1, short-circuit current <8 A
Current RF field on: 260 mA typically + 16 mA (BLE)
consumption
Temperature Operating: 0 °C up to +65 °C / +32 °F up to +149 °F
ranges Storage: -40 °C up to +70 °C/-40 °F up to +158 °F

Relative humidity

5% to 95% non-condensing

LF and HF: up to 51 mm /4 inch, depending on

R/W distance .

environment and transponder
MTBF 500,000 hours
Weight Approx. 22 g/0.78 oz
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TWN4 USB Front Reader LEGIC

Frequencies 125 kHz (LF) / 13.56 MHz (HF) / 2.4 GHz (BLE)

Integrated RFID LF antenna

Inner dimensions: 43.40 x 28.40 mm /1.71 x 1.12
inch (x 0.1)

Number of turns: 123-128 (max.)

Integrated RFID HF antenna

Antennas Outer dimensions: 48.00 x 33.00 mm / 1.89 x 1.30
inch (£ 1%)
Number of turns: 3
Bluetooth Low Energy
Integrated BLE chip
Dimensions Approx.
(LxW x H) 60.00 x 39.00 x 16.50 mm / 2.36 x 1.54 x 0.65 inch
USB:4.3V-55V
Power ES1/PS2 classified power source according to
IEC 62368-1, short-circuit current <8 A
Current RF field on: 260 mA typically + 16 mA (BLE)
consumption
Temperature Operating: 0 °C up to +65 °C / +32 °F up to +149 °F
ranges Storage: -40 °C up to +70 °C / -40 °F up to +158 °F

Relative humidity 5% to 95% non-condensing
LF and HF: up to 51 mm / 4 inch, depending on

R/W distance .

environment and transponder
MTBF 500,000 hours
Weight Approx. 22 g/0.78 oz

3.3 FIRMWARE

Your product is delivered ex-works with a specific firmware version, which is displayed on the product
label (Fig. 1).

ELATEC YYYYMMDD
ELATEC GmbH S/N:

aztrapuchhem  NLIHLILULHIN NN

Germany

e Hl

aCE a

Made in Germany DE81523527

B/B1.64/NKB4.64/STD2.04/B/BT1.07EL

Fig. 1 - exemplary illustration
3.4 LABELING

The RFID readers of the TWN4 USB Front Reader family are delivered ex-works with a label (Fig. 1)
attached on the rear side of the housing (Fig. 2).

Fig. 2 - exemplary illustration
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This label contains important product information (e.g. certification information) and may not be
removed or damaged. In case of a label wear-out, contact ELATEC.

3.6 SCOPE OF DELIVERY

The RFID readers of the TWN4 USB Front Reader family are delivered with the following mounting
components:

Mounting angle kit
The mounting angle kit contains 4 screws and a mounting angle
-~ intended to fix the reader onto a host device.

- — Adhesive pads
4 pieces, 24 x 11 mm

The adhesive pads enable to fix the reader onto the host device.

\> \> They can be used alone or in combination with the mounting
angle kit.

Refer to Chapter “Installation” for more information about the mounting options.
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4 INSTALLATION

The RFID readers of the TWN4 USB Front Reader family are Plug & Play devices that can simply be
connected to a host device (e.g. printer) thanks to the USB connector on the rear side of the readers.
This patented USB connector can be turned to 90°, which enables a quick and easy installation into any
host system equipped with a USB port.

Optionally, the readers can be fixed onto a host device (e.g. printer) using the mounting angle kit and/or
adhesive pads listed in Chapter “Scope of delivery”. The illustrations below describe both mounting

configurations:

Fig. 3 - installation with mounting angle kit and one adhesive pad

Fig. 4 - installation with four adhesive pads

Warning
A To comply with the applicable RF exposure requirements, the product should be installed
and operated with a minimum distance' to any user’s/nearby person’s body at all times.

1 Separation distance of 0.5 cm for installations in FCC- and ISED-regulated countries, 5 cm for installations in other countries.
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5 MODE OF OPERATION

The mode of operation described in the following chapter is based on a standard ELATEC RFID reader
equipped with two LEDs. Depending on your product (number of LEDs, installed firmware, etc.) and in
case the product settings have been modified with the ELATEC AppBlaster tool, the information below
might differ from your product configuration when in operation. In particular, the color and sequence
of the LEDs on your product might be different.

5.1 OPERATING MODE

To start operating the reader, it simply has to be connected directly to a host device. The readers of the
TWN4 USB Front Reader family are not designed to be operated with any extension lead.

5.2 POWER UP

In case of an external power supply unit is used, the following requirements must be satisfied:
e ES1/PS2 classified power source according to IEC 62368-1
e Short-circuit current <8 A

5.3 ENUMERATION

Once the reader has been powered up, it waits for completion of the enumeration by the USB host. As
long as the reader is not enumerated, it is in a minimum power consumption mode, where both LEDs
are turned off.

5.4 INITIALIZATION

After powering up and enumeration, the reader turns on the built-in transponder reader logic. The
green LED is turned on permanently. Some RFID readers need some kind of initialization, which is
performed in this step. After successful initialization, the reader sounds a short sequence, which
consists of a lower tone followed by a higher tone.

5.5 NORMAL OPERATION

As soon as the reader has completed the initialization, it enters the normal operation mode. During
normal operation, the reader searches for a transponder continuously.

5.6 DETECTION OF A TRANSPONDER

If a transponder is detected by the reader, the following actions are performed:

e Send the ID to the host. By default, the reader sends by emulating keystrokes of a keyboard.
e Sound a beep.

e Turn off the green LED.

e Blink the red LED for two seconds.

e Turn on the green LED.

Within the two seconds timeout, where the red LED is blinking, the transponder, which just has been
recognized will not be accepted again. This prevents the reader from sending identical IDs more than
one time to the host. If during the two seconds timeout of the red LED a different transponder is
detected, the complete sequence restarts immediately.
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5.7 SUSPEND MODE

The readers of the TWN4 USB Front Reader family support the USB suspend mode. If the USB host
signals suspend via the USB bus, the reader turns off most of its power consuming peripherals. During
this operation mode, no detection of transponders is possible and all LEDs are turned off. Once the
host resumes to normal operation mode, this is also signaled via the USB bus. Therefore, the reader
will resume to normal operation too.
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6 COMPLIANCE STATEMENTS

6.1 GENERAL STATEMENTS

6.1.1 FCC

The RFID readers of the TWN4 USB Front Reader family comply with the RF exposure requirements for
portable devices (47 CFR 2.1093). However, the devices shall be used in such a manner that the potential
for human contact during normal operation is minimized.

6.1.2 UNITED KINGDOM

The RFID readers of the TWN4 USB Front Reader family comply with the requirements of the UK
legislations and other regulations as listed in the respective UK declaration of conformity. The importer
is responsible for applying to the packaging the importer company’s details, including the company’s
name and a contact address in the United Kingdom.

6.2 TWN4 USB FRONT READER

6.2.1 EU

Hereby, ELATEC GmbH declares that TWN4 USB Front Reader complies with Directive 2014/53/EU. The
full text of the EU declaration of conformity is available at the following internet address:
elatec.com/approvals

6.2.2 FCC

FCC ID: WP5TWN4F34

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause undesired
operation. (except receivers associated with operation of a licensed radio service and stand-alone
devices).

Caution

The Federal Communications Commission (FCC) warns the users that changes or modifications to the
unit not expressly approved by the party responsible for compliance could void the user's authority to
operate the equipment.

FCC 815.105 (b)

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur
in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following measures:

e Reorient or relocate the receiving antenna.

e |[ncrease the separation between the equipment and receiver.
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e Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.

6.2.3 ISED/ISDE CANADA

IC: 7948A-TWN4F34

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and
Economic Development Canada’s licence-exempt RSS(s). Operation is subject to the following two
conditions:

1. This device may not cause interference.

2. This device must accept any interference, including interference that may cause undesired operation
of the device.

L'émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR
d’Innovation, Sciences et Développement économique Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes:

1. L'appareil ne doit pas produire de brouillage;

2. L'appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible
d’en compromettre le fonctionnement.

6.2.4 ARGENTINA
[Rl RAMATEL C-27760

6.2.5 BRAZIL/BRASIL

Este equipamento nao tem direito a protecao contra interferéncia prejudicial e nao pode causar
interferéncia em sistemas devidamente autorizados.

6.2.6 CHINA (PRC) / i AR FNE

Micropower scope of use declaration: W ThER (S FHISE S AR ¢
TWN4 USB Front Reader supports transmission
frequencies of 13.56 MHz and 125 kHz. The user
needs to adhere to the following specifications
when using the product:

TWN4 USB Front Reader x5 13.56MHz #1 125kHz
REME  AFEFERTRED  FSZ2EBTFLUTEK !

FE MINEREEBLLABRFREHFNKRA
BER"NERRPRMNERDST - RANKLRE
FMEEE - 24 - BERAREERTX

(1) The specific provisions listed in the “catalog
and the technical specifications for micropower
short-range radio transmission equipment” as
well as the usage scenarios for the antenna type
used, the functions, and the customary use of the
control system, regulation, and switches must be
complied with;

REINE
13.66MHz : < -7.45dBuA/m

(10 >k 1758 - ELEE)
Transmission power:

13.56 MHz: < -7.45 dBpA/m
(field strength at 10 meters, standard max value)
125 kHz: < -1.87 dBpA/m

125kHz : <-1.87dBuA/m
(10 KAI73R - AEUE(E)
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(field strength at 10 meters, standard max value)
Antenna: built-in antenna (cannot be removed)

Control system, regulation, and switches: The
user cannot control, regulate, or switch over the
radio transmission function of the antenna.

(2) The unauthorized modification of usage
scenarios or the conditions of use, expansion of
the transmission frequency range, or increase of
the transmission power (including installing
additional transmission power amplifiers), as well
as the unauthorized modification of the
transmission antenna are not allowed;

(3) The product may not interfere in any way with
any legal radio transmitters (stations) and may
not offer any shielding from harmful interference;

(4) The product must be able to tolerate
interference caused by industrial, scientific, and
medical (ISM) devices which radiate high
frequency energy or other legal interference from
radio transmitters (stations);

(5) Should the product cause harmful interference
on other legal radio transmitters (stations),
product use must be discontinued immediately
and suitable measures must be taken prior to
using the product again in order to eliminate said
interference;

(6) When using micropower devices inside of an
aircraft or radiometric observatories, or when
using such devices in meteorological radar
stations, satellite ground stations (including
measuring and control stations, distance
measuring stations, receiving stations, or
navigation stations), as well as in radio
transmitters (stations) used by the military and
electromagnetic environment protections zones
at airports, all applicable provisions of the
competent authorities as well as statutory
provisions, national regulations, and national
standards must be complied with;

(7) Remote controls of any kind may not be used
within 5000 meters of airport runways, measured
from the middle of the runway;

K& REXRE (AIIFE)

e BERIR - BPABEES - BE AR
IE T BB K BITNAE
(Z) ARBENEERNSIERARY - T RREM
RBE -~ MAKFINER ( BIEEFIMNESIRINREK
&) ABEBEBENAHKRL

(=) ARNEMEENTLSBS (I8 ) FEREET
- MABRERREETILREF ;

(M) R Y4EZEAENEEN I - REREST
(ISM) MAREN T EMESEZNTLES (1h)
FIL;

(7)) MPEMEENTLES (L) FEEETH
B NIIBMELIEER - AREERHBR T IR S T 44
R ;

(X)) EMZESRANREAREN - BEXBERNE - 15
BEXNIRMNEBRAN G - SREXR - DEIKIE (SN
7= OEE - B Shlh ) SERRALLSREA (1)
MIn SN BHMRRFPFRENERMIIRRE - NEE
SFEBEEBHRRF RERTWESEIAE ;

(t) BIEEDAIRBEP LR IED
XA ERASEEE

F 1 5000 KAy

a

BlEires

() WIhEREEEANBREMNEENIFERE -
TWN4 USB Front Reader 9 T{E&E /% 4.3V-5.5V
(USB =) -

TERE 0°C~65°C,

fii 71 )% -40°C~70°C.

PP 55 71 s 2 L i PS8 M R s SR
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(8) Ambient conditions such as temperature and
voltage when using micropower devices:
operating voltage of TWN4 USB Front Reader:
4.3V -5.5V (charging via USB),

operating temperature: 0 °C - 65 °C,

storage temperature: -40 °C - 70 °C.

The user must strictly adhere to these
temperature and voltage specifications when
using the product.

6.2.7 MOROCCO / ¢ sall
AGREE PAR L'ANRT MAROC

Numéro d’agrément : MR00005767ANRT2024
Date d'agrément : 24/12/2024

6.2.8 SINGAPORE

Complies with
IMDA Standard
[DA 103787]

6.29 TAIWAN/ZE

NS ERBHZBINRGRRN - B E - AT BRAEMEBOABEEBEERR  MANRNBERRTZHER

TNEE - BINKRGVRB[M ZEAABTERMELE R TES ARG  KRFEETERER - BUllFR  LXAEERTER

HBEERER - LSRRG  BREEEEANEFEZRGEERS - BNXRHERMRAVRGEIBENLFR - RER
ERRENESTERREZTE -

6.2.10 THAILAND / sz ne

nane.

wiosinganuranil 165uoniu lidodld
Fuluaygaliiil 14danosingauuia
WiemmniFingAANAAsEMA nane.
Fos ln?sﬁquuumu wazaniing
mnnaudsuandlideddiuluoygn
AVYANLANRTHNTET YU A IVEANAY
W.A. 2498

el nanp. | insauwnau

mrugiafioussisu
Call Center 1200 (nsw&)

6.2.11 UKRAINE / YKPATHA UA

TexHiuHUI pernameHT pagioobnagHaHHA, 3aTBepaxeHoro MNoctaHosoto KabiHety MiHicTpis YKpainum sig 24 TpasHa
2017 p. Ne355:
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cnpasxHim «kELATEC GmbH» (Zeppelinstrasse 1, 82178 Puchheim, Germany/HimeuunHa) 3assnse, wo tvn
pagioobnagHaHHA: MpucTpint pagiovactoTHoi ineHTudikauii [RFID Reader/Writer 125 kHz, 13,56 MHz] T.m.
«ELATEC» mogeni TWN4 USB Front Reader signosigae TexHiuHOMY pernameHTy pagioobnagHaHHsA.

OCHOBHI XAPAKTEPUCTUKN

MaKcumasibHa NOTYXKHiCTb

PapiotexHonoris Cmyru pagioyacToT .
BMNPOMIHIOBaHHSA
Minyc 1,87 abmKkA/m,
LF RFID 119 - 140 kry, HanpyskeHicTb marHiTHoro nons,

BUMipsAHa Ha BiacTaHi 10 m
Minyc 7,45 abmKA/m,

HF RFID 13,653 - 13,567 Mrlwy Hanpy:KeHicTb marHiTHOro noss,
BMMipsAHa Ha BiacTaHi 10 m

6.3 TWN4 USB FRONT READER LEGIC

6.3.1 EU

Hereby, ELATEC GmbH declares that TWN4 USB Front Reader LEGIC complies with Directive
2014/53/EU. The full text of the EU declaration of conformity is available at the following internet
address: elatec.com/approvals

6.3.2 FCC
FCC ID: WP5TWN4F28

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and

(2) this device must accept any interference received, including interference that may cause undesired
operation. (except receivers associated with operation of a licensed radio service and stand-alone
devices).

Caution

The Federal Communications Commission (FCC) warns the users that changes or modifications to the
unit not expressly approved by the party responsible for compliance could void the user's authority to
operate the equipment.

FCC §15.105 (b)

Note: This equipment has been tested and found to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against
harmful interference in a residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur
in a particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is encouraged to try
to correct the interference by one or more of the following measures:

e Reorient or relocate the receiving antenna.
® Increase the separation between the equipment and receiver.

e Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

e Consult the dealer or an experienced radio/TV technician for help.
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IC: 7948A-TWN4F28

ELATEC

This device contains licence-exempt transmitter(s)/receiver(s) that comply with Innovation, Science and
Economic Development Canada’s licence-exempt RSS(s). Operation is subject to the following two

conditions:
1. This device may not cause interference.

2. This device must accept any interference, including interference that may cause undesired operation

of the device.

L'émetteur/récepteur exempt de licence contenu dans le présent appareil est conforme aux CNR
d’Innovation, Sciences et Développement économique Canada applicables aux appareils radio
exempts de licence. L'exploitation est autorisée aux deux conditions suivantes:

1. L'appareil ne doit pas produire de brouillage;

2. L'appareil doit accepter tout brouillage radioélectrique subi, méme si le brouillage est susceptible

d’en compromettre le fonctionnement.
6.3.4 ARGENTINA

[R] RAMATEL H-31513

6.3.5 BRAZIL/BRASIL

Este equipamento nao tem direito a protecao contra interferéncia prejudicial e nao pode causar

interferéncia em sistemas devidamente autorizados.

6.3.6 CHINA (PRC)/ i ARHTIE

Micropower scope of use declaration:

TWN4 USB Front Reader LEGIC supports
transmission frequencies of 13.56 MHz and 125
kHz. The user needs to adhere to the following
specifications when using the product:

(1) The specific provisions listed in the “catalog
and the technical specifications for micropower
short-range radio transmission equipment” as
well as the usage scenarios for the antenna type
used, the functions, and the customary use of the
control system, regulation, and switches must be
complied with;

Transmission power:

13.56 MHz: < -6.55 dBuA/m

(field strength at 10 meters, standard max value)
125 kHz: <-12.72 dBpA/m

(field strength at 10 meters, standard max value)

Antenna: built-in antenna (cannot be removed)

MINRERMSERSHA

TWN4 USB Front Reader LEGIC 3% 13.56MHz 1
125kHz 59X - BFREFERYRED  FEBFUTE
K

FE M EREEBLABRFREEIFNERA
BR"NERRPRMNERDST - RANKLRE
FMEEE - 24 - BERAREERTX

(=

RETNE

13.56MHz : < -6.55dBpuA/m
(10 SR&AI73E - EIEE)
125kHz : <-12.72dBpA/m
(10 5R&AI7%E - HEIEE)

K& WEXRLZ (AdIfFE)
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Control system, regulation, and switches: The
user cannot control, regulate, or switch over the
radio transmission function of the antenna.

(2) The unauthorized modification of usage
scenarios or the conditions of use, expansion of
the transmission frequency range, or increase of
the transmission power (including installing
additional transmission power amplifiers), as well
as the unauthorized modification of the
transmission antenna are not allowed;

(3) The product may not interfere in any way with
any legal radio transmitters (stations) and may
not offer any shielding from harmful interference;

(4) The product must be able to tolerate
interference caused by industrial, scientific, and
medical (ISM) devices which radiate high
frequency energy or other legal interference from
radio transmitters (stations);

(5) Should the product cause harmful interference
on other legal radio transmitters (stations),
product use must be discontinued immediately
and suitable measures must be taken prior to
using the product again in order to eliminate said
interference;

(6) When using micropower devices inside of an
aircraft or radiometric observatories, or when
using such devices in meteorological radar
stations, satellite ground stations (including
measuring and control stations, distance
measuring stations, receiving stations, or
navigation stations), as well as in radio
transmitters (stations) used by the military and
electromagnetic environment protections zones
at airports, all applicable provisions of the
competent authorities as well as statutory
provisions, national regulations, and national
standards must be complied with;

(7) Remote controls of any kind may not be used
within 5000 meters of airport runways, measured
from the middle of the runway;

(8) Ambient conditions such as temperature and
voltage when using micropower devices:
operating voltage of TWN4 USB Front Reader
LEGIC: 4.3V - 5.5V (charging via USB),
operating temperature: 0 °C - 65 °C,

= BERAR B ABEES - BHIRFFR
b T EE A BITNRE
(Z) ABEBENEEANSNEARN - 7 KM
B~ IMAKRSINR ( SREREINIRSFRINRIA
&) ARERENAFXREL ;

(=) ARWEMEENTLSBE (15) FEREET
- TABREBRBETILRF

(M) NHEZEFSMEESMN T - RIZREST
(ISM) NBRENTHHEMEEZNTEEE (1)
Fi;

(h) WNEMEANTLES (16 ) FEBETR
i - MIZBMELEREA - HREUEMEBR T IE 77 o 44
£/ ;

(7N) EMZERNAKIEEREN - ERBRANE - 7
BEXRNHFBAXE - SRERI - TEtIKIE (S
7 ONEE - B SHlh ) SERATLES (I5) -
I EWBHUFRFRFPXEAERAMINRRE  NHE
STEEMERF RARTWEESETONE ;

(t) ZlEEDAmBRED LR AR -
XA AR EERE

F £ 5000 KA

UREEES

(N\) WIHEREREANRENBENFERE -
TWN4 USB Front Reader LEGIC A9 T{EEB[E 4.3V-
5.5V (USB &8 ) -

TYERE 0°C~65°C,
fif {7 /% -40°C~70°C.

JH P 85 7 A% 4 e P2 R S SR A
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storage temperature: -40 °C - 70 °C.

The user must strictly adhere to these
temperature and voltage specifications when
using the product.

6.3.7 MOROCCO / < !l
AGREE PAR L’ANRT MAROC

Numéro d’agrément : MR0O0005768ANRT2024
Date d'agrément : 24/12/2024

6.3.8 SINGAPORE

Complies with
IMDA Standard
[DA 1037871

6.3.9 THAILAND / Uszwe e

nane.

wioaingauurani] 165uonidu lidedd
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G049 1nToeingauuiay uasaniing
aunauitldsusniulideddsuluoygyn
ANYAIIANAINTETIYUE R INEAIIAY
W.A. 2498
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APPENDIX

A - RELEVANT DOCUMENTATION

ELATEC documentation

e TWN4 USB Front Reader family, user manual/instructions for use
e TWN4 USB Front Reader data sheet

e TWN4 USB Front Reader LEGIC data sheet

e TWN4 USB Front Reader technical handbook

External documentation
e Technical documentation related to the installation site or connected devices

B - TERMS AND ABBREVIATIONS

ELATEC

TERM EXPLANATION

BLE Bluetooth Low Energy

EMC electromagnetic compatibility
HF high frequency

LF low frequency

MTBF mean time between failures
RFID radio frequency identification
R/W read/write (distance)

C - REVISION HISTORY

VERSION CHANGE DESCRIPTION EDITION
04 Shapters_ Se:fetylrljformat_lon , “Product fa,r’nlly , 07/2025
Installation” and “Compliance statements” updated
03 Chapter “Compliance statements” updated 01/2025
02 Chapters Ithen"ded use”, “Product family” and “Relevant 10/2024
documentation” updated
01 First edition 05/2024
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HQ / EUROPE AMERICAS APAC MIDDLE EAST

ELATEC GmbH ELATEC Inc. ELATEC Singapore ELATEC Middle East

Zeppelinstral3e 1 1995 SW Martin Hwy. 1 Scotts Road #21-10 Shaw Trading FZE

82178 Puchheim, Germany Palm City, FL 34990, USA Centre, Singapore 228208 P.0. Box 16868, Dubai, UAE

P +49 89 552 9961 0 P+1772 210 2263 P +65 9670 4348 P +971 50 9322691

F+49 89 552 9961 129 F+1772 382 3749

info-rfid@elatec.com americas-info@elatec.com apac-info@elatec.com middle-east-info@elatec.com
elatec.com

ELATEC reserves the right to change any information or data in this document without prior notice. ELATEC declines all responsibility for the use of
this product with any other specification but the one mentioned above. Any additional requirement for a specific customer application has to be
validated by the customer themselves at their own responsibility. Where application information is given, it is only advisory and does not form part
of the specification. Disclaimer: All names used in this document are registered trademarks of their respective owners.
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