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4, Test Summary

Test Item Section in CFR 47 Result
Pass
RF Exposure (SAR) i:: ;128; (Please refer to
SAR Report)
Part 2.1046
RF Output Power Part 22.913 (a)(2) Pass
Part 24.232 (c)
Peak-to-Average Power Ratio Part 24.232 (d) Pass
Modulation Characteristics Part 2.1047 Pass
Part 2.1049
99% & -26 dB Occupied Bandwidth Part 22.917(b) Pass
Part 24.238(b)
Part 2.1051
Spurious Emissions at Antenna Terminal Part 22.917 (a) Pass
Part 24.238 (a)
Part 2.1053
Field Strength of Spurious Radiation Part 22.917 (a) Pass
Part 24.238 (a)
. Part 22.917 (a
Out of band emission, Band Edge Part 24.238 Ea; Pass
Frequency stability vs. temperature Part 2.1055(a)(1)(b) Pass
Frequency stability vs. voltage Part 2.1055(d)(1)(2) Pass
Pass: The EUT complies with the essential requirements in the standard.
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5. General Information
5.1 Client Information

Applicant: Beyond E-Tech Inc

Address of Applicant: 3005 West Loop South, Ste. 100 Houston Texas United States

Manufacturer Shenzhen jing sunshine weiye technology co., LTD

Address of Manufacturer: Shenzhen futian district fu road jindi industrial zone 109 building the
second floor

Factory: Shenzhen countries dry technology co., LTD

Address of Factory: Shenzhen house on the rock north ring road industrial area in A building

on the third floor

5.2 General Description of E.U.T.

Product Name: LTE mobile phone

Model No.: W8

Operation Frequency range: | GSM 850: 824.20MHz-848.80MHz
PCS1900: 1850.20MHz-1909.80MHz
WCDMA Band V: 826.4MHz-846.6MHz
WCDMA Band II: 1852.4 MHz -1907.6 MHz

Modulation type: GSM/GPRS:GMSK, UMTS:QPSK, EGPRS: 8PSK
Antenna type: Internal Antenna
Antenna gain: GSM 850: -1 dBi

PCS 1900: -1 dBi
WCDMA Band V: -1 dBi
WCDMA Band II: -1 dBi

AC adapter: Model: SC050100-US
Input:100-240V AC, 50/60Hz 0.4A
Output:5V DC MAX 1000mA

Power supply: Rechargeable Li-ion Battery DC3.8V-2250mAh

Shenzhen Zhongjian Nanfang Testing Co., Ltd. Project No.: CCIS151100909RF
No. B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Baobdan Di st r iGeahgdonds @Ghéna z h e n,
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Operation Frequency List:

GSM 850 PCS1900
Channel: Frequency (MHz) Channel: Frequency (MHz)

128 824.20 512 1850.20

129 824.40 513 1850.40

é . é . é. é .

189 836.40 660 1879.80

190 836.60 661 1880.00

191 836.80 662 1880.20

é é é é

250 848.60 809 1909.60

251 848.80 810 1909.80

WCDMA Band V WCDMA Band |l
Channel: Frequency (MHz) Channel: Frequency (MHz)

4132 826.40 9262 1852.40
4133 826.60 9263 1852.60

é . €. é. €.
4182 836.40 9399 1879.80
4183 836.60 9400 1880.00
4184 836.80 9401 1880.20

é é é é
4232 846.40 9537 1907.40
4233 846.60 9538 1907.60
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Regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle frequency, and the
highest frequency of channel were selected to perform the test, and the selected channel see below:

GSM850 PCS1900

Channel Frequency(MHz) Channel Frequency(MHz)
Lowest channel 128 824.20 Lowest channel 512 1850.20
Middle channel 190 836.60 Middle channel 661 1880.00
Highest channel 251 848.80 Highest channel 810 1909.80

WCDMA Band V WCDMA Band II

Channel Frequency(MHz) Channel Frequency(MHz)
Lowest channel 4132 826.40 Lowest channel 9262 1852.40
Middle channel 4183 836.60 Middle channel 9400 1880.00
Highest channel 4233 846.60 Highest channel 9538 1907.60

Shenzhen Zhongjian Nanfang Testing Co., Ltd.
No. B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,
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5.3 Test modes

Voice mode Keep the EUT in voice mode on GSM 850 and PCS 1900 respectively.
Data mode (GPRS) Keep the EUT in GPRS mode on GSM 850 and PCS 1900 respectively.
Data mode (EGPRS) Keep the EUT in EGPRS mode on GSM 850 and PCS 1900 respectively.
Voice mode (AMR 12.2 kbps) Keep the EUT in voice mode on WCDMA Band Il and V respectively.
Data mode (RMC 12.2kbps) Keep the EUT in RMC on WCDMA Band Il and V respectively.

Data mode (HSDPA Subtest 1~4) Keep the EUT in HSDPA mode on WCDMA Band Il and V respectively.
Data mode (HSUPA Subtest 1~5) Keep the EUT in HSUPA mode on WCDMA Band Il and V respectively.
Remark: Just the worst case mode shown in report.

5.4 Related Submittal(s) / Grant (s)

This submittal(s) (test report) is filing to comply with Section Part 22 subpart H and Part 24 subpart E of the
FCC CFR 47 Rules.

5.5 Test Methodology

Both conducted and radiated testing were performed according to the procedures document on TIA/EIA 603
and FCC CFR 47.1046, 2.1047, 2.1049, 2.1051, 2.1053, 2.1055 and 2.1057

5.6 Laboratory Facility

The test facility is recognized, certified, or accredited by the following organizations:

0 FCC - Registration No.: 817957

Shenzhen Zhongjian Nanfang Testing Co., Ltd. EMC Laboratory has been registered and fully described in
a report filed with the (FCC) Federal Communications Commission. The acceptance letter from the FCC is
maintained in out files. Registration 817957, February 27, 2012.

0 IC - Registration No.: 10106A-1

The 3m Semi-anechoic chamber of Shenzhen Zhongjian Nanfang Testing Co., Ltd. has been Registered by
Certification and Engineering Bureau of Industry Canada for radio equipment testing with Registration No.:
10106A-1.

0 CNAS - Registration No.: CNAS L6048

Shenzhen Zhongjian Nanfang Testing Co., Ltd. is accredited to ISO/IEC 17025:2005 General Requirements

for the Competence of Testing and Calibration laboratories for the competence of testing. The Registration
No. is CNAS L6048.

5.7 Laboratory Location

Shenzhen Zhongjian Nanfang Testing Co., Ltd.

Address: No. B-C, 1/F., Building 2, Laodong No.2 Industrial Park, Xixiang Road,

Baodan District, Shenzhen, Guangdong, China
Tel: +86-755-23118282

Fax: +86-755-23116366
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5.8 Test Instruments list

i Cal. Date Cal. Due date
Test Equipment Manufacturer Model No. Inventory No |
(mm-dd-yy) (mm-dd-yy)
3m SAC SAEMC 9(L)*6(W)* 6(H) CCIS0001 08-23-2014 08-22-2017
BiConiLog Antenna SCHWARZBECK VULB9163 CCIS0005 03-28-2015 03-28-2016
Horn Antenna SCHWARZBECK BBHA9120D CCIS0006 03-28-2015 03-28-2016
Pre-amplifier
HP 8447D CCIS0003 04-01-2015 03-31-2016
(10kHz-1.3GHz)
Pre-amplifier Compliance Direction
PAP-1G18 CCIs0011 04-01-2015 03-31-2016
(1GHz-18GHz) Systems Inc.
Pre-amplifier AFS33-18002
Rohde & Schwarz GTS218 04-01-2015 03-31-2016
(18-26GHz) 650-30-8P-44
Horn Antenna ETS-LINDGREN 3160 GTS217 04-01-2015 03-31-2016
Spectrum analyzer
Rohde & Schwarz FSP30 CCIS0023 03-28-2015 03-28-2016
9k-30GHz
EMI Test Receiver Rohde & Schwarz ESRP7 CCIS0167 03-28-2015 03-28-2016
Loop antenna Laplace instrument RF300 EMCO0701 04-01-2015 03-31-2016
Universal radio
Rhode & Schwarz CMU200 CCIS0069 03-28-2015 03-28-2016

communication tester
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6. System test configuration
6.1 EUT Configuration

The EUT configuration for testing is installed on RF field strength measurement to meet the
commi ssionébés requirement and operating in a man
characteristics in a continuous normal application.

6.2 EUT Exercise

The EUT (Transmitter) was operated in the engineering mode to fix the Tx frequency which was for the
purpose of the measurements.

6.3 Configuration of Tested System

6.4 Description of Test Modes

The EUT has been tested under operating condition.

EUT staying in continuous transmitting mode. Channel Low, Mid and High for each type band with rated
data rate were chosen for full testing.

The field strength of spurious radiation emission was measured as EUT stand-up position (H mode) and
lie down position (E1, E2 mode) for three modes (GSM850, PCS1900, WCDMA Band V and WCDMA
Band Il) with power adaptor, earphone and Data cable. The worst-case H mode for GSM850, PCS1900,
WCDMA Band V and WCDMA Band II.
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