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1. REPORT REVISION HISTORY

Revision Date Description

- 9/24/2025 Initial Release of Engineering Test Report No. 2501346-06

Report was revised due to new device programming that changed the
results of the test.
- Cover Page: New Test Date
10/20/2025 - Section 3.1 Evaluation Frequencies: Changed test frequencies
By John Peters - Section 3.1 Notes: Added new device programming notes
- Section 7.1: New temperature and humidity data
- Section 7.2: New results table
- Section 8: New data plots
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3. DESCRIPTION OF EQUIPMENT UNDER TEST (EUT)

3.1.  Product Description

Product Description

Integrated Device Blood Glucose Meter
HW Version 0189-113
SW Version 5.4.1

EUT Dimensions 8x5x1.5¢cm

Primary Mechanical Mode Free-Space

Serial Number 90510086548

Device Quantity 1

Antenna Type F-type PCB Trace

Evaluation Frequencies 2404MHz, 2444MHz, 2480MHz

The EUT was programmed using the customer’s laptop, a USB
cable, GenTest software, and batch file using Windows
Command Prompt.

Commands:

“1” to Turn on the BLE device

Notes: “J” to Set max DTM power to 0dBm

“G” to Turn on modulated signal at channel 0

“” to Turn on modulated signal at channel 19

“/” to Turn on modulated signal at channel 39

The EUT would not continue to transmit if the USB cable were
disconnected so the laptop was present during testing.

Internal 3.2VDC (Qty 2, 2032-coin batteries)
External N/A

Input Power
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3.2. EUT Photographs
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3.3.  EUT Setup

EUT Setup
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Laser Alignment

4. LIST OF TEST EQUIPMENT:
Equipment Description Manufacturer Model No. Serial No. Frequency Range Cal Date | Due Date
EMI ANALYZER ROHDE & SCHWARZ ESW26 103067 2HZ-26GHZ 3/9/2025 3/9/2026
OSP130 ROHDE & SCHWARZ OSP130 101195 -
0SP150 ROHDE & SCHWARZ OSP150 101024 Part of the System
Calibration
ROOM 20 WIRELESS CHAMBER ROHDE & SCHWARZ WPTC-M - 600-6GHz

5. MEASUREMENT UNCERTAINTY BUDGET:

Measurement Uncertainty (k=2, 95% Confidence Interval)

TRP (dB)
GNSS | AWS-1 | PCS | Aws-1
LTE600 [ LTE700 | Cell | EPY | Tyive | nte | Reiye | LTE | LTE | WLAN | WLAN
Frequency (MHz) | ©17- | ©99- | 814 | 1574 | teos- | 1e50- | 2110- | 2300- | 3300- | 2400- | 5150-
T 698 798 894 | 1606 | 1780 | 2020 | 2180 | 2800 | 3800 | 2500 | 5825
FnE sl s 132 | 093 | 085 074 | 078 054 | 0.99 117 1.36
(< 30cm)
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6. TEST METHOD
6.1. Radiated Test Setup (TRP)

TRP (Total Radiated Power) is a figure of merit for the transmitter performance of the EUT. The radiation pattern
is measured every 10° in azimuth and 15° in elevation using a dual-linear polarized test antenna to capture two
principal polarizations, Theta, and Phi, either simultaneously or sequentially. At each position and for each
polarization, the Equivalent Isotropic Radiated Power (EIRP) is measured and the TRP corresponds to the
spatial average of EIRP values taken uniformly around the EUT.

The uplink performance was characterized by the R&S ESW26 in spectrum analyzer mode for the frequency of
interest using Zero-Span Max Peak and 3MHz RBW settings. TRP data can be found in Section 7.2 and
antenna plots in Section 8.

Test antenna
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7. SUMMARY OF TEST RESULTS

71. Environmental Conditions:
The temperature at the time of the test was 23.3°C and the relative humidity was 29%.

7.2. Total Radiated Power (TRP)

FREESPACE
Peak EIRP Vel RECIEfER Directivity Peak Gain
Frequency (MHz) Power
(dBm) (dBm) (dBi) (dBi)
2404MHz 4.24 -3.48 7.71 4.24
2444MHz 3.21 -3.99 7.20 3.21
2480MHz 417 -4.13 8.30 417
Average 3.87 -3.86 7.74 3.87
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8. PLOTS

Plot Orientation
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8.1. 3D TRP- Free Space

Roche Diabetes Care Inc Accu-Chek Guide Me Blood Glucose Meter 2404MHz
Theta=0,Phi=0 Theta =180, Phi=0
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Theta =90, Phi =0 Theta = 90, Phi = 180

Theta =90, Phi = 270 Theta = 90, Phi =90
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