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Summary of Measurement Results
Number | Test Case Clause in FCC rules Verdict
2.1046
1 RF Power Output and Effective Isotropic | /27.50(d)(4) PASS
Radiated Power /27.50(b)(10)
127.50(c)(10)
2 Occupied Bandwidth 2.1049 PASS
27.53(h)
3 Band Edge Compliance 127.53(g) PASS
127.53(f) /127.53(c)
4 Peak-to-Average Power Ratio 27.50(d)/KDB971168 D01(5.7) PASS
5 Frequency Stability 2.1055/27.54 PASS
2.1051
127.53(h
6 Spurious Emissions at Antenna Terminals (h) PASS
127.53(g)
127 .53(f) 127.53(c)
2.1053
. . . 127.53(h)
7 Radiated S E PASS
adiated Spurious Emission 127 53(q)
127 .53(f) 127.53(c)

Date of Testing: (Original): June 29, 2018~ July 16, 2018 and July 30, 2018~ July 31, 2018
(Variant): September 3, 2025 ~ September 11, 2025
Date of Sample Received: (Variant): August 28, 2025

Note: PASS: The EUT complies with the essential requirements in the standard.

FAIL: The EUT does not comply with the essential requirements in the standard.
All indications of Pass/Fail in this report are opinions expressed by Eurofins TA Technology (Shanghai) Co.,
Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties were not taken
into account and are published for informational purposes only.
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EC25-AF; EC25-AF MINIPCIE (Report No.: EFTA25080400-IE-02-R3) is a variant model of
EC25-AF; EC25-AF MINIPCIE (Report No.: R1806A0301-R3V1).
The detailed product change description please refers to following table:

The new version and onginal version both use Qualcomm 9x07 chipset, share the same chipset baseline,
software and hardware design, the difference is some RF related components.

Module Chipset Frequency

EC25-AF, EC25-AF MINIPCIE
LTE Cat 4: B2/4/5/12/13/14/66/71

(Original)
MDM9207 WCDMA: B2/4/5
EC25-AF, EC25-AF MINIPCIE )
il *GPSIGLONASS/BDS/Galileo/QZSS
oW

According to customer requirements the detailed standard upgrade please refers to following
table:

Old Standard(s) New Standard(s)

ANSI/TIA-603-E (2016) ANSI C63.26-2015

Tested Cases refer to the following table.

Test Cases Original Variant
RF Power OutputPaor:Aclielfffectlve Radiated PASS PASS

Occupied Bandwidth PASS

Band Edge Compliance PASS
Peak-to-Average Power Ratio PASS

Frequency Stability PASS
Spurious Emissions at Antenna Terminals PASS
Radiated Spurious Emission PASS

The detailed product change description please refers to the Difference Declaration Letter.
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1 Test Laboratory

1.1 Notes of the Test Report

This report shall not be reproduced in full or partial, without the written approval of Eurofins TA
Technology (Shanghai) Co., Ltd. The results documented in this report apply only to the tested
sample, under the conditions and modes of operation as described herein. Measurement
Uncertainties were not taken into account and are published for informational purposes only. This
report is written to support regulatory compliance of the applicable standards stated above.

1.2. Test facility

FCC (Designation number: CN1179, Test Firm Registration Number: 446626)

Eurofins TA Technology (Shanghai) Co., Ltd. has been listed on the US Federal Communications
Commission list of test facilities recognized to perform measurements.

A2LA (Certificate Number: 3857.01)

Eurofins TA Technology (Shanghai) Co., Ltd. has been listed by American Association for Laboratory
Accreditation to perform measurement.

1.3 Testing Location

Company: Eurofins TA Technology (Shanghai) Co., Ltd.

Address: Building 3, No.145, Jintang Rd, Pudong Shanghai, P.R.China
City: Shanghai

Post code: 201201

Country: P. R. China

Contact: Xu Kai

Telephone: +86-021-50791141/2/3

Fax: +86-021-50791141/2/3-8000
Website: https://www.eurofins.com/electrical-and-electronics
E-mail: Kain. Xu@cpt.eurofinscn.com
Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 5 of 249
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2 General Description of Equipment under Test

2.1 Applicant and Manufacturer Information

Applicant

Quectel Wireless Solutions Company Limited

Applicant address

Building 5, Shanghai Business Park Phase Il (Area B), No.1016
Tianlin Road, Minhang District, Shanghai, China, 200233

Manufacturer

Quectel Wireless Solutions Company Limited

Manufacturer address

Building 5, Shanghai Business Park Phase Il (Area B), No.1016
Tianlin Road, Minhang District, Shanghai, China, 200233

2.2 General information

EUT Description

Model EC25-AF; EC25-AF MINIPCIE
IMEI EC25-AF :866834040000767
EC25-AF MINIPCIE: 866834040002375
Hardware Version R1.0
Software Version EC25AFFAR07A14M4G

Power Supply

External Power Supply

Antenna Type

The EUT don’t have standard Antenna, The Antenna used for testi
ng in this report is the after-market accessory (Dipole Antenna)

Antenna Gain

WCDMA Band IV: 2.00 dBi
LTE Band 4: 2.00 dBi
LTE Band 12: 3.95 dBi
LTE Band 13: 4.45 dBi
LTE Band 66: 2.00 dBi
LTE Band 71: 1.66 dBi

Test Mode(s)

WCDMA Band IV;
LTE Band 4/12/13/ 66/ 71;

Test Modulation

(WCDMA)QPSK; (LTE)QPSK 16QAM;

HSDPA UE Category 24

HSUPA UE Category 6

LTE Category 4
WCDMA Band IV: 25.16 dBm
LTE Band 4: 25.27 dBm

Maximum E.l.R.P./ E.R.P. LTE Band 12: 25.20 dSm
LTE Band 13: 25.53 dBm
LTE Band 66: 25.31dBm
LTE Band 71: 22.70dBm

Eurofins TA Technology (Shanghai) Co., Ltd.
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Rated Power Suppl
Voltage: i 3.8V
Extreme Voltage Minimum: 3.3V Maximum: 4.3V
Extreme Temperature Lowest: -40°C Highest: +85°C
Mode Tx (MHz) Rx (MHz)
WCDMA Band IV 1710 ~ 1755 2110 ~ 2155
. LTE Band 4 1710 ~ 1755 2110 ~ 2155
CR):ﬁ;ZtE:)g Frequency LTE Band 12 699 ~ 716 729 ~ 746
LTE Band 13 777 ~ 787 746 ~ 756
LTE Band 66 1710 ~ 1780 2110 ~ 2200
LTE Band 71 663 ~ 698 617 ~ 652

Note: The EUT is sent from the applicant to Eurofins TA and the information of the EUT is
declared by the applicant.

Accessory equipment
Evaluation Board RF Cable
RS232-to-USB Cable Antenna: Dipole Antenna
Headset DC 5V Adaptor

EC25-AF and EC25-AF MINIPCIE are all LTE modules. They support the same frequency bands, use
the same chipset and share the same software & hardware design. The main difference is on the
carrier board.

EC25-AF MINIPCIE makes up of EC25-AF module and PCle transferred board.

The transferred board switches EC25-AF module to follow PCI Express Mini Card 1.2 standard
connector protocol. No any other internal changes in EC25-AF module.

Two models are identical in interior structure and components, and just connector interface is
different for the marketing requirement.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 7 of 249
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3 Applied Standards

According to the specifications of the manufacturer, it must comply with the requirements of the
following standards:

Test standards:
FCC CFR47 Part 27C (2024)

FCC CFR47 Part 2 (2024)

Reference standard:
ANSI C63.26-2015

KDB 971168 D01 Power Meas License Digital Systems v03r01

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 8 of 249
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4 Test Configuration

Radiated measurements are performed by rotating the EUT in three different orthogonal test planes.

EUT stand-up position (Z axis), lie-down position (X, Y axis). Receiver antenna polarization
(horizontal and vertical), the worst emission was found in position (Xaxis, horizontal polarization) and

the worst case was recorded.

All mode and data rates and positions and RB size and modulations were investigated.
Subsequently, only the worst case emissions are reported.
The following testing in WCDMAV/LTE is set based on the maximum RF Output Power.
The following testing in different Bandwidth is set to detailin the following table:

Test modes are chosen to be reported as the worst case configuration below for WCDMA Band IV:

Modes/Modulation

Test items
WCDMA Band IV
RMC
RF power output HSDPA/HSUPA
DC-HSDPA
Effective Isotropic Radiated power RMC
Occupied Bandwidth RMC
Band Edge Compliance RMC
Peak-to-Average Power Ratio RMC
Frequency Stability RMC
Spurious Emissions at Antenna Terminals RMC
Radiates Spurious Emission RMC

Test modes are chosen to be reported as the worst case configuration below for LTE Band

4/12/13/66/71:
_ Bandwidth (MHz) Modulation RB Test
Test items Modes Channel
14|13 | 5 (10 | 15| 20 | QPSK | 16QAM | 1 | 50% | 100% | L | M | H
OO @] o] Oo| O O |0|0|O
OO O o] Oo| O O |0|0]|O
RF power output Oo|O 0] (0] Oo| O (0] OlO0|O
o] @] o] Oo| O O |0|0]|O
o] @] o] Oo| O O |0|0|O
Effective o|l0|O O o] Oo| O O |0|0]|O

Eurofins TA Technology (Shanghai) Co., Ltd.
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Isotropic LTE 12 0|0 0 o o| O O |0|O0|O

Radiated power olo o o ol o o ololo

0Ojo0|0]|O @) O o] O O 0|00

0Ojo0|0]|O 0] O o] O O 0|00

00|00 @) O O 0|00

Occupied o i- 0 0 0 01919

Bandwidth /0 0 © © ©/0/°

0|0 |0 @) o] O 0|00

0|0 |0 0] O O 0|00

0|0 |0 @) o] O O O

O @) o] O O O

Band I?dge o o o o o o
Compliance

0|0 |0 @) O O O O

0|0 |0 @) O O O O

0|0 |0 @) O O 0|00

Peak-to-Average i- 0 © © 01019

Power Ratio © © © © ©1019

0|0 |0 0] O O 0|00

0|0 |0 @) O O 0|00

O @) O O O

Frequency © © © ©

Stability © © © ©

O O O O

0|0 |0 @) O O O

O n 0|00

Spurious 0 n olol|lo
Emissions at

Antenna © n ©10/°

Terminals 0|0 n 0|0 |0

0|0 n 0|00

0| 0| o|o]o

Radiates o|o 0| o|o]|o

Spurious o|o 0 o|o|o

Emission m 0|0 |0

LTE 71 0| o|o]o

Note 1. The mark “O” means that this configuration is chosen for testing.

2. The mark “-” means that this configuration is not testing.

Eurofins TA Technology (Shanghai) Co., Ltd.
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5 Test Case

5.1 RF Power Output and Effective Isotropic Radiated Power

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Methods of Measurement

During the process of the testing, The EUT was connected to the Base Station Simulator with a
known loss. The EUT is controlled by the Base Station Simulator test set to ensure max power
transmission with proper modulation.

ERP can then be calculated as follows:
EIRP (dBm) = Output Power (dBm) + Antenna Gain (dBi)
EIRP (dBm) = ERP (dBm) + 2.15 (dB.)

Test Setup

RF cable
EUT Base station Simulatar

Limits
No specific RF power output requirements in part 2.1046.

Rule Part 27.50(b) (10) specifies that “Portable stations (hand-held devices) transmitting in the
746-757 MHz, 776-788 MHz, and 805-806 MHz bands are limited to 3 watts ERP”

Rule Part 27.50(c) (10) specifies that “Portable stations (hand-held devices) in the 600 MHz uplink
band and the 698-746 MHz band, and fixed and mobile stations in the 600 MHz uplink band are
limited to 3 watts ERP”

Rule Part 27.50(d) (4) specifies that “Fixed, mobile and portable (hand-held) stations operating in the
1710-1755 MHz band are limited to 1 watt EIRP”

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 11 of 249
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Part 27.50(b)(10)Limit < 3W (34.77 dBm)
Part 27.50(c)(10)Limit < 3W (34.77 dBm)
Part 27.50(d)(4)Limit < 1W (30dBm)

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=0.4 dB for RF power output, k = 2, U= 1.19 dB for ERP/EIRP.

Test Results

Refer to the section 6.1 of this report for test data.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 12 of 249
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5.2 Occupied Bandwidth

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Method of Measurement

The EUT was connected to Spectrum Analyzer and Base Station Simulator via power Splitter. The
occupied bandwidth is measured using spectrum analyzer.

RBW is setto =1%EBW, VBW is set to 3x RBW.

99% power and -26dBc occupied bandwidths are recorded. Spectrum analyzer plots are included on
the following pages.

Test Setup

Spectrum
Analyzer

EUT Splitter

Base station Simulator

Limits
No specific occupied bandwidth requirements in part 2.1049.
Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 2, U=624Hz.

Test Results

Refer to the section 6.2 of this report for test data.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 13 of 249
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5.3 Band Edge Compliance

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Method of Measurement

The EUT was connected to Spectrum Analyzer and Base Station Simulator via power Splitter. The
band edge of the lowest and highest channels were measured.

The testing follows KDB 971168 D01 v03r01 Section 6.0

The EUT was connected to spectrum analyzer and system simulator via a power divider.

The band edges of low and high channels for the highest RF powers were measured.

RBW is setto =1%EBW, VBW is set to 3x RBW on spectrum analyzer.

Set spectrum analyzer with RMS detector.

The RF fundamental frequency should be excluded against the limit line in the operating frequency
band.

Checked that all the results comply with the emission limit line.

Test Setup

Spectrum
Analkyzer

EUT Splitter

Base station Simulator

Limits

Rule Part 27.53(i) By a factor of not less than 43 + 10 log (P) dB on all frequencies between 2305 and
2320 MHz.

Rule Part 27.53(h) specifies that “ for operations in the 1695-1710 MHz, 1710-1755 MHz, 1755-1780
MHz, 1915-1920 MHz, 1995-2000 MHz, 2000-2020 MHz, 2110-2155 MHz, 2155-2180 MHz, and
2180-2200 bands, the power of any emission outside a licensee's frequency block shall be
attenuated below the transmitter power (P) in watts by at least 43 + 10 log+o (P) dB”

Rule Part 27.53(g) For operations in the 600 MHz band and the 698-746 MHz band, the power of any
emission outside a licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, by at least 43 + 10
log (P) dB. Compliance with this provision is based on the use of measurement instrumentation
employing a resolution bandwidth of 100 kilohertz or greater. However, in the 100 kilohertz bands
immediately outside and adjacent to a licensee's frequency block, a resolution bandwidth of at least

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 14 of 249
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30 kHz may be employed.

Rule Part 27.53(f) For operations in the 746-758 MHz, 775-788 MHz, and 805-806 MHz bands,
emissions in the band 1559-1610 MHz shall be limited to =70 dBW/MHz equivalent isotropically
radiated power (EIRP) for wideband signals, and —80 dBW EIRP for discrete emissions of less than
700 Hz bandwidth. For the purpose of equipment authorization, a transmitter shall be tested with an
antenna that is representative of the type that will be used with the equipment in normal operation.

Rule Part 27.53 (c) For operations in the 746-758 MHz band and the 776-788 MHz band, the power
of any emission outside the licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, in accordance with
the following:

(1) On any frequency outside the 746-758 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;

(2) On any frequency outside the 776-788 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;

(3) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 76 + 10 log
(P) dB in a 6.25 kHz band segment, for base and fixed stations;

(4) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 65 + 10 log
(P) dB in a 6.25 kHz band segment, for mobile and portable stations;

(5) Compliance with the provisions of paragraphs (c)(1) and (c)(2) of this section is based on the use
of measurement instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in
the 100 kHz bands immediately outside and adjacent to the frequency block, a resolution bandwidth
of at least 30 kHz may be employed;

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = 1.96, U=0.684dB.

Test Results

Refer to the section 6.3 of this report for test data.
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5.4 Peak-to-Average Power Ratio (PAPR)

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Methods of Measurement

Measure the total peak power and record as PPk. And measure the total average power and record as
PAvg. Both the peak and average power levels must be expressed in the same logarithmic units (e.g.,
dBm). Determine the PAPR from:

PAPR (dB) = PPk (dBm) - PAvg (dBm).

Test Setup

Spectrum
Anakyzer

EUT Splitter

Base station Simulator

Limits

Rule Part 27.50(d)(5) Equipment employed must be authorized in accordance with the provisions of
24.51. Power measurements for transmissions by stations authorized under this section may be
made either in accordance with a Commission-approved average power technique or in compliance
with paragraph (d)(6) of this section. In measuring transmissions in this band using an average power
technique, the peak-to-average ratio (PAR) of the transmission may not exceed 13 dB.

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for thenormal distribution is
with the coverage factor k = 2, U= 0.4 dB.

Test Results

Refer to the section 6.4 of this report for test data.
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5.5 Frequency Stability

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Method of Measurement
Frequency Stability (Temperature Variation)
The temperature inside the climate chamber is varied from -30°C to +50°C in 10°C step size.
(1)With all power removed, the temperature was decreased to -10°C and permitted to stabilize for
three hours.

(2)Measure the carrier frequency with the test equipment in a “call mode”. These measurements
should be made within 1 minute of powering up the mobile station, to prevent significant self
warming.

(3) Repeat the above measurements at 10°C increments from -30°C to +50°C. Allow at least 1.5
hours at each temperature, un-powered, before making measurements.

Frequency Stability (Voltage Variation)

The frequency stability shall be measured with variation of primary supply voltage as follows:
Primary Supply Voltage: The primary supply voltage is varied from 85% to 115% of the nominal
value for non hand-carried battery and AC powered equipment. For hand-carried,
battery-powered equipment, primary supply voltage is reduced to the battery operating end point
which shall be specified by the manufacturer.

This transceiver is specified to operate with an input voltage of between 3.3 V and 4.3 V, with a
nominal voltage of 3.8V.

Test setup
\Climate chamber ]I
|
I .
: EUT : Eiasg station
: | Simulator
I I
DC Power Supply
Limits

The frequency stability shall be sufficient to ensure that the fundamental emissions stay within the
authorized bands of operation.

Measurement Uncertainty
The assessed measurement uncertainty to ensure 99.75% confidence level for the normal
distribution is with the coverage factor k = 3,U=0.01ppm.

Test Results
Refer to the section 6.5 of this report for test data.
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5.6 Spurious Emissions at Antenna Terminals

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Method of Measurement

The EUT was connected to Spectrum Analyzer and Base Station Simulator via power Splitter. The
measurement is carried out using a spectrum analyzer. The spectrum analyzer scans from 9kHz to
the 10th harmonic of the carrier. The peak detector is used.

RBW is set to 1 kHz (0.009MHz~ 0.15 MHz),

RBW is set to 10 kHz (0.15 MHz~ 30 MHz)

RBW is set to 100 kHz (30MHz~1000 MHz)

RBW is set to 1000 kHz (above 1000MHz)

Sweep is set to AUTO.

Of those disturbances below (limit — 20 dB), the mark is not required for the EUT.

The modulation mode and RB allocation refer to section 5.1, using the maximum output power
configuration.

Test setup

Spectrum
Analyzer

EUT Splitter

Base station simulator

Limits

Rule Part 27.53(h) specifies that “for operations in the 1695-1710 MHz, 1710-1755 MHz, 1755-1780
MHz, 1915-1920 MHz, 1995-2000 MHz, 2000-2020 MHz, 2110-2155 MHz, 2155-2180 MHz, and
2180-2200 bands, the power of any emission outside a licensee's frequency block shall be
attenuated below the transmitter power (P) in watts by at least 43 + 10 log10 (P) dB..”

Rule Part 27.53 (g) For operations in the 600 MHz band and the 698-746 MHz band, the power of any
emission outside a licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, by at least 43 + 10
log (P) dB. Compliance with this provision is based on the use of measurement instrumentation
employing a resolution bandwidth of 100 kilohertz or greater. However, in the 100 kilohertz bands
immediately outside and adjacent to a licensee's frequency block, a resolution bandwidth of at least
30 kHz may be employed.
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Rule Part 27.53(f) For operations in the 746-758 MHz, 775-788 MHz, and 805-806 MHz bands,
emissions in the band 1559-1610 MHz shall be limited to =70 dBW/MHz equivalent isotropically
radiated power (EIRP) for wideband signals, and —80 dBW EIRP for discrete emissions of less than
700 Hz bandwidth. For the purpose of equipment authorization, a transmitter shall be tested with an
antenna that is representative of the type that will be used with the equipment in normal operation.
Part 27.53 (c) For operations in the 746-758 MHz band and the 776-788 MHz band, the power of any
emission outside the licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, in accordance with
the following:
(1) On any frequency outside the 746-758 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;
(2) On any frequency outside the 776-788 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;
(3) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 76 + 10 log
(P) dB in a 6.25 kHz band segment, for base and fixed stations;
(4) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 65 + 10 log
(
(

P) dB in a 6.25 kHz band segment, for mobile and portable stations;

5) Compliance with the provisions of paragraphs (c)(1) and (c)(2) of this section is based on the use
of measurement instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in
the 100 kHz bands immediately outside and adjacent to the frequency block, a resolution bandwidth
of at least 30 kHz may be employed;

Part 27.53(h)/(g) Limit -13 dBm
Part 27.53(a) Limit -40 dBm
Limit out of the band 1559-1610 MHz -13 dBm
Part 27.53(f) Limit
Limit in the band 1559-1610 MHz -40 dBm

Measurement Uncertainty

The assessed measurement uncertainty to ensure 99.75% confidence level for the normal
distribution is with the coverage factor k = 1.96.

Frequency Uncertainty
9kHz-1GHz 0.684 dB
1GHz-27GH

GHz-27GHz 1.407 dB

Test Results

Refer to the section 6.6 of this report for test data.
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5.7 Radiated Spurious Emission

Ambient condition

Temperature Relative humidity Pressure

15°C ~ 35°C 20% ~ 80% 86 kPa ~ 106 kPa

Method of Measurement

1. The testing follows FCC KDB 971168 D01 v03r01 Section 5.8 and ANSI C63.26-2015.

2. Below 1GHz: The EUT is placed on a turntable 0.8 meters above the ground in the chamber, 3
meter away from the antenna. The maximal emission value is acquired by adjusting the antenna
height, polarisation and turntable azimuth. Normally, the height range of antenna is 1 m to 4 m, the
azimuth range of turntable is 0° to 360°, and the receive antenna has two polarizations Vertical (V)
and Horizontal (H). Above 1GHz: (Note: the FCC’s permission to use 1.5m as an alternative per
TCBC Conf call of Dec. 2, 2014.) The EUT is placed on a turntable 1.5 meters above the ground in
the chamber, 3 meter away from the antenna. The maximal emission value is acquired by adjusting
the antenna height, polarisation and turntable azimuth. Normally, the height range of antenna is 1 m
to 4 m, the azimuth range of turntable is 0° to 360°, and the receive antenna has two polarizations
Vertical (V) and Horizontal (H).

3. Aloop antenna, A log-periodic antenna or horn antenna shall be substituted in place of the EUT.
The log-periodic antenna will be driven by a signal generator and the level will be adjusted till the
same power value on the spectrum analyzer or receiver. The level of the spurious emissions can be
calculated through the level of the signal generator, cable loss, the gain of the substitution antenna
and the reading of the spectrum analyzer or receiver.

4. The EUT is then put into continuously transmitting mode at its maximum power level during the test.
Set Test Receiver or Spectrum RBW=100kHz, VBW=300kHz for 30MHz to 1GHz and RBW=1MHz,
VBW=3MHz for above 1GHz, and the maximum value of the receiver should be recorded as (Pr).

5. The EUT shall be replaced by a substitution antenna. In the chamber, an substitution antenna for
the frequency band of interest is placed at the reference point of the chamber. An RF Signal source
for the frequency band of interest is connected to the substitution antenna with a cable that has been
constructed to not interfere with the radiation pattern of the antenna. A power (PMea) is applied to the
input of the substitution antenna, and adjust the level of the signal generator output until the value of
the receiver reach the previously recorded (Pr). The power of signal source (PMea) is recorded. The
test should be performed by rotating the test item and adjusting the receiving antenna polarization.

6. A amplifier should be connected to the Signal Source output port. And the cable should be connect
between the Amplifier and the Substitution Antenna. The cable loss (Pcl) ,the Substitution Antenna
Gain (Ga) and the Amplifier Gain (PAg) should be recorded after test.

7. The measurement results are obtained as described below:

Power(EIRP)=PMea- PAg - Pcl + Ga

The measurement results are amend as described below:

Power(EIRP)=PMea- Pcl + Ga

8. This value is EIRP since the measurement is calibrated using an antenna of known gain (2.15 dB)
and known input power. ERP can be calculated from EIRP by subtracting the gain of the dipole, ERP
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= EIRP-2.15dB.
The modulation mode and RB allocation refer to section 5.1, using the maximum output power
configuration.
Test setup
9KHz~ 30MHz

Loop
antenna

Turntable

i Spectrum
- 0.8m
-5 R W l Analyzer
————— ——
G Coaxial Cable /

-ound Plane

30MHz~ 1GHz
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Limits

Rule Part 27.53(h) specifies that “for operations in the 1695-1710 MHz, 1710-1755 MHz, 1755-1780
MHz, 1915-1920 MHz, 1995-2000 MHz, 2000-2020 MHz, 2110-2155 MHz, 2155-2180 MHz, and
2180-2200 bands, the power of any emission outside a licensee's frequency block shall be
attenuated below the transmitter power (P) in watts by at least 43 + 10 log10 (P) dB.”

Rule Part 27.53 (g) For operations in the 600 MHz band and the 698-746 MHz band, the power of any
emission outside a licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, by at least 43 + 10
log (P) dB. Compliance with this provision is based on the use of measurement instrumentation
employing a resolution bandwidth of 100 kilohertz or greater. However, in the 100 kilohertz bands
immediately outside and adjacent to a licensee's frequency block, a resolution bandwidth of at least
30 kHz may be employed.

Rule Part 27.53(f)For operations in the 746-758 MHz, 775-788 MHz, and 805-806 MHz bands,
emissions in the band 1559-1610 MHz shall be limited to =70 dBW/MHz equivalent isotropically
radiated power (EIRP) for wideband signals, and —80 dBW EIRP for discrete emissions of less than
700 Hz bandwidth. For the purpose of equipment authorization, a transmitter shall be tested with an
antenna that is representative of the type that will be used with the equipment in normal operation.
Part 27.53 (c) For operations in the 746-758 MHz band and the 776-788 MHz band, the power of any
emission outside the licensee's frequency band(s) of operation shall be attenuated below the
transmitter power (P) within the licensed band(s) of operation, measured in watts, in accordance with
the following:

(1) On any frequency outside the 746-758 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;

(2) On any frequency outside the 776-788 MHz band, the power of any emission shall be attenuated
outside the band below the transmitter power (P) by at least 43 + 10 log (P) dB;

(3) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 76 + 10 log
(P) dB in a 6.25 kHz band segment, for base and fixed stations;

(4) On all frequencies between 763-775 MHz and 793-805 MHz, by a factor not less than 65 + 10 log
(P) dB in a 6.25 kHz band segment, for mobile and portable stations;

(5) Compliance with the provisions of paragraphs (c)(1) and (c)(2) of this section is based on the use
of measurement instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in
the 100 kHz bands immediately outside and adjacent to the frequency block, a resolution bandwidth
of at least 30 kHz may be employed;

Part 27.53 (h)/(g) Limit -13 dBm
Limit out of the band 1559-1610 MHz -13 dBm
Limit in the band 1559-1610 MHz -40 dBm

Part 27.53(f) Limit

Measurement Uncertainty

The assessed measurement uncertainty to ensure 95% confidence level for the normal distribution is
with the coverage factor k = £1.96, U= £3.55 dB.
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Test Results

Refer to the section 6.7 of this report for test data.

Eurofins TA Technology (Shanghai) Co., Ltd. TA-MB-05-003R Page 23 of 249
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.



l. . -
<% eurofins
RF Test Report Report No.: EFTA25080400-IE-02-R3

6 Test Results

6.1 RF Power Output and Effective Isotropic Radiated Power

Maximum Output Power (dBm) EIRP (dBm)
Channel | Channel | Channel | Channel | Channel | Channel
WCDMA Band IV 1312 1413 1513 1312 1413 1513

17124 | 1732.6 17526 | 17124 | 1732.6 1752.6
(MHz) (MHz) (MHz) (MHz) (MHz) (MHz)
RMC 23.14 23.16 23.10 25.14 25.16 25.10

Sub - Test 1 22.60 22.58 22.54 24.60 24.58 24.54
Sub - Test 2 22.59 22.60 22.51 24.59 24.60 24.51
Sub - Test 3 22.06 22.10 22.03 24.06 24.10 24.03
Sub - Test 4 22.07 2211 22.01 24.07 2411 24.01
Sub - Test 1 22.56 22.57 22.49 24.56 24.57 24.49
Sub - Test 2 21.55 21.55 21.48 23.55 23.55 23.48
HSUPA Sub - Test 3 22.02 22.03 21.97 24.02 24.03 23.97
Sub - Test 4 21.48 21.52 21.45 23.48 23.52 23.45
Sub - Test 5 22.49 22.50 22.43 24.49 24.50 24 .43
Sub - Test 1 22.48 22.52 22.44 24.48 24.52 24.44
Sub - Test 2 22.47 22.51 22.43 24 47 24 .51 24 .43

HSDPA

DC-HSDPA
Sub - Test 3 22.05 22.00 21.94 24.05 24.00 23.94
Sub - Test 4 22.04 21.99 21.93 24.04 23.99 23.93
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Bandwidth UL ) RB . Power EIRP
Band (MHz) Channel RB Size Position Modulation (dBm) (dBm)
Band4 1.4 19957 1 #0 QPSK 22.71 24.71
Band4 1.4 19957 1 #Mid QPSK 22.89 24.89
Band4 1.4 19957 1 #Max QPSK 22.79 24.79
Band4 14 19957 3 #0 QPSK 22.73 24.73
Band4 14 19957 3 #Mid QPSK 22.80 24.80
Band4 14 19957 3 #Max QPSK 22.77 24.77
Band4 14 19957 6 #0 QPSK 21.82 23.82
Band4 14 19957 1 #0 16QAM 22.06 24.06
Band4 14 19957 1 #Mid 16QAM 21.74 23.74
Band4 14 19957 1 #Max 16QAM 21.62 23.62
Band4 14 19957 3 #0 16QAM 21.64 23.64
Band4 14 19957 3 #Mid 16QAM 21.66 23.66
Band4 14 19957 3 #Max 16QAM 21.69 23.69
Band4 14 19957 6 #0 16QAM 20.59 22.59
Band4 14 20175 1 #0 QPSK 22.83 24.83
Band4 1.4 20175 1 #Mid QPSK 22.90 24.90
Band4 1.4 20175 1 #Max QPSK 22.76 24.76
Band4 1.4 20175 3 #0 QPSK 22.81 24.81
Band4 1.4 20175 3 #Mid QPSK 22.77 24.77
Band4 1.4 20175 3 #Max QPSK 22.65 24.65
Band4 1.4 20175 6 #0 QPSK 21.82 23.82
Band4 14 20175 1 #0 16QAM 21.64 23.64
Band4 14 20175 1 #Mid 16QAM 21.55 23.55
Band4 14 20175 1 #Max 16QAM 21.53 23.53
Band4 14 20175 3 #0 16QAM 21.64 23.64
Band4 14 20175 3 #Mid 16QAM 21.70 23.70
Band4 14 20175 3 #Max 16QAM 21.55 23.55
Band4 1.4 20175 6 #0 16QAM 20.53 22.53
Band4 1.4 20393 1 #0 QPSK 22.92 24.92
Band4 14 20393 1 #Mid QPSK 22.93 24.93
Band4 14 20393 1 #Max QPSK 22.81 24.81
Band4 14 20393 3 #0 QPSK 22.81 24.81
Band4 14 20393 3 #Mid QPSK 22.80 24.80
Band4 1.4 20393 3 #Max QPSK 22.74 24.74
Band4 1.4 20393 6 #0 QPSK 21.88 23.88
Band4 1.4 20393 1 #0 16QAM 22.09 24.09
Band4 1.4 20393 1 #Mid 16QAM 21.83 23.83
Band4 1.4 20393 1 #Max 16QAM 21.64 23.64
Band4 1.4 20393 3 #0 16QAM 21.66 23.66
Band4 14 20393 3 #Mid 16QAM 21.79 23.79
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Band4 1.4 20393 3 #Max 16QAM 21.68 23.68
Band4 1.4 20393 6 #0 16QAM 20.73 22.73
Band4 3 19965 1 #0 QPSK 22.82 24.82
Band4 3 19965 1 #Mid QPSK 22.76 24.76
Band4 3 19965 1 #Max QPSK 22.75 24.75
Band4 3 19965 8 #0 QPSK 21.99 23.99
Band4 3 19965 8 #Mid QPSK 21.96 23.96
Band4 3 19965 8 #Max QPSK 21.88 23.88
Band4 3 19965 15 #0 QPSK 21.92 23.92
Band4 3 19965 1 #0 16QAM 21.54 23.54
Band4 3 19965 1 #Mid 16QAM 21.42 2342
Band4 3 19965 1 #Max 16QAM 21.38 23.38
Band4 3 19965 8 #0 16QAM 20.67 22.67
Band4 3 19965 8 #Mid 16QAM 20.67 22.67
Band4 3 19965 8 #Max 16QAM 20.56 22.56
Band4 3 19965 15 #0 16QAM 20.77 22.77
Band4 3 20175 1 #0 QPSK 22.87 24.87
Band4 3 20175 1 #Mid QPSK 22.85 24.85
Band4 3 20175 1 #Max QPSK 22.89 24.89
Band4 3 20175 8 #0 QPSK 21.94 23.94
Band4 3 20175 8 #Mid QPSK 22.01 24.01
Band4 3 20175 8 #Max QPSK 21.81 23.81
Band4 3 20175 15 #0 QPSK 21.87 23.87
Band4 3 20175 1 #0 16QAM 2212 2412
Band4 3 20175 1 #Mid 16QAM 21.49 23.49
Band4 3 20175 1 #Max 16QAM 21.72 23.72
Band4 3 20175 8 #0 16QAM 20.53 22.53
Band4 3 20175 8 #Mid 16QAM 20.61 22.61
Band4 3 20175 8 #Max 16QAM 20.55 22.55
Band4 3 20175 15 #0 16QAM 20.65 22.65
Band4 3 20385 1 #0 QPSK 22.80 24.80
Band4 3 20385 1 #Mid QPSK 22.87 24.87
Band4 3 20385 1 #Max QPSK 22.91 2491
Band4 3 20385 8 #0 QPSK 21.80 23.80
Band4 3 20385 8 #Mid QPSK 21.87 23.87
Band4 3 20385 8 #Max QPSK 21.87 23.87
Band4 3 20385 15 #0 QPSK 21.94 23.94
Band4 3 20385 1 #0 16QAM 21.55 23.55
Band4 3 20385 1 #Mid 16QAM 21.69 23.69
Band4 3 20385 1 #Max 16QAM 21.66 23.66
Band4 3 20385 8 #0 16QAM 20.60 22.60
Band4 3 20385 8 #Mid 16QAM 20.68 22.68
Band4 3 20385 8 #Max 16QAM 20.62 22.62
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Band4 3 20385 15 #0 16QAM 20.80 22.80
Band4 5 19975 1 #0 QPSK 22.92 24.92
Band4 5 19975 1 #Mid QPSK 22.74 24.74
Band4 5 19975 1 #Max QPSK 22.92 24.92
Band4 5 19975 12 #0 QPSK 21.93 23.93
Band4 5 19975 12 #Mid QPSK 21.84 23.84
Band4 5 19975 12 #Max QPSK 21.70 23.70
Band4 5 19975 25 #0 QPSK 21.86 23.86
Band4 5 19975 1 #0 16QAM 21.70 23.70
Band4 5 19975 1 #Mid 16QAM 21.47 23.47
Band4 5 19975 1 #Max 16QAM 21.59 23.59
Band4 5 19975 12 #0 16QAM 20.64 22.64
Band4 5 19975 12 #Mid 16QAM 20.69 22.69
Band4 5 19975 12 #Max 16QAM 20.68 22.68
Band4 5 19975 25 #0 16QAM 20.88 22.88
Band4 5 20175 1 #0 QPSK 22.91 24.91
Band4 5 20175 1 #Mid QPSK 22.68 24.68
Band4 5 20175 1 #Max QPSK 22.80 24.80
Band4 5 20175 12 #0 QPSK 21.76 23.76
Band4 5 20175 12 #Mid QPSK 21.84 23.84
Band4 5 20175 12 #Max QPSK 21.81 23.81
Band4 5 20175 25 #0 QPSK 21.82 23.82
Band4 5 20175 1 #0 16QAM 21.64 23.64
Band4 5 20175 1 #Mid 16QAM 21.49 23.49
Band4 5 20175 1 #Max 16QAM 21.45 23.45
Band4 5 20175 12 #0 16QAM 20.65 22.65
Band4 5 20175 12 #Mid 16QAM 20.92 22.92
Band4 5 20175 12 #Max 16QAM 20.78 22.78
Band4 5 20175 25 #0 16QAM 20.83 22.83
Band4 5 20375 1 #0 QPSK 23.14 2514
Band4 5 20375 1 #Mid QPSK 22.98 24.98
Band4 5 20375 1 #Max QPSK 23.09 25.09
Band4 5 20375 12 #0 QPSK 21.98 23.98
Band4 5 20375 12 #Mid QPSK 21.98 23.98
Band4 5 20375 12 #Max QPSK 22.03 24.03
Band4 5 20375 25 #0 QPSK 22.00 24.00
Band4 5 20375 1 #0 16QAM 21.64 23.64
Band4 5 20375 1 #Mid 16QAM 21.62 23.62
Band4 5 20375 1 #Max 16QAM 21.70 23.70
Band4 5 20375 12 #0 16QAM 20.75 22.75
Band4 5 20375 12 #Mid 16QAM 20.92 22.92
Band4 5 20375 12 #Max 16QAM 20.94 22.94
Band4 5 20375 25 #0 16QAM 21.04 23.04
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Band4 10 20000 1 #0 QPSK 22.97 24.97
Band4 10 20000 1 #Mid QPSK 23.06 25.06
Band4 10 20000 1 #Max QPSK 22.84 24.84
Band4 10 20000 25 #0 QPSK 21.99 23.99
Band4 10 20000 25 #Mid QPSK 21.98 23.98
Band4 10 20000 25 #Max QPSK 21.86 23.86
Band4 10 20000 50 #0 QPSK 21.93 23.93
Band4 10 20000 1 #0 16QAM 21.78 23.78
Band4 10 20000 1 #Mid 16QAM 21.82 23.82
Band4 10 20000 1 #Max 16QAM 21.16 23.16
Band4 10 20000 25 #0 16QAM 20.90 22.90
Band4 10 20000 25 #Mid 16QAM 20.91 22.91
Band4 10 20000 25 #Max 16QAM 20.88 22.88
Band4 10 20000 50 #0 16QAM 21.05 23.05
Band4 10 20175 1 #0 QPSK 22.79 24.79
Band4 10 20175 1 #Mid QPSK 23.11 2511
Band4 10 20175 1 #Max QPSK 23.07 25.07
Band4 10 20175 25 #0 QPSK 21.91 23.91
Band4 10 20175 25 #Mid QPSK 21.97 23.97
Band4 10 20175 25 #Max QPSK 21.81 23.81
Band4 10 20175 50 #0 QPSK 21.88 23.88
Band4 10 20175 1 #0 16QAM 21.60 23.60
Band4 10 20175 1 #Mid 16QAM 21.46 23.46
Band4 10 20175 1 #Max 16QAM 21.55 23.55
Band4 10 20175 25 #0 16QAM 20.85 22.85
Band4 10 20175 25 #Mid 16QAM 20.94 22.94
Band4 10 20175 25 #Max 16QAM 20.80 22.80
Band4 10 20175 50 #0 16QAM 20.86 22.86
Band4 10 20350 1 #0 QPSK 22.92 24.92
Band4 10 20350 1 #Mid QPSK 23.07 25.07
Band4 10 20350 1 #Max QPSK 23.13 2513
Band4 10 20350 25 #0 QPSK 21.89 23.89
Band4 10 20350 25 #Mid QPSK 21.90 23.90
Band4 10 20350 25 #Max QPSK 21.87 23.87
Band4 10 20350 50 #0 QPSK 21.89 23.89
Band4 10 20350 1 #0 16QAM 21.61 23.61
Band4 10 20350 1 #Mid 16QAM 21.92 23.92
Band4 10 20350 1 #Max 16QAM 21.09 23.09
Band4 10 20350 25 #0 16QAM 20.88 22.88
Band4 10 20350 25 #Mid 16QAM 20.91 22.91
Band4 10 20350 25 #Max 16QAM 20.99 22.99
Band4 10 20350 50 #0 16QAM 21.00 23.00
Band4 15 20025 1 #0 QPSK 22.93 2493

Eurofins TA Technology (Shanghai) Co., Ltd.

TA-MB-05-003R

Page 28 of 249
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.




<% eurofins

RF Test Report Report No.: EFTA25080400-1E-02-R3
Band4 15 20025 1 #Mid QPSK 22.90 24.90
Band4 15 20025 1 #Max QPSK 22.95 24.95
Band4 15 20025 36 #0 QPSK 21.96 23.96
Band4 15 20025 36 #Mid QPSK 21.97 23.97
Band4 15 20025 36 #Max QPSK 21.85 23.85
Band4 15 20025 75 #0 QPSK 21.93 23.93
Band4 15 20025 1 #0 16QAM 21.79 23.79
Band4 15 20025 1 #Mid 16QAM 21.57 23.57
Band4 15 20025 1 #Max 16QAM 21.71 23.71
Band4 15 20025 36 #0 16QAM 20.83 22.83
Band4 15 20025 36 #Mid 16QAM 20.88 22.88
Band4 15 20025 36 #Max 16QAM 20.85 22.85
Band4 15 20025 75 #0 16QAM 20.94 22.94
Band4 15 20175 1 #0 QPSK 22.82 24 .82
Band4 15 20175 1 #Mid QPSK 22.89 24.89
Band4 15 20175 1 #Max QPSK 22.91 24.91
Band4 15 20175 36 #0 QPSK 21.91 23.91
Band4 15 20175 36 #Mid QPSK 21.97 23.97
Band4 15 20175 36 #Max QPSK 21.89 23.89
Band4 15 20175 75 #0 QPSK 21.91 23.91
Band4 15 20175 1 #0 16QAM 21.70 23.70
Band4 15 20175 1 #Mid 16QAM 21.54 23.54
Band4 15 20175 1 #Max 16QAM 21.50 23.50
Band4 15 20175 36 #0 16QAM 20.79 22.79
Band4 15 20175 36 #Mid 16QAM 20.94 22.94
Band4 15 20175 36 #Max 16QAM 20.85 22.85
Band4 15 20175 75 #0 16QAM 20.88 22.88
Band4 15 20325 1 #0 QPSK 23.18 25.18
Band4 15 20325 1 #Mid QPSK 23.06 25.06
Band4 15 20325 1 #Max QPSK 23.08 25.08
Band4 15 20325 36 #0 QPSK 22.00 24.00
Band4 15 20325 36 #Mid QPSK 21.88 23.88
Band4 15 20325 36 #Max QPSK 21.85 23.85
Band4 15 20325 75 #0 QPSK 21.88 23.88
Band4 15 20325 1 #0 16QAM 21.91 23.91
Band4 15 20325 1 #Mid 16QAM 21.68 23.68
Band4 15 20325 1 #Max 16QAM 21.78 23.78
Band4 15 20325 36 #0 16QAM 21.06 23.06
Band4 15 20325 36 #Mid 16QAM 20.86 22.86
Band4 15 20325 36 #Max 16QAM 20.85 22.85
Band4 15 20325 75 #0 16QAM 20.96 22.96
Band4 20 20050 1 #0 QPSK 22.94 2494
Band4 20 20050 1 #Mid QPSK 23.01 25.01
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band4 20 20050 1 #Max QPSK 23.03 25.03
Band4 20 20050 50 #0 QPSK 21.91 23.91
Band4 20 20050 50 #Mid QPSK 21.99 23.99
Band4 20 20050 50 #Max QPSK 21.96 23.96
Band4 20 20050 100 #0 QPSK 21.92 23.92
Band4 20 20050 1 #0 16QAM 21.67 23.67
Band4 20 20050 1 #Mid 16QAM 21.70 23.70
Band4 20 20050 1 #Max 16QAM 21.51 23.51
Band4 20 20050 50 #0 16QAM 20.81 22.81
Band4 20 20050 50 #Mid 16QAM 20.92 22.92
Band4 20 20050 50 #Max 16QAM 20.87 22.87
Band4 20 20050 100 #0 16QAM 20.89 22.89
Band4 20 20175 1 #0 QPSK 22.93 24.93
Band4 20 20175 1 #Mid QPSK 23.05 25.05
Band4 20 20175 1 #Max QPSK 22.89 24.89
Band4 20 20175 50 #0 QPSK 21.76 23.76
Band4 20 20175 50 #Mid QPSK 21.83 23.83
Band4 20 20175 50 #Max QPSK 21.72 23.72
Band4 20 20175 100 #0 QPSK 21.70 23.70
Band4 20 20175 1 #0 16QAM 21.71 23.71
Band4 20 20175 1 #Mid 16QAM 21.72 23.72
Band4 20 20175 1 #Max 16QAM 21.55 23.55
Band4 20 20175 50 #0 16QAM 20.64 22.64
Band4 20 20175 50 #Mid 16QAM 20.92 22.92
Band4 20 20175 50 #Max 16QAM 20.80 22.80
Band4 20 20175 100 #0 16QAM 20.66 22.66
Band4 20 20300 1 #0 QPSK 23.15 25.15
Band4 20 20300 1 #Mid QPSK 23.27 25.27
Band4 20 20300 1 #Max QPSK 23.11 25.11
Band4 20 20300 50 #0 QPSK 22.20 24.20
Band4 20 20300 50 #Mid QPSK 21.89 23.89
Band4 20 20300 50 #Max QPSK 21.75 23.75
Band4 20 20300 100 #0 QPSK 21.78 23.78
Band4 20 20300 1 #0 16QAM 21.77 23.77
Band4 20 20300 1 #Mid 16QAM 21.83 23.83
Band4 20 20300 1 #Max 16QAM 21.78 23.78
Band4 20 20300 50 #0 16QAM 21.09 23.09
Band4 20 20300 50 #Mid 16QAM 20.97 22.97
Band4 20 20300 50 #Max 16QAM 20.73 22.73
Band4 20 20300 100 #0 16QAM 20.85 22.85

Bandwidth UL ) RB . Power ERP
Band (MHz) Channel RB Size Position Modulation (dBm) (dBm)
Band12 14 23017 1 #0 QPSK 23.14 24.94
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band12 1.4 23017 1 #Mid QPSK 23.21 25.01
Band12 1.4 23017 1 #Max QPSK 23.14 24.94
Band12 1.4 23017 3 #0 QPSK 22.97 24.77
Band12 1.4 23017 3 #Mid QPSK 23.10 24.9
Band12 1.4 23017 3 #Max QPSK 23.06 24.86
Band12 1.4 23017 6 #0 QPSK 22.09 23.89
Band12 1.4 23017 1 #0 16QAM 21.90 237
Band12 1.4 23017 1 #Mid 16QAM 22.07 23.87
Band12 1.4 23017 1 #Max 16QAM 22.05 23.85
Band12 1.4 23017 3 #0 16QAM 21.84 23.64
Band12 1.4 23017 3 #Mid 16QAM 22.14 23.94
Band12 1.4 23017 3 #Max 16QAM 22.09 23.89
Band12 1.4 23017 6 #0 16QAM 20.92 22.72
Band12 14 23095 1 #0 QPSK 22.98 2478
Band12 1.4 23095 1 #Mid QPSK 23.24 25.04
Band12 1.4 23095 1 #Max QPSK 23.07 24.87
Band12 1.4 23095 3 #0 QPSK 23.06 24.86
Band12 1.4 23095 3 #Mid QPSK 23.21 25.01
Band12 1.4 23095 3 #Max QPSK 23.16 24.96
Band12 1.4 23095 6 #0 QPSK 22.10 23.9
Band12 1.4 23095 1 #0 16QAM 21.99 23.79
Band12 1.4 23095 1 #Mid 16QAM 22.29 24.09
Band12 1.4 23095 1 #Max 16QAM 21.95 23.75
Band12 1.4 23095 3 #0 16QAM 21.91 23.71
Band12 1.4 23095 3 #Mid 16QAM 22.00 238
Band12 1.4 23095 3 #Max 16QAM 22.01 23.81
Band12 1.4 23095 6 #0 16QAM 20.98 22.78
Band12 1.4 23173 1 #0 QPSK 22.97 2477
Band12 1.4 23173 1 #Mid QPSK 23.07 24.87
Band12 1.4 23173 1 #Max QPSK 23.00 248
Band12 1.4 23173 3 #0 QPSK 23.01 24.81
Band12 1.4 23173 3 #Mid QPSK 23.05 24.85
Band12 1.4 23173 3 #Max QPSK 23.12 24.92
Band12 1.4 23173 6 #0 QPSK 22.04 23.84
Band12 1.4 23173 1 #0 16QAM 21.77 23.57
Band12 1.4 23173 1 #Mid 16QAM 22.10 23.9
Band12 1.4 23173 1 #Max 16QAM 22.01 23.81
Band12 1.4 23173 3 #0 16QAM 21.99 23.79
Band12 1.4 23173 3 #Mid 16QAM 22.11 23.91
Band12 1.4 23173 3 #Max 16QAM 22.10 23.9
Band12 1.4 23173 6 #0 16QAM 21.04 22.84
Band12 3 23025 1 #0 QPSK 22.99 24.79
Band12 3 23025 1 #Mid QPSK 23.07 24.87

Eurofins TA Technology (Shanghai) Co., Ltd.

TA-MB-05-003R

Page 31 of 249
This report shall not be reproduced except in full, without the written approval of Eurofins TA Technology (Shanghai) Co., Ltd.




<% eurofins

RF Test Report Report No.: EFTA25080400-1E-02-R3
Band12 3 23025 1 #Max QPSK 23.16 24.96
Band12 3 23025 8 #0 QPSK 21.98 23.78
Band12 3 23025 8 #Mid QPSK 22.15 23.95
Band12 3 23025 8 #Max QPSK 22.00 23.8
Band12 3 23025 15 #0 QPSK 21.95 23.75
Band12 3 23025 1 #0 16QAM 21.95 23.75
Band12 3 23025 1 #Mid 16QAM 21.89 23.69
Band12 3 23025 1 #Max 16QAM 22.02 23.82
Band12 3 23025 8 #0 16QAM 20.82 22.62
Band12 3 23025 8 #Mid 16QAM 20.92 22.72
Band12 3 23025 8 #Max 16QAM 21.03 22.83
Band12 3 23025 15 #0 16QAM 21.05 22.85
Band12 3 23095 1 #0 QPSK 23.30 251
Band12 3 23095 1 #Mid QPSK 23.17 2497
Band12 3 23095 1 #Max QPSK 23.13 2493
Band12 3 23095 8 #0 QPSK 22.11 23.91
Band12 3 23095 8 #Mid QPSK 22.27 24.07
Band12 3 23095 8 #Max QPSK 22.15 23.95
Band12 3 23095 15 #0 QPSK 22.14 23.94
Band12 3 23095 1 #0 16QAM 21.95 23.75
Band12 3 23095 1 #Mid 16QAM 21.86 23.66
Band12 3 23095 1 #Max 16QAM 21.78 23.58
Band12 3 23095 8 #0 16QAM 20.87 22.67
Band12 3 23095 8 #Mid 16QAM 21.02 22.82
Band12 3 23095 8 #Max 16QAM 20.93 22.73
Band12 3 23095 15 #0 16QAM 21.14 22.94
Band12 3 23165 1 #0 QPSK 23.27 25.07
Band12 3 23165 1 #Mid QPSK 23.09 24.89
Band12 3 23165 1 #Max QPSK 23.07 24.87
Band12 3 23165 8 #0 QPSK 22.22 24.02
Band12 3 23165 8 #Mid QPSK 22.07 23.87
Band12 3 23165 8 #Max QPSK 22.22 24.02
Band12 3 23165 15 #0 QPSK 2212 23.92
Band12 3 23165 1 #0 16QAM 21.95 23.75
Band12 3 23165 1 #Mid 16QAM 21.85 23.65
Band12 3 23165 1 #Max 16QAM 21.90 23.7
Band12 3 23165 8 #0 16QAM 20.90 22.7
Band12 3 23165 8 #Mid 16QAM 20.87 22.67
Band12 3 23165 8 #Max 16QAM 20.85 22.65
Band12 3 23165 15 #0 16QAM 20.97 22.77
Band12 5 23035 1 #0 QPSK 22.91 24.71
Band12 5 23035 1 #Mid QPSK 23.08 24.88
Band12 5 23035 1 #Max QPSK 23.00 248
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band12 5 23035 12 #0 QPSK 2217 23.97
Band12 5 23035 12 #Mid QPSK 22.05 23.85
Band12 5 23035 12 #Max QPSK 22.09 23.89
Band12 5 23035 25 #0 QPSK 22.07 23.87
Band12 5 23035 1 #0 16QAM 22.18 23.98
Band12 5 23035 1 #Mid 16QAM 22.26 24.06
Band12 5 23035 1 #Max 16QAM 21.75 23.55
Band12 5 23035 12 #0 16QAM 21.09 22.89
Band12 5 23035 12 #Mid 16QAM 21.16 22.96
Band12 5 23035 12 #Max 16QAM 20.77 22.57
Band12 5 23035 25 #0 16QAM 20.96 22.76
Band12 5 23095 1 #0 QPSK 23.18 24.98
Band12 5 23095 1 #Mid QPSK 23.09 24.89
Band12 5 23095 1 #Max QPSK 23.21 25.01
Band12 5 23095 12 #0 QPSK 2214 23.94
Band12 5 23095 12 #Mid QPSK 22.09 23.89
Band12 5 23095 12 #Max QPSK 22.18 23.98
Band12 5 23095 25 #0 QPSK 2217 23.97
Band12 5 23095 1 #0 16QAM 22.01 23.81
Band12 5 23095 1 #Mid 16QAM 21.99 23.79
Band12 5 23095 1 #Max 16QAM 21.99 23.79
Band12 5 23095 12 #0 16QAM 21.05 22.85
Band12 5 23095 12 #Mid 16QAM 20.98 22.78
Band12 5 23095 12 #Max 16QAM 21.09 22.89
Band12 5 23095 25 #0 16QAM 21.25 23.05
Band12 5 23155 1 #0 QPSK 23.18 24.98
Band12 5 23155 1 #Mid QPSK 2317 2497
Band12 5 23155 1 #Max QPSK 23.07 24.87
Band12 5 23155 12 #0 QPSK 22.23 24.03
Band12 5 23155 12 #Mid QPSK 22.01 23.81
Band12 5 23155 12 #Max QPSK 22.10 239
Band12 5 23155 25 #0 QPSK 22.07 23.87
Band12 5 23155 1 #0 16QAM 21.79 23.59
Band12 5 23155 1 #Mid 16QAM 21.70 235
Band12 5 23155 1 #Max 16QAM 21.80 236
Band12 5 23155 12 #0 16QAM 20.95 22.75
Band12 5 23155 12 #Mid 16QAM 21.02 22.82
Band12 5 23155 12 #Max 16QAM 21.02 22.82
Band12 5 23155 25 #0 16QAM 21.20 23
Band12 10 23060 1 #0 QPSK 23.01 24.81
Band12 10 23060 1 #Mid QPSK 23.18 24.98
Band12 10 23060 1 #Max QPSK 23.05 24.85
Band12 10 23060 25 #0 QPSK 22.04 23.84
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band12 10 23060 25 #Mid QPSK 22.07 23.87
Band12 10 23060 25 #Max QPSK 22.18 23.98
Band12 10 23060 50 #0 QPSK 22.16 23.96
Band12 10 23060 1 #0 16QAM 21.94 23.74
Band12 10 23060 1 #Mid 16QAM 22.16 23.96
Band12 10 23060 1 #Max 16QAM 22.04 23.84
Band12 10 23060 25 #0 16QAM 21.03 22.83
Band12 10 23060 25 #Mid 16QAM 20.97 22.77
Band12 10 23060 25 #Max 16QAM 21.08 22.88
Band12 10 23060 50 #0 16QAM 21.06 22.86
Band12 10 23095 1 #0 QPSK 23.04 24.84
Band12 10 23095 1 #Mid QPSK 23.24 25.04
Band12 10 23095 1 #Max QPSK 22.94 24.74
Band12 10 23095 25 #0 QPSK 22.11 23.91
Band12 10 23095 25 #Mid QPSK 22.07 23.87
Band12 10 23095 25 #Max QPSK 22.13 23.93
Band12 10 23095 50 #0 QPSK 22.08 23.88
Band12 10 23095 1 #0 16QAM 21.91 23.71
Band12 10 23095 1 #Mid 16QAM 22.20 24
Band12 10 23095 1 #Max 16QAM 21.92 23.72
Band12 10 23095 25 #0 16QAM 21.12 22.92
Band12 10 23095 25 #Mid 16QAM 21.07 22.87
Band12 10 23095 25 #Max 16QAM 21.11 22.91
Band12 10 23095 50 #0 16QAM 21.06 22.86
Band12 10 23130 1 #0 QPSK 23.00 24.8
Band12 10 23130 1 #Mid QPSK 23.40 25.2
Band12 10 23130 1 #Max QPSK 22.98 24.78
Band12 10 23130 25 #0 QPSK 22.13 23.93
Band12 10 23130 25 #Mid QPSK 22.18 23.98
Band12 10 23130 25 #Max QPSK 22.15 23.95
Band12 10 23130 50 #0 QPSK 22.16 23.96
Band12 10 23130 1 #0 16QAM 21.83 23.63
Band12 10 23130 1 #Mid 16QAM 22.04 23.84
Band12 10 23130 1 #Max 16QAM 21.69 23.49
Band12 10 23130 25 #0 16QAM 21.14 22.94
Band12 10 23130 25 #Mid 16QAM 21.09 22.89
Band12 10 23130 25 #Max 16QAM 21.06 22.86
Band12 10 23130 50 #0 16QAM 21.05 22.85

Bandwidth UL ) RB . Power ERP
Band (MHz) Channel RB Size Position Modulation (dBm) (dBm)
Band13 5 23205 1 #0 QPSK 23.00 25.30
Band13 5 23205 1 #Mid QPSK 23.23 25.53
Band13 5 23205 1 #Max QPSK 22.99 25.29
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band13 5 23205 12 #0 QPSK 22.03 24.33
Band13 5 23205 12 #Mid QPSK 22.07 24.37
Band13 5 23205 12 #Max QPSK 22.06 24.36
Band13 5 23205 25 #0 QPSK 22.08 24.38
Band13 5 23205 1 #0 16QAM 21.65 23.95
Band13 5 23205 1 #Mid 16QAM 21.87 2417
Band13 5 23205 1 #Max 16QAM 21.71 24.01
Band13 5 23205 12 #0 16QAM 20.85 23.15
Band13 5 23205 12 #Mid 16QAM 21.05 23.35
Band13 5 23205 12 #Max 16QAM 21.04 23.34
Band13 5 23205 25 #0 16QAM 2117 23.47
Band13 5 23230 1 #0 QPSK 23.10 25.40
Band13 5 23230 1 #Mid QPSK 23.00 25.30
Band13 5 23230 1 #Max QPSK 23.13 2543
Band13 5 23230 12 #0 QPSK 21.98 24.28
Band13 5 23230 12 #Mid QPSK 21.98 24.28
Band13 5 23230 12 #Max QPSK 22.11 24.41
Band13 5 23230 25 #0 QPSK 22.11 24.41
Band13 5 23230 1 #0 16QAM 21.86 24.16
Band13 5 23230 1 #Mid 16QAM 21.65 23.95
Band13 5 23230 1 #Max 16QAM 21.78 24.08
Band13 5 23230 12 #0 16QAM 20.90 23.20
Band13 5 23230 12 #Mid 16QAM 20.90 23.20
Band13 5 23230 12 #Max 16QAM 20.92 23.22
Band13 5 23230 25 #0 16QAM 21.00 23.30
Band13 5 23255 1 #0 QPSK 22.99 25.29
Band13 5 23255 1 #Mid QPSK 23.00 25.30
Band13 5 23255 1 #Max QPSK 23.16 25.46
Band13 5 23255 12 #0 QPSK 22.08 24.38
Band13 5 23255 12 #Mid QPSK 21.95 24.25
Band13 5 23255 12 #Max QPSK 21.97 24.27
Band13 5 23255 25 #0 QPSK 22.07 24.37
Band13 5 23255 1 #0 16QAM 22.23 24.53
Band13 5 23255 1 #Mid 16QAM 22.09 24.39
Band13 5 23255 1 #Max 16QAM 22.10 24.40
Band13 5 23255 12 #0 16QAM 20.95 23.25
Band13 5 23255 12 #Mid 16QAM 20.88 23.18
Band13 5 23255 12 #Max 16QAM 20.97 23.27
Band13 5 23255 25 #0 16QAM 21.15 23.45
Band13 10 23230 1 #0 QPSK 23.05 25.35
Band13 10 23230 1 #Mid QPSK 23.07 25.37
Band13 10 23230 1 #Max QPSK 23.13 2543
Band13 10 23230 25 #0 QPSK 2217 24.47
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band13 10 23230 25 #Mid QPSK 21.97 24.27
Band13 10 23230 25 #Max QPSK 22.11 24.41
Band13 10 23230 50 #0 QPSK 21.97 24.27
Band13 10 23230 1 #0 16QAM 21.89 2419
Band13 10 23230 1 #Mid 16QAM 21.79 24.09
Band13 10 23230 1 #Max 16QAM 21.75 24.05
Band13 10 23230 25 #0 16QAM 21.18 23.48
Band13 10 23230 25 #Mid 16QAM 21.05 23.35
Band13 10 23230 25 #Max 16QAM 21.00 23.30
Band13 10 23230 50 #0 16QAM 21.05 23.35

Band Bandwidth UL RB Size R.Ef Modulation Power EIRP
(MHz) Channel Position (dBm) (dBm)

Band66 1.4 131979 1 #0 QPSK 22.66 24.66
Band66 1.4 131979 1 #Mid QPSK 22.78 24.78
Band66 1.4 131979 1 #Max QPSK 22.78 24.78
Band66 1.4 131979 3 #0 QPSK 22.64 24.64
Band66 1.4 131979 3 #Mid QPSK 22.63 24.63
Band66 1.4 131979 3 #Max QPSK 22.60 24.60
Band66 1.4 131979 6 #0 QPSK 21.73 23.73
Band66 1.4 131979 1 #0 16QAM 21.44 23.44
Band66 1.4 131979 1 #Mid 16QAM 21.69 23.69
Band66 1.4 131979 1 #Max 16QAM 21.58 23.58
Band66 1.4 131979 3 #0 16QAM 21.42 2342
Band66 1.4 131979 3 #Mid 16QAM 21.66 23.66
Band66 1.4 131979 3 #Max 16QAM 21.61 23.61
Band66 1.4 131979 6 #0 16QAM 20.66 22.66
Band66 1.4 132322 1 #0 QPSK 22.89 24.89
Band66 1.4 132322 1 #Mid QPSK 22.89 24.89
Band66 1.4 132322 1 #Max QPSK 22.79 24.79
Band66 1.4 132322 3 #0 QPSK 22.86 24.86
Band66 1.4 132322 3 #Mid QPSK 22.76 24.76
Band66 1.4 132322 3 #Max QPSK 22.84 24.84
Band66 1.4 132322 6 #0 QPSK 21.83 23.83
Band66 1.4 132322 1 #0 16QAM 21.69 23.69
Band66 1.4 132322 1 #Mid 16QAM 21.65 23.65
Band66 1.4 132322 1 #Max 16QAM 21.61 23.61
Band66 1.4 132322 3 #0 16QAM 21.86 23.86
Band66 1.4 132322 3 #Mid 16QAM 21.84 23.84
Band66 1.4 132322 3 #Max 16QAM 21.81 23.81
Band66 1.4 132322 6 #0 16QAM 20.78 22.78
Band66 1.4 132665 1 #0 QPSK 22.73 24.73
Band66 1.4 132665 1 #Mid QPSK 22.72 2472
Band66 1.4 132665 1 #Max QPSK 22.56 24.56
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band66 1.4 132665 3 #0 QPSK 22.65 24.65
Band66 1.4 132665 3 #Mid QPSK 22.62 24.62
Band66 1.4 132665 3 #Max QPSK 22.56 24.56
Band66 1.4 132665 6 #0 QPSK 21.72 23.72
Band66 1.4 132665 1 #0 16QAM 21.45 23.45
Band66 1.4 132665 1 #Mid 16QAM 21.66 23.66
Band66 1.4 132665 1 #Max 16QAM 21.52 23.52
Band66 1.4 132665 3 #0 16QAM 21.52 23.52
Band66 1.4 132665 3 #Mid 16QAM 21.59 23.59
Band66 1.4 132665 3 #Max 16QAM 21.61 23.61
Band66 1.4 132665 6 #0 16QAM 20.77 22.77
Band66 3 131987 1 #0 QPSK 22.58 24.58
Band66 3 131987 1 #Mid QPSK 22.63 24.63
Band66 3 131987 1 #Max QPSK 22.62 2462
Band66 3 131987 8 #0 QPSK 21.67 23.67
Band66 3 131987 8 #Mid QPSK 21.80 23.80
Band66 3 131987 8 #Max QPSK 21.73 23.73
Band66 3 131987 15 #0 QPSK 21.74 23.74
Band66 3 131987 1 #0 16QAM 21.57 23.57
Band66 3 131987 1 #Mid 16QAM 21.55 23.55
Band66 3 131987 1 #Max 16QAM 21.49 23.49
Band66 3 131987 8 #0 16QAM 20.39 22.39
Band66 3 131987 8 #Mid 16QAM 20.82 22.82
Band66 3 131987 8 #Max 16QAM 20.78 22.78
Band66 3 131987 15 #0 16QAM 20.73 22.73
Band66 3 132322 1 #0 QPSK 22.91 24.91
Band66 3 132322 1 #Mid QPSK 22.86 24.86
Band66 3 132322 1 #Max QPSK 22.82 24 .82
Band66 3 132322 8 #0 QPSK 21.91 23.91
Band66 3 132322 8 #Mid QPSK 21.94 23.94
Band66 3 132322 8 #Max QPSK 21.89 23.89
Band66 3 132322 15 #0 QPSK 21.81 23.81
Band66 3 132322 1 #0 16QAM 21.99 23.99
Band66 3 132322 1 #Mid 16QAM 22.10 2410
Band66 3 132322 1 #Max 16QAM 2217 2417
Band66 3 132322 8 #0 16QAM 21.01 23.01
Band66 3 132322 8 #Mid 16QAM 20.99 22.99
Band66 3 132322 8 #Max 16QAM 20.82 22.82
Band66 3 132322 15 #0 16QAM 20.88 22.88
Band66 3 132657 1 #0 QPSK 22.70 24.70
Band66 3 132657 1 #Mid QPSK 22.75 24.75
Band66 3 132657 1 #Max QPSK 22.67 24.67
Band66 3 132657 8 #0 QPSK 21.84 23.84
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RF Test Report Report No.: EFTA25080400-1E-02-R3
Band66 3 132657 8 #Mid QPSK 21.75 23.75
Band66 3 132657 8 #Max QPSK 21.65 23.65
Band66 3 132657 15 #0 QPSK 21.78 23.78
Band66 3 132657 1 #0 16QAM 21.68 23.68
Band66 3 132657 1 #Mid 16QAM 21.52 23.52
Band66 3 132657 1 #Max 16QAM 21.29 23.29
Band66 3 132657 8 #0 16QAM 20.70 22.70
Band66 3 132657 8 #Mid 16QAM 20.84 22.84
Band66 3 132657 8 #Max 16QAM 20.91 22.91
Band66 3 132657 15 #0 16QAM 20.83 22.83
Band66 5 131997 1 #0 QPSK 22.57 24.57
Band66 5 131997 1 #Mid QPSK 22.60 24.60
Band66 5 131997 1 #Max QPSK 22.46 24.46
Band66 5 131997 12 #0 QPSK 21.72 23.72
Band66 5 131997 12 #Mid QPSK 21.68 23.68
Band66 5 131997 12 #Max QPSK 21.67 23.67
Band66 5 131997 25 #0 QPSK 21.69 23.69
Band66 5 131997 1 #0 16QAM 21.48 23.48
Band66 5 131997 1 #Mid 16QAM 21.40 23.40
Band66 5 131997 1 #Max 16QAM 21.31 23.31
Band66 5 131997 12 #0 16QAM 20.60 22.60
Band66 5 131997 12 #Mid 16QAM 20.65 22.65
Band66 5 131997 12 #Max 16QAM 20.68 22.68
Band66 5 131997 25 #0 16QAM 20.60 22.60
Band66 5 132322 1 #0 QPSK 22.82 24 .82
Band66 5 132322 1 #Mid QPSK 22.85 24.85
Band66 5 132322 1 #Max QPSK 22.83 24.83
Band66 5 132322 12 #0 QPSK 21.93 23.93
Band66 5 132322 12 #Mid QPSK 21.85 23.85
Band66 5 132322 12 #Max QPSK 21.83 23.83
Band66 5 132322 25 #0 QPSK 21.89 23.89
Band66 5 132322 1 #0 16QAM 21.56 23.56
Band66 5 132322 1 #Mid 16QAM 21.52 23.52
Band66 5 132322 1 #Max 16QAM 21.50 23.50
Band66 5 132322 12 #0 16QAM 20.74 22.74
Band66 5 132322 12 #Mid 16QAM 20.72 22.72
Band66 5 132322 12 #Max 16QAM 20.82 22.82
Band66 5 132322 25 #0 16QAM 21.04 23.04
Band66 5 132647 1 #0 QPSK 22.68 24.68
Band66 5 132647 1 #Mid QPSK 23.10 25.10
Band66 5 132647 1 #Max QPSK 22.55 24.55
Band66 5 132647 12 #0 QPSK 21.83 23.83
Band66 5 132647 12 #Mid QPSK 21.76 23.76
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Band66 5 132647 12 #Max QPSK 21.61 23.61
Band66 5 132647 25 #0 QPSK 21.67 23.67
Band66 5 132647 1 #0 16QAM 21.46 23.46
Band66 5 132647 1 #Mid 16QAM 21.62 23.62
Band66 5 132647 1 #Max 16QAM 21.43 23.43
Band66 5 132647 12 #0 16QAM 20.90 22.90
Band66 5 132647 12 #Mid 16QAM 20.76 22.76
Band66 5 132647 12 #Max 16QAM 20.64 22.64
Band66 5 132647 25 #0 16QAM 20.86 22.86
Band66 10 132022 1 #0 QPSK 22.63 24.63
Band66 10 132022 1 #Mid QPSK 23.04 25.04
Band66 10 132022 1 #Max QPSK 22.60 24.60
Band66 10 132022 25 #0 QPSK 21.71 23.71
Band66 10 132022 25 #Mid QPSK 21.62 23.62
Band66 10 132022 25 #Max QPSK 21.58 23.58
Band66 10 132022 50 #0 QPSK 21.51 23.51
Band66 10 132022 1 #0 16QAM 21.44 23.44
Band66 10 132022 1 #Mid 16QAM 21.66 23.66
Band66 10 132022 1 #Max 16QAM 21.29 23.29
Band66 10 132022 25 #0 16QAM 20.71 22.71
Band66 10 132022 25 #Mid 16QAM 20.63 22.63
Band66 10 132022 25 #Max 16QAM 20.68 22.68
Band66 10 132022 50 #0 16QAM 20.50 22.50
Band66 10 132322 1 #0 QPSK 23.01 25.01
Band66 10 132322 1 #Mid QPSK 23.19 2519
Band66 10 132322 1 #Max QPSK 22.71 24.71
Band66 10 132322 25 #0 QPSK 21.98 23.98
Band66 10 132322 25 #Mid QPSK 21.93 23.93
Band66 10 132322 25 #Max QPSK 21.64 23.64
Band66 10 132322 50 #0 QPSK 21.77 23.77
Band66 10 132322 1 #0 16QAM 21.82 23.82
Band66 10 132322 1 #Mid 16QAM 21.65 23.65
Band66 10 132322 1 #Max 16QAM 21.42 2342
Band66 10 132322 25 #0 16QAM 20.75 22.75
Band66 10 132322 25 #Mid 16QAM 21.00 23.00
Band66 10 132322 25 #Max 16QAM 20.72 22.72
Band66 10 132322 50 #0 16QAM 20.74 22.74
Band66 10 132622 1 #0 QPSK 22.64 24.64
Band66 10 132622 1 #Mid QPSK 22.99 24.99
Band66 10 132622 1 #Max QPSK 22.60 24.60
Band66 10 132622 25 #0 QPSK 21.66 23.66
Band66 10 132622 25 #Mid QPSK 21.94 23.94
Band66 10 132622 25 #Max QPSK 21.67 23.67
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Band66 10 132622 50 #0 QPSK 21.65 23.65
Band66 10 132622 1 #0 16QAM 21.35 23.35
Band66 10 132622 1 #Mid 16QAM 21.72 23.72
Band66 10 132622 1 #Max 16QAM 21.24 23.24
Band66 10 132622 25 #0 16QAM 20.70 22.70
Band66 10 132622 25 #Mid 16QAM 21.00 23.00
Band66 10 132622 25 #Max 16QAM 20.75 22.75
Band66 10 132622 50 #0 16QAM 20.71 22.71
Band66 15 132047 1 #0 QPSK 22.75 24.75
Band66 15 132047 1 #Mid QPSK 22.78 24.78
Band66 15 132047 1 #Max QPSK 22.71 24.71
Band66 15 132047 36 #0 QPSK 21.70 23.70
Band66 15 132047 36 #Mid QPSK 21.62 23.62
Band66 15 132047 36 #Max QPSK 21.51 23.51
Band66 15 132047 75 #0 QPSK 21.60 23.60
Band66 15 132047 1 #0 16QAM 21.45 23.45
Band66 15 132047 1 #Mid 16QAM 21.54 23.54
Band66 15 132047 1 #Max 16QAM 21.32 23.32
Band66 15 132047 36 #0 16QAM 20.67 22.67
Band66 15 132047 36 #Mid 16QAM 20.71 22.71
Band66 15 132047 36 #Max 16QAM 20.60 22.60
Band66 15 132047 75 #0 16QAM 20.58 22.58
Band66 15 132322 1 #0 QPSK 22.98 24.98
Band66 15 132322 1 #Mid QPSK 22.85 24.85
Band66 15 132322 1 #Max QPSK 22.78 24.78
Band66 15 132322 36 #0 QPSK 22.05 24.05
Band66 15 132322 36 #Mid QPSK 21.91 23.91
Band66 15 132322 36 #Max QPSK 21.58 23.58
Band66 15 132322 75 #0 QPSK 21.80 23.80
Band66 15 132322 1 #0 16QAM 21.75 23.75
Band66 15 132322 1 #Mid 16QAM 21.61 23.61
Band66 15 132322 1 #Max 16QAM 21.38 23.38
Band66 15 132322 36 #0 16QAM 20.94 22.94
Band66 15 132322 36 #Mid 16QAM 20.95 22.95
Band66 15 132322 36 #Max 16QAM 20.66 22.66
Band66 15 132322 75 #0 16QAM 20.77 22.77
Band66 15 132597 1 #0 QPSK 22.82 24.82
Band66 15 132597 1 #Mid QPSK 22.77 24.77
Band66 15 132597 1 #Max QPSK 22.60 24.60
Band66 15 132597 36 #0 QPSK 21.69 23.69
Band66 15 132597 36 #Mid QPSK 21.74 23.74
Band66 15 132597 36 #Max QPSK 21.74 23.74
Band66 15 132597 75 #0 QPSK 21.64 23.64
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Band66 15 132597 1 #0 16QAM 21.60 23.60
Band66 15 132597 1 #Mid 16QAM 21.43 23.43
Band66 15 132597 1 #Max 16QAM 21.43 23.43
Band66 15 132597 36 #0 16QAM 20.65 22.65
Band66 15 132597 36 #Mid 16QAM 20.78 22.78
Band66 15 132597 36 #Max 16QAM 20.79 22.79
Band66 15 132597 75 #0 16QAM 20.69 22.69
Band66 20 132072 1 #0 QPSK 22.72 24.72
Band66 20 132072 1 #Mid QPSK 22.96 24.96
Band66 20 132072 1 #Max QPSK 22.71 24.71
Band66 20 132072 50 #0 QPSK 21.75 23.75
Band66 20 132072 50 #Mid QPSK 21.72 23.72
Band66 20 132072 50 #Max QPSK 21.64 23.64
Band66 20 132072 100 #0 QPSK 21.72 23.72
Band66 20 132072 1 #0 16QAM 21.48 23.48
Band66 20 132072 1 #Mid 16QAM 21.72 23.72
Band66 20 132072 1 #Max 16QAM 21.38 23.38
Band66 20 132072 50 #0 16QAM 20.73 22.73
Band66 20 132072 50 #Mid 16QAM 20.72 22.72
Band66 20 132072 50 #Max 16QAM 20.64 22.64
Band66 20 132072 100 #0 16QAM 20.61 22.61
Band66 20 132322 1 #0 QPSK 22.93 24.93
Band66 20 132322 1 #Mid QPSK 23.31 25.31
Band66 20 132322 1 #Max QPSK 22.89 24.89
Band66 20 132322 50 #0 QPSK 22.06 24.06
Band66 20 132322 50 #Mid QPSK 21.93 23.93
Band66 20 132322 50 #Max QPSK 21.59 23.59
Band66 20 132322 100 #0 QPSK 21.85 23.85
Band66 20 132322 1 #0 16QAM 21.79 23.79
Band66 20 132322 1 #Mid 16QAM 21.74 23.74
Band66 20 132322 1 #Max 16QAM 21.57 23.57
Band66 20 132322 50 #0 16QAM 21.03 23.03
Band66 20 132322 50 #Mid 16QAM 21.00 23.00
Band66 20 132322 50 #Max 16QAM 20.67 22.67
Band66 20 132322 100 #0 16QAM 20.81 22.81
Band66 20 132572 1 #0 QPSK 22.94 24.94
Band66 20 132572 1 #Mid QPSK 23.04 25.04
Band66 20 132572 1 #Max QPSK 22.75 24.75
Band66 20 132572 50 #0 QPSK 21.87 23.87
Band66 20 132572 50 #Mid QPSK 21.75 23.75
Band66 20 132572 50 #Max QPSK 21.69 23.69
Band66 20 132572 100 #0 QPSK 21.61 23.61
Band66 20 132572 1 #0 16QAM 21.69 23.69
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Band66 20 132572 1 #Mid 16QAM 21.73 23.73
Band66 20 132572 1 #Max | 16QAM 21.48 23.48
Band66 20 132572 50 #0 16QAM 20.85 22.85
Band66 20 132572 50 #Mid 16QAM 20.81 2281
Band66 20 132572 50 #Max | 16QAM 20.76 2276
Band66 20 132572 | 100 #0 16QAM 20.58 2258

Bandwidth UL . RB . Power ERP

Band (MHz) Channel | "2 528 | pogiion | Modulaton | e (dBm)
Band71 5 133147 1 #0 QPSK 2261 2212
Band71 5 133147 1 #Mid QPSK 22.83 22.34
Band71 5 133147 1 #Max QPSK 22.79 22.30
Band71 5 133147 12 #0 QPSK 21.59 21.10
Band71 5 133147 12 #Mid QPSK 21.74 21.25
Band71 5 133147 12 #Max QPSK 21.66 21.17
Band71 5 133147 25 #0 QPSK 21.59 21.10
Band71 5 133147 1 #0 16QAM 21.47 20.98
Band71 5 133147 1 #Mid 16QAM 21.38 20.89
Band71 5 133147 1 #Max | 16QAM 21.48 20.99
Band71 5 133147 12 #0 16QAM 20.44 19.95
Band71 5 133147 12 #Mid 16QAM 20.76 20.27
Band71 5 133147 12 #Max | 16QAM 20.47 10.98
Band71 5 133147 25 #0 16QAM 20.61 20.12
Band71 5 133297 1 #0 QPSK 22.62 2213
Band71 5 133297 1 #Mid QPSK 22.80 2231
Band71 5 133297 1 #Max QPSK 2257 22.08
Band71 5 133297 12 #0 QPSK 2158 21.09
Band71 5 133297 12 #Mid QPSK 21.73 21.24
Band71 5 133297 12 #Max QPSK 21.66 21.17
Band71 5 133297 25 #0 QPSK 21.59 21.10
Band71 5 133297 1 #0 16QAM 21.89 21.40
Band71 5 133297 1 #Mid 16QAM 22.01 2152
Band71 5 133297 1 #Max | 16QAM 21.43 20.94
Band71 5 133297 12 #0 16QAM 20.38 19.89
Band71 5 133297 12 #Mid 16QAM 20.52 20.03
Band71 5 133297 12 #Max | 16QAM 20.45 19.96
Band71 5 133297 25 #0 16QAM 20.59 20.10
Band71 5 133447 1 #0 QPSK 2264 22.15
Band71 5 133447 1 #Mid QPSK 20.84 2235
Band71 5 133447 1 #Max QPSK 22.49 22.00
Band71 5 133447 12 #0 QPSK 21.65 21.16
Band71 5 133447 12 #Mid QPSK 21.68 21.19
Band71 5 133447 12 #Max QPSK 2158 21.09
Band71 5 133447 25 #0 QPSK 21.63 21.14
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Band71 5 133447 1 #0 16QAM 21.50 21.01
Band71 5 133447 1 #Mid 16QAM 21.30 20.81
Band71 5 133447 1 #Max 16QAM 21.09 20.60
Band71 5 133447 12 #0 16QAM 20.44 19.95
Band71 5 133447 12 #Mid 16QAM 20.68 20.19
Band71 5 133447 12 #Max 16QAM 20.57 20.08
Band71 5 133447 25 #0 16QAM 20.61 20.12
Band71 10 133172 1 #0 QPSK 22.86 22.37
Band71 10 133172 1 #Mid QPSK 23.01 22.52
Band71 10 133172 1 #Max QPSK 22.73 22.24
Band71 10 133172 25 #0 QPSK 21.73 21.24
Band71 10 133172 25 #Mid QPSK 21.79 21.30
Band71 10 133172 25 #Max QPSK 21.65 21.16
Band71 10 133172 50 #0 QPSK 21.66 2117
Band71 10 133172 1 #0 16QAM 21.46 20.97
Band71 10 133172 1 #Mid 16QAM 21.60 21.11
Band71 10 133172 1 #Max 16QAM 21.31 20.82
Band71 10 133172 25 #0 16QAM 20.71 20.22
Band71 10 133172 25 #Mid 16QAM 20.87 20.38
Band71 10 133172 25 #Max 16QAM 20.80 20.31
Band71 10 133172 50 #0 16QAM 20.73 20.24
Band71 10 133297 1 #0 QPSK 22.65 22.16
Band71 10 133297 1 #Mid QPSK 22.84 22.35
Band71 10 133297 1 #Max QPSK 22.64 22.15
Band71 10 133297 25 #0 QPSK 21.77 21.28
Band71 10 133297 25 #Mid QPSK 21.78 21.29
Band71 10 133297 25 #Max QPSK 21.61 2112
Band71 10 133297 50 #0 QPSK 21.60 21.11
Band71 10 133297 1 #0 16QAM 21.52 21.03
Band71 10 133297 1 #Mid 16QAM 21.72 21.23
Band71 10 133297 1 #Max 16QAM 21.21 20.72
Band71 10 133297 25 #0 16QAM 20.54 20.05
Band71 10 133297 25 #Mid 16QAM 20.74 20.25
Band71 10 133297 25 #Max 16QAM 20.57 20.08
Band71 10 133297 50 #0 16QAM 20.66 2017
Band71 10 133422 1 #0 QPSK 22.54 22.05
Band71 10 133422 1 #Mid QPSK 22.80 22.31
Band71 10 133422 1 #Max QPSK 22.61 2212
Band71 10 133422 25 #0 QPSK 21.64 21.15
Band71 10 133422 25 #Mid QPSK 21.65 21.16
Band71 10 133422 25 #Max QPSK 21.50 21.01
Band71 10 133422 50 #0 QPSK 21.48 20.99
Band71 10 133422 1 #0 16QAM 21.40 20.91
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Band71 10 133422 1 #Mid 16QAM 21.54 21.05
Band71 10 133422 1 #Max 16QAM 21.20 20.71
Band71 10 133422 25 #0 16QAM 20.57 20.08
Band71 10 133422 25 #Mid 16QAM 20.71 20.22
Band71 10 133422 25 #Max 16QAM 20.67 20.18
Band71 10 133422 50 #0 16QAM 20.55 20.06
Band71 15 133197 1 #0 QPSK 22.80 22.31
Band71 15 133197 1 #Mid QPSK 22.93 22.44
Band71 15 133197 1 #Max QPSK 22.76 22.27
Band71 15 133197 36 #0 QPSK 21.68 21.19
Band71 15 133197 36 #Mid QPSK 21.77 21.28
Band71 15 133197 36 #Max QPSK 21.66 2117
Band71 15 133197 75 #0 QPSK 21.68 21.19
Band71 15 133197 1 #0 16QAM 21.58 21.09
Band71 15 133197 1 #Mid 16QAM 21.67 21.18
Band71 15 133197 1 #Max 16QAM 21.53 21.04
Band71 15 133197 36 #0 16QAM 20.72 20.23
Band71 15 133197 36 #Mid 16QAM 20.73 20.24
Band71 15 133197 36 #Max 16QAM 20.61 20.12
Band71 15 133197 75 #0 16QAM 20.74 20.25
Band71 15 133297 1 #0 QPSK 22.78 22.29
Band71 15 133297 1 #Mid QPSK 22.73 22.24
Band71 15 133297 1 #Max QPSK 22.57 22.08
Band71 15 133297 36 #0 QPSK 21.79 21.30
Band71 15 133297 36 #Mid QPSK 21.70 21.21
Band71 15 133297 36 #Max QPSK 21.59 21.10
Band71 15 133297 75 #0 QPSK 21.55 21.06
Band71 15 133297 1 #0 16QAM 21.47 20.98
Band71 15 133297 1 #Mid 16QAM 21.42 20.93
Band71 15 133297 1 #Max 16QAM 21.29 20.80
Band71 15 133297 36 #0 16QAM 20.55 20.06
Band71 15 133297 36 #Mid 16QAM 20.56 20.07
Band71 15 133297 36 #Max 16QAM 20.65 20.16
Band71 15 133297 75 #0 16QAM 20.62 20.13
Band71 15 133397 1 #0 QPSK 22.69 22.20
Band71 15 133397 1 #Mid QPSK 22.72 22.23
Band71 15 133397 1 #Max QPSK 22.56 22.07
Band71 15 133397 36 #0 QPSK 21.61 2112
Band71 15 133397 36 #Mid QPSK 21.72 21.23
Band71 15 133397 36 #Max QPSK 21.59 21.10
Band71 15 133397 75 #0 QPSK 21.62 21.13
Band71 15 133397 1 #0 16QAM 21.72 21.23
Band71 15 133397 1 #Mid 16QAM 21.54 21.05
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Band71 15 133397 1 #Max 16QAM 21.43 20.94
Band71 15 133397 36 #0 16QAM 20.68 20.19
Band71 15 133397 36 #Mid 16QAM 20.68 20.19
Band71 15 133397 36 #Max 16QAM 20.56 20.07
Band71 15 133397 75 #0 16QAM 20.50 20.01
Band71 20 133222 1 #0 QPSK 22.70 22.21
Band71 20 133222 1 #Mid QPSK 23.19 22.70
Band71 20 133222 1 #Max QPSK 22.64 22.15
Band71 20 133222 50 #0 QPSK 21.82 21.33
Band71 20 133222 50 #Mid QPSK 21.84 21.35
Band71 20 133222 50 #Max QPSK 21.74 21.25
Band71 20 133222 100 #0 QPSK 21.71 21.22
Band71 20 133222 1 #0 16QAM 21.49 21.00
Band71 20 133222 1 #Mid 16QAM 21.78 21.29
Band71 20 133222 1 #Max 16QAM 20.70 20.21
Band71 20 133222 50 #0 16QAM 20.52 20.03
Band71 20 133222 50 #Mid 16QAM 20.63 20.14
Band71 20 133222 50 #Max 16QAM 20.69 20.20
Band71 20 133222 100 #0 16QAM 20.75 20.26
Band71 20 133297 1 #0 QPSK 22.65 22.16
Band71 20 133297 1 #Mid QPSK 22.81 22.32
Band71 20 133297 1 #Max QPSK 22.44 21.95
Band71 20 133297 50 #0 QPSK 21.82 21.33
Band71 20 133297 50 #Mid QPSK 21.75 21.26
Band71 20 133297 50 #Max QPSK 21.55 21.06
Band71 20 133297 100 #0 QPSK 21.59 21.10
Band71 20 133297 1 #0 16QAM 21.35 20.86
Band71 20 133297 1 #Mid 16QAM 21.60 21.11
Band71 20 133297 1 #Max 16QAM 20.93 20.44
Band71 20 133297 50 #0 16QAM 20.70 20.21
Band71 20 133297 50 #Mid 16QAM 20.73 20.24
Band71 20 133297 50 #Max 16QAM 20.43 19.94
Band71 20 133297 100 #0 16QAM 20.55 20.06
Band71 20 133372 1 #0 QPSK 22.52 22.03
Band71 20 133372 1 #Mid QPSK 22.91 2242
Band71 20 133372 1 #Max QPSK 22.64 22.15
Band71 20 133372 50 #0 QPSK 21.67 21.18
Band71 20 133372 50 #Mid QPSK 21.61 2112
Band71 20 133372 50 #Max QPSK 21.44 20.95
Band71 20 133372 100 #0 QPSK 21.47 20.98
Band71 20 133372 1 #0 16QAM 21.46 20.97
Band71 20 133372 1 #Mid 16QAM 21.57 21.08
Band71 20 133372 1 #Max 16QAM 20.56 20.07
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Band71 20 133372 50 #0 16QAM 20.43 19.94
Band71 20 133372 50 #Mid 16QAM 20.65 20.16
Band71 20 133372 50 #Max 16QAM 20.52 20.03
Band71 20 133372 100 #0 16QAM 20.41 19.92
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6.2 Occupied Bandwidth

Frequency 99% Power -26dBc
Mode Channel . ]

(MHz) Bandwidth(MHz) | Bandwidth(MHz)

1312 1712.4 4.1288 4.696

WCD'(\"RAI\W%&;M WV 1413 1732.6 41217 4714

1513 1752.6 4.1281 4715

LTE Band 4
Bandwidth Frequenc 99% Power -26dBc
RB | Modulation .,  Channel (I?IIHz) ’ Bandwidth(MHz) | Bandwidth(MHz)

19957 | 1710.7 1.1282 1.366
14 20175 | 17325 11272 1.362
20393 | 1754.3 11412 1.369
19965 | 17115 2.7521 3.075
3 20175 | 17325 2.7431 3.075
20385 | 17535 27428 3.085
19975 | 17125 45161 5.049
5 20175 | 17325 4.5341 5.033
oPsK 20375 | 17525 45121 5.057
20000 1715 9.0083 10.070
10 20175 | 17325 9.0383 10.210
20350 1750 9.0426 10.080
20025 | 17175 13.4140 14.650
100% 15 20175 | 17325 13.4770 14.810
20325 | 17475 13.4540 14.740
20050 1720 17.8660 19.240
20 20175 | 17325 17.8520 19.150
20300 1745 17.8910 19.490
19957 | 1710.7 1.1249 1.334
14 20175 | 17325 1.1305 1.353
20393 | 1754.3 11225 1377
19965 | 17115 27348 3.064
16QAM 3 20175 | 17325 2.7630 3.089
20385 | 17535 2.7407 3.079
19975 | 17125 4.5356 5.040
5 20175 | 17325 4.5138 5.037
20375 | 17525 4.5368 5.045
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RF Test Rgeort Regort No.: EFTA25080400-IE-02-R3
20000 1715 9.0158 10.050

10 20175 | 17325 9.0392 10.000

20350 1750 9.0281 10.090

20025 | 17175 13.4620 14.740

15 20175 | 17325 13.4740 14.730

20325 | 17475 13.4740 14.810

20050 1720 17.8840 19.410

20 20175 | 17325 17.9000 19.320

20300 1745 17.8550 19.320

LTE Band 12
Bandwidth Frequenc 99% Power -26dBc
RB  Modulation |,  Channel (I?IIHz) ’ Bandwidth(MHz) | Bandwidth(MHz)

23017 699.7 11276 1.362

14 23095 707.5 11259 1.353

23173 715.3 11378 1.342

23025 700.5 27511 3.064

3 23095 7075 27413 3.074

23165 714.5 2.7441 3.073

QPSK

23035 7015 4.5181 5.050

5 23095 707.5 4.5262 5.043

23155 713.5 45110 4.989

23060 704 9.0089 10.040

10 23095 707.5 9.0229 10.090

oo 23130 711 9.0466 10.080
23017 699.7 11233 1.328

14 23095 707.5 1.1305 1335

23173 715.3 11214 1.358

23025 700.5 27342 3.065

3 23095 707.5 2.7584 3.075

SoAM 23165 714.5 2.7401 3.068
23035 701.5 45272 5.035

5 23095 707.5 45071 5.026

23155 7135 4.5361 5.063

23060 704 9.0130 10.070

10 23095 7075 9.0272 9.989

23130 711 9.0403 10.110
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RF Test Report Report No.: EFTA25080400-IE-02-R3
LTE Band 13
Bandwidth Frequenc 99% Power -26dBc
RB  Modulation |,  Channel (I?IIHz) ’ Bandwidth(MHz) | Bandwidth(MHz)

23205 779.5 45103 5.025

5 23230 782 45307 5.036

QPSK

23255 7845 4.4991 5.010

10 23230 782 9.0332 10.120

100%

23205 7795 45294 5.034

OAM 5 23230 782 4.5129 5.021
23255 784.5 4.5367 5.032

10 23230 782 9.0348 10.010

LTE Band 66
Bandwidth Frequenc 99% Power -26dBc
RB | Modulation |,  Channel (I?IIHz) ’ Bandwidth(MHz) | Bandwidth(MHz)

131979 | 1710.7 1.1295 1.385

14 132322 1745 11286 1.364

132665 | 1779.3 11383 1.350

131987 | 17115 2.7481 3.070

3 132322 1745 27435 3.077

132657 | 17785 27434 3.068

131997 | 17125 45159 5.042

5 132322 1745 45347 5.042

132647 | 17775 4.5042 5.037

QPSK

132022 1715 9.0110 10.110
10 132322 1745 9.0427 10.200
100% 132622 1775 9.0373 10.050
132047 | 17175 13.4110 14.730
15 132322 1745 13.4790 14.730
132507 | 17725 13.4530 14.720
132072 1720 17.8570 19.260
20 132322 1745 17.8840 19.310
132572 1770 17.8970 19.500

131979 | 1710.7 11247 1332

14 132322 1745 1.1301 1.350

16QAM 132665 | 1779.3 11222 1.360
131987 | 17115 2.7340 3.056

3 132322 1745 2.7701 3.094
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RF Test Report Report No.: EFTA25080400-IE-02-R3
132657 1778.5 2.7384 3.072

131997 1712.5 4.5369 5.046

5 132322 1745 4.5175 5.046
132647 1777.5 4.5340 5.043

132022 1715 9.0146 10.060

10 132322 1745 9.0407 10.040
132622 1775 9.0275 10.080

132047 1717.5 13.4620 14.740

15 132322 1745 13.4870 14.740
132597 1772.5 13.4630 14.850

132072 1720 17.8850 19.500

20 132322 1745 17.8840 19.410
132572 1770 17.8600 19.290
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RF Test Report Report No.: EFTA25080400-IE-02-R3
LTE Band 71
Bandwidth Frequenc 99% Power -26dBc
RB | Modulation .,  Channel (I?IIHz) ’ Bandwidth(MHz) | Bandwidth(MHz)
133147 | 665.5 45101 5.025
5 133297 | 680.5 45218 5.037
133447 | 6955 45052 5.012
133172 668 9.0070 10.120
10 133297 |  680.5 9.0348 10.180
9PsK 133422 693 9.0305 10.040
133197 | 6705 13.4130 14.720
15 133297 | 680.5 13.4490 14.760
133397 |  690.5 13.4690 14.790
133222 673 17.8330 19.240
20 133322 683 17.8680 19.250
133372 688 17.9120 19.430
100%
133147 | 6655 45289 5.040
5 133297 |  680.5 4.5090 5.016
133447 | 6955 45335 5.047
133172 668 9.0112 10.050
10 133297 | 680.5 9.0370 10.030
oAM 133422 693 9.0266 10.070
133197 | 6705 13.4550 14.740
15 133297 |  680.5 13.4680 14.730
133397 |  690.5 13.4770 14.790
133222 673 17 8350 19.430
20 133322 683 17.8930 19.330
133372 688 17.8710 19.360
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RF Test Report Report No.: EFTA25080400-1E-02-R3
EC25-AF MINIPCIE
LTE Band 12
. Bandwidth Frequency 99% Power -26dBc
RB Modulation Channel
Hiat (MHz) (MHz) Bandwidth(MHz) | Bandwidth(MHz)
1.4 23095 707.5 1.1254 1.353
3 23095 707.5 2.7455 3.081
QPSK
5 23095 707.5 4.5253 5.016
10 23095 707.5 9.0398 10.140
100%
14 23095 707.5 1.1285 1.334
3 23095 707.5 2.7583 3.074
16QAM
5 23095 707.5 4.5101 5.022
10 23095 707.5 9.0209 10.030
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RF Test Report

Report No.: EFTA25080400-IE-02-R3

EC25-AF

WCDMA Band IV CH-Low

et Speciium Astyae - Coovpind I

Canter Frag 1.712400000 G Fdie S04 Mane
Canter Frag 1.712400000
Radis Duvice BTS

Ref 30.00 dBm

nter 1.712 GHz Span 10
s BW 51 kHz SVEBW 160 kHz Sweep 1667
Occupled Bandwldth Total Power 33.3 dBm
4.1288 MHz
Transmit Freq Error 2,318 kHz OBW Power
u dB Bandwidth 4,696 MHz x dB

WCDMA Band IV CH Middle

st Spectium diahies Ducogsed B

Cantar Fro

Ref 30,00 dBm

nter 1.733 GHz
WRes BW 51 kHz

Oceupled Bandwidth
4.1217 MHz
Transmit Freq Error 308 Hz

u dB Bandwidth 4.714 MHz

Raie 5o Mane

Fuadie Davice 75

Span 10 MHz
66
33.1 dBm

OBW Power
x dB

Cantar Freg 1762800000 GHE Fladie e Mo
Triy Rean Ay gHuid = 30100

Fadis Davice 0TS

Ref 30.00 dBm

Span 1
SVBW 160 kHz Sweep
Ocecuplied Bandwldth Total Power 33.2 dBm
4.1281 MHz
Transmit Freq Error 4,972 kHz OBW Power
u dB Bandwidth 4,715 MHz x dB
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 4 QPSK 1.4MHz CH-Low

[ S —
Center Frag 1.710700000 GHz

Ref 30.00 dBm

Oceupled Bandwidth

1.1282 MHz
Transmit Freq Error 4,158 kHz
x dB Bandwidih 1.366 MHz

170700000 GHz Fadie Sed Hane
A gHubd = 0O/00

Davice: 075

OBW Power
x di@

LTE Band 4 QPSK 3MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Center Frag 1.711500000 G

Ref 30,00 dBm

nter 1.712 GHz

es BW 100 kHz FVEW 300 kHE

Oceupled Bandwidth ¢ 31.7 dBm
2.7521 MHz

Transmit Freq Error -1.548 kHz

u dB Bandwidth 3.075 MHz x dB «26.00 d8

OBW Power 99,00 %

Ref 30.00 dBm

icenter 1.733 GHz
l9Res BW 51 kHz
Oceupled Bandwldth

1.1272 MHz
Transmit Freq Error -2.589 kHz

x dB Bandwidth 1,362 MHz

Fadie Sne. Hane

Fatte Davics BTS

SVEBW 160 kHz

Total Power 31.4 dBm

OBW Power
u dB «26.00 dB

Fdie See Hane

Gt Radis Davics BTS

Res BW 100 kHz FVBW 300 kHr

Occupled Bandwidth Tatal Power 31.3 dBm
2.7431 MHz

Transmit Freq Error 406Hz  OBW Power 99.00 %

x dB Bandwidth 3,075 MHz X dB <26.00 dB

Coamtar Frag 1TELI00000 OH2
Trig: Fram Run

Flasie 5o Hane
Ay giHold= 100100

o Trig:
wimmen: 40 48 Fadia Daviow BTE

Ref 30.00 dBm

Occupled Bandwldth

1.1412 MHz
Transmit Freq Error -1.496 kHz
x dB Bandwidth 1,369 MHz

32.2 dBm

OBW Power 99.00 %
x dB -26.00 dB

Camtr Frog 17 EWO00000 OH2 Flaedin Spe
Trg: n AvgiHeld 1000108
] Fadis Davire BTH

ier 1.754 GHz
Res BW 100 kHz

Span 6 MHz

SVBW 300 kHr Sweep 1 ms|

Occupled Bandwidth Total Power 31.6 dBm
2.7428 MHz

Transmit Freq Error 4,900 kHz  OBW Power 99.00 %

* B Bandwidth 3,085 MHz x dB -26.00 dB
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Report No.: EFTA25080400-IE-02-R3

LTE Band 4 QPSK 5MHz CH-Low

et Speciium Astyae - Coovpind I

Center Freq 1.712500000 GHz

Ref 30.00 dBm

Ocecupled Bandwldth

4.5161 MHz
Transmit Freq Error 546 Hz
u dB Bandwidth 5,049 MHz

1712600000 OH2
A gz 00100

31.9 dBm

OBW Power 99,00 %
x dB -26.00 dB

e Speriem Ksatyaes  Coovgaed W

Center Fraq 1.715000000 G

Ref 30,00 dBm

nter 1.715 GHz

es BW 300 kHz FVBW 1 MMz

Oceupled Bandwidth

9.0083 MHz
14,226 kHz
10.07 MHz x dB

Transmit Freq Error OBW Power

u dB Bandwidth

LTE Band 4 QPSK 10MHz CH-Low

Span 20 MHz;
Sweep 1 ms)

«-26.00 dB

Ref 30,00 dBm

icenter 1
Res BWW 100 kH;
Oceupled Bandwldth
4.5341 MHz
Transmit Fraq Error 7,206
* dB Bandwidth 5,033 MHz

SVEBW 300 kHz

Fadie o Mane

Radis Davics: TS

Span 10 MHzj
Sweep 1 ms|

31.9 dBm

OBW Power 99,00 %
x dB -26.00 dB

Center Freg 1.73

b

Ref 30.00 dBm

VEBW 1 MMz
Oceupled Bandwidth Total Power
9.0383 MHz
20,803 kHz OBW Power
10.21 MHz ¥ dB8

Transmit Freq Error

u dB Bandwidth

Fadie Se Mane

Fadie Davice BT

Span 20 MHz]
Sweep 1 ms

31.5 dBm

99,00 %

-26.00 dB

Ref 30.00 dBm

Occupled Bandwldth

4.5121 MHz
Transmit Freq Error 7.0B7 ki
« diB Bandwidth

E2500000 OH2 Fadis .
Rean Ay giHod = 00100

Fadis Daview BTE

Span 10 MHZ
Sweep 1 ms

Total Power 32.1 dBm

OBW Power
x dB

g
]

VBW 1 MMz

Occupled Bandwidth Total Power

9.0426 MHz
Transmit Freq Error

x dB Bandwidth

OBW Power
10.08 MHz x dB

Camtr Frag 1TEOR00000 OH2
T un g 108

Rl S04

Fadis Davire BTH

31.9 dBm

99.00 %
-26.00 dB8
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RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 4 QPSK 15MHz CH-Low

et Speciium Astyae - Coovpind I

1717880000 GHz o Mane
Ay gHuid = 30100

Canter Frec

Radis Davicw BTE

Ref 30.00 dBm

enter 1 GHz
HE

s BW 300 SVEW 1 MHz

Occupled Bandwidth 31.5 dBm
13.414 MHz

29,795 kHz
14.65 MHz x dB

OBW Power 99,00 %
-26.00 dB

Transmit Freq Error

u dB Bandwidth

e Speriem Ksatyaes  Coovgaed W

Centar Fraq 1.720000000

Ref 30,00 dBm

FVBW 1 MMz

Oecupled Bandwidth
17.866 MHz
Transmit Freq Error 55,784 kHz

u dB Bandwidth 1 x dB

OBW Power

LTE Band 4 QPSK 20MHz CH-Low

Fadie S0 Mars

Fuadie Davice 75

31.8 dBm

99,00 %

«-26.00 dB

Cantar Freg 172650000 GHE Fadie G0k Mone
Rean Ay gHuid = 30100
Fadie Davisa 075

Span 40 MHZ]

SVEW 1 MHz Sweep 1 ms|

Oceupled Bandwldth 31.8 dBm

13.477 MHz
Transmit Freq Error 4,370

u dB Bandwidth 14.81 MHz x dB

OBW Power

Aghent Spuin 1w Asabriwt  Dnowpeend BW
Centar Fraq 1.732500000 G

b

Ref 30.00 dBm

VEBW 1 MMz

17.852 MHz
23,351 K
19.15 MHz x dB

Transmit Freq Error

u dB Bandwidth

OBW Por

Oceupled Bandwidth Total Power

wer

Span 40 MH;
Sweep 1 ms|

31.6 dBm

Ref 30,00 dBm

Span 40 MHz

BVEW 1 MHx Sweep 1 ms|

Occupied Bandwidth 32.0 dBm
13.454 MHz

10,028
14.74 MHz x dB

Transmit Fraq Error OBW Power

u dB Bandwidth

Ref 30.00 dBm

ICenter 1.745 GHz

SVEW 1 MHz
Oceupled Bandwidth

17.891 MHz
Transmit Freq Error 3487 kHz
x dB Bandwidth 19.49 MHz ¥ dB

174000000 OHE

AvghHeid

OBW Power

Faie St Hame

g8

«26.00 dB
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RF Test Report Report No.: EFTA25080400-IE-02-R3

LTE Band 4 16QAM 1.4MHz CH-Low LTE Band 4 16QAM 3MHz CH-Low

et Spurrem Asabrres - Duugied AW [P ———
Center Frag 1.710700000 GHz 1790700000 GH2 Fadin Sed tanw Center Frag 1.711500000 G

A g 10000
D BTs

Ref 30.00 dBm Ref 30,00 dBm

nter 1.712 GHz
les BW 100 H FVEBW 300 kHr

Oceupled Bandwidth 3 Oeeupled Bandwidth v 30.8 dBm
1.1249 MHz 2.7348 MHz

Transmit Freq Error 2 :  OBW Powsr 9 Transmit Fraq Error :  OBW Power 99.00 %

¥ dB Bardwidth 13 MHz % dB x dB Bandwidth 2 % dB +26.00 0B

Fadie Sad. Hane

Fatte Davics BTS b

Ref 30.00 dBm

[Center 1.733 GHz Sp 7
WRes BW 51 kHz SVEBW 160 kHz LY — | Res BW 100 kMz FVBW 300 kHr

Oceupied Bandwidth Total Power 30.8 dBm Oceupled Bandwidth Total Power 30.6 dBm
1.1305 MHz . 2.7630 MHz
Transmit Freq Error 4,570 kHz OBW Power Transmit Freq Error 6,562 kHz OBW Power 99,00 %

x dB Bandwidth 1.353 MHz x di@ «26.00 dB u dB Bandwidth 3089 MHz ¥ dB -26.00 dB

Cantar Froq: 1764300300 GHz Finia 528 Hane #g 1.75350 : Contar Freq: 1.7EIS0000 OH2 Fndie S
- Trig: Run Ay giHold= 100100 Trig: wn AvgiHod o 10000
EAmen: 40 48 Radie Davies BTS RAmten 40 48 Raddie Daviee BTS

Ref 30.00 dBm

Center 1.754 GHz Span & MHZ

Res BW 100 kHz SVEW 300 kHz Sweep 1 ms

Occupled Bandwidth cwe 31.5 dBm Occupled Bandwidth Total Power 30.8 dBm
1.1225 MHz | Man) 2.7407 MHz

Transmit Freq Error 3.929 Kl OBW Power 99.00 % Transmit Freq Error -5.773 kHz OBW Power 99.00 %

x dB Bandwidth 1.377 MMz x dB -26.00 dB x dB Bandwidth 3.079 MHz x dB -26.00 dB8
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RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 4 16QAM 5MHz CH-Low

e Spertiem hsalyzes  Cuvgsnd W

Cantar Frag 1.712500000 GHz ST " -
anter Freg 1. A gHebdoe 00000
aTs

Ref 30.00 dBm

Span 10 MHz
Sweep 1 ms|
Occupled Bandwidth 31.0 dBm
4.5356 MHz
Transmit Freq Error 5904 kHz  OBW Power
¥ dB Bardwidth S0M40MHz % dB

LTE Band 4 16QAM 10MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Center Fraq 1.715000000 G

Ref 30,00 dBm

nter 1.715 GHz Span 20 MHz

es BW 300 kHz WVEW 1 MHz Sweep 1 ms|

Occupled Bandwidth ¢ 30.8 dBm
9.0158 MHz

Transmit Freq Error 22421 kHz OBW Power 99,00 %

u dB Bandwidth 10.05 MHz x dB «-26.00 dB

Fadie Sne. Hane

Fatte Davics BTS

Ref 30.00 dBm

icenter 1.733 GHz Span 10 MHz
lsRes BW 100 kHz FVEW 300 khz Sweep 1 ms|

Occupled Bandwldth Total Power 30.9 dBm
4.5138 MHz

Transmit Fraq Error 1,431 CBW Powaer

¥ dB Bardwidth S5037TMHz % dB +26.00 dB

Fdie St Man

Gt Radis Davics BTS

Span 20 MHz]
VEBW 1 MMz Sweep 1 ms|
Oeeupled Bandwidth Total Power 30.7 dBm
9.0392 MHz
Transmit Freq Error 2 7 kHz OBW Power 99,00 %

u dB Bandwidth 10.00 MHz ¥ dB +26.00 dB

Coamtar Frag 1TRI00000 OH2 Flabie Sad
o Trig: Fraw Ran ‘A gHeldze 1900100
wimmen: 40 48 Fadia Daviow BTE

Ref 30.00 dBm

Center 1.7 Span 10 MHZ
R z Sweep 1ms
Occupled Bandwidth owe 30.9 dBm
4.5368 MHz
Transmit Freq Error 1.870 K OBW Power 99.00 %
x dB Bandwidth 5. * dB -26.00 dB

Camtr Frag 1TEOR00000 OH2 st
Trig: n g 108
] Fadis Davire BTH

VBW 1 MMz

Occupled Bandwidth Total Power 31.0 dBm
9.0281 MHz

Transmit Freq Error A0.232kH:  OBW Power 99.00 %

* B Bandwidth 10.09 MHz x dB -26.00 dB
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RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 4 16QAM 15MHz CH-Low

Agient S Vi Asabyrer  Dngagmed W
Centar Fredq 1.717500000 GHz 1717560000 GHz Ratie St Hane

A g 10000
D BTs

Ref 30.00 dBm

Span 40 MHz
FVEW 1 MHz Sweep 1ms
Oceupled Bandwidth
13.462 MHz
Transmit Freq Error 32,197 OBW Power
« dB Bandwidth 14.74 MHz * dB

LTE Band 4 16QAM 20MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Cantar Fro

720000000 GI 1T 0000000 dH2 Fadis St Mars
1.720000000 el L

Ref 30,00 dBm

s BW 300 kM2 FVEW 1 MHZ
Oecupled Bandwidth

17.884 MHz
Transmit Freq Error 18,240 kHz OBW Power
u dB Bandwidth 18.41 MHz x dB

Span 40 MHz;
Sweep 1 ms

30.8 dBm

99,00 %

«-26.00 dB

H e S0 Hanm
A gHedce 0000
Fatte Davics BTS

Ref 30.00 dBm

icenter 1.7 ) . Span 40 MHz
lRes BW z FVEW 1 MMz Sweep 1 ms|

Occupled Bandwldth Total Power 30.8 dBm
13.474 MHz
Transmit Fraq Error 2.45 CBW Powaer

x dB Bandwidth 14.73 MHz u dB +26.00 dB

b

VEBW 1 MMz
Oceupled Bandwidth Total Power
17.900 MHz
Transmit Freq Error 57,160 kHz OBW Power
x dB Bandwidth 19.32 MMz ¥ dB

Pl St Mane

Fadie Davice BT

Span 40 MHz]
Sweep 1ms

30.9 dBm

99,00 %

-26.00 dB

Coamtar Frag 1T4THOOM0 OH2 Flatis 508 Mona
o Trig: Fraw Ran ‘A gHeldze 1900100
wimmen: 40 48 Fadia Daviow BTE

Ref 30.00 dBm

Span 40 MHZ
SVEBW 1 MMz Sweep 1 ms|

Occupled Bandwldth owe 31.0 dBm
13.474 MHz
Transmit Freq Error .2 OBW Power 99.00 %

x dB Bandwidth . x dB -26.00 dB

Camtr Frog 1T4S000000 OH2
T o g 108

g
]

SVEW 1 MHz
Occupled Bandwidth Total Power
17.855 MHz

Transmit Freq Error 12,891 kHz OBW Power
x dB Bandwidth 19.32 MHz x dB

Fimdie Soe

Fadis Davire BTH

Span 40 MHZ
Sweep 1 ms

31.3 dBm

99.00 %
-26.00 dB8
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 12 QPSK 1.4MHz CH-Low

et Speciium Astyae - Coovpind I

Canter Freq 600.700000 MHz

Ref 30.00 dBm

Ocecupled Bandwldth

1.1276 MHz
Transmit Freq Error 5,958 kHz
u dB Bandwidth 1.362 MHz

Fadie Sod Mane

5

3z2.1 dBm

OBW Power 99,00 %
x dB -26.00 dB

LTE Band 12 QPSK 3MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Centar Fraq 700.500000 MHz

Ref 30,00 dBm

nter 700.5 MHz
es BW 100 kHz
Oecupled Bandwidth

2.7511 MHz
Transmit Freq Error -845 Hz

u dB Bandwidth 064 MHz

FVEBW 300 kHr

31.8 dBm

OBW Power 99,00 %
x dB «-26.00 dB

icenter 707.5 MHz
Res BIY 51 KHz
Oceupled Bandwldth
1.1259 MHz
Transmit Freq Error -2.458

u dB Bandwidth 1.353 MHz

e Mone

Radis Davics: TS

SVEBW 160 kHz

32.0 dBm

OBW Power
x dB -26.00 dB

Ref 30.00 dBm

ler 7.5 MHz
Res BV 100 kHz
Oceupled Bandwidth
2.7413 MHz

Transmit Freq Error 481 Hz
3.074 MHz

u dB Bandwidth

Rie St Hane
Ay giHoid s W0
Radis Davice BTS

FVBW 300 kHr

Total Power 31.7 dBm

OBW Power 99,00 %
¥ dB -26.00 dB

Ref 30.00 dBm

ICenter 715.3 MHz
Res BW 51 kHz
Occupled Bandwldth
1.1378 MHz
Transmit Freq Error 2,023 ki
« diB Bandwidth

00000 Wiz s .
A ez 200100
Fadis Daview BTE

Total Power

OBW Power
x dB

Camtar Frag 714 500000 MH2 Fladin Sea
T

Ak 1008

g
] Fadis Davire BTH

Center 714.5 MHz

Occupled Bandwldth

2.7441 MHz

Transmit Freq Error

x dB Bandwidth

SVBW 300 kHr

Span 6 MHz
Sweep 1 ms

Total Power 31.7 dBm

OBW Power 99.00 %
x dB -26.00 dB8
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 12 QPSK 5MHz CH-Low

et Speciium Astyae - Coovpind I

Canter Frag 701.500000 MHz % Fadie So Mane
s

Ref 30.00 dBm

nter 701.5 MHz

les BW 1 kHz

Oceupled Bandwidth 31.9 dém
4.5181 MHz

Transmit Freq Error 3,027 kHz OBW Power 99,00 %

x dB Bandwidth 5,050 MHz x dB -26.00 dB

LTE Band 12 QPSK 10MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Centar Fraq 704.000000 MHz VHE g ot St e

Ref 30,00 dBm

niber 704 MHz Span 20 MHz

hes BW 300 kHz WVEW 1 MHz Sweep 1 ms|

Occupled Bandwidth ¢ 32.0 dBm
9.0089 MHz

Transmit Freq Error 23,022 kHz OBW Power 99,00 %

u dB Bandwidth 10.04 MHz x dB «-26.00 dB

Fadis G0 Mona

Radis Davics: TS

Ref 30,00 dBm

Span 10 MHzj
SVBW 300 kHz Sweep 1 ms

Occupied Bandwidth 325 dBm
4.5262 MHz

Transmit Fraq Error 6867 kHz  CBW Power 99.00 %

¥ 4B Bandwidth 50M43IMHz ¥ dB +26.00 dB

Fdis 51 Man
Ao VOO0
Fadie Davice BT

Ref 30.00 dBm

Span 20 MHz]
WVEW 1 MHz Sweep 1 ms
Oceupled Bandwidth Total Power 31.9 dBm
9.0229 MHz
Transmit Freq Error 16,783 kHz OBW Power 99,00 %
u dB Bandwidth 10.09 MHz ¥ dB ~26.00 dB

0000 Wiz Fbie Sd: Mone
A ez 200100
Fadis Daview BTE

Ref 30.00 dBm

iCenter 713.5 MHz Span 10 MMz
Res BW 100 kHz 300 kHz Sweep 1 ms|
Occupled Bandwidth Tatal Power 32.1 dém
4.5110 MHz
Transmit Freq Error 7,340 K OBW Power
* B Bandwidth ; x dB

Canter Frag: 711000000 MH2 i St
Trg: AvgiHeld 1000108
] Fadis Davire BTH

VBW 1 MMz

Occupled Bandwidth Total Power 31.9 dBm
9.0466 MHz

Transmit Freq Error 6564 kHz  OBW Power 99.00 %

* B Bandwidth 10.08 MHz x dB -26.00 dB
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<% eurofins
RF Test Report

Report No.: E

FTA25080400-IE-02-R3

LTE Band 12 16QAM 3MHz CH-Low

e Spertiem hsalyzes  Cuvgsnd W

Centar Fraq 699.700000 MHz

Ref 30.00 dBm

Oceupled Bandwidth
1.1233 MHz

2.511 kHz

Transmit Freq Error
1.328 MHz

u dB Bandwidih

LTE Band 12 16QAM 1.4MHz CH-Low

Fain S0 Hanm
Davice: 075

569 TE0000 Wk
A gHete 000

OBW Power
x di@

[P ———————
Centar Fraq 700.500000 MHz

Ref 30,00 dBm

nter 700.5 MHz
L 00 SVEBW 300

les BW 100 kHz

Oceupled Bandwidth
2.7342 MHz

1,157 kHz

Transmit Freq Error
065 MHz ¥ dB

u dB Bandwidth

OBW Power

Fdin St Mans

kHE
30.6 dBm

99,00 %
+26.00 dB

Ref 30.00 dBm

Oceupled Bandwldth

Transmit Freq Error

x dB Bandwidth

0000 Wk Ffin 506 Manm
A gHeie 0000
Fatte Davics BTS

SVEBW 160 kHz

Total Power 31.3 dBm

1.1305 MHz
5,047 KMz
1335MHz  xdB

OBW Power
«26.00 dB

ter 707.
Res BW 100 kHz

Oceupled Bandwidth
2.7584 MHz

5,583 kHz

Transmit Freq Error
3,075 MHz

u dB Bandwidth

FVBW 300 kHr

Total Power

Fdin Sp Man

AvgiHeid
o Davics BT

30.9 dBm

99,00 %

-26.00 dB

OBW Power
¥ dB

Ref 30.00 dBm

Center 715.3 MHz
R 51 kHz

Occupled Bandwldth

Transmit Fraq Error

x dB Bandwidth

1.1214 MHz

Coantar Frag T15 300000 MH2 L
Trig: Fras Run ‘A gHebdon 190000

i
wtten 40 48

31.2 dBm

99.00 %
-26.00 dB

OBW Power
x dB

Fadia Daviow BTE

nter 714.5 MHz

Occupled Bandwldth
2.7401 MHz

-1.969 kHz
3.068 MHz

Transmit Freq Error

x dB Bandwidth

Camtar Frag 714 500000 MH2
T

g
]

P
Ak 1008
Fadis Davire BTH

Span 6 MHz
SVBW 300 kHr Sweep 1 ms|

Total Power 30.7 dBm

99.00 %
-26.00 dB8

OBW Power
x dB
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<% eurofins
RF Test Report

Report No.: EFTA2508

0400-IE-02-R3

z CH-Low

st Spertiem dsabrres - (urpset T
701500000 MHz

Cantar Frac

Ref 30.00 dBm

enter 701.5 MHz
Res BW 100 kHz

Oceupled Bandwidth
4.5272 MHz
6,85

Transmit Freq Error
5,035 MHz ¥ dB

u dB Bandwidih

01 50000 W2

LTE Band 12 16QAM 5MHz CH-Low

Fdin 508 Mans
A gHetde 0000
aTs

Span 10 MHZ;
Sweep 1 ms

31.1 dBm

OBW Power

LTE Band 12 16QAM 10MH

S ——
Centar Fraq 704.000000 MHz

Ref 30,00 dBm

nter 704 MHz
es BW 300 kHz

FVBW 1 MMz

Oceupled Bandwidth
9.0130 MHz

33,683 kHz
10.07 MHz x dB

Transmit Freq Error OBW Power

u dB Bandwidth

Raie 5o Nane

Span 20 MHz;
Sweep 1 ms)

30.9 dBm

99,00 %
+26.00 dB

Ref 30.00 dBm

Ocecupled Bandwldth
4.5071 MHz
Transmit Freq Error

x dB Bandwidth 5,026 MHz

550000 W Radie 5o Hane
A giHubd = 10000
Radis Davice BTS

Span 10 MHz
Sweep 1 ms|

SVBW 300 kHz

Total Power 31.3 dBm
OBW Power

u dB «26.00 dB

AvgiHeid

Ref 30.00 dBm

VEBW 1 MMz

Oceupled Bandwidth Total Power
9.0272 MHz

25420 kHz
8,969 MHz ¥ dB

Transmit Freq Error OBW Power

u dB Bandwidth

Fdis St Mane
Fadie Davice BT

Span 20 MHz]
Sweep 1 ms

31.1 dBm

99,00 %

-26.00 dB

i
aamen

Center 713.5 MHz
R 100 kHz

Occupled Bandwldth
4.5361 MHz
Transmit Freq Error 3,378 K

x dB Bandwidth

Coantar Frag T13 500000 MH:
Trig: Fras Run

i

‘A gHebdon 190000
Fadia Daviow BTE

4048

Span 10 MHZ
Sweep 1 ms

31.0 dBm

99.00 %
-26.00 dB

OBW Power
x dB

Cantar Freq 711000000 MH2
T A

g
]

VBW 1 MMz

Occupled Bandwldth
9.0403 MHz

~A0.137 kHz
10.11 MMz x dB

Transmit Freq Error

x dB Bandwidth

Total Power

OBW Power

Fidin See

okd=n 35000
Fadis Davire BTH

31.1 dBm

99.00 %
-26.00 dB8
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 13 QPSK 5MHz CH-Low

et Speciium Astyae - Coovpind I

Center Frec 776 0000 Wz

Fadie Sod Mane

A g 00100

Ref 30.00 dBm

enter 779.5 MHz

5 B 100 kHz SVBW 300 kHz
Ocecupled Bandwldth

4.5103 MHz

Transmit Freq Error 1677 kHz

u dB Bandwidth 5,025 MHz x dB

OBW Power

Radis Davicw BTE

99,00 %
-26.00 dB

e Speriem Ksatyaes  Coovgaed W

Cantar Frog

Ref 30,00 dBm

L MHz

ter
Res BW 100 kHz

Oecupled Bandwidth
4.5294 MHz
Transmit Freq Error 5,333 kHz

u dB Bandwidth

FVEBW 300 kHr

OBW Power
x dB

LTE Band 13 16QAM 5MHz CH-Low

Fdie St Mans

Fuadie Davice 75

Span 10 MHz;
Sweep 1 ms

31.2 dBm

99,00 %

«-26.00 dB

Coamtar Frag: THZ 000000 Wiy
Trig

=) A g 00100

ICenter 782 MHz

Res BW 100 kHz SVEBW 300 kHz

Oceupled Bandwldth

4.5307 MHz
Transmit Freq Error 6,955
¥ dB Bandwidth 5036MHz ¥ dB

OBW Power

Radis Davics: TS

Span 10 MHzj
Sweep 1 ms|

32.3 dBm

Ref 30.00 dBm

Res BW 100 kHz

Occupled Bandwidth

4.5129 MHz
2,160 kHz
5.021 MHz

Transmit Freq Error

u dB Bandwidth

FVBW 300 kHr

Total Power

OBW Power
u dB

Span 10 MHz]
Sweep 1 ms

31.4 dBm

WHE
A g 000100

Ref 30,00 dBm

7845 MHZ
W 100 kHEZ
Oceupled Bandwldth
4.49%1 MHz
Transmit Fraq Error .68
« dB Bandwidth 5,010 MHz x dB

OBW Power

Faie S04 Hona

Sweep 1 ms|

32.1 dBm

Ref 30.00 dBm

|Center 784.5 MMz

Oceupled Bandwidth

4.5367 MHz
4T kHz
5,032 MHz

Transmit Freq Error

u dB Bandwidth

OBW Power
x dB

Fudis See Hane

31.0 dBm

g8

«26.00 dB
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<% eurofins

RF Test Report Report No.: EFTA25080400-IE-02-R3

LTE Band 13 16QAM 10MHz CH-Middle

LTE Band 13 QPSK 10MHz CH- Middle

Ref 30.00 dBm

SVBW 1 MHz
Oceupled Bandwidth Total Pawer 31.7 dBm
9.0332 MHz
Transmit Freq Error 16448 kHz  OBW Power
1 dB Bandwidth 1042 MKz x dB

Aot Speiiem deabrars - Dot W

Ref 30.00 9Bm

SVEBW 1 MMz

Ocecupled Bandwidth

9.0348 MHz
Transmit Freq Error 24,748 kHz OBW Power
¥ dB Bandwidth 10.01 MHz x dB

Fae S0 Mame

[ oo TS

30.9 dBm

99,00 %
-26.00 dB
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 66 QPSK 1.4MHz CH-Low

e Spertiem hsalyzes  Cuvgsnd W

1THT00000 OH2 Fafi Seé Mans

710700000 GHz e ki WO

Cantar Frae
Cavics TS

Ref 30.00 dBm

Oceupled Bandwidth

1.1295 MHz
4,081 kHz
1.385 MHz * dB

Transmit Freq Error OBW Power

u dB Bandwidih

LTE Band 66 QPSK 3MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Center Frag 1.711500000 G

Ref 30,00 dBm

nter 1.712 GHz
les BW 100

FVEW 300 kHE

Oecupled Bandwidth

2.7481 MHz
-1.348 kHz
3.070 MHz x dB

Transmit Freq Error OBW Power

u dB Bandwidth

31.7 dBm

99,00 %

«-26.00 dB

Fadis S0e Manm
Fatte Davics BTS

Ref 30.00 dBm

[Center 1.745 GHz

WRes BW 51 kHz SVEBW 160 kHz

Occupled Bandwidth Total Power 31.7 dBm
1.1286 MHz

<3145 kHz
1,364 MHz x di@

Transmit Freq Error OBW Power

x dB Bandwidth «26.00 dB

nber 1.745 GHz
Res BW 100 kHz

FVBW 300 kHr
Oceupled Bandwidth Total Power
2.7435 MHz

Transmit Freq Error -4
« dB Bandwidth 3,077 MHz ¥ dB

OBW Power

Fdis She Mane

Fadie Davice BT

31.6 dBm

99,00 %

-26.00 dB

Coamtar Frag 1776000000 OH2 Fafie Sad
Trig: Fras Run ‘A gHeldze 1900100

o Trig:
wimmen: 40 48 Fadia Daviow BTE

Ref 30.00 dBm

Occupled Bandwidth 32.3 dBm
1.1383 MHz
4584 kHz  OBW Power

1.350 MMz x dB

99.00 %

Transmit Fraq Error

x dB Bandwidth

-26.00 dB

Camtar Frag 1TTR600000 OH2
T un

g
]

Center HE
Res BW 100 kHz SVBW 300 kHr

Occupled Bandwidth Total Power
2.7434 MHz
2084 kHz  OBW Power
3,068 MHz x dB

Transmit Freq Error

x dB Bandwidth

g 108

R S04

Fadis Davire BTH

Span 6 MHz
Sweep 1 ms

32.0 dBm

99.00 %
-26.00 dB8
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 66 QPSK 5MHz CH-Low

e Spertiem hsalyzes  Cuvgsnd W

Centar Freq 1.712500000 GHz ST i -
anter Freg 1. A gHebdoe 00000
Davice: 075

Ref 30.00 dBm

Span 10 MHz
Sweep 1 ms|
Occupled Bandwidth 31.9 dBm
4.5159 MHz
Transmit Freq Error 2056 kHz  OBW Power
¥ dB Bardwidth 5042MHz ¥ dB

LTE Band 66 QPSK 10MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Center Fraq 1.715000000 G

Ref 30,00 dBm

nter 1.715 GHz Span 20 MHz

es BW 300 kHz WVEW 1 MHz Sweep 1 ms|

Occupled Bandwidth ¢ 32.1 dBm
9.0110 MHz

Transmit Freq Error 14,213 kHz OBW Power 99,00 %

u dB Bandwidth 10.11 MHz x dB «-26.00 dB

Fadie S0e Hane

Fatte Davics BTS

Ref 30.00 dBm

icenter 1.745 GHz ) Span 10 MHz
lsRes BW 100 kHz FVEW 300 khz Sweep 1 ms|

Occupled Bandwldth Total Power 32.3 dBm
4.5347 MHz
Transmit Fraq Error 561 CBW Powaer

x dB Bandwidth 5,042 MHz u dB +26.00 dB

R 51 Hame

Fadie Davice BT

Span 20 MHz]
WVEW 1 MHz Sweep 1 ms
Oceupled Bandwidth Total Power 31.8 dBm
9.0427 MHz
Transmit Freq Error 8,824 kHz OBW Power 99,00 %
u dB Bandwidth 10.20 MHz ¥ dB ~26.00 dB

Coantar Frag: 1777600000 GH2 Fnie
o Trig: Fraw Ran ‘A gHeldze 1900100
wimmen: 40 48 Fadia Daviow BTE

Ref 30.00 dBm

Span 10 MHZ
Sweep 1 ms|
Occupled Bandwidth owe 32.6 dBm
4.5042 MHz
Transmit Fraq Error 021 K OBW Power 99.00 %
x dB Bandwidth 5.037 x dB -26.00 dB

Camtar Frag 1778000000 OH2 Fladin St
Trg: n AvgiHeld 1000108
] Fadis Davire BTH

VBW 1 MMz

Occupled Bandwldth Total Power 32.1 dBm
9.0373 MHz

Transmit Freq Error 436 Hz OBW Power 99.00 %

x dB Bandwidth 10.05 MHz x dB -26.00 dB
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<% eurofins
RF Test Report

Report No.: EFTA25080400-IE-02-R3

LTE Band 66 QPSK 15MHz CH-Low

e Spertiem hsalyzes  Cuvgsnd W

Canter Freg 1.717500000 GHz 100000 GH2 Fadie 5o Hane
gty Preg St Ao g e 100400
Davice: 075

LTE Band 66 QPSK 20MHz CH-Low

e Speriem Ksatyaes  Coovgaed W

Cantar Fro

720000000 GI 1T 0000000 dH2 Fadie St Hare
1.720000000 el L

Ref 30.00 dBm

SVEBW 1 MHz

Oceupled Bandwidth
13.411 MHz

Transmit Freq Error 24,264 OBW Power

u dB Bandwidih 14.73 MHz x di@

Span 40 MHZ;
Sweep 1 ms

31.9 dBm

Ref 30,00 dBm

s BW 300 kM2 FVEW 1 MHZ
Oecupled Bandwidth

17.857 MHz
Transmit Freq Error 52,415 kHz OBW Power
u dB Bandwidth 18.26 MHz x dB

Span 40 MHz;
Sweep 1 ms

321 dBm

99,00 %

«-26.00 dB

Ref 30.00 dBm

[Center 1
WRes BW z SVEBW 1 MHz

Oceupled Bandwldth Total Power

13.479 MHz

Transmit Freq Error 7,981 OBW Power

x dB Bandwidth 14.73 MHz x di@

Pt S0 Hans

Fatte Davics BTS

Span 40 MHZ
Sweep 1 ms|

32.0 dBm

«26.00 dB

VEBW 1 MMz
Oceupled Bandwidth Total Power
17.884 MHz
Transmit Freq Error 452 OBW Power
x dB Bandwidth 19.31 MMz ¥ dB

Fdie S1e Hane

Fadie Davice BT

Span 40 MHz]
Sweep 1ms

32.2 dBm

99,00 %

-26.00 dB

Coamtar Frag 1772500000 OH2
Trig: Fras Run

o Trig:
wtten 40 48

Ref 30.00 dBm

SVEBW 1 MMz

Occupled Bandwldth
13.453 MHz

Transmit Freq Error 7.930 ki OBW Power

x dB Bandwidth 14.72 MMz x dB

Finin G2

Fadia Daviow BTE

Span 40 MHZ
Sweep 1 ms

32.3 dBm

99.00 %
-26.00 dB

Camtar Frag 1TTOR0000 OH:
T un g 108

g
]

SVEW 1 MHz
Occupled Bandwidth Total Power
17.897 MHz

Transmit Freq Error 209 Hz OBW Power
x dB Bandwidth 19.50 MHz x dB

Raie Sta

Fadis Davire BTH

Span 40 MHZ
Sweep 1 ms

32.2 dBm

99.00 %
-26.00 dB8
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