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1. TEST STANDARDS AND TEST DESCRIPTION
1.1. Test Standards

The tests were performed according to following standards:
FCC Rules Part 15.247: Frequency Hopping, Direct Spread Spectrum and Hybrid Systems that are in
operation within the bands of 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz.

ANSI C63.10: American National Standard for Testing Unlicensed Wireless Devices

KDB558074 D01 VO3R02: Guidance for Performing Compliance Measurements on Digital Transmission
Systems (DTS) Operating Under §15.247

1.2. Test Description

Test Item Section in CFR 47 Result
Antenna requirement 15.203/15.247 (c) Pass
Line Conducted Emission (AC Main) 15.207 Pass
Conducted Peak Output Power 15.247 (b)(3) Pass
Power Spectral Density 15.247 (e) Pass
6dB Bandwidth 15.247 (a)(2) Pass
Band Edge 15.247(d) Pass
Spurious Emission 15.205/15.209 Pass

Remark: The measurement uncertainty is not included in the test result.
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2. SUMMARY

2.1. Client Information
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Applicant: Shenzhen Qiyue Optronics Company Limited

Address: Room 501, Zhongxin Science and Technology Building, Bagua Road, Futian
District, Shenzhen

Manufacturer: SHENZHEN QIYUE OPTRONICS COMPANY LIMITED BRANCH

Address: SEIYU INDUSTRIAL PARK DA SAN VILLAGE DA SHUI KENG GUANLAN

TOWN, LONGHUA NEW DISTRICT SHENZHEN, GUANGDONG 518000
CHINA

2.2. Product Description

Name of EUT 40 inch LED LCD FULL HD SMART TV
Trade Mark: RCA
Model No.: SLD40A45RQ

Listed Model(s):

NLD40G45RQ;D40RWP606-F-A-1; NLD4OXXXXXXXXXXXX;
SLD4OXXXXXXXXXXXX; D4 OXXXXXXXXXXXX
( "X"can be any alphanumeric of a-z, A-Z or 0-9 or blank. )

Power supply:

AC120V 60Hz

Adapter information:

\

WIFI

Supported type:

802.11b/802.119/802.11n(H20)/802.11n(H40)

Modulation:

802.11b: DSSS
802.119/802.11n(H20)/802.11n(H40):OFDM

Operation frequency:

802.11b/802.119/802.11n(H20): 2412MHz~2462MHz
802.11n(H40): 2422MHz~2452MHz

Bit Rate:

802.11b: 1/2/5.5/11Mbps

802.119: 6/9/12/18/24/36/48/54Mbps
802.11n(H20):

MCS0~MCS7: Up to 72.2Mbps
802.11n(H40):

MCS0~MCS?7: Up to 150Mbps

Channel number:

802.11b/802.11g/802.11n(H20): 11
802.11n(H40): 7

Channel separation: 5MHz
Antenna type: Internal Antenna
Antenna gain: 3.0dBi
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Operation Frequency List:
802.11b/g/n(H20)

Channel Frequency (MHz)
01 2412
02 2417
06 2437
10 2457
11 2462

802.11n(H40)

Channel Frequency (MHz)
03 2422
04 2427
06 2437
08 2447
09 2452

Note:

In section 15.31(m), regards to the operating frequency range over 10 MHz, the Lowest frequency, the middle
frequency, and the highest frequency of channel were selected to perform the test, please see the above gray
bottom.

2.3. EUT operation mode

The EUT has been tested under test mode condition. The Applicant provides software to control the EUT for staying in
continous transmitting and receiving mode for testing.

And found which the below bit rate is worst case mode, so only show data which it is a worst case mode.

Mode Bit rate (worst mode)
802.11b 11Mbps
802.11g 54Mbps

802.11n(H20) 72.2Mbps
802.11n(H40) 150Mbps

The EUT was programmed to be in continuously transmitting mode and the transmit duty cycle is not less than 98%.

2.4. EUT configuration

The following peripheral devices and interface cables were connected during the measurement:
@ - supplied by the manufacturer

O - supplied by the lab

O| Power Cable Length (m) : |/
Shield : |/

Detachable : |/

O| Multimeter Manufacturer : |/
Model No. : |/
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2.5. Modifications

No modifications were implemented to meet testing criteria.
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3. TEST ENVIRONMENT
3.1. Address of the test laboratory

Shenzhen Huatongwei International Inspection Co., Ltd.
Keji Nan No.12 Road, Hi-tech Park, Shenzhen, China
Phone: 86-755-26748019 Fax: 86-755-26748089

3.2. Test Facility

The test facility is recognized, certified, or accredited by the following organizations:
CNAS-Lab Code: L1225

Shenzhen Huatongwei International Inspection Co., Ltd. has been assessed and proved to be in

compliance with CNAS-CL01 Accreditation Criteria for Testing and Calibration Laboratories (identical to
ISO/IEC 17025: 2005 General Requirements) for the Competence of Testing and Calibration Laboratories,
Date of Registration: Mar. 01, 2012. Valid time is until February 28, 2015.

A2LA-Lab Cert. No. 2243.01

Shenzhen Huatongwei International Inspection Co., Ltd. EMC Laboratory has been accredited by A2LA for
technical competence in the field of electrical testing, and proved to be in compliance with ISO/IEC 17025:
2005 General Requirements for the Competence of Testing and Calibration Laboratories and any additional
program requirements in the identified field of testing. Valid time is until Sept 30, 2015.

FCC-Registration No.: 662850

Shenzhen Huatongwei International Inspection Co., Ltd. EMC Laboratory has been registered and fully
described in a report filed with the FCC (Federal Communications Commission). The acceptance letter from
the FCC is maintained in our files. Registration 662850, Renewal date Jul. 01, 2012, valid time is until Jun.
01, 2015.

IC-Registration No.: 5377A

The 3m Alternate Test Site of Shenzhen Huatongwei International Inspection Co., Ltd. has been registered
by Certification and Engineering Bureau of Industry Canada for the performance of radiated measurements
with Registration No. 5377A on Dec. 31, 2013, valid time is until Dec. 31, 2016.

ACA

Shenzhen Huatongwei International Inspection Co., Ltd. EMC Laboratory can also perform testing for the
Australian C-Tick mark as a result of our A2LA accreditation.

VCCI

The 3m Semi-anechoic chamber (12.2mx7.95mx6.7m) of Shenzhen Huatongwei International Inspection
Co., Ltd. has been registered in accordance with the Regulations for Voluntary Control Measures with
Registration No.:R-2484. Date of Registration: Dec. 20, 2012. Valid time is until Dec. 29, 2015.

Radiated disturbance above 1GHz measurement of Shenzhen Huatongwei International Inspection Co., Ltd.
has been registered in accordance with the Regulations for Voluntary Control Measures with Registration
No.: G-292. Date of Registration: Dec. 24, 2013. Valid time is until Dec. 23, 2016.

Main Ports Conducted Interference Measurement of Shenzhen Huatongwei International Inspection Co., Ltd.
has been registered in accordance with the Regulations for Voluntary Control Measures with Registration
No.: C-2726. Date of Registration: Dec. 20, 2012. Valid time is until Dec. 19, 2015.

Telecommunication Ports Conducted Interference Measurement of Shenzhen Huatongwei International
Inspection Co., Ltd. has been registered in accordance with the Regulations for Voluntary Control Measures
with Registration No.: T-1837. Date of Registration: May 07, 2013. Valid time is until May 06, 2016.

DNV

Shenzhen Huatongwei International Inspection Co., Ltd. has been found to comply with the requirements of
DNV towards subcontractor of EMC and safety testing services in conjunction with the EMC and Low voltage
Directives and in the voluntary field. The acceptance is based on a formal quality Audit and follow-ups
according to relevant parts of ISO/IEC Guide 17025 (2005), in accordance with the requirements of the DNV
Laboratory Quality Manual towards subcontractors. Valid time is until Aug. 24, 2016.
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3.3. Environmental conditions
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During the measurement the environmental conditions were within the listed ranges:

Temperature:

15~35°C

lative Humidity:

30~60 %

Air Pressure:

950~1050mba

3.4. Statement of the measurement uncertainty

The data and results referenced in this document are true and accurate. The reader is cautioned that there
may be errors within the calibration limits of the equipment and facilities. The measurement uncertainty was
calculated for all measurements listed in this test report acc. to TR-100028-01” Electromagnetic compatibility
and Radio spectrum Matters (ERM);Uncertainties in the measurement of mobile radio equipment
characteristics;Part 1" and TR-100028-02 “Electromagnetic compatibilityand Radio spectrum Matters

(ERM);Uncertainties in the measurementof mobile radio equipment characteristics;Part 2

and is

documented in the Shenzhen Huatongwei International Inspection Co., Ltd quality system acc. to DIN EN
ISO/IEC 17025. Furthermore, component and process variability of devices similar to that tested may result
in additional deviation. The manufacturer has the sole responsibility of continued compliance of the device.

Hereafter the best measurement capability for Shenzhen Huatongwei laboratory is reported:

Test Items Measurement Uncertainty Notes
Transmitter power conducted 0.57 dB (1)
Transmitter power Radiated 2.20dB (1)
Conducted spurious emission 9KHz-40GHz 1.60 dB (1)
Conducted Emission(AC port) 9KHz-30MHz 3.39dB (1)
Radiated Emission 9K~30MHz 3.25dB (1)
Radiated Emission 30~1000MHz 4.24 dB (1)
Radiated Emission 1~18GHz 5.16 dB (1)
Radiated Emission 18-40GHz 5.54 dB (1
Occupied Bandwidth | ememeeee (1)

(1) This uncertainty represents an expanded uncertainty expressed at approximately the 95% confidence

level using a coverage factor of k=1.96.
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3.5. Equipments Used during the Test
AC Power Conducted Emission
Iltem | Test Equipment Manufacturer Model No. Serial No. Cal Due
1 Artificial Mains Rohde&Schwarz ESH2-Z5 100028 2014/10/25
2 EMI Test Receiver Rohde&Schwarz ESCI3 100038 2014/10/25
3 Pulse Limiter Rohde&Schwarz ESHSZ2 100044 2014/10/25
4 EMI Test Software Rohde&Schwarz ES-K1V1.71 N/A N/A
Radiated Emission
Item | Test Equipment Manufacturer Model No. Serial No. Cal Due
1| gwa-Broadband ShwarzBeck VULB9163 538 2014/10/25
2 EMI TEST RECEIVER | Rohde&Schwarz ESI 26 100009 2014/10/25
3 EMI TEST Software Audix E3 N/A N/A
4 TURNTABLE ETS 2088 2149 N/A
5 ANTENNA MAST ETS 2075 2346 N/A
6 EMI TEST Software Rohde&Schwarz ESK1 N/A N/A
7 HORN ANTENNA ShwarzBeck 9120D 1011 2014/10/25
8 Amplifer Sonoma 310N E009-13 2014/10/25
9 | Jsamplifer Rohde&Schwarz S 00101800~ | F201504 2014/10/25
10 | High pass filter Compliance Direction | g g 34202 2014/10/25
systems
11 HORN ANTENNA ShwarzBeck 9120D 1012 2014/10/25
12 | Amplifer Compliance Direction | 55p1 4060 120 2014/10/25
systems
13 Loop Antenna Rohde&Schwarz HFH2-Z2 100020 2014/10/25
14 TURNTABLE MATURO TT2.0 - N/A
15 ANTENNA MAST MATURO TAM-4.0-P e N/A
16 Horn Antenna SCHWARZBECK BBHA9170 25841 2014/10/25
ULTRA-BROADBAND
17 ANTENNA Rohde&Schwarz HL562 100015 2014/10/25
Maximum Peak Output Power / Power Spectral Density / 6dB Bandwidth / Band Edge Compliance of RF
Emission / Spurious RF Conducted Emission
Iltem | Test Equipment Manufacturer Model No. Serial No. Cal Due
1 Spectrum Analyzer Rohde&Schwarz FSP 1164.4391.40 | 2014/10/25
2 Power Meter Anritsu MA2411B 100258 2014/10/25

The Cal.Interval was one year
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4. TEST CONDITIONS AND RESULTS
4.1. Antennarequirement

Requirement
FCC CFR Title 47 Part 15 Subpart C Section 15.203:

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an antenna
that uses a unique coupling to the intentional radiator, the manufacturer may design the unit so that a broken
antenna can be replaced by the user, but the use of a standard antenna jack or electrical connector is
prohibited.

FCC CFR Title 47 Part 15 Subpart C Section 15.247(c) (1)(i):

(i) Systems operating in the 2400-2483.5 MHz band that is used exclusively for fixed. Point-to-point operations
may employ transmitting antennas with directional gain greater than 6dBi provided the maximum conducted
output power of the intentional radiator is reduced by 1 dB for every 3 dB that the directional gain of the
antenna exceeds 6dBi.

Test Result:

The antenna is integral antenna, the best case gain of the antenna is 3.0dBi

WIFI Antenna Location
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4.2. Conducted Emission (AC Main)
LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.207

Frequency range (MHz) Limit (dBuV)
a yrang Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50
* Decreases with the logarithm of the frequency.
TEST CONFIGURATION
Shielded Foome
EUT
Test
1 Receiver
N8 m LISHN

TEST PROCEDURE

1. The equipment was set up as per the test configuration to simulate typical actual usage per the user’s
manual. The EUT is a tabletop system, a wooden table with a height of 0.8 meters is used and is placed
on the ground plane as per ANSI C63.10-2009.

2. Support equipment, if needed, was placed as per ANSI C63.10-2009

All I/O cables were positioned to simulate typical actual usage as per ANSI C63.10-2009

4. The EUT received DC5V power from the adapter, the adapter received AC120V/60Hz power through a
Line Impedance Stabilization Network (LISN) which supplied power source and was grounded to the
ground plane.

5. All support equipments received AC power from a second LISN, if any.

6. The EUT test program was started. Emissions were measured on each current carrying line of the EUT
using a spectrum Analyzer / Receiver connected to the LISN powering the EUT. The LISN has two
monitoring points: Line 1 (Hot Side) and Line 2 (Neutral Side). Two scans were taken: one with Line 1
connected to Analyzer / Receiver and Line 2 connected to a 50 ohm load; the second scan had Line 1
connected to a 50 ohm load and Line 2 connected to the Analyzer / Receiver.

7. Analyzer / Receiver scanned from 150 KHz to 30MHz for emissions in each of the test modes.

8. During the above scans, the emissions were maximized by cable manipulation.

TEST RESULTS

w
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Test mode:

WIFI mode

SCAN TABLE:

Short Description:

"Voltaoce (9K-30M)FIN"
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Polarization L

150E-30M Voltage

Level [dBuV]
Or-——r-—"r—"r"-"T- T """~~~ T TSI T T T T T T T T [ |
_ I I I [ T A I I I [ N I A | I 1
r-——r-——"r—"r-a" T T T~ [l e s e e e =TT
| | [ T O B B I I I I S A | | 1
Br-—-r-- el T T - —— - - | I I I | 1T T 11 I 1
- | | L I I I [ S T | | |
ol i ——— e T T rrri T 1
t | | L I I I [ N l 1
el I e ey B i B R T T O N N O S R [
I I L P I N I e N I R (U N N P e T l____1
H_F_F___T_”u T e | i i R E o ek ! |
vl A o AN IR Lo S vy RO H RO o P S __l_# o L__L_1_L1_I_LJ1Jd_____ __ (g ™ T ]
= | R T T #waﬂ 7NN ey S I D TP OV B S| [
wpb--L———-L__L_1_1_ L1 _ _____ L _L_d_ 1141 __ __l I:'“_h-..lL.nJ
I I I [ T A I I I [ N I A | I 1
0 1 1 1 I N N N 1 1 1 I N N B | 1 1
150k 300k 400k 600k E00k 1M 2M M 46 Bh BM B 10M 20M 30M
Frequency [Hz]
x wMES ETWIE20212_fin
MEASUREMENT RESULT: "HTWGEE&EIE_fiu"
T/12/2014 S:Z21PM
Fregquency Level Transd Limit Margin Detector Line FE
MH= dBuW dB dBpV dB
0.163500 35.20 10.1 o5 2e.1 QP L1 GHND
0.415500 30.60 10.1 5B 26.9 QP L1 GHD
1.032000 28.80 10.2 =1 27.2 QP L1 GHD
2.2B7500 28.890 10.2 56 27.1 QP L1 GHND
1Z.174000 27.30 10.8 a0 32.7 QP L1 GHD
15.362000 27.80 10.7 &l 32.4 QP L1 GHD
MEASUREMENT RESULT: "HTWO6Z20212 finz2"
TFL2/Z014 S:Z21PM
Fregquency Level Transd Limit Margin Detector Line FE
MH= dBpv dB dBpWV 4B
0.168000 28.70 10.1 35 26.4 AV L1 GHD
0.424500 23.80 10.1 47 23.& ARV L1 GHD
1.437000 21.80 10.2 46 24 .4 AV L1 GHD
2.283000 21.80 10.2 46 24.2 AV L1 GHD
12.138000 17.30 10.8 50 z.7 ARV L1 GHD
15.450000 18.90 10.7 50 31.1 AV L1 GHND
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Test mode: WIFI mode Polarization N
SCAN TABLE: "Voltace (9K-30MIFIN"
Short Description: 1S0E-30M Voltage
Level [dBul\]
or-——r-——-"r--"r-A"T°rTA1"" """~ — el nell e S e e e M Bt ==~
- | | | | | | I I | | | | | | | I | | |
nr-—-r-———"r——r—--" T rTO0" """~~~ el el niiiy Sy el e e B Bt T T
I I N I I I I T N O I I I
r-—-r—-- o R Bl el el o Hon Tonliontintionlntionlion inientionll mileniiondl nilunll R B B R T |
I I L1 I e I I
= i A | ! i i | I N I T 1
| | | | | | | | | | | | [ | |
el ot el Wt ety Rttt e S o St T T R T B T T T T T
Lo L _Lx_ T 02w L4 11 __ e L __ Lt ____l
Ea.ﬁ':h_“ I I [y B | |y 1 [ [, il Lot A ] I
2:,__;L'~'L';’;J[_T_L_J_J_LJJJ _______ LA L Ll A O T [ (g T 9
| R L I [ N I I, | | | [ MDA T ey I
N I T T M ey el gl o et il A I O B )
I I I N TR I I I N TR I I
3 L L L L1 1111 L L L L1111 L I
150k 300k 400k 800k 200k 1M M AWM 4N EM BM BM 10M 20M  30M
Frequency [Hz]
w wMES ETWOE20211_fin

MEASUREMENT RESULT: ”HTWﬂE?UEI;_fiH"

7/12/2014 5S:05PM

Fregquency Level Transd Limit Margin Detector Line FE
MHz dBuaWV 4B cdBpWv dB
0.208500 41.00 10.1 63 22.3 QP N =MD
0.335000 32.00 10.1 59 27.2 P N GHD
1.293000 24.20 10.2 56 31.3 QP N MDD
2.278500 26.50 10.2 58 29.5 QP N GHD
11.6520010 25.00 10.¢8 ] 35.0 QP N GHD
14. 685000 26.30 10.7 ] 3.7 P N GHD
MEASUREMENT RESULT: "HTWO06Z20211 finz2"
7/12/2014 5:05PM
Freguency Level Transd Limit Margin Detector Line FE
MHz dBuaV d dBnpWV dB
0.168000 28.60 10.1 55 26.5 AV N GHD
0.411000 15.90 10.1 4B 30.7 AV N D
1.383000 14.50 10.2 45 31.5 AV N GHD
2.265500 1&.80 10.2 456 29.2 AV N GHD
12.01&500 16.20 10.¢8 50 33.8 AV N D
14.928000 17.40 10.7 50 3Z2.6 AV N GHD



Report No : TRE1407004301

4.3. Conducted Peak Output Power

LIMIT

FCC CFR Title 47 Part 15 Subpart C Section 15.247 (b)(3): 30dBm

TEST CONFIGURATION

EUT |

TEST PROCEDURE

POWER Meter

Page 14 of 67

1. The EUT was directly connected to the spectrum analyzer and antenna output port as show in the block
diagram as TEST CONFIGURATION shows.

2. The maximum peak conducted output power may be measured using a broadband peak RF power meter.
The power meter shall have a video bandwidth that is greater than or equal to the DTS bandwidth and
shall utilize a fast-responding diode detector.

TEST RESULTS

Type Channel Output power (dBm) Limit (dBm) Result
01 17.68
802.11b 06 17.20 30.00 Pass
11 17.11
01 15.65
802.11g 06 15.59 30.00 Pass
11 15.13
01 15.74
802.11n(H20) 06 15.37 30.00 Pass
11 15.62
03 14.58
802.11n(H40) 06 14.69 30.00 Pass
09 14.36

Test plot as follows:
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4.4. Power Spectral Density

LIMIT

FCC CFR Title 47 Part 15 Subpart C Section 15.247 (e): 8dBm/3KHz

Page 15 of 67

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the

antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous

transmission.

TEST CONFIGURATION

EUT

TEST PROCEDURE

SPECTRUM
ANALYZER

1. According to KDB 558074 D01 VO3R02 Method PKPSD (peak PSD) This procedure shall be used if
maximum peak conducted output power was used to demonstrate compliance, and is optional if the
maximum conducted (average) output power was used to demonstrate compliance.

2.  Analyzer set:

Center frequency =Channel center frequency

RBW =3 kHz~100 kHz, VBW =3RBW, Detector=Peak, Span=1.5 times the bandwidth

3. Allow trace to fully stabilize, use the peak marker function to determine the maximum amplitude level

within the RBW.

4. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat.

TEST RESULTS

Type

Channel

Power Spectral Density

Limit (dBm/3KHz)

Result

(dBm/3KHz)
01 -9.26
802.11b 06 -7.78 8.00 Pass
11 -12.60
01 -14.69
802.11g 06 -15.63 8.00 Pass
11 -17.80
01 -15.80
802.11n(H20) 06 -16.87 8.00 Pass
11 -17.40
03 -20.42
802.11n(H40) 06 -20.08 8.00 Pass
09 -22.82

Test plot as follows:
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802.11b

Ref 21 dBm

RBW 3 kHz
VBW 10 kHz

“Att 30 dB SWT 1.7 s

Marker 1 [T1 ]
-9.26 dBm
2.410286580 GHz

20 ©

|--10-

.
B

e

i,
=

|--70-

Center 2.412 GHz

1.503 MHz/

Span 15.03 MHz

CHO1

®

Ref 21 dBm

“Att 30 dB

“RBW 3 kHz
“VBW 10 kHz
SWT 1.7 s

Marker 1 [T1 ]
-7.78 dBm
2.434985980 GHz

|20 ﬁe

|-10-

ke |

JI""‘\f(r
1}

i
I

|--50.

|--60.

I-70.

Center 2.437 GHz

1.503 MHz/

Span 15.03 MHz

“RBW 3 kHz
“VBW 10 kHz

“Att 30 dB SWT 1.7 s

Marker 1 [T1 ]
12.60 dBm
2.461218440 GHz

|--10-
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802.11g
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802.11n(H20)

®
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802.11n(H40)
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4.5. 6dB bandwidth
LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.247 (a)(2): 500KHz

For digital modulation systems, the minimum 6 dB bandwidth shall be at least 500 kHz.

TEST CONFIGURATION

SPECTRUM

EUT ANALYZER

TEST PROCEDURE

1. The transmitter output was connected to the spectrum analyzer through an attenuator. The bandwidth of
the fundamental frequency was measured by spectrum analyzer

2. The 6dB bandwidth is defined as the total spectrum the power of which is higher than peak power minus
6dB.

3. According to KDB558074 D01 VO3RO02 for one of the following procedures may be used to determine the
modulated DTS device signal bandwidth.
Center frequency =Channel center frequency
RBW =100 kHz, VBW =3RBW, Detector=Peak,

4. Allow the trace to stabilize.

5. Measure the maximum width of the emission that is constrained by the frequencies associated with the
two outermost amplitude points (upper and lower frequencies) that are attenuated by 6 dB relative to the
maximum level measured in the fundamental emission.

TEST RESULTS

Type Channel 6dB Bandwidth (MHz) Limit (KHz) Result
01 10.02
802.11b 06 10.02 =500 Pass
11 10.02
01 16.44
802.11g 06 16.44 =500 Pass
11 16.50
01 17.64
802.11n(H20) 06 17.64 =500 Pass
11 17.70
03 35.60
802.11n(H40) 06 35.70 =500 Pass
09 35.60

Test plot as follows:
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802.11b
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802.11g

®
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802.11n(H20)
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802.11n(H20)
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4.6. Band Edge
LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.247 (d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be
at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the
desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the conducted
power limits based on the use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of
this section, the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation below
the general limits specified in §15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in §15.205(a), must also comply with the radiated emission limits specified in
§15.209(a) (see §15.205(c)).

TEST CONFIGURATION

SPECTRUM

EUT ANALYZER

TEST PROCEDURE

1. According to KDB 558074 D01 VO3R02 for Antenna-port conducted measurement. Antenna-port
conducted measurements may also be used as an alternative to radiated measurements for
demonstrating compliance in the restricted frequency bands. If conducted measurements are performed,
then proper impedance matching must be ensured and an additional radiated test for cabinet/case
spurious emissions is required.

2. Remove the antenna from the EUT and then connect to a low loss RF cable from the antenna port to a
EMI test receiver, then turn on the EUT and make it operate in transmitting mode. Then set it to Low
Channel and High Channel within its operating range, and make sure the instrument is operated in its
linear range.

3. Set both RBW and VBW of spectrum analyzer to 100 kHz with a convenient frequency span including
100kHz bandwidth from band edge, for Radiated emissions restricted band RBW=1MHz, VBW=3MHz for
peak detector and RBW=1MHz, VBW=10Hz for average detector.

4. Measure the highest amplitude appearing on spectral display and set it as a reference level. Plot the
graph with marking the highest point and edge frequency.

5. Repeat above procedures until all measured frequencies were complete.

6. Measure the conducted output power (in dBm) using the detector specified by the appropriate regulatory
agency

7. Add the maximum transmit antenna gain (in dBi) to the measured output power level to determine the
EIRP level

8. Add the appropriate maximum ground reflection factor to the EIRP level (6 dB for frequencies < 30 MHz,
4.7 dB for frequencies between 30 MHz and 1000 MHz, inclusive and 0 dB for frequencies > 1000 MHz).

9. For devices with multiple antenna-ports, measure the power of each individual chain and sum the EIRP of
all chains in linear terms (e.g., Watts, mW).

10. Convert the resultant EIRP level to an equivalent electric field strength using the following relationship:

E = EIRP —20log D + 104.8

where:

E = electric field strength in dBpV/m,

EIRP = equivalent isotropic radiated power in dBm
D = specified measurement distance in meters.

11. Since the out-of-band characteristics of the EUT transmit antenna will often be unknown, the use of a
conservative antenna gain value is necessary. Thus, when determining the EIRP based on the measured
conducted power, the upper bound on antenna gain for a device with a single RF output shall be selected
as the maximum in-band gain of the antenna across all operating bands, or 2 dBi, whichever is greater.
However, for devices that operate in multiple frequency bands while using the same transmit antenna, the
highest gain of the antenna within the operating band nearest in frequency to the restricted band emission
being measured may be used in lieu of the overall highest gain when the emission is at a frequency that is
within 20 percent of the nearest band edge frequency, but in no case shall a value less than 2 dBi be used.

12. Compare the resultant electric field strength level to the applicable regulatory limit.

13. Perform radiated spurious emission test dures until all measured frequencies were complete.

TEST RESULTS
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4.5.1 802.11b Test Mode

A. Test Verdict
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Ground Covert
Conducted | Antenna : Radiated o
Frequency P Gai Reflection ELevel | D Limit Ref Pl
(MH2) ower ain Factor eve etector (dBuV/m) efer to Plot
(dBm) (dBi) (dB) At 3m
(dBuV/m)
2390.00 -45.87 3.00 0.00 52.39 Peak 74.00 Plot 4.5.1 A1
2392.24 -49.63 3.00 0.00 48.63 AV 54.00 Plot 4.5.1 A2
2413.68 9.09 3.00 0.00 107.35 Peak -—- Plot 4.5.1 A1
2412.96 3.57 3.00 0.00 101.83 AV --- Plot 4.5.1 A2
2460.60 7.54 3.00 0.00 105.80 Peak -—- Plot 4.5.1 A3
2461.30 2.31 3.00 0.00 100.57 AV --- Plot 4.5.1 A4
2483.50 -46.61 3.00 0.00 51.65 Peak 74.00 Plot 4.5.1 A3
2483.50 -58.14 3.00 0.00 40.12 AV 54.00 Plot 4.5.1 A4
Note: 1. For 802.11b mode at finial test to get the worst-case emission at 1Mbps.
2.The test results including the cable lose.
3. “--“ means that the fundamental frequency not for 15.209 limits requirement.
B. Test Plots
@ *RBW 1 MHz Marker 3 [T1 ]
“VBW 3 MHz -45.87 dBm
Ref 21 dBm *Att 30 dB SWT 5 ms 2.390000000 GHz
20 Offpet 1 ¢iB Marker| T [T ]I
9L 09 dBm
10 2|.413880p00_GHz
- Marker| 2 I
VAXH -39 06 dBm
e} 21/400000D00 GH. LVL
--10
[\
L
# \”\ 3DB
--40
3 M/,’
TR v PN Py v P LY P e wve v hﬁMNNXhN
--60
--70

Start 2.31 GHz

12 MHz/

Stop 2.43 GHz

(Plot 4.5.1 A1: Channel 1: 2412MHz @ 802.11b)
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“*RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz 3.57 dBm
Ref 21 dBm *Att 30 dB SWT 9.6 s 2.412960000 GHz
20 OFfget 1 (B Marker| 2 LTZ ]I
-491 63 dBm
10 2|.400000Pp00 GHz
Marker{ 3 [{1 ]I
59131 dBm
o 2| 4adn \wnn GH
—-10 \
—-20 / \
—-30 / \
—-50
|/
| 0 J,__y-u
—-70
Start 2.31 GHz 12 MHz/ Stop 2.43 GHz

(Plot 4.5.1 A2: Channel 1: 2412MHz @ 802.11b)

Marker 3 [T1 ]

“RBW 1 MHz
*“VBW 3 MHz

-39

.99 dBm

Ref 21 dBm *Att 30 dB SWT 2.5 ms 2.450000000 GHz
20 OFffpet 1 (B Marker| T LT1 ]I
7|54 dBm
10 1 2|.460600P00 GHz
}\P/*“\ Marker| 2 [T1 ]|
//“/ “\\ -46|61 dBm
0. 21 483500000 GH
--20 //
;;j;/ \\\“\
-40
\A&M«\ﬂwd 2
-50 W"“‘*‘w"\nwl [T N Y
-60
--70

Start 2.45 GHz

5 MHz/

Stop 2.5 GHz

(Plot 4.5.1 A3: Channel 11: 2462MHz @ 802.11b)
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@ “RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz 2.31 dBm
Ref 21 dBm “Att 30 dB SWT 5 s 2.461300000 GHz

20 Offfet 1 (B Marker| 2 LT |I

-58] 14 dBm
2|.483500P00 GHz
Marker| 3 [T1 ]I
-491 73 dBm
MAXH|

Lo AR 2l 450000h00 cHz)|

FEVEMIN

10

—-60

—-70

Start 2.45 GHz 5 MHz/ Stop 2.5 GHz

(Plot 4.5.1 A4: Channel 11: 2462MHz @ 802.11b)
45.2 802.11g Test Mode

A. Test Verdict

Ground Coyert
Frequency Conducted Ante_nna Reflection Radiated Limit
Power Gain E Level | Detector Refer to Plot
(MHz) (dBm) (dBi) Factor At 3m (dBuV/m)
©@B) | @Buvim)

2390.00 -31.28 3.00 0.00 66.98 Peak 74.00 Plot 4.5.2 A1
2390.00 -56.50 3.00 0.00 41.76 AV 54.00 Plot 4.5.2 A2
2419.20 8.53 3.00 0.00 106.79 Peak -—- Plot 4.5.2 A1
2419.20 6.14 3.00 0.00 104.40 AV -—- Plot 4.5.2 A2
2455.00 6.50 3.00 0.00 104.76 Peak -—- Plot 4.5.2 A3
2455.20 -8.06 3.00 0.00 90.20 AV -—- Plot 4.5.2 A4
2483.50 -28.67 3.00 0.00 69.59 Peak 74.00 Plot 4.5.2 A3
2483.69 -55.36 3.00 0.00 42.90 AV 54.00 Plot 4.5.2 A4

Note: 1. For 802.11g mode at finial test to get the worst-case emission at 6Mbps.
2.The test results including the cable lose.
3. “---“ means that the fundamental frequency not for 15.209 limits requirement.

B. Test Plots
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% “*RBW 1 MHz Marker 3 [T1 ]
*VBW 3 MHz -20.13 dBm
Ref 21 dBm *Att 30 dB SWT 5 ms 2.400000000 GHz
20 OFfget 1 (B Marker| T LT1 ]I
8|53 dBm
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Start 2.285 GHz 14.5 MHz/ Stop 2.43 GHz
(Plot 4.5.2 A1: Channel 1: 2412MHz @ 802.119)
% *RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz -6.14 dBm
Ref 21 dBm *Att 30 dB SWT 9.6 s 2.419200000 GHz
20 Offbet 1 ¢B Marker| 2 LT |I
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1o 2. 400000D00_GHz
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LK -56[50 dBm
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" 2390000000 GH LVL
—V""]
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I
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(Plot 4.5.2 A2: Channel 1: 2412MHz @ 802.11g)
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“*RBW 1 MHz Marker 1 [T1 ]
*VBW 3 MHz 6.50 dBm
Ref 21 dBm *Att 30 dB SWT 2.5 ms 2.455000000 GHz
20 OFfget 1 (B Marker| 2 LT1 ]I
-35(92 dBm
10 2|.483500Pp00 GHz
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J[; ad N\ -28L 67 dBm
o 2| 450000000 GH
Do \\
--30 o
2
40 |
—-60
—-70
Start 2.45 GHz 5 MHz/ Stop 2.5 GHz

(Plot 4.5.2 A3: Channel 11: 2462MHz @ 802.11g)

“RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz -8.06 dBm
Ref 21 dBm “Att 30 dB SWT 5 s 2.455200000 GHz
20 OFfget 1 (B Marker| 2 LT1 ]I
-55|36 dBm
10 2|. 483500000 GHz
Marker| 3 [T1 ]I
-47| 43 dBm
0. 2. 450000000 GH
il
| 1o //.,!.ﬁ\__\_’__,__,_\_\
mhxuxﬁ\ik
) T
--70

Start 2.45 GHz
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Stop 2.5 GHz

(Plot 4.5.2 A4: Channel 11: 2462MHz @ 802.119g)
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4.5.3 802.11n(20MHz) Test Mode

A. Test Verdict

Page 31 of 67

Ground Coyert
Conducted | Antenna : Radiated o
AT e Power Gain eflesion E Level | Detector ALl Refer to Plot
(MHz) . Factor (dBuV/m)
(dBm) (dBi) (dB) At 3m
(dBuV/m)
2390.00 -28.72 3.00 0.00 69.54 Peak 74.00 Plot 4.5.3 A1
2391.53 -55.52 3.00 0.00 42.74 AV 54.00 Plot 4.5.3 A2
2419.44 8.30 3.00 0.00 106.56 Peak - Plot 4.5.3 A1
2419.44 -6.55 3.00 0.00 91.71 AV - Plot 4.5.3 A2
2455.10 6.53 3.00 0.00 104.79 Peak - Plot 4.5.3 A3
2454.90 -8.52 3.00 0.00 89.74 AV - Plot 4.5.3 A4
2483.50 -36.61 3.00 0.00 61.65 Peak 74.00 Plot 4.5.3 A3
2483.50 -54.37 3.00 0.00 43.89 AV 54.00 Plot 4.5.3 A4
Note: 1. For 802.11n(20MHz) mode at finial test to get the worst-case emission at 6.5Mbps.
2.The test results including the cable lose.
3. “--“ means that the fundamental frequency not for 15.209 limits requirement.
B. Test Plots

“RBW 1 MHz
*VBW 3 MHz
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2.419440000 GHz
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Start 2.31 GHz 12 MHz/ Stop 2.43 GHz

(Plot 4.5.3 A1: Channel 1: 2412MHz @ 802.11n(20MHz))
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@ “RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz -6.55 dBm
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(Plot 4.5.3 A2: Channel 1: 2412MHz @ 802.11n(20MHz))
@ “RBW 1 MHz Marker 1 [T1 ]
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Ref 21 dBm “Att 30 dB SWT 2.5 ms 2.455100000 GHz
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(Plot 4.5.3 A3: Channel 11: 2462MHz @ 802.11n(20MHz))
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% “RBW 1 MHz Marker 1 [T1 ]
“VBW 10 Hz -8.52 dBm
Ref 21 dBm “Att 30 dB SWT 5 s 2.454900000 GHz
20 OFfget 1 (B Marker| 2 LT1 ]I
-54{37 dBm
0 2| 483500000 GHz
1 PK
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70
Start 2.45 GHz 5 MHz/ Stop 2.5 GHz

(Plot 4.5.3 A4: Channel 11: 2462MHz @ 802.11n(20MHz)
4.5.4 802.11n(40MHz) Test Mode

C. Test Verdict

Ground Coyert
Conducted | Antenna : Radiated o
Frequency . Reflection Limit

(MH2) Power Gam Factor E Level | Detector (dBuV/m) Refer to Plot

(dBm) (dBi) (dB) At 3m

(dBuV/m)
2390.00 -43.50 3.00 0.00 54.76 Peak 74.00 Plot 4.5.3 A1
2390.00 -58.61 3.00 0.00 39.65 AV 54.00 Plot 4.5.3 A2
2432.18 2.84 3.00 0.00 101.10 Peak --- Plot 4.5.3 A1
2428.55 -15.27 3.00 0.00 82.99 AV --- Plot 4.5.3 A2
2446.24 1.81 3.00 0.00 100.07 Peak --- Plot 4.5.3 A3
2445.96 -16.14 3.00 0.00 82.12 AV --- Plot 4.5.3 A4
2483.50 -42.35 3.00 0.00 55.91 Peak 74.00 Plot 4.5.3 A3
2483.50 -56.90 3.00 0.00 41.36 AV 54.00 Plot 4.5.3 A4
Note: 1. For 802.11n(40MHz) mode at finial test to get the worst-case emission at 13.0Mbps.

2.The test results includi

ng the cable lose.

3. “---“ means that the fundamental frequency not for 15.209 limits requirement.

D. Test Plots
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“*RBW 1 MHz Marker 3 [T1 ]
*VBW 3 MHz -43.50 dBm
Ref 21 dBm “Att 30 dB SWT 5 ms 2.390000000 GHz
20 OFfget 1 (B Marker| T LT1 ]I
2184 dBm
10 2|.432180pP00 GHz
Marker| 2 [Tll]
-431 41 dBm
Lo M S2G0000800 GH
10 /f \\
—-20 I \
—-30 KJ\‘\'
40 M
S T I A AT A gy N AT
—-60
—-70
Start 2.285 GHz 16.5 MHz/ Stop 2.45 GHz

(Plot 4.5.3 A1: Channel 3: 2422MHz @ 802.11n(40MHz))

“RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz -15.27 dBm
Ref 21 dBm *Att 30 dB SWT 13.5 s 2.428550000 GHz
20 OFfget 1 (B Marker| 2 LT1 ]I
-55(26 dBm
10 2|.400000Pp00 GHz
Marker| 3 [T1 ]I
-58{ 61 dBm
0. 2| 2300000000 GH
—-10
1
| 20 ~ T\ N
--30 // \\
- / \
—-50
] .
e
—-60
—-70
Start 2.285 GHz 16.5 MHz/ Stop 2.45 GHz

(Plot 4.5.3 A2: Channel 3: 2422MHz @ 802.11n(40MHz))
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3DB



Report No : TRE1407004301 Page 35 of 67

“*RBW 1 MHz Marker 1 [T1 ]
*VBW 3 MHz 1.81 dBm
Ref 21 dBm “Att 30 dB SWT 2.5 ms 2.446240000 GHz
20 OFfget 1 (B Marker| 2 LT1 ]I
-42| 35 dBm
0 2| 483500000 GHz
1
- - \\ LVL
\ 3DB
PR 2
TR Yy
--50
--60
70
Start 2.43 GHz 7 MHz/ Stop 2.5 GHz

(Plot 4.5.3 A3: Channel 9: 2452MHz @ 802.11n(40MHz))

“*RBW 1 MHz Marker 1 [T1 ]
*VBW 10 Hz -16.14 dBm
Ref 21 dBm “Att 30 dB SWT 5.6 s 2.445960000 GHz
20 OFffget 1 (B Marker| 2 LT1 ]I
-56/90 dBm
1o 2|.483500p00 GHz
0. LVL

3DB

—-70

Start 2.43 GHz 7 MHz/ Stop 2.5 GHz

(Plot 4.5.3 A4: Channel 9: 2452MHz @ 802.11n(40MHz)
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4.7. Spurious Emission (conducted)
LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.247 (d):

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB below
that in the 100 kHz bandwidth within the band that contains the highest level of the desired power, based on
either an RF conducted or a radiated measurement.

TEST CONFIGURATION

SPECTRUM

EUT ANALYZER

TEST PROCEDURE

1. The transmitter output was connected to the spectrum analyzer through an attenuator.
2. The bandwidth of the fundamental frequency was measured by spectrum analyzer with RBW=100 KHz
and VBW=300KHz.

3. Below -20dB of the highest emission level in operating band.

TEST RESULTS

Test plot as follows:
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802.11b mode

Test channel : 01

® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -48.04 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 674080000000 MHz
20 =
o LA
1 P
[MAXH]
Lo. Lvi
=1
D1 -15.f02 dB
L-20-
--40-
1
ot I I TR TV P 1 S A )
Ay B ol A -
L-60-
-7
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 4.08 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.414000000 GHz
| 20 U‘ngei fﬁé
Lo [ A
L P £
[MAXH]
-0
D1 -15.p2 dB
L-20
N Jidin ke 1o v I AL A b Ao oAb s A st s -]
160
-7¢
Start 1 GHz 700 MHz/ Stop 8 GHz
1GHz~8GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -44.79 dBm
Ref 21 dBm “Att 30 dB SWT 800 ms 15.776000000 GHz
20 )
A
Lo [ A
1 Pl
[MAXH|
Lo. LvL
L-10.
D1 -15.002 dB
|--20-
I--30-
|--40- T
Py Al Abeah bt i JA, AN Ao g oA AN b LA M
I--60-
I--70-
Start 8 GHz 800 MHz/ Stop 16 GHz

8GHz~16GHz
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“RBW 100 kHz
“VBW 300 kHz
SWT 900 ms

®

Ref 21 dBm “Att 30 dB

Marker 1 [T1 ]

43.05 dBm
20.482000000 GHz

[20-OtTFet I B

Fo
fiaxr
10
D1 -15.[02 dB
-20.
I-30-

Start 16 GHz 900 MHz/

Stop 25 GHz
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16GHz~25GHz

Test channel :

“RBW 100 kHz
“VBW 300 kHz
SWT 100 ms

Ref 21 dBm “Att 30 dB

Marker 1 [T1 ]

-47.12 dBm
699.300000000 MHz

20 e

[--10-

D1 -16.[87 dB

40

|--70-

Start 30 MHz 97 MHz/

Stop 1 GHz

30MHz~1GHz

“RBW 100 kHz
“VBW 300 kHz
SWT 700 ms

Ref 21 dBm “Att 30 dB

Marker 1 [T1 ]

3.13 dBm
2.428000000 GHz

|20 Uﬂ’ﬁie

|--10-

D1 -16.[B7 dB

--30-

--40-

|--60-

Start 1 GHz 700 MHz/

Stop 8 GHz

1GHz~8GHz




Report No : TRE1407004301

®

Ref 21 dBm

“Att 30 dB

“RBW 100 kHz
“VBW 300 kHz
SWT 800 ms

Marker 1 [T1 ]
44.55 dBm
15.024000000 GHz

[20-OtTFet I B
|-10-
s

|--10-

D1 -16.[87 dB
-20.
|--30-
|--40- T

b b pualuhoa gl A s p 8] g Dt e nashy dbppeni s
|--60-
|--70-
Start 8 GHz 800 MHz/ Stop 16 GHz
8GHz~16GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -43.32 dBm

Ref 21 dBm “Att 30 dB SWT 900 ms 21.940000000 GHz
[20 Uﬁe
1
[-0-
-1

D1 -16.[87 dB
PRSPPI VPRI I I Y Y WIS WV VT TR S SRR PR
-7

Start 16 GHz

900 MHz/

Stop 25 GHz

16GHz~25GHz

Test channel :

Ref 21 dBm

Att 30 dB

“RBW 100 kHz
“VBW 300 kHz
SWT 100 ms

Marker 1 [T1 ]
-48.25 dBm
864.200000000 MHz

[20 Uﬁe

|--10-

D1 -16./94 dB

|--30-

1Al
e Aaay

|--60-

Start 30 MHz

97 MHz/

Stop 1 GHz

30MHz~1GHz
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@

Ref 21 dBm

“RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 3.06 dBm
“Att 30 dB SWT 700 ms 2.456000000 GHz

D1 -16.44 dBm

--20-

PURITN FISTR AR

W MM da A b b

|--70-

Start 1 GHz

700 MHz/

Stop 8 GHz
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Ref 21 dBm

1GHz~8GHz

“RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -44.89 dBm
“Att 30 dB SWT 800 ms 15.536000000 GHz

| 20 Uﬁgef T ﬁﬁ

D1 -16./94 dBi

I--20.

I--30.

--40.

ohatlapt bt L

Wil MoAud M parh,

Al

I--70.

Start 8 GHz

800 MHz/

Stop 16 GHz

Ref 21 dBm

8GHz~16GHz

“RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -42.94 dBn
“Att 30 dB SWT 900 ms 16.612000000 GHz

|20 Uﬁe

D1 -16.094 dBj

|--20-

| 20—

--60-

|--70-

Start 16 GHz

900 MHz/

Stop 25 GHz

16GHz~25GHz




Report No : TRE1407004301 Page 41 of 67

802.11g mode
Test channel : 01

® “RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -47 .64 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 334.580000000 MHz
| 20 Uﬁe
A
L1o. LA
[-0-
D1 -23./51 dB;
1
TV NURPTION | RPN\ SURRTON AUPETRET ITITIV FAREPRTTI IV TIN TP TDITY N
v Ao Lanaa s, . o
-7
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -3.51 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.414000000 GHz
[20 Uﬁe
[-0- T L
-1
D1 -23.p1 dB
308
TR NPT, | W TRt A PN " s AR s A I A n i A
-7
Start 1 GHz 700 MHz/ Stop 8 GHz
1GHz~8GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -44.57 dBn
Ref 21 dBm “Att 30 dB SWT 800 ms 14.000000000 GHz
| 20 UFFEei Fﬁ
Lo [A]
1 P
fvAXH
vt
|--10-
t--20-
D1 -23.51 dB!
t--30-
308
|--40- T
WWMALNM»
g kA ot A ot N L At Jul aaedal
-60-
|--70-
Start 8 GHz 800 MHz/ Stop 16 GHz

8GHz~16GHz
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® “RBW 100 kHz WMarker 1 [T1 ]
“VBW 300 kHz -42.18 dBm

Ref 21 dBm “Att 30 dB SWT 900 ms 21.850000000 GHz

|--10-

|--20-

D1 -23.[51 dB

Start 16 GHz 900 MHz/ Stop 25 GHz

16GHz~25GHz

Test channel :

® “RBW 100 kHz Marker 1 [T1 ]

“VBW 300 kHz -47.89 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 901.060000000 MHz
P o T —
Lio [ A]
%
}--10-

D1 -21 |73 db

Meree R P | VTR A IZUPTY WU DO TN A AR AL e NPT RETTR W Akl
‘A Perr iy + .
-7¢
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -1.73 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.428000000 GHz
| 20 Uﬁe
Lo [ A
t--10-
F=20——p1 —21 = dB
t--30-
I--40-
TSR PN W0 [NTPNG | U0 O VYTL VY. P, VIRRLRTNPY [T VTRY) VLR V0 SOV Y W P Y Y
-60-
t--70-
Start 1 GHz 700 MHz/ Stop 8 GHz

1GHz~8GHz
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® RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 43.69 dBm
Ref 21 dBm “Att 30 dB SWT 800 ms 14.128000000 GHz
[20-OfTFet T B
A
Lo [ A]
[MAXH]
v
|--10-
F=20——p1 2175 dB
|--30-
o8
I-a0- T
TITRV VR PP AL 1T} N T PR WYPRRIT TN T RV I VY i asatbe.
4 e
L-c0-
|--70-
Start 8 GHz 800 MHz/ Stop 16 GHz
8GHz~16GHz
® RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 42.92 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 24.784000000 GHz
[ 20 UTTFei Fﬁ
1P
[MAXH]
-0 LvL
L-1

D1 -21.|73 dB

Start 16 GHz

900 MHz/ Stop 25 GHz

16GHz~25GHz
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Test channel :

® RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -47.94 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 899.120000000 MHz
20 =)
Lo [A]
Lo v
F-1
1 -23.83 dB
1
0 A A PR T Y N Ak | 3 i ok 4
Oty Ay i otk At
-7
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
“RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -3.83 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.456000000 GHz
20 e
|-10-
T v
|--10-
|--20-
b1 -23.#3 dB
L-30.
I-a0-
Lt a0 U p e T v il Ao
0.
|--70-
Start 1 GHz 700 WMHz/ Stop 8 GHz

1GHz~8GHz

® “RBW 100 kHz Marker 1 [T1 ]

“VBW 300 KHz -44.71 dem
Ref 21 dBm Att 30 dB SWT 800 ms 13.680000000 GHz
[20 Uﬁg T T ﬁg
|1
|-10-

L-20
D1 -23.[83 dB:
|--30-
308

|--40. T

AL il g , " FVPY D N adinied
Abdp i 4f S
60
|-70-
Start 8 GHz 800 MHz/ Stop 16 GHz

8GHz~16GHz
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“RBW 100 kHz
“VBW 300 kHz

Marker 1 [T1 ]
43.33 dBm

Ref 21 dBm ~Att 30 dB SWT 900 ms 23.128000000 GHz
20 oftfet T B
I-10-
[L P
fiAxH
}-O-
D1 -23.B3 dBi
Maahr gt o U P A st vy WMW
-7
Start 16 GHz 900 MHz/ Stop 25 GHz
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16GHz~25GHz
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802.11n(H20) mode

Test channel :

01

“RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -47.37 dBm

Ref 21 dBm Att 30 dB SWT 100 ms 773.020000000 MHz
20 =
A
L [A]
1 P
[MAXH]
L
L1
b1 -22.Joa dB
08
1
Ok B otk 4 e " L PPN .AI‘A oot I
AT e A P D oI A AR
L7
Start 30 MHz 97 MHz/ Stop 1 Ghz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 KkHz -2.94 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.414000000 GHz
20 e
A
Lo [A]
A
v
|--10-
|--20-
b1 -22 b4 dB
L-30.
I-a0-
Mot A et VAo, Ll AL e L din s A AN
0.
|--70-
Start 1 GhHz 700 WMHz/ Stop 8 GHz
1GHz~8GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 43.82 dBm
Ref 21 dBm “Att 30 dB SWT 800 ms 14.112000000 GHz
20 =)
L1o. [ A]
1 PK
A
I-O- LvL
|-10-
|-20-
b1 -22.Jo4 dBm
}--30-
DE
|-40- +
'\mﬁ;{'llm‘w’“, Mgl
TETLY, TPNNIVIWL I ERNTY RTYINT ST FYAPPORE T PYRPY 11 U S| g,
f--60-
L-70.

Start 8 GHz

800 MHz/ Stop 16 GHz

8GHz~16GHz
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® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 43.69 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 21.922000000 GHz
[20- Offfet I B
A
Lio LA
1 P}
A
Lvt
l-10-
|--20-
D1 -22.[04 dB
|--30-
|--40- -
WM%WWWWWWW
|--50-
|--60-
|--70-
Start 16 GHz 900 MHz/ Stop 25 GHz
16GHz~25GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 48.25 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 939.860000000 MHz
20 UIIFei ﬁé
La [A]
I--10-
=20 D1 -21.]77 dBi
I--30-
I--a0-
1
YRNUTAT) PR PIRPY AT T N " SR RV NIDY ¢
A i Ay v 0 it o
|--60-
|--70.
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -1.77 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.442000000 GHz
| 20 Uﬁe
Ly LA
1
|--10-
=20 DT -21]f7 dbi
|--30-
B
I--40-
v gmaMnnsminid WA ma AR > A Mo M Ay
|--60-
I--70-
Start 1 GHz 700 MHz/ Stop 8 GHz

1GHz~8GHz




Report No : TRE1407004301 Page 48 of 67

® “RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -44.81 dBm
Ref 21 dBm “Att 30 dB SWT 800 ms 15.104000000 GHz
[ 20 Uﬁie
B LA
Lo. L
=t
— DT -21-[77 dB
1
NMUA i
SR DY V.| TN (NN W I PRV FEYTARY
-7
Start 8 GHz 800 MHz/ Stop 16 GHz
8GHz~16GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -43.33 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 22.012000000 GHz
20 e
L LA
1P
MAXH|
f-10-
F=20——51 —21.j77 dBm
I-30-
30E
|--40. -
how iAot fagrf g NSSRY WY N TEUR VA INTRYY VRPN e
|--50-
|--60-
f-70-
Start 16 GHz 900 MHz/ Stop 25 GHz
16GHz~25GHz
@ “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -46.98 dBr
Ref 21 dBm “Att 30 dB SWT 100 ms 934.000000000 MHz
20 5
1 PH
[MAXH]
-0-

D1 -24.59 dB

1
bt P & o | , il TP A
RPHE S L A oo o

=

Start O Hz 100 MHz/ Stop 1 GHz

30MHz~1GHz
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®

Ref 21 dBm

“Att 30 dB

“RBW 100 kHz
“VBW 300 kHz
SWT 700 ms

Marker 1 [T1 ]
4.59 dBm
2.470000000 GHz

|-10-

D1 -24_Ji#o

I--30-

LR

AL

|--60-

|--70-

Center 4.5 GHz

700

MHz/

Span 7 GHz

Ref 21 dBm

1GHz~8GHz

“Att 30 dB

“RBW 100 kHz
“VBW 300 kHz
SWT 800 ms

Marker 1 [T1 ]
-43.88 dBm
14.944000000 GHz

[20 oftpet I B
| [A')
}-o-
-1
D1 -24.59 dBm
DB
. T
s
NI WY MR U YN (WICTT ATUTOM PO e A
b7
Start 8 GHz 800 MHz/ Stop 16 GHz
8GHz~16GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -43.34 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 24.532000000 GHz
20 e
Lo LA
Lvt
|--10-
I-20-
D1 -24./59 dB
|--30-
|--40- —
|--50-
I-60-
|70

Start 16 GHz

9200

MHz/

Stop 25 GHz

16GHz~25GHz
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802.11n(H40) mode

Test channel :

03

Ref 21 dBm

“RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -48.02 dBm

“Att 30 dB SWT 100 ms 262.800000000 MHz

[ 20 Uﬁe
A
F1 [A]
LvL
|--10-
|--20
— D1 -28.)0 dB:
308
|--40-
1
R T T S " Lt irdol TNPYRUN KVPTY SEPRRTER
) pat s o g s
--60.
|--70-
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -8.90 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.428000000 GHz
20 €
A
Lio. LA
[MAXH]
[-0- LvL
L
H D1 -28. dB
308
Mo d LA ‘ANAL ML M b L JisrAnd
Start 1 GHz 700 MHz/ Stop 8 GHz
1GHz~8GHz
® *RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -44.82 dBm
Ref 21 dBm Att 30 dB SWT 800 ms 13.648000000 GHz
[20 Uﬁe
A
L LA
1 PH
MAXH|
f-10-
--20-
. D1 -28.00 dB
308
|--40- I
FYYRPLIIN OPINTION VA PV T8 TR Y | Lotk A, fort
Sayr N
I--60-
f--70-
Start 8 GHz 800 MHz/ Stop 16 GHz

8GHz~16GHz
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® “RBW 100 kHz Marker 1 [T1 ]

“VBW 300 kHz -43.61 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 19.906000000 GHz
20 OFffpet I {B
B LA

D1 -28.0 dB

Start 16 GHz 900 MHz/ Stop 25 GHz

16GHz~25GHz

® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -48.38 dBm
Ref 21 dBm “Att 30 dB SWT 100 ms 429.640000000 MHz
[20 Dﬁge% iﬁﬁ
L1 LA
1 P
f-10-
f--20-
D1 -27.24 dBm
I-30-
3DE
|--40.
1
Ry " Lk Tirow FTINEY TR
T 0 LA A 2 sy
|--60-
f-70-
Start 30 MHz 97 MHz/ Stop 1 GHz
30MHz~1GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -7.24 dem
Ref 21 dBm “Att 30 dB SWT 700 ms 2.428000000 GHz
| 20 C‘ffge% iﬁﬁ
L1o. LA
Lt
|--10-
--20
D1 -27_[p4 dB
|--30-
|--40-
L mordedlid ko o k] dhanan N ki A LA ol A 1o Ll | sdag A LA
I--60-
|--70-
Start 1 GHz 700 MHz/ Stop 8 GHz

1GHz~8GHz
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® “RBW 100 kHz Marker 1 [T1 ]
VBW 300 kHz -45.43 dBm
Ref 21 dBm Att 30 dB SWT 800 ms 15.072000000 GHz
20 e’
A
L1 LA

D1 -27.24 dBi

1
PRNTTY W VIRV BTN PR VTV APRIRIE TRO0VY M I“M” L puiiny
o i b rd-
-7
Start 8 GHz 800 MHz/ Stop 16 GHz

8GHz~16GHz

® RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz 42.72 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 18.160000000 GHz
20 5
A
L. [ A]
1 P
A
w
|--10-
I--20-

D1 -27.p4 dB

I--30-
FYUSPIR VRN ) T ) T AT T I SRR B
I--50-
|--60.
-70-
Start 16 GHz 900 MHz/ Stop 25 GHz
16GHz~25GHz
Test channel : 09
® “RBW 100 kHz Marker 1 [T1 ]

“VBW 300 kHz -48.23 dBm
Ref 21 dBm ALt 30 dB SWT 100 ms 819.580000000 MHz
[ 20 Uﬁe
}-10- “
1O- LVL

D1 -27 .51 dB
1
ol PN PR Jadh " i I L Tt b L a ey
"y e S

|71
Start 30 MHz 97 MHz/ Stop 1 GHz

30MHz~1GHz
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® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -7.51 dBm
Ref 21 dBm “Att 30 dB SWT 700 ms 2.442000000 GHz
20 e
A
L0 [A]
}-O-
1L
-1
D1 -27_J§1 dBm
DB
" A U i M) Al Al A
b7
Start 1 GHz 700 MHz/ Stop 8 GHz
1GHz~8GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -45.19 dBm
Ref 21 dBm “Att 30 dB SWT 800 ms 15.568000000 GHz
20 &)
Lo LA
[-0- LvL
D1 -27.551 dB
308
B 1
NSV IV PR RY S0 NORT PRYSRTTY PO APV L Gt !
<A i ans
Start 8 GHz 800 MHz/ Stop 16 GHz
8GHz~16GHz
® “RBW 100 kHz Marker 1 [T1 ]
“VBW 300 kHz -43.15 dBm
Ref 21 dBm “Att 30 dB SWT 900 ms 21.850000000 GHz
20 €
Ly
L. [ A
vt
|--10-
|--20-
D1 -27.51 dBi
|--30-
308
|--40-
|--50-
|--60-
I--70-
Start 16 GHz 900 MHz/ Stop 25 GHz

16GHz~25GHz
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4.8. Spurious Emission (radiated)

LIMIT
FCC CFR Title 47 Part 15 Subpart C Section 15.209
Frequency Limit (dBuV/m @3m) Value
30MHz-88MHz 40.00 Quasi-peak
88MHz-216MHz 43.50 Quasi-peak
216MHz-960MHz 46.00 Quasi-peak
960MHz-1GHz 54.00 Quasi-peak
54.00 Average
Above 1GHz
74.00 Peak
TEST CONFIGURATION

® Below 30MHz

Turntable iLoop antenna

Test
Receiver

E—

Ground Plane Coaxial Cable

® 30MHz~1000MHz

I
1
3m
Turntable

\ EUT 1m to 4m

Test Iy
Receiver # 0.8m
A
| 7
Coaxial Cable

Ground Plane

® Above 1GHz

— e '
Turntable.

\ EUT. 1m to 4me.

Test«
Recewvers I 08m
1 1
L j
Coaxial Cables

Ground Plane« :
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TEST PROCEDURE

1. The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter camber. The
table was rotated 360 degrees to determine the position of the highest radiation.

2. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the top
of a variable-height antenna tower.

3. The antenna height is varied from one meter to four meters above the ground to determine the maximum
value of the field strength. Both horizontal and vertical polarizations of the antenna are set to make the
measurement.

4. For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned
to heights from 1 meter to 4 meters and the rota table was turned from 0 degrees to 360 degrees to find
the maximum reading.

5. The test-receiver system was set to Peak Detect Function and Specified Bandwidth with Maximum Hold

Mode.

6. For Frequencies below 1 GHz, RBW= 100 kHz, testing was performed with CISPR16 compliant test
receiver with QP detector. Above 1 GHz tests were performed using a spectrum analyser using the
following settings:

Peak RBW=VBW= 1MHz
Average RBW 1MHz , VBW=10Hz

7. These settings as per ANSI C63.10
TEST RESULTS

Noted:

Have pre-scan all modulation mode, found the 11B modulation which it was worst case, so only the worst
case’s data on the test report.
For 9KHz to 30MHz

Frequency Level Limit Line Margin Detector Result
(MHz) (dBuV/m))@3m (dBuV/m)@3m (dB)
13.67 41.23 69.54 28.31 QP PASS
24.52 43.45 69.54 26.09 QP PASS
Measurement data:
B Below 1GHz
Read | Antenna | Cable Preamp P Margin
Frequency Level Limit Line L .
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
35.75 51.65 14.82 0.61 32.06 35.02 40 4.98 Vertical
82.69 48.14 16.15 0.81 31.95 33.15 40 6.85 Vertical
149.78 50.36 17.15 1.31 31.83 36.99 43.5 6.51 Vertical
198.65 45.78 19.88 2.04 32.16 35.54 43.5 7.96 Vertical
312.74 43.92 20.34 4.24 31.25 37.25 46 8.75 Vertical
852.38 37.45 23.99 4.95 31.2 35.19 46 10.81 Vertical
35.75 41.38 14.82 0.6 32.06 24.74 40 15.26 Horizontal
82.69 41.54 16.15 0.96 31.84 26.81 40 13.19 Horizontal
149.78 43.36 17.15 1.16 31.75 29.92 43.5 13.58 Horizontal
198.65 46.54 19.88 1.55 31.97 36 43.5 7.5 Horizontal
312.74 46.13 20.34 2.06 32.16 36.37 46 9.63 Horizontal
852.38 37.74 23.99 4.96 31.2 35.49 46 10.51 Horizontal
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Mode B

Test channel: 01

Peak value:

Frequency Read Antenna Cable Preamp Level Limit Line Ma.rg.in o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 46.54 31.44 5.87 35.46 48.39 74 25.61 Vertical
7236 38.36 36.38 7.08 35.32 46.5 74 27.5 Vertical
9648 38.65 38.01 9.01 35.72 49.95 74 24.05 Vertical
12060 74 Vertical
14472 74 Vertical
4824 48.75 31.44 5.87 35.46 50.6 74 23.4 Horizontal
7236 37.63 36.38 7.08 35.32 45.77 74 28.23 Horizontal
9648 37.74 38.01 9.01 35.72 49.04 74 24.96 Horizontal
12060 * 74 Horizontal
14472 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line Mgrg.in .
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 36.52 31.44 5.87 35.46 38.37 54 15.63 Vertical
7236 27.63 36.38 7.08 35.32 35.77 54 18.23 Vertical
9648 27.54 38.01 9.01 35.72 38.84 54 15.16 Vertical
12060 54 Vertical
14472 54 Vertical
4824 38.25 31.44 5.87 35.46 40.1 54 13.9 Horizontal
7236 27.84 36.38 7.08 35.32 35.98 54 18.02 Horizontal
9648 27.59 38.01 9.01 35.72 38.89 54 15.11 Horizontal
12060 54 Horizontal
14472 54 Horizontal

Remark:

1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. " means this data is the too weak instrument of signal is unable to test.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.




1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. " means this data is the too weak instrument of signal is unable to test.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 06
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 46.78 30.88 5.7 35.27 48.09 74 25.91 Vertical
7311 39.25 35.82 6.91 35.13 46.85 74 27.15 Vertical
9748 38.25 37.45 8.84 35.53 49.01 74 24.99 Vertical
12185 74 Vertical
14622 74 Vertical
4874 47.69 30.88 5.7 35.27 49 74 25 Horizontal
7311 40.25 35.82 6.91 35.13 47.85 74 26.15 Horizontal
9748 40.74 37.45 8.84 35.53 51.5 74 22.5 Horizontal
12185 * 74 Horizontal
14622 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 36.85 30.88 5.7 35.27 38.16 54 15.84 Vertical
7311 27.63 35.82 6.91 35.13 35.23 54 18.77 Vertical
9748 27.54 37.45 8.84 35.53 38.3 54 15.7 Vertical
12185 54 Vertical
14622 54 Vertical
4874 37.63 30.88 5.7 35.27 38.94 54 15.06 Horizontal
7311 28.74 35.82 6.91 35.13 36.34 54 17.66 Horizontal
9748 28.59 37.45 8.84 35.53 39.35 54 14.65 Horizontal
12185 54 Horizontal
14622 54 Horizontal
Remark:




1. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
2. " means this data is the too weak instrument of signal is unable to test.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 11
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 46.59 30.98 5.73 35.32 47.98 74 26.02 Vertical
7386 40.25 35.92 6.94 35.18 47.93 74 26.07 Vertical
9848 38.74 37.55 8.87 35.58 49.58 74 24.42 Vertical
12310 74 Vertical
14772 74 Vertical
4924 48.95 30.98 5.73 35.32 50.34 74 23.66 Horizontal
7386 41.52 35.92 6.94 35.18 49.2 74 24.8 Horizontal
9848 40.38 37.55 8.87 35.58 51.22 74 22.78 Horizontal
12310 * 74 Horizontal
14772 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 36.75 30.98 5.73 35.32 38.14 54 15.86 Vertical
7386 27.84 35.92 6.94 35.18 35.52 54 18.48 Vertical
9848 27.63 37.55 8.87 35.58 38.47 54 15.53 Vertical
12310 54 Vertical
14772 54 Vertical
4924 38.54 30.98 5.73 35.32 39.93 54 14.07 Horizontal
7386 28.69 35.92 6.94 35.18 36.37 54 17.63 Horizontal
9848 28.57 37.55 8.87 35.58 39.41 54 14.59 Horizontal
12310 54 Horizontal
14772 54 Horizontal
Remark:
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Mode G

Test channel: 01

Peak value:

Frequency Read Antenna Cable Preamp Level Limit Line Mgrg.in .
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 45.87 31.44 5.87 35.46 47.72 74 26.28 Vertical
7236 38.65 36.38 7.08 35.32 46.79 74 27.21 Vertical
9648 38.73 38.01 9.01 35.72 50.03 74 23.97 Vertical
12060 74 Vertical
14472 74 Vertical
4824 47.89 31.44 5.87 35.46 49.74 74 24.26 Horizontal
7236 38.54 36.38 7.08 35.32 46.68 74 27.32 Horizontal
9648 36.78 38.01 9.01 35.72 48.08 74 25.92 Horizontal
12060 * 74 Horizontal
14472 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line Me.lrg.in o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 31.44 5.87 35.46 38.39 31.44 54 15.61 Vertical
7236 36.38 7.08 35.32 36.49 36.38 54 17.51 Vertical
9648 38.01 9.01 35.72 38.94 38.01 54 15.06 Vertical
12060 54 Vertical
14472 54 Vertical
4824 31.44 5.87 35.46 40.21 31.44 54 13.79 Horizontal
7236 36.38 7.08 35.32 35.52 36.38 54 18.48 Horizontal
9648 38.01 9.01 35.72 38.89 38.01 54 15.11 Horizontal
12060 54 Horizontal
14472 54 Horizontal

Remark:

4. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
5. “*" means this data is the too weak instrument of signal is unable to test.
6. The emission levels of other frequencies are very lower than the limit and not show in test report.




4. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
5. “* means this data is the too weak instrument of signal is unable to test.
6. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 06
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 46.54 30.88 5.7 35.27 47.85 74 26.15 Vertical
7311 38.63 35.82 6.91 35.13 46.23 74 27.77 Vertical
9748 38.74 37.45 8.84 35.53 49.5 74 24.5 Vertical
12185 74 Vertical
14622 74 Vertical
4874 43.38 30.88 5.7 35.27 44.69 74 29.31 Horizontal
7311 37.45 35.82 6.91 35.13 45.05 74 28.95 Horizontal
9748 37.36 37.45 8.84 35.53 48.12 74 25.88 Horizontal
12185 * 74 Horizontal
14622 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 37.54 30.88 5.7 35.27 38.85 54 15.15 Vertical
7311 27.63 35.82 6.91 35.13 35.23 54 18.77 Vertical
9748 28.35 37.45 8.84 35.53 39.11 54 14.89 Vertical
12185 54 Vertical
14622 54 Vertical
4874 37.69 30.88 5.7 35.27 39 54 15 Horizontal
7311 27.54 35.82 6.91 35.13 35.14 54 18.86 Horizontal
9748 27.38 37.45 8.84 35.53 38.14 54 15.86 Horizontal
12185 54 Horizontal
14622 54 Horizontal
Remark:




4. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
5. “* means this data is the too weak instrument of signal is unable to test.
6. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 11
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 46.54 30.98 5.73 35.32 47.93 74 26.07 Vertical
7386 40.36 35.92 6.94 35.18 48.04 74 25.96 Vertical
9848 37.63 37.55 8.87 35.58 48.47 74 25.53 Vertical
12310 74 74 Vertical
14772 74 74 Vertical
4924 47.36 30.98 5.73 35.32 48.75 74 25.25 Horizontal
7386 40.35 35.92 6.94 35.18 48.03 74 25.97 Horizontal
9848 40.58 37.55 8.87 35.58 51.42 74 22.58 Horizontal
12310 * 74 Horizontal
14772 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 36.58 30.98 5.73 35.32 37.97 54 16.03 Vertical
7386 28.63 35.92 6.94 35.18 36.31 54 17.69 Vertical
9848 27.36 37.55 8.87 35.58 38.2 54 15.8 Vertical
12310 54 Vertical
14772 54 Vertical
4924 37.48 30.98 5.73 35.32 38.87 54 15.13 Horizontal
7386 28.36 35.92 6.94 35.18 36.04 54 17.96 Horizontal
9848 28.36 37.55 8.87 35.58 39.2 54 14.8 Horizontal
12310 54 Horizontal
14772 54 Horizontal
Remark:
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Mode N20

Test channel: 01

Peak value:

Frequency II_?ead Antenna Cable Preamp Level Limit Line Mgrg.in .
(MHz) evel Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 46.35 31.44 5.87 35.46 48.2 74 25.8 Vertical
7236 37.54 36.38 7.08 35.32 45.68 74 28.32 Vertical
9648 37.63 38.01 9.01 35.72 48.93 74 25.07 Vertical
12060 74 Vertical
14472 74 Vertical
4824 47.36 31.44 5.87 35.46 49.21 74 24.79 Horizontal
7236 37.45 36.38 7.08 35.32 45.59 74 28.41 Horizontal
9648 36.84 38.01 9.01 35.72 48.14 74 25.86 Horizontal
12060 * 74 Horizontal
14472 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line Me.lrg.in o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4824 37.58 31.44 5.87 35.46 39.43 54 14.57 Vertical
7236 27.36 36.38 7.08 35.32 355 54 18.5 Vertical
9648 27.35 38.01 9.01 35.72 38.65 54 15.35 Vertical
12060 54 Vertical
14472 54 Vertical
4824 37.63 31.44 5.87 35.46 39.48 54 14.52 Horizontal
7236 27.38 36.38 7.08 35.32 35.52 54 18.48 Horizontal
9648 27.54 38.01 9.01 35.72 38.84 54 15.16 Horizontal
12060 54 Horizontal
14472 54 Horizontal

Remark:

7. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
8. “*", means this data is the too weak instrument of signal is unable to test.
9. The emission levels of other frequencies are very lower than the limit and not show in test report.




7. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
8. “*, means this data is the too weak instrument of signal is unable to test.
9. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 06
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 46.83 30.88 5.7 35.27 48.14 74 25.86 Vertical
7311 37.54 35.82 6.91 35.13 45.14 74 28.86 Vertical
9748 37.63 37.45 8.84 35.53 48.39 74 25.61 Vertical
12185 74 Vertical
14622 74 Vertical
4874 43.25 30.88 5.7 35.27 44 .56 74 29.44 Horizontal
7311 37.84 35.82 6.91 35.13 45.44 74 28.56 Horizontal
9748 38.25 37.45 8.84 35.53 49.01 74 24.99 Horizontal
12185 * 74 Horizontal
14622 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4874 37.25 30.88 5.7 35.27 38.56 54 15.44 Vertical
7311 27.35 35.82 6.91 35.13 34.95 54 19.05 Vertical
9748 27.38 37.45 8.84 35.53 38.14 54 15.86 Vertical
12185 54 Vertical
14622 54 Vertical
4874 37.52 30.88 5.7 35.27 38.83 54 15.17 Horizontal
7311 27.54 35.82 6.91 35.13 35.14 54 18.86 Horizontal
9748 27.38 37.45 8.84 35.53 38.14 54 15.86 Horizontal
12185 54 Horizontal
14622 54 Horizontal
Remark:




7. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
8. “*, means this data is the too weak instrument of signal is unable to test.
9. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 11
Peak value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 46.52 30.98 5.73 35.32 47.91 74 26.09 Vertical
7386 40.25 35.92 6.94 35.18 47.93 74 26.07 Vertical
9848 37.52 37.55 8.87 35.58 48.36 74 25.64 Vertical
12310 74 74 Vertical
14772 74 74 Vertical
4924 46.65 30.98 5.73 35.32 48.04 74 25.96 Horizontal
7386 40.63 35.92 6.94 35.18 48.31 74 25.69 Horizontal
9848 40.37 37.55 8.87 35.58 51.21 74 22.79 Horizontal
12310 * 74 Horizontal
14772 * 74 Horizontal
Average value:
Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization
(dBuV) | (dB/m) (dB) (dB) (dB)
4924 36.57 30.98 5.73 35.32 37.96 54 16.04 Vertical
7386 27.52 35.92 6.94 35.18 35.2 54 18.8 Vertical
9848 27.35 37.55 8.87 35.58 38.19 54 15.81 Vertical
12310 54 Vertical
14772 54 Vertical
4924 37.45 30.98 5.73 35.32 38.84 54 15.16 Horizontal
7386 27.84 35.92 6.94 35.18 35.52 54 18.48 Horizontal
9848 27.58 37.55 8.87 35.58 38.42 54 15.58 Horizontal
12310 54 Horizontal
14772 54 Horizontal
Remark:
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Mode N40

Test channel: 03

Peak value:

Frequency II_?ead Antenna Cable Preamp Level Limit Line Mgrg.in .
(MHz) evel Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4844 46.34 31.78 5.88 35.49 48.51 74 25.49 Vertical
7266 37.52 36.38 7.18 35.36 45.72 74 28.28 Vertical
9688 37.84 38.11 9.06 35.78 49.23 74 24.77 Vertical
12110 74 Vertical
14532 74 Vertical
4844 46.58 31.44 5.87 35.46 48.43 74 25.57 Horizontal
7266 37.63 36.38 7.08 35.32 45.77 74 28.23 Horizontal
9688 36.75 38.01 9.01 35.72 48.05 74 25.95 Horizontal
12110 * 74 Horizontal
14532 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line Me.lrg.in o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4844 36.87 31.78 5.88 35.49 39.04 54 14.96 Vertical
7266 27.95 36.38 7.18 35.36 36.15 54 17.85 Vertical
9688 27.36 38.11 9.06 35.78 38.75 54 15.25 Vertical
12110 54 Vertical
14532 54 Vertical
4844 37.84 31.44 5.87 35.46 39.69 54 14.31 Horizontal
7266 28.38 36.38 7.08 35.32 36.52 54 17.48 Horizontal
9688 27.54 38.01 9.01 35.72 38.84 54 15.16 Horizontal
12110 54 Horizontal
14532 54 Horizontal

Remark:

10. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
11. “*", means this data is the too weak instrument of signal is unable to test.
12. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 06

Peak value:

Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4874 47.35 30.88 5.7 35.27 48.66 74 25.34 Vertical
7311 37.38 35.82 6.91 35.13 44 .98 74 29.02 Vertical
9748 37.54 37.45 8.84 35.53 48.3 74 25.7 Vertical
12185 74 Vertical
14622 74 Vertical
4874 43.35 30.88 5.7 35.27 44.66 74 29.34 Horizontal
7311 37.84 35.82 6.91 35.13 45.44 74 28.56 Horizontal
9748 37.25 37.45 8.84 35.53 48.01 74 25.99 Horizontal
12185 * 74 Horizontal
14622 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4874 37.85 30.88 5.7 35.27 39.16 54 14.84 Vertical
7311 28.16 35.82 6.91 35.13 35.76 54 18.24 Vertical
9748 27.54 37.45 8.84 35.53 38.3 54 15.7 Vertical
12185 54 Vertical
14622 54 Vertical
4874 37.38 30.88 5.7 35.27 38.69 54 15.31 Horizontal
7311 27.36 35.82 6.91 35.13 34.96 54 19.04 Horizontal
9748 27.47 37.45 8.84 35.53 38.23 54 15.77 Horizontal
12185 54 Horizontal
14622 54 Horizontal

Remark:

10. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
11. “*", means this data is the too weak instrument of signal is unable to test.
12. The emission levels of other frequencies are very lower than the limit and not show in test report.
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| Test channel: ‘ 09

Peak value:

Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r L
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4904 46.38 30.98 5.73 35.32 47.77 74 26.23 Vertical
7356 39.56 35.92 6.94 35.18 47.24 74 26.76 Vertical
9808 37.38 37.55 8.87 35.58 48.22 74 25.78 Vertical
12260 74 74 Vertical
14712 74 74 Vertical
4904 46.54 30.98 5.73 35.32 47.93 74 26.07 Horizontal
7356 40.36 35.92 6.94 35.18 48.04 74 25.96 Horizontal
9808 40.25 37.55 8.87 35.58 51.09 74 22.91 Horizontal
12260 * 74 Horizontal
14712 * 74 Horizontal

Average value:

Frequency Read Antenna Cable Preamp Level Limit Line O_ve_r o
(MHz) Level Factor Loss Factor (dBuV/m) (dBuV/m) Limit Polarization

(dBuV) | (dB/m) (dB) (dB) (dB)

4904 36.75 30.98 5.73 35.32 38.14 54 15.86 Vertical
7356 27.56 35.92 6.94 35.18 35.24 54 18.76 Vertical
9808 27.51 37.55 8.87 35.58 38.35 54 15.65 Vertical
12260 54 Vertical
14712 54 Vertical
4904 37.25 30.98 5.73 35.32 38.64 54 15.36 Horizontal
7356 27.52 35.92 6.94 35.18 35.2 54 18.8 Horizontal
9808 27.65 37.55 8.87 35.58 38.49 54 15.51 Horizontal
12260 54 Horizontal
14712 54 Horizontal

Remark:

10. Final Level =Receiver Read level + Antenna Factor + Cable Loss — Preamplifier Factor
11. “*", means this data is the too weak instrument of signal is unable to test.
12. The emission levels of other frequencies are very lower than the limit and not show in test report.



