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5.12.4 MEASUREMENT RESULTS 

 

20 MHz Bandwidth Pulse Types 1 to 4 and 6 

RADAR TYPE 1 Table Random RADAR TYPE 1 5a 

Trial # 
Number of 
Pulses per 

Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial # 
Number 
of Pulses 
per Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 76 1 2072 yes 1 102 1 518 yes 

2 76 1 2062 yes 2 99 1 538 yes 

3 71 1 1728 yes 3 95 1 558 yes 

4 72 1 1793 yes 4 92 1 578 yes 

5 66 1 1504 yes 5 89 1 598 yes 

6 74 1 1926 yes 6 86 1 618 yes 

7 60 1 1261 yes 7 83 1 638 yes 

8 78 1 2223 yes 8 81 1 658 yes 

9 70 1 1687 yes 9 78 1 678 yes 

10 73 1 1867 yes 10 76 1 698 yes 

11 70 1 1668 yes 11 74 1 718 yes 

12 67 1 1536 yes 12 72 1 738 yes 

13 83 1 2867 yes 13 70 1 758 yes 

14 45 1 932 yes 14 68 1 778 yes 

15 82 1 2678 yes 15 67 1 798 yes 

RADAR TYPE 2 RADAR TYPE 3 

Trial # 
Number of 
Pulses per 

Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial # 
Number 
of Pulses 
per Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 29 2.1 220 yes 1 16 9.9 458 yes 

2 26 2.9 198 yes 2 16 7.5 409 yes 

3 24 1.1 180 yes 3 17 6.6 453 yes 

4 27 4.6 179 yes 4 17 9.7 255 yes 

5 28 1.9 216 yes 5 17 6.6 251 yes 

6 28 4.7 152 yes 6 18 8.8 499 yes 

7 28 3.5 157 yes 7 17 9.2 497 yes 

8 25 2.8 211 yes 8 18 8.2 284 yes 

9 24 1.5 179 yes 9 18 6.4 312 yes 

10 29 4.2 211 yes 10 17 9.4 306 yes 

11 27 3.6 170 yes 11 17 7.6 305 yes 

12 24 1.8 178 yes 12 16 7.1 448 yes 

13 26 2.7 195 yes 13 17 7.7 299 yes 

14 27 1.7 169 yes 14 17 6.8 225 yes 

15 26 4.4 197 yes 15 17 9.7 370 yes 

16 29 3.6 195 yes 16 17 8.2 264 yes 

17 24 1.6 177 yes 17 17 8.8 302 yes 

18 23 4.4 159 yes 18 17 9.9 307 yes 

19 28 3.1 174 yes 19 17 7.1 274 yes 

20 24 1.2 227 yes 20 18 9.1 240 yes 

21 23 3.5 208 yes 21 17 7.4 303 yes 

22 27 4.6 198 yes 22 17 7.7 226 yes 

23 24 4.7 170 yes 23 18 10 270 yes 

24 25 3.1 223 yes 24 17 6.7 287 yes 

25 26 3.1 195 yes 25 17 8.4 283 yes 

26 24 4.5 171 yes 26 17 7 356 yes 

27 25 1.5 172 yes 27 17 9.7 449 yes 

28 23 2.4 172 yes 28 17 6 472 yes 

29 24 4.5 217 yes 29 17 10 239 yes 

30 25 1.5 218 yes 30 17 8.5 260 yes 
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RADAR TYPE 4 RADAR TYPE 6 

Trial 
# 

Number 
of Pulses 
per Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial # 
Number 
of Pulses 
per Hop 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 13 15.9 239 yes 1 9 1 333 yes 

2 16 18.6 336 yes 2 9 1 333 yes 

3 14 15 206 yes 3 9 1 333 yes 

4 13 14.4 338 yes 4 9 1 333 yes 

5 13 12.3 396 yes 5 9 1 333 yes 

6 16 18.8 225 yes 6 9 1 333 yes 

7 14 19.5 219 yes 7 9 1 333 yes 

8 14 19.5 338 yes 8 9 1 333 yes 

9 13 18.6 399 yes 9 9 1 333 yes 

10 15 14.9 440 yes 10 9 1 333 yes 

11 15 16.9 411 yes 11 9 1 333 yes 

12 14 16.2 467 yes 12 9 1 333 yes 

13 12 16.4 471 yes 13 9 1 333 yes 

14 15 19.9 397 yes 14 9 1 333 yes 

15 14 19 253 yes 15 9 1 333 yes 

16 15 14.3 212 yes 16 9 1 333 yes 

17 14 16.3 287 yes 17 9 1 333 yes 

18 14 12.2 210 yes 18 9 1 333 yes 

19 13 17.9 424 yes 19 9 1 333 yes 

20 13 11.4 359 yes 20 9 1 333 yes 

21 15 13.4 377 yes 21 9 1 333 yes 

22 14 19.2 478 yes 22 9 1 333 yes 

23 15 17.4 287 yes 23 9 1 333 yes 

24 13 14.4 345 yes 24 9 1 333 yes 

25 13 19.7 315 yes 25 9 1 333 yes 

26 13 12.2 430 yes 26 9 1 333 yes 

27 12 11.3 307 yes 27 9 1 333 yes 

28 14 12.3 254 yes 28 9 1 333 yes 

29 13 16.4 381 yes 29 9 1 333 yes 

30 13 19.7 325 yes 30 9 1 333 yes 
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40 MHz Bandwidth Pulse Types 1 to 4 and 6 

RADAR TYPE 1 Table 5a RADAR TYPE 1 

Trial 
# 

Number 
of 

Pulses 

per 
Burst 

Pulse 
Width 

(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 

per Burst 

Pulse 
Width 

(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 76 1 2072 yes 1 102 1 518 yes 

2 76 1 2062 yes 2 99 1 538 yes 

3 71 1 1728 yes 3 95 1 558 yes 

4 72 1 1793 yes 4 92 1 578 yes 

5 66 1 1504 yes 5 89 1 598 yes 

6 74 1 1926 yes 6 86 1 618 yes 

7 60 1 1261 yes 7 83 1 638 yes 

8 78 1 2223 yes 8 81 1 658 yes 

9 70 1 1687 yes 9 78 1 678 yes 

10 73 1 1867 yes 10 76 1 698 yes 

11 70 1 1668 yes 11 74 1 718 yes 

12 67 1 1536 yes 12 72 1 738 yes 

13 83 1 2867 yes 13 70 1 758 yes 

14 45 1 932 yes 14 68 1 778 yes 

15 82 1 2678 yes 15 67 1 798 yes 

RADAR TYPE 2 RADAR TYPE 3 

Trial 
# 

Number 
of 

Pulses 
per 

Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 
per Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 29 2.1 220 yes 1 16 9.9 458 yes 

2 26 2.9 198 yes 2 16 7.5 409 yes 

3 24 1.1 180 yes 3 17 6.6 453 yes 

4 27 4.6 179 yes 4 17 9.7 255 yes 

5 28 1.9 216 yes 5 17 6.6 251 yes 

6 28 4.7 152 yes 6 18 8.8 499 yes 

7 28 3.5 157 yes 7 17 9.2 497 yes 

8 25 2.8 211 yes 8 18 8.2 284 yes 

9 24 1.5 179 yes 9 18 6.4 312 yes 

10 29 4.2 211 yes 10 17 9.4 306 yes 

11 27 3.6 170 yes 11 17 7.6 305 yes 

12 24 1.8 178 yes 12 16 7.1 448 yes 

13 26 2.7 195 yes 13 17 7.7 299 yes 

14 27 1.7 169 yes 14 17 6.8 225 yes 

15 26 4.4 197 yes 15 17 9.7 370 yes 

16 29 3.6 195 yes 16 17 8.2 264 yes 

17 24 1.6 177 yes 17 17 8.8 302 yes 

18 23 4.4 159 yes 18 17 9.9 307 yes 

19 28 3.1 174 yes 19 17 7.1 274 yes 

20 24 1.2 227 yes 20 18 9.1 240 yes 

21 23 3.5 208 yes 21 17 7.4 303 yes 

22 27 4.6 198 yes 22 17 7.7 226 yes 

23 24 4.7 170 yes 23 18 10 270 yes 

24 25 3.1 223 yes 24 17 6.7 287 yes 

25 26 3.1 195 yes 25 17 8.4 283 yes 

26 24 4.5 171 yes 26 17 7 356 yes 

27 25 1.5 172 yes 27 17 9.7 449 yes 

28 23 2.4 172 yes 28 17 6 472 yes 

29 24 4.5 217 yes 29 17 10 239 yes 

30 25 1.5 218 yes 30 17 8.5 260 yes 



 

  
TEST REPORT REFERENCE: MDE_UBLOX_2411_FCC_02_rev02 Page 690 of 719 

 

 

RADAR TYPE 4 RARAR TYPE 6 

Trial 
# 

Number 
of Pulses 

per 
Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 
per Hop 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 13 15.9 239 yes 1 9 1 333 yes 

2 16 18.6 336 yes 2 9 1 333 yes 

3 14 15 206 yes 3 9 1 333 yes 

4 13 14.4 338 yes 4 9 1 333 yes 

5 13 12.3 396 yes 5 9 1 333 yes 

6 16 18.8 225 yes 6 9 1 333 yes 

7 14 19.5 219 yes 7 9 1 333 yes 

8 14 19.5 338 yes 8 9 1 333 yes 

9 13 18.6 399 yes 9 9 1 333 yes 

10 15 14.9 440 yes 10 9 1 333 yes 

11 15 16.9 411 yes 11 9 1 333 yes 

12 14 16.2 467 yes 12 9 1 333 yes 

13 12 16.4 471 yes 13 9 1 333 yes 

14 15 19.9 397 yes 14 9 1 333 yes 

15 14 19 253 yes 15 9 1 333 yes 

16 15 14.3 212 yes 16 9 1 333 yes 

17 14 16.3 287 yes 17 9 1 333 yes 

18 14 12.2 210 yes 18 9 1 333 yes 

19 13 17.9 424 yes 19 9 1 333 yes 

20 13 11.4 359 yes 20 9 1 333 yes 

21 15 13.4 377 yes 21 9 1 333 yes 

22 14 19.2 478 yes 22 9 1 333 yes 

23 15 17.4 287 yes 23 9 1 333 yes 

24 13 14.4 345 yes 24 9 1 333 yes 

25 13 19.7 315 yes 25 9 1 333 yes 

26 13 12.2 430 yes 26 9 1 333 yes 

27 12 11.3 307 yes 27 9 1 333 yes 

28 14 12.3 254 yes 28 9 1 333 yes 

29 13 16.4 381 yes 29 9 1 333 yes 

30 13 19.7 325 yes 30 9 1 333 yes 
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80 MHz Bandwidth Pulse Types 1 to 4 and 6 

RADAR TYPE 1 Table 5a RADAR TYPE 1 

Trial 
# 

Number 
of 

Pulses 

per 
Burst 

Pulse 
Width 

(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 

per Burst 

Pulse 
Width 

(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 76 1 2072 yes 1 102 1 518 yes 

2 76 1 2062 yes 2 99 1 538 yes 

3 71 1 1728 yes 3 95 1 558 yes 

4 72 1 1793 yes 4 92 1 578 yes 

5 66 1 1504 yes 5 89 1 598 yes 

6 74 1 1926 yes 6 86 1 618 yes 

7 60 1 1261 yes 7 83 1 638 yes 

8 78 1 2223 yes 8 81 1 658 yes 

9 70 1 1687 yes 9 78 1 678 yes 

10 73 1 1867 yes 10 76 1 698 yes 

11 70 1 1668 yes 11 74 1 718 yes 

12 67 1 1536 yes 12 72 1 738 yes 

13 83 1 2867 yes 13 70 1 758 yes 

14 45 1 932 yes 14 68 1 778 yes 

15 82 1 2678 yes 15 67 1 798 yes 

RADAR TYPE 2 RADAR TYPE 3 

Trial 
# 

Number 
of 

Pulses 
per 

Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 
per Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 29 2.1 220 Yes 1 16 9.9 458 yes 

2 26 2.9 198 Yes 2 16 7.5 409 yes 

3 24 1.1 180 Yes 3 17 6.6 453 yes 

4 27 4.6 179 Yes 4 17 9.7 255 yes 

5 28 1.9 216 Yes 5 17 6.6 251 yes 

6 28 4.7 152 Yes 6 18 8.8 499 yes 

7 28 3.5 157 No 7 17 9.2 497 yes 

8 25 2.8 211 Yes 8 18 8.2 284 yes 

9 24 1.5 179 Yes 9 18 6.4 312 yes 

10 29 4.2 211 Yes 10 17 9.4 306 yes 

11 27 3.6 170 Yes 11 17 7.6 305 yes 

12 24 1.8 178 Yes 12 16 7.1 448 yes 

13 26 2.7 195 Yes 13 17 7.7 299 yes 

14 27 1.7 169 No 14 17 6.8 225 yes 

15 26 4.4 197 Yes 15 17 9.7 370 yes 

16 29 3.6 195 Yes 16 17 8.2 264 no 

17 24 1.6 177 Yes 17 17 8.8 302 yes 

18 23 4.4 159 Yes 18 17 9.9 307 yes 

19 28 3.1 174 Yes 19 17 7.1 274 yes 

20 24 1.2 227 Yes 20 18 9.1 240 yes 

21 23 3.5 208 No 21 17 7.4 303 yes 

22 27 4.6 198 Yes 22 17 7.7 226 yes 

23 24 4.7 170 Yes 23 18 10 270 no 

24 25 3.1 223 Yes 24 17 6.7 287 yes 

25 26 3.1 195 Yes 25 17 8.4 283 yes 

26 24 4.5 171 Yes 26 17 7 356 no 

27 25 1.5 172 Yes 27 17 9.7 449 yes 

28 23 2.4 172 Yes 28 17 6 472 yes 

29 24 4.5 217 Yes 29 17 10 239 yes 

30 25 1.5 218 Yes 30 17 8.5 260 yes 
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RADAR TYPE 4 RARAR TYPE 6 

Trial 
# 

Number 
of Pulses 

per 
Burst 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

Trial 
# 

Number 
of Pulses 
per Hop 

Pulse 
Width 
(µsec) 

PRI 
(µs) 

Detection 
(yes/no) 

1 13 15.9 239 Yes 1 9 1 333 yes 

2 16 18.6 336 Yes 2 9 1 333 yes 

3 14 15 206 Yes 3 9 1 333 yes 

4 13 14.4 338 No 4 9 1 333 yes 

5 13 12.3 396 Yes 5 9 1 333 yes 

6 16 18.8 225 Yes 6 9 1 333 yes 

7 14 19.5 219 Yes 7 9 1 333 yes 

8 14 19.5 338 Yes 8 9 1 333 yes 

9 13 18.6 399 No 9 9 1 333 yes 

10 15 14.9 440 Yes 10 9 1 333 yes 

11 15 16.9 411 No 11 9 1 333 yes 

12 14 16.2 467 Yes 12 9 1 333 yes 

13 12 16.4 471 No 13 9 1 333 yes 

14 15 19.9 397 No 14 9 1 333 yes 

15 14 19 253 No 15 9 1 333 yes 

16 15 14.3 212 Yes 16 9 1 333 yes 

17 14 16.3 287 No 17 9 1 333 yes 

18 14 12.2 210 No 18 9 1 333 yes 

19 13 17.9 424 No 19 9 1 333 yes 

20 13 11.4 359 Yes 20 9 1 333 yes 

21 15 13.4 377 Yes 21 9 1 333 yes 

22 14 19.2 478 Yes 22 9 1 333 yes 

23 15 17.4 287 Yes 23 9 1 333 yes 

24 13 14.4 345 No 24 9 1 333 yes 

25 13 19.7 315 No 25 9 1 333 yes 

26 13 12.2 430 No 26 9 1 333 yes 

27 12 11.3 307 Yes 27 9 1 333 yes 

28 14 12.3 254 Yes 28 9 1 333 yes 

29 13 16.4 381 Yes 29 9 1 333 yes 

30 13 19.7 325 Yes 30 9 1 333 yes 
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Pulse Type 5 

TYPE 5 20 MHz TYPE 5 40 MHz 

Trial # 
Detection 
(yes/no) 

Radar Pulse Freq. 
[MHz] 

Trial # 
Detection 
(yes/no) 

Radar Pulse Freq. 
[MHz] 

1 yes 5500 1 yes 5510 

2 yes 5500 2 yes 5510 

3 yes 5500 3 yes 5510 

4 yes 5500 4 yes 5510 

5 yes 5500 5 yes 5510 

6 yes 5500 6 yes 5510 

7 yes 5500 7 yes 5510 

8 yes 5500 8 yes 5510 

9 yes 5500 9 yes 5510 

10 yes 5500 10 yes 5510 

11 yes 5497.6 11 yes 5498.4 

12 yes 5494.8 12 yes 5495.6 

13 yes 5497.6 13 yes 5498.4 

14 yes 5497.6 14 yes 5498.4 

15 yes 5494 15 yes 5494.8 

16 yes 5493.6 16 yes 5494.4 

17 yes 5496.4 17 yes 5497.2 

18 yes 5498.4 18 yes 5499.2 

19 yes 5493.6 19 yes 5494.4 

20 yes 5498.4 20 yes 5499.2 

21 yes 5505.6 21 yes 5524.8 

22 yes 5506.4 22 yes 5525.6 

23 yes 5505.2 23 yes 5524.4 

24 yes 5501.2 24 yes 5520.4 

25 yes 5501.2 25 yes 5520.4 

26 yes 5505.6 26 yes 5524.8 

27 yes 5505.2 27 yes 5524.4 

28 yes 5506.4 28 yes 5525.6 

29 yes 5502 29 yes 5521.2 

30 yes 5504.8 30 yes 5524 
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TYPE 5 80 MHz 

Trial # Detection (yes/no) Radar Pulse Freq. [MHz] 

1 yes 5530 

2 no 5530 

3 yes 5530 

4 yes 5530 

5 yes 5530 

6 yes 5530 

7 yes 5530 

8 yes 5530 

9 yes 5530 

10 yes 5530 

11 yes 5497.65 

12 yes 5494.85 

13 yes 5497.65 

14 yes 5497.65 

15 yes 5494.05 

16 yes 5493.65 

17 yes 5496.45 

18 yes 5498.45 

19 yes 5493.65 

20 yes 5498.45 

21 yes 5565.55 

22 yes 5566.35 

23 yes 5565.15 

24 yes 5561.15 

25 yes 5561.15 

26 yes 5565.55 

27 yes 5565.15 

28 yes 5566.35 

29 yes 5561.95 

30 yes 5564.75 
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Trial Number : 1           

Bursts in Trial: 8           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 56.1 16 1930 
 

499 

2 2 84.7 16 1121 
 

366 

3 2 91.7 16 1365 
 

303 

4 2 96.2 16 1342 
 

168 

5 2 68.4 16 1272 
 

851 

6 1 54.1 16 
  

458 

7 3 93.8 16 1658 1510 641 

8 2 96.4 16 1127 
 

79 

Trial Number : 2           

Bursts in Trial: 9           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 63.5 7     230 

2 3 58.3 7 1668 1040 808 

3 1 67.4 7     394 

4 3 51.1 7 967 1692 136 

5 2 51.9 7 1829   601 

6 1 79.5 7     1097 

7 2 57.4 7 1600   1109 

8 2 87.6 7 1577   1009 

9 3 83.8 7 1281 1417 292 

Trial Number : 3           

Bursts in Trial: 10           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 69.5 7 1846 1796 7 

2 1 72.7 7 
  

500 

3 1 62.2 7 
  

164 

4 3 54.8 7 1238 1534 302 

5 2 79 7 1350 
 

133 

6 2 87.4 7 1743 
 

195 

7 2 79.8 7 1857 
 

1010 

8 2 85.2 7 1091 
 

819 

9 2 52.6 7 1369 
 

1122 

10 2 71.8 7 1722 
 

343 
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Trial Number : 4           

Bursts in Trial: 11           

Burst 
Number of 

Pulses 

Pulse 
Width 

(µsec) 

Chirp 
Width 

(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 61.2 9 1320 
 

810 

2 1 58.7 9 
  

738 

3 3 85.6 9 1894 1867 160 

4 1 99.2 9 
  

1033 

5 2 88.7 9 1884 
 

586 

6 1 90.9 9 
  

599 

7 2 72.3 9 1728 
 

243 

8 2 57.3 9 1908 
 

562 

9 2 83.7 9 1435 
 

567 

10 1 59.1 9 
  

461 

11 3 78.5 9 1508 1501 986 

Trial Number : 5           

Bursts in Trial: 12           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 78 14 1702 
 

23 

2 3 93.4 14 1837 1582 308 

3 2 69.5 14 995 
 

831 

4 3 96.8 14 1256 1903 597 

5 2 89.6 14 1846 
 

514 

6 2 73.3 14 1452 
 

873 

7 2 50.7 14 1380 
 

588 

8 2 96.9 14 1183 
 

258 

9 2 77 14 1528 
 

900 

10 1 91.1 14 
  

926 

11 3 74.5 14 1841 1008 678 

12 1 64.7 14 
  

310 

Trial Number : 6           

Bursts in Trial: 13           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 54 14 1324 
 

635 

2 2 57.2 14 1001 
 

512 

3 1 61.9 14 
  

40 

4 3 93.2 14 915 935 56 

5 3 93.6 14 1306 1393 59 

6 2 68.1 14 1202 
 

628 

7 3 89.7 14 913 1765 99 

8 2 97.9 14 1197 
 

889 

9 2 87 14 1620 
 

749 

10 2 89.5 14 1287 
 

666 

11 2 74.6 14 1164 
 

162 

12 1 62.4 14 
  

352 

13 2 63.8 14 1932 
 

246 
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Trial Number : 7           

Bursts in Trial: 14           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 92.2 18 1249 
 

63 

2 2 95.8 18 1397 
 

292 

3 2 75.9 18 1451 
 

755 

4 3 89.1 18 1882 1680 388 

5 2 73.8 18 1616 
 

377 

6 3 65.8 18 1440 1330 179 

7 2 94.4 18 1618 
 

395 

8 1 97.7 18 
  

581 

9 1 89.8 18 
  

4 

10 1 65.9 18 
  

436 

11 2 85.7 18 1371 
 

570 

12 1 59.1 18 
  

451 

13 2 74.7 18 1216 
 

319 

14 1 85.7 18 
  

846 

Trial Number : 8           

Bursts in Trial: 15           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 79.8 12 1181 
 

683 

2 2 89 12 1704 
 

740 

3 2 56.8 12 1609 
 

499 

4 1 58 12 
  

349 

5 2 94.5 12 1527 
 

641 

6 1 86.3 12 
  

65 

7 1 79.5 12 
  

729 

8 3 76 12 1917 949 466 

9 3 89.9 12 1019 1706 176 

10 3 99.6 12 1734 1646 370 

11 1 83.1 12 
  

708 

12 3 57.2 12 1557 1786 406 

13 2 56.4 12 1777 
 

269 

14 3 89.4 12 979 1123 528 

15 1 63.1 12 
  

478 

Trial Number : 9           

Bursts in Trial: 16           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 56.1 17 1250 
 

537 

2 2 99.7 17 1874 
 

705 

3 1 96.8 17 
  

419 

4 3 90.4 17 941 1651 363 

5 1 96.8 17 
  

703 

6 3 53 17 1882 1648 181 

7 2 57.3 17 1694 
 

254 

8 2 50.5 17 1758 
 

30 

9 2 59 17 963 
 

115 

10 2 96.3 17 1741 
 

91 

11 2 93.3 17 1905 
 

373 

12 2 65.4 17 1778 
 

742 

13 2 98.2 17 1585 
 

218 

14 1 87.3 17 
  

622 

15 2 87.3 17 1510 
 

558 

16 3 99.1 17 1869 1445 179 
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Trial Number : 10           

Bursts in Trial: 17           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 84.2 19 
  

49 

2 2 68.5 19 1121 
 

68 

3 3 65 19 1536 1755 46 

4 1 64.2 19 
  

97 

5 3 88.6 19 1213 1524 686 

6 1 81.3 19 
  

347 

7 3 60.2 19 1562 1782 28 

8 1 76.6 19 
  

152 

9 1 72 19 
  

161 

10 2 63.1 19 1050 
 

506 

11 3 85.9 19 956 1873 38 

12 2 92 19 1388 
 

190 

13 1 68.6 19 
  

621 

14 2 98.8 19 1403 
 

596 

15 2 68.2 19 1422 
 

154 

16 2 52.5 19 966 
 

124 

17 1 63.4 19 
  

202 

Trial Number : 11           

Bursts in Trial: 18           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 72.6 16 1424 988 426 

2 1 74.7 16 
  

517 

3 1 67.3 16 
  

427 

4 1 98.8 16 
  

56 

5 2 59.9 16 985 
 

12 

6 2 67.5 16 1018 
 

532 

7 2 83.9 16 1788 
 

91 

8 1 91.3 16 
  

113 

9 3 97.5 16 1470 1543 214 

10 1 86.8 16 
  

126 

11 2 77.9 16 1602 
 

541 

12 2 62.2 16 1580 
 

78 

13 2 80.2 16 943 
 

185 

14 3 61.6 16 1162 1745 422 

15 1 72.7 16 
  

227 

16 3 59.5 16 1399 1021 268 

17 2 92.5 16 1677 
 

239 

18 2 68.3 16 1476 
 

580 
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Trial Number : 12           

Bursts in Trial: 19           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 61.5 9 1785 947 493 

2 2 60.5 9 1320 
 

2 

3 1 84.2 9 
  

34 

4 1 84.8 9 
  

601 

5 1 79.9 9 
  

282 

6 1 90.4 9 
  

242 

7 2 96.8 9 965 
 

561 

8 2 95.8 9 1301 
 

472 

9 1 71.9 9 
  

54 

10 2 74.5 9 1242 
 

484 

11 2 61.7 9 1405 
 

506 

12 1 50.1 9 
  

575 

13 2 71.1 9 1787 
 

457 

14 2 61.6 9 1815 
 

580 

15 1 86.4 9 
  

455 

16 1 57.7 9 
  

108 

17 1 95.1 9 
  

300 

18 1 94.9 9 
  

99 

19 1 88.2 9 
  

508 

Trial Number : 13           

Bursts in Trial: 20           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 60.7 16 
  

364 

2 2 96.6 16 926 
 

130 

3 2 80.2 16 1700 
 

288 

4 2 53 16 1057 
 

538 

5 3 82.2 16 1603 1416 274 

6 3 52.1 16 1568 1666 158 

7 1 93.1 16 
  

238 

8 3 89.3 16 1054 1310 274 

9 3 77.4 16 1396 1714 142 

10 3 55.8 16 1330 1489 161 

11 2 98.8 16 1515 
 

501 

12 3 93.5 16 1793 1603 556 

13 1 74.7 16 
  

117 

14 2 75.6 16 1293 
 

389 

15 1 87.9 16 
  

333 

16 2 88.2 16 1163 
 

477 

17 2 55.2 16 1698 
 

141 

18 2 64.4 16 1679 
 

311 

19 3 86.1 16 1624 1631 538 

20 2 96.1 16 1550 
 

503 
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Trial Number : 14           

Bursts in Trial: 8           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 63.9 16 
  

1128 

2 1 97.5 16 
  

1077 

3 3 54.7 16 1301 1569 217 

4 3 87.6 16 1889 1326 17 

5 2 78.6 16 1446 
 

1256 

6 3 55.6 16 1479 1191 163 

7 1 50.3 16 
  

1338 

8 1 68.2 16 
  

659 

Trial Number : 15           

Bursts in Trial: 9           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 67.6 7 1527 
 

759 

2 2 94.5 7 1587 
 

238 

3 2 79.5 7 1024 
 

1294 

4 2 95.8 7 1325 
 

294 

5 2 67.1 7 1358 
 

509 

6 3 65.5 7 1343 1365 993 

7 3 67.8 7 1418 1827 1039 

8 1 98.5 7 
  

279 

9 2 85.4 7 1604 
 

242 

Trial Number : 16           

Bursts in Trial: 10           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 72.9 6 1116 
 

241 

2 3 65.4 6 1539 1104 582 

3 2 94.8 6 1221 
 

434 

4 2 67.2 6 1869 
 

816 

5 3 52.3 6 1679 1492 211 

6 1 73.7 6 
  

232 

7 3 63.6 6 1225 1434 278 

8 1 72 6 
  

391 

9 1 80.7 6 
  

275 

10 2 93.8 6 1257 
 

510 

 
  



 

  
TEST REPORT REFERENCE: MDE_UBLOX_2411_FCC_02_rev02 Page 701 of 719 

 

Trial Number : 17           

Bursts in Trial: 11           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 83.6 13 1682 
 

640 

2 3 94.5 13 973 1888 978 

3 2 98.3 13 1231 
 

391 

4 3 58.1 13 1901 1107 766 

5 1 77.5 13 
  

1073 

6 1 97.6 13 
  

110 

7 3 92 13 1807 1671 8 

8 3 58.8 13 1285 1705 1060 

9 3 65 13 1707 1186 183 

10 3 84.6 13 1233 933 708 

11 2 56.4 13 1132 
 

417 

Trial Number : 18           

Bursts in Trial: 12           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 64 18 1755 
 

969 

2 1 65.5 18 
  

185 

3 2 78.3 18 969 
 

254 

4 2 94.6 18 1816 
 

918 

5 2 76.1 18 1636 
 

367 

6 2 96.4 18 1480 
 

694 

7 2 52.5 18 1025 
 

211 

8 2 50.3 18 1063 
 

692 

9 2 71.1 18 959 
 

22 

10 1 90.6 18 
  

874 

11 1 54.7 18 
  

54 

12 2 52.3 18 1019 
 

449 

Trial Number : 19           

Bursts in Trial: 13           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 91.7 6 
  

675 

2 2 64.4 6 1146 
 

538 

3 1 77.1 6 
  

567 

4 2 92.8 6 1473 
 

146 

5 1 68.6 6 
  

875 

6 1 70.7 6 
  

815 

7 1 79.5 6 
  

487 

8 1 67.8 6 
  

578 

9 2 89.1 6 1066 
 

134 

10 3 62.6 6 1132 1536 868 

11 3 79.6 6 1223 1354 423 

12 2 67.6 6 1565 
 

486 

13 2 68.5 6 1635 
 

569 
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Trial Number : 20           

Bursts in Trial: 14           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 88.7 18 1312 
 

309 

2 2 71.6 18 1106 
 

288 

3 1 50.8 18 
  

805 

4 2 56.3 18 1073 
 

177 

5 2 63.3 18 1144 
 

766 

6 2 98.3 18 1508 
 

496 

7 2 92.4 18 1481 
 

11 

8 2 70.3 18 1431 
 

73 

9 2 93.9 18 1434 
 

359 

10 2 57.4 18 1543 
 

163 

11 1 57.3 18 
  

397 

12 3 86.3 18 1856 997 845 

13 2 73.8 18 1145 
 

560 

14 2 53.8 18 1583 
 

192 

Trial Number : 21           

Bursts in Trial: 15           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 78.2 8 
  

628 

2 2 98.7 8 1169 
 

609 

3 2 77.5 8 1803 
 

344 

4 2 97.2 8 918 
 

754 

5 2 98.8 8 1125 
 

177 

6 3 55.5 8 1139 1082 434 

7 2 94.2 8 1237 
 

8 

8 2 56.5 8 992 
 

735 

9 2 83.5 8 1867 
 

378 

10 1 89.2 8 
  

565 

11 3 98.7 8 1490 1275 749 

12 2 87.3 8 982 
 

740 

13 1 91.5 8 
  

396 

14 1 58.5 8 
  

71 

15 2 62.1 8 1261 
 

234 

Trial Number : 22           

Bursts in Trial: 16           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 73.4 6 
  

369 

2 3 89.1 6 967 1802 379 

3 2 55.1 6 1666 
 

110 

4 1 71.2 6 
  

225 

5 2 88.8 6 1013 
 

442 

6 2 78.6 6 1805 
 

658 

7 3 54.6 6 1690 1478 442 

8 2 68.9 6 1652 
 

133 

9 2 57.7 6 1471 
 

25 

10 1 93.1 6 
  

391 

11 3 61.8 6 1242 1763 512 

12 2 81.6 6 1664 
 

502 

13 1 92.4 6 
  

573 

14 2 94 6 1380 
 

169 

15 1 77.1 6 
  

705 

16 2 52.7 6 1732 
 

307 
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Trial Number : 23           

Bursts in Trial: 17           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 72.5 9 948 1153 546 

2 2 69.3 9 1105 
 

110 

3 3 86.2 9 1140 1692 316 

4 2 75.9 9 1060 
 

39 

5 2 68.8 9 1578 
 

492 

6 3 64.4 9 1494 973 325 

7 2 94.7 9 1799 
 

336 

8 2 95.1 9 977 
 

258 

9 3 62 9 1492 1487 447 

10 2 59 9 1020 
 

333 

11 1 68.3 9 
  

22 

12 1 58.5 9 
  

234 

13 1 84.3 9 
  

586 

14 2 58.2 9 1912 
 

662 

15 3 73.8 9 1566 1550 605 

16 2 50 9 1796 
 

175 

17 3 50.2 9 1463 1578 407 

Trial Number : 24           

Bursts in Trial: 18           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 52.8 19 
  

615 

2 2 71.2 19 1039 
 

627 

3 3 85.5 19 1830 1188 459 

4 2 50.2 19 1262 
 

141 

5 2 97.3 19 1653 
 

189 

6 2 64.9 19 1701 
 

79 

7 2 75.3 19 1406 
 

112 

8 2 55.6 19 1628 
 

381 

9 2 84 19 985 
 

504 

10 1 92 19 
  

334 

11 1 71.3 19 
  

142 

12 1 99.5 19 
  

644 

13 2 76.1 19 1032 
 

28 

14 2 68.1 19 1735 
 

358 

15 2 69.8 19 1118 
 

637 

16 1 68.4 19 
  

246 

17 2 83 19 1635 
 

211 

18 3 65.6 19 1044 1108 298 
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Trial Number : 25           

Bursts in Trial: 19           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 96.4 19 1245 
 

111 

2 2 55 19 1309 
 

541 

3 2 68.9 19 1365 
 

406 

4 3 56.7 19 1036 1674 402 

5 2 88.7 19 1642 
 

573 

6 3 71.4 19 937 1909 415 

7 1 77.4 19 
  

340 

8 2 75 19 1182 
 

86 

9 1 60 19 
  

107 

10 1 74.6 19 
  

115 

11 2 75 19 1623 
 

267 

12 2 91.1 19 1876 
 

192 

13 2 88.3 19 1181 
 

230 

14 2 56.4 19 1666 
 

579 

15 2 63 19 1041 
 

272 

16 2 91.7 19 1748 
 

240 

17 1 66.3 19 
  

390 

18 1 66.3 19 
  

115 

19 1 74.2 19 
  

60 

Trial Number : 26           

Bursts in Trial: 20           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 1 99.2 8 
  

269 

2 3 58.6 8 1480 1167 49 

3 3 91.5 8 1269 1307 221 

4 2 52.2 8 1201 
 

219 

5 1 93.2 8 
  

536 

6 2 95.7 8 1028 
 

430 

7 2 59.8 8 1287 
 

136 

8 1 59.5 8 
  

200 

9 2 68.4 8 1619 
 

312 

10 2 55.7 8 1336 
 

182 

11 1 84.5 8 
  

134 

12 1 82.8 8 
  

293 

13 2 92.3 8 1852 
 

200 

14 2 95 8 1783 
 

329 

15 2 71.3 8 1713 
 

42 

16 2 70.6 8 1451 
 

102 

17 2 63.2 8 1603 
 

191 

18 2 51.6 8 1381 
 

192 

19 2 69.7 8 1852 
 

243 

20 1 63.6 8 
  

101 

  



 

  
TEST REPORT REFERENCE: MDE_UBLOX_2411_FCC_02_rev02 Page 705 of 719 

 

Trial Number : 27           

Bursts in Trial: 12           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 99.8 9 1107 1582 648 

2 2 89.8 9 1717 
 

661 

3 2 60.8 9 1911 
 

549 

4 2 92.4 9 981 
 

319 

5 1 84.4 9 
  

458 

6 2 94.7 9 1592 
 

788 

7 1 67.4 9 
  

426 

8 1 79.6 9 
  

11 

9 2 83.9 9 1579 
 

269 

10 2 90.6 9 1827 
 

632 

11 1 55.2 9 
  

649 

12 1 96.9 9 
  

154 

Trial Number : 28           

Bursts in Trial: 13           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 2 94 6 1712 
 

474 

2 1 70.8 6 
  

286 

3 2 75.6 6 1369 
 

293 

4 3 85.9 6 1142 1004 41 

5 2 71.9 6 1896 
 

732 

6 3 73.5 6 1104 1699 216 

7 2 64.9 6 1769 
 

855 

8 2 90.2 6 1456 
 

62 

9 1 69.3 6 
  

633 

10 1 52.6 6 
  

362 

11 2 50.7 6 978 
 

115 

12 2 59.5 6 1272 
 

82 

13 1 81.4 6 
  

305 

Trial Number : 29           

Bursts in Trial: 14           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-
to-2 

Spacing 
(µsec) 

Pulse 2-
to-3 

Spacing 
(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 56.4 17 1280 1419 677 

2 3 80 17 1571 1530 80 

3 3 54.2 17 1427 1660 278 

4 1 73.9 17 
  

375 

5 2 69 17 982 
 

388 

6 2 55.3 17 1167 
 

283 

7 2 77 17 994 
 

517 

8 3 92.9 17 1726 1488 807 

9 3 66.5 17 977 1452 729 

10 2 63.7 17 1195 
 

508 

11 1 91.6 17 
  

489 

12 2 78.5 17 1171 
 

234 

13 3 88.4 17 1127 978 484 

14 3 81.3 17 1454 1580 54 
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Trial Number : 30           

Bursts in Trial: 15           

Burst 
Number of 

Pulses 

Pulse 
Width 
(µsec) 

Chirp 
Width 
(MHz) 

Pulse 1-to-
2 Spacing 

(µsec) 

Pulse 2-to-
3 Spacing 

(µsec) 

Start Location 
Within Interval 

(msec) 

1 3 58.9 10 1642 1788 718 

2 1 92.2 10 

  

165 

3 2 84.7 10 1778 

 

439 

4 2 94.9 10 914 

 

487 

5 2 64.1 10 1242 

 

310 

6 2 65.1 10 1437 

 

743 

7 2 73.6 10 1079 

 

772 

8 3 99.3 10 1481 1519 166 

9 2 86.6 10 1342 

 

737 

10 2 96.7 10 1184 

 

176 

11 3 67.3 10 1582 1143 510 

12 1 95.7 10 

  

18 

13 2 76.5 10 1436 

 

458 

14 1 70.5 10 

  

758 

15 2 96.3 10 1552 

 

471 

 
Pulse Type 6 

 
 

 

 

5.12.5 TEST EQUIPMENT USED 

- R&S TS8997 
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6 TEST EQUIPMENT 

6.1 TEST EQUIPMENT HARDWARE 

1  Conducted Emissions FCC 

 Conducted Emissions AC Mains for FCC standards 

 

Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
1.1 Opus10 TPR 

(8253.00) 
T/P Logger 13 Lufft Mess- und 

Regeltechnik GmbH 
13936 2023-12 2025-12 

1.2 Fluke 177 Digital 

Multimeter 03 
(Multimeter) 

Fluke Europe B.V. 86670383 2023-08 2025-08 

1.3 Chroma 6404 AC Source Chroma ATE INC. 64040001304 N/A N/A 

1.4 Shielded Room 
02 

Shielded Room 
4m x 3m 

Frankonia Germany 
EMC Solution GmbH 

- N/A N/A 

1.5 ESH3-Z5 Two-Line V-

Network (EUT) 

Rohde & Schwarz 

GmbH & Co. KG 

829996/002 2023-09 2025-09 

1.6 ESR 7 EMI Receiver / 
Spectrum 
Analyzer 

Rohde & Schwarz 101424 2025-04 2027-04 

1.7 Opus10 THI 

(8152.00) 

T/H Logger 02 Lufft Mess- und 

Regeltechnik GmbH 

7489 2023-12 2025-12 

1.8 CS-RUB6 Rubidium 
Frequency 
Standard 

Rohde & Schwarz 
GmbH & Co. KG 

100321 2023-10 2025-10 

 

2  R&S TS8997 

 2.4 and 5 GHz Bands Conducted Test Lab 

 

Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
2.1 Opus10 TPR 

(8253.00) 
T/P Logger 13 Lufft Mess- und 

Regeltechnik GmbH 
13936 2023-12 2025-12 

2.2 SMB100A Signal 
Generator 9 
kHz - 6 GHz 

Rohde & Schwarz 107695 2024-07 2027-07 

2.3 EX520 Digital 
Multimeter 12 

Extech Instruments 
Corp 

05157876 2024-12 2026-12 

2.4 FSV30 Signal 
Analyzer 10 Hz 
- 30 GHz 

Rohde & Schwarz 103005 2023-08 2025-08 

2.5 Opus10 THI 
(8152.00N) 

T/H Logger 01 Lufft Mess- und 
Regeltechnik GmbH 

5809 2023-12 2025-12 

2.6 FSW43 Signal 
Analyser 

Rohde & Schwarz 
GmbH & Co. KG 

102013 2023-07 2025-07 

2.7 Opus10 THI 
(8152.00) 

T/H Logger 14 Lufft Mess- und 
Regeltechnik GmbH 

13993 2023-12 2025-12 

2.8 HMP2020 Programmable 
Power Supply 

Rohde & Schwarz 
GmbH & Co. KG 

101992 N/A N/A 

2.9 SMW200A Vector Signal 
Generator 

Rohde & Schwarz 103903 2023-06 2026-06 

2.10 FSW26 Signal- & 
Spectrum-
Analyzer 

Rohde & Schwarz 
GmbH & Co. KG 

104459 2025-06 2027-06 
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Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
2.11 OSP120 Contains 

Power Meter 
and Switching 
Unit OSP-
B157W8 PLUS 

Rohde & Schwarz 101158 2024-08 2027-08 

2.12 CS-RUB6 Rubidium 
Frequency 
Standard 

Rohde & Schwarz 
GmbH & Co. KG 

100321 2023-10 2025-10 

 

3  Radiated Emissions FAR 5 GHz FCC 

 Radiated Emissions Tests for 5 GHz bands in a fully anechoic room 

 

Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
3.1 Opus10 TPR 

(8253.00) 

T/P Logger 13 Lufft Mess- und 

Regeltechnik GmbH 

13936 2023-12 2025-12 

3.2 HL 562 
ULTRALOG 

Biconical-log-
per antenna 
(30 MHz - 3 
GHz) with HL 
562E 

biconicals 

Rohde & Schwarz 
GmbH & Co. KG 

830547/003 2025-04 2028-04 

3.3 Innco Systems 
CO3000 

Controller for 
bore sight 
mast FAC 

innco systems 
GmbH 

CO3000/1460/54
740522/P 

N/A N/A 

3.4 AMF-

7D00101800-
30-10P-R 

Broadband 

Amplifier 100 
MHz - 18 GHz 

Miteq  N/A N/A 

3.5 Anechoic 
Chamber 03 

FAR, 8.80m x 
4.60m x 
4.05m (l x w x 

h)  

Albatross Projects P26971-647-001-
PRB 

N/A N/A 

3.6 Fluke 177 Digital 
Multimeter 03 
(Multimeter) 

Fluke Europe B.V. 86670383 2023-08 2025-08 

3.7 JS4-18002600-
32-5P 

Broadband 
Amplifier 18 
GHz - 26 GHz 

Miteq 849785 N/A N/A 

3.8 FSW43 Spectrum 
Analyzer 

Rohde & Schwarz 
GmbH & Co. KG 

103779 2024-12 2026-12 

3.9 EP 1200/B, 
NA/B1 

AC Source, 
Amplifier with 

integrated 
variable 
Oscillator 

Spitzenberger & 
Spies GmbH & Co. 

KG 

B6278 N/A N/A 

3.10 3160-09 Standard Gain 
/ Pyramidal 
Horn Antenna 
26.5 GHz 

EMCO Elektronic 
GmbH 

00083069 N/A N/A 

3.11 WHKX 7.0/18G-
8SS 

High Pass 
Filter 

Wainwright 
Instruments GmbH 

09 N/A N/A 

3.12 MA3000/0800-
XP-ET-compact 

Bore Sight 
Antenna Mast 

innco systems 
GmbH 

9210522 N/A N/A 

3.13 TT 1.5 WI Turn Table Maturo GmbH - N/A N/A 

3.14 3160-10 Standard Gain 
/ Pyramidal 
Horn Antenna 
40 GHz 

EMCO Elektronic 
GmbH 

00086675 N/A N/A 
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Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
3.15 Opus 20 THI 

(8120.00) 
ThermoHygro 
Datalogger 

Lufft Mess- und 
Regeltechnik GmbH 

115.0318.0802.0
33 

2023-08 2025-08 

3.16 TD1.5-10kg EUT Tilt Device 

(Rohacell) 

Maturo GmbH TD1.5-

10kg/024/37907
09 

N/A N/A 

3.17 AFS42-
00101800-25-S-
42 

Broadband 
Amplifier 25 
MHz - 18 GHz 

Miteq 2035324 N/A N/A 

3.18 HF 907 Double-ridged 
horn 

Rohde & Schwarz 102444 2024-10 2027-10 

 

4  Radiated Emissions SAC H-Field 

 Radiated emission tests in the H-Field in a semi anechoic room 

 

Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
4.1 N5000/NP Filter for EUT, 

2 Lines, 250 V, 
16 A 

ETS-LINDGREN 241515 N/A N/A 

4.2 Opus10 TPR 
(8253.00) 

T/P Logger 13 Lufft Mess- und 
Regeltechnik GmbH 

13936 2023-12 2025-12 

4.3 ESW44 EMI Receiver / 
Spectrum 
Analyzer 

Rohde & Schwarz 
GmbH & Co. KG 

101603 2024-03 2026-03 

4.4 Anechoic 
Chamber 01 

SAC/FAR, 
10.58 m x 

6.38 m x 6.00 
m 

Frankonia Germany 
EMC Solution GmbH 

none N/A N/A 

4.5 Fluke 177 Digital 
Multimeter 03 
(Multimeter) 

Fluke Europe B.V. 86670383 2023-08 2025-08 

4.6 Opus10 THI 
(8152.00) 

T/H Logger 10 Lufft Mess- und 
Regeltechnik GmbH 

12488 2023-12 2025-12 

4.7 EP 1200/B, 
NA/B1 

AC Source, 
Amplifier with 
integrated 
variable 
Oscillator 

Spitzenberger & 
Spies GmbH & Co. 
KG 

B6278 N/A N/A 

4.8 DS 420S Turn Table 2 
m diameter 

HD GmbH 420/573/99 N/A N/A 

4.9 HFH2-Z2 Loop Antenna 
+ 3 Axis 

Tripod 

Rohde & Schwarz 
GmbH & Co. KG 

829324/006 2024-04 2027-04 

4.10 CS-RUB6 Rubidium 
Frequency 
Standard 

Rohde & Schwarz 
GmbH & Co. KG 

100321 2023-10 2025-10 

 

5  Radiated Emissions SAC up to 1 GHz 

 Radiated emission tests up to 1 GHz in a semi anechoic room 

 

Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
5.1 N5000/NP Filter for EUT, 

2 Lines, 250 V, 

16 A 

ETS-LINDGREN 241515 N/A N/A 

5.2 Opus10 TPR 
(8253.00) 

T/P Logger 13 Lufft Mess- und 
Regeltechnik GmbH 

13936 2023-12 2025-12 
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Ref.No. Device Name Description Manufacturer Serial Number Last 

Calibration 

Calibration 

Due 
5.3 ESW44 EMI Receiver / 

Spectrum 
Analyzer 

Rohde & Schwarz 
GmbH & Co. KG 

101603 2024-03 2026-03 

5.4 Anechoic 
Chamber 01 

SAC/FAR, 
10.58 m x 
6.38 m x 6.00 
m 

Frankonia Germany 
EMC Solution GmbH 

none N/A N/A 

5.5 HL 562 
ULTRALOG 

Biconical-log-
per antenna 

(30 MHz - 3 
GHz) with HL 

562E 
biconicals 

Rohde & Schwarz 
GmbH & Co. KG 

830547/003 2025-04 2028-04 

5.6 Fluke 177 Digital 
Multimeter 03 

(Multimeter) 

Fluke Europe B.V. 86670383 2023-08 2025-08 

5.7 Opus10 THI 
(8152.00) 

T/H Logger 10 Lufft Mess- und 
Regeltechnik GmbH 

12488 2023-12 2025-12 

5.8 EP 1200/B, 

NA/B1 

AC Source, 

Amplifier with 
integrated 
variable 
Oscillator 

Spitzenberger & 

Spies GmbH & Co. 
KG 

B6278 N/A N/A 

5.9 DS 420S Turn Table 2 
m diameter 

HD GmbH 420/573/99 N/A N/A 

5.10 HF 906 Double-ridged 
horn 

Rohde & Schwarz 357357/001 2024-10 2027-10 

5.11 HL562E 
ULTRALOG 

Biconical-log-
per Antenna  

(30 MHz - 6 
GHz) 

Rohde & Schwarz 
GmbH & Co. KG 

102299 2024-07 2027-07 

5.12 Chase 
CBL6111C + 
INMET 64671 
18N-6dB 

Hybrid 
Antenna with 
6dB 
Attenuator 

 2624 | Kartei-Nr 
E-003226/K1026 

2023-03 2026-03 

5.13 CS-RUB6 Rubidium 
Frequency 
Standard 

Rohde & Schwarz 
GmbH & Co. KG 

100321 2023-10 2025-10 

5.14 AM 4.0 Antenna Mast 

4 m 

Maturo GmbH AM4.0/180/1192

0513 

N/A N/A 

 

The calibration interval is the time interval between “Last Calibration” and “Calibration Due” 
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6.2 TEST EQUIPMENT SOFTWARE 

 

Semi-Anechoic Chamber: 

Software Version 

EMC32 Measurement Software 10.60.10 

INNCO Mast Controller 1.02.62 

INNCO Mast Height  34.10 

INNCO Mast Elevation 36.11 

MATURO Controller 1.24 

MATURO Mast 12.19 

MATURO Turn-Table 30.10 

Fully-Anechoic Chamber: 

Software Version 

EMC32 Measurement Software 10.60.10 

MATURO Controller 1.30 

MATURO Turn-Unit  11.10 

MATURO Mast  12.10 

MATURO Turntable  12.11 

INNCO Controller 1.03.02 

INNCO Mast Height  34.10 

INNCO Mast Elevation 36.11 

TS 8997 

WMS32 Measurement Software 11.60.00 (till 2024-03-19), 11.70.00 + Hotfix 01 

Conducted AC Emissions: 

Software Version 

EMC32 Measurement Software 10.60.20 
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7 ANTENNA FACTORS, CABLE LOSS AND SAMPLE CALCULATIONS 

This chapter contains the antenna factors with their corresponding path loss of the used 

measurement path for all antennas as well as the insertion loss of the LISN. 

 

7.1 LISN R&S ESH3-Z5 (150 KHZ – 30 MHZ) 

Frequency  Corr.  

LISN 
insertion 

loss 
ESH3-Z5 

cable 
loss 

(incl. 10 
dB 

atten-
uator) 

MHz  dB  dB dB 

0.15   10.1  0.1 10.0 

5   10.3  0.1 10.2 

7   10.5  0.2 10.3 

10   10.5  0.2 10.3 

12   10.7  0.3 10.4 

14   10.7  0.3 10.4 

16   10.8  0.4 10.4 

18   10.9  0.4 10.5 

20   10.9  0.4 10.5 

22   11.1  0.5 10.6 

24   11.1  0.5 10.6 

26   11.2  0.5 10.7 

28   11.2  0.5 10.7 

30   11.3  0.5 10.8 

 
Sample calculation 

ULISN (dB µV) = U (dB µV) + Corr. (dB) 
U = Receiver reading 
LISN Insertion loss = Voltage Division Factor of LISN 
Corr. = sum of single correction factors of used LISN, cables, switch units (if used)  
Linear interpolation will be used for frequencies in between the values in the table. 
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7.2 ANTENNA R&S HFH2-Z2 (9 KHZ – 30 MHZ) 

Frequency 

AF  
HFH-
Z2) Corr.  

cable loss 
1 (inside 
chamber) 

cable loss 

2 
(outside 

chamber) 

cable 

loss 3 
(switch 
unit) 

cable 

loss 4 
(to 

receiver) 

distance 

corr.  
(-40 dB/ 
decade) 

dLimit  
(meas. 
distance 
(limit) 

dused  
(meas. 
distance 
(used) 

MHz dB (1/m) dB  dB dB dB dB dB m m 

0.009 20.50 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.01 20.45 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.015 20.37 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.02 20.36 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.025 20.38 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.03 20.32 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.05 20.35 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.08 20.30 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.1 20.20 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.2 20.17 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.3 20.14 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.49 20.12 -79.6  0.1 0.1 0.1 0.1 -80 300 3 

0.490001 20.12 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

0.5 20.11 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

0.8 20.10 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

1 20.09 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

2 20.08 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

3 20.06 -39.6  0.1 0.1 0.1 0.1 -40 30 3 

4 20.05 -39.5  0.2 0.1 0.1 0.1 -40 30 3 

5 20.05 -39.5  0.2 0.1 0.1 0.1 -40 30 3 

6 20.02 -39.5  0.2 0.1 0.1 0.1 -40 30 3 

8 19.95 -39.5  0.2 0.1 0.1 0.1 -40 30 3 

10 19.83 -39.4  0.2 0.1 0.2 0.1 -40 30 3 

12 19.71 -39.4  0.2 0.1 0.2 0.1 -40 30 3 

14 19.54 -39.4  0.2 0.1 0.2 0.1 -40 30 3 

16 19.53 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

18 19.50 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

20 19.57 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

22 19.61 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

24 19.61 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

26 19.54 -39.3  0.3 0.1 0.2 0.1 -40 30 3 

28 19.46 -39.2  0.3 0.1 0.3 0.1 -40 30 3 

30 19.73 -39.1  0.4 0.1 0.3 0.1 -40 30 3 

 
Sample calculation 

E (dB µV/m) = U (dB µV) + AF (dB 1/m) + Corr. (dB) 
U = Receiver reading 
AF = Antenna factor 
Corr. = sum of single correction factors of used cables, switch unit, distance correction, amplifier (if applicable) 
distance correction = -40 * LOG (dLimit/ dused) 
Linear interpolation will be used for frequencies in between the values in the table. 
Table shows an extract of values 
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7.3 ANTENNA R&S HL562 (30 MHZ – 1 GHZ) 
(dLimit = 3 m) 

Frequency 

AF  
R&S 

HL562 Corr.  

cable loss 
1 (inside 
chamber) 

cable loss 
2 

(outside 
chamber) 

cable 
loss 3 

(switch 
unit) 

cable 
loss 4 

(to 
receiver) 

distance 
corr.  

(-20 dB/ 
decade) 

dLimit  
(meas. 
distance 
(limit) 

dused  
(meas. 
distance 
(used) 

MHz dB (1/m) dB  dB dB dB dB dB m m 

30 18.6 0.6  0.29 0.04 0.23 0.02 0.0 3 3 

50 6.0 0.9  0.39 0.09 0.32 0.08 0.0 3 3 

100 9.7 1.2  0.56 0.14 0.47 0.08 0.0 3 3 

150 7.9 1.6  0.73 0.20 0.59 0.12 0.0 3 3 

200 7.6 1.9  0.84 0.21 0.70 0.11 0.0 3 3 

250 9.5 2.1  0.98 0.24 0.80 0.13 0.0 3 3 

300 11.0 2.3  1.04 0.26 0.89 0.15 0.0 3 3 

350 12.4 2.6  1.18 0.31 0.96 0.13 0.0 3 3 

400 13.6 2.9  1.28 0.35 1.03 0.19 0.0 3 3 

450 14.7 3.1  1.39 0.38 1.11 0.22 0.0 3 3 

500 15.6 3.2  1.44 0.39 1.20 0.19 0.0 3 3 

550 16.3 3.5  1.55 0.46 1.24 0.23 0.0 3 3 

600 17.2 3.5  1.59 0.43 1.29 0.23 0.0 3 3 

650 18.1 3.6  1.67 0.34 1.35 0.22 0.0 3 3 

700 18.5 3.6  1.67 0.42 1.41 0.15 0.0 3 3 

750 19.1 4.1  1.87 0.54 1.46 0.25 0.0 3 3 

800 19.6 4.1  1.90 0.46 1.51 0.25 0.0 3 3 

850 20.1 4.4  1.99 0.60 1.56 0.27 0.0 3 3 

900 20.8 4.7  2.14 0.60 1.63 0.29 0.0 3 3 

950 21.1 4.8  2.22 0.60 1.66 0.33 0.0 3 3 

1000 21.6 4.9  2.23 0.61 1.71 0.30 0.0 3 3 

 

(dLimit = 10 m) 

30 18.6 -9.9  0.29 0.04 0.23 0.02 -10.5 10 3 

50 6.0 -9.6  0.39 0.09 0.32 0.08 -10.5 10 3 

100 9.7 -9.2  0.56 0.14 0.47 0.08 -10.5 10 3 

150 7.9 -8.8  0.73 0.20 0.59 0.12 -10.5 10 3 

200 7.6 -8.6  0.84 0.21 0.70 0.11 -10.5 10 3 

250 9.5 -8.3  0.98 0.24 0.80 0.13 -10.5 10 3 

300 11.0 -8.1  1.04 0.26 0.89 0.15 -10.5 10 3 

350 12.4 -7.9  1.18 0.31 0.96 0.13 -10.5 10 3 

400 13.6 -7.6  1.28 0.35 1.03 0.19 -10.5 10 3 

450 14.7 -7.4  1.39 0.38 1.11 0.22 -10.5 10 3 

500 15.6 -7.2  1.44 0.39 1.20 0.19 -10.5 10 3 

550 16.3 -7.0  1.55 0.46 1.24 0.23 -10.5 10 3 

600 17.2 -6.9  1.59 0.43 1.29 0.23 -10.5 10 3 

650 18.1 -6.9  1.67 0.34 1.35 0.22 -10.5 10 3 

700 18.5 -6.8  1.67 0.42 1.41 0.15 -10.5 10 3 

750 19.1 -6.3  1.87 0.54 1.46 0.25 -10.5 10 3 

800 19.6 -6.3  1.90 0.46 1.51 0.25 -10.5 10 3 

850 20.1 -6.0  1.99 0.60 1.56 0.27 -10.5 10 3 

900 20.8 -5.8  2.14 0.60 1.63 0.29 -10.5 10 3 

950 21.1 -5.6  2.22 0.60 1.66 0.33 -10.5 10 3 

1000 21.6 -5.6  2.23 0.61 1.71 0.30 -10.5 10 3 

 
Sample calculation 

E (dB µV/m) = U (dB µV) + AF (dB 1/m) + Corr. (dB) 
U = Receiver reading 
AF = Antenna factor 
Corr. = sum of single correction factors of used cables, switch unit, distance correction, amplifier (if applicable) 
distance correction = -20 * LOG (dLimit/ dused) 
Linear interpolation will be used for frequencies in between the values in the table. 
Tables show an extract of values. 
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7.4 ANTENNA R&S HF907 (1 GHZ – 18 GHZ) 

Frequency 

AF  
R&S 

HF907 Corr.  

cable loss 
1 (relay 
+ cable 
inside 

chamber) 

cable loss 
2 

(outside 
chamber) 

cable loss 
3 (switch 

unit, 
atten-
uator & 

pre-amp) 

cable loss 
4 (to 

receiver)     

MHz 
dB 

(1/m) dB  dB dB dB dB     

1000 24.4 -19.4  0.99 0.31 -21.51 0.79     

2000 28.5 -17.4  1.44 0.44 -20.63 1.38     

3000 31.0 -16.1  1.87 0.53 -19.85 1.33     

4000 33.1 -14.7  2.41 0.67 -19.13 1.31     

5000 34.4 -13.7  2.78 0.86 -18.71 1.40     

6000 34.7 -12.7  2.74 0.90 -17.83 1.47     

7000 35.6 -11.0  2.82 0.86 -16.19 1.46     

                   

Frequency 

AF  
R&S 

HF907 Corr.  

cable loss 
1 (relay 
inside 

chamber) 

cable loss 
2 (inside 
chamber) 

cable loss 
3 

(outside 
chamber) 

cable loss 
4 (switch 

unit, 
atten-
uator & 

pre-amp) 

cable loss 
5 (to 

receiver) 

used  
for  
FCC 
15.247 

MHz 
dB 

(1/m) dB  dB dB dB dB dB   

3000 31.0 -23.4  0.47 1.87 0.53 -27.58 1.33   

4000 33.1 -23.3  0.56 2.41 0.67 -28.23 1.31   

5000 34.4 -21.7  0.61 2.78 0.86 -27.35 1.40   

6000 34.7 -21.2  0.58 2.74 0.90 -26.89 1.47   

7000 35.6 -19.8  0.66 2.82 0.86 -25.58 1.46   

                   

Frequency 

AF  
R&S 

HF907 Corr.  

cable loss 
1 (relay 
inside 

chamber) 

cable loss 
2 (High 

Pass) 

cable loss 
3 (pre-

amp) 

cable loss 
4 (inside 

chamber) 

cable loss 
5 

(outside 

chamber) 

cable 
loss 6 

(to 

receiver) 

MHz 
dB 

(1/m) dB  dB dB dB dB dB dB 

7000 35.6 -57.3  0.56 1.28 -62.72 2.66 0.94 1.46 

8000 36.3 -56.3  0.69 0.71 -61.49 2.84 1.00 1.53 

9000 37.1 -55.3  0.68 0.65 -60.80 3.06 1.09 1.60 

10000 37.5 -56.2  0.70 0.54 -61.91 3.28 1.20 1.67 

11000 37.5 -55.3  0.80 0.61 -61.40 3.43 1.27 1.70 

12000 37.6 -53.7  0.84 0.42 -59.70 3.53 1.26 1.73 

13000 38.2 -53.5  0.83 0.44 -59.81 3.75 1.32 1.83 

14000 39.9 -56.3  0.91 0.53 -63.03 3.91 1.40 1.77 

15000 40.9 -54.1  0.98 0.54 -61.05 4.02 1.44 1.83 

16000 41.3 -54.1  1.23 0.49 -61.51 4.17 1.51 1.85 

17000 42.8 -54.4  1.36 0.76 -62.36 4.34 1.53 2.00 

18000 44.2 -54.7  1.70 0.53 -62.88 4.41 1.55 1.91 

 
Sample calculation 

E (dB µV/m) = U (dB µV) + AF (dB 1/m) + Corr. (dB) 
U = Receiver reading 
AF = Antenna factor 
Corr. = sum of single correction factors of used cables, switch unit, distance correction, amplifier (if applicable) 
Linear interpolation will be used for frequencies in between the values in the table. 
Tables show an extract of values. 
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7.5 ANTENNA EMCO 3160-09 (18 GHZ – 26.5 GHZ) 

Frequency 

AF  
EMCO 

3160-09 Corr.  

cable loss 
1 (inside 
chamber) 

cable 
loss 2 
(pre-
amp) 

cable loss 
3 (inside 
chamber) 

cable 
loss 4 

(switch 
unit) 

cable 
loss 5 

(to 
receiver) 

MHz dB (1/m) dB  dB dB dB dB dB 

18000 40.2 -23.5  0.72 -35.85 6.20 2.81 2.65 

18500 40.2 -23.2  0.69 -35.71 6.46 2.76 2.59 

19000 40.2 -22.0  0.76 -35.44 6.69 3.15 2.79 

19500 40.3 -21.3  0.74 -35.07 7.04 3.11 2.91 

20000 40.3 -20.3  0.72 -34.49 7.30 3.07 3.05 

20500 40.3 -19.9  0.78 -34.46 7.48 3.12 3.15 

21000 40.3 -19.1  0.87 -34.07 7.61 3.20 3.33 

21500 40.3 -19.1  0.90 -33.96 7.47 3.28 3.19 

22000 40.3 -18.7  0.89 -33.57 7.34 3.35 3.28 

22500 40.4 -19.0  0.87 -33.66 7.06 3.75 2.94 

23000 40.4 -19.5  0.88 -33.75 6.92 3.77 2.70 

23500 40.4 -19.3  0.90 -33.35 6.99 3.52 2.66 

24000 40.4 -19.8  0.88 -33.99 6.88 3.88 2.58 

24500 40.4 -19.5  0.91 -33.89 7.01 3.93 2.51 

25000 40.4 -19.3  0.88 -33.00 6.72 3.96 2.14 

25500 40.5 -20.4  0.89 -34.07 6.90 3.66 2.22 

26000 40.5 -21.3  0.86 -35.11 7.02 3.69 2.28 

26500 40.5 -21.1  0.90 -35.20 7.15 3.91 2.36 

 
Sample calculation 

E (dB µV/m) = U (dB µV) + AF (dB 1/m) + Corr. (dB) 
U = Receiver reading 
AF = Antenna factor 
Corr. = sum of single correction factors of used cables, switch unit, distance correction, amplifier (if applicable) 
Linear interpolation will be used for frequencies in between the values in the table. 
Table shows an extract of values. 
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7.6 ANTENNA EMCO 3160-10 (26.5 GHZ – 40 GHZ) 

Frequency 

AF  
EMCO 

3160-10 Corr.  

cable loss 
1 (inside 
chamber) 

cable loss 

2 
(outside 

chamber) 

cable 

loss 3 
(switch 
unit) 

cable 

loss 4 
(to 

receiver) 

distance 

corr.  
(-20 dB/ 
decade) 

dLimit  
(meas. 
distance 
(limit) 

dused  
(meas. 
distance 
(used) 

GHz dB (1/m) dB  dB dB dB dB dB m m 

26.5 43.4 -11.2  4.4       -9.5 3 1.0 

27.0 43.4 -11.2  4.4       -9.5 3 1.0 

28.0 43.4 -11.1  4.5       -9.5 3 1.0 

29.0 43.5 -11.0  4.6       -9.5 3 1.0 

30.0 43.5 -10.9  4.7       -9.5 3 1.0 

31.0 43.5 -10.8  4.7       -9.5 3 1.0 

32.0 43.5 -10.7  4.8       -9.5 3 1.0 

33.0 43.6 -10.7  4.9       -9.5 3 1.0 

34.0 43.6 -10.6  5.0       -9.5 3 1.0 

35.0 43.6 -10.5  5.1       -9.5 3 1.0 

36.0 43.6 -10.4  5.1       -9.5 3 1.0 

37.0 43.7 -10.3  5.2       -9.5 3 1.0 

38.0 43.7 -10.2  5.3       -9.5 3 1.0 

39.0 43.7 -10.2  5.4       -9.5 3 1.0 

40.0 43.8 -10.1  5.5       -9.5 3 1.0 

 
Sample calculation 

E (dB µV/m) = U (dB µV) + AF (dB 1/m) + Corr. (dB) 
U = Receiver reading 
AF = Antenna factor 
Corr. = sum of single correction factors of used cables, switch unit, distance correction, amplifier (if applicable) 
Linear interpolation will be used for frequencies in between the values in the table. 
distance correction = -20 * LOG (dLimit/ dused) 
Linear interpolation will be used for frequencies in between the values in the table. 
Table shows an extract of values. 
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8 MEASUREMENT UNCERTAINTIES 

 

Test Case Parameter Uncertainty 

AC Power Line Power ± 3.4 dB 

Field Strength of spurious radiation Power ± 5.5 dB 

6 dB / 26 dB / 99% Bandwidth Power 

Frequency 

± 2.9 dB 

± 11.2 kHz 

Conducted Output Power Power ± 2.2 dB 

Band Edge Compliance Power 

Frequency 

± 2.2 dB 

± 11.2 kHz 

Frequency Stability Frequency ± 25 Hz 

Power Spectral Density Power ± 2.2 dB 

 
 

The measurement uncertainties for all parameters are calculated with an expansion factor 

(coverage factor) k = 1.96. This means, that the true value is in the corresponding interval 

with a probability of 95 %. 

 

 
 

The verdicts in this test report are given according the above diagram: 

 

Case Measured Value Uncertainty Range Verdict 

1 below pass mark below pass mark Passed 

2 below pass mark within pass mark Passed 

3 on pass mark within pass mark Passed 

4 above pass mark within pass mark Failed 

5 above pass mark above pass mark Failed 

 

That means, the laboratory applies, as decision rule (see ISO/IEC 17025:2017), the so-called 

shared risk principle.  
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9 PHOTO REPORT 

 

Please see separate photo report.  

 

*****************************END OF TEST REPORT***************************** 


