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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

GENERAL INFORMATION

Product Description for Equipment under Test (EUT)

E Ink Tablet, ePaper Tablet, Color E ink Tablet,

Product Color ePaper Tablet, Digital Paper, Color Digital Paper,
Note-taking Tablet, E reader, Paper tablet, eBook reader
Tested Model Note Mini C

BOOX Note Mini C Plus, BOOX Note Mini C Pro,
BOOX Note Mini C (Gen II), BOOX Note Mini,
BOOX Note Mini (Gen 1), BOOX Note Mini Plus,
BOOX Note Mini Pro

Multiple Model(s)

802.11b/g/n20/ax20: 2412~2462MHz;

LIy R 802.11n40/ax40: 2422~2452MHz

Mode 802.11b/g/n20/n40/ax20/ax40
Maximum Cm;iouvszid Output Peak 17.74dBm
Modulation Technique DSSS, OFDM, OFDMA
Antenna Specification” -3.97dBi (provided by the applicant)
Voltage Range DC 5V from Type-c port or DC 3.8V from Battery

3PF5-2 for AC Line Conducted Emissions and Radiated Emissions Test

Sample serial number 3PF5-1 for RF Conducted Test (Assigned by BACL, Shenzhen)

Sample/EUT Status Good condition

Adapter Information N/A

Note: The Multiple models are electrically identical with the test model except for model name and sales channels.
Please refer to the declaration letter” for more detail, which was provided by manufacturer.

Objective

This test report is in accordance with Part 2-Subpart J, Part 15-Subparts A and C of the Federal
Communication Commission’s rules.

The tests were performed in order to determine compliance with FCC Part 15, Subpart C, and section
15.203, 15.205, 15.207, 15.209 and 15.247 rules.

Test Methodology

All measurements contained in this report were conducted with ANSI C63.10-2020 + C63.10a-2024,
American National Standard of Procedures for Compliance Testing of Unlicensed Wireless Devices.

All emissions measurement was performed at Bay Area Compliance Laboratories Corp. (Shenzhen). The
radiated testing was performed at an antenna-to-EUT distance of 3 meters.

Each test item follows test standards and with no deviation.
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Measurement Uncertainty

Parameter Uncertainty
Occupied Channel Bandwidth 52.29kHz(k=1.96, 95% level of confidence)
RF output power, conducted 1.57dB(k=1.96, 95% level of confidence)
Power Spectral Density 2.09dB(k=1.96, 95% level of confidence)
Conducted Spurious Emission 2.48dB(k=1.96, 95% level of confidence)
AC Power Lines Conducted 9kHz~150 kHz 3.46dB(k=2, 95% level of confidence)
Emissions 150 kHz ~30MHz 3.72dB(k=2, 95% level of confidence)
0.00OMHz~30MHz 3.66dB(k=2, 95% level of confidence)
30MHz~1000MHz (Horizontal) 5.10dB(k=2, 95% level of confidence)
. o 30MHz~1000MHz (Vertical) 6.28dB(k=2, 95% level of confidence)
Radiated Emissions
1GHz - 6GHz 6.18dB(k=2, 95% level of confidence)
6GHz - 18GHz 6.62dB(k=2, 95% level of confidence)
18GHz - 40GHz 6.66dB(k=2, 95% level of confidence)
Temperature +0.4C
Humidity +2%
Supply voltages DC+0.4%;AC+1%

Note: The extended uncertainty given in this report is obtained by combining the standard uncertainty times the
coverage factor K with the 95% confidence interval. Otherwise required by the applicant or Product Regulations,
Decision Rule in this report did not consider the uncertainty.

Test Facility

The Test site used by Bay Area Compliance Laboratories Corp. (Shenzhen) to collect test data is located
on the SF(B-West) , 6F, 7F, the 3rd Phase of Wan Li Industrial Building D, Shihua Rd, FuTian Free Trade
Zone, Shenzhen, China.

The lab has been recognized as the FCC accredited lab under the KDB 974614 DO1 and is listed in the
FCC Public Access Link (PAL) database, test firm registration No.: 715558, the FCC Designation No.:
CN5045.
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

SYSTEM TEST CONFIGURATION

Description of Test Configuration
For 2.4GHz Wi-Fi mode, total 11 channels are provided to testing:

Channel Frequency (MHz) Channel Frequency (MHz)
1 2412 7 2442
2 2417 8 2447
3 2422 9 2452
4 2427 10 2457
5 2432 11 2462
6 2437 / /

802.11b, 802.11g and 802.11n-HT20/ax-HE20 mode was tested with Channel 1, 6 and 11.
802.11n-HT40/ax-HE40 mode was tested with Channel 3, 6 and 9.

EUT Exercise Software

Exercise Software? |QRCT4
Power Level”
Mode Data rate - -
Low Channel Middle Channel High Channel

802.11b 1Mbps 10 10 10

802.11¢g 6Mbps 10 10 10
802.11n20 MCSO0 10 10 10
802.11n40 | MCSO0 10 10 10
802.11ax20| MCSO 10 10 10
802.11ax40| MCSO0 10 10 10

Notel: The worst-case data rates are determined to be as above for each mode based upon
investigation by measuring the power and PSD across all data rates bandwidths, and

modulations.
Note2: For 802.11ax modes, the device not support partial RU mode.

Special Accessories
No special accessory.

Equipment Modifications
No modification was made to the EUT tested.

Support Equipment List and Details

Manufacturer Description Model Serial Number
OuPU Receptacle PDU-OP1606K 6971041358020
Shen Zhen Hualin Electronics Co.,LTD Adapter YZD12-0502000A Unknown
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

External I/0 Cable
Cable Description Length (m) From Port To
Unshielded Un-Detachable AC Cable 1.2 Receptacle LISN/AC Mains
Unshielded Detachable USB Cable 1.0 Adapter EUT

Block Diagram of Test Setup

For AC Line Conducted Emissions:

Adapter
A
Receptacle 1
z
Non-Conductive Table
80 cm above Ground Plane
A4
< 1 1.5 Meters | >

For Radiated Emissions below 1GHz:

AC Mains

Adapter

l

T —

EUT
10em
Eeceptacle
Mon-Conductive Table
20 cm above Ground Plane
= — T \_V
-«£f 1.5 Meters | -
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For Radiated Emissions above 1GHz:

——————————————————————————————————

! Non-Conductive Table

{150 cmabove Grownd Plane !

Mon-Conductive Table

80 cm above Ground Plane

| smopon |

¥

< | 1.5 Maters
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

SUMMARY OF TEST RESULTS

Test Rules Description of Test Result
§1.1307, §2.1093 RF Exposure (SAR) Compliant
§15.203 Antenna Requirement Compliant
§15.207 (a) AC Line Conducted Emissions Compliant
315 §21(;Si§71(5d)209’ Spurious Emissions Compliant
§15.247 (a)(2) 6 dB Emission ngg\g:v(ﬁi fc 99% Occupied Compliant
§15.247(b)(3) Maximum Conducted Output Power Compliant
§15.247(d) 100 kHz Bandwidth of Frequency Band Edge Compliant
§15.247(d) Conducted Spurious Emission Compliant
§15.247(e) Power Spectral Density Compliant

C63.10 §11.6 Duty Cycle /
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

TEST EQUIPMENT LIST
Manufacturer Description Model Serial Number Calibration Calibration Due
Date Date
AC Line Conducted Emissions Test
Rohde & EMI Test ESCI 101120 2026/08/04 2027/08/03
Schwarz Receiver
Rohde & LISN ENV216 101613 2025/09/18 2026/09/17
Schwarz
Rohde & Transient ESH372 DE25985 2025/09/18 2026/09/17
Schwarz Limiter
UF A210B-1-
Unknown CE Cable Unknown 0720-504504 2025/09/18 2026/09/17
Audix EMI Test E3 191218 V9(c) NCR NCR
software
Radiated Emissions Test
Rohde & EMI Test ESR3 102455 2026/08/04 2027/08/03
Schwarz Receiver
_Sonoma Pre-amplifier 310N 186238 2025/09/08 2026/09/07
mstrument
. Broadband
Sunol Sciences JBI A040904-1 2026/06/26 2029/06/25
Antenna
Unknown Ché‘;‘)’g A Cable Al Cable Al 2025/09/08 2026/09/07
Unknown Chg‘i’g A Cable A2 Cable A2 2025/09/08 2026/09/07
BACL Active Loop 1313-1A 4031911 2024/05/14 2027/05/13
Antenna
Unknown Chacr:é’g A Cable A3 Cable A3 2025/09/08 2026/09/07
Unknown Chacr:é’g A Cable A4 Cable A4 2025/09/08 2026/09/07
Audix EMI Test E3 19821b(V9) NCR NCR
software
TDK Chamber Chamber A 24 2026/07/03 2029/07/02
Rohde & Spectrum FSV40 101605 2026/08/04 2027/08/03
Schwarz Analyzer
AH.System Preamplifier PAM-0118P 489 2025/09/08 2026/09/07
Schwarzbeck Horn Antenna BBE./;?);)Z 0D 1143 2026/07/15 2027/07/14
Unknown Chér:é’fer B Cable B1 Cable B1 2025/09/08 2026/09/07
Unknown Chgr:;’g B Cable B3 Cable B3 2025/09/08 2026/09/07
D Fﬂte[rjlsl;fmh DT7220FSU DS79906 2026/06/23 2027/06/22
D Multiplex Switch | 705 05 cu DS79903 2026/06/23 2027/06/22
Test Control Set
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Manufacturer Description Model Serial Number Calibration Calibration Due
Date Date
Audix EMI Test E3 191218 VO(c) NCR NCR
software
TDK Chamber Chamber B 1# 2026/07/06 2029/07/05
Unknown Chg:;’lzr B Cable B6 Cable B6 2026/07/06 2027/07/05
A.H.System Pre-amplifier PAM-1840VH 190 2025/09/08 2026/09/07
Electro- Horn Antenna 3116 9510-2270 2023/09/18 2026/09/17
Mechanics Co
Chamber B
Unknown nl Cable B4 Cable B4 2025/09/17 2026/09/16
Unknown Chgffer B Cable B5 Cable B5 2025/09/17 2026/09/16
RF Conducted Test
Rohde & Spectrum FSV40 101942 2025/09/01 2026/08/31
Schwarz Analyzer
D ID Auto Test NA 1.0.0.3769 NCR NCR
software
ANRITSU Microwave peak |10 14qgp 12622 2026/08/05 2027/08/04
power Sensor
Unknown 10dB Attenuator Unknown F-03-EM224 2026/06/24 2027/06/23

* Statement of Traceability: Bay Area Compliance Laboratories Corp. (Shenzhen) attests that all calibrations have
been performed in accordance to requirements that traceable to National Primary Standards and International System

of Units (SI).

TR-EM-RF004

Page 11 of 125

Version 4.1




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

REQUIREMENTS AND TEST PROCEDURES

AC Line Conducted Emissions

Applicable Standard
FCC§15.207
EUT Setup
- Vertical Reference
Ground Flane Test Receiver
~ 40 /
EUT M o oo
o m o0
]
80cm
sy P
Y ] .~ Il
N N
Bonded to Horizontal Horizontal Reference
Ground Plane Ground Plane

Note: 1. Support units were connected to second LISN.
2. Both of LISNs {ADMN) 80 cm from EUT and at the least 80 cm

from other units and other metal planes support units.

The setup of EUT is according with per ANSI C63.10-2020 measurement procedure. The specification
used was with the FCC Part 15.207 limits.

The spacing between the peripherals was 10 cm.

EMI Test Receiver Setup
The EMI test receiver was set to investigate the spectrum from 150 kHz to 30 MHz.

During the conducted emission test, the EMI test receiver was set with the following configurations:

Frequency Range RBW

150 kHz — 30 MHz 9kHz
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Test Procedure
Maximizing procedure was performed on the six (6) highest emissions of the EUT.

All final data was recorded in the Quasi-peak and average detection mode.

Factor & Over Limit Calculation

The factor is calculated by adding LISN VDF (Voltage Division Factor) and Cable Loss. The basic
equation is as follows:

Factor = LISN VDF + Cable Loss
The “Over Limit” column of the following data tables indicates the degree of compliance with the
applicable limit. For example, an over limit of -7 dB means the emission is 7 dB below the limit. The

equation for margin calculation is as follows:

Over Limit = level — Limit
Level=reading level+ Factor

Note: The term "cable loss" refers to the combination of a cable and a 10dB transient limiter (attenuator).
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Spurious Emissions

Applicable Standard

FCC §15.247 (d); §15.209; §15.205;

EUT Setup
9 kHz-30MHz:

EUT&
Support Units

1m above the

Ant. Tow
ground

|
=

Turn Table

v

Am - /

Ground Plane
Test Receiva:
.,
M loooa
D OO @ 1

30MHz-1GHz:
Ant. Tow Ldm
\ Yariahle
EUT& | 3m -] /
Support Units
———1 1
Turn Table
/
5_5
round Plane
Test Re ceivegt:
\\\ I

“Jhiﬁ:oooo
o ogE
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Above 1GHz:

EUT&

Support Units

Ant

Turn Table

/

I.Smt

The radiated emission performed in the 3 meters, using the setup accordance with the ANSI C63.10-2020.

Ground Plane

Spectrum Analyzer

-

——T

1-4m

g

AAAAAAAAAAAAAAA " T

Variahle

The specification used was the FCC 15.209, FCC 15.247 limits.

EMI Test Receiver & Spectrum Analyzer Setup

The system was investigated from 9 kHz to 25 GHz.

During the radiated emission test, the EMI test receiver & Spectrum Analyzer Setup were set with the

following configurations:

9 kHz-1GHz:
Frequency Range RBW Video B/W IF B/'W Measurement Detector
/ / 200 Hz P P
9 kHz — 150 kHz Q Q
300 Hz 1 kHz / PK Peak
/ / 9 kHz P P
150 kHz — 30 MHz Q Q
10 kHz 30 kHz / PK Peak
/ / 120 kHz QP QP
30 MHz - 1000 MHz
120 kHz 500 kHz / PK Peak
1-25GHz:
Pre-scan
Measurement Duty cycle RBW Video B/W Detector
PK Any IMHz 3 MHz Peak
>98% 1MHz 1 kHz Peak
AV >1/Ton, not less
0, il
<98% 1MHz than 1kHz Peak
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Final measurement for emission identified during pre-scan

Measurement Duty cycle RBW Video B/W Detector
PK Any 1MHz 3 MHz Peak
AV >98% IMHz 10 Hz Peak
<98% IMHz >1/Ton Peak

Note: Ton is minimum transmission duration

If the maximized peak measured value complies with under the QP/Average limit more than 6dB, then it is
unnecessary to perform an QP/Average measurement.

Test Procedure

Maximizing procedure was performed on the highest emissions to ensure that the EUT complied with all
installation combinations.

All final data was recorded in Quasi-peak detection mode except for the frequency bands 9-90 kHz, 110—
490 kHz and above 1000 MHz, average detection modes for frequency bands 9-90 kHz and 110-490 kHz,
peak and average detection modes for frequencies above 1 GHz.

For 9 kHz-30MHz, the report shall list the six emissions with the smallest margin relative to the limit, for
each of the three antenna orientations (parallel, perpendicular, and ground-parallel) unless the margin is
greater than 20 dB.

All emissions under the average limit and under the noise floor have not recorded in the report.

Factor & Over Limit/Margin Calculation

The Factor is calculated by adding the Antenna Factor and Cable Loss, and subtracting the Amplifier Gain.
The basic equation is as follows:

Factor = Antenna Factor + Cable Loss - Amplifier Gain
The “Over Limit/Margin” column of the following data tables indicates the degree of compliance with
the applicable limit. For example, an Over Limit/margin of -7dB means the emission is 7dB below the
limit. The equation for calculation is as follows:

Over Limit/Margin = Level/Corrected Amplitude — Limit
Level / Corrected Amplitude = Read Level + Factor
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6 dB Emission Bandwidth & 99% Occupied Bandwidth

Applicable Standard

According to FCC §15.247(a) (2)

Systems using digital modulation techniques may operate in the 902-928 MHz, 2400-2483.5 MHz, and
5725-5850 MHz bands. The minimum 6 dB bandwidth shall be at least 500 kHz.

Test Procedure

Test Method: ANSI C63.10-2020 Clause 11.8.1 & Clause 6.9.3

The steps for the first option are as follows:

a) Set RBW = shall be in the range of 1% to 5% of the OBW but not less than 100 kHz.

b) Set the VBW = [3 X RBW].

c¢) Detector = peak.

d) Trace mode = max-hold.

e) Sweep = No faster than coupled (auto) time.

f) Allow the trace to stabilize.

g) Measure the maximum width of the emission by placing two markers, one at the lowest frequency
and the other at the highest frequency of the envelope of the spectral display, such that each marker

is at or slightly below the “—6 dB down amplitude”. If a marker is below this “—6 dB down amplitude”
value, then it shall be as close as possible to this value.

The occupied bandwidth is the frequency bandwidth such that, below its lower and above its upper
frequency limits, the mean powers are each equal to 0.5% of the total mean power of the given emission.

The following procedure shall be used for measuring 99% power bandwidth:

a) The instrument center frequency is set to the nominal EUT channel center frequency. The frequency
span for the spectrum analyzer shall be between 1.5 times and 5.0 times the OBW.

b) The nominal IF filter bandwidth (3 dB RBW) shall be in the range of 1% to 5% of the OBW, and
VBW shall be at least three times the RBW, unless otherwise specified by the applicable requirement.

¢) Set the reference level of the instrument as required, keeping the signal from exceeding the maximum
input mixer level for linear operation. In general, the peak of the spectral envelope shall be more than [10
log (OBW/RBW)] below the reference level. Specific guidance is given in 4.1.6.2.

d) Step a) through step ¢) might require iteration to adjust within the specified range.

e) Video averaging is not permitted. Where practical, a sample detection and single sweep mode shall be
used. Otherwise, peak detection and max-hold mode (until the trace stabilizes) shall be used.

f) Use the 99% power bandwidth function of the instrument (if available) and report the measured
bandwidth.
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g) If the instrument does not have a 99% power bandwidth function, then the trace data points are
recovered and directly summed in linear power terms. The recovered amplitude data points, beginning at
the lowest frequency, are placed in a running sum until 0.5% of the total is reached; that frequency is
recorded as the lower frequency. The process is repeated until 99.5% of the total is reached; that frequency
is recorded as the upper frequency. The 99% power bandwidth is the difference between these two
frequencies.

h) The occupied bandwidth shall be reported by providing spectral plot(s) of the measuring instrument
display; the plot axes and the scale units per division shall be clearly labeled. Tabular data may be reported

in addition to the plot(s).
EUT _1 Spectrum Analyzer

Attenuator

Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Maximum Conducted OQutput Power
Applicable Standard

According to FCC §15.247(b) (3), for systems using digital modulation in the 902-928 MHz, 2400-2483.5
MHz, and 5725-5850 MHz bands: 1 Watt. As an alternative to a peak power measurement, compliance
with the one Watt limit can be based on a measurement of the maximum conducted output power.
Maximum Conducted Output Power is defined as the total transmit power delivered to all antennas and
antenna elements averaged across all symbols in the signaling alphabet when the transmitter is operating at
its maximum power control level. Power must be summed across all antennas and antenna elements. The
average must not include any time intervals during which the transmitter is off or is transmitting at a
reduced power level. If multiple modes of operation are possible (e.g., alternative modulation methods),
the maximum conducted output power is the highest total transmit power occurring in any mode.

Test Procedure

Test method: ANSI C63.10-2020 clause 11.9.1.2 for peak power method or clause 11.9.2.3.2 for average
power method.

Place the EUT on a bench and set it in transmitting mode.
2. Remove the antenna from the EUT and then connect a low loss RF cable from the antenna port to one
test equipment.

3. Add a correction factor to the display.

EUT Power Meter

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the cable loss was add with offset into test equipment, the total offset consists of attenuator

and/or RF cable and/or power splitter loss
Note 2: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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100 kHz Bandwidth of Frequency Band Edge
Applicable Standard

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level
of the desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c)).

Test Procedure
Test Method: ANSI C63.10-2020 Clause 11.11.3

Establish an emission level by using the following procedure:
a) Set the center frequency and span to encompass frequency range to be measured. Note that the
frequency range might need to be divided into multiple frequency ranges to retain frequency
resolution.

NOTE—the number of points can also be increased for large spans to retain frequency resolution

b) Set the RBW =100 kHz.

¢) Set the VBW = [3 X RBW].

d) Detector = peak.

e) Sweep time = No faster than coupled (auto) time.

f) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding

restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report
the three highest emissions relative to the limit.

EUT ‘ #T Spectrum Analyzer

Attenuator

Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Conducted Spurious Emission
Applicable Standard

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator
shall be at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level
of the desired power, based on either an RF conducted or a radiated measurement, provided the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of RMS averaging over a time interval, as permitted under
paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead of 20
dB. Attenuation below the general limits specified in §15.209(a) is not required. In addition, radiated
emissions which fall in the restricted bands, as defined in §15.205(a), must also comply with the radiated
emission limits specified in §15.209(a) (see §15.205(c)).

Test Procedure
Test Method: ANSI C63.10-2020 Clause 11.11.3

Establish an emission level by using the following procedure:
a) Set the center frequency and span to encompass frequency range to be measured. Note that the
frequency range might need to be divided into multiple frequency ranges to retain frequency resolution.

NOTE—the number of points can also be increased for large spans to retain frequency resolution

b) Set the RBW = 100 kHz.

¢) Set the VBW >[3 x RBW].

d) Detector = peak.

¢) Sweep time = No faster than coupled (auto) time.

f) Trace mode = max-hold.

g) Allow trace to fully stabilize.

h) Use the peak marker function to determine the maximum amplitude level.

Ensure that the amplitude of all unwanted emissions outside of the authorized frequency band (excluding

restricted frequency bands) is attenuated by at least the minimum requirements specified in 11.11. Report
the three highest emissions relative to the limit.

EUT ‘ 1 Spectrum Analyzer

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the worst case cable loss was add with offset into test equipment, the total offset consists of
attenuator and/or RF cable and/or power splitter loss

Note: The worst cable loss among the test frequency range was added into plots.
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Power Spectral Density
Applicable Standard

For digitally modulated systems, the power spectral density conducted from the intentional radiator to the
antenna shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous
transmission. This power spectral density shall be determined in accordance with the provisions of
paragraph (b) of this section. The same method of determining the conducted output power shall be used to
determine the power spectral density.

Test Procedure
Test Method: ANSI C63.10-2020 Clause 11.10.2

The following procedure shall be used if maximum peak conducted output power was used to determine
compliance, and it is optional if the maximum conducted (average) output power was used to determine
compliance:

a) Set analyzer center frequency to DTS channel center frequency.

b) Set the span >1.5 times the DTS bandwidth.

¢) Set the RBW to 3 kHz << RBW <t 100 kHz.

d) Set the VBW = [3 X RBW].

e) Detector = peak.

f) Sweep time = No faster than coupled (auto) time.

g) Trace mode = max-hold.

h) Allow trace to fully stabilize.

1) Use the peak marker function to determine the maximum amplitude level within the RBW.

j) If measured value exceeds requirement, then reduce RBW (but no less than 3 kHz) and repeat.

Test Method: ANSI C63.10-2020 Clause 11.10.3 Method AVGPSD-1

The following procedure may be used when the maximum (average) conducted output power was used to
determine compliance to the fundamental output power limit. This is the baseline method for determining
the maximum (average) conducted PSD level. If the instrument has a power averaging (rms) detector, then
it must be used; otherwise, use the sample detector. The EUT must be configured to transmit continuously
(D = 98%), or else sweep triggering/signal gating must be implemented to help ensure that measurements
are made only when the EUT is transmitting at its maximum power control level (no transmitter OFF time
to be considered):

a) Set instrument center frequency to DTS channel center frequency.

b) Set span to > 1.5 times the OBW.
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¢) Set RBW to: 3 kHz < RBW <t 100 kHz.

d) Set VBW = [3 X RBW].

e) Detector = power averaging (rms) or sample detector (when rms not available).

f) Ensure that the number of measurement points in the sweep = [2 X span/ RBW].

g) Sweep time = auto couple.

h) Employ trace averaging (rms) mode over a minimum of 100 traces.

i) Use the peak marker function to determine the maximum amplitude level.

j) If the measured value exceeds requirement, then reduce RBW (but no less than 3 kHz) and repeat

(note that this might require zooming in on the emission of interest and reducing the span to meet
the minimum measurement point requirement as the RBW is reduced).

Test Method: ANSI C63.10-2020 Clause 11.10.5 Method AVGPSD-2

The following procedure is applicable when the EUT cannot be configured to transmit continuously (i.e.,
D < 98%), when sweep triggering/signal gating cannot be used to measure only when the EUT is
transmitting at its maximum power control level, and when the transmission duty cycle is constant (i.e.,
duty cycle variations are less than +2%):

a) Measure the duty cycle (D) of the transmitter output signal as described in 11.6.

b) Set instrument center frequency to DTS channel center frequency.

c) Set span to > 1.5 times the OBW.

d) Set RBW to: 3 kHz << RBW <t 100 kHz.

e) Set VBW = [3 X RBW].

f) Detector = power averaging (rms) or sample detector (when rms not available).

g) Ensure that the number of measurement points in the sweep = [2 X span / RBW].

h) Sweep time = auto couple.

1) Do not use sweep triggering; allow sweep to “free run.”

j) Employ trace averaging (rms) mode over a minimum of 100 traces.

k) Use the peak marker function to determine the maximum amplitude level.

1) Add [10 log (1 / D)], where D is the duty cycle measured in step a), to the measured PSD to
compute the average PSD during the actual transmission time.
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m) If measured value exceeds requirement specified by regulatory agency, then reduce RBW (but no
less than 3 kHz) and repeat (note that this might require zooming in on the emission of interest and
reducing the span to meet the minimum measurement point requirement as the RBW is reduced).

Test Method: ANSI C63.10-2020 Clause 11.10.7 Method AVGPSD-3

The following procedure is applicable when the EUT cannot be configured to transmit continuously (i.e.,
D < 98%), when sweep triggering/signal gating cannot be used to measure only when the EUT is
transmitting at its maximum power control level, and when the transmission duty cycle is not constant (i.e.,
duty cycle variations exceed £2%):

a) Set the instrument span to > 1.5 times the OBW.

b) Set sweep trigger to “free run.”

¢) Set RBW to: 3 kHz < RBW < 100 kHz.

d) Set VBW = [3 X RBW].

¢) Number of points in sweep = [2 X span/ RBW]. (This ensures that bin-to-bin spacing is

f) < RBW / 2, so that narrowband signals are not lost between frequency bins.)

g) Sweep time <X [(number of points in sweep) X T], where T is defined in 11.6.

NOTE—If this results in a sweep time less than the auto sweep time of the instrument, then this method
shall not be used (use AVGPSD-2A instead). The purpose of this step is to ensure that averaging time in
each bin is less than or equal to the minimum time of a transmission.

h) Detector = Power averaging (rms).

1) Trace mode = max-hold.

j) Allow max-hold to run for at least 60 s or longer as needed to allow the trace to stabilize.

k) Use the peak marker function to determine the maximum PSD level.

1) If the measured value exceeds requirement, then reduce RBW (but no less than 3 kHz) and repeat

(note that this might require zooming in on the emission of interest and reducing the span to meet
the minimum measurement point requirement as the RBW is reduced).

EUT ‘ 1 Spectrum Analyzer

Attenuator

Note 1: A short RF cable with low cable loss connected to the EUT antenna port, which was provided by
client or lab, the cable loss was add with offset into test equipment, the total offset consists of attenuator

and/or RF cable and/or power splitter loss
Note 2: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Duty Cycle
Test Procedure

According to ANSI C63.10-2020 Section 11.6

Measurements of duty cycle and transmission duration shall be performed using one of the following
techniques:

a) A diode detector and an oscilloscope that together have a sufficiently short response time to permit
accurate measurements of the ON and OFF times of the transmitted signal.

b) The zero-span mode on a spectrum analyzer or EMI receiver if the response time and spacing between
bins on the sweep are sufficient to permit accurate measurements of the ON and OFF times of the
transmitted signal:

1) Set the center frequency of the instrument to the center frequency of the transmission.

2) Set RBW > OBW if possible; otherwise, set RBW to the largest available value.

3) Set VBW > RBW. Set detector = peak or average.

4) The zero-span measurement method shall not be used unless both RBW and VBW are > 50/T and the
number of sweep points across duration T exceeds 100. (For example, if VBW and/or RBW are limited to
3 MHz, then the zero-span method of measuring the duty cycle shall not be used if T < 16.7 us.)

EUT ‘ 1 Spectrum Analyzer

Attenuator
Note: Offset (10.5dB) = Attenuator (10dB) + Cable loss (0.5dB)
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Report No.: 2601V68095E-RF-00C

RF EXPOSURE EVALUATION

Applicable Standard

FCC§1.1310 and §2.1093

Test Result

Compliant, please refer to the SAR report: 2601 V68095E-SA.
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ANTENNA REQUIREMENT

Applicable Standard

According to FCC § 15.203, an intentional radiator shall be designed to ensure that no antenna other than
that furnished by the responsible party shall be used with the device. The use of a permanently attached
antenna or of an antenna that uses a unique coupling to the intentional radiator shall be considered
sufficient to comply with the provisions of this Section. The manufacturer may design the unit so that a
broken antenna can be replaced by the user, but the use of a standard antenna jack or electrical connector is
prohibited.

Further, this requirement does not apply to intentional radiators that must be professionally installed, such
as perimeter protection systems and some field disturbance sensors, or to other intentional radiators which,

in accordance with § 15.31(d), must be measured at the installation site. However, the installer shall be
responsible for ensuring that the proper antenna is employed so that the limits in this part are not exceeded.

Antenna Connector Construction

The EUT has one internal antenna arrangement, which was permanently attached, the antenna gain# is
-3.97dBi, fulfill the requirement of this section. Please refer to the EUT photos.

Result: Compliant
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TEST DATA AND RESULTS

AC Line Conducted Emissions

Environmental Conditions

Temperature 25 Relative Humidity 57
4 ®) (%)
ATM Pressure q .
(kPa) 101.0 Test engineer | Macy Shi

Test date | 2026.09.07

EUT operation mode | Transmitting (Maximum output power mode, 802.11ax20 High Channel)
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AC 120V 60 Hz, Line

Level (dBuV) Date: 2026-09-07
90
85.0
80.0
75.0
70.0
65.0
60.0 |
55.0
50.0
45.0
40.0
35.0
30.0
25.0
20.0
15.0
10.0

5.0

QP

0
A5 2 5 1 2 5§ 10 20 30
Frequency (MHz)

Condition: Line

Project : 2601V68@95E-RF

tester : Macy.shi Note:2.4G WIFI Transmitting
Setting : RBW:9kHz

Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark

MHz  dBuV  dBuV dB dé  dBuV dB
0.447 8.31 28.04 .78 18.03 46.93 -18.89 Average
0.447 18.986 38.63 .78 18.63 56.93 -18.30 QP
@.514 7.96 27.70 .78 10.04 46.00 -18.30 Average
@.514 16.78 36.52 .70 10.04 56.00 -19.48 QP
1.694 4.6l 24.72 .98 10.21 46.00 -21.28 Average

1.694 13.48 33.59
11.637 11.87 32.12
11.637 24.38 44.55
15.581 1©.48 30.67
16 13.581 22.82 42.29
11 14.347 6.23 26.50
12 14.347 20.38 40.57

99 18.21 56.00 -22.41 QP
.90 18.35 50.00 -17.88 Average
99 18.35 60.00 -15.45 QP
.98 18.37 50.00 -19.33 Average
.90 18.37 60.e0 -17.71 QP
.98 18.37 50.00 -23.58 Average
.90 18.37 60.00 -19.43 QP

[PoR - BN U I U FURN N
O 000 WO WD WD WD WD
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Level (dBuV)

AC 120V 60 Hz, Neutral

Date: 2026-09-07

90
85.0
80.0
75.0
70.0
65.0
60.0 QP
55.0
50.0 Gt AV
45.0 g
40.0 f .‘u1
35.0
30.0
25.0
20.0
15.0
10.0
5.0
0
A5 2 5 1 2 10 20 30
Frequency (MHz)
Condition: neutral
Project 2601V68095E-RF
tester Macy.shi Note:2.4G WIFI Transmitting
Setting RBW:9kHz
Read LISN Cable Limit Over
Freq Level Level Factor Loss Line Limit Remark
MHz dBuVv dBuV dB dB dBuV dB
1 @.597 8.31 27.95 9.60 10.04 46.00 -18.85 Average
2 @.597 18.30 37.94 9.60 10.84 56.80 -18.66 QP
3 g.474 10.51 30.51 9.76 10.38 50.00 -19.49 Average
4 8.474 24.06 44.86 9.76 10.30 60.00 -15.94 QP
5 10.976 16.61 36.65 9.76 10.34 50.00 -13.35 Average
6 18.976 25.62 45.66 9.76 10.34 60.00 -14.34 QP
7 11.812 16.16 36.21 9.70 10.35 50.00 -13.79 Average
8 11.812 23.30 43.35 9.76 10.35 60.00 -16.65 QP
9 12.319 16.18 36.23 9.786 10.35 508.00 -13.77 Average
1@ 12.319 26.65 46.70 9.70 106.35 66.00 -13.30 QP
11 12.928 15.12 35.18 9.786 10.36 50.00 -14.82 Average
12 12.928 25.65 45.71 9.70 10.36 60.00 -14.29 QP
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Spurious Emissions

Environmental Conditions

Temperature

ey 3524

Relative Humidity
(%)

51-53

ATM Pressure (kPa): | 101.0-101.2

Test engineer:

Anson Su &Zenos Qiao

Test date: | 2026.08.06-2026.08.15

EUT operation mode: | Channel)
Above 1GHz: Transmitting

Below 1GHz: Transmitting(Maximum output power mode, 802.11ax20 High

recorded.

Note:

orientation were recorded.

1. For the radiated spurious emission below 30MHz, only the worst case (parallel) was

2. For the radiated spurious emission below 1GHz, When the test result of peak was
less than the limit of QP/Average more than 6dB, just peak value were recorded.
3. After pre-scan in the X, Y and Z axes of orientation, the worst case z-axis of
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Below 1GHz:

9kHz-150kHz

Level (dBuVim) Date: 2026-08-15

130
120

QP

100

a0

0
009 02 05 A A5
Frequency {(MHz)
Site : Chamber A
Condition : 3m
Project Number : 2681V6BB95E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 8.3/1kHz
Tester : Anson Su
Read Limit Over

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB

.ele 32.34 26.87 53.41 127.78 -689.37 Peak
.B19 38.51 21.89 5l1.68 121.84 -78.24 Peak
.B27 28.98 19.93 48.91 118.82 -69.91 Peak
@39 27.51 28.76 48.27 115.68 -67.41 Peak
LB75 23.91 19.43 43.34 118.12 -66.78 Peak
126 28.45 17.97 38.42 185.58 -67.16 Peak

[s W, QRN TR % T
TEIE R ®
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150kHz-30MHz

Level (dBuVim) Date; 2026-08-15
130
120
100
a0
Qp
o il
112
40 34 56
20
0
A5 2 5 1 2 5 10 20 30
Frequency (MHz)
Site : Chamber A
Condition : 3m
Project Number : 2601V6B095E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 18/38kHz
Tester : Anson Su
Read Limit Over

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 B.539 5.92 35.7% 41.87 72.96 -31.29 Peak
2 B.656 4,48 36.21 48.69 71.21 -38.52 Peak
3 8.817 2.57 33.53 36.18 89.26 -33.16 Peak
4 @8.959 1.58 34.44 35.94 /7.84 -31.98 Peak
5 1.246 @.51 32.42 32.93 £5.52 -32.59 Peak
B 1.385 @.12 32.73 32.85 /4.59 -31.74 Peak
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30MHz-1GHz_Horizontal

20 Level (dBuVim) Date; 2026-08-15
70
60
QP
50 L=
|
40 | |
[
2 D
30 ; it 5
20
10
0
30 50 100 200 500 1000
Frequency (MHz)
Site : Chamber A4
Condition : 3m Horizontal
Project Number : 2601V6B095E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Anson Su
Read Limit Over

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
84.37 -17.686 43.18 25.44 48.88 -14.56 Peak
129.41 -11.86 42.13 31.87 43.58 -12.43 Peak
147.68 -11.93 45,18 33.25 43.59 -18.25 Peak
152.48 -12.32 45.51 33.19 43.5%8 -18.31 Peak
167.53 -12.64 44,48 31.84 43.59 -11.66 Peak
275.28 -11.24 37.8@ 26.56 46.88 -19.44 Peak

(s V5 I R TR Sy )
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Level ({dBuV/m)

30MHz-1GHz_ Vertical

Date: 2026-08-15

a0
70
&0
QP
50 L=
I
40 | |
3
45
20
10
0
30 50 100 200 500 1000
Frequency (MHz)
Site Chamber A
Condition 3m Vertical
Project Number 26801V68095E-RF
Test Mode : 2.4G WIFI Transmitting
Detector: Peak RBW/VBW: 128/588kHz
Tester : Anson Su
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz dB/m  dBuV dBuV/m dBuV/m dB
1 65.46 -17.98 44.28 26.36 48.80 -13.78 Peak
2 68.998 -17.32 44.83 26.76 40.88 -13.24 Peak
3 83.85 -17.52 5@8.12 32.608 48.88 -7.48 Peak
4 131.47 -11.84 42.41 31.37 43.598 -12.13 Peak
5 141.76 -11.75% 42,17 38.42 43.59 -13.88 Peak
B 167.31 -12.71 42.77 39.86 43.59 -13.44 Peak
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Above 1GHz:

Frequency Reading PK/Ave Polar Factor :::;lel:ltlzi Limit Margin
(MHz) (dBpV) H/V) (dB/m) (dBuV/m) (dBpV/m) (dB)
802.11b
Low Channel
4824 54.87 PK H -8.55 46.32 74 -27.68
4824 54.34 PK \Y% -8.55 45.79 74 -28.21
Middle Channel
4874 55.23 PK H -8.57 46.66 74 -27.34
4874 54.69 PK v -8.57 46.12 74 -27.88
High Channel
4924 54.54 PK H -8.65 45.89 74 -28.11
4924 53.02 PK \Y% -8.65 44.37 74 -29.63
802.11¢g
Low Channel
4824 54.16 PK H -8.55 45.61 74 -28.39
4824 53.62 PK \Y% -8.55 45.07 74 -28.93
Middle Channel
4874 54.55 PK H -8.57 45.98 74 -28.02
4874 54.03 PK v -8.57 45.46 74 -28.54
High Channel
4924 53.78 PK H -8.65 45.13 74 -28.87
4924 53.25 PK \Y -8.65 44.6 74 -29.4
802.11n20
Low Channel
4824 54.03 PK H -8.55 45.48 74 -28.52
4824 53.49 PK v -8.55 44.94 74 -29.06
Middle Channel
4874 54.42 PK H -8.57 45.85 74 -28.15
4874 53.88 PK \Y% -8.57 45.31 74 -28.69
High Channel
4924 53.66 PK H -8.65 45.01 74 -28.99
4924 53.14 PK v -8.65 44.49 74 -29.51
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Frequency Reading PK/Ave Polar Factor :::;ﬁgili Limit Margin
(MHz) (dBpV) (H/V) (dB/m) (dBV/m) (dBpV/m) (dB)
802.11n40
Low Channel
4844 53.94 PK H -8.52 45.42 74 -28.58
4844 53.42 PK \Y% -8.52 44.9 74 -29.1
Middle Channel
4874 54.29 PK H -8.57 45.72 74 -28.28
4874 53.78 PK \Y% -8.57 45.21 74 -28.79
High Channel
4904 53.57 PK H -8.65 44.92 74 -29.08
4904 53.03 PK v -8.65 44.38 74 -29.62
802.11ax20
Low Channel
4824 53.91 PK H -8.55 45.36 74 -28.64
4824 53.38 PK \Y% -8.55 44.83 74 -29.17
Middle Channel
4874 54.28 PK H -8.57 45.71 74 -28.29
4874 53.76 PK A" -8.57 45.19 74 -28.81
High Channel
4924 53.53 PK H -8.65 4488 74 -29.12
4924 53.02 PK A% -8.65 44.37 74 -29.63
802.11ax40
Low Channel
4844 53.81 PK H -8.52 45.29 74 -28.71
4844 53.29 PK \Y% -8.52 44.77 74 -29.23
Middle Channel
4874 54.16 PK H -8.57 45.59 74 -28.41
4874 53.63 PK A% -8.57 45.06 74 -28.94
High Channel
4904 53.45 PK H -8.65 448 74 -29.2
4904 52.94 PK \Y% -8.65 44.29 74 -29.71
Note:
Corrected Factor = Antenna factor (RX) + Cable Loss — Amplifier Factor
Corrected Amplitude = Corrected Factor + Reading
Margin = Corrected. Amplitude - Limit
The other spurious emission which is in the noise floor level was not recorded.
The test result of peak was less than the limit of average, so just peak values were recorded.
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Test plots

1-18GHz (Listed with the worst case test plot)

90 Level (dBuVim)

1-4GHz_Horizontal 802.11b

Date: 2026-08-06

80

Fundamental Test with

70

60

Band Rejection Filter

s

50

40

30

20

10

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Horizontal
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2. AGWiFi-b-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 3886.888 -B.59 47.86 39.27 74.88 -34.73 Peak
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90 Level (dBuVim)

1-4GHz_Vertical 802.11b

Date: 2026-08-06

80

Fundamental Test with

T0

60

Band Rejection Filter

s

50

40

30

20

10

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Vertical
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2. AGWiFi-b-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 38@8.75@ -8.65 48.26 39.51 74.88 -34.39 Peak
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4-18GHz_Horizontal Peak 802.11b

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@ -8.57 55.23 46.66 74.88 -27.34 Peak
2 17996.5@8@8 1@.74 47.62 58.36 74.88 -15.64 Peak
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4-18GHz_Horizontal Average 802.11b

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17998.25@ 18.77 36.39 47.1c 54.88 -6.84 Average
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4-18GHz Vertical Peak 802.11b

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@ -8.57 54.69 46.12 74.88 -27.88 Peak
2 17972.@88@ 1@.3@ 49.86 59.96 74.88 -14.84 Peak
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4-18GHz Vertical Average 802.11b

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17998.25@ 18.77 36.34 47.11 54.88 -6.89 Average
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90 Level (dBuVim)

1-4GHz_Horizontal 802.11g

Date: 2026-08-06

80

Fundamental Test with

T0

60

Band Rejection Filter

i

50

40

30

20

10

V

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Horizontal
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2. AGWiFi-g-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 38p2.8@@ -B.76 47.75 38.99 74.88 -35.81 Peak
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90 Level (dBuVim)

1-4GHz_Vertical 802.11g

Date: 2026-08-06

80

Fundamental Test with

T0

60

Band Rejection Filter

i

50

40

30

20

10

y 2

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Vertical
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2. AGWiFi-g-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 3884.875 -8.59 47.63 39.84 74.88 -34.95 Peak
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4-18GHz_Horizontal Peak 802.11g

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80
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Frequency (MHz)

Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2437
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@ -8.57 54.55 45,983 74.88 -28.82 Peak
2 17991.2%@ 1@.684 43.13 58.77 74.88 -15.23 Peak
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4-18GHz_Horizontal Average 802.11g

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-g-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17998.548 16.88 36.28 47.88 54.88 -6.92 Average
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4-18GHz_Vertical Peak 802.11g

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@8@ -8.57 54.83 45.46 74.88 -28.54 Peak
2 17993.@8@ 1e.587 43.59 59.26 74.88 -14.74 Peak
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4-18GHz Vertical Average 802.11g

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-g-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17998.63@ 1@.88 36.33 47.13 54.88 -6.87 Average
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90 Level (dBuVim)

1-4GHz_Horizontal 802.11n-HT20

Date: 2026-08-06

80

T0
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Fundamental Test with
Band Rejection Filter

yd
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30

20
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i

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Horizontal
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2. AGWiFi-n28-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 3575.875 -B8.95 48.34 39.39 74.88 -34.61 Peak
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1-4GHz_Vertical 802.11n-HT20

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80 .
Fundamental Test with

70 Band Rejection Filter

: /

-
50

40 1
30
20

10

0
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3798.2%@ -8.61 47.71 39.1@ 74.88 -34.98 Peak
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90 Level (dBuVim)

4-18GHz_Horizontal Peak 802.11n-HT20

Date: 2026-08-06
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0
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Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601V6BO95E-RF

Zenos Qiao

Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
2. AGWiFi-n28-2437

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 4874.888 -8.57
2 17965.868 168.17

dBuv dBuV/m dBuv/m dB
54,42 45,85 74.88 -28.15 Peak
48.89 58.26 74.88 -15.74 Peak
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4-18GHz_Horizontal Average 802.11n-HT20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4AGWiFi-n20-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 1799s.58@ 18.74 36.44 47.18 54.88 -6.82 Average
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4-18GHz_Vertical Peak 802.11n-HT20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@@ -8.57 53.88 45.31 74.88 -28.69 Peak
2 17991.2%@ 1@.684 43.87 59.51 74.88 -14.49 Peak
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4-18GHz_Vertical Average 802.11n-HT20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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4000 5000 10000 18000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4AGWiFi-n20-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17987.75%@ 18.58 36.56 47.14 54.88 -6.86 Average
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90 Level (dBuVim)

1-4GHz_Horizontal 802.11n-HT40

Date: 2026-08-06

80

T0

60

Fundamental Test with
Band Rejection Filter

yd
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/ 1

0
1000 1100 1200

1500 2000 4000
Frequency (MHz)
Condition Horizontal
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2 . AGWiFi-nd®-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuV/m dB
1 3892.8@@ -8.54 48.49 39,95 74,88 -34.85 Peak
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1-4GHz_Vertical 802.11n-HT40

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80 .
Fundamental Test with

70 Band Rejection Filter

: /
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50
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1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3872.87% -8.67 43.88 39.33 74.88 -34.67 Peak
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4-18GHz_Horizontal Peak 802.11n-HT40

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@@@ -8.57 54.29 45.72 74.88 -28.28 Peak
2 17998.2%@ 1@.77 47.93 58.7@ 74.88 -15.38 Peak
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4-18GHz_Horizontal Average 802.11n-HT40

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.AGWiFi-nd0-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17994.75%@ 18.71 36.42 47.13 54.88 -6.87 Average
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4-18GHz_Vertical Peak 802.11n-HT40

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@@@ -8.57 53.78 45.21 74.88 -28.79 Peak
2 17986.888 1@.55 43.22 58.77 74.88 -15.23 Peak
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4-18GHz_Vertical Average 802.11n-HT40

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.AGWiFi-nd0-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 1799s.5@@ 18.74 36.37 47.11 54.88 -6.89 Average
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1-4GHz_Horizontal 802.11ax20

gnLevelﬂdBu\Hn1} Date: 2026-08-06

80 .
Fundamental Test with

70 Band Rejection Filter
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Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 3727.37% -8.89 43.41 39.52 74.88 -34.43 Peak
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1-4GHz_Vertical 802.11ax20

Level (dBuVim)

Date: 2026-08-06
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Fundamental Test with
70 Band Rejection Filter
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Frequency (MHz)
Condition Vertical
Project No. 2681V68095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote 2 . AGWiFi-ax28-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuv/m dBuVW/m dB
1 3832.375 -8.75 48.97 48.22 74.88 -33.78 Peak
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90 Level (dBuVim)

4-18GHz_Horizontal Peak 802.11ax20

Date: 2026-08-06

80

T0

60

50 1
40
30
20

10

0
4000 5000

Condition
Project No.
Tester

Spectrum setting:

Note

Freq Factor

10000 18000
Frequency (MHz)

Horizontal

2601V6BO95E-RF

Zenos Qiao

Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
2 . AGWiFi-ax28-2437

Read Limit Owver
Level Level Line Limit Remark

MHz dB/m
1 4874.888 -8.57
2 17975.5688 18.36

dBuv dBuV/m dBuv/m dB
54,28 45.71 74.88 -28.29 Peak
48.53 58.89 74.88 -15.11 Peak

TR-EM-RF004

Page 64 of 125 Version 4.1




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

4-18GHz_Horizontal Average 802.11ax20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.AGWiFi-ax28-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 1799s.58@ 18.74 36.38 47.12 54.88 -6.88 Average
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4-18GHz_Vertical Peak 802.11ax20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 4374.@8@ -8.57 53.76 45.19 74.88 -28.81 Peak
2 17991.2%@ 1le.64 47.77 58.41 74.88 -15.59 Peak
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4-18GHz_Vertical Average 802.11ax20

gnLevelﬂdBu\Hn1} Date: 2026-08-06
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.AGWiFi-ax28-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 17987.75%@ 18.58 36.58 47.1c 54.88 -6.84 Average
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1-4GHz_Horizontal 802.11ax40

Level (dBuVim)

Date: 2026-08-06

4000

a0
80 .
Fundamental Test with
70 Band Rejection Filter
60 /
50
40 ]
30
20
10
0
1000 11001200 1500 2000
Frequency (MHz)
Condition Horizontal
Project No. 2601Ve8095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note 2 AGWiFi-ax48-2437
Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark
MHz  dB/m  dBuV dBuv/m dBuVW/m dB
1 377@.58@ -8.67 48.83 39.36 74.88 -34.64 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

1-4GHz_Vertical 802.11ax40

Level (dBuVim) Date: 2026-08-06

a0
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70 Fundamental Test with
Band Rejection Filter

- o

50
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30
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]
1000 1100 1200 1500 2000 4000
Frequency (MHz)

Condition : Vertical

Project MNo. : 20681V68B95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi-ax49-2437

Read Limit  Ower
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 3915.625 -8.67 47.87 39.28 74.88 -34.88 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

4-18GHz_Horizontal Peak 802.11ax40

Level (dBuVim) Date: 2026-08-06

90
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50 1
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0
4000 5000 10000 18000
Frequency (MHz)
Condition Horizontal
Project MNo. 2681V68895E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note 2. AGWiFi-ax48-2437
Read Limit  Ower
Freq Factor Level Level Line Limit Remark
MHz  dB/m  dBuV dBuV/m dBuv/m dB
1 4874.808 -3.57 54.16 45.59 74.88 -28.41 Peak
2 17998.638 16.30 48.38 59.18 74.808 -14.82 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

4-18GHz_Horizontal Average 802.11ax40

90 Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project MNo. : 20681V68B95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4GWiFi-ax49-2437

Read Limit  Ower
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 17998.2568 1e.77 36.37 47.14 54.88 -8.88 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

4-18GHz_Vertical Peak 802.11ax40

90 Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)

Condition : Vertical

Project MNo. : 20681V68B95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi-ax49-2437

Read Limit  Ower
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 4374.888 -8.57 53.63 45.86 74.88 -25.94 Peak
2 17986.888 18.55 48.71 59.26 74.88 -14.74 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

4-18GHz_Vertical Average 802.11ax40

90 Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)

Condition : Vertical

Project MNo. : 20681V68B95E-RF

Tester : Zenos Qiao

Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2.4GWiFi-ax49-2437

Read Limit  Ower
Freq Factor Level Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 17998.2568 1e.88 36.32 47.12 54.88 -5.88 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

18-25GHz (Only Listed with the worst harmonic margin test plot)

18-25GHz_Horizontal Peak 802.11b

QULE?EI (dBuV/m) Date: 2026-08-06
80
To
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50 W‘MWWW
40
30
20
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0
18000 20000 25000
Frequency (MHz)
Condition : Horizontal
Project No. : 2601VEE095E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote : 2.4GWiFi-b-2437

Read Limit  Ower
Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 19379.88@ 17.3@ 48.82 57.32 74.88 -16.68 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

18-25GHz_Horizontal Average 802.11b

QULE\'El (dBuV/m) Date: 2026-08-06
80
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st e et
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18000 20000 25000
Frequency (MHz)
Condition : Horizontal
Project No. : 2601V68895E-RF
Tester : Zenos Qiao
Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 19876.88@ 17.78 27.23 45.81 54.88 -3.99 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

18-25GHz_Vertical Peak 802.11b

QULE\'El (dBuV/m) Date: 2026-08-06
80
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18000 20000 25000
Frequency (MHz)
Condition : Vertical
Project No. : 2681V6E895E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4GWiFi-b-2437

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2ees2.38@ 17.86 39.75 57.61 74.88 -16.39 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

18-25GHz_Vertical Average 802.11b

QULE\'El (dBuV/m) Date: 2026-08-06
80
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60
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18000 20000 25000
Frequency (MHz)
Condition : Vertical
Project No. : 2601V68895E-RF
Tester : Zenos Qiao
Spectrum setting: Average reading:RBW:1MHz VBW:1kHz Detector:Peak
Note : 2. 4AGWiFi-b-2437
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 19875.13@ 17.78 27.13 44.91 54.88 -9.89 Average
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Band Edge

Left Band edge Horizontal Peak 802.11b

12':]Lv:at'l.n:anl (dBuVim) Date: 2026-08-06
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30
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0

2310 2320 2350 2435

Frequency (MHz)
Condition : Horizontal
Project No. : 2001V6Ea895E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
MNote : 2.4GWiFi-b-2412
Read Limit  Owver

Freq Factor Lewvel Level Line Limit Remark

MHz dB/m dBuv dBuv/m dBuv/m dB
1 2325.438 -11.29 /1.21 49.92 74.88 -24.83 Peak
2 239@.888 -11.94 59.48 47.54 74.88 -26.46 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11b

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4GWiFi-b-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2317.524 -11.23 /1.38 5@8.15 74.88 -23.85 Peak
2 239@.888 -11.94 59.89 47.15 74.88 -26.85 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11b

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-b-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 68.%8 48.23 74.88 -25.77 Peak
2 2498.341 -12.31 61.96 49.65 74.88 -24.35 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Vertical Peak 802.11b

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-b-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.33 47.86 74.88 -26.94 Peak
2 2487.841 -12.29 /1.87 49.583 74.88 -24.42 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Horizontal Peak 802.11g

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2322.484 -11.26 61.86 58.68 74.88 -23.48 Peak
2 239@.888 -11.94 59.78 47.84 74.88 -26.16 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11g

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2313.445 -11.18 61.16 49.93 74.88 -24.82 Peak
2 239@8.888 -11.94 59.71 47.77 74.88 -26.23 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11g

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.55 47.28 74.88 -26.72 Peak
2 2487.692 -12.3@8 B2.44 58.14 74.88 -23.386 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Vertical Peak 802.11g

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. 4AGWiFi-g-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.%8 47.23 74.88 -26.77 Peak
2 2488.125 -12.29 /2.26 49.97 74.88 -24.83 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Horizontal Peak 802.11n20

Level (dBuVim) Date: 2026-08-06
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Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2388.666 -11.92 f1.88 49.88 74.88 -24.12 Peak
2 239@.888 -11.94 59.48 47.54 74.88 -26.46 Peak

TR-EM-RF004 Page 86 of 125 Version 4.1




Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11n20

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2336.894 -11.48 6/l.64 58.24 74.88 -23.76 Peak
2 239@.888 -11.94 59.82 47.88 74.88 -26.92 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11n20

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Frequency (MHz)

Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 68.84 47.77 74.88 -26.23 Peak
2 2487.272 -12.29 @2.86 49.77 7F4.88 -24.23 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Vertical Peak 802.11n20
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.4AGWiFi-n20-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.96 47.69 74.88 -26.31 Peak
2 2493.242 -12.34 B1.86 49.52 74.88 -24.43 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Horizontal Peak 802.11n40

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-243232
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2335.969 -11.39 /1.92 58.53 74.88 -23.47 Peak
2 239@.888 -11.94 53.88 46.94 7F4.88 -27.86 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11n40

Level (dBuVim) Date: 2026-08-06
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Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-243232

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2351.488 -11.64 6Gl.66 58.82 74.88 -23.98 Peak
2 239@.@88 -11.94 53.77 46.83 74.88 -27.17 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11n40

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-2452

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.5%88 -12.27 68.12 47.85 74.88 -26.15 Peak
2 2484.699 -12.28 62.13 49.85 74.88 -24.15 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Vertical Peak 802.11n40

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-nd0-2452
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.37 47.1@ 74.88 -26.98 Peak
2 248s.788 -12.29 R2.18 49.81 74.88 -24.19 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Horizontal Peak 802.11ax20

120Leve|:dﬂu\ﬁn1} Date: 2026-08-06
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Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2412
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2344.77% -11.47 /2.28 58.73 74.88 -23.27 Peak
2 239@8.888 -11.94 59.32 47.38 74.88 -26.62 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11ax20

Level (dBuVim) Date: 2026-08-06
120
110
a0
To
50 ]
30
10
0
2310 2320 2350 2440
Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2412

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2319.425 -11.24 /1.53 58.29 74.88 -23.71 Peak
2 239@.888 -11.94 59.19 47.25 74.88 -26.75 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11ax20
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Condition : Horizontal

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.5%88 -12.27 59.5%2 47.25 74.88 -26.75 Peak
2 2499,.377 -12.38 62.15 49.77 74.88 -24.23 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Vertical Peak 802.11ax20
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Condition : Vertical

Project No. : 26B81V68P95E-RF

Tester : Zenos Qiao

Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-ax28-2462

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 68.13 47.86 74.88 -26.14 Peak
2 2484.585% -12.28 62.39 58.11 74.88 -23.389 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Horizontal Peak 802.11ax40

Level (dBuVim) Date: 2026-08-06
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Frequency (MHz)
Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. AGWiFi-axd8-24332

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2316.489 -11.21 /1.25 58.84 74.88 -23.96 Peak
2 239@.888 -11.94 59.38 47.36 74.88 -26.64 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Left Band edge Vertical Peak 802.11ax40

Level (dBuVim) Date: 2026-08-06
120
110
a0
To
50 |
30
10
0
2310 2320 2350 2460
Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2. AGWiFi-axd8-24332
Read Limit  Owver

Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2324.883 -11.28 61.32 58.84 74.88 -23.96 Peak
2 239@.888 -11.94 59.33 47.39 74.88 -26.61 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

Right Band edge Horizontal Peak 802.11ax40

Level (dBuVim) Date: 2026-08-06
120
110
a0
To
+
50
30
10
0
2420 2450 2500
Frequency (MHz)
Condition : Horizontal
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-axd8-2452

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 59.75 47.483 74.88 -26.52 Peak
2 2491.88@8 -12.32 62.85 58.33 74.88 -23.67 Peak
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Right Band edge Vertical Peak 802.11ax40

Level (dBuVim) Date: 2026-08-06
120
110
a0
To
50 S
30
10
0
2420 2450 2500
Frequency (MHz)
Condition : Vertical
Project No. : 26B81V68P95E-RF
Tester : Zenos Qiao
Spectrum setting: Peak reading:RBW:1MHz VBW:3MHz Detector:Peak
Note : 2.AGWiFi-axd8-2452

Read Limit  Owver
Freq Factor Level Lewvel Line Limit Remark

MHz dB/m dBuv dBuV/m dBuv/m dB
1 2483.588 -12.27 68.86 48.59 74.88 -25.41 Peak
2 2492.498 -12.32 62.89 49.77 74.88 -24.23 Peak
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

6dB Emission Bandwidth

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | Pass
Environmental Conditions:
Temperature: 24.9 Hll:r;lljllt\;e 42-55 ATM Pressurer | 6 1 100 3
0) ol (kPa)
Test Data:
Mode LG (f\;;;lzl;ency (lllvﬁ-lll;; (ﬁﬁizt) Verdict
2412 8.208 >0.5 Pass
802.11b 2437 8.208 >0.5 Pass
2462 8.208 >0.5 Pass
2412 15.656 >0.5 Pass
802.11¢g 2437 16.577 >0.5 Pass
2462 15.696 >0.5 Pass
2412 16.376 >0.5 Pass
802.11n20 2437 17.217 >0.5 Pass
2462 17.097 >0.5 Pass
2422 35.956 >0.5 Pass
802.11n40 2437 34.755 >0.5 Pass
2452 36.036 >0.5 Pass
2412 17.498 >0.5 Pass
802.11ax20 RU FULL 2437 18.739 >0.5 Pass
2462 18.218 >0.5 Pass
2422 36.917 >0.5 Pass
802.11ax40 RU FULL 2437 37.478 >0.5 Pass
2452 37.718 >0.5 Pass
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11b_2412MHz

802.11b_2437MHz

Spectrum Spectrum o
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att a0de SWT 1ms @ VBW 1MHz Mode Sweep lo att 30de SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] -5.92 dBm M1[1] ~4.06 dBm|
. 2.4079359 GHz 2.4329359 GHz
20 D1[1] 0.38 dB)| 20d D1[1] -0.18 dB)
8.2082 MHz 8.2082 MHZ]
10d 10d
- D1 2,312 der
e D1 0,739 d = 0 di T gt "
D2 -5.261 dBm I PYTTEN S D2 -3.688 dBm QL
10 d / \’\W -10d p/t)d\/ vm
v ) um\
. s ", o / "
-40 d 40 d
AL i Srar M sind (RTINS
-60 d -60 d
CF 2,412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
ML | 2.4079359 GHz -5.92 dBm M1 i 2.4329350 GHz -4.06 dbm |
D1 Ml‘ 1 8.2082 MHz 0.38 dB D1 M1 1 8.2082 MHz -0.18 dB ‘
——— <
J GHRNRRNDD o )l CHRRNNRND o
RF Tester:E, ProjectNo. :2601V6AN9SE-EF Te v Feng
Date: 25.AUG.2026 00:1
802.11b_2462MHz 802.11g 2412MHz
Spectrum Spectrum
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att a0de SWT 1ms @ VBW 1MHz Mode Sweep lo att 30de SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] ~4.73 dBm M1[1] ~7.09 dBm|
. 2.4578959 GHz 2.4044124 GHz
20 D1[1] 1.12 dB 20d D1[1] 0.45 dB|
8.2082 MHz 15.6557 MHZ]
10d 10d
D1 2487 dim
od ; i AR, od D1 -0.434 dBm
D2 -3.513 dBm i b A ! J]‘ZSH;M - R e
10 d /ﬂ”\\/ W Toa D2 -6.434 dBr / \
-20 d 20d J!«dj \M"
-30 d JJ“ V\\H 30d i &
-40 d «,»—/ 40 d
iy el o [l
-60 d -60 d
CF 2,462 GHz 1000 pts Span 40.0 MHz CF 2.412 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
ML 1 2.4576959 GHz -4.73 dBm M1 T 2.4044124 GHz -7.08 dbm |
D1 Ml‘ 1 8.2082 MHz 1.12 dB D1 M1 1 15,6557 MHz 0.45 dB ‘
—— <
)y J CHRNRRNDD o ) CHRRNNRND oo
ProjectNo. : 2601VEB095E-RF Te. v Feng

802.11g 2437MHz

Date: 25.AUG.2026 00:2

st

802.11g 2462MHz

Spectrum o Spectrum o
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att a0de SWT 1ms @ VBW 1MHz Mode Sweep lo att 30ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
MIL1] -9.14 dBm MII1] ~5.19 dBm|
. 2.4286917 GHz 2.4540521 GHz
20 D1[1] -0.13 dB| 20d D1[1] 0.20 dB|
16.5766 MHZ| 15.6957 MHZ]
10d 10d
od P T P A P W TN 0 D1 1274 of e T E
D1 -2.988 dBm ] . )2 4796 d il Ao
. D2 -4.726 B i
I D2 -8.088 / ‘,\ -10d j \
. " N, . ! 0y
-30 d ,-"/ " 30d e \H\"\
40 d -40 d fr
P dlire 50 d
-60 d -60 d
CF 2,437 GHz 1000 pts Span 40.0 MHz CF 2.462 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
ML 1 2.4286917 GHz -5.14 dBm M1 i 2.4540521 GHz -5.18 dbm |
D1 Nll‘ 1 16.5766 MHz -0.13 de D1 M1 1 15,6957 MHz 0.20 dB ‘
)y J CHRNRRNDD o ) ] CHRRNNRND oo
ProjectNo. : 2601VEB095E-RF Te.
: 25.AU0G.2026 00




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11n20 2412MHz

802.11n20_2437MHz

Spectrum Spectrum o
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att a0de SWT 1ms @ VBW 1MHz Mode Sweep lo att 30de SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] -8.22 dBm M1[1] ~6.19 dBm|
. 2.4045325 GHz 2.4282513 GHz
20 D1[1] -0.86 dB)| 20d D1[1] -0.57 dB
16.3764 MHZ| 17.2172 MHZ]
10d 10d
0dBm——mr., . BT & D1 -0.186 dem
o1 13ss 1 Rt _ e o)L
D2 -7.355 dBrm A, 2 -6.186 dBm— i)
-10 d -10d / \
- / H\”ﬁ - N"f K“\
-30 d M/-’} 30d W
-0 d L -40d £
-60 d -60 d
CF 2,412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
ML 1 2.4045325 GHz -8.22 dBm M1 i 2.4282513 GHz -6.18 dbm |
D1 Ml‘ 1 16.3764 MHz -0.86 dB D1 M1 1 17.2172 MHz -0.57 dB ‘

J IR e

RF Tester:B

114:16

802.11n20 2462MHz

)t

] GINNNARED o

ProjectNo. 2

Date:

11.2U6G.2026

O1VERNOSE-RE Te:

v Feng

22:15:50

802.11n40 2422MHz

Spectrum Spectrum
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 500 kHz
lo Att a0de SWT 1ms @ VBW 1MHz Mode Sweep lo att 30de SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] ~7.24 dBm M1[1] -6.02 dBm|
. 2.4534114 GHz 2.4041822 GHz
20 D1[1] 0.19 dB| 20d D1[1] -0.31 dB
17.0971 MHz| 35.9560 MHZ|
10d 10d
od d
D1 -0.538 dBnT D1 0.040 dBr T
M1 ] ettt
D2 -6.538 dBm—Fept e 02 -5.560 dem “5‘41
-10 d / -10d l
- /J’ \“m - / \“\
-30 d # 30d M/ L\M
40 di 40 A bt 4 PP
%W it o
-60 d -60 d
CF 2,462 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
ML 1 2.4534114 GHz -7.24 dBm M1 T 2.4041622 GHz -6.02 dbm |
D1 Ml‘ 1 17.0971 MHz 0.19 de D1 M1 1 35.956 MHz -0.31 dB ‘

J IR wa

802.11n40 2437MHz

)t

] GINNNARID wa

ProjectNo. 2

Date:

11.2U6G.2026

O1VERNOSE-RE Te:

v Feng

802.11n40 2452MHz

Spectrum o Spectrum o
Ref Level 30,50 dBm  Offset 10.50 dB @ RBW 50D kHz Ref Level 30.50 dem  Offset 10,50 dB @ RBW 500 kHz
lo Att a0de SWT 1ms @ VBW 2MHz Mode Sweep lo att 30ds SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
MIL1] ~2.83 dBm MII1] ~6.45 dBm|
. 2.4199830 GHz 2.4340220 GHz
20 D1[1] -0.18 dB| 20d D1[1] -0.31 dB|
34.7548 MHz 36.0360 MHZ|
10d 10d
LE! D1 1243 - o 37 dBr
D5 4557 Ao et fratiwn ,OT ot DZ?‘@N VL] A T NS
2 -4.757 dBm 02 - B
o /f i) oa /J L\
-20 d ,‘I 20d })] L\
-30 d ’fﬁ 30d w/ \\‘
-40 d -40 df
-‘/*\r\"ln/Bm.M Frtansihodr W\/WMMW
-50 di -50 d
-60 d -60 d
CF 2,437 GHz 1000 pts Span 80.0 MHz CF 2.452 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
ML 1 2.419983 GHz -4.83 dBm M1 i 2.434022 GHz -6.45 dbm |
D1 Ml‘ 1 34,7548 MHz -0.18 dB D1 M1 1 36.036 MHz -0.31 dB ‘

)t

] CHRRNNRND oo

ProjectNo.:

11.2U6G.2026

€01VEANOEE-ET Te:
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11ax20_2412MHz_RU_FULL

Ref Level 30.50 dBm  Offset 10.50 d& @ RBW 200 kHz

802.11ax20 2437MHz RU FULL

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 200 kHz

lo Att 30d8 SWT 1ms ® VBW 1MHz Mode Sweep lo Att 30de  SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
M1[1] -5.42 dBm| M1[1] ~5.79 dBm|
. 2.4028509 GHz 2.4275305 GHz
20 D1[1] 0.33 dB)| 20d D1[1] 0.64 dB|
17.4975 MHz 18.7387 MHZ|
10d i 10d
D
Tl 1 1.257 de — = — T D1 1,006 d T T =
D2 -4.743d A ! o A D2 -4.994 der¥ skl
104 [ | il

| 1

. ] \

/ y

/ ",

-40 df i -40 d o
gty AR [ adanen ot
-60 d -60d

CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 \ 1 2.4028509 GHz -5.42 dBm M1 1 2.4275305 GHz -5.79 dBm \
D1 Ml‘ 1 17.4975 MHz 0.33 de D1 M1 1 18,7387 MHz 0.64 di ‘

J IR e

802.11ax20 2462MHz RU FULL

Spectrum

Ref Level 30.50 dBm  Offset 10.50 d& @ RBW 200 kHz

T y

ProjectNo. : 2601V6B095E-KF Tes

tBarry Feng

Date: 11.AUG.2026 22:

¢:28

802.11ax40 2422MHz RU_FULL

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 500 kHz

lo Att 30dB SWT ims ® VBW 1MHz Mode Sweep lo Att 30de  SWT ims @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (0 1Pk Max
M1 ~6.74 dBm MIT1] -3.81 dBm|
2.4530511 GHz 2.4039419 GHz]
20 di p1[1] 0.81 dB| 20d pi[1] -0.49 dp|
18.2182 MHZ| 36.9169 MHz|
10d 10d
) 3 D1 2.208 dBm—prz o et L
oBI——{01 0,590 i m 0 PN BT NI ey et
D2 -5.410 dBmy £ 7
-10d

o I \

J %

K \
/ |

W J i

-40 di M ) e Lot
oyl -50
-60 d -60 d

CF 2.462 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
M1 \ 1 2.4530511 GHz -6.74 dBm M1 1 2.4039419 GHz -3.81 dBm \
D1 Ml‘ 1 18.2182 MHz 0.81 dB D1 M1 1 36,9169 MHz -0.49 dB ‘
)y J CHRNRRNDD o ) ] CHRRNNRND oo

0.:2601

11.2U6.2026  22:36:

802.11ax40 2437MHz RU FULL

Ref Level 30.50 dBm  Offset 10.50 d& @ RBW 500 kHz

ProjectNo. Ve :Barry Feng

Date: 11.AUG.2026

802.11ax40 2452MHz RU FULL
Erra =)

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 500 kHz

lo Att 30dB SWT ims ® VBW 2MHz Mode Sweep lo Att 30de  SWT ims @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (0 1Pk Max
M1 ~5.87 dBm MIT1] ~4.45 dBm|
2.4183013 GHz 2.4331411 GH]
20 di p1[1] 1.99 dB 20d p1[1] 0.20 d)|
37.4775 MHz| 37.7177 MHz|
10d 10d
Ta D1 2.805 dBmr — T " . od D31 2.343 din p Yo AT
D2 -3.195 dB iyttt L {ATETITAVYN {1 ek D2 2657 dpr R Lo TR T R

ray

.
I \

. ] \

/ \

| \
T

Y '

IR Dot g AMRTIR T
-50 di -50 d
60 di 60 di
CF 2.437 GHz 1000 pts Span 80.0 MHz CF 2.452 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
M1 | 1 2.4183013 GHz -5.37 dBm M1 1 2.4331411 GHz -4.45 dBm |
D1 Ml‘ 1 37.4775 MHz 1.99 dB D1 M1 1 37.7177 MHz 0.20 dB ‘
)y J CHRNRRNDD o ) ] CHRRNNRND oo
otNo. 12601 eriBarsy Srojectlo. :2601VEEN95E-RE TesteriBarry Fenc
11.AUG. Date: 11.AUG.2026
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

99% Occupied Bandwidth

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result:
Environmental Conditions:
Temperature: 24.9 Hll}rfllla;:t\;e 42-55 ATM Pressure: | 6 1 100 3
C) o (kPa)
Test Data:
Mode Test(lﬁ;;lzl;ency 99("?;[ ggw
2412 13.120
802.11b 2437 13.120
2462 13.160
2412 16.280
802.11g 2437 16.280
2462 16.240
2412 17.480
802.11n20 2437 17.520
2462 17.440
2422 36.080
802.11n40 2437 35.840
2452 36
2412 18.880
802.11ax20 RU FULL 2437 18.920
2462 18.840
2422 37.600
802.11ax40 RU FULL 2437 37.520
2452 37.600
TR-EM-RF004 Page 106 of 125 Version 4.1




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11b_2412MHz

802.11b_2437MHz

Spectrum Spectrum o
Ref Level 35,50 dBm  Offset 10.50 dB @ RBW 200 kHz Ref Level 35.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att 35ds SWT 1ms @ VBW 1MHz Mode Sweep lo att 35ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
- MIL1] 0.74 dBm - MII1] 2.20 dBm|
0 2.4125400 GHz 0 2.4375400 GHz]
Occ Bw 13.1: MHZ| Occ Bw 13.1 MHZ]
20 df 20d
10d 10d
1 b1
od h 0 di PN
J\j\/\l
2 V%, Al A
20 /‘)d\ 20 d
-30 df ,/\J‘/ \’n\ -30d fﬂ V\\
-40 d -40 d
Pt W
50 d s0d
-60 d 60d
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.41254 GHz 0.74 dBm M1 1 2.43754 GHz 2.20 dBm
T1 1 2.40558 GHz -14.29 dém Oce Bw 13.12 MHz TL 1 2.43046 GHz -12.35 dBm Occ Bw 13.12 MHz
T2 1 2.4187 GHz -16.02 dem T2 1 2.44358 GHz -12.50 dBm
D ea ) J G we
ProjectNo. : 2601VES! ¢ Feng
Date: 25.AUG.2026
802.11b_2462MHz 802.11g 2412MHz
Spectrum Spectrum
Ref Level 35,50 dBm  Offset 10.50 dB @ RBW 200 kHz RefLevel 35.50 dem  Offset 10,50 dB @ RBW 200 kHz
lo Att 35ds SWT 1ms @ VBW 1MHz Mode Sweep lo att 35ds SWT 1ms @ VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
- MIL1] 2.29 dBm - MII1] -0.46 dBm|
0 2.4615400 GHz 0 2.4129000 GHz]
Occ Bw 13.11 MHZ| Occ Bw 16 MHZ]
20 df 20d
104d 10d
w1
M1
odi n od
T 2
10 d /ﬁ”\/ 12 10d / V\
-20 -20d )‘/ HLLL(‘A
-30 df [,N \\/\“ -30d M 7
40 d 40 e ks
-50 d S0 d
-60 d 60 d
CF 2.462 GHz 1000 pts Span 40.0 MHz CF 2.412 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.46154 GHz 2.29 dBm M1 1 2.4129 GHz ~0.46 dbm
T1 1 2.4553 GHz -15.30 dém Oce Bw 13.16 MHz T1 1 2.40394 GHz -9.12 dBm Occ B 16.28 MHz
T2 1 2.46846 GHz -12.96 dem T2 1 2.42022 GHz -7.91 dBm

802.11g 2437MHz

)t

ProjectNo. 2

Date: 25.AUG.2026 00

O1VERNOSE-RE Te:

2

v Feng

802.11g 2462MHz

Spectrum o Spectrum o
Ref Level 35.50 dBm _ Offset 10.50 dB & RBW 200 kiiz RefLevel 35.50 dBm  Offset 10.50 d8 @ RBW 200 kHz
lo At 3sde SWT ims @ VBW 1MHz Mode Sweep o att 35d8  SWT ims ® VBW 1MHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@17k Max (617K Max
- MIT1] 1.05 dBm) - MI1] 0.61 dBm|
0 2.4347000 GHz 0 2.4645400 GHz]
Occ Bw 16 MHZ| Occ Bw 16.: MHZ|
20d 20d
104 10d
ML M1
A 4 di h &
od T T 0 T g
04 /7 iy ’[?
-20 Mf/ -20 di /\}J/
30 df 30 d
i fo Whaa, B
50 di 50 d
60 df 60 d
CF 2.437 GHz 1000 pts Span 40.0 MHz CF 2.462 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 24347 Ghz 1.05 dem ML T 2.46454 GHiz 0.61 dbm
T1 1 2.42886 GHz -5.48 dém Oce Bw 16.28 Mz T 1 245386 GHz -6.51 dem Oce Bw 16.24 Mz
T2 1 2.44514 GHz -7.85 dBm T2 1 2.4701 GHz -8.01 dBm
DrojectNo. :2601V6RNO5E-EF Te
25.AUG.2026 00 121




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11n20 2412MHz

802.11n20_2437MHz

Spectrum Spectrum
Ref Level 35.50 dBm  Offset 10.50 dB & RBW 200 kiHz Ref Level 35.50 dBm  Offset 10.50 dB & RBW 200 kHz
lo At 3sde SWT ims @ VBW 1MHz Mode Sweep lo Att 35de SWT ims @ VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (0 1Pk Max
- M1 ~0.09 dBm - MIT1] 0.25 dBm|
0 2.4145400 GHz| 0 2.4383000 GHz|
Occ Bw 17. MHZ| Occ Bw 17 MHZ|
20d 20d
10d 10d
M1 M1
od v o di - v
T1 M*‘“WWJ‘W ot ) Litsprhtn] sl 12
10 di / _10d f ”7\
-20 Pr/ l‘—"L\v‘ -20 di M/ \\\
-30 d 30d 1
40 d "
AT T b, AT
50 d s0d
60 d 60 d
CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.41454 Ghz 09 dém M1 T 2.4383 GHz 0.25 dem
T1 1 2.40342 GHz 70 dBm Occ Bw 17.48 MHz T 1 2.42822 GHz -7.13 dém Oce Bw 17.52 MHz
T2 1 2.4209 GHz -8.87 dém T2 1 2.44574 GHz -8.23 dBm

802.11n20 2462MHz

i ;

projectlNo.

Date:

12601V6ANOSE-EF Tes

11.2U6G.2026

tBarry Feng

22:15

58

802.11n40 2422MHz

Spectrum Spectrum
Ref Level 35.50 dBm  Offset 10.50 dB & RBW 200 kiHz Ref Level 35.50 dBm _ Offset 10.50 dB & RBW 500 kHz
lo At 3sde SWT ims ® VBW 1MHz Mode Sweep lo Att 35de SWT ims @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (0 1Pk Max
- M1 0.46 dBm - MIT1] 0.83 dBm|
0 2.4607000 GHz 0 2.4249200 GHz]
Occ Bw 17. MHZ| Occ Bw 36 MHZ|
20d 20d
10d 10d
M1 M1
od e o od TI s ~ oot 12
P i 71
-10d / -10d / \
-20 -'/f -20 di jj \u“
30 d 30d \\4',
o d . g M diastp oAb el
R ey s
50 d s0d
60 d 60 d
CF 2.462 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.4607 GHz 0.46 dBm M1 T 2.42492 GHz 0.83 dem
T1 1 2.45334 GHz -7.81 dem Occ Bw 17.44 MHz T 1 2.40404 GHz -6.56 dem Oce Bw 36.08 MHz
T2 1 2.47078 GHz -7.94 dem T2 1 2.44012 GHz -6.09 dBm

)|

0.:2601

11.2U6.2026

802.11n40 2437MHz

ProjectlNo.

Date: 11.AUG.21

026

802.11n40 2452MHz

Spectrum o Spectrum o
Ref Level 35,50 dBm  Offset 10.50 dB @ RBW 50D kHz Ref Level 35.50 dem  Offset 10,50 dB @ RBW 500 kHz
lo Att 35ds SWT 1ms @ VBW 2MHz Mode Sweep lo att 35ds SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
- MIL1] 1.06 dBm| - MII1] 0.31 dBm|
0 2.4400800 GHz 0 2.4498800 GHZ]
Occ Bw 35.1 MHZ| Occ Bw 36 MHZ]
20 df 20d
10d 10d
M1 M1
od T * 2 o d T * T2
-10 d )} \ -10d / \
-20 / \\" -20d //\( L\\
-30 df -30d
! ! L 1y
ity ettt ikt o Py
50 d s0d
-60 d -60d
CF 2.437 GHz 1000 pts Span 80.0 MHz CF 2.452 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.44008 GHz M1 1 2.44988 GHz 0.31 dbm
T1 1 2.41912 GHz Oce Bw 35.84 MHz T1 1 2.43404 GHz -5.81 dbm Occ Bw 36.0 MHz
T2 1 2.45496 GHz T2 1 2.47004 GHz -6.13 dBm
otNo. 12601V Srojectlo. :2601VEEN95E-RE TesteriBarry Fenc
11.AUG. 2026 Date: 11.AUG.2026 22:27:12




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11ax20_2412MHz_RU_FULL

Ref Level 35.50 dBm  Offset 10.50 d& @ RBW 200 kHz

802.11ax20 2437MHz RU FULL

Ref Level 35.50 dBm Offset 10.50 dB @ RBW 200 kHz

lo At 3sde SWT ims @ VBW 1MHz Mode Sweep o att 35d8  SWT ims ® VBW 1MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (0 1Pk Max
- MIT1] ~0.15 dBm - MI1] 0.65 dBm|
0 2.4133000 GHz 0 2.4383000 GHz]
Occ Bw 18 MHZ| Occ Bw 18 MHZ|
20d 20d
104 10d
. M1
od IE! IR Tz od F:
bivtioed

. ] \

J N, / \
-40 d ot b -40 b
tT [ ]

-50 di -50 d

-60 di -60 d

CF 2.412 GHz 1000 pts Span 40.0 MHz CF 2.437 GHz 1000 pts Span 40.0 MHz

Marker Marker

Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
M1 1 2.4133 GHz 15 dBm M1 1 2.4383 GHz 0.85 dBm
T1 1 2.40258 GHz 82 dBm Occ Bw 18.88 MHz T1 1 2.42754 GHz -5.54 dBm Occ Bw 18.92 MHz
T2 1 2.42146 GHz -6.26 dBm T2 1 2.44646 GHz -5.19 dBm

802.11ax20 2462MHz RU FULL

Spectrum

Ref Level 35.50 dBm  Offset 10.50 d& @ RBW 200 kHz
o Att 35de  SWT 1ms @ VBW 1 MHz

i ;

ProjectNo. : 2601V6B095E-KF Tes

; Feng

Date: 11.AUG.2026

802.11ax40 2422MHz RU_FULL

Ref Level 35.50 dBm

Offset 10.50 d& @ RBW 500 kHz

Mode Sweep o att 35de  SWT 1ms @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
- MIL1] 0.88 dBm - MII1] 2.43 dBm|
0 2.4633000 GHz 0 2.4203600 GHz]
Occ Bw 18.1 MHZ| Occ Bw 37 MHZ]
20 df 20d
104d 10d o
M1 M
od k4 od kR oMttt I
A ! WMM P T ST T, A‘i
-10 d f \ -10d ’J X
-20 (JJ \\’l -20d j L&
-30d A -30 d
a0 d " hrpepglodly ot P s
50 d S0 d
-60 d 60 d
CF 2.462 GHz 1000 pts Span 40.0 MHz CF 2.422 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 2.4633 GHz 0.68 dBm M1 1 2.42036 GHz 2.43 dbm
T1 1 2.45262 GHz -6.71 dBm Oce Bw 18.84 MHz T1 1 2.40332 GHz -3.67 dbm Occ B 37.6 MHz
T2 1 2.47146 GHz -5.18 dBm T2 1 2.44092 GHz -3.62 dBm
0.:12601

11.2U6.2026  22:36:13

802.11ax40 2437MHz RU_FULL

ProjectlNo.

Date: 11.AUG.2026 22:47:11

802.11ax40 2452MHz RU FULL

Spectrum o Spectrum o
Ref Level 35,50 dBm  Offset 10.50 dé @ RBW 500 kHz Ref Level 35.50 dBm  Offset 10.50 dB @ RBW 500 kHz
lo Att 35dB SWT ims ® VBW 2MHz Mode Sweep lo Att 35de SWT ims @ VBW 2MHz Mode Sweep
SGL Count 300/300 SGL Count 300/300
(@ 1Pk Max (@ 1Pk Max
- MIL1] 3.43 dBm - MII1] 3.10 dBm|
0 2.4328800 GHz 0 2.4530000 GHz]
Occ Bw 37. MHZ| Occ Bw 37 MHZ|
20d 20d
10d T 10d 1
0 di daii Ll o d e
‘F‘A g T ?%'\/\ ' e MNE
-10 df } -10d / H‘
-20 f -20 di f l‘
-30 df 30 di
gt el Uil M g uatgipiotits " o i
50 df 50 d
60 df 60
CF 2.437 GHz 1000 pts Span 80.0 MHz CF 2.452 GHz 1000 pts Span 80.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
M1 1 2.43288 GHz M1 T 2,453 GHz 3.10 dBm
T1 1 2.41832 GHz Occ Bw 37.52 MHz T1 1 2.43324 GHz -4.75 dBm Occ Bw 37.6 MHz
T2 1 2.45584 GHz T2 1 2,47084 GHz -5.77 dBm
otNo. 12601 Srojectlo. :2601VEEN95E-RE TesteriBarry Fenc
11.AUG. 2026 Date: 11.AUG.2026




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Maximum Conducted OQutput Power

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | Pass
Environmental Conditions:
Temperature: 24.9 Hll}rfllla;:t\;e 42-55 ATM Pressure: | 6 1 100 3
C) o (kPa)
Test Data:
Mode Test (Fl;/ll'glzl;ency ﬁzﬁggﬁpmu; 12)‘]:::1%: (I(.ﬁ;nnllt) Verdict
Power(dBm)
2412 11.58 8.46 30 Pass
802.11b 2437 12.97 9.92 30 Pass
2462 13.12 10.10 30 Pass
2412 15.71 8.56 30 Pass
802.11¢g 2437 17.17 10.01 30 Pass
2462 17.27 10.03 30 Pass
2412 15.71 8.38 30 Pass
802.11n20 2437 16.37 9.00 30 Pass
2462 16.40 9.09 30 Pass
2422 16.27 8.94 30 Pass
802.11n40 2437 16.35 9.02 30 Pass
2452 16.16 8.79 30 Pass
2412 16.87 8.61 30 Pass
802.11ax20 RU FULL 2437 17.68 9.27 30 Pass
2462 17.74 9.40 30 Pass
2422 16.66 8.81 30 Pass
802.11ax40 RU FULL 2437 16.67 8.79 30 Pass
2452 16.66 8.68 30 Pass
TR-EM-RF004 Page 110 of 125 Version 4.1




Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Power Spectral Density

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | Pass
Environmental Conditions:
Temperature: 24.9 Hll}rfllla;:t\;e 42-55 ATM Pressure: | 6 1 100 3
C) o (kPa)
Test Data:
R et (f\;glzl;ency (dBlﬁ/s;litHz) (dBI;rigli:Hz) et
2412 -15.42 8 Pass
802.11b 2437 -13.04 Pass
2462 -13.18 8 Pass
2412 -16.60 8 Pass
802.11g 2437 -14.83 8 Pass
2462 -15.08 8 Pass
2412 -15.84 8 Pass
802.11n20 2437 -15.22 8 Pass
2462 -14.34 8 Pass
2422 -16.06 8 Pass
802.11n40 2437 -18.21 8 Pass
2452 -18.62 8 Pass
2412 -16.61 8 Pass
802.11ax20 RU FULL 2437 -15.58 8 Pass
2462 -14.92 8 Pass
2422 -18.39 8 Pass
802.11ax40 RU FULL 2437 -17.66 8 Pass
2452 -18.17 8 Pass
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11b_2412MHz

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 3 kHz

802.11b_2437MHz

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 3 kHz

lo Att 30d8 SWT 183 ms @ VBW 10kHz Mode Sweep lo Att 30de SWT  183ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -15.42 dBm)| M1[1] -13.04 dBm|
2.41259510 GHz 2.43784950 GHz|
20 df 20
104 10d
od od
-10d - -10d -

Jﬁmm [T

ey

204 e | g

A

a0d 4 | 'E"M 304 Jay mw
eV Ve LT N WPy,
50 df S0 d

-60 di -0 d

CF 2,312 GHz 2000 pts Span 16.4164 MHz CF 2.437 GHz 2000 pts Span 16.4164 MHz
marker Marker
Type | Ref | Trc X-value | y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 ‘ 1 2.4125951 GHz -15.42 dem M1 1 2,4378495 GHz -13.04 dBm ‘
J GHRNRRNDD o )l ] HENRND e
DrojectNo. :2601VERN0EE-EF Teszer:Barry Feng
Date: 25.AUG.2026 00:14:14
802.11b_2462MHz 802.11g 2412MHz
Spectrum Spectrum
Ref Level 30,50 dBm  Offset 10.50 d@ @ RBW 3 kHz Ref Level 30.50 dem  Offset 10,50 d8 @ RBW 3 kHz
lo Att 30d8 SWT 183 ms @ VBW 10kHz Mode Sweep o att 30ds SWT  348ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -13.18 dBm| M1[1] ~16.60 dBm)|
2.46138030 GHz 2.4129163 GHz
20 di 20
104 10d
od od
_10d 41 R
10 10 dl 1
ITEITST1IV) CYTOTRY PO
N g oL A
a0 d ﬁm‘kv w‘w‘ a0 d (
L ML.\ 0 d Mh
50 d -sod s m"*
-60 -60 i
CF 2,462 GHz 2000 pts Span 16.4164 MHz CF 2,412 GHz 2000 pts Span 81.3114 MHz
marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 ‘ 1 2.4613803 GHz -13.18 dem M1 1 2.4129163 GHz -16.60 dBm ‘

Il J

0.:2601

5.AUG.2026 00:16:58

802.11g 2437MHz
(e ) &)

Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz

T ;

V!

ProjectlNo.

Date: 25.AUG.2026

802.11g 2462MHz
(Srearm ) =)

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 3 kHz

|» Att 30dB SWT 369 ms @ VBW 10 kHz Mode Sweep j» Att 30dB SWT 349 ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@ 1Pk Max @ 1Pk Max
M1[1] -14.83 dBm| M1[1] -15.08 dBm)|
2.4373064 GHz| 2.4622593 GHz|
20 d 20d
10 di 10dl
od 0 di
-10 di i3 -10d (23
0 it s A I 0 b b b
(WM WL LATii A R R AR ’VMWWMWW\ f\!\NVV LLERLSTALA KRRARBRLA | MMM ARLLI (1]

. J |

» J |

i “

WW Rl
hagy
Ldn ad)

T

CF 2,437 GHz 2000 pts Span 83.1532 MHz CF 2.462 GHz 2000 pts Span 81.3914 MHz
marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 ‘ 1 2.4373064 GHz -14.83 dem M1 1 2,4622593 GHz -15.08 dBm ‘

]l J

otlo. 12601V

er:Barry T

AUG.2026

i ;

O1VER0OSE-RT Tes

ProjectlNo.

tBarry Feng

UG.2026 O
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11n20_2412MHz

Ref Level 30,50 dBm
o Att 30 de

Offset 10.50 dB @ RBW 3 kHz

Spectrum

802.11n20_2437MHz

Ref Level 30.50 dBm

Offset 10.50 d& @ RBW

3 kHz

SWT  364ms @ VBW 10kHz Mode Sweep o att 30ds SWT  383ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -15.84 dBm| M1[1] -15.22 dBm)|
2.4163806 GHz 2.4376458 GHz
20 df 20
104 10d
od od
-10 di ™1 -od AT
0 TR TR AP YT, 0 T AT T T
IR Rt uvvuw\ [wvmwvuvwwu iiaane U FreY VWW\MM
-30 df , m 30d m h
-40 di ! . -40d .,W" M
o Mr [ . 0 o
50 d W 60 df
i = it LTI
CF 2,312 GHz 2000 pts Span 82,7528 MHz CF 2.437 GHz 2000 pts Span 84.4344 MHz
marker Marker
Type | Ref | Trc X-value | y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 ‘ 1 2.4163806 GHz -15.84 dem M1 1 2.4376458 GHz -15.22 dBm ‘

J GHRNRRNDD o

802.11n20 2462MHz

Spectrum

Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz

)t

ProjectNo. : 2601V6B095E-KF Tes

Date: 11.AUG.2026 22:17:01

Spectrum

tBarry Feng

802.11n40 2422MHz

Ref Level 30.50 dBm  Offset Li

0.50 d8 @ RBW 3 kHz

lo Att 30de SWT 380 ms @ VBW 10kHz Mode Sweep lo att 30de SWT  800ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -14.34 dBm| MII1] ~16.06 dBm)|
2.4616329 GHz 2.4195010 GHz
20 di 20
104 10d
od od
_10d -10d T
" L il s ‘
-30 d )\J 30d J “
-40 d i 404 'J ‘N‘
-50 db ‘M‘ WWM -50 d M
-60 df -60 dl B +
Lol L TP i o L O

GF 2.462 GHz

2000 pts Span 84.1942 MHz CF 2.422 GHz 2000 pts Span 71.912 MHz
marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 ‘ 1 2.4616329 GHz -14.34 dem M1 1 2.419501 GHz -16.06 dBm ‘
Il J ] )| J L]
0.:12601 ProjectNo. 6
11.AUG.2026 22:18:39 Date: 11.AUG.2026
802.11n40 2437MHz 802.11n40 2452MHz
Spectrum o Spectrum o
Ref Level 30,50 dBm  Offset 10.50 i@ @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10,50 d8 @ RBW 3 kHz
lo Att 30de SWT  773ms @ VBW 10kHz Mode Sweep lo Att 30ds SWT  80ims @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max (@ 1Pk Max
M1[1] -18.21 dBm| M1[1] ~18.62 dBm)|
2.4345152 GHz 2.4497840 GHz
20 d 20
104 10d
od od
-10 di -10d
M1 M1
WWWMWWWWMWWW e WWMWWW o
-30 d J ‘ 30d J L
-40 d "{ \bh' 40 d wﬂ \
-50 d s0d w\
-60 df “"J n -60 d
ot S LTV ST oAk e ATV T
v y Y. v
CF 2,437 GHz 2000 pts Span 69.5096 MHz CF 2.452 GHz 2000 pts Span 72.072 MHz
marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 ‘ 1 2.4345152 GHz -18.21 dem M1 1 2.449784 GHz -18.62 dBm ‘

otlo. 12601V

er:Barry T

11.2U6.2026

)t

ProjectiNo. :2601V6RNS5E-EF Tes

Date: 11.AUG.2026 22:29:05

tBarry Feng
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

802.11ax20 2412MHz RU_FULL 802.11ax20 2437MHz RU FULL

Ref Level 30.50 dm  Offset 10.50 de @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz
o Att 30d8 SWT 389 ms @ VBW 10kHz Mode Sweep o Att 30dB SWT  417ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
[@ 1Pk Max (@ 1Pk Max
M1[1] -16.61 dBm)| M1[1] -15.58 dBm|
2.4102415 GHz| 2.4371593 GHz|
20d 20d
10 di 1od
od 0 di
-10 T -10d T
" Resin o o ST eI T
- o -

30 df rh'wm ) -30d
| \ / l
S S %

s0d 04
e vt . b

CF 2,312 GHz 2000 pts Span 84,995 MHz CF 2.437 GHz 2000 pts Span 87.4774 MHz
marker Marker
Type | Ref | Trc | X-value | y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 ‘ 1 2.4102415 GHz -16.61 dBm M1 1 2,4371593 GHz -15.58 dBm ‘
i J D ea ) J NN wa

ectlo. :2601VED RF Tester:Bars

projectlNo.

01VERNOSE-RT Te

11.2U6.2026  22:34:03 Date: 11.AUG.2026 22

802.11ax20 2462MHz RU_FULL 802.11ax40 2422MHz RU FULL
(e ) @ () =

Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz Ref Level 30.50 dBm Offset 10.50 dB @ RBW 3 kHz

o Att 30de SWT  405ms @ VBW 10kHz Mode Sweep lo att 30d8 SWT  821ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max [@ 1Pk Max
M1[1] -14.92 dBm| M1[1] -18.39 dBm)|
2.4622278 GHz| 2.4207631 GHz|
20 df 20 dl
104d 10d
0d od
-10d e -10d

| i

= W’Mﬁmﬁ% Hh "w} =0 MMWY *"WWMMM
- / \ ) \

S0 d \w

04 2 [, 04 |

PR Wi IR A PP R
CF 2,462 GHz 2000 pts Span 86.4364 MHz CF 2.422 GHz 2000 pts Span 73.8338 MHz
marker Marker

Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |

M1 ‘ 1 2.4622278 GHz -14.92 dem M1 1 2,4207631 GHz -18,39 dBm ‘
Il J ] )| J L]

ProjectNo. : 2601V6B005E-EF Te

tBarry Feng
Date: 11.AUG.2026

Date: 11.AUG.2026 22:49:07

802.11ax40 2437MHz RU_FULL 802.11ax40 2452MHz RU_FULL

RefLevel 30,50 dem  Offset 10.50 dB @ RBW 3 kHz Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 3 kHz
o Att 30de SWT  833ms @ VBW 10kHz Mode Sweep lo att 30de SWT  833ms @ VBW 10kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
(@ 1Pk Max [@ 1Pk Max
M1[1] -17.66 dBm| M1[1] -18.17 dBm)|
2.4358945 GHz| 2.4537543 GHZ|
20 df 20 dl
10d 10d
0d 0d
-10d -10d
M1 M1
0 A v LT

30 d g MWMWMW 30d W e N Wi %1
-40 dl -40 d
ser— 17 X - ;

—x

. o (PRI " V) it T "
CF 2,437 GHz 2000 pts Span 74.955 MHz CF 2.452 GHz 2000 pts Span 75.4354 MHz
marker Marker
Type | Ref | Tre | X-value | Y-value | Function | Function Result | Type | Ref | Tre | X-value | Y-value | Function | Function Result |
M1 ‘ 1 2.4358945 GHz -17.66 dBm M1 1 2,4537543 GHz -18.17 dBm ‘

]l J

No. 12601V

ProjectlNo.

11.2U6.2026 Date: 11.AUG.2026 22:53:54
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

100 kHz Bandwidth of Frequency Band Edge

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | Pass
Environmental Conditions:
Relative
Temperature: 24.9 Humidity: 42-55 ATM Pressure: |6 1 1003
°C) . (kPa)
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Test Data:

802.11b_2412MHz

802.11b_2462MHz

Spectrum o Spectrum o
Ref Level 30.50 dém Offset 10.50 dB8 @ RBW 100 kHz Ref Level 30.50 dBm Offset 10.50 dB @ RBW 100 kHz
|o Att SWT 1.1ms @ VBW 300 kHz Mode Sweep |» Att SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
@ 1Pk Max [@ 1Pk Max
mi[1] -0.77 dBm| -19.16dBm m1[1] 0.84 dBm|
. 2.4125400 GHz| . 2.463030 GHz|
20 D1[1] -46.21 dB| 20 D1[1] -48.10 dp)|
-50.0720 MHZ| 79.250 MHz|
10 df 10di
M1
M1
o M 0 i
104 | \ 10 d
|-20.77dBm, ﬂ[ o0 d /’\( Ull
v \ /
-30 /’/ \\‘ -30 df ([
-40 di 40 d
o1 J L« L o1
Sdprd st Jeath PRI L ——" s TOTTIR PRI P ol Al e
-60 -60 df
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc| X-value Y-value |__Function | Function Result Type | Ref | Trc| X-value Y-value |__Function__| Function Result
Ml‘ 1 2.41254 GHz -0.77 dBm M1 1 2.46303 GHz 0.84 dBm
Dl‘ M1 1 -50.072 MHz -46.21 dB D1 M1 1 79.25 MHz -48.10 dB
Y
1 ] ) o N ]
Frojectio. :2601VG8005R-RT Tester Rarry Feng
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802.11g_2462MHz

Spectrum o Spectrum o
Ref Level 30.50 dém  Offset 10.50 d8 @ RBW 100 kHz Ref Level 30.50 dBm Offset 10.50 dB @ RBW 100 kHz
|o Att SWT 1.1ms @ VBW 300 kHz Mode Sweep |[» Att 30de  SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 100071000
@ 1Pk Max (@ 1Pk Max
mi[1] -1.17 dBm| -19.28dBm M1[1] 0.72 dBm|
. 2.4107800 GHz| . 2.460760 GHz|
20 D1[1] -39.83 dB)| 20 D1[1] -47.30 dp)|
-10.7360 MHZ| 28.480 MHz|
10 df 10 df
M1
M1
0 M o —
o Ll (W l o
l21.17dBm ,[ \l o0 d I
30 + L‘W -30 di "H
_40 d -40 di
N \w\ o1
. . T WPV R g, ‘ f e el ELSTTR TR Y e S o bt a "
-60 -60 df
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc X-value Y-value | _Function | Function Result Type | Ref | Trc| X-value Y-value |__Function | Function Result
Ml‘ 1 2.41078 GHz -1.17 dBm M1 1 2.46076 GHz 0.72 dBm
D1 M1 1 -10.736 MHz -39.83 dB D1 M1 1 28.48 MHz -47.30 dB
Y
) ] ) v )i (]
Projectin. :2601VEB00SR-IF Teater:Rarry Fang
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802.11n20 2412MHz

802.11n20 2462MHz

Spectrum o Spectrum o
Ref Level 30.50 dém Offset 10.50 dB @ RBW 100 kHz Ref Level 30.50 dBm  Offset 10.50 dB @ RBW 100 kHz
|» Att SWT 1.1ms @ VBW 300 kHz Mode Sweep |[» Att 30de  SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 100071000
@ 1Pk Max (@ 1Pk Max
mi[1] -0.89 dBm| -20.46dBm M1[1] -0.46 dBm|
. 2.4133320 GHz| . 2.464540 GHz|
20 D1[1] -39.97 dB)| 20 D1[1] -45.98 dp)|
-13.2880 MHZ| 19.280 MHz|
10 di 10d
M1 M1
’ ’ ”’LMWW
04 » W‘“LV od e
[ 1 |
/ : \\m /} Y
40 d oy 404
S M
Ty M TR enighid ) o . L A An il sy L " iy A b, by o M i s Ay,
-60 -60 df
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc X-value Y-value | Function | Function Result Type | Ref | Trc | X-value Y-value | _Function | Function Result
Ml‘ 1 2.413332 GHz -0.89 dBm M1 1 2.46454 GHz -0.46 dBm
Dl‘ M1 1 -13.288 MHz -39.97 dB D1 M1 1 19.28 MHz -45.98 dB
Y
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11n40_2422MHz

Ref Level 30.50 dBm  Offset 10.50 d& @ RBW 100 kHz

802.11n40 2452MHz

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 100 kHz

lo Att 30d8 SWT  11ms e VBW 300kHz Mode Sweep lo Att 30de SWT  1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max (@ 1Pk Max
M1[1] -4.41 dBm -24.72dBm  M1[1] -4.72 dBm|
2.4194920 GHz 2.456980 GHz
20 di D1[1] -38.24 dB 20d p1[1] -42.08 dB)|
-19.9760 MHz 76.990 MHZ]
10d 10d
od od 4

10 d s 4 wlw MHH%

04 1 e UWI‘ ot
i

[ 24.41dBm / \
30 di

,'/ \“‘l -
-40 df -40 d
] ", e
0 <l : it sk o L ool i IR T . A
-60 d -60 d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 | 1 2.419492 GHz -4.41 dBm M1 1 2.45698 GHz -4.72 dBm \
D1 Ml‘ 1 -19.976 MHz -38.24 dB D1 M1 1 76.99 MHz -42,08 dB ‘
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802.11ax20 2412MHz RU FULL

Spectrum

Ref Level 30.50 dBm  Offset 10.50 d& @ RBW 100 kHz

i ;

ProjectNo. : 2601V6B095E-KF Tes

tBarry Feng

Date: 11.AUG.2026 22:27:

802.11ax20_2462MHz_RU_FULL

Ref Level 30.50 dBm Offset 10.50 dB @ RBW 100 kHz

] |

lo Att 30d8 SWT  11ms e VBW 300kHz Mode Sweep lo Att 30de SWT  1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 1000/1000
(@ 1Pk Max (@ 1Pk Max
M1[1] -1.60 dBm| ~19.70dBm  M1l1] 0.30 dBm|
. 2.4133320 GHz 2.460760 GHz
20 D1[1] -37.29 dB 20d D1[1] -47.44 dp)
-13.3760 MHz 27.590 MHZ]
10d 10d
M1
M1
o W o k
-10 d r W -10d j ||
.21 6048, -20d

] N
oy

. / \

\m D1
s odlihi ol I T o . et

T A
-60 d -60 d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |_Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
M1 | 1 2.413332 GHz -1.60 dBm M1 1 2.46076 GHz 0.30 dBm \
D1 Ml‘ 1 -13.376 MHz -37.20 dB D1 M1 1 27.59 MHz -47.44 dB ‘
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802.11ax40 2422MHz RU FULL
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ProjectlNo.

Date: 11.AUG.2026

802.11ax40 2452MHz RU FULL

Spectrum o Spectrum o
Ref Level 30.50 dBm Offset 10.50 dB @ RBW 100 kHz Ref Level 30.50 dém Offset 10.50 dB8 @ RBW 100 kHz
|» Att 30dB SWT 1.1 ms @ VBW 300 kHz Mode Sweep j» Att 30dB SWT 1.3ms @ VBW 300 kHz Mode Sweep
SGL Count 1000/1000 SGL Count 100071000
[@ 1Pk Max @ 1Pk Max
M1[1] -4.10 dBm -24.61dBm Mi[1] -4.61 dBm|
» 2.4270600 GHz| 2.448280 GHz|
20 D1[1] -38.99 dB 20d D1[1] -42.74 dp)
-27.0160 MHZ| 39.310 MHZ]
10 di 10dl
oa 0 d it
10 di r,wnm.wx U IJ\\I».N ‘M‘W o d Ll NM T
o5 1T H ~2od
-30di \ -30d J
-40 di 40 dem
M \“\m o
e " bl " " P RE et pd s
-60 d -60 d
CF 2.4 GHz 1000 pts Span 88.0 MHz CF 2.4835 GHz 1000 pts Span 126.0 MHz
Marker Marker
Type | Ref | Trc | X-value | v-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value |_Function | Function Result |
M1 ‘ 1 2.42706 GHz -4.10 dBm M1 1 2.44828 GHz -4.61 dBm ‘
D1 Nll‘ 1 -27.016 MHz -38.99 dB D1 M1 1 39.31 MHz -42,74 dB ‘
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Duty Cycle

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | N/A
Environmental Conditions:
Relative
Temperature: 24.9 Humidity: 42-55 ATM Pressure: |6 1 1003
°C) . (kPa)
(%)
Test Data:
LG Ton Ton+Toff | Duty Cycle | Duty Cycle 1/Ton VB.VV
Mode Frequency i) i) (%) Factor(dB) (Hz) Setting
(MHz) ° (kHz)
802.11b 2437 12.615 12.637 99.83 / / 0.010
802.11g 2437 2.095 2.113 99.15 / / 0.010
802.11n20 2437 5.419 5.446 99.50 / / 0.010
802.11n40 2437 5.425 5.447 99.60 / / 0.010
802.11ax20 RU FULL 2437 5.442 5.464 99.60 / / 0.010
802.11ax40 RU FULL 2437 5.439 5.461 99.60 / / 0.010
Duty Cycle = Ton/(Ton+Toff)*100%
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

802.11b_2437MHz 802.11g 2437MHz

Spectrum Spectrum
Ref Level 30,00 dBm Offset 10.50 dB @ RBW 10 MHz Ref Level 30.00 dem Offset 10.50 dB @ RBW 10 MHz
|» Att 30 dB @ SWT 43.9ms @ VBW 10 MHz o Att 30 dB @ SWT 10.6 ms & VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
@ 1Pk Clrw @ 1Pk Clrw
M1[1] 12.35 dBm| ‘ ‘ ‘ | ‘ M1[1] 11.68 dBm)|
20 di 27.21028 ms 20 di 4.78221 ms|
D1fad -0.05 dB v D1[1] 0.66 dB|
P2
10 di
od 0 di
-10 -10d
-20 -20d
-30 -30d
-40 d -40d
-50di Sod
-60 d -60 d
CF 2.437 GHz 10000 pts 4.39 ms/ CF 2.437 GHz 10000 pts 1.06 ms/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
M1 1 27.21028 ms 12.35 dBm M1 1 4.78221 ms 11.68 dBm
D1 M1 1 12.615 ms -0.05 dB D1 M1 1 2.09459 ms -0.66 db
D2 M1 1 12.63695 ms -0.02 dB D2 M1 1 2.11253 ms -0.24 dB
i D ea ) J

-RF Tester:Barry Te

ProjectNo. : 2601V6B095E-KF Tes

; Feng

25.AU6.2026  00:11:21 Date: 25.AUG.2026 00:29:01

802.11n20 2437MHz 802.11n40 2437MHz

Spectrum Spectrum
Ref Level 30,00 dBm Offset 10.50 dB @ RBW 10 MHz Ref Level 30.00 dem Offset 10.50 dB @ RBW 10 MHz
|» Att 30 dB @ SWT 54.5ms @ VBW 10 MHz o Att 30 dB @ SWT 27.2ms @ VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
@ 1Pk Clrw @ 1Pk Clrw
M1[1] 11.68 dBm M1[1] 6.34 dBm)|
20 di 14.90594 ms| 20 di 12.41112 ms|
ML ) D1[1] 1.52 dB D1[1] 4.47 dB|
i X i 4
m o u
od 0 di
-10di -10d
-20 dl -20d
-30di -30d
-40 d -40d
-50di Sod
-60 d -60 d
CF 2.437 GHz 10000 pts 5.45ms/ CF 2.437 GHz 10000 pts 2.72 ms/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
M1 1 14.90594 ms 11.68 dBm M1 1 12.41112 ms 6.34 dBm
D1 M1 1 5.41886 ms 1.52 dB D1 M1 1 5.42476 ms 4.47 dB
D2 M1 1 5.44609 ms 0.03 de D2 M1 1 5.44653 ms -0.01 de
0.:12601

ProjectNo. Ve

Date: 11.AUG.2026

802.11ax20 2437MHz RU FULL 802.11ax40 2437MHz RU FULL

Spectrum o Spectrum o
Ref Level 30,00 dBm  Offset 10.50 dé @ RBW 10 MHz Ref Level 30.00 dem  Offset 10,50 dB @ RBW 10 MHz
|» Att 30 dB @ SWT 27.3ms @ VBW 10 MHz o Att 30 dB @ SWT 27.3ms @ VBW 10 MHz
SGL Count 1/1 SGL Count 1/1
[@ 1Pk Cirw ] [@ 1Pk Cirw
| | ‘ ‘ M1[1] 11.01 dBm| ‘ | M1[1] 6.36 dBm)|
. 15.15726 ms| 14.02135 ms|
20 D11 -0.96.dB 20d D1[1] 2.61 dB)|
(ki s WW
od od
-10 df -10d
-20 d -20d
-30 d 30d
40 d -40d
-50 d S0 d
-60 d 60 d
CF 2.437 GHz 10000 pts 2.73ms/ CF 2.437 GHz 10000 pts 2.73 ms/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result | Type | Ref | Trc | X-value | Y-value Function | Function Result |
ML 1 15.15726 ms 11.01 dBm M1 1 14.02135 ms 6.36 dbm
01| M1 1 5.44108 ms -0.96 dB D1 Mi| 1 5.43925 ms 2.61 db
D2 M1 1 5.46382 ms 0.01 de D2 M1 1 5.46109 ms 0.04 de
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Conducted Spurious Emission

Test Information:

Sample No.: | 3PF5-1 Test Date: | 2026/08/11~2026/08/25
Test Site: | RF Test Mode: | Transmitting
Tester: | Barry Feng Test Result: | Pass
Environmental Conditions:
Relative
Temperature: 24.9 Humidity: 42-55 ATM Pressure: |6 1 1003
°C) . (kPa)
(%)
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

Test Data:

802.11b_2412MHz

802.11b_2437MHz

Spectrum o Spectrum o
Ref Level 33.50 dBm Offset 13.50 dB8 @ RBW 100 kHz Ref Level 33.50 dBm Offset 13.50 dB @ RBW 100 kHz
|o Att SWT 250 ms @ VBW 300 kHz Mode Sweep |» Att SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@ 1Pk Max (@ 1Pk Max
30 Mi[1] -37.42 dBm| a0 M1[1] -37.32 dBm|
20.3533 GHz| 20.3283 GHz]|
20 d m2[1] -37.87 dBm| 20 di m2[1] -37.42 dBm|
15.5691 GHz| 20.3408 GHz]|
10 di 10d
1 3.550¢ D1 3.820 dBmr
o 0 d
-10 df -10 di
-20 -20
450 dBm D2 -26.180 dBm
-30 -30 df
M2 M1 M3
-4 % T " -40
e W PRV PP MWW R e TV T RRRRY Y SV T SRSt
o d 50 di
-60 dI -60 df
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc X-value Y-value |__Function Function Result Type | Ref | Trc | X-value Y-value |__Function | Function Result
Ml‘ 1 20.3533 GHz -37.42 dBm M1 1 20.3283 GHz -37.32 dBm ‘
MZ‘ 1 15.5691 GHz -37.87 dBm M2 1 20.3408 GHz -37.42 dBm ‘
MR‘ 1 15.6066 GHz -37.97 dBm M3 1 19.6537 GHz -37.53 dBm ‘
1 J ) ]
Frojectio. :2601VG8005R-RT Tester Rarry Feng

Date:

25.406.2026 0D
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802.11b_2462MHz

80957-77 Testar:davry Fens

aa:2

LAUG.2026 1

802.11g_2412MHz

Spectrum o Spectrum o
Ref Level 33.50 dBm Offset 13.50 d8 @ RBW 100 kHz Ref Level 33.50 dBm Offset 13.50 dB @ RBW 100 kHz
|o Att dB  SWT 250 ms @ VBW 300 kHz Mode Sweep |[» Att 30de  SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@ 1Pk Max (@ 1Pk Max
30 Mi[1] -37.38 dBm| 30 M1[1] -37.73 dBm|
20.3907 GHz| 15.5191 GHgz|
20 d m2[1] -38.05 dBm)| 20 di m2[1] -87.77 dBm|
20.3283 GHz| 15.5941 GHz|
10 di 10d
15190
0 di o D1 0.160 dBm
-10 df -10 di
-20 -20
D2 -24.810 dBnr
-30 840 dBm-
M
-40 o MYJ -40 di A
O VSN FY Mo APV e oo g i RSTION S RPN BN P (PN YT
i D d
60 d -60 df
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc X-value Y-value | _Function Function Result Type | Ref | Trc| X-value Y-value | _Function | Function Result
Ml‘ 1 20.3907 GHz -37.38 dBm M1 1 15.5191 GHz -37.73 dBm ‘
MZ‘ 1 20.3283 GHz -38.05 dBm M2 1 15.5941 GHz -37.77 dBm ‘
MH‘ 1 19.7787 GHz -38.05 dBm M3 1 15.5441 GHz -37.88 dBm ‘
1 J 1 J
Projectin. :2601VEB00SR-IF Teater:Rarry Fang
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802.11g_2437MHz

v Tanc

802.11g_2462MHz

Spectrum o Spectrum o
Ref Level 33.50 dém Offset 13.50 dB @ RBW 100 kHz Ref Level 33.50 dBm Offset 13.50 db @ RBW 100 kHz
|» Att SWT 250 ms @ VBW 300 kHz Mode Sweep |[» Att 30de  SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 100/100 SGL Count 100/100
@ 1Pk Max (@ 1Pk Max
30 CETEY) -37.94 dBm a0 IXFTEY] ~37.65 dBm|
15.5191 GHz| 15.5316 GHz|
20 m2[1] -38.08 dBm| 20 m2[1] -38.03 dBm|
20.3782 GHz| 20.3907 GHz]|
10 di 10d
e 1 0.620 04l 1 2.900
-10d -10d
-20 df -20 d
. 2 0 D2 -27.100 dBnr
M1 M2 M2
X b4 T
-40 40 d
R LV AT E SO P A i T V) NPPRRTTION VP Wy e R T BT Er v
-50 di -50 df
-60 dI -60 df
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc X-value Y-value | Function Function Result Type | Ref | Trc | X-value Y-value | Function | Function Result
Ml‘ 1 15.5191 GHz -37.94 dBm M1 1 15.5316 GHz -37.65 dBm ‘
MZ‘ 1 20.3782 GHz -38.08 dBm M2 1 20,3907 GHz -38.03 dBm ‘
MK‘ 1 20.4032 GHz -38.36 dBm M3 1 20.3782 GHz -38.17 dBm ‘
1 J 1 J
01VEB0OSR-RF Teateriharry Fang V6A09SE-RT Testar:iasry Fenz

UG 2026 0D

00:4
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11n20 2412MHz

802.11n20_2437MHz

Spectrum Spectrum
Ref Level 33.50 dBm Offset 13.50 dB @ RBW 100 kHz Ref Level 33.50 dém Offset 13.50 d8 @ RBW 100 kHz
|» Att 30 dB SWT 250 ms @ VBW 300 kHz  Mode Sweep J» Att 30dB SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
30 d M1[1] -38.60 dBm| 30 d M1[1] -37.39 dBm)|
15.5566 GHz| 15.5566 GHZ]|
20 di m2[1] -39.07 dBm| 204 M2[1] -38.00 dBm)|
15.5191 GHz 20.3782 GHz|
10 10dl
0 dBm D1 -1.660 dBr od D1 -1.790 dBm
-10di -10d
-20 di -20d
30 dBM—f——p5 31 660 dBm 30 dBM—f——> 31 700 dem T —
e \4
i w
-40 40 di
AL, P W o et
TS Y PN P PR SN e T QT 2 PPN Y P S en o P ki
o hp
-60 d -60 d
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 15.5566 GHz -38.60 dBm M1 1 15.5566 GHz -37.39 dBm
M2 1 15.5191 GHz -309.07 dBm M2 1 20.3782 GHz -38.00 dBm
M3 1 15.6441 GHz -309.10 dem M3 1 20.3907 GHz -38.51 dBm
— s
)y GHRNRRNDD o )l CHRRNNRND o
ProjectNo. :2601V68005E-RF Tester:Barry Feng
11.AUG.2026 23:06:38 Date: 11.AUG.2026 23:
802.11n20 2462MHz 802.11n40 2422MHz
Spectrum Spectrum
Ref Level 33.50 dBm Offset 13.50 dB @ RBW 100 kHz Ref Level 33.50 dém Offset 13.50 d8 @ RBW 100 kHz
|» Att 30 dB SWT 250 ms @ VBW 300 kHz  Mode Sweep J» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep
SGL Count 20/20 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
30 d M1[1] -38.71 dBm| 30 d M1[1] -39.19 dBm)|
15.5941 GHz| 20.3782 GHz|
20 di m2[1] -38.74 dBm)| 20d M2[1] -39.29 dBm)|
15.5441 GHz 20.3533 GHz|
10 10dl
ol D1 -0.530 dBm od
D1 -4.630 dBrv
-10di -10d
-20 di -20d
0-cl D2 -30.530 dém -30d
';3 D2 -34.630 dBrm 3
-40 df 40 di e
T 7 oW [ e, oginrh
e T P [ e e iy N W SRR SN e L P DAl
=50 dBm -50 d
60 di 60 di
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 15.5941 GHz -38.71 dBm M1 1 20.3782 GHz -39.19 dBm
M2 1 15.5441 GHz -38.74 dBm M2 1 20.3533 GHz -39.20 dBm
M3 1 15,5191 GHz -38.88 dBm M3 1 17.93 GHz -39.31 dém
—_— s
)y CHRNRRNDD o ) CHRRNNRND oo
0.:12601 ProjectNo. SE-EF T, :Barry Fenc

11.AUG.2026 2310

Date: 11.AUG.2026

802.11n40 2437MHz

802.11n40 2452MHz

Spectrum o Spectrum =
Ref Level 33,50 dBm Offset 13.50 dB @ RBW 100 kHz Ref Level 33.50 dém Offset 13.50 d8 @ RBW 100 kHz
|» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep j» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep
SGL Count 20/20 SGL Count 20/20
[@ 1Pk Max @ 1Pk Max
30 d M1[1] -38.37 dBm| 30 d M1[1] -38.51 dBm)|
20.3907 GHz| 15.6066 GHZ]|
20 di m2[1] -38.52 dBm)| 20d M2[1] -39.04 dBm)|
20.3782 GHz| 20.4032 GHZ|
10 10d
0di — 0 d
D1 -2.470 dBrm: D1 -4.240 dBm
-10di -10d
20 di 20 di
= = -30d
D2 -32.470 di P D2 -34.240 dBm it e
Y ¥
40 di
T o™ T
R e PPN Fr SN ST SRy T S WAPRR ey T e S P B N P e AL S PO e
uith
60 di 60 di
Start 30.0 MHz 2000 pts Stop 25.0 GHz Start 30.0 MHz 2000 pts Stop 25.0 GHz
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 20,3907 GHz -38.37 dBm M1 1 15.6066 GHz -38.51 dBm
M2 1 20,3782 GHz -38.52 dBm M2 1 20.4032 GHz -39.04 dBm
M3 1 20,3533 GHz -38.65 dBm M3 1 15.5441 GHz -39.10 dBm
—_— s
)y CHRNRRNDD o ) CHRRNNRND oo
otNo. 12601 eriBarsy BrojectNo. :2601V6B095E-RE Tester:Barry Feng
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Bay Area Compliance Laboratories Corp. (Shenzhen)

Report No.: 2601V68095E-RF-00C

802.11ax20 2412MHz RU FULL

802.11ax20 2437MHz_RU_FULL

Spectrum Spectrum
Ref Level 33.50 dBm Offset 13.50 dB @ RBW 100 kHz Ref Level 33.50 dém Offset 13.50 d8 @ RBW 100 kHz
|» Att 30 dB SWT 250 ms @ VBW 300 kHz  Mode Sweep J» Att 30dB SWT 250 ms @ VBW 300 kHz Mode Sweep
SGL Count 20/20 SGL Count 20/20
@ 1Pk Max @ 1Pk Max
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Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 20,3907 GHz -38.35 dBm M1 1 15.6316 GHz -38.39 dBm
M2 1 19.7162 GHz -38.65 dBm M2 1 15.5566 GHz -38.51 dBm
M3 1 15,5566 GHz -38.82 dBm M3 1 15.5691 GHz -38.55 dBm
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Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 15.5316 GHz -37.58 dBm M1 1 15.5816 GHz -38.14 dBm
M2 1 15.5566 GHz -37.81 dBm M2 1 20.3533 GHz -38.37 dBm
M3 1 20,3657 GHz -38.28 dBm M3 1 15.6191 GHz -38.41 dBm
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|» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep j» Att 30dB SWT 250 ms @ VBW 300 kHz  Mode Sweep
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Type | Ref | Trc | X-value | Y-value |__Function__| Function Result Type | Ref | Trc | X-value | Y-value Function | Function Result
M1 1 20,3782 GHz -37.84 dBm M1 1 15.5441 GHz -37.87 dBm
M2 1 15.5816 GHz -38.13 dBm M2 1 20.3033 GHz -38.57 dBm
M3 1 15,5441 GHz -38.18 dBm M3 1 16,506 GHz -38.78 dBm
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

EUT PHOTOGRAPHS

Please refer to the attachment 2601V68095E-RF-EXP External photo and 2601V68095E-RF-INP Internal
photo.
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Bay Area Compliance Laboratories Corp. (Shenzhen) Report No.: 2601V68095E-RF-00C

TEST SETUP PHOTOGRAPHS

Please refer to the attachment 2601V68095E-RF-TSPA Test Setup photo.

wxwis END OF REPORT ##%%%

TR-EM-RF004 Page 125 of 125 Version 4.1




	DOCUMENT REVISION HISTORY
	GENERAL INFORMATION
	Product Description for Equipment under Test (EUT)
	Objective
	Test Methodology
	Measurement Uncertainty
	Test Facility

	SYSTEM TEST CONFIGURATION
	SUMMARY OF TEST RESULTS
	Test Equipment List
	REQUIREMENTS AND TEST PROCEDURES
	AC Line Conducted Emissions
	Spurious Emissions
	6 dB Emission Bandwidth & 99% Occupied Bandwidth
	Maximum Conducted Output Power
	100 kHz Bandwidth of Frequency Band Edge
	Conducted Spurious Emission
	Power Spectral Density
	Duty Cycle

	RF EXPOSURE EVALUATION
	ANTENNA REQUIREMENT
	TEST DATA AND RESULTS
	AC Line Conducted Emissions
	Spurious Emissions
	6dB Emission Bandwidth
	99% Occupied Bandwidth
	Maximum Conducted Output Power
	Power Spectral Density
	100 kHz Bandwidth of Frequency Band Edge
	Duty Cycle
	Conducted Spurious Emission

	EUT PHOTOGRAPHS
	TEST SETUP PHOTOGRAPHS

