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1. Overview

1.1 Instruction

WINES is a UHF RFID Reader hybrid module which integrates high performance UHF RFID reader chipset,
TCXO, Balun, Coupler, SAW filter, Power amp and low pass filter. UHF RFID reader chipset uses PR7 of PHYCHIPS
which integrates 800MHz and 900MHz radio, baseband processor, industry standard enhanced Cortex-M3

MCU, memory and many other features.

o [=]

o (o)

Figure 1 WINE5 module

1.2 Product composition
WINE 5 Module include
e PR7 Rain / RFID reader Chipset
e 32MHz TCXO / RFID Power Amplifier
e Coupler (with Low pass filter) / Saw filter
e UART / USB Interface (selection)

e etc.
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1.3 Basic features of WINE 5
Hardware
e High performance PHYCHIPS Chipset PR7
e Output Transmit power: Typical +27 dBm (Japan +24dBm)
e Sensitivity: Typical -78 dBm
e Module Size: 18mm X 18mm X 3.Tmm
e Operating Temperature: -20°C ~ +70°C
Software
e Optimize to new PHYCHIPS module including leakage cancellation algorithm
e Update Registry information
e Modify user environments
e Very easy information log to help user understand module status and operation
e Add very useful functions: leakage RSS! Plot, Read range calculator
e Add user friendly Script: easy to use module and RFID operation

¢ Do not need to install GUI drivers (for windows)

PHY-TD-WINE-UM- PHYCHIPS 7/ 34
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2. Hardware description

2.1 Block diagram of WINE 5

Figure 2 Block diagram of WINE 5

The hardware of WINE 5 consists of PR7 RFID Chipset and Several Component.
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2.2 Specification

2.2.1 Absolute Maximum Ratings.

Parameter Condition Min. Typ. Max. Unit
Supply voltage VCC33 33 5 \
VCC33P 33 4.6
Storage Temperature -40 +85 °C
2.2.2 Functional Specifications.
Parameter Condition Min. Typ. Max. Unit
Frequency range 860 930 MHz
) All Region (except Japan) 26 26.5 27 dBm
Tx Maximum power
Japan 23 23.5 24 dBm
) All Region (except Japan) 27 dB
Tx Dynamic Range
Japan 24 dB
Sensitivity 78 80 dBm
VCC33 3.0 33 3.6 \Y
DC voltage
VCC33P 3.0 33 3.6 \Y
GPIO voltage VCC33 33 \
Operation Temperature -20 +70 °C
Current Idle 45 mA
Active CW on, Tx power 27dBm 500 550 600 mA

PHY-TD-WINE-UM-

PHYCHIPS
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2.3 Pin description.

WINES is a 24-pin SMD type module that provides either UART or USB interface. It operates by receiving

power from the host, and the RF output can be connected via Pin 3 using a connector that suits various

customer specifications.

GNDE @ PHYCHIPS J GND
GNDE b TMS_SWDIO
RF_OUT, | TCK_SWCLK
! WINES >
GNDE L DM
GND| [ PAO_TXD
GND| [ PA1_RXD
GND | PB2
RESETB] | PB3
GND |, GND
VCC33P L, VCC30
VCC33P{ Made in Korea 1 veess
No Name 10 Type Description
1~2 GND Ground
3 RF_OUT 10 Analog | RF Input / RF Output
4~8 GND Ground
9 RESETB Reader reset signal [ O: Reset]
10 GND Ground
11~12 VCC33P P 3.3V for Power amplifier
13 VCC33 P 3.3V for Module main Chipset
14 VCC30 P 3.0V for USB Voltage
15 GND Ground
16 PB3 (@] Digital | 1/O port
17 PB2 @] Digital | 1/O port
18 PA1_RXD I Digital | UART input
19 PAO_TXD o) Digital | UART output
20 DM (@] Digital | USB Data -
21 DP (@] Digital | USB Data +
22 TCK_SWCLK | Digital | JTAG Clock / Serial Wire Clock
23 TMS_SWDIO I Digital | JTAG Test Mode State / Serial Wire Data Input Output
24 GND Ground

Figure 3 Pin description of WINE 5
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2.4 Operation Method

2.4.1 DC Power supplement

DC power to operate WINES is separated by 3 kinds. VCC33 is to supply for PR7 which power range is 3.3 to
3.6 volts, VCC33P is to supply for power amp which power range is 3.3 to 4.2 volts. VCC30 supplies power to
PR7 when the USB interface is used, with a voltage of 3.0 volt.

In mobile device with battery, VCC33P can be connected to battery power directly. VCC33 pins need to be
external LDO (or another device). As the Host controls the LDO's enable, user control power down mode of

module.
If you do not control external LDO, you can control CSE pin to enter power down mode instead.
2.4.2 Antenna Connection supplement

To connect an antenna to the WINE5 module, a 500 RF connector must be connected to the RF_OUT terminal

(Pin 3).

Figure 4 Application Circuit of WINE 5
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2.5 Communication Interface

2.5.1 UART Interface

The serial interface of the WINE5 module consists of two pins. UART_RXD is used for receiving commands
from the host and is assigned to pin 18, while UART_TXD is used for transmitting responses to the host and

is assigned to pin 19. The pin connection configuration is shown in the figure below.

WINEXx Host_MCU
GND GND
UART_TXD UART_RXD
UART_RXD UART_TXD

Figure 5 Host MCU Connection of the UART

2.5.2 USB Interface

When using the USB function of the WINE5 module, the firmware must be replaced with a USB-compatible

version. In addition, power must be supplied to VCC30, and the host MCU must be connected as shown in

the figure below.

WINEX Host_MCU
GND GND
D+ D+
D- D-

Figure 6 Host MCU Connection of the USB
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3. GUI Description

3.1 Introduction.
The WINE Utility helps the user to start working with WINE DK RFID reader quickly.
It supports all the WINE series.

System requirements Microsoft .NET 6.0 or higher version OS: Windows 10, Windows 11

3.2 GUI Overview.

WINE Utility v1.0.8 == E) N

Connection Read Time Unique Count Total Count Read Rate

Port Setting
00:00:00.00 0 0 0.0 tags/s

Operation
Memory Access

Settings

Additional
Firmware Downloader
Terminal
| Tag Features
Others

PHYCHIPRS

Figure 7 WINE Utility Basic Window
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3.2.1 Connection.

(-) : Connect or Disconnect Button.

Port Setting: Page to performs UART settings

3.2.2 Operation.

Inventory: Page to performs Inventory (Tag read).
Memory Access: Page to performs Access action on the read tags.

Settings: Page to perform Inventory settings or Reader settings.

3.2.3 Additional

Firmware Downloader: Page to perform firmware update of DK with Hex file.
Terminal: Page monitoring the WINE protocol.
Tag Features: Provides test for tag features (Temperature Sensor, E-paper, etc.)

Others: Provides other convenience features (Communicate Logger, Hotkey etc.)

PHY-TD-WINE-UM- PHYCHIPS
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4. Connection

4.1 Connect

To Connection, follow the below process.

Step 1. Connect PC and WINE DK with USB to UART cable (please refer to Quick Start Guide)

Step 2. Click “Port Setting” on side menu.

Step 3. Set VCP Parameters appropriately. (If can't find the com port, please refer to below guide)

In normal cases, WINE DK has the following VCP settings.
1. Baudrate : 460800
2. DataBits : 8
3. Parity : None
4. StopBits : 1
Step 4. Toggle “Connection” switch.

X If not exist WINE DK VCP port, try below guides.
1. Download VCP driver suitable for OS, install it.

https://www.silabs.com/developers/usb-to-uart-bridge-vcp-drivers?tab=downloads

2. Check recognition on Device Manager

& Device Manager
File Action View Help

e D HEmE B

3 Computer

s Disk drives

[ Display adapters

B Firmware

i Human Interface Devices

“m IDE ATA/ATAPI controllers

3% Imaging devices

=2 Keyboards

@ Mice and other pointing devices

[ Monitors

¥§ Multifunction adapters
Network adapters

@ Ports (COM & LPT)
i@ Silicon Labs CP210x USB to UART Bridge(COMS3)

<

= Print queues

[ Printers

3 Processors

B¢ Security devices

[3 Sensors

¥ Software components

B Software devices

iy Sound, video and game controllers
S Storage controllers

E3 System devices

§ Universal Serial Bus controllers
8 USR Connector Mananers

Figure 8 UART Recognition
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4.2 Sync with Connected WINE DK

WINE DK operates according to the GUI settings (Inventory settings and Reader settings).

Synchronization occurs immediately upon connection

5. Operation

5.1 Inventory

WINE Untility v1.0.8 - [m | b 4
Connection ([ ) Read Time Unique Count Total Count Read Rate
Port Setting
00:00:06.33 26 992 155.3 tags/s @
Operation
| Memory Access 1 3100 0080 BO 40 3C 00 00 00 12 0A 00 67 89
Settings 2 3400 E2801190A503006178D3AEBD 89
3 3400 E2801190A503006178D4135D a1
Additional 4 3400 E£2807190A503 006778 D3 AE 4D 88
Firmware Downloader 5 3000 1903130001000F0000013277 44
Terminal 6 3000 E282403D000206D6F9 7636 2E 71
Tag Features 7 3414 29011397 00000000 10 00 ES OF 76
Others 8 3400 E2801190A5020060161D0891 75
9 3000 201402 0300000000 00 00 36 89 EL]
10 3400 000000 7E 70 C3 5A 94 00 00 00 00 74
11 3400 E28011C1AS5000062F7 50 CA 49 13
12 3400 E28071190A503006778D3 AE22 75
13 3000 E2801191A50300638C1C4BBC 10
14 3000 FFFFFFFFA50300638C09CT713 37
15 3400 E280 11902000 1FB000F492CC 5
16 3400 E280119020001F8000F4 73 CE 7
17 3404 E2CO 6892000000 3A 1E 2509 D8 23
18 3000 E28071191A5030060E5A11042 1
19 3000 E2801191AS50300638C 22 96 00 20
20 3000 E2008325251802000510DFC1 7
21 3000 E2004133711400865 12500005 21
22 3000 E2801191A50300606749C98E
| 23 4000 3551 DB 9E B2 34 16 94 62 67 46 17 00 00 00 00 21
| 24 3900 323330392D30343831382D313800 7
25 3000 30083382 DD D9 014035 050000 7
pHYCHIpS 76 4400 BRI1200NNT9 2R 54 4A 3347 373100 100A 01 1

Figure 9 Inventory Page
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5.1.1 Inventory (Tag Read) Start/Stop

When you press the start button, the start button changes to a stop button and the inventory executed.

Stop Button’s border line color indicates Leakage RSSI State

5.1.2 Indicators

1. Read Time: Time Spent from "Start button" pushed.

Unique Count: Individual tags count

2.Total Count : Total number of reads.

3. Read Rate : The number of tag count per 1 second.

5.1.3 Tag List
By default, PC and EPC listed.
Also, some parameters are displayed when setting the mode such as TID, User etc.

If there are no additional tag count, the tag's line will turn gray.

PHY-TD-WINE-UM- PHYCHIPS 17 / 34
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5.1.4 Context Menu
To context menu open, Right-click on the Inventory page.
The operation of each menu is as follows.

1. Select Tag (SO, Target A Only): Perform the "Select" (RFID protocol) with the selected tag.
Because the Select Parameter is fixed to Session 0 and Target A, additional detailed settings are required
on the Inventory Settings page for intended operation.

. Deselect Tag: Deactivate the “Select” (RFID protocol).

. Clear Tag List: Clear all tags from tag list.

. Export Tag List to CSV: Save tag list to csv file.

U N W N

. Copy To Clipboard: copy to clipboard selected tags (like Ctrl+C).

5.1.5 Other function

1. Sort: You can sort the list by clicking on a column header.
2. Conditional stop: For stop according to conditions, please refer to 5.3.1.2 (Inventory End Option).

Automatic stop: When changing pages, inventory stopped automatically

PHY-TD-WINE-UM- PHYCHIPS 18 / 34



WINE 5 User Manual (v.0.1.0)

5.2 Settings

5.2.1 Inventory Settings

WINE Utility v1.0.8 - 0O X
Connection o N
«© Inventory Settings Reader Settings
Port Setting
Operation Inventory Configuration
Inventory Reading Mode Start Q Maxmimum Q Minimum Q Session SL Target
| Memory Access Dynamic Q v/ |4 «| |18 v| o ~ |so ~ | Al = | | Toggle v
| - Gat | | Set
Additional Inventory End Option (0 : Infinite)
Firmware Downloader Time (ms} Cycle
Terminal 0 0 Get | | Set
Tag Features
Others Inventory Mode
¥ PC & EPC e Get | | Set
Report Option
[] Antenna [] Frequency [] Power [C] Rsst [[] Phase Gat | | Sat
Select Criteria
Target Action MemBank StartPtr (DEC)  Length (DEC)  Mask{HEX)
[1 |80 =~ | Matching:Inventoried — A or assertSt, ~ | | RFU +| |0 0
o S0~ Matching : Inventoried — A or assertSL, v RFU v| |0 1]
[1 /S0 ~ | Matching: Inventoried — A ot assertSL. v | RFU v | |D 0
[[] 'S0 =~ Matching: Inventoried — A or assertSL, v | | RFU v | @ (1]
Get | | Set
|
PHYCHIPS

Figure 10 Inventory Settings Page
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5.2.1.1 Inventory Configuration

1. Reading Mode
a) Fixed Q: Q value was maintained Start Q value in Query.

b) Dynamic Q : Q value in Query was changed each inventory cycle.

2. Start Q : First Q value in Query.
3. Maximum Q : Highest Q Value on Dynamic Q mode.
4. Minimum Q : Lowest Q Value on Dynamic Q mode.
5. Session : Chooses a session for the inventory round.
a) SO : Inventoried flag is changed by energy.
b) S1: Inventoried flag is changed by time.
c) S2 : Inventoried flag is changed by energy and time.
d) S3: Inventoried flag is changed by energy and time.

6. SL: Chooses which Tags respond to the Query.
a) All : Tags respond to query regardless of the SL flag state.
b) Asserted : Tags respond to query only in SL flag asserted state.
c) Deasserted : Tags respond to query only in SL flag not asserted state.
7. Target : Selects whether Tags whose inventoried flag is A or B.
a) Toggle : Query target was changed each Inventory round on Fixed Q mode.
In Dynamic Q mode, Query target was changed by Algorithm.
b) A : Tags respond to query only in inventoried flag A.

¢) B : Tags respond to query only in inventoried flag B.

5.2.1.2 Inventory End Option
Set inventory end options. Setting it to 0 means continuous execution.

1. Time (ms) : Inventory stops after a set amount of time.

2. Cycle : Inventory stops when the set cycle is complete.

5.2.1.3 Inventory Mode

Set the information received from the tag during inventory operation. If TID is checked, TID information is

reported as an additional memory access operation.

PHY-TD-WINE-UM- PHYCHIPS 20 / 34
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5.2.1.4 Report Option

This is used when you want to obtain information such as the operating environment other than tag memory

information during inventory operation.
Antenna : Includes Antenna port information when reporting the tag information.
Frequency : Includes Frequency information when reporting the tag information.

1
2
3. Power : Includes Tx power information when reporting the tag information.
4. RSSI: Includes RSSI information when reporting the tag information.

5

Phase : Includes Phase information when reporting the tag information.

5.2.1.5 Select Criteria

CheckBox : Checked state means enable the select line.
Target : Action target. SL flag or Inventoried flag.
Action : Tag behavior for matching and not-matching.
MemBank : Specifies a MemBank for the mask.
StartPtr : Specifies a starting bit address for the mask.
Length : Length of Mask (bit length).

N o vk~ W=

Mask : Mask Data. A match between the tag data and the mask activates the select action.

PHY-TD-WINE-UM- PHYCHIPS 21 / 34
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5.2.2 Reader Settings

WINE Unility v1.0.8

Connection @l )

Port Setting

Operation
Inventory
Memory Access

| additional

Firmware Downloader
Terminal

Tag Features

Others

PHYCHIPS

= =T
Inventory Settings Reader Settings
Frequency Setting
Region RF Preset Start Freq. (MHz) Ch Spacing (kHz) Channel Count
FCC ~ | 900MHz WIDE 902.750 500 50
‘ Get | | Set
Channel Setting Hopping Mask >
Channe!
Hopping . Current Channel BSSI ‘ ‘ Get | | Set
Reader Mode
Mode Tari Data-1 BLF M
24T-P-2 «| [20us 2 Tari 250 kHz M4
‘ Get | | Set
LBT Setting
LBT Enable RF Level (dBm) Sense Time (ms)
LBT Disable | [7a0 5 ‘ Get | | st
Tx Setting
Port Number T« Power [dBm) Dwell Time {ms)
1 | Port1 «| 30 200
2 | Disable «| (30 200
3 | Disable BIRE] 200
4 | Disable v| 30 200 Get | | Set

Figure

11 Reader Settings Page
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5.2.2.1 Frequency Setting

1. Region

By default, WINE Utility has 28 region settings (refer to Table 1).

If you select "Manual", you can use the custom region.

Region Code Region Band Start Freq Spacing Ch. Count Use Channel
0 FCC 900MHz WIDE 902750 500 50 All
1 FCC_NARROW 900MHz NARROW 917100 200 50 All
2 ETSI_LOWER 800MHz 865700 600 4 All
3 ETSI_UPPER 900MHz WIDE 916300 1200 All
4 AUSTRALIA 900MHz NARROW 920250 500 12 All
5 BANGLADESH 900MHz NARROW 925250 500 All
6 BRAZIL 900MHz WIDE 902750 500 50 1~10, 26~50
7 BRUNEI 900MHz NARROW 923250 500 4 All
8 CHINA 900MHz NARROW 920625 250 16 All
9 HONGKONG 900MHz NARROW 920250 500 10 All
10 INDIA 800MHz 865100 600 4 All
11 INDONESIA 900MHz NARROW 923250 500 4 All
12 IRAN 800MHz 865700 600 4 All
13 ISRAEL 900MHz WIDE 916250 500 1 All
14 JAPAN 900MHz NARROW 916000 200 25 17, 23~25
15 JORDAN 800MHz 865700 600 4 All
16 KOREA 900MHz NARROW 917300 600 6 All
17 MALAYSIA 900MHz NARROW 919250 500 All
18 NEWZEALAND 900MHz NARROW 922250 500 11 All
19 PERU 900MHz WIDE 915250 500 25 All
20 RUSSIA_LOWER 800MHz 866300 600 3 All
21 RUSSIA_UPPER 900MHz WIDE 916200 1200 4 All
22 SINGAPORE 900MHz NARROW 920250 500 10 All
23 SOUTH_AFRICA 900MHz WIDE 915600 200 17 All
24 TAIWAN 900MHz NARROW 922250 500 12 All
25 THAILAND 900MHz NARROW 920250 500 10 All
26 URUGUAY 900MHz WIDE 916250 500 23 All
27 VENEZUELA 900MHz NARROW 922250 500 12 All
28 MANUAL - - - - All

Table 1 Default Region Setting Table
2. Band

a) 900MHz NARROW: 917.25MHz ~ 927.75MHz.
b) 900MHz WIDE: 900MHz Bandwidth what does not belong to ‘'900MHz Narrow'.

¢) 800MHz: 800MHz ~ Less than 900MHz.

3. Start Frequency : Lowest the frequency in the desired band.

4. Ch Spacing : The frequency spacing of each channel.

5. Max. Channel : The number of channels.

PHY-TD-WINE-UM-
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5.2.2.2 Channel Setting

1. Set Channel number : The frequency is maintained.
2. Set Hopping : Channel changes every inventory round.

3. Current Channel RSSI : Get the channel RSSI value of current channel.

v Hopping Mask : If you press the arrow button, the window for masking the hopping table will expand.

The channel list set in Region setting is displayed and channels can be used selectively.

5.2.2.3 Reader Mode

Name Value Data-0 (Tari) Data-1 BLF Data Encoding
60S-D-1 0x03 6.25 us 1.5 Tari 640 kHz FMO
60S-D-2 0x05 6.25 us 2 Tari 640 kHz FMO
62S-D-1 0x07 6.25 us 1.5 Tari 640 kHz M2

68S-D 0x41 6.25 us 1.5 Tari 640 kHz M8
62E-P-1 0x10 8 us 1.5 Tari 640 kHz M2
64E-P-1 0x14 8 us 1.5 Tari 640 kHz M4
62t-P-2 Ox1E 10 us 2 Tari 640 kHz M2

32T-P 0x24 20 us 2 Tari 320 kHz M2
34T-P 0x26 20 us 2 Tari 320 kHz M4
24T-P-2 0x2C 20 us 2 Tari 250 kHz M4
28T-P 0x2E 20 us 2 Tari 250 kHz M8
18T-P 0x30 20 us 2 Tari 160 kHz M8

Table 2 Reader Mode Table

5.2.2.4 LBT Setting

1. LBT Enable : If LBT Enable set, “Listen before talk” is activated.
2. RF Level : RSSI threshold level. If there is a signal greater than the LBT RF Level, either wait until the
channel is empty (Hopping Disabled) or move to another channel (Hopping Enabled).

3. Sense Time : RSSI measurement time.

5.2.2.5 Tx Setting

1. Port Number : Antenna Port Number.
2. Tx Power : Output Tx power. It can be set in 1dBm increments, and the setting range is 0~30dBm.

3. Dwell Time : Output operating time.

PHY-TD-WINE-UM- PHYCHIPS 24 / 34
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6. Utility

6.1 Firmware Download

WINE Utility v1.0.8 =i
Connection @l ) Firmware Downloader
Port Setting Target File Open File Mame
Operation Open |
Inventory Firmware Update Update Progress

| Memory Access
y Update |

Settings

Additional

Firmware Downloader

Terminal
Tag Features
Others

PHYCHIPS

Figure 12 Firmware Download Page

WINE Utility provide firmware update through UART.
To proceed firmware download, follow the below process.

Step 1. Push the Open button.

Step 2. Select the firmware update file(*.hex) in the popup window.
Step 3. Push the Update button.

Step 4. Wait until the progress bar to fill up.

Upon successful completion, a Success message appears.
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6.2 Terminal

WINE Unility v1.0.8 = O X

Connection @l ) Terminal

Port Setting Header Payload

Operation Send

Inventory Tx Packet Tx Clear R Packet | R Clear
| Memory Access
Settings

Additional

Firmware Downloader

Terminal

Tag Features
Others

PHYCHIPS

Figure 13 Terminal Page

The terminal page is where you can directly test the WINE protocol.
After entering the appropriate header and payload, click the Send button.

For details, refer to WINE protocol documentation.
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6.2.1 Logger

WINE Unility v1.0.8 == E) N

Connection @) Logger Hotkeys Tx Leakage RSSI Plot Read Range Calculator
Port Setting

Operation Protocol Logger Disabled

Inventory Log Enable Directory Open

| Memory Access - ‘

Enable Disable Open

Settings

Additional

Firmware Downloader
Terminal

| Tag Features

PHYCHIPRS

Figure 14 Logger Page

Enabling the Logger with the “Enable” button will log the WINE protocol to the csv file.

Since logger data is saved when disabled, press the "Disable” button when recording is complete.

The Directory open button opens the default log directory (Documents#Phychips#Log).
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6.2.2 Hotkeys
WINE Untility v1.0.8

Connection @l )

Port Setting

Operation
Inventory
Memory Access
Settings

Additional
Firmware Downloader
Terminal

Tag Features

PHYCHIPRS

Hotkeys

Logger

== E) N

Hotkeys Tx Leakage RSSI Plot Read Range Calculator

L

1

2

Key

Ctrl + Shift + 1
Ctrl + Shift + 2
Ctrl + Shift + 3
Ctrl + Shift + 4
Ctrl + Shift + 5
Ctrl + Shift + &
Ctrl + Shift + 7
Ctrl + Shift + 8

Ctil + Shift + 9

Label

Packet

System Reset CC110800

CWOn

CW Off

14801 M

CC114801 00

Figure 15 Hotkeys Page

In Hotkeys, frequently used commands can be registered as shortcut keys. (Ctrl + Shift + 1~9)

You can use it after inputting the Wine protocol packet excluding the checksum.

PHY-TD-WINE-UM-

PHYCHIPS 28 / 34



WINE 5 User Manual (v.0.1.0)

6.2.3 Tx Leakage RSSI Plot

WINE Utility v1.0.8 = a X
Connection
" «© Logger Hotkeys Tx Leakage RSSI Plot Read Range Calculator
Port Setting
Operation Tx Leakage RSS| Plot
||'|\Jen(°1'y Save Data | | Load Data
Memory Access
Settings
<50 | [ Channel Frequency
Additional <100 1 A 902.750 MHz
Firmware Downloader 96— <200 B 903.250 MHz
s ] 3 903.750 MHz
Terminal < 600
4 904.250 MHz
Tag Features < 800 ;
| 64 = c1000 | O B 904750 MHz
| 1 7 905.750 MHz
2087 | —
32 - & A oo aaa |
9
2 0 = I Measure ]
[] Channel Frequen
] | quency
-64 -
-0 =

PHYCHIPRS

Figure 16 Tx Leakage RSSI Plot Page

6.2.3.1 Measure

Measure Leakage RSSI value of selected channels.

Typically, RFID communication runs at the lowest Leakage RSSI value point.
To proceed Tx Leakage RSSI measure, follow the below process.

Step 1. Select target channels in channel list.
Step 2. Push the "Measure” button.
Step 3. Wait until the progress bar to fill up.
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6.2.3.2 Plot

WINE Utility v1.0.8 - O X
onn n
Connection @) Logger Hotkeys Tx Leakage RSSI Plot Read Range Calculator
Port Setting
Operation Tx Leakage RSS| Plot
Irrve: ntofy Save Data | I Load Data
Memory Access
Settings Channel : 10 Point : (-28, 37) Value: 1
<5 | [] Channel Frequency |
Additional <100 1 7 905.750 MHz |
Firmware Downloader 9% e 8 906.250 MHz
o 906.750 MHz
Terminal <600
v 10 907.250 MHz
Tag Features < 800 ;
Others “ I
| <0 | O 12 908.250 MHz
- oy |10 908750 MHz
32 A eI i
o T
2 g Measure
[] Channel Frequency
o 10 907.250 MHz
-64
-96
96 64 2 0 32 64 96 Plot
RSSI |
PHYCHIPS

Figure 17 Tx Leakage RSSI Plot result

Display measured Leakage RSSI data of selected channels.

If multiple channels are selected, each point displays the lowest value of the selected channels.

6.2.3.3 Save and Load Data
WINE Utility provides save and load measured Tx Leakage RSSI data.

Click the Save button and specify a file name, the measured data in the plot list will be saved as a file in csv

format.

Conversely, loading a data csv file will load the data into the plot list.
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6.2.4 Read Range Calculator

WINE Untility v1.0.8 —i ]l
Connection @) Logger Hotkeys Tx Leakage RSSI Plot Read Range Calculator
Port Setting
Operation Chart
Inventory 10
Memory Access §
Settings
8
Additional 7
Firmware Downloader E
@ &
Terminal E
| Tag Features - 2
3
3
2
1

T T 1 I I I I 1 1 T 1 T T 1
125 %5 6 7 8 9 701112131415 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 33 34

Tx output Power[dBm]
/| Read Range [ Reader Limit 1 Tag Limit = = = =
Reader Parameter
Reader Sensitivity Antenna Type Reader Antenna Gain Alreader A
-60 Linear - 05 1] 033

Tag Parameter

Tag Sensitivity Tag Antenna Gain Altag Path Loss
a7 o 0 0

PHYCHIPRS

Figure 18 Read Range Calculator Page

Read Range Calculator shows the relationship between Tx Output Power and Read Range based on some

parameters.

In General, RFID use circular type antenna because tag use linear antenna.
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7. Mechanical drawing.

7.1 Module Dimension
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7.2 Label & Location
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"WINES5

C €@ omoomn

FCCID ; Y3D-WINE5 R-C-PHY-WINES
Made in Korea )
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8. Packaging Information.

TBD
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9. Certifications.
9.1 KC
R-C-PHY-WINE5

9.2 CE

CoC

9.3 FCC

Y3D-WINE5

9.4 TELEC

TBD

Disclaimer:

PHYCHIPS reserves the right to make changes to the information in this document without prior notice.

The purchase of PHYCHIPS products does not convey any license under patent rights owned by PHYCHIPS or others.
PHYCHIPS does not assume any responsibility for the use of this product. It is the customer’s responsibility to make
sure that the system complies with regulations.

© PHYCHIPS Inc. All rights reserved.
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FCC Information to User
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant
to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates uses and can radiate radio frequency
energy and, if not installed and used in accordance with the instructions, may cause harmful interference
to radio communications. However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television reception, which can
be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by one or more of the following measures:

— Reorient or relocate the receiving antenna.

— Increase the separation between the equipment and receiver.

— Connect the equipment into an outlet on a circuit different from that to which the receiver is

connected.
— Consult the dealer or an experienced radio/TV technician for help.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void
the user's authority to operate this equipment.

IMPORTANT NOTE:

FCC RF Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.
This equipment should be installed and operated with minimum distance 20cm between the radiator &
your body.

This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.

OEM INTEGRATION INSTRUCTIONS:
This device is intended only for OEM integrators under the following conditions:

The module must be installed in the host equipment such that 20 cm is maintained between the antenna
and users, and the transmitter module may not be co-located with any other transmitter or antenna. The
module shall be only used with the internal on-board antenna that has been originally tested and certified
with this module. External antennas are not supported. As long as these 3 conditions above are met,
further transmitter test will not be required.

However, the OEM integrator is still responsible for testing their end-product for any additional
compliance requirements required with this module installed (for example, digital device emissions, PC
peripheral requirements, etc.). The end-product may need Verification testing, Declaration of Conformity
testing, a Permissive Class Il Change or new Certification. Please involve a FCC certification specialist in
order to determine what will be exactly applicable for the end-product.

Validity of using the module certification:

In the event that these conditions cannot be met (for example certain laptop configurations or co-location
with another transmitter), then the FCC authorization for this module in combination with the host
equipment is no longer considered valid and the FCC ID of the module cannot be used on the final
product. In these circumstances, the OEM integrator will be responsible for re-evaluating the end product
(including the transmitter) and obtaining a separate FCC authorization. In such cases, please involve a
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FCC certification specialist in order to determine if a Permissive Class Il Change or new Certification is
required.

Upgrade Firmware:
The software provided for firmware upgrade will not be capable to affect any RF parameters as certified
for the FCC for this module, in order to prevent compliance issues.

End product labeling:
This transmitter module is authorized only for use in device where the antenna may be installed such that
20 cm may be maintained between the antenna and users. The final end product must be labeled in a
visible area with the following:

» Contains FCC ID: Y3D-WINE5

- This Module has been tested and should be used with below antennas:

Antenna Type Peak Gain (dBi) Part Name

Patch 1.01 QUBE 6015 PLUS

Patch -3.20 KSA-A921MS25A30C80
Patch -5.46 KSA-937A4005B90E
Patch -2.00 QUBE PLUS 4010

Patch 0.30 QUBE 6010 PLUS

Information that must be placed in the end user manual:

The OEM integrator has to be aware not to provide information to the end user regarding how to install or
remove this RF module in the user's manual of the end product which integrates this module. The end
user manual shall include all required regulatory information/warning as show in this manual.

"This product need to Class II change will be required for installation into all new hosts as well as
required tests to address LMA related issues."
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