CHOOSE THE OPERATOR BRAND & PROGRAM ITS ID#:

Choose types:

uardian

To prevent possible SERIOUS INJURY or DEATH:
- Keep remote control and battery out of reach of children.
- NEVER permit children to access the Universal Wireless Keypad.
- Operate the door ONLY when it is properly adjusted, and there are no
MOdeI UWK obstructions present.
- ALWAYS keep a moving door in sight until completely closed. NEVER
cross the path of a moving door.

Universal Keypad To reduce risk of fire, explosion or electric shock:
- DO NOT short circuit, recharge, disassemble or heat the battery.
- Dispose of batteries properly.
adhguardianusa.com
NOTE:
@ The garage door opener will operate during programming. Ensure that
safety photo-eyes have been installed and working properly, and people and
1-424-272-6998 obstructions are clear of the garage door opening.

PROGRAM THE INITIAL PIN (1

2 with Learn button opener

Press and release the learn button on the

Enter 4-digit personal identification
garage door opener. An LED will iluminate

number (PIN) of your choice:__ _ _

on most operators. LEARN button
Now the operator’s ID Then press # button. The keypad Most will remainin
has been learned.... will beeps 5 times to exit. LEARN mode for
30 seconds.
Enter the 4-digit personal identification number To test, enter the PIN, then press ENTER
(PIN) programmed, then press and hold the Enter but'ton. The garage door opener will
button until the garage / activate.

door opener lights
flash or two clicks
are heard.

Click Click

PROGRAM THE INITIAL PIN (01-09 with Dip switch opener)

STEP 1: Find and note DIP SWITCH positions. 1 indicates up position, 0 is down and 2 is middle.

Each shaded box below represent a DIP switch position. In these boxes, write the number 1, 2 or 0 as it corresponds to
the +,0, or - switch position shown on the remote, opener or receiver. Convert the code for opener.

What do fixed code DIP switch look like and how to convert them for programming the Universal Wireless Keypad?
The DIP switches will be located on the garage door opener motor head or inside the remote control.

If the opener has a group of 9 switches with 3 positions per switch (TRINARY): -
Switch in the UP (+) position= Press button 1. 0
Switch in the MIDDLE (0) position= Press button 2.
Switch in the DOWN (-) position= Press button 0.

In this example, the code would be: mnnmnnn

If the opener has group of 9-12 switches with 2 positions per switch (BINARY):
Switch in the UP (+) position= Press button 1.

Switch in the DOWN (-) position= Press button 0.

In this example, the code would be:

:

|011101111000|

1. Start with your doors/ gates closed. Press and hold Brand Frequency | ID#
: ATA_PTX4 43392 MHz 23
the (7 + #) button 3 seconds until keypad beeps =
. AVIDSEN 43392 MHz 44
twice. BENICAVA 433,92 MHz 61
2. Find and enter your opener ID# from the list BENICAWY 43392 Mz 4
. BFT 43392 MHz 60
below to use and press # to confirm. BLUCODE 433 92N 3
CARDIN 433.92 MHz 25
ibl ith CAME 433.92 MHz 62
Compatible wit DEA 433.92 MHz 26
DITEC 43392 MHz 53
DOORHAN 433.92 MHz 27
Brand Frequency ID#
DTDOOR/CLIMSA 433.92 MHz 59
Chamberlain 7-Code 7- Code Switch 390 MHz 9
Chamberlain 8-Code 8- Code Switch 390 MHz 5 ECOSTAR 433.92 MHz 28
Chamberlain 9-Code 9- Code Switch 1990-1992 315 MHz. 2 ERREKA_433 43392 MHz 29
Chamberlain 9-Code 9- Code Switch 1990-1992 390 MHz 1 ERREKA_868 868.3 MHz 30
Genie 9-Code 9- Code Switch 390 MHz 7 FAAC_RC 23392 MHz 31
Genie 12-Code 12- Code Switch 1985 390 MHz 3
Linear EZ CODE 10- Code Switch 300 MHz 4 FAAC 5LH 433 433,92 MH: 47
Linear Moor-O-Matic 8 Code Switch 310 MHz 8 GENIUS_RC 433.92 MHz 32
Stanley Mulit-Code 10- Code Switch 310 MHz 6 GENIUS_SLH_433 433.92 MHz 49
Brand Frequency ID # GIBIDI 43392 MHz 33
beamUP_315/390 315/390 MHz 71 Guardian 433 13392 Mz 69
Craftsman/Raynor/Chamberlain/ LIFTMASTER Green button 1993-1996 390 MHz 13
Craftsman/Raynor/Chamberlain/ LIFTMASTER Purple button 1999-2009315 MHz 11 KEY 433.92 MHz 34
Craftsman/Raynor/Chamberlain/ LIFTMASTER |  Yellow Button 2011-Current 310/315/390 MHz 16 KING GATES 43392 MHz 51
Craftsman/Raynﬂr/é::‘T:E"|ain/ LIFTMASTER Orange”/ Redd button 1997-2005 390 MHz : g Linear 433.92 MHz 64
Intellicode 2005- Current 390 MHz N
GENIE Overhead Door Intellicode 2005- Current 315 MHz 14 Merlin C945 43392 MHz 4
Guardian- Pre 2017 303 MHz 70 MERLIN_M842 43392 MHz 35
Guardian- Post 2017 303/390 MHz 72 MERLIN2 4333/43392/43454MHz | 56
Linear MEGACODE 1997- Current 318 MHz 10 MUTAN 43392 MHz 18
MEGACODE_300 300 MHz 52
WAYNE Dalton Wayne Dalton Rolling Code 1993-Current 372.5 MHz 17 MHOUSE 43392 MHz 36
ACM 433.92 MHz 20 NICE FLORS 433.92 MHz 57
ALLMATIC 433.92 MHz 19 NICE SIMILO 43392 MHz 37
APRIMATIC 433.92 MHz 24 NOVA 43392 MHz 65
NOVOFERM 433,92 MHz 38
. 080 43392 MH 58
Attention: d
PECCININ 433.92 MHz 39
For DISPSWITCH CODES (ID# 01-09): Match dip switch settings to PUjOL 433.92 MHz 40
the dip-switch code settings on the opener’s receivers. PUJOL YELLOW 43392 MHz 4
PRASTEL 433.92 MHz 67
All other codes: Program using the radio control “Set, Smart or ROSS| 433.92 MHz 66
Learn” Button on the operator’s control panel or receiver board. SEA 433.92 MHz 4
SEAV 43392 MHz 43
CAUTION: SOMMER_434 434 MHz 21
If there is something wrong gno_l the keypad kegps beeping, repeat SOMFY 4334 MHz 54
the procedure fom the beginning ot pessing eyoed button i | _suws |5
! P 9 9- FAAC_SLH_868.300 868.300 MHz 48
GENIUS_SLH_868 868 MHz 50
HORMAN 868.3 MHz 63
For information and help call SOMMER_868 868 MHz 22

1-424-272-6998

Guardian Access & Door Hardware
1761 International Pkwy, Ste 113

Richardson, TX 75081

www.adhguardianusa.com

Q) 424-272-6998  If model not listed

This device complies with part 15 of the FCC rules. Operation is subject to the fallowing two conditions: {1} this device may not cause harmful interference, and (2) this device must accept any interference received,

F@ including interference that may cause undesired operation.

Changes or modifications not expressly approved by the party respansible for compliance could void the user's authority to operate the equipment.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful
interference in a residential installation. This equipment generates uses and can radiate radiio frequency energy and, if not installed and used in accordance with the instructions, may cause harmiul interference to radio
communications. However, there is no guarantee that interference will nat occur in a particular installation. If this equipment daes cause harmful interference ta radio or television reception, which can be determined by
turning the equipment off and on, the user is to try to correct the by one or more of the following measures:

+ Reorient or relocate the receiving antenna.

+ Increase the separation between the equipment and receiver.

= Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.

+ Consult the dealer or an experienced radio/TV technician for help,

RF Exposure Information

The device has been evaluated to meet general RF exposure requirement. The device can he used in portable exposure condition without restriction.
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STEP 2:

1. Enter 4-digit personal identification number (PIN) of your choice: __ _ _. Then press
# button, the keypad will beep 5 times to exit.

2. Press the keypad button 0, 1, 2 you wrote down in step 1to match your opener DIP
switches, and press # to exit.

3. To test, press the PIN, then press and hold the ENTER button. The garage door
opener will activate.

PROGRAM A TEMPORARY PIN

(A maximum of 10 temporary PIN codes can be programmed. The keypad will beep 2x when
10th PIN code is reached. 11th PIN code programmed will overwrite the 1st.)

Press any programmed PIN, Enter the temporary 4-digit PIN of

then press and release your choice, then press the # to confirm.
the * button Enter 4-digit PIN again and r
(G]=T=)
27 7 7+ # to confirm 2727 74 g28s
T RSN S . [Slalo)
PIN Temporary
PIN
—
NUMBER OF OPENINGS

Press the number of opening
the temporary PIN will work
(up to 255)

+
Then press the # button. The

keypad will beep 5 times

After changing the existing PIN,
you can press the new 4-digit (PIN)
to open the garage door opener.

CErdEn

NOTE: To delete all registered PINs, press for 3 seconds (# + 1), the
keypad will beep 3 times to confirm.

WARNING:This product can expose you to chemicals that are known to the State of California to cause cancer, birth defects or other reproductive
harm. For more information go to www.P65Warnings.ca.gov

Guardian is a registered trademark of ADH Guardian USA LLC.All other trademark and brands listed are the property of their respective owners.
For additional information, including warranty, visit: www.adhguardian.com

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits

are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can
F@ radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause

harmful interference to radio communications. FCC Part 15.21 Statement: Changes or modifications to this unit not expressly approved by the party

responsible for compliance could void the user’s authority to operate the equipment.

CHANGING AN EXISTIN PIN

To test, press the the LEARN button on
garage door opener. Press the new PIN, then
hold the ENTER button. The garage door

Press the programmed PIN that
you want to change. =
Press and release

Enter the new 4-digit (PIN) of your
Y —

choice. Then press the == /
‘ﬁl I—

# button, the keypad

the # button. will beep 2 times. opener will activate.
Enter the 4-digit PIN
777 74 again and #tc? confirm,
e the keypad will beep
PIN 5 times.
22227+
| PIN

-
| CuerdEn |

INSTALLATION

1. Select a location to mount the Keyless Entry at minimum height of 5 feet (1.5m)
out of the reach of children.

2. Remove battery cover and batteries.

3. Mark the top mounting hole and drill 1/8 inch (3.2mm) pilot hole.

4. Install the top screw, allowing 1/8 inch (3.2mm)to protrude above the surface.
Position Keyless Entry over the top screw.

5. Mark the bottom hole and drill 1/8 inch(3.2mm) pilot hole. Install the
bottom screw. Do not overtighten to avoid cracking the plastic housing.

6. Reinstall battery and replace cover.

REPLACING BATTERY

When the keypad battery is low, the
light will dim and/or the range of the
keypad will decrease.

To replace the battery, remove the
battery cover. Replace with 2 x 1.5V
AAA batteries. Reattach the housing.

Battery Holder
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