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Acronyms

Acronym ID Acronym Description

E.lLR.P. Effective Isotropic Radiated Power
Avg COT Average Channel Occupancy Time
Avg Power Maximum Average Conducted Output Power
Detector Detector used

Ebw Emission Bandwidth

Equipment Equipment Type

Freq Frequency

Freq Rng Frequency Range

Freq Sep Frequency Separation

Inband Peak Lvl Inband Peak Level

Lvl Level

MP Measurement Point

Mod Modulation

NHC Number of Hopping Channels

NHp Number of hops over the period
Occ Ch BW Occupied Channel Bandwidth
Operation Band Operation Band

PSD Power Spectral Density

Peak Power Maximum Peak Conducted Output Power
Pol Polarization

Port Active Port

RU Resource Unit

Unwanted Freq Unwanted Emissions Frequency
Unwanted Lvl Unwanted Emissions Level

Competences and guarantees

DEKRA Certification Inc. is a testing laboratory accredited by A2LA (The American Association for Laboratory
Accreditation), to perform the tests indicated in the Certificate 2764.01 and CAB ID US0215.

DEKRA Certification Inc. is a testing laboratory competent to carry out the tests described in this report.

In order to assure the traceability to other national and international laboratories, DEKRA Certification Inc. has a
calibration and maintenance program for its measurement equipment.

DEKRA Certification Inc. guarantees the reliability of the data presented in this report, which is the result of the
measurements, and the tests performed to the item under test on the date and under the conditions stated on the
report and, it is based on the knowledge and technical facilities available at DEKRA Certification at the time of
performance of the test.

DEKRA Certification Inc. is liable to the client for the maintenance of the confidentiality of all information related to
the item under test and the results of the test.

The results presented in this Test Report apply only to the particular item under test established in this document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,
except in full, without the previous written permission of DEKRA Certification Inc.
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General conditions

1. This report is only referred to the item that has undergone the test.

2. This report does not constitute or imply on its own an approval of the product by the Certification Bodies or
competent Authorities.

3. This document is only valid if complete; no partial reproduction can be made without previous written
permission of DEKRA Certification Inc.

4. This test report cannot be used partially or in full for publicity and/or promotional purposes without previous
written permission of DEKRA Certification Inc. and the Accreditation Bodies.

Uncertainty

Uncertainty (factor k=2) was calculated according to the DEKRA Certification internal document PODT000.

Frequency
Test case . (MHz) U(k=2) m

RF Power and PSD 0.88
Occupied Bandwidth 2402-2483 1.87 %
Dwell Time 0.01 %
Band Edge 30-7000 0.64 dB
Conducted Spurious 30 - 1000 0.48 dB
Emission 1000 - 40000 0.94 dB
30-180 4.27 dB
Radiated Spurious 180-1000 3.14 dB
Emission 1000-18000 3.3 dB
18000-40000 3.49 dB

Data provided by the client

The following data has been provided by the client:

1. Information relating to the description of the sample ("ldentification of the item tested", "Trademark", "Model
and/or type reference tested").

2. The ADC-JAM2000 is an Ethernet gateway that can detect disruptions in the 2.4GHz ISM band.

DEKRA declines any responsibility with respect to the information provided by the client and that may affect the
validity of results.
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Usage of samples

Samples undergoing test have been selected by: The client.

The sample(s) is composed of the following elements, accessories and auxiliary equipment:

Id Control Description Model SEEIRN Date of Application
Number Reception

S/01 | 5868/05 | J2 device ADC-JAM2000 J2-CON-#2 | 2026-04-07 Element Under
(Conducted) Test
S/01 | 5868/06 | USB to UART FTDI Chip/ - 2026-04-07 Accessory
cable TTL-234X-3V3
S/01 | 5868/08 Switching Adapter Shenzhen Honor Electronic/ - 2026-04-07 Accessory
ADS-6AM-06- 05050EPCU
sl sgegi13 | Cthermnetcable ES E529413 ; 2026-04-07  Accessory
S/02 | 5868/01 J2 device ADC-JAM2000 J2-RAD-#1  2026-04-07 Element Under
(Radiated) Test
S/02 | 5868/06 | USB to UART FTDI Chip/ - 2026-04-07 Accessory
cable TTL-234X-3V3
S/02 | 5868/08 Switching Adapter Shenzhen Honor Electronic/ - 2026-04-07 Accessory
ADS-6AM-06- 05050EPCU
S/02 | 5868/13 Ethernet cable E5 E529413 - 2026-04-07 Accessory

Notes referenced to samples during the project:

S/01 Sample S/01, was used for the following test(s): All RF Conducted tests indicated in appendix A.

S/02 | Sample S/02, was used for the following test(s): All the Emission limitations radiated (RSE) tests indicated in appendix A.
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Test sample description

Test Sample description (compulsory information for EMC and RF testing services)

POrtS. ... : Cable
Port name and Specified Attached Shielded Coupled to
description max length | during test patient®
[m]
Ethernet | ... [X] [] [1]
5vDC Power | ... [X] [1] [1]
............. [] [1] [1]
.............. [1] [1] [1]
.............. [] [1] [1]
.............. [1] [1] [1]
Sueplementanynfomaton o he | caa provs
Rated power supply .......cccccceereinnne : Vel e e e Reference poles
L1 L2 L3 PE |
[X] | AC: 100-240VAC In, 5VDC Out [] [1 [1]
[1 [AC:....... [1] [1] [1] [] [1]
[1 |DC:
[1 |DC:
Rated Power.........ccoooovevieieeeeeeeaeen, : 5VDC, 1A
Clock frequencies ...........ccccveeeeeenn. : 24 MHz, 32 MHz
Other parameters..........ccccccceeevneennn. : 300-600 kHz power regulator switching frequency
Software version...........ccceccveerneeenn. : 1
Hardware version...........cccccceeeinine : 1
Dimensions incm (W x H x D) ......... : 115 x 115 x 32 mm
Mounting position...........ccccceevvneeenn. : [X] | Table top equipment
[X] | Wall/Ceiling mounted equipment
[ 1 | Floor standing equipment
[ 1 | Hand-held equipment
[ 1 |Other: .......
Modules/parts ............ccocveieiennnnnne. : Module/parts of test item ‘ Type ‘ Manufacturer ‘
No data provided
Accessories (not part of the test item) Description \ Type \ Manufacturer \
......................................................... . No data provided
Documents as provided by the Description ‘ File name ‘ Issue date ‘
applicant .........ccccovviiiiiii : Declaration Equipment Data FDT30_19 2026-05-07
() Only for Medical Equipment
Report No: 5868ERM.007A1 Page 6 of 155 2026-08-11



DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, D E KR A
Sterling, VA 20164

United States of America

Identification of the client

Alarm.com
8281 Greensboro Dr #100
Tysons, VA 22102, USA

Testing period and place

DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

CECYE NN 2026-04-08

Date (finish) 2026-06-22

Document history

Report number Date Description

5868ERM.007 2026-06-22 | First release

Second release. A statement regarding the operating mode tested has been
added to the Conducted emissions test case on Power leads (Page 16). The
dwell time test results have been updated on pages 42—44. Test results for
5868ERM.007A1 | 2026-08-11 | radiated emissions at 1 Mbps data rate have been added on pages 140-144,
and radiated emission test results for the 18—26 GHz frequency range have
been added on pages 152—154. This modification of test report cancels and
replaces 5868ERM.007.

Test Location
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Environmental conditions

D DEKRA

In the control chamber, the following limits were not exceeded during the test:

Temperature Min. =15 °C
Max. = 35°C

— o
Relative humidity m:.:x :3600/;}0

Air pressure Min. = 860mbar
P u Max. = 1060mbar

In the semi anechoic chamber, the following limits were not exceeded during the test.

Temperature Min. = 15 °C
Max. = 35 °C

 _ano
Relative humidity mg]x =3600ﬁ2

Air pressure Min. = 860mbar
P u Max. = 1060mbar

In the chamber for conducted measurements, the following limits were not exceeded during the test:

Temperature Min. = 15 °C
Max. = 35 °C

 _an o
Relative humidity mg‘x =3600€2

Air bressure Min. = 860mbar
P Max. = 1060mbar

Remarks and comments

The tests have been performed by the technical personnel: Prudhvi Kothapalli, Juliana Cherry, Victor Albrecht, Yuri

Barone and Koji Nishimoto.
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Testing verdicts

Fail F
Inconclusive |

Not applicable N/A

Not measured N/M

CEE.

Summary

Requirement — Test case FCC PART 15 PARAGRAPH / RSS-247 Verdict Remark

RSS-Gen / FCC 15.207 - [CE] Continuous conducted emission on Power leads
RSS-Gen / RSS-247 - [99dBW] Transmitter 99% Occupied Bandwidth
RSS-247 / FCC 15.247 - [6dBw] 6 dB Bandwidth

RSS-247 / FCC 15.247 - [20dBW] 20 dB Bandwidth

RSS-247 / FCC 15.247 - [CFS] Carrier Frequency Separation
RSS-247 / FCC 15.247 - [DwT] Time of Occupancy (Dwell Time)

RSS-247 / FCC 15.247 - [NHC] Number of hopping channels

RSS-247 /| FCC 15.247 - [Avcp] Maximum Average Conducted Output Power
RSS-247 / FCC 15.247 - [Pkcp] Maximum Average Conducted Output Power
RSS-247 / FCC 15.247 - [Bndedge] Band-edge emissions compliance (Transmitter)
RSS-247 / FCC 15.247 - [RSE] Emission limitations radiated (Transmitter)
RSS-247 / FCC 15.247 - [Psd] Power spectral density

Supplementary information and remarks:
1. Test performed in the worst-case operating condition

o

Refer 1

T, U, U U U, U U TU| U| U T
1
1
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List of equipment used during the test

D DEKRA

FCC 47 CFR Part 15.247 | RSS-247

Test Equipment for [CE] Continuous conducted emission on Power leads

Control . . Next
Num Equipment Manufacturer Serial Model calibration
LINE IMPEDANCE STABILIZATION PMM L3-

01082 NETWORK NARDA 233WT60911 32 2027-02-20

01215 MONITOR ROOM FRANKONIA F169021-3 MR ---

01216 TEST TABLE (RED COLOR) NA Not Appl. N/A ---
ROHDE &

01012 ESR26 EMI TEST RECEIVER SCHWARZ 101478 ESR26 2027-04-23
ROHDE &

01010 ESR7 EMI TEST RECEIVER SCHWARZ 101790 ESR7 2027-04-11
01073 PULSE LIMITER - 111WX70503 EEAOI\? 2027-02-21
ROHDE &

01374 ESR7 EMI TEST RECEIVER SCHWARZ 102390 ESR7 2026-06-05

01314 WIRELESS MEASUREMENT ROHDE & 1040-
SOFTWARE R&S EMC32 SCHWARZ 0T102236 o o
Test Equipment for RF Conducted
Control . . Next
Num Equipment ‘ Manufacturer Serial Model calibration
ROHDE &
01374 ESR7 EMI TEST RECEIVER SCHWARZ 102390 ESR7 2026-06-05
01569 SHIELDED CHAMBER - 2 FRANKONIA F219025-3 RF Lab -2 -
ROHDE &
01491 SMB 100B SIGNAL GENERATOR SCHWARZ 103471 SMB100B 2028-03-20
SMBYV 100A VECTOR SIGNAL ROHDE &
01042 GENERATOR SCHWARZ 262575 SMBV100A 2026-06-06
ETHERNET SNMP HWg-STE
01474 THERMOMETER HW GROUP 60038038766 Plain 2026-10-24

Equipment

Test Equipment for [RSE] Emission limitations radiated (Transmitter

Manufacturer

Serial

Next

calibration
BONN BLMAO118-
00981 LOW NOISE PREAMPLIFIER (1-18GHz) ELEKTRONIK 1711156B oA 2027-02-21
ROHDE &

01010 ESR7 EMI TEST RECEIVER SCHWARZ 101790 ESR7 2027-04-11
01014 FSV40 SIGNAL ANALYZER 40GHZ ROHDE & 101626 FSV40 2026-10-04
SCHWARZ

3115 DOUBLE-RIDGED WAVEGUIDE
01057 HORN ANTENNA (750 MHz-18 GHz) ETS LINDGREN | 00211373 3115 2026-07-18
01066 3142E BICONILOG ANTENNA ETS LINDGREN | 00208586 3142E 2028-02-03
01108 ETHERNET SNMP THERMOMETER HW GROUP 60038026954 El\/avi?]-STE 2026-10-18
HWg-STE
01111 ETHERNET SNMP THERMOMETER HW GROUP 60038026577 Plain 2026-10-24
01179 SEMI-ANECHOIC CHAMBER FRANKONIA F169021 SAC 3plus 'L' -
01213 CONTROL ROOM FRANKONIA F169021-1 CR --
01314 WIRELESS MEASUREMENT ROHDE & 1040- . .
SOFTWARE R&S EMC32 SCHWARZ 0T102236
FRANKONIA TRANSPARENT RF
01566 SQUARE TEST TABLE FRANKONIA RFSqgtab01 RF Sq table -
Report No: 5868ERM.007A1 Page 10 of 155 2026-08-11
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Appendix A: Test results. LoRa
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Appendix A

PRODUCT INFORMATION ...ttt ettt ettt ettt ettt sttt b et st ehe e e sa bt e s b et e aa bt e e ase e e eb bt e s abe e e smbeesabeeeanneesneeennneena 13
DESCRIPTION OF TEST CONDITIONS ....eoiiiiiiiie ittt e ettt et e e aeee e e te e e atee e s teeasaeeeaneeeeaseeesmseeaneeeanseeeanseesnneeans 14
LSS TIN5 =25 TN B N | S 15
FCC 47 CFR PART 15.247 [ RSS-24T ...ttt ettt ettt et e e et e e s mte e s mteeeenee e amteeeaneeeanseeesneeeanneeennes 15
RSS-Gen / FCC 15.207 - [CE] Continuous conducted emission on Power leads ...............cccoccceeveeeeecciirvnenann... 15
RSS-Gen / RSS-247 - [99dBW] Transmitter 99% Occupied Bandwidth ................ccceeeeeveeeeeciineaesiiee e 19
RSS-247/ FCC 15.247 - [6dBwW] 6 dB BANAWIALh ..............c.coiiiieiieeee ettt 27
RSS-247/ FCC 15.247 - [20dBW] 20 dB BanAwidth .............cccueiuieiiiesie ettt 32
RSS-247/ FCC 15.247 - [CFS] Carrier Frequency Separation..............c.cccoucueiiiiiieeeeeiie e 37
RSS-247/ FCC 15.247 - [DwT] Time of Occupancy (DWell TiMe)...........c.coucueeiiioeeiiii e 41
RSS-247/ FCC 15.247 - [NHC] Number of hopping Channels ..............c.ccoouoeeiiioiiiiiie e 45
RSS-247/ FCC 15.247 - [Avep] Maximum Average Conducted Output POWET ............ccccoevvceeeiecieeieiieee 49
RSS-247/ FCC 15.247 - [Bndedge] Band-edge emissions compliance (TransSmitter) ............c.ccccooceevveveeeennnne. 53
RSS-247/ FCC 15.247 - [RSE] Emission limitations radiated (TranSmitter)............ccccccovueevcieeeesiine e 63
RSS-247/ FCC 15.247 - [Psd] Power Spectral DENSILY .............coooe oo 77
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Product information

The following information is provided by the client

Information ‘ Description ‘
Modulation CSS

Frequency band/Range ISM US (902-928MHz)

Maximum RF Output Power 22 dBm

Operation mode

DTS: 500kHz channels
- Mode FHSS: Hopping over 64 channels using 125kHz BW channel
Hybrid: Hopping over 8 channels using 125kHz BW channel

Operating Frequency Range 902-928 MHz

- Channel Spacing 200kHz (125kHz BW), 1.6MHz (500kHz BW)
64 (125kHz BW) or 8x uplink channels 903.0-914MHz/8x
- Number of Channels downlink channels 923.3-927.5 MHz/4x WOR channels

916.7-921.5 MHz
Nominal Channel Bandwidth 125kHz, 500kHz

Antenna type Microstrip PCB
Antenna gain 2.32 dBi for LoRa
Nominal Voltage

- Supply Voltage 5Vdc

- Type of power source AC Adapter
Equipment type LoRa

Report No: 5868ERM.007A1 Page 13 of 155 2026-08-11
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Description of test conditions

During transmitter test the EUT was being controlled by the SW tool to operate in a continuous transmit mode on the
test channel as required and in each of the different modulation modes.

LoRa

TEST DESCRIPTION
CONDITIONS

Power supply (V):
Transformer Operated: 5 Vdc

Temperature (°C):
Thom = +15to + 35

Test Frequencies for Radiated/Conducted tests: Hopping over 64 channels

TC/01

FHSS mode 125 kHz Bandwidth
Spreading Factor = 10

Lowest channel: 902.3 MHz
Middle channel: 908.7 MHz
Highest channel: 914.9 MHz

Power supply (V):
Transformer Operated: 5 Vdc

Temperature (°C):
Thom =+15to + 35

Test Frequencies for Radiated/Conducted tests: Hopping over 8 channels
TC/02

Hybrid mode 125 kHz Bandwidth
Spreading Factor = 10

Lowest channel: 902.3 MHz
Middle channel: 908.7 MHz
Highest channel: 914.9 MHz

Power supply (V):
Transformer Operated: 5 Vdc

Temperature (°C):
Thom = +15t0 + 35

Test Frequencies for Radiated/Conducted tests:

TC/03
DTS mode 500 kHz Bandwidth
Spreading Factor = 12

Lowest channel: 903.0 MHz
Middle channel: 914.2 MHz
Highest channel: 927.5 MHz

Report No: 5868ERM.007A1 Page 14 of 155 2026-08-11
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Test cases details

FCC 47 CFR Part 15.247 | RSS-247

RSS-Gen / FCC 15.207 - [CE] Continuous conducted emission on Power leads

Limits
e FCC Rules and Requlations 47 CFR Part 15, Subpart C, Secs. 15.207:

(a) for an intentional radiator that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies, within the band
150 kHz to 30 MHz, shall not exceed the limits in the following table, as measured using a 50 yH/50 ohms line
impedance stabilization network (LISN). Compliance with the provisions of this paragraph shall be based on the
measurement of the radio frequency voltage between each power line and ground at the power terminal.

Frequency range Limit (dBuV)
(MHz) Quasi-Peak Average
0,15t0 0,5 66 — 56 56 — 46 ()
0,5t05 56 46
510 30 60 50

(1) The limit decreases with the logarithm of the frequency

e RSS-Gen Issue 5, Secs 8.8:

Unless stated otherwise in the applicable RSS, for radio apparatus that are designed to be connected to the public
utility AC power network, the radio frequency voltage that is conducted back onto the AC power line on any
frequency or frequencies within the range 150 kHz to 30 MHz shall not exceed the limits in table 4, as measured
using a 50 yH /50 Q line impedance stabilization network. This requirement applies for the radio frequency voltage
measured between each power line and the ground terminal of each AC power-line mains cable of the EUT.

For an EUT that connects to the AC power lines indirectly, through another device, the requirement for compliance
with the limits in table shall apply at the terminals of the AC power-line mains cable of a representative support
device, while it provides power to the EUT.

Frequency range

| Limit (dBuV)

i

0,15t0 0,5 66 —56 M 56 —46 M
0,5t05 56 46
5t0 30 60 50

(1) At the transition frequency, the lower limit applies
(2) The limit decreases with the logarithm of the frequency

TEST SETUP:

The EUT is placed on the test table, raised 80 cm above the reference ground plane. The vertical conducting plane
is located 40 cm to the rest of the EUT.

The EUT is connected to line impedance stabilization network (LISN) and other accessories are connected to other
LISN. Measured levels of AC power line conducted emission are across the 50 ohms LISN port
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Shielding Room

~= \/ertical Reference Ground Plane Test Receiver
40 cm—> T

— wo0g —

AMN

LISN

N
s Horizontal Ground Reference Plane ==’

Fig A1: Generic setup for measurements from 0.150 to 30 MHz

Code: CEmmnnHH
CE: Conducted Emission,

e mm: Sample number,
e nn: Operation mode,
e HH: Wire L1: Phase1, ON: Neutro)
Results
S/ oM Code Line Freq Rng (MHz) \'}
01 OM/01 CEO1010N N [0.15, 30] P
01 OM/01 CEO101L1 L1 [0.15, 30]

Note: The EUT was tested in one representative operating mode in accordance with FCC15.247, which requires
the test configuration and operating mode to be representative of the intended use; No other operating modes

are expected to have higher susceptibility.

Verdict

Pass
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, DE KRA
Sterling, VA 20164

United States of America

Attachments

EMC Test Code = CE02010N Conducted Emissions - Tested Line =N
Frequency Range MHz = [0.15, 30]
Sample ID: S/01
Operation Mode: OM/01. DUT ON. LoRa in Tx mode. Frequency: 902.3 MHz. Powered by 5 Vdc

Images:

&0

7o

CE FCC Class C 15:207 QF

60 f

CEFCC Clags C 15.207 AVG

4l | |

40

" * WWMMwl"““.“““rﬂwm Iy b

10

Lewvel in dBuY

1]

-10

150k 300 400 500 200 1M 2K 3 4M SM & 3 10M 208 30M
Frequency in Hz

AVG_CLRWR ———  PK+_CLRWR
CE FCC Class C 15.207 QP CE FCC Class C 15.207 AVG
i QuasiPeak-0PK (Single)

Tables:
Continuous Conducted Emissions

Frequency QuasiPeak Line Margin - QPK Limit - QPK
(MHz) (dBuV) (dB) (dBuV)

0.178000 47.6 N 16.9 64.5

3.170000 34.8 N 21.2 56.0

6.774000 30.6 N 29.4 60.0
11.582000 31.3 N 28.7 60.0
14.086000 30.8 N 29.2 60.0
16.230000 33.9 N 26.1 60.0
19.710000 35.0 N 25.0 60.0
23.130000 34.2 N 25.8 60.0
24.046000 29.2 N 30.8 60.0
27.158000 28.7 N 31.3 60.0
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, DE KRA
Sterling, VA 20164

United States of America

EMC Test Code = CE0201L1 Conducted Emissions - Tested Line = L1
Frequency Range MHz = [0.15, 30]
Sample ID: S/01
Operation Mode: OM/01. DUT ON. LoRa in Tx mode. Frequency: 902.3 MHz. Powered by 5 Vdc

Images:

&0

7o

CE FCC Class C 15:207 QP

60 f

£ CEFCC Clags C 15.207 AVG

40

2 ‘W I"" 'W‘NWMml"mww“"'"""""'" \

Lewvel in dBuY

=

150k 300 400 500 200 1M 2K 3 4M SM & 3 10M 208 30M
Frequency in Hz

AVG_CLRWR
CE FCC Class C 15.207 QP
i QuasiPeak-0PK (Single)

PK+_CLRWR
CE FCC Class C 15.207 AVG

Tables:
Continuous Conducted Emissions

Frequency QuasiPeak | Line Margin - QPK | Limit - QPK

(MHz) (dBuV) (dB) (dBuV)
0.182000 451 L1 19.2 64.3
0.362000 392 L1 19.3 58.5
2.534000 315 L1 245 56.0
3.150000 334 L1 226 56.0
6.774000 302 L1 29.8 60.0

11.590000 322 L1 27.8 60.0

14.094000 320 L1 28.1 60.0

16.230000 334 L1 26.7 60.0

18.242000 352 L1 248 60.0

23.130000 338 L1 26.2 60.0
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E KRA
Sterling, VA 20164

United States of America

RSS-Gen / RSS-247 - [99dBW] Transmitter 99% Occupied Bandwidth

Limits
CANADA RSS-247 Issue 4 (July 2025):
2.4 RSS-Gen compliance

Equipment being certified under this standard shall also comply with the general requirements set out in Radio
Standards Specification RSS-Gen, General Requirements for Compliance of Radio Apparatus. Where
contradictions exist between this standard and RSS-Gen, this standard shall take precedence.

CANADA RSS-Gen Issue 5 (April 2018)/A1 (March 2019)/A2 (Feb 2021):
6.7 Occupied bandwidth (or 99% emission bandwidth) and x dB bandwidth

The occupied bandwidth or the “99% emission bandwidth” is defined as the frequency range between two points,
one above and the other below the carrier frequency, within which 99% of the total transmitted power of the
fundamental transmitted emission is contained. The occupied bandwidth shall be reported for all equipment in
addition to the specified bandwidth required in the applicable RSSs.

TEST SETUP:

Spectrum Analyzer

wes T
41 oo EUT

Non-Conducted
Table

= Ground Reference Plane ==
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,

Sterling, VA 20164 > DE KRA
United States of America
Modulation: LoRa (CSS), FHSS = 125 kHz

Sample ID: S/01

TC/01
Results

Freq (MHz) Port Occ Ch BW (kHz)

902.30000 1 130.666
908.70000 1 132.099
914.90000 1 129.994

Modulation: LoRa (CSS), DTS = 500 kHz
Sample ID: S/01

TC/03
Results
Freq (MHz) Port Occ Ch BW (kHz)
903.00000 1 550.481
914.20000 1 559.956
927.50000 1 563.951
Verdict
Pass
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

Attachments

Operation Band MHz =[902, 928] FHSS = 125 kHz
Frequency MHz = 902.30000 Active Port =1
Modulation = LoRa (CSS)

Images:

MultiView Spectrum 2
Ref Level 29.00 dBm  Offset 0.30dB ® RBW 3 kHz

Att 39dB SWT 1.4ms(~86ms)® VBW 10 kHz Mode Auto FFT

1 Occupied Bandwidth

D DEKRA

14 W
M1[1] 18.84 dBm
902.347 450 MHz

20 dem

A
/ TV

/

-10 dBm /

-20 dB

-30 dB

-40 dgm M

-50 dBm:

-60 dBm

CF 902.3 MHz 1001 pts 50.0 kHz/ Span 500.0 kHz
2 Marker Table
M1 1 902.247 45 MHz 18.84 dBm QOcc Bw 130.666 531 192 kHz
T1 1 902.229 848 MHz 10.19 dBm QOcc Bw Centroid 902.295181 574 MHz
T2 1 902.360515 MHz 8.49 dBm Occ Bw Freq Offset -4.818 426 399 kHz
Measuring... [IHENENENN e 202168-‘;3%;
06:50:58 PM 05/27/2026
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

Operation Band MHz = [902, 928]
Frequency MHz = 908.70000

Modulation = LoRa (CSS)

Images:

MultiView

Ref Level 29.00 dBm  Offset
39dB  SWT

Att
1 Occupied Bandwidth

FHSS =125 kHz
Active Port = 1

Spectrum 2

0.30dB ® RBW 3 kHz
1.4 ms (~8.6 ms) ® VBW 10 kHz

Mode Auto FFT

D DEKRA

14p

M1[1] 18.70 dBm
M 908.742 950 MHz
20 dBm v
L i\ Jmﬂ’\f"\ W ”\/‘ Ti
0 dem // - \\\
-10 dem / \
-20 de
-30 de
mw A4 M Al
-50 dem
-60 dem
CF 908.695 MHz 1001 pts 50.0 kHz/ Span 500.0 kHz
2 Marker Table
M1 1 908.742 95 MHz 18.70 dBm Qcc Bw 132.099 044 049 kHz
T1 1 908.629195 MHz 8.01 dBm Occ Bw Centroid 908.695 245008 MHz
T2 1 908.761 295 MHz 7.71 dBm Occ Bw Freq Offset 245.008 490 324 Hz
Measuring... [IHENNNEEN P Zuiﬁg'gg'g;
07:00:08 PM 05/27/2026
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, > D E KR A

Sterling, VA 20164
United States of America

Operation Band MHz =[902, 928] FHSS = 125 KHz
Frequency MHz = 914.90000 Active Port =1
Modulation = LoRa (CSS)

Images:
&
>/
MultiView = Spectrum 2 -
Ref Level 29.00 dBm  Offset 0.30dB ® RBW 3 kHz
Att 38dB SWT 1.4ms(~8.6ms)® VBW 10kHz Mode Auto FFT
1 Occupied Bandwidth
Mi1[1] 18.53 dBm
M1 914.954 450 MHz
20 dB J\L
M AT,
10 dBm /7\\/\ U Tf\
0 dBm / \
-10 dBm \
-20 dB
(i \/\
-50 dB
-60 dB
CF 914.9 MHz 1001 pts 50.0 kHz/ Span 500.0 kHz
2 Marker Table
1 914.954 45 MHz 18.53 dBm Occ Bw 129.994 388 293 kHz
Tl 1 914.830342 MHz 10.75 dBm Occ Bw Centroid 914.895 339499 MHz
T2 1 914.960 337 MHz 8.12 dBm Occ Bw Freq Offset -4.660501 135 kHz
Measuring... [IHENNNENN zozlﬁg'gg'i;
07:03:16 PM 05/27/2026
2026-08-11
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, D E KR A
Sterling, VA 20164

United States of America
Attachments

Operation Band MHz =[902, 928] DTS = 500 kHz
Frequency MHz = 903.00000 Active Port =1
Modulation = LoRa (CSS)

Images:
&ED
64
MultiView Spectrum -
Ref Level 29.00 dBm Offset 0.30 dB ® RBW 30 kHz
@ Att 30dB ® SWT 140 ps (~7.2 ms) ® VBW 100 kHz Mode Auto FFT
1 Occupied Bandwidth
M1[1] 19.72 dBm
i 903.228 80 MHz
20 dém X
T71/\/\,\/\A \LZ
10 d >
0 dem
-10 dBm
-20 dB
-30 dBm \A’\\_“’\
-40 dBm
-50 dBm
-60 dB
CF 903.0 MHz 1000 pts 150.0 kHz/ Span 1.5 MHz
2 Marker Table
M1 il 903.2288 MHz 19.72 dBm Occ Bw 550.481 937 978 kHz
Spk 1 902.72315 MHz 10.06 dBm QOcc Bw Centroid 902.998 389 303 MHz
12 1 903.27363 MHz 9.41 dBm QOcc Bw Freq Offset -1.610696 654 kHz

Measuring... [HENRRERN e 2021?1-33-21’3

10:34:19 AM 05/28/2026
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

Operation Band MHz = [902,
Frequency MHz = 914.20000
Modulation = LoRa (CSS)

Images:

DTS =500 kHz
Active Port = 1

928]

D DEKRA

MultiView Spectrum
Ref Level 29.00 dBm Offset 0.30 dB ® RBW 30 kHz
® Att 30dB ® SWT 140 ps (~7.2 ms) ® VBW 100 kHz Mode Auto FFT
1 Occupied Bandwidth A
M1[1] 19.42 dBm
o e 9/14.430 30 MHz
Vi T
T T2
10 d /
0 dem
-10 dBm
-20 dB
il
-40 dBm
-50 dBm
-60 dB
CF 914.2 MHz 1000 pts 150.0 kHz/ Span 1.5 MHz
2 Marker Table
M1 il 914.4303 MHz 19.42 dBm Occ Bw 549.956 442 687 kHz
Spk 1 913.92469 MHz 9.26 dBm QOcc Bw Centroid 914.199667 04 MHz
12 1 914.47465 MHz 8.41 dBm QOcc Bw Freq Offset -332.960131 288 Hz

10:36:54 AM 05/28/2026

= 2026-05-28
LI LR 10:36:53
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DEKRA Certification, Inc.
Lol s 12 D DEKRA
United States of America

Operation Band MHz =[902, 928] DTS = 500 kHz

Frequency MHz = 927.50000 Active Port = 1

Modulation = LoRa (CSS)

Images:
&>
MultiView = Spectrum -
Ref Level 29.00 dBm  Offset 0.30 dB ® RBW 30 kHz
@ Att 30dB ® SWT 140 ps (~7.2 ms) ® VBW 100 kHz Mode Auto FFT

1 Occupied Bandwidth 1Rm View
M1[1] 19.04 dBm
e 927.601 30 MHz

20 dem

10 dem:

0 dBm

-10 dBm

-20 db ¥ I

-30 d /A

-40 dBm

-50 dB
-60 dB
CF 927.5 MHz 1000 pts 150.0 kHz/ Span 1.5 MHz
2 Marker Table
1 927.601 3 MHz 19.04 dBm Occ Bw 563.951 944 894 kHz
T1 1 927.2114 MHz 6.70 dBm Occ Bw Centroid 927.493 375397 MHz
12 i 927.77535 MHz 8.51 dBmn QOcc Bw Freq Offset -6.624602 627 kHz

Measuring... [HENENEEN % 2021?1-33-33

10:39:08 AM 05/28/2026
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E KRA
Sterling, VA 20164

United States of America

RSS-247 / FCC 15.247 - [6dBw] 6 dB Bandwidth

Limits
USA FCC Part 15.247 (01-26-2026):

(a) Operation under the provisions of this Section is limited to frequency hopping and digitally modulated intentional
radiators that comply with the following provisions.

(2) Systems using digital modulation techniques may operate in the 902-928 MHz, 2400-2483.5 MHz, and 5725-
5850 MHz bands. The minimum 6 dB bandwidth shall be at least 500 kHz.

CANADA RSS-247 Issue 4 (July 2025):

6.3.1 Bandwidth and conducted power spectral density

The following applies to the bands 902-928 MHz and 2400-2483.5 MHz:
a. the minimum 6 dB bandwidth shall be 500 kHz.

TEST SETUP:

Spectrum Analyzer

s
e o EUT

Non-Conducted
Table

= Ground Reference Plang ==
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,

D DEKRA
United States of America

Modulation: LoRa (CSS), DTS = 500 kHz
Sample ID: S/01

TC/03
Results
Freq (MHz) Port Occ Ch BW (kHz)
903.00000 1 651.6
914.20000 1 651.0
927.50000 1 651.0
Verdict
Pass
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

Attachments
Operation Band MHz =902, 928] DTS = 500 kHz
Frequency MHz = 903.00000 Active Port =1

Modulation = LoRa (CSS)

Images:

MultiView Spectrum

Ref Level 24.53 dBm

Offset 0.50 dB ® RBW 100 kHz

D DEKRA

Att 35dB  SWT 1 ms ® ¥BW 300 kHz Mode Sweep
1 Frequency Sweep 2
M1
s ordam v D3[1] 0.03 dB
M2 s 651.60 kHz
— {——H1 14.080 dBry- — —¥ = —e— — = —M1[1] [ 20.08 dBm
1078 / 903.124 50 MHz]
0 de /
-10 dB =
-20 dém M‘, \A \’VW\'\/\
NSRRI I A s
-30 dém
-40 dB
-50 dBm
-60 dBm
-70 dBm
CF 903.0 MHz 1000 pts 300.0 kHz/ Span 3.0 MHz
2 Marker Table
M1 1 903.124 5 MHz 20.08 dBm
M2 1 902.6709 MHz 13.72 dBm
D3 M2 1 651.6 kHz 0.03 dB
measuring... NENNENNNN - 0359720

10:17:38 AM 05/28/2026

. 10:17:37
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

DTS =500 kHz
Active Port = 1

Operation Band MHz = [902, 928]
Frequency MHz = 914.20000
Modulation = LoRa (CSS)

D DEKRA

Images:
MultiView = Spectrum
Ref Level 24.33 dBm  Offset 0.30 dB ® RBW 100 kHz
Att 34dB  SWT 1 ms ® VBW 300 kHz Mode Sweep
M1
20 der v D3[1] 0.06 dB
M2y s 651.00 kHz
H1 13.550 der ¥ 5 M1[1]——19:55 dBm
L0 / 913.955 50 MHzZ
0 dBm /\/
-10 de ﬂ/f”
~20 dp il N‘«/\
"""\MAIV\NW«,\/—\M,J\/V\W
W
-40 de
-50 de
-60 dem
-70 dem
CF 914.2 MHz 1000 pts 300.0 kHz/ Span 3.0 MHz
2 Marker Table
1 913.9555 MHz 19.55 dBm
M2 1 913.871 5 MHz 13.16 dBm
D3 M2 1 651.0 kHz 0.06 dB

10:22:45 AM 05/28/2026

Measuring...

- 2026-05-28
BERNEEERR 5 T 0:22:45
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, D E KR A
Sterling, VA 20164

United States of America

Operation Band MHz =[902, 928] DTS = 500 kHz
Frequency MHz = 927.50000 Active Port = 1
Modulation = LoRa (CSS)

Images:

MultiView = Spectrum
Ref Level 24.33 dBm  Offset 0.30 dB ® RBW 100 kHz
Att 34dB  SWT 1 ms ® VBW 300 kHz Mode Sweep
M1
55,0 A D3[1] 0.23 dB
M2 ba 651.00 kHz
H1 13.130 dBn y = M1[1]——19.13 dBm]

10 de / \\ 9P7.252 50 MHz
0 der Aﬂ/\/ V\f\,\'\/h

-10 dBm:
ik MMJJ “"\“(\nw\u
m: iy

-40 dBm

-50 dBm

-60 dl

-70 dBm

CF 927.5 MHz 1000 pts 300.0 kHz/ Span 3.0 MHz
2 Marker Table
M1 1 927.252 5 MHz 19.13 dBm

M2 1 927.168 5 MHz 12.85 dBm
D3 M2 1 651.0 kHz 0.23 dB

Measuring... [HENENEEN % Zozlg-gi_gg

10:31:33 AM 05/28/2026
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E K RA
Sterling, VA 20164

United States of America

RSS-247 /| FCC 15.247 - [20dBW] 20 dB Bandwidth

Limits
USA FCC Part 15.247 (01-26-2026):

(a) Operation under the provisions of this Section is limited to frequency hopping and digitally modulated
intentional radiators that comply with the following provisions.

(1) Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively, frequency hopping
systems operating in the 2400-2483.5 MHz band may have hopping channel carrier frequencies that are
separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel, whichever is greater, provided
the systems operate with an output power no greater than 125 m\W. The system shall hop to channel frequencies
that are selected at the system hopping rate from a pseudo randomly ordered list of hopping frequencies. Each
frequency must be used equally on the average by each transmitter. The system receivers shall have input
bandwidths that match the hopping channel bandwidths of their corresponding transmitters and shall shift
frequencies in synchronization with the transmitted signals.

CANADA RSS-247 Issue 4 (July 2025):
6.2.1 General requirements for bandwidth and hopping channels applicable to all bands

The following bandwidth and hopping channel requirements shall apply to FHS operating in the bands 902-928
MHz, 2400-2483.5 MHz and 5725-5850 MHz:

a. the bandwidth of a frequency hopping channel is the 20 dB emission bandwidth, measured with the
hopping stopped. The system's RF bandwidth is equal to the channel bandwidth multiplied by the
number of channels in the hop set. The system shall hop to channel frequencies that are selected at the
system hopping rate from a pseudo randomly ordered list of hopping frequencies. The system receivers
shall have input bandwidths that match the hopping channel bandwidths of their corresponding
transmitters and shall shift frequencies in synchronization with the transmitted signals.

TEST SETUP:

Spectrum Analyzer

e
41 oo EUT

Non-Conducted
Table

= Ground Reference Plane ==
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,

Sterling, VA 20164 > DE KRA
United States of America

Modulation: LoRa (CSS), FHSS = 125 KHz

Sample ID: S/01

TC/03

Results
Freq (MHz) Port Occ Ch BW (kHz)
902.30000 1 139.93
908.70000 1 140.00
914.90000 1 143.00

Verdict

Pass
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, D E KR A
Sterling, VA 20164

United States of America
Attachments

Operation Band MHz =902, 928] FHSS = 125 KHz
Frequency MHz = 902.30000 Active Port =1
Modulation = LoRa (CSS)

Images:
MultiView = Spectrum
Ref Level 27.25 dBm Offset 0.30 dB ® RBW 3 kHz
Att 37dB SWT 5.56ms ® VBW 30kHz Mode Sweep
1 Frequency Sweep
it D3[1] 0.09 dB
20 dBm ¥ 139,930 kHz
/ \ M1[1] 19.40 dBm
— / \ 902.238 250 MHz
M2 3
L 0.de {1 =0.600 08 /_/' D:
¥ \\
-20 de
-30 de
g =
ety o
-50 dem
-60 dBm
-70 dBm
CF 902.3 MHz 1000 pts 50.0 kHz/ Span 500.0 kHz
2 Marker Table
M1 1 902.238 25 MHz 19.40 dBm
M2 1 902.227 03 MHz -0.68 dBm
D3 M2 1 139.93 kHz 0.09 dB
y - 2026-05-28
measuring...  [INRNNNEER Se e

10:53:07 AM 05/28/2026
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12, D E KR A
Sterling, VA 20164

United States of America

Operation Band MHz =[902, 928] FHSS = 125 KHz
Frequency MHz = 908.70000 Active Port =1
Modulation = LoRa (CSS)

Images:

MultiView = Spectrum

Ref Level 27.25 dBm Offset 0.30 dB ® RBW 3 kHz

Att 36dB SWT 5.56 ms ® VBW 30 kHz Mode Sweep

1 Frequency Sweep 1Pk Vie
D3[1] -0.09

dB

M1
20 dem 4 140,000 kHz
[ \\ M1[1] 19.59 dBm
10 dBm 908.639 250 MHz

{ 0-dB H1I=0470 dBm /;
I \\\
-20 dBm

0 —~

-50 dBm

-60 dBm

-70 de
CF 908.7 MHz 1000 pts 50.0 kHz/ Span 500.0 kHz
2 Marker Table

M1 1 908.639 25 MHz 19.59 dBm
M2 1 908.627 25 MHz -0.64 dBm
D3 M2 1 140.0 kHz -0.09 dB

X . 2026-05-28
Measuring...  [INRNENENN =% " 40:57:10

10:57:10 AM 05/28/2026
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DEKRA Certification, Inc.
405 Glenn Dr. Suite 12,
Sterling, VA 20164

United States of America

Operation Band MHz =[902, 928] FHSS = 125 KHz

Frequency MHz = 914.90000

Modulation = LoRa (CSS)

Images:

Active Port = 1

MultiView = Spectrum

Ref Level 27.25 dBm Offset 0.30 dB ® RBW 3 kHz

D DEKRA

Att 36dB SWT 5.56 ms ® VBW 30 kHz Mode Sweep
1 Frequency Sweep W

il D3[1] 0.75 dB
20 dBm s 143.000 kHz-
/ \ M1[1] 19.38 dBm
p— / \ 914.921 250 MHz

M2 5

o-d H10.180.dB i b3

-10 dB

-20 dBm

-30 dem

WW

-50 dBm

-60 dBm

-70 dB

CF 914.9 MHz

1000 pts

50.0 kHz/

Span 500.0 kHz

2 Marker Table

M1 1
M2 1
D3 M2 1

914.921 25 MHz 19.38 dBm
914.826 25 MHz -1.19 dBm
143.0 kHz 0.75 dB

11:01:32 AM 05/28/2026

Measuring...

- 2026-05-28
i 11:01:32
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E K RA
Sterling, VA 20164

United States of America

RSS-247 | FCC 15.247 - [CFS] Carrier Frequency Separation

Limits
USA FCC Part 15.247 (01-26-2026):

(a) Operation under the provisions of this Section is limited to frequency hopping and digitally modulated
intentional radiators that comply with the following provisions.

(1) Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively, frequency hopping
systems operating in the 2400-2483.5 MHz band may have hopping channel carrier frequencies that are
separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel, whichever is greater, provided
the systems operate with an output power no greater than 125 m\W. The system shall hop to channel frequencies
that are selected at the system hopping rate from a pseudo randomly ordered list of hopping frequencies. Each
frequency must be used equally on the average by each transmitter. The system receivers shall have input
bandwidths that match the hopping channel bandwidths of their corresponding transmitters and shall shift
frequencies in synchronization with the transmitted signals.

CANADA RSS-247 Issue 4 (July 2025):
6.2.1 General requirements for bandwidth and hopping channels applicable to all bands

The following bandwidth and hopping channel requirements shall apply to FHS operating in the bands 902-928
MHz, 2400-2483.5 MHz and 5725-5850 MHz:

b. the hopping channel carrier frequencies shall be separated by a minimum of 25 kHz or the 20 dB
bandwidth of the hopping channel, whichever is greater.

TEST SETUP:

Spectrum Analyzer

wnslw—
4 oo EUT

Non-Conducted
Table

= Ground Reference Plane ==
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DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E KRA
Sterling, VA 20164

United States of America

Modulation: LoRa (CSS), FHSS = 125kHz
Sample ID: S/01

TC/01
Results

Equipment Port Freq Sep (kHz)

FHSS 1 205.31

Modulation: LoRa (CSS), Hybrid = 125kHz
Sample ID: S/01

TC/02
Results
‘ Equipment ‘ Port Freq Sep (kHz)
Hybrid 1 203.62
Verdict
Pass
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DEKRA Certification, Inc.
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Attachments

Operation Band MHz =[902, 928] FHSS = 125kHz

Modulation = LoRa (CSS) Active Port =1
Images:
MultiView Spectrum
Ref Level 27.25 dBm  Offset 0.30 dB ® RBW 100 kHz
Att 36dB SWT 41.81 us(~892 ms) ® VBW 300 kHz Mode Auto FFT
1 Frequency Sweep
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2 Marker Table
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D2 M1 1 -205.306 kHz 0.06 dB
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Operation Band MHz = [902, 928] Hybrid = 125kHz

Modulation = LoRa (CSS) Active Port =1
Images:
&>
MultiView = Spectrum -
Ref Level 27.25 dBm  Offset 0.30 dB ® RBW 100 kHz
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RSS-247 | FCC 15.247 - [DwT] Time of Occupancy (Dwell Time)

Limits
USA FCC Part 15.247 (01-26-2026):

(a) Operation under the provisions of this Section is limited to frequency hopping and digitally modulated
intentional radiators that comply with the following provisions.

(1) Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively, frequency hopping
systems operating in the 2400-2483.5 MHz band may have hopping channel carrier frequencies that are
separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel, whichever is greater, provided
the systems operate with an output power no greater than 125 m\W. The system shall hop to channel frequencies
that are selected at the system hopping rate from a pseudo randomly ordered list of hopping frequencies. Each
frequency must be used equally on the average by each transmitter. The system receivers shall have input
bandwidths that match the hopping channel bandwidths of their corresponding transmitters and shall shift
frequencies in synchronization with the transmitted signals.

(iii) Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels. The average time
of occupancy on any channel shall not be greater than 0.4 seconds within a period of 0.4 seconds multiplied by
the number of hopping channels employed. Frequency hopping systems may avoid or suppress transmissions
on a particular hopping frequency provided that a minimum of 15 channels are used.

CANADA RSS-247 Issue 4 (July 2025):
6.2.3.1 Bandwidth and hopping channels
The following bandwidth and hopping channel requirements shall apply:

b. FHS operating in the band 2400-2483.5 MHz shall use at least 15 hopping channels. The average time
of occupancy on any channel shall not be greater than 0.4 s within a period of 0.4 s, multiplied by the
number of hopping channels employed. Transmissions on particular hopping frequencies may be
avoided or suppressed provided that at least 15 hopping channels are used.

TEST SETUP:

Spectrum Analyzer

~mm
:_lﬂ: oo EUT

Non-Conducted
Table

= Ground Reference Plang =

DH1 time slot = Pulse Duration x (1600/(2x79)) x A period time/1000

DH3 time slot = Pulse Duration x (1600/(4x79)) x A period time/1000

DH5 time slot = Pulse Duration x (1600/(6x79)) x A period time/1000
A period time = 0.4 x 79= 31.6 seconds
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Modulation: LoRa (CSS), FHSS = 125kHz
Sample ID: S/01
TC/01

Results

Equipment Port Avg COT (ms)
FHSS 1 91.84

Modulation : LoRa (CSS), Hybrid = 125kHz
Sample ID: S/01

TC/02
Results
Equipment Port Avg COT (ms)
Hybrid 1 67.15
Verdict
Pass
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Attachments

Operation Band MHz =[902, 928]
Modulation = LoRa (CSS)

FHSS = 125kHz

Active Port = 1

D DEKRA

Images:
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Operation Band MHz = [902, 928] Hybrid = 125kHz
Modulation = LoRa (CSS) Active Port =1
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RSS-247 / FCC 15.247 - [NHC] Number of hopping channels

Limits
USA FCC Part 15.247 (01-26-2026):

(a) Operation under the provisions of this Section is limited to frequency hopping and digitally modulated
intentional radiators that comply with the following provisions.

(1) Frequency hopping systems shall have hopping channel carrier frequencies separated by a minimum of 25
kHz or the 20 dB bandwidth of the hopping channel, whichever is greater. Alternatively, frequency hopping
systems operating in the 2400-2483.5 MHz band may have hopping channel carrier frequencies that are
separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping channel, whichever is greater, provided
the systems operate with an output power no greater than 125 m\W. The system shall hop to channel frequencies
that are selected at the system hopping rate from a pseudo randomly ordered list of hopping frequencies. Each
frequency must be used equally on the average by each transmitter. The system receivers shall have input
bandwidths that match the hopping channel bandwidths of their corresponding transmitters and shall shift
frequencies in synchronization with the transmitted signals.

(iii) Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels. The average time
of occupancy on any channel shall not be greater than 0.4 seconds within a period of 0.4 seconds multiplied by
the number of hopping channels employed. Frequency hopping systems may avoid or suppress transmissions
on a particular hopping frequency provided that a minimum of 15 channels are used.

CANADA RSS-247 Issue 4 (July 2025):
6.2.3.1 Bandwidth and hopping channels
The following bandwidth and hopping channel requirements shall apply:

b. FHS operating in the band 2400-2483.5 MHz shall use at least 15 hopping channels. The average time
of occupancy on any channel shall not be greater than 0.4 s within a period of 0.4 s, multiplied by the
number of hopping channels employed. Transmissions on particular hopping frequencies may be
avoided or suppressed provided that at least 15 hopping channels are used.

TEST SETUP:

Spectrum Analyzer

mm T
4 H oo EUT

Non-Conducted
Table

= Ground Reference Plane ==

Report No: 5868ERM.007A1 Page 45 of 155 2026-08-11



DEKRA Certification, Inc.

405 Glenn Dr. Suite 12, D E KRA
Sterling, VA 20164

United States of America

Modulation: LoRa (CSS), FHSS = 125kHz
Sample ID: S/01

TC/01
Results

Equipment Port NHC
FHSS 1 64

Modulation: LoRa (CSS), Hybrid = 125kHz
Sample ID: S/01

TC/02
Results
Equipment Port NHC
Hybrid 1 8
Verdict
Pass
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Attachments

Operation Band MHz = [902, 928]

Modulation = LoRa (CSS)

Images:

MultiView Spectrum
Ref Level 30.00 dBm
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Operation Band MHz = [902, 928] Hybrid = 125kHz

Modulation = LoRa (CSS) Active Port =1
Images:
MultiView Spectrum
Ref Level 30.00 dBm ® RBW 200 kHz
Att 40 dB  SWT 20.92 ps (~7.8 ms) ® VBW 200 kHz Mode Auto FFT
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RSS-247 | FCC 15.247 - [Avcp] Maximum Average Conducted Output Power

Limits
USA FCC Part 15.247 (01-26-2026) :

(b) The maximum peak conducted output power of the intentional radiator shall not exceed the following.

(3) For systems using digital modulation in the 902-928 MHz, 2400-2483.5 MHz, and 5725-5850 MHz bands: 1
Watt. As an alternative to a peak power measurement, compliance with the one-Watt limit can be based on a
measurement of the maximum conducted output power. Maximum Conducted Output Power is defined as the
total transmit power delivered to all antennas and antenna elements averaged across all symbols in the signaling
alphabet when the transmitter is operating at its maximum power control level. Power must be summed across
all antennas and antenna elements. The average must not include any time intervals during which the transmitter
is off or is transmitting at a reduced power level. If multiple modes of operation are possible (e.g., alternative
modulation methods), the maximum conducted output power is the highest total transmit power occurring in any
mode.

CANADA RSS-247 Issue 4 (July 2025):
6.3.2 Transmitter output power and e.i.r.p. requirements

For DTS operating in the band 2400-2483.5 MHz, the maximum peak conducted output power shall not exceed
1W, and the e.i.r.p. shall not exceed 4 W, except as provided in section 6.5 a) and b).

As an alternative to a peak power measurement, compliance can be based on a measurement of the maximum
conducted output power.

TEST SETUP:

Spectrum Analyzer

o
4 oo EUT

Non-Conducted
Table

= Ground Reference Plane ==

The EIRP power (dBm) is calculated by adding the declared maximum antenna gain to the measured conducted
power

Maximum declared antenna gain (LoRa): 2.32 dBi

Power Directional Gain: = Antenna gain + 10log (NanT)
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Modulation: LoRa (CSS), FHSS = 125 KHz

Sample ID: S/01

TC/01
Results

Verdict

Pass

Freq (MHz)

Avg Power (dBm)

E.LR.P. (dBm)

902.30000 21.63 23.95
908.70000 21.63 23.95
914.90000 23.57 25.89

Modulation: LoRa (CSS), DTS = 500kHz

Sample ID: S/01

TC/03
Results

Verdict

Pass

Freq (MHz)

Avg Power (dBm) E.I.LR.P. (dBm)
903.00000 22.76 25.08
914.20000 21.11 23.43
927.50000 22.75 25.07

D DEKRA
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Attachments

Operation Band MHz =[902, 928]

FHSS = 125 KHz

D DEKRA

Modulation = LoRa (CSS) Active Port =1
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D DEKRA

Operation Band MHz =[902, 928] DTS = 500kHz
Modulation = LoRa (CSS) Active Port =1
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RSS-247 / FCC 15.247 - [Bndedge] Band-edge emissions compliance (Transmitter)

Limits
USA FCC Part 15.247 (01-26-2026) :

(d)) In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated
intentional radiator is operating, the radio frequency power that is produced by the intentional radiator shall be
at least 20 dB below that in the 100 kHz bandwidth within the band that contains the highest level of the desired
power, based on either an RF conducted or a radiated measurement, provided the transmitter demonstrates
compliance with the peak conducted power limits. If the transmitter complies with the conducted power limits
based on the use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section, the
attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits
specified in Secs. 15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as
defined in Secs. 15.205(a), must also comply with the radiated emission limits specified in Secs. 15.209(a) (see
Secs. 15.205(c)).

CANADA RSS-247 Issue 4 (July 2025):
6.6 Unwanted Emissions

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum device, digitally modulated
device, or hybrid system is operating, the RF power that is produced shall be at least 20 dB below that in the
100 kHz bandwidth within the band that contains the highest level of the desired power — based on either an RF
conducted or a radiated measurement — provided that the transmitter demonstrates compliance with the peak
conducted power limits. If the transmitter complies with the conducted power limits based on the use of root-
mean-square averaging over a time interval, as permitted under section 6.3.2, the attenuation required shall be
30 dB instead of 20 dB. Attenuation below the general field strength limits specified in RSS-Gen is not required.

TEST SETUP:

Spectrum Analyzer

el
41 oo EUT

Non-Conducted
Table

= Ground Reference Plang ==
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Modulation: LoRa (CSS), Hybrid = 125kHz 8Hopping

Sample ID: S/01, TC/02

Results

Modulation: LoRa (CSS), FHSS = 125kHz 64 Hopping

Sample ID: S/01, TC/01

Results

Modulation: LoRa (CSS), DTS = 125 KHz

Sample ID: S/01, TC/03

Results

Modulation: LoRa (CSS), DTS = 500kHz

Sample ID: S/01, TC/01

Results

Verdict

Pass

Freq (MHz) Port Freq (MHz) Level (dBm)
902.30000 1 901.9990 -30.45
908.70000 1 929.0550 -54.01
Freq (MHz) Port Freq (MHz) Level (dBm)
902.30000 1 901.9882 -31.59
914.90000 1 928.6240 -55.62
Freq (MHz) Port Freq (MHz) Level (dBm)
902.30000 1 901.8847 -37.74
914.90000 1 928.4690 -54.16
Freq (MHz) ‘ Port ‘ Freq (MHz) Level (dBm)
903.00000 1 901.8256 -28.43
927.50000 1 928.0140 -8.58

D DEKRA
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Attachments

Operation Band MHz = [902, 928] Hybrid = 125kHz
Frequency MHz = 902.30000 Active Port =1

Modulation = LoRa (CSS)
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Operation Band MHz = [902, 928] Hybrid = 125kHz
Frequency MHz = 914.90000 Active Port = 1

Modulation = LoRa (CSS)
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Attachments

Operation Band MHz = [902, 928] FHSS = 125kHz
Frequency MHz = 902.30000 Active Port =1

Modulation = LoRa (CSS)
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Operation Band MHz = [902, 928]

Frequency MHz = 914.90000
Modulation = LoRa (CSS)
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Attachments

Operation Band MHz = [902, 928] FHSS = 125 KHz
Frequency MHz = 902.30000 Active Port =1

Modulation = LoRa (CSS)
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Operation Band MHz = [902, 928] FHSS = 125 KHz
Frequency MHz = 914.90000 Active Port = 1

Modulation = LoRa (CSS)
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Operation Band MHz = [902, 928] DTS = 500kHz
Frequency MHz = 903.00000 Active Port =1

Modulation = LoRa (CSS)
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Operation Band MHz = [902, 928] FHSS =500 KHz
Frequency MHz = 927.50000 Active Port =1

Modulation = LoRa (CSS)
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RSS-247 | FCC 15.247 - [RSE] Emission limitations radiated (Transmitter)

Limits
USA FCC Part 15.247 (01-26-2026):

FCC Rules and Regulations 47 CFR Part 15, Subpart C, Secs. 15.247:

(d) In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally modulated intentional
radiator is operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB below
that in the 100 kHz bandwidth within the band that contains the highest level of the desired power, based on either an RF
conducted or a radiated measurement, provided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter complies with the conducted power limits based on the use of RMS averaging over a time interval,
as permitted under paragraph (b)(3) of this section, the attenuation required under this paragraph shall be 30 dB instead
of 20 dB. Attenuation below the general limits specified in Secs. 15.209(a) is not required. In addition, radiated emissions
which fall in the restricted bands, as defined in Secs. 15.205(a), must also comply with the radiated emission limits
specified in Secs. 15.209(a) (see Secs. 15.205(c)).

FCC Rules and Regulations 47 CFR Part 15, Subpart C, Secs. 15.209:

(a) the emissions from an intentional radiator shall not exceed the field strength levels specified in the following table.

Frequency Range | Field strength (uV/m) Field strength Measurement
MHz ~ (dByViIm) |  distance (m) |

| 0.009-0.490 |  2400/F(kHz) | 300
0.490-1.705 24000/F (kHz) -
1.705 - 30.0 30 30
30 - 88 100 40 3
88 - 216 150 43.5 3
216 - 960 200" 46 3
Above 960 500 54 3

Except as provided in paragraph (g), fundamental emissions from intentional radiators operating
under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz, 174-216 MHz
or 470-806 MHz. However, operation within these frequency bands is permitted under other sections
of this part, e.g., Secs. 15.231 and 15.241

(d) The emission limits shown in the above table are based on measurements employing a CISPR quasi-peak detector
except for the frequency bands 9-90 kHz, 110-490 kHz and above 1000 MHz. Radiated emission limits in these three
bands are based on measurements employing an average detector.

(f) In accordance with Secs. 15.33(a), in some cases the emissions from an intentional radiator must be measured to
beyond the tenth harmonic of the highest fundamental frequency designed to be emitted by the intentional radiator
because of the incorporation of a digital device. If measurements above the tenth harmonic are so required, the
radiated emissions above the tenth harmonic shall comply with the general radiated emission limits applicable to the
incorporated digital device, as shown in Secs. 15.109 and as based on the frequency of the emission being measured,
or, except for emissions contained in the restricted frequency bands shown in Secs. 15.205, the limit on spurious
emissions specified for the intentional radiator, whichever is the higher limit. Emissions which must be measured
above the tenth harmonic of the highest fundamental frequency designed to be emitted by the intentional radiator and
which fall within the restricted bands shall comply with the general radiated emission limits in Secs. 15.109 that are
applicable to the incorporated digital device.

FCC Rules and Regulations 47 CFR Part 15, Subpart B, Secs. 15.109:

(g) As an alternative to the radiated emission limits shown in paragraphs (a) and (b) of this section, digital devices
may be shown to comply with the standards contained in the Third Edition of the International Special Committee on
Radio Interference (CISPR), Pub. 22, “Information Technology Equipment—Radio Disturbance Characteristics—
Limits and Methods of Measurement” (incorporated by reference, see § 15.38). In addition:

(2) If, in accordance with § 15.33 of this part, measurements must be performed above 1000 MHz, compliance above
1000 MHz shall be demonstrated with the emission limit in paragraph (a) or (b) of this section, as appropriate.
Measurements above 1000 MHz may be performed at the distance specified in the CISPR 22 publications for
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measurements below 1000 MHz provided the limits in paragraphs (a) and (b) of this section are extrapolated to the
new measurement distance using an inverse linear distance extrapolation factor (20 dB/decade), e.g., the radiated
limit above 1000 MHz for a Class B digital device is 150 pV/m, as measured at a distance of 10 meters.

Frequency range Class A limits Class B limits

(MHz) AVG Limit for 3m | PK Limitfor 3m | AVG Limitfor3m | PK Limit for 3 m
(1) (1,2) (1) (1,2)
(dBuVim) (dBuV/m) (dBpV/m) (dBuVim)
1000 - 3000 60 80 54 74
3000 - 6000 60 80 54 74
6000 - 400000 60 80 54 74

- Limits are specified by FCC at a distance of 10m and extrapolated here for 3m by adding inverse
linear distance (1/d) proportionality factor of 20dB/decade, used per §15.31(f)(1)

- Frequencies above 1 GHz, the limit on peak radio frequency emissions is 20 dB above the
maximum permitted average emission limit applicable to the equipment under test, as per
§15.35(b)

- According with the CISPR 22 (third Edition) There are no limits in the frequency range of 6 - 40
GHz, so expand the frequency range beyond 6GHz using the same limits.

FCC Rules and Regulations 47 CFR Part 15, Subpart C, Secs. 15.205:
(1) Except as shown in paragraph (d) of this section, only spurious emissions are permitted in any of the frequency
bands listed below:

(2 () G+
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
10.495-0.505 16.69475-16.69525 608-614 5.35-5.46
2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
417725-417775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 | 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 @)
13.36-13.41

" Until February 1, 1999, this restricted band shall be 0.490-0.510 MHz.

2 Above 38.6

CANADA RSS-247 Issue 4 (July 2025):

2.4 RSS-Gen compliance

Equipment being certified under this standard shall also comply with the general requirements set out in Radio
Standards Specification RSS-Gen, General Requirements for Compliance of Radio Apparatus. Where contradictions
exist between this standard and RSS-Gen, this standard shall take precedence.
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CANADA RSS-Gen Issue 5 (April 2018):

8.9 Transmitter emission limits:
Except where otherwise indicated in the applicable RSS, radiated emissions shall comply with the field strength limits
shown in table 5 and table 6. Additionally, the level of any transmitter unwanted emission shall not exceed the level

of the transmitter’s fundamental emission.

General field strength limits at frequencies above 30 MHz
Field strength (uV/m)

Frequency Range

Field strength

Measurement
distance (m

MHz (dBuV/m)
30 - 88 100 40 3
88 - 216 150 435 3
216 - 960 200 46 3
Above 960 500 54 3

General field stren

Frequency Range

th limits at frequencies below 30 MHz

Field strength

Field strength
dBpA/m

Measurement
distance (m

0.009-0.490 () 6.37/F(kHz) 300
0.490-1.705 63.7/F(kHz) - 30
1.705 - 30.0 0.08 - 30

e The emission limits f or the ranges 9-90 kHz and 110-490 kHz are based on measurements employing a linear average
detector.

RSS-Gen Issue 5, Secs 8.10:
Restricted frequency bands, identified in table 7, are designated primarily for safety-of-life services (distress calling
and certain aeronautical activities), certain satellite downlinks, radio astronomy and some government use.

c)

either with the limits specified in the applicable RSS or with those specified in table 5 and table 6.

Table 7 — Restricted frequency bands

Unwanted emissions that do not fall within the restricted frequency bands listed in table 7 shall comply

(MHz) (MHz) (MHz) (GHz)
0.090-0.110 16.42-16.423 1435-1626.5 13.25-13.4
0.495-0.505 |  16.69475-16.69525 1645.5-1646.5 14.47-14.5

2.1735-2.1905 | 16.80425-16.80475 1660-1710 15.35-16.2
3.020 - 3.026 25.5-25.67 1718.8-1722.2 17.7-21.4
4.125-4.128 37.5-38.25 2200-2300 22.01-23.12
4.17725-417775 73-74.6 2310-2390 23.6-24.0
4.20725-4.20775 74.8-75.2 2483.5-2500 31.2-31.8
5.677 - 5.683 108-121.94 2655-2900 36.43-36.5
6.215-6.218 123-138 3260-3267 Above 38.6
6.26775-6.26825 149.9-150.05 3332-3339
6.31175-6.31225 | 156.52475-156.52525 3345.8-3358
8.291-8.294 156.7-156.9 3500-4400
8.362-8.366 162.0125-167.17 4.5-5.15
8.37625-8.38675 167.72-173.2 5.35-5.46
8.41425-8.41475 240-285 7.25-7.75
12.29-12.293 322-335.4 8.025-8.5

12.51975-12.52025 399.9-410 9.0-9.2

12.57675-12.57725 608-614 9.3-95
13.36-13.41 960-1427 10.6-12.7
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TEST SETUP:

D DEKRA

All radiated tests were performed in a semi-anechoic chamber. The measurement antenna is situated at 3 m for
the frequency ranges 30-1000 MHz (Bilog antenna) and 1-18 GHz (Double ridge horn antennas).

The equipment under test was set up on a non-conductive platform above the ground plane and the situation and

orientation was varied to find the maximum radiated emission. It was also rotated 360° and the antenna height was
varied from 1 to 4 meters to find the maximum radiated emission.

Measurements were made in both horizontal and vertical planes of polarization.

The field strength is calculated by adding correction factor to the measured level from the spectrum analyzer. This
correction factor includes antenna factor, cable loss and pre-amplifiers gain.
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TEST RESLTS:

Frequency range 9KHz — 30 MHz
No radiofrequency signal generated in the device found below 10° sub-harmonic, no further investigation required.

Frequency range 30 MHz — 1000 MHz

The spurious emissions below 1 GHz do not depend on the operating channel selected in the EUT.

Modulation: LoRa (CSS)
Sample ID: S/02

TC/03
Results
Freq Operation Margin to
Rng Band Equipment :nrﬁq Port éJ nwalr\;lt:d Umg;n:;e/d Ll Limit Pol Detector
(GHz) (MHz) (MHz) req (MHz) (dBpV/m) (dB)
37.857000 11.2 28.9 H QP
116.863500 15.4 28.2 Vv QP
165.606000 16.2 27.4 Vv QP
[0.03, 1] 405.584000 17.9 28.1 Vv QP
[902, 928] LoRa 903.00000 1 610.545000 23.3 22.8 Vv QP
903.145000 113.0 Fundamental Vv QP
961.297000 26.8 27.2 H QP
. 18] 2709.500000 43.1 11.0 H AVG
' 3838.000000 38.1 15.9 Vv AVG
Verdict
Pass
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Attachments

Frequency Range GHz =[0.03, 1]
Sample ID: S/02

Operation Band MHz = [902, 928]
Frequency MHz = 903.00000

Active Port =1 Modulation = LoRa (CSS)
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Operation Band MHz =[902, 928]
Frequency MHz = 903.00000
Modulation = LoRa (CSS)

Frequency Range GHz = [1, 18]
Sample ID: S/02
Active Port =1

Images:
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Modulation: LoRa (CSS)

Sample ID: S/02

TC/03
Results
Operation Fre Unwanted Unwanted Margin to
Band Equipment (MHg) Port (MHz) Lvl Limit Pol Detector
(MHz) q (dBuVim) (dB)
38.002500 23.0 17.0 \% QP
73.262000 25.9 14.1 \% QP
116.039000 28.5 15.0 \% QP
172.590000 25.7 17.8 \% QP
902, 928 LoR 914.20000 1
[0'1(;3’ [ ] ora 408.251500 19.5 26.5 vV QP
914.009500 112.8 Fundamental  H QP
2742.500000 415 12.5 H AVG
3656.000000 28.4 25.6 H AVG
3838.500000 394 14.6 H AVG
Verdict
Pass
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Attachments

Frequency Range GHz =[0.03, 1] Operation Band MHz = [902, 928]

Sample ID: S/02 Frequency MHz = 914.20000
Active Port =1 Modulation = LoRa (CSS)
Images:
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Operation Band MHz =[902, 928]
Frequency MHz = 914.20000
Modulation = LoRa (CSS)

Frequency Range GHz = [1, 18]
Sample ID: S/02
Active Port =1

Images:
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Modulation: LoRa (CSS)
Sample ID: S/02

TC/03
Results
Freq Rng STELEHET . Unwanted Unwanted Lvl Mar_gir_1 to
(GHz) Band Equipment Freq (MH2) (dBuV/m) Limit Pol | Detector
(MHz) (dB)
37.760000 11.2 28.8 \ QP
165.460500 13.0 30.5 Vv QP
[0.03, 1] 265.225000 141 31.9 Vv QP
927.347000 114.9 Fundamental =V QP
[902, 928] LoRa 927.50000 1 965.516500 25.6 28.4 \ QP
2780.500000 41.9 121 H AVG
i, 18] 3709.500000 31.3 22.7 H AVG
3710.500000 31.9 221 H AVG
3832.000000 29.3 247 \Y AVG
Verdict
Pass
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Attachments

Frequency Range GHz =[0.03, 1]
Sample ID: S/02

Active Port = 1
Images:
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Frequency MHz = 927.50000
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Frequency Range GHz = [1, 18]
Sample ID: S/02
Active Port =1

Operation Band MHz =[902, 928]
Frequency MHz = 927.50000
Modulation = LoRa (CSS)

Images:
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Radiated emission electromagnetic field
(30MHz — 1GHz)

Pre-Scan Spectrum Analyzer Parameters
Subrange Preamp Detectors Bandwidth
30 MHz-1GHz 20dB PK+ 100 kHz

Final Scan Spectrum Analyzer Parameters
Subrange Preamp Detectors Bandwidth
30MHz-1GHz 20dB QPK, PK+ 120 kHz

(1GHz — 18GHz)

Pre-Scan Spectrum Analyzer Parameters
Subrange Preamp Detectors Bandwidth
1GHz-18GHz 20dB PK+; AVG 1 MHz

D DEKRA
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RSS-247 | FCC 15.247 - [Psd] Power Spectral Density

Limits
USA FCC Part 15.247 (01-26-2026) :

FCC 15.247:

(e) For digitally modulated systems, the power spectral density conducted from the intentional radiator to the antenna
shall not be greater than 8 dBm in any 3 kHz band during any time interval of continuous transmission. This power spectral
density shall be determined in accordance with the provisions of paragraph (b) of this section. The same method of
determining the conducted output power shall be used to determine the power spectral density.

CANADA RSS-247 Issue 4 (July 2025):
6.3.1 Bandwidth and conducted power spectral density
The following applies to the bands 902-928 MHz and 2400-2483.5 MHz:

b. the transmitter power spectral density conducted from the transmitter to the antenna(s) shall not be
greater than 8 dBm/3 kHz band during any time interval of continuous transmission. This power spectral
density shall be determined in accordance with the provisions of section 6.3.2 The power spectral
density shall be determined using the same method as is used to determine the maximum conducted
output power.

TEST SETUP:

Spectrum Analyzer

FEN S
1 oo EUT

Non-Conducted
Table

= Ground Reference Plane ==
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Modulation: LoRa (CSS), Hybrid = 125 kHz

Sample ID: S/01

TC/02
Results

D DEKRA

Freq (MHz) PSD (dBm) Margin to Limit (dB)
902.30000 1 6.22 1.78
908.70000 1 6.30 1.70
914.90000 1 5.78 2.22
Modulation: LoRa (CSS), DTS = 500 kHz
Sample ID: S/01
TC/03
Results
Freq (MHz) Port PSD (dBm) Margin to Limit (dB)
903.00000 1 5.89 2.1
914.20000 1 5.53 247
927.50000 1 4.90 3.10
Verdict
Pass
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Attachments

Operation Band MHz = [902, 928] Hybrid = 125 kHz
Frequency MHz = 902.30000 Active Port =1
Modulation = LoRa (CSS)

Images:
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Operation Band MHz = [902, 928] Hybrid = 125 kHz
Frequency MHz = 908.70000 Active Port =1
Modulation = LoRa (CSS)

Images:
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