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Attestation of Test Results

Frequency Band Max. SAR Level(s) Reported(W/kg) Limit(W/Kg)
Bluetooth 0.03 W/kg 1g Head SAR 1.6
FCC 47 CFR part 2.1093
Radiation exposure evaluation: portable devices
RF Exposure Procedures: TCB WorkshopApril2019
IEEE 1528:2013
IEEE Recommended Practice for Determining the Peak Spatial-Average Specific
Applicable Standards | Absorption Rate (SAR) in the Human Head from Wireless Communications Devices:

Measurement Techniques

KDB procedures

KDB 447498 D01 General RF Exposure Guidance v06

KDB 648474 D04 Handset SAR v01r03

KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz v01r04
KDB 865664 D02 RF Exposure Reporting v01r02

Note: This wireless device has been shown to be capable of compliance for localized specific absorption rate (SAR) for
General Population/Uncontrolled Exposure limits specified in FCC 47 CFR part 2.1093 and has been tested in
accordance with the measurement procedures specified in IEEE 1528-2013 and RF exposure KDB procedures.

The results and statements contained in this report pertain only to the device(s) evaluated.

Note:

In this case the EUT (Equipment Under Test) is set Omm away from the phantom, the test distance is Omm _for body.
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EUT DESCRIPTION

This report has been prepared on behalf of Grandstream Networks, Inc. and their product Cordless Handset,
Test Model: BTHIIR, FCC ID: YZZBTH11R or the EUT (Equipment under Test) as referred to in the rest of this
report.

*All measurement and test data in this report was gathered from production sample serial number:3M9B-1(For Assigned
by BACL, Shenzhen).The EUT supplied by the applicant was received on 2026/06/03.
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Technical Specification

EUT Name:

Device Type:
Exposure Category:
Antenna Type(s):
Proximity Sensor:

Operation Modes:

Operation Frequency:

Dimensions (L*W#*H):
Rated Input Voltage:
Normal Operation:
EUT Received Status:

Cordless Handset

Portable

Population / Uncontrolled

Internal Antenna

None

Bluetooth, BLE

Bluetooth: 2402-2480MHz(TX/RX)
BLE_1M: 2402-2480 MHz(TX/RX)
BLE 2M: 2402-2480MHz (TX/RX)
200% 45x% 30 mm

DC 3.7V from battery

Head

Good
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REFERENCE, STANDARDS, AND GUILDELINES

FCC:

The Report and Order requires routine SAR evaluation prior to equipment authorization of portable transmitter devices,
including portable telephones. For consumer products, the applicable limit is 1.6 mW/g as recommended by the
ANSI/IEEE standard C95.1-1992 [6] for an uncontrolled environment (Paragraph 65). According to the Supplement C
of OET Bulletin 65 “Evaluating Compliance with FCC Guide-lines for Human Exposure to Radio frequency
Electromagnetic Fields", released on Jun 29, 2001 by the FCC, the device should be evaluated at maximum output
power (radiated from the antenna) under “worst-case” conditions for normal or intended use, incorporating normal
antenna operating positions, device peak performance frequencies and positions for maximum RF energy coupling.

This report describes the methodology and results of experiments performed on wireless data terminal. The objective was
to determine if there is RF radiation and if radiation is found, what is the extent of radiation with respect to safety
limits. SAR (Specific Absorption Rate) is the measure of RF exposure determined by the amount of RF energy
absorbed by human body (or its parts) — to determine how the RF energy couples to the body or head which is a
primary health concern for body worn devices. The limit below which the exposure to RF is considered safe by
regulatory bodies in North America is 1.6 mW/g average over | gram of tissue mass.

SAR Limits
FCC Limit(1g Tissue)
SAR (W/kg)
(General Population / (Occupational /
A HORIL D LT Uncontrolled Exposure Controlled Exposure
Environment) Environment)
Spatial Average
(averaged over the whole body) 0.08 04
Spatial Peak
(averaged over any 1 g of tissue) 1.6 8.0
Spatial Peak
(hands/wrists/feet/ankles 4.0 20.0
averaged over 10 g)

Population/Uncontrolled Environments are defined as locations where there is the exposure of individual who have no
knowledge or control of their exposure.

Occupational/Controlled Environments are defined as locations where there is exposure that maybe incurred by people
who are aware of the potential for exposure (i.e. as a result of employment or occupation).

General Population/Uncontrolled environments Spatial Peak limit 1.6W/kg for 1g SAR applied to the EUT.
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FACILITIES

The test site used by Bay Area Compliance Laboratories Corp. (Shenzhen) to collect data is located at
SF(B-West) ,6F,7F the 3rd Phase of Wan Li Industrial Building D,Shihua Rd, FuTian Free Trade Zone, Shenzhen, China

The lab has been recognized as the FCC accredited lab under the KDB 974614 D01 and is listed in the FCC Public
Access Link (PAL) database, FCC Registration No.: 715558, the FCC Designation No.: CN5045.

Each test item follows test standards and with no deviation.
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DESCRIPTION OF TEST SYSTEM

These measurements were performed with the automated near-field scanning system DASY6 from Schmid & Partner
Engineering AG (SPEAG) which is the Fifth generation of the system shown in the figure hereinafter:

DASY6 System Description

The DASY6 system for performing compliance tests consists of the following items:
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® A standard high precision 6-axis robot (Staubli TX=RX family) with controller, teach pendant and software. An arm
extension for accommodating the data acquisition electronics (DAE).

®  Anisotropic field probe optimized and calibrated for the targeted measurement.

® A data acquisition electronics (DAE) which performs the signal application, signal multiplexing, AD-conversion,
offset measurements, mechanical surface detection, collision detection, etc. The unit is battery powered with
standard or rechargeable batteries. The signal is optically transmitted to the EOC.

® The Electro-optical converter (EOC) performs the conversion from optical to electrical signals for the digital

communication to the DAE. To use optical surface detection, a special version of the EOC is required. The EOC

signal is transmitted to the measurement server.

The function of the measurement server is to perform the time critical tasks such as signal filtering, control of the

robot operation and fast movement interrupts.

The Light Beam used is for probe alignment. This improves the (absolute) accuracy of the probe positioning.

A computer running Win7 professional operating system and the DASY 52 software.

Remote control and teach pendant as well as additional circuitry for robot safety such as warning lamps, etc.

The phantom, the device holder and other accessories according to the targeted measurement.

DASY6 Measurement Server

The DASY6 measurement server is based on a PC/104 CPU board with a 400
MHz Intel ULV Celeron, 128 MB chip-disk and 128 MB RAM. The necessary
circuits for communication with the DAE4 (or DAE3) electronics box, as well as
the 16-bit AD converter system for optical detection and digital I/O interface are &
contained on the DASY6 1/O board, which is directly connected to the PC/104
bus of the CPU board.

The measurement server performs all real-time data evaluations of field
measurements and surface detection, controls robot movements, and handles safety operations. The PC operating system
cannot interfere with these time-critical processes. All connections are supervised by a watchdog, and disconnection of
any of the cables to the measurement server will automatically disarm the robot and disable all program- controlled robot
movements. Furthermore, the measurement server is equipped with an expansion port, which is reserved for future
applications. Please note that this expansion port does not have a standardized pinout, and therefore only devices
provided by SPEAG can be connected. Connection of devices from any other supplier could seriously damage the
measurement server.

Data Acquisition Electronics

The data acquisition electronics (DAE4) consist of a highly sensitive electrometer-grade preamplifier with auto-zeroing,
a channel and gain-switching multiplexer, a fast 16 bit AD-converter and a command decoder with a control logic unit.
Transmission to the measurement server is accomplished through an optical downlink for data and status information, as
well as an optical uplink for commands and the clock.

The mechanical probe mounting device includes two different sensor systems for frontal and sideways probe contacts.
They are used for mechanical surface detection and probe collision detection.

The input impedance of both the DAE4 as well as of the DAE3 box is 200MOhm; the inputs are symmetrical and
floating. Common mode rejection is above 80 dB.
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EX3DV4 E-Field Probes

Frequency 4 MHz ~10 GHz
Linearity: + 0.2 dB (30 MHz to 10 GHz)

Directivity + 0.1 dB in TSL (rotation around probe axis)
+ 0.3 dB in TSL (rotation normal to probe axis)

Dynamic 10 pW/g to > 100 mW/g
Range Linearity: + 0.2 dB (noise: typically< 1 uW/g)

Dimensions Overall length: 337 mm (Tip: 20 mm)
Tip diameter: 2.5 mm (Body: 12 mm)
Typical distance from probe tip to dipole centers: 1 mm

Application High precision dosimetric measurements in any exposure scenario
(e.g., very strong gradient fields); the only probe that enables
compliance testing for frequencies up to 6 GHz with precision of
better 30%.

Compatibility | DASY3, DASY4, DASY52 SAR and higher, EASY6, EASY4/MRI

SAM Twin Phantom

The SAM Twin Phantom (shown in front of DASY6) is a fiberglass shell
phantom with shell thickness 2 mm, except in the ear region where the thickness
is increased to 6 mm. The phantom has three measurement areas: 1) Left Head, 2)
Right Head, and 3) Flat Section. For larger devices, the use of the ELI-Phantom
(shown behind DASY6) is required. For devices such as glasses with a wireless
link, the Face Down Phantom is the most suitable (between the SAM Twin and
ELI phantoms).

When the phantom is mounted inside allocated slot of the DASY6 platform,
phantom reference points can be taught directly in the DASYS V5.2software.
When the DASY6 platform is used to mount the

Phantom, some of the phantom teaching points cannot be reached by the robot in
DASYS V5.2. A special tool called Pla-P2aX-Former is provided to transform
two of the three points, P1 and P2, to reachable locations. To use these new
teaching points, a revised phantom configuration file is required.

In addition to our standard broadband liquids, the phantom can be used with the
following tissue simulating liquids:

Sugar-water-based liquids can be left permanently in the phantom. Always cover the liquid when the system is not in use
to prevent changes in liquid parameters due to water evaporation.

DGBE-based liquids should be used with care. As DGBE is a softener for most plastics, the liquid should be taken out of
the phantom, and the phantom should be dried when the system is not in use (desirable at least once a week).

Do not use other organic solvents without previously testing the solvent resistivity of the phantom.
Approximately 25 liters of liquid is required to fill the SAM Twin phantom.
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ELI Phantom

The ELI phantom is intended for compliance testing of handheld and
body-mounted wireless devices in the frequency range of 30MHz to 6 GHz.
ELI is fully compatible with the latest draft of the standard IEEE 1528 and the
use of all known tissue simulating liquids. ELI has been optimized for
performance and can be integrated into a SPEAG standard phantom table. A
cover is provided to prevent evaporation of water and changes in liquid
parameters. Reference markings on the phantom allow installation of the
complete setup, including all predefined phantom positions and measurement
grids, by teaching three points.

The phantom can be used with the following tissue simulating liquids:
® Sugar-water-based liquids can be left permanently in the phantom. Always

cover the liquid when the system is not in use to prevent changes in liquid
parameters due to water evaporation.

® DGBE-based liquids should be used with care. As DGBE is a softener for
most plastics, the liquid should be taken out of the phantom, and the phantom should be dried when the system is not
in use (desirable at least once a week).

® Do not use other organic solvents without previously testing the solvent resistivity of the phantom.

Approximately 25 liters of liquid is required to _fill the ELI phantom.

Robots

The DASY6 system uses the high-precision industrial robots TX60L, TX90XL, and RX160L from Staubli
SA (France). The TX robot family - the successor of the well-known RX robot family - continues to
offer the features important for DASY6 applications:

High precision (repeatability 0.02mm)

High reliability (industrial design)

Low maintenance costs (virtually maintenance free due to direct drive gears; no belt drives)
Jerk-free straight movements (brushless synchrony motors; no stepper motors)

Low ELF interference (motor control fields shielded via the closed metallic construction shields)

The robots are controlled by the Staubli CS8c robot controllers. All information regarding the use and
maintenance of the robot arm and the robot controller is provided
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Calibration Frequency Points for EX3DV4 E-Field Probes SN: 7896 Calibrated: 2025/12/11

Calibration Frequency Frequency Range (MHz) Conversion Factor
Point (MHz) From To X Y z
750 Head 650 850 9.40 9.40 9.40
900 Head 850 1000 9.00 9.00 9.00
1750 Head 1650 1850 7.89 7.89 7.89
1900 Head 1850 2000 7.55 7.55 7.55
2300 Head 2200 2400 7.40 7.40 7.40
2450 Head 2400 2500 7.15 7.15 7.15
2600 Head 2500 2700 7.00 7.00 7.00
3300 Head 3200 3400 6.60 6.60 6.60
3500 Head 3400 3600 6.45 6.45 6.45
3700 Head 3600 3800 6.25 6.25 6.25
3900 Head 3800 4000 6.18 6.18 6.18
5250 Head 5140 5360 5.11 5.11 5.11
5600 Head 5490 5700 4.51 4.51 4.51
5800 Head 5700 5900 4.61 4.61 4.61
6500 Head 5900 7200 5.20 5.20 5.20

SAR Scan Procedures
Step 1: Power Reference Measurement

The Power Reference Measurement and Power Drift Measurements are for monitoring the power drift of the device
under test in the batch process. The minimum distance of probe sensors to surface determines the closest measurement
point to phantom surface. The minimum distance of probe sensors to surface is 1.4 mm. This distance cannot be smaller
than the distance of sensor calibration points to probe tip as defined in the probe properties.

Step 2: Area Scans
Area scans are defined prior to the measurement process being executed with a user defined variable spacing between
each measurement point (integral) allowing low uncertainty measurements to be conducted. Scans defined for FCC

applications utilize a 15mm?2 step integral, with 1.5mm interpolation used to locate the peak SAR area used for zoom
scan assessments.

Where the system identifies multiple SAR peaks (which are within 25% of peak value) the system will provide the user
with the option of assessing each peak location individually for zoom scan averaging.

Area Scan Parameters extracted from KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz

<3 GHz =3 GHz
Maximum distance from closest measurement point < P <
. . 5mm £ 1 mm Yag-1n(2) mm = 0.5 mm
(geometric center of probe sensors) to phantom surface
Maximum probe angle from probe axis to phantfom 300+ 1° 200+ 1°
surface normal at the measurement location T - -
= 2 GHz: <15 mm 3—4 GHz: <12 mm
2—3GHz: <12 mm 4—6 GHz: < 10 mm

When the x or y dimension of the test device. in the
measurement plane orientation, is smaller than the
above, the measurement resolution must be < the

corresponding x or y dimension of the test device with
at least one measurement point on the test device.

Maximum area scan spatial resolution: AXares, AVArea
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Step 3: Zoom Scan (Cube Scan Averaging)

The averaging zoom scan volume utilized in the DASY'S software is in the shape of a cube and the side dimension of a 1
g or 10 g mass is dependent on the density of the liquid representing the simulated tissue. A density of 1000 kg/m? is used
to represent the head and body tissue density and not the phantom liquid density, in order to be consistent with the
definition of the liquid dielectric properties, i.e. the side length of the 1g cube is Smm,with the side length of the 10g
cube is 21.5mm.

Zoom Scan Parameters extracted from KDB 865664 D01 SAR Measurement 100 MHz to 6 GHz

=2 GHz: <=8 mm 3-4GHz:<5mm’

2-3GHz: <5mm 4-6GHz: <4mm’

Maximumn zoom scan spatial resolution: AXzsom. A¥zZoom

3—-4GHz: <4 mm

uniform grid: Azzeem(n) < 5 mm 4 —5GHz: <3 mm
5—6 GHz: =2 mm

Maximum zoom

scan spatial AZzoom(1): between 3—4 GHz: <3 mm
resolution. normal to 1% two points closest =4 mm 4-5GHz: =2.5mm
phantom surface graded | to phantom surface 5—6 GHz: <2 mm
grid
AZzoom(n=1):
between subsequent < 1.5"AZzoom(nn-1) mm
points

3 -4 GHz: = 28 mm

Minimum zoom

XY.Z = 30 mm 4—-5GHz: =25 mm
scan volume

5—6GHz: =22 mm

Note: ¢ is the penetration depth of a plane-wave at normal incidence to the tissue medinm: see IEEE Std
1528-2013 for details.
When zoom scan is required and the reporfed SAR from the area scan based 1-g SAR estimation procedures of
KDB Publication 447498 is < 1.4 W/kg. < 8 mm. < 7 mm and < 5 mm zoom scan resolution may be applied.
respectively. for 2 GHz to 3 GHz. 3 GHz to 4 GHz and 4 GHz to 6 GHz.

Step 4: Power Drift Measurement

The Power Drift Measurement measures the field at the same location as the most recent power reference measurement
within the same procedure, and with the same settings. The Power Drift Measurement gives the field difference in dB
from the reading conducted within the last Power Reference Measurement. This allows a user to monitor the power drift
of the device under test within a batch process. The measurement procedure is the same as Step 1.

When the cube intersects with the surface of the phantom, it is oriented so that 3 vertices touch the surface of the shell or
the center of a face is tangent to the surface. The face of the cube closest to the surface is modified in order to conform to
the tangent surface.

The zoom scan integer steps can be user defined so as to reduce uncertainty, but normal practice for typical test
applications (including FCC) utilize a physical step of 7 x7 x 7 (Smmx5Smmx5mm) providing a volume of 30 mm in the
X &Y & Z axis.
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Tissue Dielectric Parameters for Head and Body Phantoms
The head tissue dielectric parameters recommended by the IEEE 1528: 2013
Recommended Tissue Dielectric Parameters for Head liquid

Table A.3 - Dielectric properties of the head tissue-equivalent liquid

Frequency Relative permittivity Conductivity (o)

MHz g, S5/m

300 45.3 0,87

450 43.5 0.87

750 41,9 0.89

B35 41.5 0,90

900 41.5 0,97

1450 40.5 1,20

1500 40,4 1.23

1640 40,2 1.31

1750 40,1 1.37

1800 40.0 1.40

1900 40.0 1,40

2 000 40.0 1.40

2100 39.8 1.49

2300 39,5 1.67

2 450 39,2 1.80

2600 39,0 1.96

3 000 38.5 2,40

3500 379 2.0

4 000 37.4 3.43

4 500 36,8 3.94

5000 36,2 4,45

5200 36,0 4,66

5400 35,8 4.86

5600 355 5,07

5800 353 5,27

6000 35,1 5.48
NOTE For convenience, permittivity and conductivity values at those frequencies which are not part of the
original data provided by Drossos et al. [33] or the extension to 5 800 MHz are provided (i.e. the values shown
in italics). These values were linearly interpolated between the values in this table that are immediately above
and below these values, except the values at 6 000 MHz that were linearly extrapolated from the values at
3 000 MHz and 5 BOO MHz.
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EQUIPMENT LIST AND CALIBRATION

Equipment’s List & Calibration Information

Equipment Model S/N Cal}?:tition ngzg;it(;n

DASYS5 Test Software DASY52 52.10.4 N/A NCR NCR

DASY6 Measurement Server DASY66.0.31 N/A NCR NCR
Data Acquisition Electronics DAE4 1325 2025/09/28 2026/09/27
Dosimetric E-field Probes EX3DV4 7896 2025/12/11 2026/12/10

Mounting Device MD4HHTVS SD 000 HO1 KA NCR NCR

SAM Twin Phantom SAM-Twin V8.0 1962 NCR NCR
Dipole, 2450MHz D2450V2 1103 2026/02/05 2029/02/04
Simulated Tissue Liquid Head HBBL600-10000V6 250428-2 Each Time Each Time
Network Analyzer E5071C SER MY46519680 2026/04/14  2027/04/13

Dielectric Assessment Kit DAK-3.5 1248 NCR NCR
MXG Analog Signal Generator N5181A MY48180408 2025/09/22 2026/09/21
USB wideband power sensor U2021XA MY52350001 2026/03/16 ~ 2027/03/15

Directional Coupler 855673 3307 NCR NCR

20dB Attenuator 2 BH9879 NCR NCR
3dB Attenuator Unknown F-03-EM220 2026/06/24  2027/06/23

RF Power Amplifier 5205FE 1014 NCR NCR
Thermometer DTM3000 N/A 2025/09/23 2026/09/22
Temperature & Humidity Meter 10316377 N/A 2025/09/23 2026/09/22
Straight Steel Ruler 600mm N/A 2024/12/11 2027/12/10
Spectrum Analyzer FSV40 101942 2025/09/01 2026/08/31

NCR: No Calibration Required.
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SAR MEASUREMENT SYSTEM VERIFICATION

Liquid Verification

E5071C Metwork Analyzer

HP-1E8

Reiflesnion Trasmsinm

Test Pori Fouit Pt

O O

r

I

& N
Liquid Verification Setup Block Diagram
Liqui
iquid Target Value Dflta
Frequency LT e Parameter (%) Tolerance
i v o o) AO (%)
&r & Agr
(S/m) (S/m) (S/m)
2402 Simulated Tissue Liquid Head 39.452 | 1.787 39.28 1.76 0.44 1.53 +5
2441 Simulated Tissue Liquid Head 39.446 | 1.833 39.22 1.79 0.58 2.40 +5
2450 Simulated Tissue Liquid Head 39.445 | 1.844 39.20 1.80 0.62 2.44 +5
2480 Simulated Tissue Liquid Head 39.441 1.879 39.16 1.83 0.72 2.68 +5

*Liquid Verification above was performed on 2026/07/25.
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System Accuracy Verification

Prior to the assessment, the system validation kit was used to test whether the system was operating within its
specifications of £10%. The validation results are tabulated below. And also the corresponding SAR plot is attached as
well in the SAR plots files.

The spacing distances in the System Verification Setup Block Diagram is given by the following:
a) s=15mm+ 0,2 mm for 300 MHz < f<1 000 MHz;

b) s=10mm =+ 0,2 mm for 1 000 MHz < f <3 000 MHz;
¢) s=10mm =+ 0,2 mm for 3 000 MHz < f< 6 000 MHz.

System Verification Setup Block Diagram

z &

1 / r y
Spacer — 4 I x
- ~
_\< i 3D Probe positioner
/
/
L

R

e
.I R‘“-x.fie d probe
"= |[ Flat phantom

\/ -

Dipole

Cir. coupler L

Signa .
generator = E’} |

System Accuracy Check Results

Frequency Input | Measured | Normalized | Target Delta | Tolerance
Date Band Liquid Type Power SAR to 1W Value (%) (%)
(MHz) (mW) (W/kg) (W/kg) (W/Kg)
2026/07/25 2450 Head 100 g | 5.11 51.1 523 -2.294 +10

Note:
All the SAR values are normalized to 1 Watt forward power.
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SAR SYSTEM VALIDATION DATA

System Performance 2450 MHz Head (Date: 25/07/2026)

DUT: Dipole 2450 MHz; Type: D2450V2; Serial: 1103

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f= 2450 MHz; ¢ = 1.844 S/m; & = 39.445; p = 1000 kg/m?

Phantom section: Flat Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(7.15, 7.15, 7.15) @ 2450 MHz; Calibrated: 12/11/2025
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e  FElectronics: DAE4 Sn1325; Calibrated: 9/28/2025

e  Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ;

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Configuration/Head 2450MHz Pin=100mW/Area Scan (9x10x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 8.19 W/kg

Configuration/Head 2450MHz Pin=100mW/Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,
dz=5mm

Reference Value = 57.02 V/m; Power Drift=0.13 dB

Peak SAR (extrapolated) = 10.5 W/kg

SAR(1 g) =5.11 W/kg; SAR(10 g) = 2.4 W/kg

Smallest distance from peaks to all points 3 dB below = 9 mm

Ratio of SAR at M2 to SAR at M1 =49.2%

Maximum value of SAR (measured) = 8.51 W/kg

-4.62

-9.24

-13.86

-18.48

-23.10

0 dB = 8.51 W/kg = 9.30 dBW/kg
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EUT TEST STRATEGY AND METHODOLOGY

Test Positions for Device Operating Next to a Person’s Ear

This category includes most wireless handsets with fixed, retractable or internal antennas located toward the
top half of the device, with or without a foldout, sliding or similar keypad cover. The handset should have its
earpiece located within the upper "4 of the device, either along the centerline or off-centered, as perceived by
its users. This type of handset should be positioned in a normal operating position with the “test device
reference point” located along the “vertical centerline” on the front of the device aligned to the “ear reference
point”. The “test device reference point” should be located at the same level as the center of the earpiece
region. The “vertical centerline” should bisect the front surface of the handset at its top and bottom edges.
A “ear reference point” is located on the outer surface of the head phantom on each ear spacer. It is located
1.5 cm above the center of the ear canal entrance in the “phantom reference plane” defined by the three lines
joining the center of each “ear reference point” (left and right) and the tip of the mouth.

A handset should be initially positioned with the earpiece region pressed against the ear spacer of a head
phantom. For the SCC-34/SC-2 head phantom, the device should be positioned parallel to the “N-F” line
defined along the base of the ear spacer that contains the “ear reference point”. For interim head phantoms,
the device should be positioned parallel to the cheek for maximum RF energy coupling. The “test device
reference point” is aligned to the “ear reference point” on the head phantom and the “vertical centerline” is
aligned to the “phantom reference plane”. This is called the “initial ear position”. While maintaining these
three alignments, the body of the handset is gradually adjusted to each of the following positions for
evaluating SAR:

Lk 1t sejuare

é; - ear reference
’ - entrance to ear
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Cheek/Touch Position

1. The device is brought toward the mouth of the head phantom by pivoting against the “ear reference point”
or along the “N-F” line for the SCC-34/SC-2 head phantom.
2. This test position is established:
3. When any point on the display, keypad or mouthpiece portions of the handset is in contact
with the phantom.
4. (or) When any portion of a foldout, sliding or similar keypad cover opened to its intended
self-adjusting normal use position is in contact with the cheek or mouth of the phantom.
5. For existing head phantoms — when the handset loses contact with the phantom at the pivoting point,
rotation should continue until the device touches the cheek of the phantom or breaks its last contact from
the ear spacer.

Cheek /Touch Position

Ear/Tilt Position
With the handset aligned in the “Cheek/Touch Position”:

1) If the earpiece of the handset is not in full contact with the phantom’s ear spacer (in the “Cheek/Touch
position”) and the peak SAR location for the “Cheek/Touch” position is located at the ear spacer region or
corresponds to the earpiece region of the handset, the device should be returned to the “initial ear position” by
rotating it away from the mouth until the earpiece is in full contact with the ear spacer.

2) (otherwise) The handset should be moved (translated) away from the cheek perpendicular to the line
passes through both “ear reference points” (note: one of these ear reference points may not physically exist on
a split head model) for approximate 2-3 cm. While it is in this position, the device handset is tilted away from
the mouth with respect to the “test device reference point” until the inside angle between the vertical
centerline on the front surface of the phone and the horizontal line passing through the ear reference point isby
15 80°. After the tilt, it is then moved (translated) back toward the head perpendicular to the line passes
through both “ear reference points” until the device touches the phantom or the ear spacer. If the antenna
touches the head first, the positioning process should be repeated with a tilt angle less than 15° so that the
device and its antenna would touch the phantom simultaneously. This test position may require a device
holder or positioner to achieve the translation and tilting with acceptable positioning repeatability.

If a device is also designed to transmit with its keypad cover closed for operating in the head position, such
positions should also be considered in the SAR evaluation. The device should be tested on the left and right
side of the head phantom in the “Cheek/Touch” and “Ear/Tilt” positions. When applicable, each configuration
should be tested with the antenna in its fully extended and fully retracted positions. These test configurations
should be tested at the high, middle and low frequency channels of each operating mode; for example, AMPS,
CDMA, and TDMA. If the SAR measured at the middle channel for each test configuration (left, right,
Cheek/Touch, Tilt/Ear, extended and retracted) is at least 2.0 dB lower than the SAR limit, testing at the high
and low channels is optional for such test configuration(s). If the transmission band of the test device is less
than 10 MHz, testing at the high and low frequency channels is optional.
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Ear /Tilt 15° Position

15°

Test Distance for SAR Evaluation

In this case the EUT(Equipment Under Test) is set 0Omm away from the phantom, the test distance is 0mm
for Head.
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SAR Evaluation Procedure
The evaluation was performed with the following procedure:

Step 1: Measurement of the SAR value at a fixed location above the ear point or central position was
used as a reference value for assessing the power drop. The SAR at this point is measured at the start of
the test and then again at the end of the testing.

Step 2: The SAR distribution at the exposed side of the head was measured at a distance of 4 mm

from the inner surface of the shell. The area covered the entire dimension of the head or radiating
structures of the EUT, the horizontal grid spacing was 15 mm x 15 mm, and the SAR distribution was
determined by integrated grid of 1.5mm x 1.5mm. Based on these data, the area of the maximum
absorption was determined by spline interpolation. The first Area Scan covers the entire dimension of the
EUT to ensure that the hotspot was correctly identified.

Step 3: Around this point, a volume of 30 mm x 30 mm x 30 mm was assessed by measuring 7x 7 x 7
points. On the basis of this data set, the spatial peak SAR value was evaluated under the following
procedure:

1) The data at the surface were extrapolated, since the center of the dipoles is 1.2 mm away

from the tip of the probe and the distance between the surface and the lowest measuring point is 1.3
mm. The extrapolation was based on a least square algorithm. A polynomial of the fourth order was
calculated through the points in z-axes. This polynomial was then used to evaluate the points
between the surface and the probe tip.

2) The maximum interpolated value was searched with a straightforward algorithm. Around this
maximum the SAR values averaged over the spatial volumes (1 g or 10 g) were computed by the
3D-Spline interpolation algorithm. The 3D-Spline is composed of three one dimensional splines with
the “Not a knot"-condition (in X, y and z-directions). The volume was integrated with the
trapezoidal-algorithm. One thousand points (10 x 10 x 10) were interpolated to calculate the
averages.

All neighboring volumes were evaluated until no neighboring volume with a higher average
value was found.

Step 4: Re-measurement of the SAR value at the same location as in Step 1. If the value changed by
more than 5%, the evaluation was repeated.
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CONDUCTED OUTPUT POWER MEASUREMENT

Test Procedure

The RF output of the transmitter was connected to the input port of the Spectrum Analyzer through sufficient attenuation.

EUT ‘ 1 Spectrum Analyzer

Attenuator

Bluetooth/BLE
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Description of Test Configuration

The system was configured for testing in an engineering mode.

Bluetooth
Channel Frequency (MHz) Channel Frequency (MHz)
0 2402 40 2442
1 2403 41 2443
2 2404 42 2444
36 2438 75 2477
37 2439 76 2478
38 2440 77 2479
39 2441 78 2480

EUT was tested with Channel 0, 39 and 78.

For BLE 1M/2M mode, 40 channels are provided to testing:

BLE
Channel Frequency (MHz) Channel Frequency (MHz)
0 2402 20 2442
1 2404 21 2444
2 2406 22 2446
3 2408 23 2448
4 2410 24 2450
5 2412 25 2452
6 2414 26 2454
7 2416 27 2456
8 2418 28 2458
9 2420 29 2460
10 2422 30 2462
11 2424 31 2464
12 2426 32 2466
13 2428 33 2468
14 2430 34 2470
15 2432 35 2472
16 2434 36 2474
17 2436 37 2476
18 2438 38 2478
19 2440 39 2480

For BLE 1M, EUT was tested with Channel 0, 19 and 39.
For BLE 2M, EUT was tested with Channel 0, 19 and 39.
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EUT Exercise Software

Bluetooth

Exercise Software”

BT Tool vl.1.2.exe

Power Level” ‘

7

BLE

Exercise Software”

| BT Tool vl.1.2.exe

Power Level”

Mode Low Channel Middle Channel High Channel
BLE 1M 7 7 7
BLE 2M 7 7 7
Special Accessories
No special accessory.
Equipment Modifications
No modification was made to the EUT tested.
Maximum Target Output Power
Max Target Power(dBm)
Channel
Mode/Band - 3
Low Middle High
Bluetooth 9.5 9.5 9.5
BLE 1/2M 7.0 7.0 7.0
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Test Results:
Bluetooth:
Channel Duty RF Output
Mode Frequency cycle Power
(MHz) (%) (dBm)
BDR Mod 2402 9.04
ode
(GFSK) 2441 76.13 9.24
2480 8.89
EDR Mod 2402 8.73
ode
(n/4-DQPSK) 2441 / 9.10
2480 8.70
q 2402 8.74
EDR Mode
(SDPSK) 2441 / 9.07
2480 8.79
2402 6.21
BLE 1M 2440 / 6.51
2480 6.00
2402 6.20
BLE 2M 2440 / 6.33
2480 6.13
Spectrum 2 [@]
Ref Level 0.00 dBm @ RBW 3 MHz
o Att 10dE @ SWT 30ms  VBW 3 MHz
SGL TRG:VID
@ 1Pk Clrw
D2[1] 0.36 dB
-10 d8m M1[1] —:ff?ﬁilg:
50 dBm 7.4783 ms
-30 dém — e
-40 dBm I
SE-eBm TRG -50.000 dBm
-60 dBm
Iy Wm
-70 dBm
-80 dBm
-90 dBm
CF 2.441 GHz 691 pts 3.0 ms/
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 7.4783 ms -33.47 dBm
D1| M1 1 2.913 ms 0.34 de
D2| M1 1 3.8261 ms 0.36 dB
i J CRRNNNERD e
ProjectNb. : 2601 TH275E-SA Tester Ve Shen
Date: 2Z3ANAIB 1621:57
DHS5 Duty Cycle
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STANDALONE SAR TEST EXCLUSION CONSIDERATIONS

Antennas Location:

EUT Front View
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SAR MEASUREMENT RESULTS

This page summarizes the results of the performed dosimetry evaluation.

Test Results:

Environmental Conditions:

Ambient

Temperature: 207~21.5C
Relative Humidity: 60 ~65%
ATM Pressure:| 100.1 kPa
Test Date:| 2026/07/25

* Testing was performed by Danil Qiu.

Bluetooth:

EUT
Position

Head Left Cheek

Head Left Tilt

Head Right Cheek

Head Right Tilt

Note:

Frequency

(MHz)

2402
2441
2480
2402
2441
2480
2402
2441
2480
2402
2441
2480

Test

Mode

DH5
DH5
DH5
DH5
DH5
DH5
DHS5
DHS5
DHS5
DHS5
DHS5
DHS5

Max. Max.
Meas. Rated
Power Power
(dBm) (dBm)

/ /
9.24 9.5
/ /
/ /
9.24 9.5
/ /
/ /
9.24 9.5
/ /
/ /
9.24 9.5
/ /

1g SAR (W/kg)
Scaled - Meas. Scaled
Factor V¢ GAR  sar Flot
Factor
/ / / / /
1.062 1.314 0.012 0.02 1#
/ / / / /
/ / / / /
1.062 1.314 0.012 0.02 2#
/ / / / /
/ / / / /
1.062 1.314  0.011 0.02 3#
/ / / / /
/ / / / /
1.062 1.314  0.024 0.03 4#
/ / / / /

The data above was performed on 2026/07/25

1. When the 1-g SAR is < 0.8W/Kg, testing for other channels are optional.
2. When SAR or MPE is not measured at the maximum power level allowed for production units, the results must be scaled
to the maximum tune-up tolerance limit according to the power applied to the individual channels tested to determine

compliance.

3. For DH5 mode power is the largest among DH5/2DH5/3DHS5/BLE 1M/BLE 2M, DHS5 mode as initial test
configuration is selected to test.
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SAR Measurement Variability

In accordance with published RF Exposure KDB procedure 865664 D01 SAR measurement 100 MHz to 6 GHz vO1.
These additional measurements are repeated after the completion of all measurements requiring the same head or body
tissue-equivalent medium in a frequency band. The test device should be returned to ambient conditions (normal
room temperature) with the battery fully charged before it is re-mounted on the device holder for the repeated
measurement(s) to minimize any unexpected variations in the repeated results:

1) Repeated measurement is not required when the original highest measured SAR is < 0.80 W/kg; steps 2)
through 4) do not apply.
2) When the original highest measured SAR is > 0.80 W/kg, repeat that measurement once.
3) Perform a second repeated measurement only if the ratio of largest to smallest SAR for the original and first
repeated measurements is > 1.20 or when the original or repeated measurement is > 1.45 W/kg (~ 10% from the

1-g SAR limit).

4) Perform a third repeated measurement only if the original, first or second repeated measurement is >1.5 W/kg
and the ratio of largest to smallest SAR for the original, first and second repeated measurements is > 1.20.

The Highest Measured SAR Configuration in Each Frequency Band

Head
Meas. SAR (W/kg) Largest to
cal'slﬁ' :}t% ;Obz.n " Fre};l:llg(tllcy Freq.(MHz) EUT Position Smallest
tbration pot Original Repeated SAR Ratio
/ / / / / / /
Body
Meas. SAR (W/kg) Largest to
cal'slﬁ' :}t% ;Obz.n " Fre};l:llg(tllcy Freq.(MHz) EUT Position Smallest
tbration pot Original Repeated SAR Ratio
/ / / / / / /

Note:

1. Second Repeated Measurement is not required since the ratio of the largest to smallest SAR for the original and
first repeated measurement is not > 1.20.
2. The measured SAR results do not have to be scaled to the maximum tune-up tolerance to determine if repeated
measurements are required.
3. SAR measurement variability must be assessed for each frequency band, which is determined by the SAR probe
calibration point and tissue-equivalent medium used for the device measurements.
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SAR DUT HOLDER PERTURBATIONS

In accordance with TCB workshop October 2016:

1) SAR perturbation due to test device holders, depending on antenna locations, buttons locations on phones or device,
form factor (e.g. dongles etc.), the measured SAR could be influenced by the relative positions of the test device and its
holder

2) SAR measurement standards have included protocols to evaluate this with a flat phantom, with and without the
device holder

3) When the highest reported SAR of an antenna is > 1.2 W/kg, holder perturbation verification is required for each
antenna, using the highest SAR configuration among all applicable frequency bands in the same exact device and holder

positions used for head and body SAR measurements; i.e. same device/button locations in the holder

PerIEEE 1528: 2013/Annex E/E.4.1.1: Device holder perturbation tolerance for a specific test device: Type B When it is
unknown if a device holder perturbs the fields of a test device, the SAR uncertainty shall be assessed with a flat phantom

(see Clause 5) by comparing the SAR with and without the device holder according to the following tests:

The SAR tolerance for device holder disturbance is computed using Equation (E.21) and entered in the corresponding
row of the appropriate uncertainty table with an assumed rectangular probability distribution and vi = oo degrees of

freedom:

([ SAR, 1oige = SAR, s ns
SAR, ;. [26] = 100 | = akder T o hoder (E:21)
o l-. SARG . hotder

The Highest Measured SAR Configuration among all applicable Frequency Band

Head
Meas. SAR (W/kg) The Device
Frequency o holder
Lzus L EUT Position With holder ~ Without holder ~ perturbation
uncertainty
/ / / / / /
Body
Meas. SAR (W/kg) The Device
Frequency " holder
Band Freq.(MHz) EUT Position With holder  Without holder  perturbation
uncertainty
/ / / / / /
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SAR SIMULTANEOUS TRANSMISSION DESCRIPTION

The device does not have simultaneous transmission capability.
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SAR Plots

Plot: 1# (Date: 25/07/2026)

DUT: Cordless Handset; Type: BTH11R; Serial: 3M9B-1

Communication System: UID 0, Bluetooth(GFSK) (0); Frequency: 2441 MHz;Duty Cycle: 1:1.314
Medium parameters used: £ = 2441 MHz; 6 = 1.833 S/m; ¢, = 39.446; p = 1000 kg/m3

Phantom section: Left Section
DASYS5 Configuration:

e  Probe: EX3DV4 - SN7896; ConvF(7.15, 7.15, 7.15) @ 2441 MHz; Calibrated: 12/11/2025
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1325; Calibrated: 9/28/2025

e  Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ;

e Measurement SW: DASYS52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Head Left Cheek/BDR(GFSK) Mid/Area Scan (11x12x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0217 W/kg

Head Left Cheek/BDR(GFSK) Mid/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=Smm, dz=5mm
Reference Value = 2.838 V/m; Power Drift=0.01 dB

Peak SAR (extrapolated) = 0.0270 W/kg

SAR(1 g) =0.012 W/kg; SAR(10 g) = 0.00552 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 15 mm)

Ratio of SAR at M2 to SAR at M1 =48.6%
Maximum value of SAR (measured) = 0.0216 W/kg

dB

-4.22

-8.44

-12.67

-16.89

-21.11

0dB=0.0216 W/kg =-16.66 dBBW/kg
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Plot: 2# (Date: 25/07/2026)

DUT: Cordless Handset; Type: BTH11R; Serial: 3M9B-1

Communication System: UID 0, Bluetooth(GFSK) (0); Frequency: 2441 MHz;Duty Cycle: 1: 1.314
Medium parameters used: f = 2441 MHz; ¢ = 1.833 S/m; &, = 39.446; p = 1000 kg/m?

Phantom section: Left Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(7.15, 7.15, 7.15) @ 2441 MHz; Calibrated: 12/11/2025
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1325; Calibrated: 9/28/2025

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ;

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Head Left Tilt/BDR(GFSK) Mid/Area Scan (11x12x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0191 W/kg

Head Left Tilt/BDR(GFSK) Mid/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value =2.975 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 0.0240 W/kg

SAR(1 g) = 0.012 W/kg; SAR(10 g) = 0.00422 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 15 mm)

Ratio of SAR at M2 to SAR at M1 = 52.9%
Maximum value of SAR (measured) = 0.0204 W/kg

dB

-4.27

-8.53

-12.80

-17.06

-21.33

0dB =0.0204 W/kg =-16.90 dBW/kg
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Plot: 3# (Date: 25/07/2026)

DUT: Cordless Handset; Type: BTH11R; Serial: 3M9B-1

Communication System: UID 0, Bluetooth(GFSK) (0); Frequency: 2441 MHz;Duty Cycle: 1: 1.314
Medium parameters used: f = 2441 MHz; ¢ = 1.833 S/m; &, = 39.446; p = 1000 kg/m?

Phantom section: Right Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(7.15, 7.15, 7.15) @ 2441 MHz; Calibrated: 12/11/2025
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1325; Calibrated: 9/28/2025

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ;

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Head Right Cheek/BDR(GFSK) Mid/Area Scan (11x12x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0193 W/kg

Head Right Cheek/BDR(GFSK) Mid/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.434 V/m; Power Drift = -0.08 dB

Peak SAR (extrapolated) = 0.0200 W/kg

SAR(1 g) = 0.011 W/kg; SAR(10 g) = 0.00578 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 15 mm)

Ratio of SAR at M2 to SAR at M1 = 59.2%
Maximum value of SAR (measured) = 0.0162 W/kg

dB

-5.07

-10.13

-15.20

-20.26

-25.33

0dB=0.0162 W/kg =-17.90 dBBW/kg
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Plot: 4# (Date: 25/07/2026)

DUT: Cordless Handset; Type: BTH11R; Serial: 3M9B-1

Communication System: UID 0, Bluetooth(GFSK) (0); Frequency: 2441 MHz;Duty Cycle: 1: 1.314
Medium parameters used: f = 2441 MHz; ¢ = 1.833 S/m; &, = 39.446; p = 1000 kg/m?

Phantom section: Right Section
DASYS Configuration:

e Probe: EX3DV4 - SN7896; ConvF(7.15, 7.15, 7.15) @ 2441 MHz; Calibrated: 12/11/2025
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

o Electronics: DAE4 Sn1325; Calibrated: 9/28/2025

e Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ;

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Head Right Tilt/BDR(GFSK) Mid/Area Scan (14x11x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.0317 W/kg

Head Right Tilt/BDR(GFSK) Mid/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=Smm, dz=5mm
Reference Value =2.014 V/m; Power Drift=0.11 dB

Peak SAR (extrapolated) = 0.0400 W/kg

SAR(1 g) = 0.024 W/kg; SAR(10 g) = 0.014 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 15 mm)

Ratio of SAR at M2 to SAR at M1 = 63.1%
Maximum value of SAR (measured) = 0.0334 W/kg

dB

-2.66

-h.32

-7.98

-10.64

-13.30

0dB=0.0334 W/kg =-14.76 dBW/kg
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APPENDIX A MEASUREMENT UNCERTAINTY

The uncertainty budget has been determined for the measurement system and is given in the following Table.
Measurement uncertainty evaluation for IEEE1528-2013 SAR test

Tolerance/ o . . Standard Standard
Source of . Probability .. ci ci . .
uncertain Uncertainty distribution Divisor dg 10 g) Uncertainty | Uncertainty
ty + % g Bl 2%,0g | £%a0g
Measurement system
Probe calibration 8.5 N 1 1 1 8.5 8.5
Axial Isotropy 4.7 R V3 1 1 2.7 2.7
Hemispherical Isotropy 9.6 R \3 0 0 0.0 0.0
Boundary effect 1.0 R V3 1 1 0.6 0.6
Linearity 47 R V3 1 1 2.7 2.7
Detection limits 1.0 R V3 1 1 0.6 0.6
Modulation response 4.0 R V3 1 1 2.3 23
Readout electronics 0.3 N 1 1 1 0.3 0.3
Response time 0.0 R V3 1 1 0.0 0.0
Integration time 0.0 R \3 1 1 0.0 0.0
RF ambientconditions — noise 1.0 R V3 1 1 0.6 0.6
RF ambient 1.0 R \3 1 1 0.6 0.6
conditions—reflections
Probe posmf)n?r mech. 0.8 R 3 | | 0.5 0.5
Restrictions
Probe positioning with respect to 6.7 R 3 1 | 3.9 39
phantom shell
Extrapolation, interpolation, and
integrations algorithms for 3.9 R V3 1 1 2.3 2.3
max. SAR evaluation
Test sample related
Test sample positioning 2.8 N 1 1 1 2.8 2.8
Device holder uncertainty 6.3 N 1 1 1 6.3 6.3
Drift of output power 5.0 R \3 1 1 2.9 2.9
SAR scaling 2.0 R V3 1 1 1.2 1.2
Phantom and tissue parameters
Phantom.uncertamty (shape and 40 R 3 1 | 23 23
thickness tolerances)
Uncertainty in SAR correction
for deviations in permittivity 1.9 N 1 1 0.84 1.9 1.6
and conductivity
Liquid conductivity measurement 5.5 N 1 0.78 0.71 43 3.9
Liquid permittivity measurement 2.9 N 1 0.23 0.26 0.7 0.8
Liquid
conductivity—temperature 1.7 R V3 0.78 0.71 0.8 0.7
uncertainty
Liquid permltthlty.—temperature 27 R \3 023 026 0.4 0.4
uncertainty
Combined standard uncertainty RSS 12.2 12.0
o 0,
Expanded uncertfilnty 95 % 243 239
confidence interval)
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APPENDIX B EUT TEST POSITION PHOTOS

Liquid depth > 15c¢m
Phantom: SAM-Twin V8.0 P1aP2a; Type: QD 000 P41 AA ; Serial: 1962
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Head Left Cheek Setup Photo

Head Left Tilt Setup Photo
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Head Right Cheek Setup Photo

TR-EM-SA005 Page 40 of 69 Version 3.0




Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2601T59275E-SAA

APPENDIX C CALIBRATION CERTIFICATES
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Add: Mo 52 HunYuanBel Rond, Haidisn Deistrict, Beijing, 100191, China

Tal: +86- 10-62HM633-Z117
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A
e
CALIBAAT

Certificate No: 25J02Z000822

CALIBRATION CERTIFICATE

Object

Calibrafion Procedures) EF-Z11-0004-03

EX3IDV4 - BN ; TE96

Calibration Procedures for Dosimetric E-field Probes

GCalibration dale;

This calibration Gerlificate docurnents the traceabilily 1o national slandands, which realize the physical units of measurements(51). The
measurements &nd the uncertainties with confidence prababilily are glven on the following pages and are parl of e cerdificate.

Dacamber 11, 2025

Al calibrations have been conducied in the closed laboratory facility: emironmant femporatune22: 357 and humidity <70%.

Calibration Equipmant used (M&TE crifical for calibration)

Primary Stamdards 10 # Cal Dade(Calibrated by, Cerificate N-:-.] Scheduled Calibralion

“Power Mater  NRP2 106277 20-0ct-25(CTTL, No 26J02100272) Oct-26
Power sensor  NRPAS 104261 20-0ct-25(CTTL, No 2502 10027.2) Ocl-26
Power sansor  NRPAS 104282 20-0ct-25(CTTL, No 2502 100272) Oel-26
Referanca 10486 lenuater ABNSOW-10dB 22 Jan-25{CTTL, No,26/02X000MB5) Jan-27
Referance  20dBAlenuator 1BNSDW-20dBE 22-Jan-25{CTTL, No.2602XD00MEE) Jan-27
Reference Probe  EX30W4 SM 7307 27-May-25(SPEAD, No EX-7307_May25) May-26
DAE4 BN 771 F3-Jan-25SPEAG, Mo DAE4-771_Janis) Jan-26

“Becondary Standards oW Cal Data(Calibrated by, Certificate Na} _ Scheduled Casbration
SignalGenerator  MG3T004 B201062605 10-Jun-25CTTL, No.26J025004975) Jun-25
SignalGenerator  APSINZGG 181-33A600700-1858  27-Mer-25(CTTL, No.25J02X001962) Mar-26
Nebaork Analyzer ES0TIC MY43110873 FE-Mov-25(CTTL. No 25002102458 Mow-26
Referance  10dBAtenuator RTO520 15-Mey-25(CTTL, Mo 25M02X003058) Wlay-27
Referanca  SdBAlenuator BTO2E7 15-May-25(CTTL, No. 25J02X003070) May-27
oCP DAKS-25 SM 0015 20-0ct-25(SPEAG, Mo, OCP-DAKS-D015_Oc25)  Del-26

Name Funelion Signaturg

Callbrated by: Yu Zongying SAR Tesl Enginesr /}5},‘;‘%}

Revigwed by: Lin Jun SAR Tast Engineer ’—);k%_

Approved by 31 Dhanyuan SAR Project Leader cﬁ?{‘(g\\_j

lasued: Decernber 15, 2025

This calibration certificate shall not be reproduced sacept in full withoul writlen approval of the laboratory.

s A C_AJCT

Certificate Mo: 25J02Z000822

Page 1 of 23

TR-EM-SAQ05

Page 41 of 69

Version 3.0




Bay Area Compliance Laboratories Corp.(Shenzhen) Report No.: 2601T59275E-SAA

!"‘ ﬂ In Calabaratan with
ETTT?J 5 p e a g CAlCT
e~ CALBRATION LABORATORY - |

Add: Mo, 52 HuaYoanBel Road. Haldian District, Beljing. 100191, China
Tel: +B6-10-62304633-2117

E-mnil: emniigeaiclac,cn hitpeffwwwcabet ne.en
Glossary:
TSL tizsue simulating lguid
MORMz vz sansitivity in free spaca
ConvF sensitivity in TSL / NORMx,y.z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
ABCD madulation dependent inearization paramelers

Polarization & @ rotation around probe axis

Polarization 8 @ rotation around an axis that is in the plana normal to probe axis (at measuremeant center), i

=0 s normal to probe axis

Connector Angle  infarmation used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE 5td 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-fveraged
Specific Absorption Rate (SAR) in the Human Head from Wireless Communications Devices:
Measurement Technigues”, June 2013

b) IEC 62208-1, "Measurement procedure for the assessment of Specific Absorplion Rate (SAR) from
hand-held and body-mounted devices usad naxt fo the ear (frequency range of 300 MHz 1o 6 GHz)",
July 2018

¢} [EC 62208-2, "Procedura to determine the Specific Absorption Rate (SAR) for wireless cammunication
devices used in close proximity to the human body (frequency range of 30 MHz to 8 GHz)", March
2010

d} kDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Wethods Applied and Interpretation of Parameters:

s NORMzy 2 Assessed for E-field polarization =0 (f300MHz in TEM-call, f= 1800MHz: waveguide).

MORNMx,y,z are only infermediate values, i e, the uncertainties of NORMzx, vz doas not effect the

E* ield uncertainty inside TSL (see below ConvF),

o NORM{fIx ¥z = NORMx y.2* frequency_response (see Freguency Responsa Chart), This
linearization is implemented in DASY4 software versions later than 4.2, The uncedainty of the
frequency response is included in the stated uncertainty of CanvF,

s DCPxy,z: DCP are numerical linearization parameters assessed based on the data of power sweep
(no uncertainty required), DCP does not depend on frequency nor media

= PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
charactenstics.

o Ax gz By Cx VR ¥ 2:A B,C are numerical linearization parameters assessad based on the
data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media, ¥R is the maximum calibration range expressed in RMS voltage across the diods

= ConvF and Boundary Effect Paramelers: Assessed in flat phantom using E-field {or Temperature
Transfier Standard for fSE00MHZ) and inside waveguide using analytical field distributions based an
power measurements for f =B00MHz. The same setups are used for assessment of the parameters
applied for boundary compensation (alpha, depth) of which typieal uncertainty valued are ghven.
These parameters are usad in DASY4 software to improve probe accuracy close to the boundary,
The sensitivity in TSL corresponds to NORMx,y,z" ConvF whereby the uncertainty corresponds to
that given for ConvE. A frequency dependent ConvF is used in DASY version 4.4 and higher which
allows extending the validity from:50MHzZ tos1 00MHz.

= Spherical isolropy (30 deviation from isofropy): in a field of low gradients realized using a flat
phantom exposed by & patch antenna.

¢ Saensor Offsal: The sensor offset comesponds to the offset of virtual measurement center from the
probe tip (on probe axis). Mo tolerance reguirad,

s Connector Angle: The angle is assessed using the information gained by determining the NORMx
(no uncertainty required).

Certificate Non25]02 2000822 Page 2 of 23
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Sl CALIBRATION LABORATORY

Adid: M52 HuaYusaBel Road. Haldian District, Begjing, 100191, China
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DASY/EASY - Parameters of Probe: EX3DV4 — SN: 7896

Basic Calibration Parameters

0L Sensor X | Sensor ¥ Sensor 7 Une {k=2)
o (Vi m) T~ 0.85 0.57 0681 +10.0%
DCP{mV)E 110.1 1102 108.7
Calibration Results for Modulation Response
o Communication System Name A B c | D VR ] Max Max
dg | dBpv dB mV | Dev. | UncE
ik=2}
[0 (=17 ] 00 0.0 1.0 | 000 | 2110 | #29% | #47%
¥ LX) 0. 1.0 1834
z [ 0.0 1.0 201.7 |
103IE2-AAA Pulss Wavalormm {200Hz, 107%) X 1.568 B0.85 5.6 G0 £3.1% | 19.6%
¥ 1.54 60.62 578 | 10.00 L]
Z | 140 | 6002 | 555 &0
10353-AAA | Pulse Waveform (200Hz, 20%) X 103 | 6000 | 4.00 8 | +28% | 0,8% |
¥ | o822 | 6000 | 428 | 699 | a0 |
£ 6.00 | &5.00 | 7.00 a0 )
10354-AAA | Pulse Waveform [200Hz, 40%] | X | 010 | 1ar.70 | 0.30 06 | 2.0% | #0.6%
¥ | 028 | 14896 | 000 | 38 [ 95
Z | 005 | 13286 | 023 05
10355-AAA | Pulse Wavaform (200Hz, 60%) X | 016 | 15898 | 13.20 120 | 21.7% | 06%
¥ | 583 | 160.00 | 325 | 232 | 120
Z | 141 | 15988 | 348 120
1038T-AAA | QPSK Wavaform, 1 MHz X | 055 [ eomEa | o9 150 | +4.4% | +0.6%
¥ .52 &2.16 &80 1.00 160
Z | o048 | 8021 | sae | 150
10388-AAA [ QPSK Waveform, 10 MHz % 1.32 | B4.04 | 1245 150 | #1.2% | t06%
¥ | 126 | 6447 | 1288 | 000 | 150
: Z | 125 | 6356 | 1219 150
10396-A04 | B4.0AM Waveform, 100 kHz x 166 | 6388 | 1659 150 | #0.9% | +9.6%
¥ 178 | G5AG | 16.96 | 301 | 180
Z 1.73 B4.BE 16,29 180
10414-AA0 | WLAN CCDF, 64-0AN, $0MHz X 307 | 6548 | 1484 160 | #4.2% | 20.6%
A 386 B8.156 1521 0.00 150
Z | 3908 | 8570 | 14.95 | 150
Note: For details on UID parameters see Appendix
The reported uncerainty of measurement is stated as the standard uncerainty of
Measurement multiplied by the coverage factor k=2, which for a nomal distribution
Corresponds to a coverage probability of approximately 85%.

* The uncerainties of Norm X, ¥, Z do not affect the E7-fiski uncertainty inside TSL (see Page & and Page 6).

E Wumarical linearization parameler: uncerainty not requinad,

E Uncartainly is determined using the max. deviaion from linear reaponse applying rectangular distribution and is expressad for
Ihe squane of the fiald valua.

Certificate No:25/02Z000822 Pape 31 of 23
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DASY/EASY - Parameters of Probe: EX3DV4 — SN: 7896

Sensor Model Parameters

c1 ¢z [ a | ™ T2 i T4 [ T T6
fF fF i mg. V- ma.y-! ms v i
X | 1369 | 9943 [ 3341 | 317 | 000 | 490 | 000 | 008 | 100
Y 11.63 B4.35 33.42 _1?1 0040 4,90 .42 L0 1.0
£ 12.97 94,37 33.53 405 | 0.00 4.90 0.50 (.00 1.01
Other Probe Parameters
Sensor Arrangement Triangular
Connector Angle (*) 25.5
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disable
Probe Overall Length 337mm
Probe Body Diameter A0mm
Tip Length Brmm
Tip Diameter 2.5mm
Probe Tip to Sensor X Calibration Polnt 1‘mm—
Probe Tip to Sensor ¥ Galibration Point 1mm
Frobe Tip to Sensor Z Calibration Polnt Amm
Recommended Measurement Distance from Surface 1.4mm

Cenrificate No:25/02Z000822 Poge 4 of 23
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DASY/EASY — Parameters of Probe: EX3DV4 — SN:7896

Calibration Parameter Determined in Head Tissue Simulating Media

T — |
f [MHz]" PEI:;I;:::HF EW};;:‘;:I? CorwF X | ConvF Y | ConvF 2 |A|pha'3 . E;Z‘p::;ﬁ ;Jh:':}
750 49 | o089 9.40 9.40 940 | 046 | 116 | £13%
900 4.5 0.97 9.00 900 | 900 | 016 | 1.24 | +13%
1760 a1 | a7 7.89 7.89 789 | 020 | 102 |+13%
1900 40.0 1.40 7.55 7.66 756 | 048 | 1.22 | +13%
2300 39.5 1.67 740 | 7.40 740 | 040 | 073 | +13%
2450 39.2 1.80 745 | 7.8 746 | 043 | 075 | +13%
2600 39.0 1.96 7.00 7.00 700 | 049 | 089 | +13%
300 | 382 2.7 6.60 6.60 6.60 | 0.44 | 089 | +14%
3500 7.9 2.81 6.45 6.45 645 | 040 | 1.03 | +14%
3700 37.7 3.12 6.25 6.25 625 | 042 | 103 | t14%
3900 7.6 3.32 6.18 6.18 618 | 030 | 1.52 | +£14%
5250 35.9 4.71 5.11 5.11 511 | 050 | 130 | £14%
5600 36.6 5.07 4.51 4.51 461 | 0685 | 122 |+14% |
| 6800 36.3 5.27 4.61 4.61 461 | 086 | 120 | t1a%

© Frequency validity above 300 MHz of £100MHz only applies fer DASY w44 and higher {Page 2), else it is restricted to
+50MHz. The uncerlainty is the RSS of ConvF uncertainty at calibration frequancy and the uncertainty for the indicated
frequency band. Fregquency validity below 300 MHz is + 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128,
150 and 220 MHz respectively. Above 5 GHz frequency validity can be extended to £ 110 MHz,

FAt frequency up to B GHz, the validily of fissus parameters (£ and o) can be relaxed to £10% if liquid compansation
formula is applied to measuwed SAR values. The uncertainty is the RSS of the ConvF uncertainty for indicated target
lisswe parameders.

& Alpha/Depth are determined during calibration. SPEAG warranis that the remaining deviation due to the boundary
effect after compensation is ahvays less than £ 1% for frequencies below 3 GHz and below + 2% for the frequencies
between 3-8 GHE al any distance larger than half the probe lip diameter from the boundary.

Certificate No:251027000822 Page 5 of 13
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DASY/EASY — Parameters of Probe: EX3DV4 — SN:7896

Calibration Parameter Determined in Head Tissue Simulating Media

| GonvF X | ConvF ¥

Realative Conductivity |
f MHz]* Parmittivity F (Sim)F
GEO0 34.5 60T

5.20 6.20

ConvF Z | Alphat
e 13

520 | 0.15

Depth® | Unet,
{mm) [k=2)
1.35 = 19%

C Frequency validity at 6.5 GHz iz -B00+700 MHz, and £700 MHz at or above T GHz. The uncertainty is the RSS of the
ConvF unceriainty at calibration frequency and the uncertainty for the indicated frequency band

F The probes are calibrated using Essue simulating ligulds (TSL) that deviate for € and o by leas than £10% from the

target values (typically betber than £8%) and are valid for TSL with deviations of up to £10%.

& Alpha/Depth are datermined during callbeation. SPEAG warrants that the remaining deviation due to the boundary

effect after compensabion is always less than 1% for frequencies below 3 GHz, below £2% for frequencies betwean 3-6
GHz; and balow £4% for frequencies between §-10 GHz at any disianca larger than half the probe tip diameter fram the

boundary.
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Frequency Response of E-Field
(TEM-Cell: ifi110 EXX, Waveguide: R22)

1.5 T T — | |
1.4
1.2
1.2
1.1 .
1.0 .
(K]
0.8

0.7

Frequency response(nor malized)

0.6 |

el . .
a 500 1000 1500 2000 2500 3000
fIMHz]

* TEM *R22

Uncertainty of Frequency Response of E-field: 27.4% (k=2)
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Receiving Pattern (®), 6=0°

f=600 MHz, TEM f=1800 MHz, R22

Y k"
N .,
",
MO . L - 1
— S—
Tat = % T = T To | T )
! i -
0.5
) .
= P ABimiy L o R
lEn.n i T S P bl = P S B
o.s
=1.0 LL L | L P
150 -100 -50 o mO 100 iso
PRall[=]
S 1o00pHz T S00MH= S 1LBOOMH= T ZEOOMME
Uncertainty of Axial 1sotropy Assessment: +£1,2% (k=2)
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Dynamic Range f(SARnead)
(TEM cell, f = 900 MHz)

U

Input Signal[.

i

] ]

SAR[mWIm') i
[ —= notcompersaied * campanzated
Uncertainty of Linearity Assessment: £0.9% (k=2)
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Conversion Factor Assessment
=750 MHz,WGLS R9(H_convF) f=1750 MHz,WGLS R22(H_convF)

204

AR WG LW
EAR] SR [

“ maktical © RSl arakikal

1u|'____

e
LE

1.0 <080 -0ED 040 -0.20 00 020 040 08D 0BG 10

Uncartainty of Spherical Isotropy Assessment: £3,2% (k=2)
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Appendix: Modulation Calibration Parameters

CAICT

o Rev | Communication System Name Group PAR UncE
{dB) (=2}
0 CW W 000 | +4.7%
10010 | CAA | BAR Valdalion (Square, 100ms, 10msa) Tesi 1000 | +868%
10011 | CAB | UMTS-FOD (WCDRA) WICDMA 201 | +96%
10012 | CAB | IEEE 802.11b WAFI 2.4 GHz {DSSS, 1 Mbps) WLAN 187 | +96%
10013 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSS5-0FDM, & Mbps) WLAN 046 | +96%
10021 | DAC | GSM-FOD TOMA, GMSK) i GEM 930 | +0E%
10023 | DAC | GPRE-FDD {TDMA, GMEK, TH D} GSM 957 | 296%
10024 | DAC | GPRS-FDD (TDMA, GRSE. TH 0-1) G3EM B.58 | 286 %
10025 | DAC | EDGE-FOD (TOMA, 8PSK THNO) GEM 1262 | +98%
10026 | OAC | FDGE-FDD (TOMA, 885K, TH 0-1) G5 955 | +9.6%
10027 | DAC | GPRS-FOD (TOMMA, GMSK, TN 0-1-2) GEM 480 | +808%
10028 | OAC | GPRS-FOD (TOMA, GMSI, TH 0-1-2-3) GSM 355 | +06%
10025 | DAC | EDGE-FDD (TORA, BPSK, TH 0-1-2} GEM T7E | +88%
10030 | CAA | IEEE BO2.15.1 Bluatooth (GFSEK, DHI) Blusiooth 5.a0 | +06%
10031 | CAA | IEEE B02.16.1 Blustoalh (GF 5K, DH3) Bluatooth 1867 | +DE%
10032 | CAA | IEEE 802.15.1 Bluatoath (GFSK, DHS) Biluatooth 1.6 | + 56 %
10033 | CAA | IEEE 8 .1 Bluetoolh (PY4-D0PSK, DH1) Ehustoath T4 | +86%
10034 | CAA | IEEE 1 Bluetooth (P4-DOPSKE, DH3) Bluaboath 453 | +86%
10035 | CAA | IEEE 802.15.1 Bluetooth (PI4-DOPSK, DHS) Blustaath 03 | +96%
10036 | CAA | IEEE 802.15.1 Blueloalh (8-0PSK, DH1) Bluatoath 801 | +06%
10037 | CAA | |EEE 802.15.1 Blustocth (8-DPSK, DH3) Bluetaalh 477 | 196 %
10038 | CAA | [EEE B02.15.1 Bluslooth (8-DPSH, [HHS5) Bluetaath 410 | + 98 %
10038 | CAB | COMAZ000 (1xRTT, RC1) COMAZ0G 457 | £96%
10042 | CAB | I5-54 /15-138 FOO (TOMAFDM, PIM-DAPSK, Halfrate) AMPS 778 | +98%
10044 | CAA | IS-DVEIATIA-S53 FOD (FOMA, FM) AMPS 0.00 | £06.6% |
10048 | CAA_| DECT (100, TOMAFONM, GFSK, Full Siol, #4) DECT 1380 | +06% |
10049 | CAA | DECT (10D, TOMAFDM, GFSEK, Double Slat, 12) DECT 1079 | +06%
10056 | CAA | UMTS-TDD (TD-SCOMA, 1.28 Mcps) TO-SC0MA 11,01 | +068%
10058 | DAC | EDGE-FOD (TOMA, BPSK, TH 0-1-2-3) GEM 662 | +06%
10050 | CAB | IEEE 802.11b WIF| 2.4 BHz (D5SS, 2 Mbps) WLAN 212 | +86 %
10060 | CAB | IEEE 802.11b WiFi 2.4 GHz (D555, 5.5 Mbps) WLAN 203 | +96%
10061 | CAB | IEEE 802.11b WiFi 2.4 GHz (DSSS, 11 Mbps) WLAN 360 | +96%
10062 | CAD | |EEE 802.11am WiFi 5 GHz (OFOM, B Mbps) WLAK 868 | +96%
10063 | CAD | IEEE A0Z2.11ah WiFi 5 GHz (DFDR, O Mbps) WLAN 883 | 298 %
10064 | CAD | |EEE BOZ.11am 'WiFi § GHz (CFDOM, 12 Mbps) WLAN 909 | 2BE %
10065 | CAD | IEEE B0Z.11ah WiFl 5 GHz (OF DM, 16 Mbps) WLAN 500 | $98%
| 10085 | CAD | IEEE BDZ.11am WiFi 5 GHz (OFDOM, 24 Mbps) WLAN 938 | +06%
10057 | GAD | IEEE BOZ2.11a/h WiFi & GHz (OFDM, 38 Mbps) WLAN 10.12 | +9.6%
10088 | CAD | IEEE B02 11a/h WiFi § GHz (OFDM, 41 Mbps) WLAN 1024 | 06 %
1008 | CAD | IEEE BO2 11a/h WiFi & GHz (OFDM, 54 Mbps) WLAN 10.56 | +8.6 %
10071 | CAB | IEEE 802 11g WiFi 2.4 GHz (DESS/OFDM, © Mbps) WILAN DEZ | +96%
10072 | CAB | IEEE 802 11g WiFl 2.4 GHz ([DSSS/OFDM, 12 Mbps) WWLAN 862 | 196 %
10073 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/0OFDM, 18 Mbps) WLAN 984 | 296%
10074 | CAB [ IEEE 802.11g WiFi 2.4 GHz ([DESS/OFDM, 24 Mbps) WLAN 1000 | 98 %
10075 | CAB | IEEE 802.11g WiiFi 2.4 GHz (DSSS/OF0M, 36 Mbgs) WVILAN 10.77 | +96 %
| 10076 | CAB | [EEE A02,11g WiFi 2.2 GHz (DSSS/0FOM, 48 Mbps) WILAN 1004 | £08%
10077 | GAB | IEEE BOZ. 119 WiFi 2.4 GHz (DSSS/0F0OM, 54 Mips) WILAN .00 | +896%
10081 | CAB | COMAZ000 (1xRTT, RC3) COMAZOO0 307 | +BB %
100B2 | CAB | 1S-54 /15-135 FOD (TOMAFOM, PIi4-DOPSE, Fullrale) AMPS 477 | +86%
10080 | DAC | GPRS-FDD (TDMA, GMSK, TN 0-4) GEM 656 | +96%
10097 | CAC | UMTS-FOD (HSOPA) WEDMA, 308 | +96 % |
10088 | DAC | UMTS-FDD (HSUPA, Sublest 3) WCDMA d68 | +96%
10099 | CAC | EDGE-FDD (TOMA, BPSK, TH 0-4) GSM 055 | 206 %
| 10100 | CAC | LTE-FDD {SC-FOMA, 100% RB, 20 MHz, OPSK) LTE-FDOD 587 | +0.6%
10101 | CAB | LTE-FDD {SC-FDMA, 100% RB, 20 MHz, 16-0AM) LTE-FOO! 642 | +BE%
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B0 | +86%

10102 | CAB | LTE-FDD {SC-FDMA, 100% RB, 20 MHz, B4-CAM) LTE-FDD
10103_| DAG | LTE-TDD {SG FDI-'I-“.. 100% HB, 20 I'l.'IHz. QPS5 LTE-TDD 920 | +96%
1104 | CAE | LTE-TDD {SC-FDMA, 100% RB, 20 MHz, 18-0AM]) . LTE-TOD 997 | 296%
AMD5 | CAE | LTE-TDD {(SC-FDMA, 100% RB, 20 MHz, 64-0AM) LTE-TDD 1001 | +96%
1MDE | GAE | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, QPFSK) LTE-FDD 580 | 2+86%
10108 | CAG | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, 18-0AM) LTE-FDD G43 | 208%
10110 | CAG | LTE-FDD (SC-FDMA, 100% BB, & MHz, COPSK) LTE-FDD 575 | +86%
10111 | CAG | LTE-FDD (SC-FOMA, 100% RE, 5 MHz, 16-0AM] LTE-FOD “B44 | £08%
10112 | CAG | LTE-FDD (SC-FOMA, 100% RE, 10 MHz, G4-0AM) LTE-FD:D 659 | +B6%
10113 | CAG | LTE-FOD (SC-FOMA, 100% RB, § MHz, G4-000) LTE-FIXD BA2 | +08%
10414 | CAG | IEEE 802 11n (HT Greendleld, 13.5 Mbpe, BPSK) WLAN B0 | +9.6%
10115 | CAG | IEEE B02 11n (HT Greendiekd, B1 Mbps, 16-0AM) WLAN B4B | +0B%
10116 _| CAG | IEEE B02.11n (HT Greendield, 135 Mbps, 54-0AM) WLAN 216 | 06 %
10117 | CAG | IEEE 802 110 (HT Mixed, 13.5 Mbps. BPSK) WLAN 807 | +B.8%
10118 | CAD | IEEE 802.11n (HT Mixad, 81 Mbps, 16-04AM) WLAKN 86D | +B6%
10118 | CAD | IEEE 802.11n (HT Mixed, 135 Mbps, 54-QAK) WLAN 813 | t86%
10140 | CAD | LTE-FDD {SC-FDMA, iﬂ(l% RE, 15 MHz, 16-04M) LTE-FDD 48 | +086%
10141 [ CAD | LTE-FDD (SC-FDMA, 100% REB, 15 MHz, 54-04M) LTE-FDD 653 [ +96%
1042 | CAD | LTE-FDD (SC-FOMA, 100% RE, 3 MHz, OPSK) LTE-FDD 573 | +06%
10143 | CAD | LTE-FDD (SC-FOMA, 100% RB, 3 MHz, 16-QaNM) LTE-FDD G35 | :96%
10744 | GAC | LTE-FDD (SC-FOMA, 100% RB, 3 MHz, B4-0AM) LTE-FOD 65 | £0.6 %
10145 | CAC | LTE-FDD (SC-FOMA, 100% RE, 1.4 MHz, QPSK) LTE-FDD 570 | +06% |
10146 | CAGC | LTE-FOD (SC-FDMA, 100% RE, 1.4 MHz, 16-0AM) LTE-FDD G.41 + 9.6 %
10747 | CAC | LTE-FDD (SC-FOMA, 100% RE, 1.4 MHz, 64-0AM) LTE-FDD 872 | +0B%
10148 | CAE | LTE-FDD IEC -FOMA, 0% RE, 20 MHz,  16-QAM) LTE-FOD G642 | £ 8.6 %
10150 | CAE | LTE-FDD (SC-FDMA, 50% RE, 20 MHz, 64-CAM) LTE-FDD 660 | +BE%
10151 | CAE | LTE-TOD (SC-FDOMA, 50% RE, 20 MHz, QPSK) LTE-TDD 826 | +8.8%
10152 | CAE | LTE-TDD [(SC-FDMA, 50% RE, 20 MHz, 16-0AM) LTE-TDD BE2 | +06%
10163 | CAE | LTE-TDD {SC-FDMA, 50% RE, 20 MHz, B4-CAM) LTE-TDD 1005 | + 88 %
10154 | CAF | LTE-FDD (SC-FDMA, 507 RB, 10 MHz, QF&HK) LTE-FDD 575 | $96%
10165 | CAF | LTE-FDD {(SC-FDMA, 80% RB. 10 MHz, 16-0AM) LTE-FDD 643 | +96 %
10156 | CAF | LTE-FDD {SC-FDMA, 50% RB, 5 MHz, QPSK) LTE-FDD 579 | 2886 %
10157 | CAE | LTE-FDD {SC- FDMF\ 50% RH, & MI-[z 16-08M) LTE-FDD G489 | +96 %
10158 | CAE | LTE-FDD (SC-FDMA, 50% RE, 10 MHz, &4-0AM) LTE-FDD 662 | +B8 %
10158 | GAG | LTE-FOD (SC-FOMA, 50% RB, 5 MHz, 64-0AM) LTE-FDD B6E | +96%
10160 | CAG | LTE-FDD (SC- FOMA, B0% RB, 15 MHz, GPS5K) LTE-FOD 582 | +BE%
10161 | CAG | LTE-FDD (SC-FOMA 5% BB, 15 MHz,  16-QAM) LTE-FDO 643 | £0.6%
10162 | CAG | LTEFOD (SCFOMA, ED% RB, 15 MHz, B4-QAM) LTE-FOD BEE | 06 %
10166_| CAG | LTE-FOD (SC-FOMA, 607 RE, 1.4 MHz, QFSK} LTE-FOD 546 | £968%
10167 | CAG | LTE-FDO (SC-FDMA, 5% RE, 1.4 MHz, 16-0AM) LTE-FDD B21 | +96%
1016B | CAG | LTE-FDD (SC-FDMA, 50% RE, 1.4 MHz, 64-C0AM) LTE-FDD 678 | 296 %
10168 [ CAG | LTE-FDD (SC-FOMA, 1 RB, 20 MHz, QP5K) LTE-FDDO 573 | 296 %
10170 | CAG | LTE-FDD (SC-FOMA, 1 RB, 20 MHz,  18-CAM) LTE-FDD 682 | 96 %
10171 | CAE | LTE-FDD (SC-FOMA, 1 RE, 20 MHz, G64-0AM) LTE-FDD 649 | #8.6 % |
10172 [ CAE | LTE-TDD (SC-FDMA, 1 RE, 20 MHz, QPS LTE-TDD 8.21 + 0.6 %
10173 | CAE | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, 16-0AM) LTE-TDD 048 | +BAE%
10174 [ CAF | LTE-TDD (SC-FOMA, 1 RE, 20 MHz, G4-0ANM] LTE-TDHD 1025 | +0.8%
10175 | CAF | LTE-FDD (SC-FOMA_1 RB, 10 MHz, QPSK) LTE-FDD 572 | t0E%
10176 | GAF | LTE-FOC (SC-FOMA, 1 RB, 10 MHz, 16-0AM) LTE-FDD 657 | #96%
10177 | CAE | LTE-FDD (SC-FOMA, 1 RE, 6 MHz, OPSK) LTE-FDD 573 | £+96%
1178 | CAE [ LTE-FDD [SC-FDMA, 1 BB, 5 MHz, 16-0AM) LTE-FDD 652 | 296%
| 10178 | AAE | LTE-FDO {SC-FOMA, 1 RE, 10 MHz, &4-QAM) LTE-FDOD A.50 | £0.6% |
10180 | CAG | [TE-FDD {SC-FOMA, 1 RE, 5 MHz, 54-0AM) LTE-FOD G50 | +06 %
10161 | CAG | LTE-FDD (SC-FDMA, 1 RB, 15 MHz. OFSK) LTE-FDD 572 | +BA%®
10182 | CAG | LTE-FDD (SC-FDMA, 1 RE, 15 MHz, 10-0AM) LTE-FDD 662 | +0.6%
10183 | CAG | LTE-FDOD (SC-FDMA, 1 RE, 15 MHz,__ G4-0AM) LTE-FOD 650 | +06%
10184 | CAG | LTE-FDOD (SC-FOMA, 1 RB, 3 MHz, OPSE) LTE-FOID 573 | +96%
10185 | CAl | LTE-FDD (SC-FOMA, 1 BB, 3 MHz, 16-0AM) LTE-FOO B51 | +96%
10186 | CAG | LTE-FOD (SC-FOMA. 1 RB, 3 MHz, B4-0AM) LTE-FDD B50 | «96%
Certificate No25 022000822 Pisgrs 12 of 23
Page 52 of 69 Version 3.0

TR-EM-SAQ05




Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2601T59275E-SAA

S "\, Coilgboration with
w=77). s p e a g
L"’

CALIBRATION LARORATORY

Add: Mo 52 HuaYuanBei Road, Faidian Disiict, Beijing, 100091, China
Tel: #86-10-62304EIZ-2117

CAICT

E-mail: emiiigcaicLac.cn hipfwww.caiclacon
10187 | CAG | LTE-FDD (SC-FORMA, 1 RE, 1.4 MHz, OPSK) LTE-FOD E73 | +B6%
1088 | CAG | LTE-FDD (SC-FDMA, 1 RE, 14 MHz, 16-0AM) LTE-FOD 652 | +0968%
1MES | CAE | LTE-FOD (SC-FOMA, 1 RE, 1.4 MHz, 64-0AM) LTE-FOD 650 | +0.6%
10183 _CHE IEEE B2 110 (HT Graenhield, &5 Mbps, BPSK) _'l'l"L."-N B.09 + 8.6 %
10184 | AAD | IEEE BO2 T1n (HT Greenfiald, 33 Mbps, 16-CAM) WLAN B2 | +06%
10185 | CAE | IEEE BO2 11n (HT Greendield, 65 Mbps, 64-0AM) WLAN B21 | 10A%
10186 | CAE | IEEE 802 11n (HT Mixed, 5.5 Mbps, BPSIK) WLAN 810 | +96%
10197 | AAE | IEEE 802.11n {HT Mixad. 30 Mbps, 16-0AM) WLAN 8.13 | +86%
10198 | CAF rE!EE HO2.11n {HT Mixed, 65 Mbps, B4-0AM) _].'I.ILAN 827 +96%
10218 | CAF | |EEE B0Z.11n (HT Mixad, 7.2 Mbgs, BPSK) WLAN 803 | +96%
10220 | AAF | IEEE 80Z.11n (HT Mixad, 43.3 Mbps, 16-0AM) WLAN 813 | 96 %
10221 | CAC | IEEE BOZ.11n (HT Mixnd, 72.2 Mbps, G4-CIAN) WLAN 827 | :06%
10222 | CAC | IEEE BOZ.11n (HT Mixed, 15 Mbps, BPSK) WLAN B.OB | +86%
102E3 CHE[ IEEE BOZ.11n (HT Mixed, 50 Mbps, 18-Q6M) WLAMN A48 + 0.6 %
10224 | CAD | IEEE B02 11n (HT Mixed, 150 Mbps, 54-0AM) WILAN BOE | +0.6%
10225 | CAD | UMTS-FOD (HSPA+) WCOMA, GO7 | +06%
10E6 | CAD | LTE-TDO (SC-FOMA, 1 B, 1.4 MHz. _16-QAM) LTE-TCHD 048 | +8.6%
227 | CAD | LTE-TOD (SC-FDMA, 1 RE, 1.4 MHz,  64-0AM) LTE-TOD 1026 | +9.6% |
10228 | CAD _LTJ_E:TDI:I {SC-FDMA, 1 RH, 1.4 MHz, QPSK) LTE-TDD [ 7] + 6 %
10228 | DAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 16-0AM) LTE-TOD 948 | +98%
10230 [ CAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 6d4-0AM) LTE-TDD 1026 | 256%
10231 | CAC | LTE-TOD (SC-FOMA, 1 RE, 3 MHz, GPSK) LTE-TOD 910 | +96%
10252 | CAD | LTE-TDD (SC-FOMA, 1 RE, 5 MHz, 16-0AM) LTE-TDD 548 | £96 % |
10233 | CAD | LTE-TOD (SC-FOMA, 1 RE, & MMz, B4-0AM] LTE-TOD 1025 | +06%
10234 | CAD [ LTE-TDD (SC-FDMA, 1 RE, § MHz, QFSK)} LTE-TDD B21 | tBE%®
10235 | CAD | LTE-TOD (SC-FOMA, 1 RB, 10 MHz, 16-0AR) LTE-TOD 048 | +06%
10236 | CAD | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, B4-0AM) LTE-TDD 10.25 | 0.6 %
10237 | CAD | LTE-TDD (SC-FOMA, 1 RB_10 MHz, _QPSH) LTE-TOD 921 | +0E%
10238 | CAB | LTE-TDD (SC-FOMA, 1 RB, 16 MHz, _16-0AM] LTE-TDD 548 | +06 %
10239 | CAB | LTE-TDD (SC-FOMA, 1 RB, 16 MHz, 64-0AM) LTE-TOD 1025 | 296 %
10240 | CAE | LTE-TDD {SC-FOWAA, 1 RB, 15 MHz, GFSK) LTE-TDD 824 | #98 %
10241 | CAB | LTE-TDD (SC-FOMA, 50% RE, 1.4 MHz, 16-CAN] LTE-TOO 982 | 06 %
10242 | CAD | LTE-TDD (SC-FOMA. 50% RB. 1.4 MHz, 64- -CAM) LTE-TDD 086 | £08 % |
10243 | CAD | LTE-TOD (SC-FOMA, 50% RB, 1.4 MHz, OPSK) LTE-TDD 946 | £0.6 %
10244 | GAD | LTE-TDD (SC-FOMA, 50% RB, 3 MHz, 16-0AM) LTE-TDD 1006 | +DE%
| 10245 | CAG | LTE-TOD [SC-FDMA, 50% RE, 3 MHz, &4-0AM) LTE-TDD 1008 | $96%
0246 | CAG | LTE-TDD (SC-FOMA, 50% RB, 3 MHz, QPSK) LTE-TOD 830 | +96% |
10247 | CAG | LTE-TDD {SC-FOMA, 50% RB, 5 MHz, 16-0AM) LTE-TOD 861 | +96% |
10248 | CAG | LTE.TDD (SC-FDMA, 50% RE, § MHz, G4-0AM) LTE-TOD 1009 [ 96 %
10248 | CAG | LTE-TCAD (SC-FOMA, 50% RE, 5 MHz,  QPSK) LTE-TDD 925 | 96 %
10250 | CAG | LTE-TDD (SC-FOMA, 50% RE, 10 MHz, _16-0AM] LTE-TDD 981 | $98%
10261 | CAF [ LTE-TDD (SC-FOMA, 50% RB. 10 MHz, _54-0AM) LTE-TOD 1017 | +06%
10252 | CAF | LTE-TOD (SC-FOMA, 50% RE, 10 MHz, GPSH) LTE-TDDO 024 | $0.8% |
10253 | CAF | LTE-TDO [SC-FDMA, 0% RB, 16 MHz, _16-0AM) LTE-TOD BOD | +06%
| 10254 | CAH | LTE-TDD [SC-FDMA, 50% RB, 15 MHz, &4-04M) LTE-TDD 1014 | +08%
| 10266 | GAB | LTE-TDD {5C-FDMA, 50% R, 15 MHz, GPSK) LTE-TOD 520 | +96%
10256 | CAB | LTE-TOD {SC-FOMA, 100% RB, 1.4 WMHz, 16-0AM) LTE-TOD 906 | +96%
| 10257 | CAD | LTE.TDD (SC-FOMA, 100% RE, 1.4 MHz, 64-0AM) LTE-TDD 10.0B | 9.6 % |
10268 | CAD | LTE-TCD (SC-FOMA, 100% RB, 1.4 MHz GFSK) LTE-TOD 834 | +06%
10285 | CAD | LTE-TDD (SC-FOMA, 100% RB, 3 MHz, 16-0AM) LTE-TDD g98 [ +pE%
10260 | CAG | LTE-TDD (SC-FOMA, 100% RE, 3 MHz, 64-QAM) LTE-TDD B.E7 | +6E6%
10281 | CAG | LTE-TOD (SC-FDMA, 100% RB, 3 MHz, OFSK) LTE-TCD 824 | +0.6%
10262 | CAG | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, 18-0AM) LTE-TOD 8B3 | +96%
[ 10265 _| CAG | LTE-TOD (SC-FONA, 100% RB, 5 MHz, 64-CAM) LTE-TDD 1016 | +98 %
102684 | CAG | LTE-TOD (SC-FOMA, 100% RE, 5 MHz,_ GPSHK) LTE-TOD 923 | 196%
10266 | CAG | LTE-TDD (SG-FOMA, 100% RE, 10 MHz,_ 16-0AM) LTE-TOD 892 | £06%
10265 | CAF | LTE-TDD (SC-FDMA, 100% RE, 10 MHz, B4-0AM) LTE-TOD 007 | £96%
10267 | CAF | LTE-TOD (SC-FOMA, 100% RB, 10 MHz, QPSK) LTE-TDD 830 | +86% |
10268 | CAF [ LTE-TDD (SC-FOMA, 100% RE, 15 MHz, _16-01AM] LTE-TOD 10.06 | +9.6%

Cerlilicute Mo:25]02 2000822 Page 13 of 23

TR-EM-SA005 Page 53 of 69

Version 3.0




Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2601T59275E-SAA

*  In Collabaration with

Y
=777 s p e a8 g

Sl CALIBRATION LABORATORY

Add: Mo 52 HuaYeanDed Rowd, Haidian District, Degjmg. (00191, China
Tel: +B6=-11-62304613-2117

E-muil: emPalcaicl.ac.cn

hitpeliwwwoodol.ac.con

10268 | CAB | LTE-TDD LTE-TDD 1013 | +05%
10270 | GAB | LTE-TDD ISE FOMA, 100% RE 15 MHz, CIF'SK} LTE-TDRD 968 | +968%
10274 | CAB | UMTS-FDD (HSUPA, Subtest 5, 3GPP Rald. 10 WEDMA 487 | +0.6%
10275 | CAD | UMTS-FDD (HSUPA, Sublest 5, JGPP RelB.4) WEDMA 396 [ +98%
10277 | CAD | PHS (QPEK) PHS 11.81 | + 0.6 %
10278 | CAD | PHS [QPSHK, BW EBAMHz, Rolloff 0.5) FHS 1181 | 206 %
10279 | CAG | PHS [OPSE, EWWMHI Rolloif 0. 38) FHS 1218 | + 8.6 %
10280 | CAG | COMA2DD0, RC1, S055, Full Rale COMAZ000 301 | +96%
10291 | CAG | CDMAZ000, RC3, 5055, Full Rale COMAZDDD 346 | +96%
10292 | CAG | CDMAXN0, RC3, 5032, Full Rate COMAZOD0 330 | +096%
10293 | CAG | COMAZ000, RT3, 503, Full Rale COMAZDDD 360 | 296%
10298 | CAG | COMAZN00, RC1, 503, 1/8th Rile 26 fr. COMAZ0DD 1248 | +96%
[ 10297 | CAF | LTE-FDD {SC-FDMA, 50% RB, 20 MHz, OPEK) LTE-FOD 561 | 206 %
10286 | CAF | LTE-FDD (SC-FDMA, 50% RB, 3 MHz, OPSK) LTEFOD 572 | 296 %
10206 | CAF | LTE-FDD (SC-FDAAA, 50% RB. 3 MHz,  16-0AM) LTE-FOD 639 | =986 %
10300 | GAC | LTE-FDD (SC-FOMA, 0% BB, 5 MHz, Ba-ChAM) LTE-FDD BB | 296% |
10001 | CAC | |EEE BOZ. 18e WiMAK (25:18, Sms, 10MHz, QPSK, PLISC) WWiklAX 1203 | =86 %
10302 | CAB | IEEE BOZ.18e WikAX (29018, Sms, 10MHz, GFSK, PUSC, 3CTRL) WikAX 12567 | 286 %
10303 | CAB | IEEE BOZ.16e WiMAX (31:15, Gms, 10MHz, G40AM, Fust:] WA 1252 | 06 %
10304 | CAA_| IEEE B02.160 WIMAX (2918, Sms, 10MHz, G4CAM, PUSC) WA 186 | 0.6 %
103058 | CAA | IEEE BOZ 162 WiMAX (31:15, 10me, 10MHz, B40AM, PLSC) WliAX 1524 | +96%
10308 | CAA | IEEE BO2. 18 WilAX (2918, 10ms, 1EIHH:c E40AM, PLISC) WA 1467 | +06%
10307 | AAB | IEEE BO2 16a WibAX (29:18. 10ms, 10MHz, QPSK, PUSC) | MMAK 1449 | +BA %
10308 | AAS | IEEE 800 152 WilAX (39:18, 10ms, 10MHz, 150AM, PUSC) | iR 1448 | +06%
10308 | AAB | IEEE 202 108 Wil (2818, 10ms, 10MHz, 160AM,AME 2x3) WMAX 14.58 | +86%
10310 | AAB | IEEE B02. 16 WiMAX (20:18, 10ms, 10MHz, OPSK, AMC Zx3 WWIMAX, 14567 | £96%
10311 | AAB | LTE-FOD (SC-FOMA, 100% RB, 15 MHz, OFSK) LTE-FOIZ G606 | 96 %
10313 | AAD | iDEM 1:3 IDEN 1051 | 496 %
10314 | AAD | IDEM 1:6 I iDEN 1348 | +56%
10315 | AAD | IEEE 802.11h WiFi 2.4 GHz (D555, 1 Mbps, 96pc do) WILAN 171 | +86%
10316 | AAD | IEEE B02.11g WiFi 2.4 GHz (ERP-OFDM, & Mbps, 88pc do WLAN 838 | 266 %
10T | AAA | IEEE BOZ.11a WiFl § GHz (OFDM, & Mbps, 86pc de) WLAN B35 | +96%
10362 | AAA | Pulse Wavelarm (200K, 10%) Ganenc 1000 | 296 %
10353 | AAA | Pulse Waveform {200Hz, 20%:) Geneic G899 | £96 %
10354 | AAA | Pulse Wavelorm (200Hz, 40%) Genaric 394 | +06 %
10368 | AAA | Pulse Waveform (200Hz. G0%) Genaric 222 | £0E %
10358 | AAA_ | Pulse Waveform {200Hz, BO%) | Genaric 007 | t06%
10367 | AAA | OPSK Waveform, 1 MHz Genarlc 510 | +88%
10388 | AAA | QPSK Wavaform, 10 MHz Generic 5.22 | +96%
10206 | AAA | B4-LAM Waveaform, 100 kHz Genaric 637 | +0B%
10389 | AAA | B4-CAM Waveform, 40 MHz Generic 627 | 496 %
10400 | AAD | IEEE 802, 11ac WiFi (20MHz, 64-QAM, Bipc dc) WLAN B.AT | +96%
10401 | AAA [ IEEE 802 11ac WIFI [40MHz, &4-0AM, S5pc de) WLAN 560 | *96%
10402 | AAA | IEEE 802, 11ac WiFi (A0MHz, 64-0AM, S8pc do) WLAN 51 | +968%
10403 | AAE | COMAZD00 {14EN-DO, Rav, 0) COMA2DD) 176 | 208%
10404 | AAE | COMAZ000 (1EV-00, Rev, A) COMAZDNG 477 | #BE %
10406 | AAD | COMAZO00, RCA, s:ocaz SCHD, Full Rate COMAZ000 522 | £08%
10410 | Add | LTE-TDD (SC-FOMA, 1 RB, 10 MHz, QFSK, UL Sub=2,3.4,7,8.9) LTE-TDD 782 | £B.B%
10414 | AAA | WLAN CCOF, B4-0AM, 40MHz Generic BS54 | +0.6%
10415_| AAA | IEEE BOZ.11b Wii 2.4 GHz (D555, 1 Mibps, Fpc dc)_ WLAN 154 | +0.6 %
10416 | AAA | IEEE BOZ.11g WiFI 2.4 GHz (ERP-OFDM, & Mbps, 99pc de) WLAM B23 | +06%
10417 | AAA | IEEE BDZ 11ah WiFi 5 GHz (DFDM, & Mbps, $8pc do) WILAN B.23 | +06%
10418 | AdA | IEEE BO2. 11g WiFi 2.4 GHz (DESS-OFDM, 6 Mbps, BBpc, Long) WLAN 8.14 | +96%
10419 | AdS | IEEE BO2 11g WIFi 2.4 GHz (DSSS-OFDOM, 8 Mbps, 00ps, Short) WLAM 819 | +968%
10422 | AAA | IEEE 802 11n (HT Greenfield, 7.2 Mbgs, BPSK) WLAN 832 | z956%
10423 | AAA | IEEE 802 11n (HT Greendield, 43.3 Mope, 16-0AM) WLAN 847 | 2068 %
10424 | AAE | IEEE 802.11n (HT Greenfield, 72.2 Mbps, B4-0AM) WLAN B840 | £0.6%
10425 | AAE | IEEE 802.11n (HT Greanfield, 15 Mbps, BPSK) WILAN 841 | £B6%
10426 | AAE | IEEE BOZ.11n (HT Greenfiald, 00 Mbps, 16-0AM) WLAM B45 | +06%
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10427 | AAR | IEEE BOZ.T1n (HT Greenfizld, 150 Mbps, G4-ChARd) WLAN 841 [ t06%
10430 | AAB | LTE-FOD (OFDMA, 5 MHz E-TM 3.1) LTE-FDD B2B | +BA%
10431 | AAC | LTE-FOD (OFDOMA, 10 MHz, E-TM 5.1) LTE-FOD B3B8 | +06%
10432 | AAB | LTE-FDD [OFDMA, 15 HHz. E-TM 3.1) LTE-FOHD 834 | +B8%
10433 | AAC | LTE-FDD (OFDMA, 20 MHz, E-T 3.1) LTE-FDD 834 | +96%
10434 | AAG | W-CDOMA (BS Test Model 1, 84 DPCH) WCOMA 850 | +96%
10435 | AAA | LTE-TDD {SC- FDHIn 1 RB, 20 MHz, QPSK, UL Sub) LTE-TDD 782 | +96%
10447 | AAA_ | LTE-FDD (OFDMA, § MHz, E-TM 2.1, Clipping 44%) LTE-FOD 766 | 2D6%
10448 | ARA | LTE-FDD (OFDHMA, 10 MHz, E-TM 3.1, Clippin 44%) LTE-FDD 753 | *96%
10448 | AAC | LTE-FOD (OFOMA. 15 MHz, E-TM 3.1, Cliping 44%) LTE-FDD 751 | $98%
10450 | ARA | LTE-FDOD (OFDMA, 20 MHz, E-TM 3.1, Clipping $4%) LTE-FDD 748 | +86%
10451 | AAA | WECOMA, (BS Tost Model 1, 84 DFCH, Clipping 44%) WCDMA 760 [ +98%
10453 | AAC | Validalion {Square, 10ms, 1ms) Tasl 1000 | £B6%
10456 | AAC | IEEE 802 11ac WiFi (160MHz, S4-C0AM S9pc dc)_ WLAN BE3 | 406 %
10457 | AAC | UMTS-FOD (DC-HSDPA] WICDOMA G622 | 06 %
10458 | AAC | COMA000 (15EV-DOD, Rew, B, 2 cmnr@] COMAZODD 655 | +89.6%
10450 | AAC | COMAZO00 (1xEV-D0, Rav. B, 3 camers, rej COMASNDD 25 | +D6%
10460 | AAC | UMTS-FDO (WEDMA, AMF) WD, 239 | 296 %
10461 | AAC | LTE-TDD (SC- -FOMLA, 1 RE, 1.4 MHz, QPSK, LIL Sub) LTE-TDD 782 | :88%
AD4E2 | AAC LTE-TOD (SC-FOMA, 1 RB, 1.4 MHz, 16-CAM, UL Sub) LTE-TCD BA0 | £96 %
10453 | AAD | LTE-TDD (SC-FOMA, 1 RB, 1.4 MHz, ﬁ4-&m UL Sub) LTE-TDD ESE | +0.8 %
10464 | AAD | LTE-TDD (SC-FOMA, 1 RB. 3 MHz, OPSE, UL Sub} LTE-TDD TE2 | £0.6%
10465 | AAC | LTE-TDD {SC-FOMA, 1 | BB, 3 MHz, 16-0AM, UL Sub) LTE-TDD 832 | +06%
10466 [ AAC | LTE-TDD {SC-FOMA, 1 RB, & MHz, B4-0AM, UL Sub} LTE-TDD 857 | +D6%
10467 | AAA | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, QPSK, UL Sub) LTE-TDD T2 | D6 %
10468 | AAF | LTE-TDD (SC-FOMA, 1 RE, 5 MHE, 16- mu UL Sul) LTE-TOD 8.32 | +96%
10485 | AAD | LTE-TDD (SC-FOMA, 1 RE, 5 MHz, G4-0AM, UL Sub) LTE-TDD B.56 | 56 %
10470 | AAD | LTE-TDD (SC-FOMA, 1 RE, 10 MHz, OPSE, UL Sub) LTE-TOD TH2 | +98%
10471 | AAC | LTE-TDD (SC-FOMA, 1 RB, 10 MHz, 18-0AM, UL Sub) LTE-TDD B.3Z | 98 %
10472 | AAC | LTE-TDD (SC-FOMA. 1 BB, 10 MHz, 84-QAM, UL Sub) LTE-TOD BAT | +06%
10473 | AAA | LTE-TDD {SC-FOMA, 1 RB, 15 MHz, QPSK, UL Sub) LTE-TDD 782 | +DE%
10474 | AAC | LTE-TDD {S5C-FDMA, 1 BB, 15 MHz, 16-2AM, UL Sub) LTE-TOD B3 | +06%
10475 [ AAD | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 64-0AM, UL Sub) LTE-TDD: 8587 | +96%
10477 | AAC | LTE-TDD (SC-FDMA, 1 RE, 30 MHz, 16-0AM, UL Sub) LTE-TDD 832 | 296%
10478 | AAC | LTE-TDD (SC- FDMA 1 RB 20 MHz, G4-0AM, UL Sub) LTE-TDD BAT | +D6%
10479 | AAC LTE-TOD {SC-FOMA, 50% RB, 1.4 MHz, OPSK, UL Sub) LTE-TDD 774 | 208 %
10480 | AAA | LTETOD (SC-FOMA, 50% RE 14 MHz. 18-0AM, UL Sub) LTE-TDD | B8 | +96%
10481 | AAA | LTE-TDD (SC- Fl:lm 50% RB, 1.4 MHz, £4-0AM, UL Sub) LTE-TDD B45 | +PA%
10482 | AAA | LTE-TDD (SC-FOMA, 50% RE, 3 MHz, CPSK, UL Sub) LTE-TDD .71 +0.6%
10483 | AAA | LTE-TDD (SC-FOMA, 50% RE, 3 MHz, 16-0ARM, Sub) LTE-TOD 8.3 | +06%
10484 | AAB | LTE-TOD {SC-FDMA, 50% RE, 3 MHz, 54-0AM, UL Suby) LTE-TOD 447 | +96%
10465 | AAB | LTE-TOD (SC-FOMA, 50% RB, 5 MHz, OPFSK, LIL Sub) LTE-TDD 753 | 296 %
10488 | AAB | LTE-TDD (SC-FOMA, 50% R, 6 Mz, 16-0AM, UL Sub) LTE-TDD 838 | 96%
10487 | AAC | LTE-TDD (SC-FDMA, 50% RB, & MHz, 64-0AM, UL Sub) LTE-TDD BH0 | =08 %
10488 | AAC | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, QPSK, UL Sub) LTE-TDD 70 | £9.6%
10488 | AAC | LTE-TOD (SC-FOMA, 5% RE, 10 MHz, 16-2AM, UL Sub) LTE-TOD 831 | +B8%
10480 | AAF | LTE-TDD (SC-FOMA, 50% RE, 10 MHz, 64-0AM, UL Sub) LTE-TLD 854 | +06%
| 10481 | AAF | LTE-TDD (SC-FOMA, 50% RE, 15 MHz, OPSK, UL Sub) LTE-TOD T74 | +96%
10482 | AAF | LTE-TOD (SC-FOMA, 50% RE., 15 Mz, 16-0AM, UL Sub) LTE-TDD 841 | 2967% |
10463 | AAF | LTE-TOD (SC-FDMA, 50% REB. 15 MHz, £4-0AM, UL Sub) LTE-TOD 856 | :95 %
| 10454 | AAF | LTE-TDD (SC-FOMA, 50% RB, 20 MHz, QPSK, UL Sub) LTE-TDD 774 | *DE%
10495 | AAF | LTE-TDD (SC- FOMA, 50% RH, 20 MHz, 16-0AM, UL Sub} LTE-TOD B37 | 208%
10496 | AAE | LTE-TDD (SC-FDRMA, 50% RB, 20 MHz, 54- Qﬁ.h‘l. UL Sub) LTE-TDD BAd | +0E6%
| 10487 | AAE | LTE-TDD {SC-FOMA_ 100% RB 14 I'-le QPSK, UL Sub) LTE-TOD TET | +BE%
10408 | AAE | LTE-TDD (SC-FDMA, 100% RE, 1.4 MHz, 16-0AM, UL Sub) LTE-TDD 840 | +96%
10480 | AAC | LTE-TDD (SC-FDMA, 100% RE, 1.4 MHz, B2-0AM, UL Suaby) LTE-TOD 468 | +968%
10500 | AAF | LTE-TOD (SC-FOMA, 100% RE. 3 MHz, OPFSK, UL Sub) LTE-TDD 76T | t08%
10801 | AAF | LTE-TOD (SC-FDMA, 100% RE, 3 MHz, 16-0AM, UL Sub) LTE-TDO Bad | +06%
10502 | AAB | LTE-TDD (SC-FDMA, 100% REB, 3 MHz, B4-0AM UL Sub) LTE-TDDO B52 [ +p8%
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10603 | AAB | LTE-TDD (SC-FOMA, 100% RB, & MHz, OPSK, UL Sub) LTE-TDD 772 | 06 %
10604 | AAB | LTE-TOD (SC-FOMA, 100% RE, & MHz, 16-0AM, UL Sub) LTE-TDD 631 | +96%
10805 | AAC | LTE-TOD (SC-FDMA, 100% RE, § MHz, 64-0AM. UL Sub) LTE-TDD 854 | +86%
10806 | AAC | LTE-TOD (SC-FDMA, 100% RB, 10 MHz, OPSE, UL Sub) LTE-TOD T.04_| 186%
10507 | AAC | LTE-TOD (SC-FOMA, 100% BB, 10 MHz, 16-0AM, UL Sub) LTE-TDD 836 | 196%
105068 | AAF | LTE-TOD (SC-FOMA, 100% A8, 10 MHz, 64-0AM, UL Sul LTE-TOD 855 | $9.6%
10508 | AAF | LTE-TDD (SC-FOMA, 100% RE, 15 MHz, QPSK, UL Sub) LTE-TDD 799 | :06%
10510 | AAF | LTE-TDD {SC-FOMA, 100% BB, 15 MHz, 16-Cb, UL Sub) LTE-TDDO 848 | +96 %
10511 [ AAF | LTE-TOD {SC-FOMA, 100% RE, 15 MHz, A4-ChAM, UL Sas) LTE-TDDO 851 | 8.6 %
10512 | AAF | LTE-TDD (SC-FOMA. 100% BB, X MHz, QPSK, UL Sub) LTE-TDO 774 | +0.6%
10513_| AAF_| LTE-TDD (SC-FOMA, 100% RE, 20 MHz, 16-0AM, UL Sub) LTE-TD:D B42 | +86%
10514 | AAE | LTE-TDD (SC-FOMA, 100°% RE, 20 MHz, B4-0AM, UL Sub) LTE-TOD B4E | +06 %
10515 | AAE | IEEE BO2 11k WiFi 2.4 GHz (D555, 2 Mbps, 98pc di} WLAN 158 | +9.6%
10516 | AAE | IEEE BOZ. 110 WiF| 2.4 GHz (D555, 5.5 Mbps, 88pc de) WLAN 167 | 296%
10517 | AAF | IEEE 803, 11h WiFi 2.4 GHz (0555, 11 Mbps, 09pc do) WLAN 158 | +96%
10518 | AAF | IEEE 802.11aMm WIFI 5 GHz (OFDM, 8 Mbps, $8pc de) WLAN 823 | +96%
10518 | AAF | IEEE 802, 11afh WiFi 5 GHz (OFDM, 12 Mbps. 98pc de) WLAN 839 [+96%
10520 | AAR | IEEE 802.11am WiFi & GHz (OFDi, 18 Mbps, 989pc do) WLAN 812 | +96%
10521 | AAB | IEEE B02.11af WiFi 5 GHz (OFOM, 24 Mbps, 98pe de) WLAN 797 | 98 %
10522 | AAB | IEEE BOZ, ah Wi & GHz (QFDM. 36 Mbps, 99pc do) WLAN Ba45 | +96 %
10523 | AAC | IEEE BOZ. 11a/h WAFI 5 GHz (OFDM, 48 Mbps, BBpe de) WILAN BO3 | £08%
10524 | AAC | IEEE BOZ 11a/h WAFI § GHe (OFDM, 54 Mbps, 88pc do) WLAN B27 | +96%
10525 | AAC | IEEE BOZ 11ac WiFi (200Hz, WG5S0, 599 do) WLAN BJE | +08%
10526 | AAF | IEEE 802 11ac WIFI [20MHz, MCS1, Spe de) WLAN B42 | +068%
10527 | AAF_| IEEE 802.11ac WIF [200Hz, MGS2, #9pc do) WiLAN B21 | +D6%
10528 | AAF | |EEE 802.11ac WiFi {20MHz, MCS3, 99pc do) WLAN 838 | +96%
10628 | AAF | [EEE 802.11ac WIFI {20MHz, MCS4, 98pc de) WILAMN B35 | 296 %
10631 | AAF | IEEE BO2.11ac WiFi (20MHz, MCSE, 88pc do) WLAMN 843 | +96 %
10832 | AAF | IEEE BO2.11ac WiFi (20MHz, MCST, 88pc da) WLAMN 829 | :98%
10533 | AAE | IEEE BDZ.11ac WiFi (20MHz, MCS3, 8Bpe dc) WLAN 838 | +96 %
10534 | AAE | IEEE BOZ.11ac WiFi (400Hz, MCSD, O8pec do) WLAN B.A5 | B8 %
10535 | AAE | IEEE 802 11ac WIFi (400Hz, MCS1, BBpe de) WLAN B46 | £+ 0.6 %
10536 | AAF [ IEEE 802 11ac WiFi (400MHz, MCS2, 88pc dr) WLAN 832 [106%
10537 | AAF | IEEE 802.11ac WiFi (40MHz, MCS3, 90pc dc) VILAN B44 | £DE%
10638 [ AAF | IEEE 802.11ac WIFI {40hHz, MCS4, S8pc de) WILAN 854 | +96%
10540 | AAA | IEEE BOZ. 11ac WiFi (40MHz, MCSS, 99pc de) WLAN 830 | +96%
10241 | AAA | IEEE BOZ2.11ac WiFi (#0MHz, MCST, 99pc de) WLAMN B8 | +98 %
10542 | AAA | IEEE BOZ.11ac WiFi (40MHz, MCEE, 89pe do) WLAN 865 | 206%
10543 | AAC | IEEE BOZ, 11ac WiFi (40MHz, MCSE, 99pc do) WLAMN 8.66 | £9.6%
10544 | AAC | IEEE B0 T1ac WiFI (BOMHz, MCS0, B0pe de} WLAN BA7 | £06%
10545 | AAC | IEEE BO2 11ac WiFi (B08MHz, MCS1, B8ps do) WLAN B.55 | £BA%
10546 | AAC | IEEE BOZ_ 11ac WiFi (B0MHz, MCS2, G8pc dc) WLAN B3E | +0.6%
10647 | AAC | IEEE 802 11ac WiFi (30MHz, MCS3, Bee de) WLAN B40 | t0E%
10548 | AAC | IEEE A02.11ac WiFi (80MHz, MCS4, S8po do) WiLAN 837 | +96%
10560 [ AAC | IEEE 802, 11ac WiFi (80MHz, MCSE, 80pc de) WLAN 830 [ +96%
10551 | AAC | IEEE BOZ. 11ac WIF| (80MHz, MCST, 89pc da) VWLAN 850 [ +96%
10552 | AAC | IEEE BOZ.11ac WiFi (BOMHz, MCSE, 99pc deo) WLAMN 842 | +08%
10553 | AAC [ IEEE BOZ.11ac WiFI (BOMHz, MCS9, 99pc de) WLAM B45 | +06%
10664 | AAC | IEEE 802 118c WiFI (1600Hz, MCS0, BSpc d) WLAN B4 | 068 % |
10865 | AAC | IEEE 802 11ac WiFi [160AHz, MCS1, B0pc dc) WLAN BA7 | 0.8 %
10585 | AAC | |EEE 802, 11ac WiFi (160MHz, MCS2, 89pc de) WLAN B50 | +DE%
10857 | AAC | IEEE 802 11ac WiF| (160MHz, MCS3, $8po do) WLAN BEZ | +96%
10558 | AAC | IEEE 802 11ac WiFi (160MHz, MCS4, $8pcogy WVWLAN 861 | +96%
90560 | AAC | IEEE B0Z.11ac WiFi (160MHz, MCSS, 90pc de) VILAN 873 | +06%
10561 | AAC [ IEEE BOZ.11ac WIFl (160MHz, MCET, 98pc do) WILAN 856 | +06%
10562 | AAC | IEEE BOZ.11ac Wi (160MHz. MCS4, 98pc da) WILAN BAY | 06 %
10563 | AAC | IEEE &0:2 T1ac WFi (160MHz, MC54, BBpe de) WLAN BT | +0.6%
10564 | AAC | IEEE 802.11g WiFi 2.4 GHz (D555-0F0M, § Mbps, 98pc do) WLAN B25 | +9E% |
10586 | AAC | IEEE 802.11g WIiFi 2.4 GHz (DSSS-OFDM, 12 Mbps, B8ac de) WLAN B45 | z08%
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10566 | AAC | IEEE BOZ.11g WiFi 2.4 GHz (DS55-0OFDM, 18 Mbps, 88pc do) WLAN B13 | +86%
10667 | AAC | IEEE B0Z.11g WiFi 2.4 GHz (DSS5-0OFDM, 24 Mbps, BBpc do) WLAN BOO | +98%
10566 | AAC | IEEE BOZ.11g WiFi 24 GHz (DSSS-OFDM, 36 Mbps, B8pe: d) WLAN BE37 | t06%
10569 | AAC | IEEE BOZ.11g WiFi 24 GHz (DS55-0FDM, 48 Wbps, S8pc dc) WLAN B0 | £88%
10670 | AAC | IEEE BOZ.11n WiFi 2.4 GHz (DS55-0F0M, 54 Mbps, BBpe de) WILAN B30 | +06%
10571 | AAC | IEEE BOZ.11b WAFI 24 GHz (D555, 1 Mops, S0pc do) WILAM 188 | +86%
10672 | AAC | IEEE BOZ.11hWiFi 2.4 GHz (DS5S, 2 Mope, S0pc de) WLAN 106 | +068%
10672 | AAC | IEEE B02 11bWiFi 24 GHz (DESS, 6,5 Mbps, B0pc dr) WILAM 10E | +06%
10674 | AAC | IEEE BOZ 11k ViFl 24 GHz (DSS5, 11 Mibps, S0pc d) WILAN 198 | +88%
10675 | AAC | IEEE 802 119 Wikl 2 4 GHz [DSSS5-0OFDM, 8 Mbps, BOpe de) WILAN 50 | +U6%
10676 | AAC | IEEE 802.11g WiFI 24 GHz (D555-0FDM. 8 Mbps, 90pc dc) WLAN 860 | x0B%
10677 | AAC | IEEE 802,11 WiFi 2.4 GHz (DSS5-0FDM, 12 Mbps, S0pc de) WLAN 870 | +06 %
10578 | AAD | IEEE 802.11g WiFi 2.4 GHz (DS55-0FDM, 18 Mbgs, S0pc de) WLAN 840 | +BE%
10679 | AAD | IEEE 802.11g 'WiFi 2.4 GHz (DS55-OFOM, 24 Mbgs, $0pc dc) WLAN 838 | +96%
10580 | AAD | IEEE B02.11g WiFi 2.4 GHz (DSS5-0FDM, 38 Mbgps, 90pc de) WLAN 8476 | +0.6%
10681 | AAD | IEEE B0Z.11g WiF| 2.4 GHz (DSSS-OFOM, 48 Mtps, $0pc da) WLAN 835 | +96%
10582 | AAD | IEEE 802.11g 'WiFi 2.4 GHz ([DS55-0FOM, 54 Mbps, 90pc de) WLAN 467 | +06%
10533 | AAD | IEEE a02.11aM WiFi § GHz (OFDM, § Mbps, 90ps do) WLAN 859 | +98%
10684 | AAD | IEEE 802, 11a% WiFi 5 GHz (OFDM, 8 Mhps, B0pe de) WLAN 880 | +96%
10535 | AAD | IEEE 802.11ah WiFi 5 GHz (OFDM, 12 Mbps, B0pe di) WLAN 8.70 | +96%
10536 | AAD | IEEE 802.11a/h WIFI 5 GHz (OFDM, 19 Mbps, $0pc dc) WLAN 843 | +96%
10587 | aas | IEEE BO2, 11ah WIFi 5 GHz (OFDM, 24 Mbgps, D0pc dc) WLAN 838 | +56%
10556 | AAA | IEEE BOZ.T1ah WiFi 5 GHz (OFDM, 35 Mips, S0pc do) WLAN B.76 | +96%
10680 | aAh | IEEE BOZ2.11ah WIFI 5 GHz (OFDM, 48 Mops, $0pc do) WLAN B35 | +98%
10580 | AAk | IEEE BOZ, T1amh WiFi 6 GH:_;DFDM 54 Mibps, S0pc do) WLAN g. 6'." * 58 %
10501 _| A&A | IEEE BOZ.11n (HT Mixed, 208Hz. MC50, S0pc de) WLAN BEI | 296%
10682 | Add | IEEE BOZ.11n (HT Mixed, 200Hz, MC51, B0ps d) WLAN B79 | =96%
10563 | AAA | IEEE B0Z.71n (HT Mixed, 200Hz, MCS2, B0pe de) WLAN BG4 | 20 %
10864 | AAA | IEEE B02 11n (HT Mixed, 20hHz, MCS3, Blpc do) WLAN B74 | :98%
10666 | AAA | IEEE B2 11n (HT Mixed, 20MHz, MCS4, Blpe dc) | WLAM B4 | +96% |
10566 | AAA | IEEE 802 1in (HT Mixed, 20MHz, MCSE, S0pc de) WLAN B.71 | +68 %
10687 | AAA | IEEE 802 11n (HT Mixed, 200Hz, MCSE, $0pc dc) WLAN B72 | +96%
0688 | AAA | IEEE 802 11n [HT hicesd, 200HE, MCST, 90pc di) WLAN B.50 + 0.8 %
10589 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCS0, $0pe de) WLAN 870 [ 06%
10600 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCS1, 90pc dc) WLAN | BBE | +DE%
10801 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCSZ, 90pc de) WILAN B2 | +0B%
10602 | AAA | IEEE 802110 (HT Mixed, 40hHz, MCS3, 90pc do) WLAN 804 | +06%
10803 | Aas | IEEE 802 11n (HT Mixed, 40MHz, MCS4, 80pc de) WILAR .03 + 08 %
10604 | AAA | EEE 802,110 {HT Mixad. 40MHz, MGSS5, S0pe dc) WLAN 475 | +06%
10605 | AAs | [EEE 802.11n (HT Mixad, 40MHz, MCS8, 90pc dc) WLAN 887 | +06%
10806 | AAG | IEEE BOZ,11n {HT Mlned 40MHz, MCST, 90pe de) WLAN 8.8z + 86 %
10607 | AAC | IEEE BOZ.11ac WiFi (20MHz, MCS0, 80pc dc) WLAN B84 | +06%
10B0E | AAC | IEEE BDZ.11ac WiFi {200MHz, MCS1, B0pc do) | WLAN 4.77 | +96%
10608 | AAC | IEEE BOZ.11ac WiFi (20MHz, MCS2, 80pc de) WILAN 857 | +96%
10610 | AAC | IEEE BOZ.11ac WiFi (20MHz, MCS3, $0pc dc) WLAN B70 | 298 %
10611 | AAC | IEEE BD2.11ac WiFl (20MHZ, MCS4, 90pc o) WLAN B.70 | 296%
10812 | AAC | IEEE BD2, 11p¢ WiFQ (20MHzE, MCSE, 90p: de) WLAM a.77 £ 0.8 %
10613 | AAC | IEEE B02.11ac WiFI (20MHz, MCSE, 90pc da) WILAN B.94 | £96%
10614 | AAC [ IEEE BO2 11ac WiFi (20MHz, MCST, 90pe de) WILAN BAD | £08%
10818 | AAC | IEEE 802 11ac WiFi (20MHz, MCEE, 90pe do) WLAN BH2 | t06%
10616 | AAC | IEEE 802 11ac WIFI (40MHz, MCS0, 90pc dc) WWLAMN BBEZ | +08%
10817 | AAC | IEEE 802.11ac WiFi (408Hz, MCE1, 90pc de) WLAN BB | +06%
10618 | AAG | IEEE 802.11ac WiFi (400MHz, MCS2, 90pc de) WLAN 856 | +BE%
| 10618 _| AAC | [EEE 802 11ac WiFi (4088Hz, MC53, 90pc dc) WLAN 1BE | +96%
0a2 AAG IEEE 802, 11ac WiFi (400He MCS54, B0pe do) WILAN 887 :I:'E:E %%
10621 | AAC | IEEE B0Z.11ac VWiFi (400Hz, MCSS, B0pc dc) WLAN 877 | 296 %
10622 | AAC | IEEE BOZ.11ac WIFI (400MHz, MCS6, 90pc dc) WWLAN 860 | 196%
10623 | AAG | IEEE BOZ 11ac WiFi (d0MHz, MCS7, B0pe dc) WLAN 882 [ +396%
10624 | AAC | IEEE BOZ.11ac WiFi (40MHz, MCS8, B0p< d) WLAN 880 | 96 %
Centificate No:2 51022000822 Page 17 of 13
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10625 | AAC | IEEE B2 T1ac WiFI (A0MHz, MCSB, S0pc og) WLAN 805 | $96%
10828 | AAC | [EEE 802 T1ac WiFi (30MHz, MCSD, $0pc o) WILAN 883 | 496%
10827 | AAGC | IEEE 802.11ac WiFi (A0MHz, MCS51, S0pc dc) WLAN 888 | +96%
10628 | AAC | IEEE 802 11ac WiFi (80MHz, MCS2, 80pc: de) WLAN 871 | $96%
10628 | AAG | IEEE B0Z,11ac WiFi (80MHz. MGS3, 90pc do} WLAN 885 | £98%
10630 | AAC | IEEE 802118z WIF| (S0MHz, MCS54, B0pe de) WLAN 872 | £98%
10631 | AAC | IEEE BOZ.11ac WiFi (BOMHz, MCSS5, 80 de) WLAN 881 | +98%
10632 | AAC | IEEE BOZ 11ac WiFi (BOMHz, MCS6, 80pc dc) WLAN B74 | +06%
10533 | AAC | IEEE BDZ 11ac WiFi (BOMHz, MCST7, B0pc de) WLAN BA3 | +B6%
10634 | AAC | IEEE BOZ T1ac VWiFi (B0MHz, MCSE, B0pc de) WLAN BBOD | +86%
10838 | AAC | IEEE 802 11ac WiFi (BOMHz, MCSB, B0pe de) WLAN BB1 | +0A8%
10636 | AAC | IEEE 802, 11ac WiFi (160MHz, MCS0, S0pc do) WWILAN BEY | +96%
10637 | AAC | |EEE 802.11ac WIF) (160MHz, MCS1, B0pe de) WLAN 870 | $96%
10636 | AaC | IEEE 802, 11oc WiFi {160MHz. MGS2. 90p: do) WLAN 885 | +96%
10838 | AAC | |EEE 802.11ac WiFi {160MHz, MC 53, 90p: do) WLAN 885 | 286%
10640 | AAC | IEEE 802 11ac WiFi (160MHz, MC54, B0 do} WLAN 808 | 96 %
_10B41 | AAC IEEE BOZ.11ac Wik (160MHz, MCS5, G0pc dc) WILAN Q06 | +96 %
10542 | AAC | IEEE B02 11sc WAF| (160MHz, MCSE, Bipc do) WILAN 806 | +BE %
10643 | AAC | IEEE BOZ 11ac WiFi (1600Hz, HGS? B0pc de) WLAN BA9 | +06%
10844 | AAC | IEEE B0Z Tac WiFi (1600MHz, MCSE, H0pc do) WLAN 6.05 | £06%
10645 | AAC | IEEE 802.11ac WiFi (150MHz, MESB, Hlpe de) WVLAN 911 | +96%
10646 | AAC | LTE-TDD {SC-FDMA, 1 BB, & MHz, QPSK, UL Sub=2 7} LTE-TOD 1196 | +96%
10847 | AAG | LTE-TDD {(SC-FDOMA, 1 RB, 30 MHz, QPSK, UL Sub=2,7) LTE-TDD 1186 | +9A%
10648 | AAC | COMAZ000 {1x Advanced) COMAZOND 148 | +96%
10B52 | AAC | LTE-TDD [OFCMA, § MHz, E-Th 3.1, Clipping 44 %) LTE-TDD 6O | 96 %
10653 [ AAC | LTE-TDD (OFDMA, 10 MHz, E-TM 3.1, Clipping 44%) LTE-TDD F42 | 296 %
10654 | AAC | LTE-TDD (OFDMA, 15 MHz, E-TM 3.1, Clipping 44%) LTE-TDD .56 | +06%
10655 | AAC | LTE-TDD (OFDMA, 20 MHz, E-TH 3.1, Glipping #4%} LTE.-TOD 721 | 86 %
10858 | AAC | Pulse Waveform (200Hz, 10%) Tast 1000 | +0.8%
10658 | AAC | Pulse Waweform (200Hz, 20%;) Test 699 | +86% |
10660 | AAC | Pulse Wavefomm (200Hz, 40%:) Test 3068 | +B8%
10661 | AAC | Pulss Waweforn (300Hz, B0%) Test 222 | +06%
| 10662 | AAC | Pulse Waveforrn (200Hz, 50%) Test 087 | +t9B%
10670 | AAC | Biuedooth Low Energy Blustaoth 2198 | £96%
10671 | AAD | IEEE BOZ.11ax (20MHz, MCS0, B0pe i) WLAN 900 | +96%
10572 | AAD [ IEEE BO2.11ax (20MHz, MCS1, D0pc do) WLAM 857 | 296 %
10873 | AAD | IEEE B0Z 11ax (20MHz, MCS2, S0pc de) WWLAMN 878 | £96%
10674 | AAD | IEEE BOZ 11ax (20MHz, MCE3, $0pc do) WLAN | B.74 | 8.8 %
10875 | AAD | |EEE 802 11ax (20MHz. MCS4, 80pc di) WLAN B.90 | +6.6%
10676 | AAD | IEEE 802 11ax (20MHz, MCSS, S0pc de) WLAN BT | +t0E%
10677 | AAD | IEEE 802 11ax (200Hz, MCSE, S0pc do} WLAN B73 | +BE%
10678 | AAD | IEEE 802 11ax (200Hz, MCST, S0pc dc) WLAN BTE | +96%
10678 | AAD | IEEE 802.11ax (20MHz, MCSS, BOpe de) WULAM 860 | +96%
10580 | AAD | IEEE 802 11a (200MHz, MGSS, B0pc de) WLAN 860 | +96%
10881 | AAG | IEEE BOZ 11ax (20MHz, MCS10, S0pc do) WLAN 882 | +96%
10602 | AAF [ IEEE BO2.11ex (20MHz, MCS11, B0pe de) WLAN 883 | 288%
10683 | AAA | IEEE BOZ 11ax (20MHz, MCS0, 8pc d) WLAN 842 | +06%
10884 | AAC | |EEE 802 11ax (20MHz, MCE1, 990 de) WILAN B2E [ +BA%
10GBS | AAC | IEEE 802.11ax [20MHz, MC52, 99pc; do) VWLAN B33 | +86%
10688 | AAC | IEEE 802.11ax (20MHz, MC53, 99pc de) LA BZB | +0.6%
10687 | AAE | IEEE 802 11ax (20MHz, MCS4, 09pe de} VULAN BAS | +96%
10688 | AAE [ IEEE BOZ.11ax (20MHz, MCS6, B8pa dr) WLAN 829 | 196%
10280 | AAD | IEEE BOZ.11ax (20MHz, MCSE, Bfipc dc) WLAN 855 | £D6%
10880 | AAE | IEEE BOZ.11Ex (20MHz, MCST, B8pe de) WLAN 829 | $0B%
106681 | AAB | IEEE BOZ.112x (20MHz, MCSE, $9pc do) WLAMN 8.26 | +06%
| 06E2 | AAA_| [EEE 802 11ax (Z0MHz, MCSD, 89pc do) WLAN B2 | +BA%
10683 | AAA | IEEE 802 11ax (20MHz, MCS10, 90pe de) WLAN BE26 | +D6 %
10664 | AAS | IEEE 802.11ax (20MHz, MCE11, 89pc o) WLAN BET | +96%
10585 | AAA | IEEE 802 11ax (400Hz, MCS0, S0pc dop WWLAN B78 | $96%
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[ 10696 [ AAA | IEEE 802 11a (400Hz, MCS1, BOpe di) WLAN 801 [ +06%
10897 | AAA | |EEE 802 11ax (400Hz, MCS2, S0pc d) WLAN 861 | +86%
10698 | AAA | [EEE 802 11ax (400Hz, MCS3, B0pc dc) WLAN BB | +96%
10688 | Adn | IEEE 802, 11ax (400Hz, MES4 Blpc de) WLAMN 862 | 196%
10700 | AAA | IEEE 802.11ax (40MHz, MCSS, 90pc dc) - WLAN B71 | 86%
10701 | AAA | IEEE BO02.11ax (40MHz, MCSE, 90pc de) WLAN | 888 | 296%
10702 | AAs | IEEE BOZ.11ax (40MMHz, MCST, S0pc do) WLAN B70 | :86%
10703 | AAA | IEEE BOZ 11ax (40MHz, MCSE, S0pe do) WILAN BA2 | +96%
10704 | And | IEEE BOZ.11ax (40MHz, MCSS, 90pc do) WILAN B.56 | +B.6%
10706 | Asd | IEEE BOZ.118x (40MHz, MCS10, S0pe di) WLAN BED | +896%
10706 | AAC | |EEE BOZ 11ax (40MHz, MCS11, 0pe de} WLAN BEE | £0.6%
10707 | AAC | IEEE 802 11ax (40MHz, MCS0, 88pc do) WLAN B32 | +86%
10708 | AAC | IEEE 802 11ax (408Hz, MCS1, DBpe dc) WLAN [FEETES
10708 | AaC | |EEE 802. 11ax (40iHz, MCS2, 88pc dc) WLAN B33 | +B6%
1070 | AAC | |EEE 802.11ax (40Hz, MCS3, Bipe do) WLAN 820 | +H6%
10711 | AAC | IEEE BOZ.11ax (40MHz, MCS4, B8 di) WLAN 8.3 | +96%
10712 | AAC | IEEE BO2.11ax (40MHz, MCSS, Sbpc do) WLAN BET | +96%
10713 | AAC | IEEE BOZ.11ax {40MHz, MCSE, S8pc do) WLAN 833 [ +86%
10714 | AAC | IEEE BOZ.11ax (40MHz, MCST, $po do) WILAN B3 | +08%
10715 | AAC | IEEE B0Z.11ax (40MHz, MCSE, 99pc oo) WLAN 845 | +96%
10716 | AAC | IEEE B0Z.11ax (40MHz, MCSS, 99pe de) WLAN B30 | +98%
10717 | AAC | IEEE BOZ 115 (40MHz, MCS10, S9pc do) WILAN A48 | £08%
10718 | AAC | IEEE 802 11ax (40MHz, MCS11, 99pc do) WLAN B24 | £06%
10718 | AAC | [EEE 802 11a (BOMHz, MCS0, B0pe de) WLAN B8l | +08%
10720 | AAGC | IEEE 802.11ax (B08Hz, MCS1, 90pc dc) WLAN BAT | +06%
10721 | AAC | IEEE 802.11ax (B00Hz, MCSZ, BOpe dr) WILAN 876 | +D8%
10722 | AAC_| IEEE 802 1ax (A0MHz, MCS3, Blpc do) WILAN 856 | 196 %
10723 | AAC | IEEE BOZ2.11ax (80MHz, MCS4, B0pc dc) WLAN 8.70 | +06%
10724 | AAC | IEEE BO2.11ax (30MHz, MCS5, B0pc de) WLAN 800 | 196 %
10725 | AAC | IEEE BD2.11ax (A0MHz, MCS6, S0pc dc) WLAN BT4 | +96%
10728 | AAC | IEEE BOZ.11ax {S0MHz, MCST, S0pc de) WLAN BT2 | 296%
10727 | AAC | IEEE BD2Z.11ax (BOMHz, MCSE, 80pc dc) CWILAN BEG | £96%
10728 | AAC | IEEE B02.11ax (BOMHz, MCS9, 90pc da) WILAN BES | +BE %
0728 | AAC | IEEE 802 118 (BOMHz, MCS10, BOpc de) WLAN BG4 | 96 %
10730 | AAC | IEEE 802 11ax (B0MHz, MCS11, S0pc dc) WLAN BET | +06%
10731 | AAC | |IEEE 802 11ax (808Hz, MCS0, 58pc do) WLAN 542 | +08% |
10732 | AAC | IEEE 802.11ax (B0MHZ, MCS1, 98ps do) WVILAN BAG | +06%
10733 | AAC | IEEE BO2. 11ax (B0MHz, MCS2, Opc do) WLAN 840 | +8E8%
10734 | AAC | IEEE BOZ.11ax (30MHz, MCS3, BBpe do) WLAM 825 | t96%
10735 | AAC | IEEE BOZ.11ax (30MHz, MCS4, 88pc dr) WILAM 833 | +96%
10738 | AAC | IEEE BOZ. 11ax (80MHz, MCSS, Sfpc do) WLAM 827 | 296 %
10737 | AAG | IEEE BOZ.11ax (B0MHz, MCSE, 85pc do) WLAN B35 | #98%
10738 | AAC | IEEE BOZ.11ax (BOMHz, MCST, $9pc do) WLAN BAZ | =06 %
10738 | AAC | IEEE 802 11ax (BOMHz, MCSE, 99pc dc) WiLAN B.28 | #BB%
10740 | AAC | IEEE 802 118x (BOMHz, MCSS, 90pe de) WLAN B4R | +0.6%
10741 | AAC | IEEE 802, 11ax (B0MHz, MC510, 88pc dc) WLAN B40 | +BE%
1074z | AAC | IEEE BO2. 11ax (800MHz, MCS511, 99pc dc) WLAN 842 | +D6%
10743 | AAC | IEEE B02.11ax (160MHz, MCS0, B0pe de) WLAN B4 | £9.6%
10744 | AAC | IEEE BOZ. 11ax (160MHz, MCS1, $0pc de) WILAN 916 | +96% |
10745 | AAC | IEEE BO2 11ax {160MHz, MCS2, S0pc de) WLAM 881 [ +96%
10746 | AAC | IEEE BOZ. 11ax (1B0MHEz, MC S, 90pc ) WLAN 911 | #BE6%
| 10747 | AAC | IEEE BOZ 11ax (160MHz, MCS4, 90pc do) WLAN o4 | £0.8%
10748 | AAC | IEEE 802.11ex (1600Hz, MCSS, 80pc de) WLAN B93 | £06%
10748 | AAC | |EEE 802 11ax (1600Hz, MCS8, 80ps de) WLAN BB0 | £BE%
10750 | AAC | IEEE A02 11ax (160Hz, MCS7, 90pc do} WLAN B79 | +06%
10761 | AAC | |EEE 802.11ax (160MHz, MCS8, BOps de) WLAN 8B2 | +0E%
10752 | AAC | IEEE BOZ.11ax (180MHz, MCSS, Blpc d) WLAK 8Bl | +96%
10763 | AAC | IEEE BOZ. 11ax (160MHz, MCS510, fdpc dc) WLAN 900 | 96 %
10754 | AAC [ IEEE BOZ.11ax {160MHz, MCS11, Bpe de) | Wian 854 | +96% |
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10755 | AAC | IEEE B0Z.11ax {160MHz. MCSD, 89pc do) WLAN BE4 | £06% |

| 10758 | AAC | IEEE BOZ.11ax (160MHz, MCS1, 99pc dao) WLAN B77 | +98%
10767 | AAC | |EEE BO2.11ax (160MHz, MGSE 98pe de) WILAN BIT | +06%
10756 | AAC | IEEE BOZ.11ax (160MHz, MC53, 99pcdc) WLAN BEY | tBE%
107608 | AAC | IEEE B2 17 (1600H:, MCS4, 08pe di) WLAN 858 | +06%
10760 | AAC | IEEE B02 11ax (160MHz, MGSS A8pc dc) WLAM 848 | +BE%
10761 | AAC | IEEE BOZ 11ax (160MHz, MCSE, BBpe dt) WLAN 050 | +06%
10782 | AAC | IEEE 802, 11ax (180MHz, MCSY, B8pe de) WLAN 840 | +0.6%
10763 | AAC | IEEE 802.11ax [160MHz, MCSE, BBpc dc) WLAN 851 | +96%
10784 | AAC | |EEE 802, 11ax (160MHz, MESE, B5pe de) WLAN 854 | +96%
10065 | AAC | IEEE B02.11ax (160MHz, BCS10, $9pc do) WLAN 854 | 286%
10788 | AAC | IEEE BOZ.11ax {1B0MIz, MCS11, DBpe de) WLAN BE1 | :06%
10767 | AAC | BG NR (CP-OFDM, 1 RB, 5 MHz, QPSE, 15 kHz) SGMNRFRITDD | 789 [ +86%
10766 | AAC | 50 MR ([CP-OFDM, 1 RB, 10 MHz, OPSK, 15 kHz) GGMNRFRITOD | A0 | +96 %
10760 | AAC | 5G NR (CP-OFDM, 1 RB, 15 MHz, QPSK, 15 kHz) SGNRFRATOD | B.O1 | +8.65%
10770 | AAC | 50 NR (CP-OFDM, 1 RB, 20 MHz, QPSK, 15 kHz} SGMRFRITDD | BOZ | +96%
10771 | AAC | 5G NR {CP-OFDM, 1 RE, 25 MHz, QPSK, 16 kHz} GGEMWRFRITOD | BOZ | +06%
10772 | AAC | 5G R (CP-OFDH, 1 RB, 30 MHz, QPSK, 15 kHz) SGNRFRITOD | B23 | +8.68%
10773 | AAC | 5G MR (CP-OFDM, 1 RB, 40 MHz, OPSK, 15 kHz) EGMRFRITOD | 803 | +06%
10774 | AAC | 6G MR (CP-OFDM, 1 RB &0 MHK. QPSK. 16 kHz) SGNRFRITOD | 802 | +8.6%
10775 | AAC | 5G MR (CP-DFDM, 50% RB, 5 MHz, OPSK, 15 kHz) SEGNRFRITOD [ 831 | +06%
10776_| AAC | BG MR (CP-DFOM, 50% RB, 10 MHz, OPSK, 15 kHz) EGNRFRITOD | 830 | +96%
1777 | AAG | BG MR ([GP-DFDM, 60% BB, 15 MHz, QPSK, 15 kHz) SGNRFR1TDD | 830 | +968%
10778 | AAC | 5G NR (CP-OFDM, 50% RB, 20 MHz, QP 5K, 15 kHz) SGNRFR1TDD | 094 | 266%
10778 | AAC | 5G MR [CP-OFDM, 50% RB, 25 MHz, OPSK, 15 kHz) SGHNRFRITOD | 842 | z86%
10780 | AAC | BG NR (CP-OFDM, 50% RB, 30 MHz, QPSK, 15 kHz) SGNRFRITDD | 838 | :96%
10781 | AAC | 535 R (CP-OFDM, 50% RB, 40 MHz, OPSK, 15 kHz} GEMRFRITDD | 838 | 96 %
10762 | AAC | 5G NR {CP-OFDM, 50% RE, 50 Mz, OPSK. 16 kHz) SGNRFRITOD | BA3 | +08%
10783 | AAC | 5G MR (CP-OFDMA, 100% RB. 5 MHz, QOPSK, 15 kHz) EGNRFRITDD | B31 | +068%
10784 | AAC | 5G MR (CP-OFOM, 100% RS, 10 MHz, OPSK, 15 kHz) SGNRFRITOD | B.28 | +B6 %
1W07as | AAG | BG NR (CP-OFDM, 100% RB, 15 MHz, OPSK, 15 kHz) EGNRFRITOD | B4D | +6.6%
10786 | AAC | 66 NR (CP-OFDM, 100% RB, 20 MHz, OFSK, 15 kHz) EGMRFRITOD | 835 | +86%
10787 | AAC | 5G NR (CP-OFDM, 100% RE, 25 MHz, QPSK, 15 kHz) GG NRFRA TOD | 844 | + 068 %
10786 | AAC | 6G MR (CP-OFDM, 100% RB, 30 MHz, QPSK, 15 kHz) SGNRFR1TDD | 800 | 206 %
10788 [ AAC | 56 NR [CP-OFDM, 100% RB, 40 MHz, OPSK, 15 kHz) BENRFRITDD | 837 | 29E%
10780 | AAC | 5G NR (CP-OFDM, 100% RB, 50 MH: QPSK, 16 kHz) | BGNRFRITDD | 833 | 296 %
10781 | AAC | 5G NR (CP-OFDM, 1 BB, 5 MHz, QP5SK, 30 kHz) SGNRFR1TDD | 7.53 | $+96%
10782 | AAC [ 53 NR (CP-OFDM, 1 RB, 10 MHz, QPSK, 30 kHz) SGNRFRITDD [ 7.82 £06 %
10793 | AAC | 5G NR {CP-OFDM, 1HB. 15 MHz, QFSK, 30 kHz) SGMRFRITDOD | 7.95 | +96%
0794 | AAC | A5 MR (CPOOFDM, 1 RE, 20 MHz, OPSK, 30 kHz) BGMRFRITOD | 7.82 | +06%
10795 | AAC | 50 NR (CP-OFDM, 1 RE, 25 MHz, OFSK, 30 kHz) SGNRFRITOD | 7.684 | +86 %
10786 | AAC | BG MR (CP-OFDM, 1 RE, 30 MHz, QPSK, 30 kHz) EGNRFRITDD | 782 | +06%
10797 | AAC | 5G NR (CP-CFDM, 1 RE, 40 MHz, OPSK, 30 kHz) GGNRFRITOD | 801 | +86%
10798 | AAC | 506G NR (CP-OFDM, 1 RB, 50 MHz, QPSK, 30 kHz) 5GNRFRITOD | 768 | +6,
10760 | AAC | BG NR [CP-OFDCK, 1 RB, G0 MHz. QPSK, 30 kHz) SENRFRITOD | 763 | 8
10801 | AAC | 8G NR (CP-OFDM, 1 BB, B0 MHz, QPSK, 30 kHz) SGNRFRITOD | 789 | +96 %
10802 | AAC | SG NR (CP-OFDM, 1 RH, 0 MHz, OPSEK, 30 kHz) SGNRFRITOD | 787 | =98 %
10803 | ARE | 5G MR {CP-OFDM, 1 RB, 100 MHz, GPSK, 30 kHz) SGNRFRITDD | 7.93 | 20
10805 | AAD | 5G MR (CP-OFDM, 50% RB, 10 MHz, QFSK, 30 kHz) SGMRFR1TOD | 834 | +0.6
10806 | AAD | 503 N (CP-OFDM, 50% RE, 16 MHz. OPSK, 30 kHz) SGMRFRITDD | B37 | +06%
10808 [ AAD | 5G NR (CP-DFDOM, 50% RB, 30 MHz, QPSK, 30 kHz) | SGHRFRATOD | B34 | +9.8%
10810 | AAD | 5G NR (CP-OFDM, 50% RE, 40 MHz, OPSK, 30 kHz) SEMRFRITOD | B34 | +06%

| 10812 | AAD | BG MR (CP-OFDM, 60% RE &0 MHz, QF5K, 30 kHz) BGMNRFRITOD | 835 | +96%
10E17 | AAD | BG NR [CP-OFDM, 100% RB, 5 MHz, QPSK, 30 kHz) SGMNRFRITOD [ 836 | +8.
10618 | AAD | 5G HR (CP-OFDM, 100% RB, 10 MHz, OFSK, 30 kHz) 5G NR FR1TOD | B34 | =9

| 10618 | AAD | 56 NR (CP-OFDM, 100% BB, 15 MHz, QPSK, 30 kHz) BGNRFRITOD | 833 | :96%
10020 | AAD [ 5G MR {CP-OFDM, 100% RE, 20 MHz, QPSK, 30 kHz) SGMNRFRITOD | 830 | £96%
10821 | AAC | 56 NR (CP-OFDM, 100°% RE, 25 MHz, QPSK, 30 kHz} SGNRFR1TDD | 841 + 8.8 %
10822 | AAD | G NR (CP-OFDM, 100% BB, 30 MHz, QPSK_30 kHz) SGNRFRITDD | B47 | +08%
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10823 | AAC | 650G NR (GP-DFDM, 100% RE, 40 MHz, QPSK, 30 kHz) SGNRFRITOD | B36 | +0.6%
10824 | AAD | 506G NR (CP-OFDM, 100% RB, 50 MHz, QPSK, 30 kHz) SGMRFRITOD | 839 | +96%
0825 | AAD | 6 MR (CP-OFDOM, 100% RE, 50 MHz, OPSK_ 30kHz) SONRFR1TDD | B41 | +06%
10827 | AAD | 50 MR (CP-OFDM, 100% RB, 80 MHz, QPS¥. 30 kHz) SGMRFRITOD | 842 | +96%
10828 | AAE | GG MR (CP-DFDOM, 100% RE, 90 MHz, OPSEK, 30 kHz) - SSMRFRITOD | 842 | +96%
10820 | AAD | 5G MR (GP-OFDM, 100°% RE, 100 MHz, GPSE, 30 kHz) SGMRFRITOD | 840 | 196%
10830 | AAD | B0 MR (CP-OFDM, 1 RB, 10 MHz, OPSE, 60 kHz) EGMRFRITOD | 763 | +96%
10831_| AAD | 6 MR (CP-OFDM, 1 RE, 16 MHz, OPSK, 60 kHz) SGMNRFRITOD | 773 | +96%
10832 | AAD | 506 NR (CP-OFDM, 1 RB, 20 MHz, QPSE, 60 kHz) SGMRFRITOD | 7.74 | +96%
10833 | AAD | GG NR (CP-OFDM, 1 RB, 25 MHz, OPSE, 60 kHz) SG MR FRITOD | 7.70 | 06 %
10634 | AAD | 5G NR (CP-OFDM, 1 RB, 30 MHz, QPSK, 60 kHz) GGNRFRITOD | 7.75 | t96%
0B35S | AAD | 5G MR (CP-OFDM, 1 RE, 40 MHz, QFSE, 60 kHz) SGNRFRITDD | 7.70 | :086%
10638 | AAE | 5G NR (CP-OFDM, 1 RB, 50 MHz, QPSK, 60 kHz) SGNRFRITOD | 7658 [ 2096%
10B37 | AAD | 50 NR (CP-OFDM, 1 RB, 60 MHz, QPSK, 60 kHz) GGMRFRITDD | 768 | :96%
10638 | AAD | 5G NR (GP-OFDM, 1 RB, B0 MHz, OFSK, 60 kHz) | SGNRFRITDD | 7.70 | 86 %
10840 | AAD | 5G MR [CP-OFDM, 1 BB, 80 MHz, QPSK. 60 kHz) GGMRFR1TDD | 787 | +98%
| 10841 | AAD | 5G WR [CP-OFDM, 1 RE, 100 MHz, QPSK, 60 kHz) SGNRFRITDD | 7.71 | +B6%
10843 | AAD | 5G NR [CP-OFDM, 50% RB. 16 MHz, QP3K, 60 kHz) GGNRFR1TOD | 643 | +86%
10844 | AAD | 50 WR ([CP-OFDM, 50% RB, 20 M-z, OPSK, 60 kHz) SGNRFRITOD | B34 | +968%
10846 | AAD | 6G NR (GP-OFDM, 50% RB, 30 Miz, OPSK, 60 kHe) 5G MR FR1TOD | B41 | +B6 %
10854 | AAD | SG MR (CP-OFDM, 100% RB, 10 I'u'IHz OPSK 60 kHz) EGNRFRITOD | B34 | +0968%
10855 | AAD | 5G NR (CP-OFDM, 100% RB, 156 MHz, QPSK, 60 kHz) SGMNRFRITOD | 636 | +9.6%
10856 | AAD | 6G NR (CP-OFDM, 100% RB, 20 MHz, OPSK, 60 kHz) 5GNRFR1TOD | B37 | +08%
10857 | AAD | 5G MR (CP-OFDM, 100% RB, 25 MHz, QPSK, 60 kHz) BGMRFRITOD [ B35 | +86%
10456 | AAD | 5 MR (CP-DFDM, 100% RB, 30 MHz, OPSK, 60 kHz) 5G WR_FR1 TOD | B.36 | +8.6 %
10858 | AAD | BG MR (CP-OFDM, 100% RB, 40 MHz, OPSK, 60 kHz) SENRFRITOD | B34 | +86%
| 10860 | AAD | 5G MR (CP-CFDM, 100% RE, 50 MHz, QPSE, 60 kHz) SGMEFRITOD [ 841 | +86%
10861 | AAD | 53 NR (CP-OFDM, 100% RE, 80 MHz, OPSK, 60 kHz) SGNRFR1TOD | 840 | 208%
10863 | AAD | 5G MR (CP-OFDM, 100% BB, 80 MHz, QPSK, 60 kHz) SGMREFRITOD | 841 | +96%
10864 | AAE | 56 NR (CP-OFDM, 100% RB, 90 MHz, QPSE, 60 kHz) SENRFR1TDD [ 837 | +96%
10865 | AAD | 6G MR (CP-OFDM, 100% RE, 100 MHz, QPSK, 60 kHz) SCGMRFRITDD | 841 | 396%
10686 | AAD | 56 NR (DFT-s-OFDN, 1 BB, 100 MHz, QPSK, 30 kHz) SGMRFRITODD | 568 | +96 %
10B6A | AAD | 5G MR (DFT-s-OFDM, 100%: RE, 100 MHz, OPSK, 30 kHz) SGMRFRITDD | 580 | 2968%
10889 | AAD | G NR (DFT-s-OFDM, 1 BB, 100 MHz, QPSEK, 120 kHz) GGMRFRZTDD | 575 | :96 %
10BE70 | AAD | 5G MR (DFT-s-OFDOM, 100% RE, 100 MHz. QPSH. 120 kHz) SGNRFRZTOD | 585 | 96 %
10671 | AAD | 5G MR (DFT-5-0FDM, 1 RE, 100 Mz, 160AM, 120 kHz) GGNRFR2TOD | 6575 | 296 %
10872 | AAD | 8G MR (DFT-s-0F0DM. 100% BB, 100 I'.-'IHz 1ECAM, 120 kHz) SGMRFRZTDD | 652 | +9.6 %
10873 | AAD | 506 MR (DFT-s-0FDM, 1 RB, 100 Mz, 840AM, 120 kHz) | SGNRFR2TDD | 661 | +968%
10874 | AAD | 6G MR (DFT-5- I:II-'I:IM 100% RE, 100 MH: B4I:I'Ml 120 kHz) EGMRFRZTDD | GBS | +9.6%
10875 | AAD | G MR (CP-OFDM, 1 RB, 100 MHz. QPSE, 120 kHz) SGNRFRZTDD [ 7.78 | +B6%
10876 | AAD | GG NR {CP-OFDM, 100% RE, 100 MHz, QPSK, 120 kHz) SGNRFRZTOD | B39 | +96%
A0ATT | AAD | GG MR (CP-OFDM, 1 BB, 100 bMHz, 16AM, 120 kHz) EGMNRFRZTOD [ 795 | +0.6%
10876 | AAD | 5G MR (CP-OFDM, 100% RB, 100 MHz, 16QAM, 120 kHz) SGMRFRZTOD | B41 | +BE%
10878 | AAD | 6G MR (CP-OFDM, 1 RB, 100 MHz, B40AM_ 120 kHz) SGNRFR2ZTOD | B.12 | +96%
10880 | AAD | 6G MR (CP-OFDM. 100% RB, 100 MHz, G40AM, 120 kHz) EGHNRFRZTOD [ 838 | +96%
10861 | AAD | 506G MR (DFT-s-OFDM, 1 RB, 50 MHz, QPSK, 120 kHz} SGNRFR2ZTOD | 576 | 296 %
10862 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 50 MHz, OPSK, 120 kHz) SGNRFRZTOD | 6506 | +06%
10883 | AAD | 5G MR (DFT-5-0FDM, 1 BB, 50 MHz, 160AM, 120 kHz) SGHRFRZTOD | 657 | +96%
10BE4 | AAD | 5G NR (DFT-s-OFD#, 100% RB, 50 MHz, 160AM, 120 kHz) SGMRFR2TDD | B53 | 298%
10BE5S | AAD | 5G MR [DFT-5-OFD#, 1 RB, 50 MHz, B40AM, 120 kHz) SGNRFRZ TDD | 6.61 | 9.6 %
10886 | AAD | 8G NR (DFT-s-OFDM, 100% RB, 50 MHz, 840AM, 120 kHz) SEMRFRZTDD | B85 | 208 %
10B87 | AAD | 56 MR (CP-OFDM, 1 RB, 50 MHz, OFSK, 120 kHz) EGMRFR2TDD | 7.70 | £ 96 %
088 | AAD | 5G NR (CP-OFDM, 100% BB, 60 hMHz, QPSE, 120 kHz) SGMRFRZTDD | 835 | +B6%
10888 | AAD | 8G NR (CP-OFDM, 1 BB, 50 MHz, 1604M, 120 kHz) SGNRFRZTDD [ BO2 | £868%
10890 | AAD | 5G NR {CP-OFDM, 100% RB, 50 MHz, 160AM, 120 kHz) GGNRFR2TOD | G640 | +06%
10899 | AAD | G MR (CP-OFDM, 1 BB, 50 MHz, 340AM, 120 kHz) SGNRFRZTOD [ B13 | +B6%
10892 | AAD | 5G NR (CP-OFDM, 100% RB, 50 MHz, S4QAM, 120 kHz) SGMRFRZTOD [ B41 | +06%
10887 | AAD | 6G MR (DF T-5-0F DM, 1 RB, 5 MHz, QFSK, 30 kHz) BGEMNRFRITOD | 566 | +0B%
10888 | AAD | 6G NR (DFT-s-OFDM, 1 RB, 10 MHz, QPSK, 30 kHz) GGMNRFRITDD | 587 | 296%
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10839 | AAD | 560G NR (DFT-s-0FDM, 1 RB, 16 MHz, QP 5K, 30 kHz) BGNRFRITDD | 867 | +9D6%
10800 | AAD | 50 MR (DFT-e-0OFDM, 1 RB, 20 MHz, QF 5K, 30 kHz) SENRFR1TDD [ 568 | +96%
10901 | AAD | GG NR (DFT-2-0FDM, 1 RE, 25 MHz, QPSK, 30 kHz) BGMNRFRITDD | 5688 | $06%
10902 | AAD | 506G MR (DFT-s-OFDM, 1 RB, 30 MHz, QP 5K, 30 kHz) SGMRFRITDD | 568 | +06%
| 10903 [ AAD | 5G MR (DFT-s-OFDOM, 1 RB, 40 MHz, OPSK, 30 kHz) SGMRFRITDD | 568 | :0968%
10904 | AAD | BG MR (DFT-5-0FDM, 1 BB, B0 MHz, QPSK, 30 kHz)} SGMRFRITDD | 568 | £96%
10805 | AAD | 50 MR (DFT-a-0F0M, 1 RE, 60 MHz, OFSE, 30 kHz) 0 Wit FR1 TOD | 668 | & 0.6 %
10006 | AAD | 5G NR [DFT-5-0FDM, 1 RB, 80 MHz, QPSK, 30 kHz) SGNRFRITOD | 568 | +06%
10907 | AAD | 5G NR (DFT-s-0FDOM, 50% RB, 5 MHz, QPSK, 30 kHz) SGNRFRITDD [ 578 | +B8%
10008 | AAD | 5G NR {DFT-2-0F DM, 50% RE, 10 MHz, QPSHK, 30 kHz) GGNRFRITOD | 6593 | +9.6%
1060 | AAD | 650G MR ([DFT-5-0FDM, 50% RB, 156 MHz, QPSK, 30 kHz) SGMRFRITOD | 596 | +B6%
10910 | AAD | 5G WR {DFT-s-0FDM, 50% RB, 20 MHz, OPSK, 30 kHz) GGNRFRITOD | GA3 | + 0.6 %
10811 | AAD | 6G MR ([DFT-5-0F0DM, 60% BB, 25 MHz, QPEE, 30 kHz) GG NRFRITDD | 583 | $6.6%
10812 | AAD [ 5G MR (DFT-s-0FDM, 50% RE, 30 MHz, QPSK, 30 kHz) EGMRFRITOD | 584 | 406%
10813 | AAD | 56 NR (DFT-e-OFDM, 50% RE, 40 MHz, GPSK, 30 kHz) 5GNRFR1TDD | S84 | +86%
1014 | AAD | 506G MR (DFT-5-0FDM, 50% BB, 50 MHz. QP5E. 30 kHz) SEMRFR1ITOD | 5B5 | +96%
15| AAD | 50 MR (DFT-s-OFDM, 50% RB, 60 MHz, QPSK, 30 kHz) SGNRFRITDD | 583 | 86 %
10916 | AAD | 6G MR (DFT-5-0FDM, B0% RE, 80 MHz, QPSK, 30 kHz) SGNRFR1TDD | 587 | +96%
10617 | AAD | 5G NR (DFT-s-OFD, 50% RB, 100 MHz, GPSE, 30 kHz) SGNRFR1TDD | 504 | 296%
| 10816 [ AAD | 5G WR [DFT-s-OFDM, 100% RB, § MHz, QPSK, 30 kHz) S5GMRFRITDD | 586 | +96%
10818 | AAD | 6G WR (DFT-5-0FDHA, 100% RB, 10 MHz, QFSEK, 30 kHz) S0G MR FR1 10D | 588 | £9.6 %
10920 | AAD | 56 NR (DFT-s-OFDM, 100% RB, 15 MHz, QPSK, 30 kHz) GENMRFRITDD | 587 | £96 %
10821 | AAD | 5G NR (DFT-5-0FDM, 100% RE, 20 MHz, QPSK, 30 kHz} GEMRFRITOD | 584 | 96 %
10822 | AAD | G MR (DFT-s-0FDM, 100% RB, 25 MHz, QPSK, 30 kHz) SGMRFRITOD | 682 | 08 %
10823 | AAD | 55 MR (DF I-5-0F DM, 100% RE, 30 MHz, QPSK, 30 kHz) GG NWRFRITOD | 584 | 06 %
10824 | AAD | 560G NR (DFT-5-0FDM, 100% BB, 40 MHz, QPSK, 30 kHz) SGMNRFRITOD | 584 | +B8%
10625 | AAD | 5G MR (DFT-s-0FDM, 100% RE, 50 MHz, QPSK, 30 kHz) GGNRFRITDD | 585 | +86%
| 10826 | AAD | 5G MR (DFT-s-OFDM, 100% RE, 80 MHz, QPSE, 30 kHz) EGMNRFR1ITOD | 584 | +06%
10827 | AAD | 6G MR (DFT-5-0FDM, 1007% RE, 80 MHz, QPSK, 30 kHz) 50G MR FR1 TDD 504 | +06%
10828 [ AAD | 56 NR (DFT-s-OFDM, 1 RB, 5 MHz, GPSE, 15 kHz) SGNRFRIFDD | 662 | 86 %
| 10820 | AAD | GG MR (OFT-s-0FDM, 1 RB, 10 MHz, QPSK, 15 kHz) LGNRFR1FOD | 552 [ 296%
10830 | AAD | 5G NR (DFT-5-0FDM, 1 BB, 15 MHz, QPSK, 15 kHz) SEGNRFRIFDD | 552 [ 1986%
10831 | AAD | 5G MR (DFT-5-OFOM, 1 RB, 20 MHz, OPSK, 15 kHz) EGNRFRIFDD | 551 | 96 %
10832 | AAB | 506G NR [DFT-5-0FDM, 1 RE, 25 MHz, QPSK, 156 kHz) 53 MR FR1FDD | 651 £ 9.8 %
10833 [ AAA | 5G NR (DFT-s-OFDM, 1 RE, 30 MHz, QPSK, 15 kHz) 5G MR FR1FDD | 5.51 + 0.6 %
10834 | AAA | 506 NR [DFT-s-0FDM, 1 RE, 40 MHz, QPSK, 16 kHz) 5GNRFR1FDD | 651 | 0.6 %
10835 | AAA | 5G NR {DFT-5-0FDM. 1 RB, 50 MHz. QPSK_ 15 kHz) 5GNRFR1FDD | 6551 | +096 %
10636 | AAC | &G MR (DFT-5-OF DM, 50% RB, 5 MHz, OPSK, 15 kHz) GGNRFRIFDD | 590 | +86 %
10837 | AAB | 56 MR (DFT-5-0FDM, 60% RB, 10 MHz, QPSK, 15 kHz) SGNRFRIFDD | 677 | +56%
10538 | AAB | G MR (DFT-5-0FDM, 50% RB, 156 MHz, QPSK, 15 kHz) EGNRFRIFDD | 500 | +06%
10838 | AAE | 5G MR (DFT-e-0OFDM, 50% RB, 20 MHz, QPSK, 16 kHz) 5G MR FRI FOD | G562 | +896 %
| 10940 | AAB | 5G MR (DFT-2-OFDM, 50% RB, 25 MHz, QPSK, 15 kHz) SGNRFRIFODD | 5BH | +96%
10841 | AAB | BG MR (DFT-5-OFDM, 50% RB, 30 MHz, QPS5K, 15 kHz) BGNRFRIFDD | 563 | 296%
10842 | AAE | 5G NR (DFT-s-OFDM, 50% RE, 40 MHz, OPSK, 16 kHz) BGNRFR1FOD | 585 | #96 %
| 10943 | AAB | 56 NR [DFT-8-OFDW, 507 RE, 50 MHz. QPSK, 15 kHz) SGNRFRIFDD | 595 | 08 %
10844 | AAB | BG NR (DFT-5-OFDORM, 100% REB. 5 MHz, OFSK, 15 kHz) 5G NRFR1FDD | 581 + 0.6 %
10845 | AAB | &G MR (DFT-s-OFDM, 100% RB, 10 MHz, OPSK, 15 kHz) EGNRFR1IFDOD | 585 | 0.8 %
10B4E | ARG | 506G MR {DFT-5-0FDM, 100% RB, 156 MHz, QPSEK, 15 kHz) SGNREFR1IFDD | 583 | +06%
10847 | AAE | 6G NR (DFT-s-0FDM. 100% RB, 20 MHz, QFSK, 15 kHz) SBGMRFRIFDD | 587 | +068% |
10f48 | AAB | 5G MR (DFT-s-0F DM, 100% RE, 25 MHz, QPSK, 16 kHz) 503 NR FR1 FOD 504 | +t0.6%
10848 | AAB | 6G NR (DFT-s-0FDM, 100% BB, 30 MHz, QP5SK, 15 kHz) EGENRFR1FDD | 58T | +9E%
10860 | AAE | 6 NR (DF T-s-0F DM, 100% RE, 40 MHz, GPEK, 15 kHz) G MR FR1FOD | 504 | +96%
10851 | AAE | 5G MR (DFT-s-OFDM, 100% RE, 50 MHz. QPSK_15 kHz) S5GMNRFRIFDD | 582 | +96%
10852 | AAE | 6G MR DL (CP-OFDM, TM 3.1, 5 MHz. G4-0ARM, 15 kHz) 6G NR FR1FOD | 825 | 206%
108563 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 10 MHz, B4-0AM, 16 kHz) SGMRFRIFDD | 8.15 | £96%
10854 | AAB | 5G MR DL (CP-OFDM. TM 3,1, 15 MHz, 540460, 15 kHz) SGMRFR1FDD | 823 | +06%
10855 | AABR | BG NR DL (CP-OFDM, TR 3.1, 20 MHz, 64-0AM, 15 kHz) SGMNRFR1FDD | 842 | +96%
10858 | AAB | 50 NR DL [CP-OFDM, TM 3.1, 5 MHz, 64-0AN, 30 kHz) SGMRFR1FDD | @14 | +0A%
(10857 | AAC | 56 NR DL (CP-OFDM, TM 3.1, 10 MHz, 84-CAM, 30 kHz) GGMRFRIFDD | 631 | +58%
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10956 | AAE | 5G MR DL (CP-OFDM, TW 3.1, 15 MHz, £4-0AM, 30 kHz) 5GMRFRIFDD | 861 | +86%
10858 | AAE | 5G MR DL (CP-GFOM, TM 3.1, 20 MHz, B4-03AM, 30 kHz) SGNRFRIFDD | 833 | =06 % |
10960 | AAB | 5G MR DL ([CP-OFDM. TM 3.1, 5 MHz, 64-QAM, 15 kHz) SGMRFRITOD | 932 | +068%
10BE1 | AMB | BG MR DL (CP-OFDM, TM 3.1, 10 MHz, 64-0AM, 15 kHz) SGNRFRITDOD | 935 | +06 %
10662 | AAB | 5G MR DL (CP-OFDM, TM 3.1, 15 MHz. G4-0AM, 15 kHz) EGNAFAITOD | 040 | 06 %
10853 | AAB | G MR DL (CP-OFDM, TH 3.1, 20 MHz, | E4-1:wu 15 kHz} SGNRFRITOD | 965 | +0.6%
10864 | AAB | 5G MR DL {CP-OFDM, TM 3.1, & MHz, B4-CAR, 30 kHz) EGNRFRITOD | 029 | +06%
10865 | AAE | 5G NR DL (CP-OFDM, TM 3.1, 10 MHz, 54-0AM_ 30 kHz) SGHRFRITOD | 847 | +86%
10966 | AMB | GG MR DL (CP-OFCM, TM 3.1, 15 MHz, 64-00M, 30 kHz) EGNRFRITOD | 985 | t96%
0967 | AAE | 56 NR DL (CP-OFOM, TM 3.1, 20 MHz, 64-0AM, 30 kHz) EGNRFRITOD | 842 | 496%
10868 | AAR | 56 NR DL (CP-OFOM, TM 3.1, 100 MHz, G4-Ci, 30 kHiz) | SGHRFRITDD | 949 | 296 %
10872 | ARB | &G MR [CP-OFDM, 1 RE, 20 MHz, OPSK, 15 kHz) EGHRFRITOO | 1158 | +06 %

10873 | AAB | 5G MR (DFT-5-OFDM, 1 RE, 100 MHz, GPSE, 30 kHz) | SGNRFRITOD | 908 | +96%
10874 | AAB | G NR {CP-OFDM, 100°% RE, 100 MHz, 256-00AM, 30 kHz) EGNRFRITOD | 1028 | t06 %
10678 AAD ._LI'LLAEDR LILLA 1.16 + 0.6 %
10878 | AdA | ULLA HDR4 LILLA BES | +D6%
10980 | AAA | ULLA HORA LILLA, 10.32 | +66%

| 10981 | AAA | ULLA HORp4 LLLA 378 | $06%
10882 | AAK | ULLA HORp3 LLLA 343 | 206%
10983 | AAC | 5G MR DL (CP-OFORM, T 3.1, 40 MHz, 64-AM, 15 kHz) EGNRFRITOD | 931 | 2068 %

10964 | AAB | 5G MR DL (CP-OFDM, TM 3.1, 50 MHz, 84-0AM, 15 kHz) SCMRFR1TDD | 842 [ 206%
10865 | AAC [ 8G MR DL (CP-OFDM, TM 3.1, 40 MHz, G4-QAM, 30 kHz) SGNRFRITOD | 8.54 | +86%
10685 | AAH | 50 MR DL (CP-OFDM, T 3.1, 50 MHz, 64-0AM, 30 kHz) EGNRFRITOD | 9.50 | +0.6%
10987 | AAC | G MR DL (CP-OFDM, TM 3.1, 50 MHz, B4-0AM, 30 kHz) GGNRFRITOD | 053 | +B.6%
10988 | AAB | 50 NR DL (GP-OFDM, TM 3.1, 70 MHz, 64-0AN, 30 kHz) GGMRFRITOD | B398 | +9.6%
10989 | AAC | EG MR DL (CP-CFDM, TM 3.1, 80 MHz, B4-0AM, 30 kHz) 5CNRFRITOD | 0.33 | +96%
10980 | AAB | BG NR DL (CP-DFDM, TM 3.1, 80 MHz, G4-@aM, 30 kHz) 5GNRFRITDD | 8.52 | +96%
11003 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 30 MHz, 64-0AM, 15 kHz) EGHRFRITOD | 10.24 | 96 %
11004 | AAA | 5G MR DL (CP-OFDM, Thi 2.1, 30 MHz, 64-QAM, 20 kHz) 5GMNRFRI1TDD | 1073 | 0.6 5%
11006 | AdA | 5G NR DL (CP-OFDM, TM 3.1, 25 MHz, 64-0AM,_15 kHz) SGMRFR1FDD | 870 | +t98%
11006 [ AAA | 56 NR DL [CP-OFDM, TW 3.1, 30 MHz, G4-0AM, 16 kHz) SCNRFRIFDD | 885 | +0.6%
1007 | AAA | 5G MR DL (CP-OFDM, TM 3.1, 40 MHz, 64-0AM, 15 kHz} GG NRFRIFDD | BAB | +B.6%
1008 | AAL | G NR DL (CP-OFDM, TM 3.1, 50 MHz, 64-0AM, 15 kHz) 506G NR FR1 FDD B.51 +8.6%
11000 | AAA | 5G MR DL {CP-OFD8, TM 3.1, 25 MHz, B4-QAM. 30 kHz) GG NRFR1FOD | B.76 | +96% |
11010 | AAA | G NR DL (CP-OFDM, TM 3.1, 30 Mz, 64-0AM_30 kHz) EGNRFRIFOD | BBE | 196 %
TI011 | AAS | 56 MR DL (CP-DFDRM, T 3.1, 40 MHz, £4-QANM, 30 kHz) 5GNRFR1FDD | 885 | +86%
11012 | AAA_ | 5G NR DL (CP-OFDM, Thi 3.1, 50 MHz, E4-QIAM, 30 kFz) SGMRFR1FDD | 868 | :068%
11013 _| AAB_| IEEE BO2 11be (3200Hz, MCS1, 98ps duly cycle) WLAN 847 | +06%
11014 | AAB | IEEE BOZ 11be (3200MHz, MCSZ, 88pc duly cycle) WLAN 845 | +BE% |

| 1015 | AAB | IEEE 802 11be (220MHz, MCS3, S9pe duly cycle) WILAN 644 | +06%

1016 | ANB | IEEE 802.11be (3200Hz, MGS4, §8pc duly cycle) WLAN BA4 | +06% |
11017 | AAE | [EEE 802.11be (320MHz, MCSS5, 99pc duly cycle) WLAN B4 | +0B%
11018 | AAB | IEEE 802 11be (320MHz, MCSE, 89pe duty cyca) WLAH B4D | 206%
11018 | AAE | TEEE 802 11be (320MHz, MCS7, 99pc duty cycle) WLAN 93 | s0E%
11020 | AAB | IEEE B02.11be (3208Hz, MCS4, S8pc duly cycls) WLAN 827 | t08B%
11021 | AAB | [EEE BIZ 11be (320MHz, M5S0, B8 duly cycls) WILAM 846 | +0E%
11022 | AAB | IEEE BO2 11be (320Miz, MCST0, Spc duly cycle) WLAN 836 | +06% |
1023 | AAB | IEEE 802 11be (320MHz, MCS11, B8pe duly cycls) WLAN BOD | +06%

| 11024 | AAH | IEEE 502.11be (330MHz, MCS12, du WILAN B4Z | +96%

[ 11025 | AAE [ VEEE 802.11be (320MHz, MCE13, 99pc duty cycle) WLAN B3T | £86%
11026 | AAB | IEEE 802,11he (J20MHz, MCS0, SBpe duty cycia) | WLAN B35 | s08% |
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CALIBRATION CERTIFICATE

Object D245002 - SN 1103

Calibration Procedure(s) FF-711-0003-02

Calibration Procedures for dipole validation kits

Calibration date: February 5, 2026

This calibration Certificate documents the traceability to national standards, which realize the physical units of
measurements (S1). The measurements and the uncerlainties with confidence probability are given on the following
pages and ara part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment tempearature (Z243)7C and
humidity=<70%,

Calibration Equipment used (MATE critical for calibration)

| Primary Standards D # Cal Date (Calibrated by, Certificate No)  Scheduled Calibration
Power Meter NRP2 106275 18-May-25 (CTTL, Mo. 26J02X003423} Migy-26
Power sanser NEPEA 101380 15-May-25 (CTTL, Mo, 26J02X003423) May-26
Referance Prabe EX30V4 | SM 7600 19-Jan-26{CTTL-SPEAG, Mo. 26J02Z000008) Jan-Z7
DAE4d Sh 1588 28-Aug-ZB(CTTL-SPEAG, Mo, 25J02Z000631) Aug-26
Secondary Standards 1D # Cal Date (Calibrated by, Cerificate Mo.) Scheduled Calibration
SignalGeneratorSMAaz004 | 107732 01-Dec-25 (CTTL, Mo. 25J02K 102467} Me-26
MetworkAnalyzer ESOTIC | MY46110673  26-Nov-25 (CTTL, No. 25J02X102468) Meow-26
OCP DAKS-3.5 0015 20-Cel-25(SPEAG, Mo, DCP-DAKS-0015_Oct25) ~ Del-26
Mame Funetion Signature
Calibrated by Zhao Jing SAR Test Engineer "gi!
Reviewed by: Lin Jun SAR Test Engineer "'H-ﬁ,,
Approved by: Qi Dianyuan SAR Project Leader et UL

Issued: February 13, 2026
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Glossary:
TSL tissue simulating liguid
ConvF sensitivity in TSL/ NORM:x y.z
[N not applicable or not measured

Calibration is Performed According to the Following Standards:

« |EC/IEEE 62209-1528, “Measurement Procedure for The Assessment of Specific Absorption
Rate of Human Exposure to Radio Frequency Fields from Hand-held and Body-mounted
Wireless Communication Devices- Part 1528 Human Modgls, Instrumentation and
Procedures (Freguency range of 4 MHz to 10 GHz)", October 2020

« KDB BB5G664, "SAR Measurement Requirements for 100 MHz to & GHz"

Additional Documentation:
« DASY System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. Al figures stated in the certificate are valid at the frequency indicated.

. Anlenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liguid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Retum Loss ensures low
reflected power. No uncertainty required.

.  SAR measured: SAR measured at the stated antenna input power.

« SAR normalized: SAR as measured, normalized to an input power of 1'W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used o calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of
Measurement multiplied by the coverage factor k=2, which for a normal distribution
Corresponds to a coverage probability of approximately 95%.

Certificate Mo: 26J02Z000082 Page 2 of &

TR-EM-SA005 Page 65 of 69 Version 3.0




Bay Area Compliance Laboratories Corp.(Shenzhen)

Report No.: 2601T59275E-SAA

®  |n Colabaration with

CALIBRATION LAEORATORY

=77l s p e a9
—

Add: Mi.52 HuaYisanPei Raad, Haidisn District, Beiling, W01YE, Chinn

Tl +8=10-623 6332711

E-mnil; emfEdcaiclac.cn Ietpffww caicLac.en

CAICT

Measurement Conditions
DASY system configuralion, &5 far as nol given on page 1, :
DASY Varsion DASYE V1700
Extrapolation Achvanced Extrapolation
Phamntom Muodular Flat Phantom
Estanca Dipole Center - TSL 10 mm with Spacer
Fraguency 2450 MHz £ 1 MHz ]
Head TSL parameters at 2450 MHz
The folicwing parametars and calculations were applied. -
Temperatura Permittivity Conductivity
| Mominal Head TSL parameters 22.0°C 39.2 1.60 mhaim
Measured Head TSL parametars (220402 °C 301+ 6 % 1.B0 mho'm £ 8 %
Head TSL temperature change during test =1.0°C - ]
SAR result with Head TSL at 2450 MHz
SAR averaged ever 1 £nr' (1 g) of Head TSL Condition

SAR measured

24 dBm input pover

131 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

52,3 Wik £ 20 % (k=2)

5AR averaged owver 10 e’ {10 g) of Head TSL

Condition

SAR measured

24 dBm input power

6.13 Vitkg

SAR for nominal Head TSL paramelera

normalized 1o 1W

24,5 Wikg & 20 % (k=2)
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Appendix (Additional assessments outside the scope of CNAS LO5T0)

Antenna Parameters with Head TSL at 2450 MHz

| mpedance, transformed 1o feed point 51,60+ 4.18j0
| Rotum Loss | . 27.1dB
[ |

General Antenna Parameters and Design

Electrical Delzy (one direction) 1.058 na |

After lang term use with 100W radiated power, only a slight wanming of the dipole near the feed-point can
ba maasured,

The dipole is made of standard semingid coaxtal cable. The center conductor of the feeding line is directly
cannected to the second arm of the dipale. The antenna iz therefore short-circuited for DC-signals. On some
af the dipoles, small end caps are added to the dipale arms in order to improve matching when loadad
according lo the position as explained in the "Measuremant Conditions™ paragraph. The 5AR data are not
afiected by this change, The overall dipale length is still according to the Standard.

Mo excessive force must be applied to the dipole arms, becausa they might bend or the soldered
connections near the feed-point may be damaged.

Additional EUT Data

Manufactered by SPEAG
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DASYG Validation Report for Head TSL
Test Laboratory: CTTL, Beijing, China

Tt pefiwww.caiclac.cn

Date: 2026-02-05

Summary

Dipole Frequency [MHz] TSL Power [dBm]
“DRa50v2 - SM 1102 2450 HEL 74 =

Exposure Conditions

Fhantom Position, Test Band Group, Frequency  Conwersion TSL Cond, TSL

Section, TSL Distance [rm] Ui [MHz] Factor [Sm] Pearmittivity
_Fiat 10 G, 2450 8.08 1.80 a1
_Hardware Setup _

Phantom TSL Probe, Calibration Date DAE, Calibration Date
“MFP VB0 Genter 2450 Head  EASDV4 - SNT800, 2026-01-19 DAE4 Sni688, 2025-08-20

Scan Setup Measurement Results
o Zoom Scan Zoom Scan__

Grid Extents [mm] 30.0% 30,0 30.0 paSAR1g Wi kg) 131
" Grid Steps [mm] 50x50X15 peSART0D [Wikg] 613
" Sensor Surface [mm] 1.4 Poyser Drift [dB] 0o

Gradad Grid Yes Power Scaling Dizabled
" Grading Ratio 1.5 Sealing Factor [dB]

AL, MR, TEL Camection Ma correction
" Burface Defection VIS + 6p M2 %] 794
“Scan Method Measured Diet 3B Peak [mm) 20

Iete rpaated BAK

215
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Impedance Measurement Plot for Head TSL

Trl =il Log #ag 10, 00dES Raf 0. 000dE [Fl
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