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Disclaimer 

Any actions you take while using this document are at your own risk. Our company shall not be liable for any kind 

of damage or loss under any circumstances. Due to product version upgrades or other reasons, our company 

reserves the right to modify any information in this document at any time without prior notice and shall not be held 

responsible for it. Unless otherwise agreed, all statements, information and suggestions in this document do not 

constitute any express or implied warranties. 

 

This document may contain information, products, services, data or content from third parties (collectively referred 

to as "third-party content"). Our company does not control and shall not be responsible for any third-party content, 

including but not limited to accuracy, compatibility, reliability, availability, legality, appropriateness, performance, 

non-infringement, update status, etc., unless otherwise explicitly stated in this document. Mentioning or citing any 

third-party content in this document does not represent our company's endorsement or guarantee of such content. 

If users need third-party licenses, they must obtain them through legal channels, unless otherwise explicitly stated 

in this document. 

 

Copyright Notice 

All rights reserved ©  2025 Shenzhen Gobi Technology Co., Ltd. All rights reserved. 

Unless specifically authorized by the Company, the recipient of the document must keep the received document 

and information confidential and may not use it for any purpose other than the implementation and development 

of this project. Without the Company's written permission, no unit or individual may excerpt, copy, or reproduce 

any part or all of the content of this document, nor may they disseminate it in any form. The Company reserves the 

right to pursue legal responsibility for any illegal infringement that violates the confidentiality obligation, uses 

without authorization, or maliciously uses the said document and information in any other illegal form. 

 

Trademark Declaration 

as the registered trademark of Shenzhen Fibocom Wireless Inc. 

The other trademarks, product names, service names and company names mentioned in this document are owned 

by their respective owners. 

 

Contact Information 



 

 

Website: https://www.fibocom.com 

Address: No. 10-14, Building A, Sixth Floor, Shenzhen International Innovation Valley, Jieli Community, Xili Street, 

Nan'an District, Shenzhen City 

Telephone: 0755-2673355 
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1 Product Overview 

 

1.1 Introduction 

The APM665 PCBA board integrates peripheral interfaces including DC + UART + PPS interfaces, which facilitates the 

development, debugging and usage of the SOC platform. It supports Lora and GNSS systems, enabling long-distance 

transmission and high-precision positioning. 

1.2 Key Performance 

Performance parameters Description 

PCBA size 90 mm × 90 mm × 21 mm 

Working voltage 5V ~ 25V 

Working current MAX 0.5A 

Temperature range 
Normal operating temperature：-20 ~ +65°C 

Storage temperature：-40 ~ +90℃ 

Humidity 
Work humidity≤95% 

Storage humidity≤95% 

Processor 

55nm Technology / Process 

GD32F303RCT6 

Cortex-M4 RISV 32-bit core with a 120 MHz operating frequency 

Memory The MCU is equipped with 256KB of flash memory and 48KB of SRAM memory. 

Serial port communication UART 
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2 Electrical Characteristics 

2.1 Lora Transmission power 

The Lora transmission power of the APM665 PCBA is as shown in the table below: 

Table 3. Lora Transmission Power 

Band Frequency Maximum Power Unit 

863 

863 19.5±2 dBm 

868 19.5±2 dBm 

870 19.5±2 dBm 

915 

902 19.5±2 dBm 

915 19.5±2 dBm 

928 19.5±2 dBm 

 

 

  

The maximum transmission power is the power output of the module antenna 

pins. The customer needs to control the RF routing loss of the motherboard 

according to the OTA indicators, ensuring that the standing wave ratio of the RF 

routing is less than 1.3. 
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3 CE Regulatory Compliance statement 

RF exposure 

This equipment complies with CE radiation exposure limits set forth for an uncontrolled environment, this 

equipment should be installed and operated with minimum distance of 20 cm between the radiator and 

your body. 

Hereby, Fibocom Wireless Inc declares that the radio equipment type of APM665-GL is in compliance with 

Directive 2014/53/EU. The full text of the EU declaration of conformity is available at the following internet 

address: https://www.fibocom.com/en/downloadcenter. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.fibocom.com/en/downloadcenter
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4 FCC Conformance information 

Federal Communication Commission Interference Statement  

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This 

device may not cause harmful interference, and (2) this device must accept any interference received, including 

interference that may cause undesired operation.  

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 

of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a 

residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed 

and used in accordance with the instructions, may cause harmful interference to radio communications.  However, 

there is no guarantee that interference will not occur in a particular installation.  If this equipment does cause 

harmful interference to radio or television reception, which can be determined by turning the equipment off and 

on, the user is encouraged to try to correct the interference by one of the following measures: 

- Reorient or relocate the receiving antenna.  

- Increase the separation between the equipment and receiver.  

- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.  

- Consult the dealer or an experienced radio/TV technician for help.  

 

Any changes or modifications not expressly approved by the party responsible for compliance could void the user's 

authority to operate this equipment. This transmitter must not be co-located or operating in conjunction with any 

other antenna or transmitter. 

 

This device is intended only for OEM integrators under the following conditions: (For module device use) 

1) The antenna must be installed such that 20 cm is maintained between the antenna and users, and 

2) The transmitter module may not be co-located with any other transmitter or antenna. 

As long as 2 conditions above are met, further transmitter test will not be required. However, the 

OEM integrator is still responsible for testing their end-product for any additional compliance 

requirements required with this module installed. 

Important Notice to OEM integrators  

1. This module is limited to OEM installation ONLY. 

2. This module is limited to installation in mobile applications, according to Part 2.1091(b). 
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3. The separate approval is required for all other operating configurations, including portable configurations with 

respect to Part 2.1093 and different antenna configurations 

4. For FCC Part 15.31 (h) and (k): The host manufacturer is responsible for additional testing to verify compliance as 

a composite system. When testing the host device for compliance with Part 15 Subpart B, the host manufacturer is 

required to show compliance with Part 15 Subpart B while the transmitter module(s) are installed and operating. 

The modules should be transmitting and the evaluation should confirm that the module's intentional emissions are 

compliant (i.e. fundamental and out of band emissions). The host manufacturer must verify that there are no 

additional unintentional emissions other than what is permitted in Part 15 Subpart B or emissions are complaint 

with the transmitter(s) rule(s). 

The Grantee will provide guidance to the host manufacturer for Part 15 B requirements if needed. 

 

Important Note 

notice that any deviation(s) from the defined parameters of the antenna trace, as described by the 

instructions, require that the host product manufacturer must notify to Fibocom Wireless Inc. that they wish to 

change the antenna trace design. In this case, a Class II permissive change application is required to be filed by the 

USI, or the host manufacturer can take responsibility through the change in FCC ID (new application) procedure 

followed by a Class II permissive change application. 

 

End Product Labeling 

When the module is installed in the host device, the FCC label must be visible through a window on the final device 

or it must be visible when an access panel, door or cover is easily re-moved. If not, a second label must be placed 

on the outside of the final device that contains the following text: “Contains FCC ID: ZMOAPM665GL”  

The FCC ID can be used only when all FCC compliance requirements are met.   

Antenna Installation 

(1) The antenna must be installed such that 20 cm is maintained between the antenna and users,   

(2) The transmitter module may not be co-located with any other transmitter or antenna. 

(3) Only antennas of the same type and with equal or less gains as shown below may be used with this module. 

Other types of antennas and/or higher gain antennas may require additional authorization for operation. 

In the event that these conditions cannot be met (for example certain laptop configurations or co-location with 

another transmitter), then the FCC authorization is no longer considered valid and the FCC ID cannot be used on 

the final product. In these circumstances, the OEM integrator will be responsible for re-evaluating the end product 
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(including the transmitter) and obtaining a separate FCC authorization. 

 

Manual Information to the End User  

The OEM integrator has to be aware not to provide information to the end user regarding how to install or remove 

this RF module in the user’s manual of the end product which integrates this module. The end user manual shall 

include all required regulatory information/warning as show in this manual. 

 

Radiation Exposure Statement 

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment. This 

equipment should be installed and operated with minimum distance 20 cm between the radiator & your body. 

 

 

 

 

 


