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Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL/ NORMx,y,z

DCP diode compression point

CF crest factor {1/duty_cycle) of the RF signal

A B,C,D moedulation dependent linearization parameters

Polarization ¢ « rotation around probe axis

Polarization 9 3 rotation around an axis that is in the plane normal to probe axis {at measurement center),
i.e.,  =0is normal fo probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “*IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

b} 1EC 62209-1, “Procedure to measure the Specific Absorption Rate {SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
o NORMx,y,z: Assessed for E-field polarization § = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMzx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E2field
uncertainty inside TSL {see below ConvF).

s  NORM(fx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 sofiware versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

e DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

¢  PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

o Ax,y.z; Bx,y,z; Cx,y,z; Dx,y,z; VRx,y,z. A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

s Convl- and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth} of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMXx,y,z * ConvF whereby the uncertainty corresponds to that given for Convi~. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to + 100
MHz.

o Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

e Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
(on probe axis). No tolerance required.

e Connector Angle: The angle is assessed using the information gained by determining the NORMXx {no
uncertainty required).
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2})
Norm (|,1V;’(V,’m)2)A 1.35 1.32 1.13 101 %
DCP (mV)H 101.5 101.0 102.5

Modulation Calibration Parameters

uiD Communication System Name A B c D VR Unck
dB dBv/pV dB mV {k=2)

0 cw X 0.0 0.0 1.0 000 | 1884 | +38%

Y 0.0 0.0 1.0 180.7

z 0.0 0.0 1.0 200.1
2;(,)0\0/1 0- SAR Validation (Square, 100ms, 10ms) X 2.80 64.7 12.3 10.00 43.2 14 %

Y | 312 65.6 13.1 41.9

z 2.67 64.0 11.7 394
10011- UMTS-FDD (WCDMA} X 3.39 B67.7 19.0 2.91 149.2 0.5 %
CAB

Y | 3.38 67.7 19.0 146.1

z 3.35 67.6 18.7 136.1
10012- | IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X | 3.0 69.8 19.4 187 | 1494 | 20.7 %
CAA Mbps)

Y 3.06 70.4 19.6 147.1

z 2.98 69.7 19.2 136.4
10021- | GSM-FDD (TDMA, GMSK) X | 5.47 79.6 20.4 939 | 1469 | #1.7%
DAB

y | 776 84.9 22.9 134.2

z 4.34 75.3 18.5 134.2
10023- | GPRS-FDD (TDMA, GMSK, TN 0) X 6.66 82.9 216 957 | 1398 | #25%
DAB

Y | 936 88.2 24.2 1315

z 4.67 76.1 18.8 144.8
10024- GPRS-FDD (TDMA, GMSK, TN 0-1) X 5.89 79.1 17.9 656 | 1412 | +1.9%
DAB

Y | 2758 99.6 24.8 145.8

Z | 542 77.8 17.4 129.3
10027- | GPRS-FDD (TDMA, GMSK, TN 0-1-2} X | 9.68 85.3 19.0 480 | 1369 | +22%
DAB

Y | 3647 100.0 233 139.2

z | 3163 96.5 21.4 1492
10028- | GPRS-FDD (TDMA, GMSK, TN'0-1-2-3) | x | 40.00 99.7 217 355 | 1259 | #1.9%
DAB

Y | 47.92 99.6 217 127.6

Z : 6198 99.9 20.8 136.2
10032- | IEEE 802.15.1 Bluetooth (GFSK, DH5) X | 99.32 95.7 16.5 116 | 1451 | 1.7 %
CAA

Y | 55.30 995 19.3 145.6

z 0.54 60.4 57 132.7
10039- | CDMA2000 (1xRTT, RC1) X | 477 67.1 19.2 457 | 1456 | ®09%
CAB

Y | 485 67.5 19.5 147.8

Z | 467 66.7 18.9 133.4
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2}%0;1- CDMA2000 (1xRTT, RC3) X 3.a3 66.4 18.8 3.97 140.9 +0.7 %

Y 4.02 66.9 19.1 146.0

z 3.86 66.1 18.5 129.1
gﬁ.‘;&lS UMTS-FDD (HSUPA, Subtest 2) X 4.56 66.6 18.6 3.98 132.8 0.7 %

Y 4,58 66.7 18.7 135.9

Z 4.63 67.0 18.7 143.0
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.42 675 19.8 567 139.3 +1.4 %
CAB MHz, QPSK)

Y 6.49 67.9 20.1 143.0

Z 6.18 66.7 19.3 126.9
10108- LTE-FDD (SC-FDMA, 100% RB, 10 X 6.28 67.1 19.7 5.80 136.9 +1.4 %
CAB MHz, QPSK)

Y 6.35 67.5 20.0 140.4

z 6.36 67.5 19.8 147.1
10110- LTE-FDD (SC-FDMA, 100% RB, 5 MHz, X 594 66.5 19.4 5.75 134.0 +1.4 %
CAB QPSK)

Y 6.01 66.9 19.8 136.4

Z 5.29 66.8 19.56 143.6
10114- IEEE 802.11n (HT Greenfield, 13.5 X 10.02 68.5 21.1 8.10 127.2 2.2 %
CAA Mbps, BPSK)

Y 10.31 69.3 21.8 130.2

z 10.12 68.8 21.2 139.0
10117- IEEE 802.11n (HT Mixed, 13.5 Mbps, X 10.03 68.5 24.1 8.07 129.2 +2.2 %
CAA BPSK)

Y 10.31 69.3 217 131.2

Z 10.15 68.9 21.3 141.0
10151- LTE-TDD {SC-FDMA, 50% RB, 20 MHz, X 8.54 72.4 24 8 9.28 139.6 +3.0%
CAB QPSK)

Y 9.29 75.2 26.7 144.1

Z 8.55 725 24.7 149.7
10154- LTE-FDD {SC-FDMA, 50% RB, 10 MHz, X 5.94 66.5 19.4 5.75 134.7 +1.4 %
CAB QPSK)

Y 6.00 66.9 19.7 136.7

Z 6.01 66,9 19.5 143.3
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, X 6.40 67.1 19.7 5.82 139.0 +17 %
CAB QPSK)

Y 6.48 67.5 20.0 142.9

Z 6.43 67.3 19.7 148.7
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 490 66.8 19.8 573 136.1 +1.4 %
CAB QPSK)

Y 5.03 67.2 20,2 141.1

z 5.08 67.3 20.0 148.1
10172- LTE-TDD (SC-FDMA, 1 RB, 20 MHz, X 6.56 72.5 25.2 9.21 125.7 125%
CAB QPSK)

Y 7.28 75.4 271 128.8

Z 6.78 73.0 25.2 138.3
10175 LTE-FDD (SC-FDMA, 1 RB, 10 MHz, X 4.86 66.6 19.7 5.72 133.7 +1.4 %
CAB QPSK)

Y 4.97 66.9 20.0 136.3

z 5.04 67.2 -19.9 145.7
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 4.88 66.7 19.7 572 133.3 +1.4 %
CAB QPSK)

Y 4.99 67.0 20.0 136.5

Z 5.06 67.3 19.9 145.7
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10193- IEEE 802.11n (HT Greenfield, 6.5 Mbps, X 10.05 692 21.7 8.09 148.7 +2.5 %
CAA BPSK)

Y 10.20 69.8 221 146.8

Z 9.76 68.5 211 1321
10196- IEEE 802.11n (HT Mixed, 6.5 Mbps, X 10.05 69.2 21.7 8.10 148.5 2.2 %
CAA BPSK)

Y 10.21 69.9 222 148.0

Z 9.75 68.5 21.2 133.6
10219- IEEE 802.11n (HT Mixed, 7.2 Mbps, X 9.96 69.2 216 8.03 148.9 25%
CAA BPSK)

Y 10.09 69.7 221 147 .4

Z 9.67 68.5 21.1 133.4
10222- IEEE 802.11n {HT Mixed, 15 Mbps, X 10.00 68.5 21.1 8.06 127.8 22%
CAA BPSK)

Y 10.21 £9.1 21.6 127.3

Z 10.11 68.9 21.2 140.4
10225- UMTS-FDD (HSPA+) X 6.81 66.5 19.3 597 125.8 1.4 %
CAB

Y 7.07 67.5 19.9 149.0

Z 6.92 67.0 19.4 136.8
10237- LTE-TDD {SC-FDMA, 1 RB, 10 MHz, X 6.62 72.8 253 .21 128.5 £2.2 %
CAB QPSK)

Y 7.33 757 27.2 129.5

Z 6.87 734 25.5 141.8
10252- LTE-TDD (SC-FDMA, 50% RB, 10 MHz, X 7.92 715 24 4 9.24 131.3 +3.0 %
CAB QPSK)

Y 8.35 733 257 131.3

Fd 7.94 71.6 24.3 140.2
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 8.52 723 248 8.30 138.8 3.0 %
CAB MHz, QPSK)

Y 9.10 74.5 26.3 139.5

Z 8.53 72.3 24.6 149.4
10274~ UMTS-FDD (HSUPA, Subtest 5, 3GPP X 5.98 67.1 19.1 4.87 144 .4 0.9 %
CAB Rel8.10)

Y 5.99 67.3 19.2 144.0

zZ 5.80 66.6 18.7 131.0
10275- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 4.51 67.2 19.0 3.96 148.6 +0.7 %
CAB RelB.4)

Y 4,30 66.3 18.6 127.3

z 4.40 66.9 18.7 135.9
10291- CDMAZ2000, RC3, SO55, Fuli Rate X 3.61 66.9 18.8 3.46 138.3 +0.7 %
AAB

Y 3.67 67.2 19.0 140.5

z 3.62 67.0 18.7 128.8
10292- CDMAZ2000, RC3, 3032, Full Rate X 3.59 67.1 18.9 3.39 1415 0.7 %
AAB

Y 3.59 67.1 18.9 142.0

Z 3.59 67.2 18.8 130.8
10297- LTE-FDD (SC-FDMA, 50% RB, 20 MHz, X 6.27 67.0 19.7 5.81 135.3 +1.7 %
AAA QPS3K}

Y 6.31 67.3 19.9 136.0

Z 6.36 67.4 19.8 147.2
10311- LTE-FDD {SC-FDMA, 100% RB, 15 X 6.91 67.9 20.2 6.06 141.9 +1.7 %
AAA MHz, QPSK}

Y 6.94 68.1 20.4 142.7

Z 6.68 67.1 19.7 130.3
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10315- IEEE 802.11b WiFi 2.4 GHz {DSSS, 1 X 2.04 69.9 19.6 1.71 148.6 +0.5 %
AAA Mbps, 96pe duty cycle)

Y 2.81 68.8 19.0 148.8

Z 2.92 69.7 19.2 138.1
10403- CDMAZ2000 (1xEV-DO, Rev. 0) X 4.76 68.7 19.1 3.76 128.0 +0.5 %
AAB

Y 471 68.2 18.9 129.2

Z 4.85 68.8 19.0 141.9
10404- CDMA2000 (1xEV-DO, Rev. A} X 464 68.5 19.0 3.77 126.3 0.7 %
AAB

Y 4.60 68.2 18.9 127.9

Z 4,74 68.8 19.0 140.6

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage

probability of approximately 95%.

* The uncertainties of NormX,¥,Z do not affect the F>-field uncertainty inside TSL (see Pages 8 and 9).

g Numerical linearization parameter: uncertainty not required.
Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz)® | Permittivity" (sim)F ConvF X | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
750 41.9 0.89 6.43 6.43 6.43 0.29 2.01 +12.0%
835 41.5 0.90 6.23 6.23 6.23 0.34 1.70 +120%
1750 40.1 1.37 5.24 5.24 5.24 0.80 1.13 £12.0%
1900 40.0 1.40 5.13 5.13 5.13 0.46 1.49 +12.0%
2450 39.2 1.80 4.54 4.54 4.54 0.63 1.38 +12.0%
2600 39.0 1.96 4.38 4.38 4.38 0.76 1.28 +12.0%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2}, else it is restricied to + 50 MHz. The uncertainty is the RSS

of the ConvF unceriainty at calibration frequency and the unceriainty for the indicated frequency band.

¥ At frequencies below 3 GHz, the validity of tissue parameters (¢ and o) can be relaxed to + 10% if liquid compensaiion formula is applied to
measured SAR values. At frequencies above 3 GHg, the vafidity of tissue parameters (& and o) is restricted to £ 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parameters.
G Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and helow & 2% for frequencies between 3-6 GHz at any distance larger than haif the probe tip
diameter from the boundary.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz) ¢ | Permittivity" (sim)© ConvFX | ConvFY | ConvFZ | Alpha®| (mm) (k=2)
750 55.5 0.96 6.16 6.16 6.16 0.26 2.23 +120%
835 55.2 0.97 6.14 6.14 6.14 0.80 1.13 +12.0%
1750 53.4 1.49 4.85 4.85 4.85 0.59 1.42 +12.0%
1900 53.3 1.52 4.68 4.68 4.68 0.52 1.59 +12.0%
2450 52.7 1.95 4.20 4.20 4.20 0.73 1.08 +12.0%
2600 52.5 2.16 4.04 4.04 4.04 0.80 1.00 +12.0%

¢ Fraquency validity of + 100 MHz only applies for DASY v4.4 and higher {see Page 2}, else it is restricted to + 50 MHz. The uncertainty is the RSS

of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (e and o) can be relaxed fo % 10% if liquid compensation formula is applied to
measured SAR values. Al frequencies above 3 GHz, the validity of tissue parameters (e and a) is restricted 1o + 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target tissue parametars.
% Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than * 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

March 19, 2014
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Uncertainty of Frequency Response of E-field: * 6.2% (k=2)
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Receiving Pattern (¢), 9 =0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: £ 0.5% (k=2)
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Input Signal [uv)
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Uncertainty of Linearity Assessment: * 0.6% (k=2)

March 19, 2014
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Conversion Factor Assessment

f = 835 MHz, WGLS R8 (H_convF) f = 1900 MHz WGLS R22 (H_convF}
404 . o] .
asf - 30 ‘
. \
-y - i
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F \ oy
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i 20 N, g ! \
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Deviation from Isotropy in Liquid
Error (¢, 8), f =900 MHz

Deviation

-1.0 -08 06 -04 -02 00 0.2 0.4 0.6 0.8 1.0
Uncertainty of Spherical Isotropy Assessment: * 2.6% (k=2)
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3209

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle () -38.3
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
FProbe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2mm
Probe Tip to Sensor Y Calibration Point 2 mm
Probe Tip to Sensor Z Calibration Point 2 mm
Recommended Measurement Distance from Surface 3 mm
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Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accradited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL lissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMXx,y,z

DCP diode compression point

CF crest factor (1/duty cycle} of the RF signal

A, B CD modulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 9 9 rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., 8 = 0 is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

b} 1EC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
o NORMRx.y,z: Assessed for E-field polarization 9 = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMX,y,z are only intermediate values, i.e., the uncertainties of NORMX,y,z does not affect the E*field
uncertainty inside TSL (see below ConvF).

*  NORM(flx,y.z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of Convf-.

* DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

» PAR:PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

*  Axy.z, Bxy,z; Cx,y.z; Dx,y.z; VRx,y.z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

¢ ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (aipha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensilivily in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from + 50 MHz to + 100
MHz,

«  Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

» Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No tolerance required.

s Connecfor Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3319

Basic Calibration Parameters

Sensor X Sensor Y Sensor 2 Unc (k=2)
Norm (uV/(V/m)*)* 1.11 1.08 1.15 +101 %
DCP (mV)" 102.6 104.2 103.7
Modulation Calibration Parameters
uID Communication System Name A B c D VR Unc”
dB dBvpv dB mV (k=2)

0 Cw X 0.0 0.0 1.0 000 | 1996 | *35%

Y 0.0 0.0 1.0 188.8

Z 0.0 0.0 1.0 178.5
10010- SAR Validation (Square, 100ms, 10ms) X 3.31 63.3 129 10.00 426 +2.2 %
CAA

Y 5.10 68.0 14.1 38.8

Z 2.84 61.7 12.1 443
10011- UMTS-FDD (WCDMA) X 3.30 66.9 18.4 2.91 1367 | 5%
CAB

Y 3.32 67.1 18.4 1270

Z 3.45 68.0 19.1 145.1
10012- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.12 69.3 19.0 187 | 1387 | 0.7 %
CAA Mbps)

Y 3.22 70.2 19.3 127.0

Z 3.40 71.3 19.9 146.4
10021- GSM-FDD (TDMA, GMSK) X | 25866 99.7 28.3 9.39 139.0 | #14%
DAB

Y | 16.30 92.5 25.7 1417

Z | 2520 99.5 28.1 1449
10023- | GPRS-FDD (TDMA, GMSK, TN 0) X | 25.81 100.0 | 285 957 | 1283 | 22%
DAB

Y | 13.99 89.5 246 129.0

2 | 2539 99.7 28.3 141.2
10024- GPRS-FDD (TDMA, GMSK, TN 0-1) X | 37.04 99.8 25.7 6.56 1314 | £22%
DAB

Y | 37.62 99.7 25.0 139.6

Z | 38.36 99.8 25.3 1455
10027- GPRS-FDD (TDMA, GMSK, TN 0-1-2) X | 48.04 99.6 238 4.80 1446 | #19%
DAB

Y | 29.62 94.2 221 129.3

Z | 4387 99.7 24.0 129.9
10028- | GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) | X | 54.95 99.9 22.9 355 | 1496 | #1.7%
DAB

Y | 57.76 99.6 222 138.2

2 | 5427 99.8 22.7 137.3
10032- IEEE 802.15.1 Bluetooth (GFSK, DH5) X | 4458 99.9 21.1 1.16 1346 | 1.7 %
CAA

Y | 96.74 98.9 8.8 149.0

Z | 5946 99.9 20.4 149.1
10039- CDMA2000 (1xRTT, RC1) X 470 66.3 18.7 4.57 130.9 0.9 %
CAB

Y 485 67.1 19.0 147.5

z 488 67.3 19.3 147.2
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2: (;%31- CDMA2000 (1xRTT, RC3) X 3.00 65.8 18.4 3.97 130.0 0.7 %

Y 4.00 86.5 18.6 1408

Z 3.99 66.5 18.7 142.5
2:(');)58- UMTS-FDD (HSUPA, Subtest 2) X 4.64 66.7 18.6 3.98 143.1 +0.9 %

Y 4.58 66.5 18.4 132.8

Z 4.60 66.7 18.6 131.9
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.32 671 19.5 5.67 1258 | #14%
CAB MHz, QPSK)

Y 6.41 67.4 19.5 138.4

Z 6.51 67.9 19.9 1436
10108- | L.TE-FDD (SC-FDMA, 100% R8, 10 X | 648 67.7 200 | 580 | 1480 | #14%
CAB MHz, QPSK)

Y 6.28 66.9 19.4 135.8

Z 6.39 67.4 19.8 141.0
10110- LTE-FDD (SC-FDMA, 100% RB, 5 MHz, | X 6.17 67.2 19.8 575 1410 | +14 %
CAB QPSK)

Y 5.94 66.3 19.1 132.2

Z 6.08 67.0 19.6 137.9
10114- IEEE 802.11n (HT Greenfield, 13.5 X 10.35 69.2 215 8.10 133.6 1229
CAA Mbps, BPSK)

Y 9.93 68.1 20.7 124.5

Z | 1029 69.2 21.5 131.9
10117- IEEE 802.11n (HT Mixed, 13.5 Mbps, X 10.42 69.4 21.6 8.07 140.6 +2.2 0
CAA BPSK)

Y 9.93 68.1 20.7 125.5

Z | 1028 69.1 21.5 132.6
10151- LTE-TDD {SC-FDMA, 50% RB, 20 MHz, X 11.18 78.2 27.5 9.28 143.6 +3.3 %
CAB QPSK)

Y 9.33 730 24.5 124,3

Z | 1045 76.4 26.6 1327
10154- LTE-FDD (SC-FDMA, 50% RB, 10 MHz, X 6.16 67.2 19.8 575 145.7 +1.4 %
CAB QPSK)

Y 5.96 66.4 19.1 133.0

Z 6.08 66.9 19.6 138.6
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, | X 6.32 66.6 19.4 5.82 1262 | 1.4 %
CAB QPSK)

Y 6.40 66.9 19.4 137.3

Z 6.51 67.4 19.8 143.8
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 5.12 67.3 20.0 573 1479 | +1.2%
CAB QPSK)

Y 4.90 66.4 19.4 1344

Z 5.07 67.2 20.0 141.5
10172- LTE-TDD {(SC-FDMA, 1 RB, 20 MHz, X 9.44 80.0 28.6 9.21 1287 | +33%
CAB QPSK)

Y 8.63 77.8 27.1 143.9

Z | 1062 83.7 30.3 148.2
10175- LTE-FDD (SC-FDMA, 1 RB, 10 MHz, X 5.04 66.9 19.8 572 1404 | 14 %
CAB QPSK)

Y 4.92 66.6 19.5 133.7

z 5.01 66.9 19.8 134.9
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 5.05 67.0 19.9 572 | 1406 | *14%
CAB QPSK)

Y 4.90 66.5 19.4 132.4

Z 4.97 66.7 19.7 134.1
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10193- IEEE 802.11n (HT Greenfield, 6.5 Mbps, | X 0.08 68.8 2i.4 8.09 131.1 2.5 %
CAA BPSK)

Y 10.00 68.8 21.2 145.5

Z 10.14 69.4 21.7 144.7
10196- IEEE 802.11n (HT Mixed, 6.5 Mbps, X 9.99 68.9 21.5 8.10 132.0 2.7 %
CAA BPSK)

Y 10.05 69.0 21.3 148.1

Z 10.16 69.5 21.8 145.8
10219- IEEE 802.11n (HT Mixed, 7.2 Mbps, X 9.88 68.8 214 8.03 131.3 25 %
CAA BPSK)

Y 0.96 69.0 21.3 147.8

Z 10.03 69.3 21.6 1447
10222- IEEE 802.11n (HT Mixed, 15 Mbps, X 10.34 69.3 216 8.06 1371 +2.2%
CAA BPSK)

Y 9.93 68.2 20.8 127.8

Z 10.07 68.6 21.2 125.1
(13(;2;5- UMTS-FDD (HSPA+) X 6.97 66.8 19.4 5.97 133.6 +1.4 %

Y 6.90 66.7 19.2 129.7

Z 7.14 67.5 19.8 147.4
10237- LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 9.18 79.3 282 9.21 128.1 3.5 %
CAB QPSK)}

Y 8.54 77.6 27.0 144.1

z 9.99 81.9 294 141.7
10252- LTE-TDD (SC-FDMA, 50% RB, 10 MHz, | X 0.65 75.1 26.1 9.24 126.1 3.5 %
CAB QPSK)

Y 9.34 74.2 25.3 141.3

Z 10.46 77.6 27.3 144 1
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 1046 76.2 26.5 9.30 133.6 £3.5%
CAB iMHz, QPSK)

Y 9.23 72.7 24.4 122.8

Z 9.90 74.8 257 123.8
10274- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 6.04 67.1 19.0 4.87 149.9 +1.2 %
CAB Rel8.10)

Y 6.02 67.1 18.9 142.8

Z 6.00 67.1 19.0 141.0
10275- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 4.2 65.6 18.1 3.96 131.0 +0.9 %
CAB Rel8.4)

Y 4.49 66.9 18.6 1443

Z 4.55 67.3 19.1 147.0
10291- CDMA2000, RC3, 8055, Full Rate X 3.74 67.2 18.9 3.46 145.6 0.5 %
AAB

Y 3.66 66.8 18.5 136.7

Z 3.71 67.2 18.9 136.5
10292- CDMA2000, RC3, 8032, Full Rate X 3.65 67.0 18.7 3.39 147.2 0.7 %
AAB

Y 3.61 66.8 18.4 139.6

Z 3.64 67.1 18.8 139.6
10297- LTE-FDD (SC-FDMA, 50% RB, 20 MHz, | X 6.37 67.3 19.8 5.81 140.5 +1.4 %
AAA QPSK)

Y 6.24 66.8 19.3 134.0

Z 6.33 67.2 19.8 134.8
10311- | LTE-FDD (SC-FDMA, 100% RB, 15 X 7.00 68.0 20.2 606 | 1468 | #1.7%
AAA MHz, QPSK)

Y 6.82 67.4 19.7 140.3

zZ 6.90 67.8 20.1 141.4
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10315- [EEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 285 68.5 18.8 179 1205 | 05%
AAA Mbps, 96pc duty cycle)

Y 3.09 70.0 19.2 146.1

Z 3.15 70.6 19.8 146.8
10403~ CDMAZ2000 (1xEV-DO, Rev. 0) X 4.73 67.9 18,7 3.76 1375 | *05%
AAB

Y AT77 68.3 18.7 126.5

Z 4.77 68.1 18.8 128.1
10404- CDMA2000 (1xEV-DO, Rev. A) X 4.55 67.6 18.6 3.77 132.0 | 0.7 %
AAB

Y 4.89 69.1 19.1 148.8

Z 4.90 69.1 19.3 148.0

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

* The uncertainties of NormX,,Z do not affect the E2-field uncerlainty inside TSL (see Pages 8 and 9).

® Numerical linearization parameter: uncertainty not required.,

E Uncertainty is determined using the max. deviation fram linear response applying rectangular distribution and is expressed for the square of the

field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3319

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MHz}C | Permittivity" (sm* ConvF X | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
750 41.9 0.89 6.48 6.48 6.48 0.28 2.0% +12.0%
835 41.5 0.90 6.27 6.27 6.27 0.34 1.72 +12.0%
1750 40.1 1.37 5.24 5.24 5.24 0.80 1.14 +12.0%
1900 40.0 1.40 5.05 5.056 5.05 0.72 1.24 +12.0%
2450 39.2 1.80 4.45 4.45 4.45 0.77 1.23 +12.0%
2600 349.0 1.96 4.29 4.29 4.29 0.80 1.27 +12.0%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2}, else it is restricted to + 50 MHz. The uncertainty is the RSS

of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of lissue parameters (e and «) can be relaxed to + 10% if liquid compensation formula is applied fo
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (2 and o} is restricted to + 5%. The uncertainty is the RSS of

the ConvF uncertainty for indicated target tissue parameters.

© Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance larger than half the prabe tip
diameter from the boundary.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3319

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unct.

f (MHz) ° Permittivity (srmy* ConvF X | ConvFY | ConvFZ | Alpha® (mm) (k=2)
750 55.5 0.96 6.25 6.25 6.25 0.39 1.65 +12.0%
835 56.2 0.97 6.18 6.18 6.18 0.56 1.37 +12.0%
1750 53.4 1.49 4.85 4.85 4.85 0.57 1.46 +12.0 %
1900 53.3 1.62 4.67 4.67 4.67 0.63 1.58 +12.0%
2450 52.7 1.95 4.24 4.24 4.24 0.74 1.10 +12.0 %
2600 52.5 2.16 4.05 4.05 4.05 0.80 1.02 +12.0%

¢ Frequency validity of + 100 MHz only applies for DASY v4.4 and higher {see Page 2}, else it is restricted to £ 50 MHz. The uncertainty is the RSS

of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At fraquencies betow 3 GHz, the validity of tissue parameters (& and o) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue paramelers (£ and a) is restricted to + 5%. The uncertainty is the R3S of

the ConvF uncertainty for indicated target lissue parameters.

¢ Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
atways less than £ 1% for frequencies below 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance farger than half the prabe tip
diameter from the boundary.
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Dynamic Range f(SAR¢aq)
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Uncertainty of Linearity Assessment: * 0.6% (k=2)
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