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RF Test Data for Bluetooth(BDR+EDR)
(Conducted Measurements)

General Description of EUT

Product Name: 2.1 CH 3D soundbar with build-in subwoofer
Test Model: L220BW
Sample ID: 202211-0129-1-2#

Environmental Conditions

Temperature: 25C

Relative Humidity: | 55%

Test Voltage: AC 120V

Test Engineer: Liujiming

Note: For a more detailed features description, please refer to the report TBR-C-202211-0129-1

FCC ID: ZRR-BS954 TB-RF-074-1.0
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1. Duty Cycle
Condition Mode Frequency (MHz) Antenna Duty Cycle (%) Correction Factor (dB) 1/T (kHz)

NVNT 1-DH1 2402 Antl 30.4 5.17 2.63
NVNT 1-DH1 2441 Antl 30.4 5.17 2.63
NVNT 1-DH1 2480 Antl 30.4 5.17 2.63
NVNT 2-DH1 2402 Antl 31.2 5.06 2.56
NVNT 2-DH1 2441 Antl 31.2 5.06 2.56
NVNT 2-DH1 2480 Antl 31.2 5.06 2.56
NVNT 3-DH1 2402 Antl 30.4 5.17 2.63
NVNT 3-DH1 2441 Antl 31.2 5.06 2.56
NVNT 3-DH1 2480 Antl 31.2 5.06 2.56

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Test Graphs

Duty Cycle NVNT 1-DH1 2402MHz Antl

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

Scale/Div 10 dB
3

Center 2.402000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale Y
N 1 i 800.0 us. 0.6900 dBm
N 1 t 1.670 ms 0.9289 dBm
N 1 t 2.050 ms 0.6665 dBm

Function

Nov 28, 2022
1:32:05 PM

sl E:

Avg Type: Log-Power 234

Function Width

w
PNNNNN

Mkr1 800.0 ps
0.69 dBm

Span 0 Hz
Sweep 100 ms (10001 pts)

Function Value

K
LAY

Duty Cycle NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power
Trig: Free Run

Ref Lvl Offset 2.65 dB
Ref Level 20.00 dBm

Scale/Div 10 dB
3

Center 2.441000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale

Y
N 1 1 710.0 ps'
N 1 t

1.580 ms
N 1 t 1.960 ms

Function
1.091 dBm
1.378 dBm
1.087 dBm

Nov 28, 2022
1:34:04 PM

sk

PNNNNN

Function Width

Mkr1 710.0 ps
1.09 dBm

Span 0 Hz
Sweep 100 ms (10001 pts)

Function Value
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Duty Cycle NVNT 1-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum
Scale/Div 10 dB

3

Center 2.480000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
N 1 i
N 1 t
N 1 t

Nov 28, 2022
1:36:04 PM

S l?

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power
Trig: Free Run

Ref Lvl Offset 2.68 dB
Ref Level 20.00 dBm

Y
-0.002180 dBm

-0.6085 dBm
-0.005120 dBm

Function
720.0 ps.

1.590 ms
1.970 ms.

Function Width

PNNNNN

Mkr1 720.0 ps
0.00 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Function Value

K
LAY

Duty Cycle NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum
Scale/Div 10 dB

13

Center 2.402000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
N 1 i

N 1 t
N 1 t

Nov 28, 2022 | «
1:41:53 PM

sk

100.0 ps
960.0 pus
1.350 ms.

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

Y

-1.310 dBm
-3.468 dBm
-1.319 dBm

Function

Avg Type: Log-Power 2

Function Width

4
w
PNNNNN

Mkr1 100.0 ps
-1.31 dBm

Span 0 Hz
Sweep 100 ms (10001 pts)

Function Value
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Duty Cycle NVNT 2-DH1 2441MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q

RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

13

#Atten: 30 dB
Preamp: Off

Center 2.441000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
N 1 i
N 1 t
N 1 t

910.0 ps.
1.770 ms
2.160 ms

Nov 28, 2022
1:44:04 PM

S l?

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Ref Lvl Offset 2.65 dB
Ref Level 20.00 dBm

Y Function
-3.290 dBm
1.312 dBm

-3.099 dBm

Avg Type: Log-Power
Trig: Free Run

PNNNNN

Function Width

Mkr1 910.0 ps
-3.29 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Function Value

K
LAY

Duty Cycle NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum

#Atten: 30 dB
Preamp: Off

Scale/Div 10 dB

SE

Center 2.480000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
N 1 i
N 1 t
N 1 t

80.00 s
940.0 us
1.330 ms.

Nov 28, 2022 | «
1:45:52 PM

sk

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.68 dB
Ref Level 20.00 dBm

Y Function
-3.240 dBm

0.2866 dBm

-3.177 dBm

Avg Type: Log-Power 234

w
PNNNNN

Function Width

Mkr1 80.00 ps
-3.24 dBm

Span 0 Hz
Sweep 100 ms (10001 pts)

Function Value
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Duty Cycle NVNT 3-DH1 2402MHz Antl

RL

1 Spectrum
Scale/Div 10 dB

1>

-

Res BW 1.0 MHz
5 Marker Table v

N 1
N 1
N 1

9 [~

KEYSIGHT |Input RF
Coupling:

Input Z- 50 Q
Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

AC

Center 2.402000000 GHz

Mode Trace Scale

1
t
t

?

1:54:05 PM

Nov 28, 2022

#Atten: 30 dB
Preamp: Off

150.0 ps
1.020 ms.
1400 ms.

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

Y Function
1.374 dBm
06 dBm
-1.383 dBm

Avg Type: Log-Power

PNNNNN

Mkr1 150.0 ps
-1.37 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Function Width Function Value

V'
AN

Duty Cycle NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input RF
RL —>—

Coupling: AC
Align: Auto/No RF  |Freq Ref: Int (S)

Input Z: 50 O
Corr CCorr RCal

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Avg Type: Log-Power 234

w
PNNNNN

1 Spectrum

Ref Lvl Offset 2.65 dB

Scale/Div 10 dB Ref Level 20.00 dBm

Center 2.441000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale Y
N 1 i 730.0 s -20.26 dBm
N 1 t

1.590 ms 1.348 dBm
N 1 t 1.980 ms -19.73 dBm

Function Function Width

Nov 28, 2022 | «
1:56:35 PM

sk

Mkr1 730.0 ps
-20.26 dBm

Span 0 Hz
Sweep 100 ms (10001 pts)

Function Value

FCC ID: ZRR-BS954

TB-RF-074-1.0
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Duty Cycle NVNT 3-DH1 2480MHz Antl

KEYSIGHT |Input RF
RL > Coupling: AC
1 Spectrum

Scale/Div 10 dB

2

Center 2.480000000 GHz
Res BW 1.0 MHz

5 Marker Table v

Mode Trace Scale
N 1 i
N 1 t
N 1 t

S l?

Input Z- 50 Q

Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.68 dB
Ref Level 20.00 dBm

Y
-1.748 dBm
-6.759 dBm
-1.736 dBm

Function
1.120 ms
1.980 ms
2.370ms

Nov 28, 2022

1:58:24 PM

Avg Type: Log-Power

234

w

PNNNNN

Mkr1 1.120 ms
-1.75 dBm

Span 0 Hz|
Sweep 100 ms (10001 pts)

Function Width Function Value

FCC ID: ZRR-BS954

TB-RF-074-1.0
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2. Maximum Conducted Output Power

Condition Mode Frequency (MHz) Antenna Conducted Power (dBm) Limit (dBm) Verdict
NVNT 1-DH1 2402 Antl 1.272 21 Pass
NVNT 1-DH1 2441 Antl 1.755 21 Pass
NVNT 1-DH1 2480 Antl 0.651 21 Pass
NVNT 2-DH1 2402 Antl 1.118 21 Pass
NVNT 2-DH1 2441 Antl 1.71 21 Pass
NVNT 2-DH1 2480 Antl 0.625 21 Pass
NVNT 3-DH1 2402 Antl 1.147 21 Pass
NVNT 3-DH1 2441 Antl 1.71 21 Pass
NVNT 3-DH1 2480 Antl 0.709 21 Pass

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Test Graphs

Power NVNT 1-DH1 2402MHz Antl

KEYS|GHT Input: RF Input Z: 50 O #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Scale/Div 10 dB

4

Ref Lvl Offset 2.67 dB Mkr1 2.401 684 GHz
Ref Level 20.00 dBm 1.27 dBm

Center 2.402000 GHz

#Video BW 6.0 MHz
#Res BW 2.0 MHz

Span 1000e T
Sweep 1.33 ms (10001 pts)
Nov 28, 2022
1:32:13 PM

Power NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input: RF Input Z: 50 O #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 2.65 dB Mkr1 2.440 765 GHz
Scale/Div 10 dB

Ref Level 20.00 dBm 1.75 dBm|

Center 2.441000 GHz
#Res BW 2.0 MHz

alel R

#Video BW 6.0 MHz

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Power NVNT 1-DH1 2480MHz Antl

KEYSIGHT |Input RF
RL > Coupling: AC

1 Spectrum
Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 2.0 MHz

Input Z- 50 Q
Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

9 Nov 28, 2022
1:36:13 PM

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.68 dB
Ref Level 20.00 dBm

#Video BW 6.0 MHz

Avg Type: Log-Power 2 4
Avg|Hold: 100/100

PNNNNN

Mkr1 2.479 772 GHz
0.65 dBm

Span 10%omT
Sweep 1.33 ms (10001 pts)

Power NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
RL —-— Coupling: AC

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 2.0 MHz

Yk

Input Z: 50 O

Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

Nov 28, 2022

1:

PM

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 6.0 MHz

Avg Type: Log-Power 234

PNNNNN

Mkr1 2.401 811 GHz
1.12 dBm

Local
Span 1000e T
Sweep 1.33 ms (10001 pts)

FCC ID: ZRR-BS954

TB-RF-074-1.0
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Power NVNT 2-DH1 2441MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 2.65 dB Mkr1 2.440 767 GHz
Scale/Div 10 dB

Ref Level 20.00 dBm 1.71 dBm

’1

Local
Center 2.441000 GHz #Video BW 6.0 MHz Span 10%omT
#Res BW 2.0 MHz Sweep 1.33 ms (10001 pts)
l) Nov 28, 2022

. 1:44:15 PM

Power NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1
Swept SA
KEYS|GHT Input: RF Input Z: 50 O #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Scale/Div 10 dB

4

Ref Lvl Offset 2.68 dB Mkr1 2.480 011 GHz
Ref Level 20.00 dBm 0.63 dBm

Center 2.480000 GHz

#Video BW 6.0 MHz
#Res BW 2.0 MHz

Span 1000e T
Sweep 1.33 ms (10001 pts)

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Power NVNT 3-DH1 2402MHz Antl

KEYSIGHT |Input RF
RL > Coupling: AC
1 Spectrum

Scale/Div 10 dB

Input Z- 50 Q

Center 2.402000 GHz
#Res BW 2.0 MHz

Nov 28, 2022
1:54:17 PM

Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 6.0 MHz

Avg Type: Log-Power 2 4

PNNNNN

Mkr1 2.402 075 GHz
1.15 dBm

Local
Span 10%omT
Sweep 1.33 ms (10001 pts)

Power NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Spectrum

Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 2.0 MHz

9 Nov 28, 2022
. 1:56:48 PM

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.65 dB
Ref Level 20.00 dBm

#Video BW 6.0 MHz

Avg Type: Log-Power 234

PNNNNN

Mkr1 2.440 761 GHz
1.71 dBm

Span 1000e T
Sweep 1.33 ms (10001 pts)

FCC ID: ZRR-BS954

TB-RF-074-1.0
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Power NVNT 3-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN

1 Spectrum Ref Lvi Offset 2.68 dB MKkr1 2.479 712 GHz|
Scale/Div 10 dB Ref Level 20.00 dBm 0.71 dBm

Center 2.480000 GHz #Video BW 6.0 MHz
#Res BW 2.0 MHz

Span 10%omT
Sweep 1.33 ms (10001 pts)

Nov 28, 2022
=D Gl ? s

FCC ID: ZRR-BS954 TB-RF-074-1.0
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3. -20dB Bandwidth

Condition Mode Frequency (MHz) Antenna -20 dB Bandwidth (MHz) 2/3 *20dB BW (MHz) Verdict
NVNT 1-DH1 2402 Antl 0.97 0.647 Pass
NVNT 1-DH1 2441 Antl 1.04 0.693 Pass
NVNT 1-DH1 2480 Antl 0.97 0.647 Pass
NVNT 2-DH1 2402 Antl 1.26 0.840 Pass
NVNT 2-DH1 2441 Antl 1.26 0.840 Pass
NVNT 2-DH1 2480 Antl 1.27 0.847 Pass
NVNT 3-DH1 2402 Antl 1.26 0.840 Pass
NVNT 3-DH1 2441 Antl 1.27 0.847 Pass
NVNT 3-DH1 2480 Antl 1.28 0.853 Pass

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Test Graphs

-20dB Bandwidth NVNT 1-DH1 2402MHz Antl

KEYSIGHT |nput RF Input Z: 50 O

RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Graph

Scale/Div 10.0 dB

Center 2.402000 GHz
#Res BW 30.000 kHz

2 Metrics

Occupied Bandwidth
875.12 kHz

Transmit Freq Error
x dB Bandwidth

9 Nov 28, 2022
1:32:31 PM

-41.577 kHz
965.6 kHz

Atten: 30 dB
Preamp: Off

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.402000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.67 dB
Ref Value 22.67 dBm

#Video BW 100.00 kHz

Total Power

% of OBW Power
xdB

Mkr3 2.402441000 GHz
-22.81 dBm

Span 2 MHz
Sweep 2.67 ms (10001 pts)

6.96 dBm

99.00 %
-20.00 dB

a3

-20dB Bandwidth NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 O
RL Coupling: AC Corr CCorr RCal
Align: Auto/No RF  |Freq Ref: Int (S)

1 Graph
Scale/Div 10.0 dB

Center 2.441000 GHz
#Res BW 30.000 kHz

2 Metrics

Occupied Bandwidth
917.95 kHz

Transmit Freq Error
x dB Bandwidth

Nov 28, 2022
1:34:33 PM

@0 Cm?

Atten: 30 dB
Preamp: Off

-43.382 kHz
1.044 MHz

Trig: Free Run
Gate: Off
#IF Gain: Low

Center Freq: 2.441000000 GHz
Avg|Hold: 100/100
Radio Std: None

Ref Lvl Offset 2.65 dB M

Ref Value 22.65 dBm

#Video BW 100.00 kHz

Total Power

% of OBW Power
xdB

kr3 2.441478000 GHz
-23.10 dBm

Span 2 MHz
Sweep 2.67 ms (10001 pts)

7.06 dBm

99.00 %
-20.00 dB

gla 3

FCC ID: ZRR-BS954

TB-RF-074-1.0
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-20dB Bandwidth NVNT 1-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 480000000 GHz

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.68 dB Mkr3 2.480439000 GHz
Scale/Div 10.0 dB Ref Value 22.68 dBm -22.91 dBm

1

Center 2.480000 GHz #Video BW 100.00 kHz Span 2 MHz
#Res BW 30.000 kHz

Sweep 2.67 ms (10001 pts)
2 Metrics

Occupied Bandwidth

909.34 kHz
Transmit Freq Error -47.316 kHz % of OBW Power 99.00 %
x dB Bandwidth 971.9 kHz xdB -20.00 dB

Total Power 5.98 dBm

m M ? e 2N

-20dB Bandwidth NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.402000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off

Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.67 dB Mkr3 2.402612000 GHz
Scale/Div 10.0 dB Ref Value 22.67 dBm -26.29 dBm

1

Center 2.402000 GHz

#Video BW 100.00 kHz
#Res BW 30.000 kHz Sweep 2.67 ms (10001 pts)
2 Metrics

Span 2 MHz

Occupied Bandwidth

1.1676 MHz Total Power 5.95 dBm
Transmit Freq Error -19.326 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.263 MHz

xdB -20.00 dB

Nov 28, 2022 | « )
9 1:42:23 PM 'I: L*I_—l

FCC ID: ZRR-BS954 TB-RF-074-1.0
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-20dB Bandwidth NVNT 2-DH1 2441MHz Antl

KEYSIGHT !nput RF Input Z- 50 O Atten- 30 dB Trig: Free Run
Corr CCorr RCal Preamp: Off Gate: Off

Coupling: AC
Hl Align: Auto/No RF  |Freq Ref: Int (S)

Avg|Hold: 100/100
#IF Gain: Low

Radio Std: None

1 Graph

Ref Lvl Offset 2.65 dB
Scale/Div 10.0 dB

Ref Value 22.65 dBm

Center 2.441000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
1.1767 MHz

Transmit Freq Error
x dB Bandwidth

Total Power
-19.719 kHz

% of OBW Power
1.264 MHz

xdB

=Gl ? S

Center Freq: 2 441000000 GHz

Mkr3 2.441612000 GHz
-26.00 dBm

Span 2 MHz
Sweep 2.67 ms (10001 pts)

6.81 dBm

99.00 %
-20.00 dB

i3

-20dB Bandwidth NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low

Center Freq: 2.480000000 GHz
Avg|Hold: 100/100
Radio Std: None

1 Graph

Ref Lvl Offset 2.68 dB

Scale/Div 10.0 dB Ref Value 22.68 dBm

Center 2.480000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
1.1799 MHz

Transmit Freq Error
x dB Bandwidth

Total Power
-23.551 kHz

% of OBW Power
1.271 MHz

xdB

9 Nov 28, 2022 | «
1:46:26 PM

Mkr3 2.480612000 GHz
-23.55 dBm

Span 2 MHz
Sweep 2.67 ms (10001 pts)

5.88 dBm

99.00 %
-20.00 dB

a3
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-20dB Bandwidth NVNT 3-DH1 2402MHz Antl

KEYSIGHT !nput RF Input Z- 50 O Atten- 30 dB Trig: Free Run
Corr CCorr RCal Preamp: Off Gate: Off

Coupling: AC
Hl Align: Auto/No RF  |Freq Ref: Int (S)

Avg|Hold: 100/100
#IF Gain: Low

Radio Std: None

1 Graph

Ref Lvl Offset 2.67 dB
Scale/Div 10.0 dB

Ref Value 22.67 dBm

Center 2.402000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
1.1833 MHz

Transmit Freq Error
x dB Bandwidth

Total Power
-16.309 kHz

% of OBW Power
1.263 MHz

xdB

=Gl ?

Center Freq: 2 402000000 GHz

Mkr3 2.402615000 GHz
-24.36 dBm

Span 2 MHz
Sweep 2.67 ms (10001 pts)

6.08 dBm

99.00 %
-20.00 dB

i3

-20dB Bandwidth NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1

Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low

Center Freq: 2.441000000 GHz
Avg|Hold: 100/100
Radio Std: None

i ExyT Ref Lvl Offset 2.65 dB
Ref Value 22.65 dBm

1

Scale/Div 10.0 dB

Center 2.441000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
1.1634 MHz

Transmit Freq Error
x dB Bandwidth

Total Power
-19.577 kHz

% of OBW Power
1.275 MHz

xdB

9 Nov 28, 2022 | «
1:57:13 PM

Mkr3 2.441

Span 2 MHz
Sweep 2.67 ms (10001 pts)

6.93 dBm

99.00 %
-20.00 dB

a3
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-20dB Bandwidth NVNT 3-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 480000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 2.68 dB Mkr3 2.480613000 GHz
Scale/Div 10.0 dB ~ FRefValue2268dBm -25.51 dBm

Center 2.480000 GHz #Video BW 100.00 kHz Span 2 MHz
#Res BW 30.000 kHz Sweep 2.67 ms (10001 pts)

2 Metrics

Occupied Bandwidth
1.1795 MHz Total Power 5.75 dBm

Transmit Freq Error -25.668 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.277 MHz xdB -20.00 dB

] Nov 28, 2022 % Vs
m Al ? 156:11 PM aie L.‘d FA
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4. Occupied Channel Bandwidth

Condition Mode Frequency (MHz) Antenna 99% OBW (MHz)
NVNT 1-DH1 2402 Antl 0.908
NVNT 1-DH1 2441 Antl 0.88
NVNT 1-DH1 2480 Antl 0.905
NVNT 2-DH1 2402 Antl 1.186
NVNT 2-DH1 2441 Antl 1.19
NVNT 2-DH1 2480 Antl 1.177
NVNT 3-DH1 2402 Antl 1.173
NVNT 3-DH1 2441 Antl 1.183
NVNT 3-DH1 2480 Antl 1.176

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Test Graphs

OBW NVNT 1-DH1 2402MHz Antl

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.402000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.67 dB
Scale/Div 10.0 dB

Ref Value 22.67 dBm

Center 2.402000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
908.40 kHz

Transmit Freq Error -32.583 kHz
x dB Bandwidth 988.4 kHz

Total Power

% of OBW Power
xdB

Nov 28, 2022
== 2llel | ? 13222 PM

Span 3 MHz
Sweep 3.33 ms (10001 pts)

6.85 dBm

99.00 %
-20.00 dB

a3

OBW NVNT 1-DH1 2441MHz Antl

Spectrum Analyzer 1

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.441000000 GHz
Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 2.65 dB

Scale/Div 10.0 dB Ref Value 22.65 dBm

Center 2.441000 GHz
#Res BW 30.000 kHz

2 Metrics

#Video BW 100.00 kHz

Occupied Bandwidth
880.11 kHz

Transmit Freq Error -53.229 kHz
x dB Bandwidth 931.8 kHz

Total Power

% of OBW Power
xdB

Nov 28, 2022
== 2 Nel | ? 13422 PM |

Span 3 MHz
Sweep 3.33 ms (10001 pts)

7.51 dBm

99.00 %
-20.00 dB

gla 3
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OBW NVNT 1-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 480000000 GHz

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.68 dB
Scale/Div 10.0 dB Ref Value 22.68 dBm

Center 2.480000 GHz #Video BW 100.00 kHz Span 3 MHz
#Res BW 30.000 kHz

Sweep 3.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

904.81 kHz
Transmit Freq Error -54.105 kHz % of OBW Power 99.00 %
x dB Bandwidth 995.6 kHz xdB -20.00 dB

Total Power 6.38 dBm

Nov 28, 2022
== 2lell | ? 1(?;6:23PM ‘ aia E‘E

OBW NVNT 2-DH1 2402MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.402000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None
1 Graph

Ref Lvl Offset 2.67 dB
Scale/Div 10.0 dB Ref Value 22.67 dBm

Center 2.402000 GHz

#Video BW 100.00 kHz
#Res BW 30.000 kHz Sweep 3.33 ms (10001 pts)
2 Metrics

Span 3 MHz

Occupied Bandwidth
1.1855 MHz
Transmit Freq Error -14.160 kHz

% of OBW Power 99.00 %
x dB Bandwidth 1.252 MHz xdB -20.00 dB

Total Power 6.16 dBm

Nov 28, 2022
== 2 Nel | ? 14212 PM |

a3
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OBW NVNT 2-DH1 2441MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 441000000 GHz

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.65 dB
Scale/Div 10.0 dB Ref Value 22.65 dBm

Center 2.441000 GHz #Video BW 100.00 kHz Span 3 MHz
#Res BW 30.000 kHz

Sweep 3.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

1.1904 MHz
Transmit Freq Error -16.598 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.273 MHz xdB -20.00 dB

Total Power 6.82 dBm

Nov 28, 2022
== 2lell | ? 1(:314:26PM ‘ aia E‘E

OBW NVNT 2-DH1 2480MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.480000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None
1 Graph

Ref Lvl Offset 2.68 dB
Scale/Div 10.0 dB Ref Value 22.68 dBm

Center 2.480000 GHz

#Video BW 100.00 kHz
#Res BW 30.000 kHz Sweep 3.33 ms (10001 pts)
2 Metrics

Span 3 MHz

Occupied Bandwidth
1.1770 MHz
Transmit Freq Error -23.774 kHz

% of OBW Power 99.00 %
x dB Bandwidth 1.274 MHz xdB -20.00 dB

Total Power 5.91 dBm

Nov 28, 2022
== 2 Nel | ? 14613 PM |

a3
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OBW NVNT 3-DH1 2402MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 402000000 GHz

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.67 dB
Scale/Div 10.0 dB Ref Value 22.67 dBm

Center 2.402000 GHz #Video BW 100.00 kHz Span 3 MHz
#Res BW 30.000 kHz

Sweep 3.33 ms (10001 pts)
2 Metrics

Occupied Bandwidth

1.1731 MHz
Transmit Freq Error -15.359 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.264 MHz xdB -20.00 dB

Total Power 6.42 dBm

Nov 28, 2022
== 2lell | ? 1(:3;4:30PM ‘ aia E‘E

OBW NVNT 3-DH1 2441MHz Antl

Spectrum Analyzer 1
Occupied BW

KEYSIGHT |nput RF Input Z: 50 O Atten: 30 dB Trig: Free Run Center Freq: 2.441000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None
1 Graph

Ref Lvl Offset 2.65 dB
Scale/Div 10.0 dB Ref Value 22.65 dBm

Center 2.441000 GHz

#Video BW 100.00 kHz
#Res BW 30.000 kHz Sweep 3.33 ms (10001 pts)
2 Metrics

Span 3 MHz

Occupied Bandwidth
1.1829 MHz
Transmit Freq Error -22.927 kHz

% of OBW Power 99.00 %
x dB Bandwidth 1.272 MHz xdB -20.00 dB

Total Power 6.84 dBm

== g-) (ﬂ - ? Nov 28, 2022

'
1:57:00 PM 'I: L*I_—I
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OBW NVNT 3-DH1 2480MHz Antl

KEYSIGHT !nput RF Input Z- 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2 480000000 GHz
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) #IF Gain: Low Radio Std: None

Ref Lvl Offset 2.68 dB
Scale/Div 10.0 dB Ref Value 22.68 dBm

Center 2.480000 GHz #Video BW 100.00 kHz Span 3 MHz
#Res BW 30.000 kHz Sweep 3.33 ms (10001 pts)

2 Metrics

Occupied Bandwidth
1.1761 MHz Total Power 5.88 dBm

Transmit Freq Error -26.766 kHz % of OBW Power 99.00 %
x dB Bandwidth 1.266 MHz xdB -20.00 dB

Nov 28, 2022 | ]
== E‘) (‘ - ? 1?;8:57PM ':: E‘E
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5. Band Edge
Condition Mode Frequency (MHz) Antenna Hopping Mode Max Value (dBc) Limit (dBc) Verdict

NVNT 1-DH1 2402 Antl No-Hopping -52.33 -20 Pass
NVNT 1-DH1 2480 Antl No-Hopping -54.22 -20 Pass
NVNT 2-DH1 2402 Antl No-Hopping -51.81 -20 Pass
NVNT 2-DH1 2480 Antl No-Hopping -56.35 -20 Pass
NVNT 3-DH1 2402 Antl No-Hopping -50.64 -20 Pass
NVNT 3-DH1 2480 Antl No-Hopping -55.97 -20 Pass

FCC ID: ZRR-BS954 TB-RF-074-1.0
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Test Graphs

Band Edge NVNT 1-DH1 2402MHz Ant1l No-Hopping Ref

RL

1 Spectrum
Scale/Div 10 dB

-

Center 2.402000 GHz
#Res BW 100 kHz

KEYSIGHT nput RF
Coupling: AC
Align: Auto/No RF  |Freq Ref: Int (S)

Input Z: 50 O
Corr CCorr RCal

#Atten: 30 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Nov 28, 2022
1

Avg Type: Log-Power 2
Avg|Hold: 100/100

4

PNNNNN

Mkr1 2.401 792 GHz
0.96 dBm

Spectrum Analyzer 1
Swept SA

KEYSIGHT Input RF
RL —->—
1 Spectrum

Scale/Div 10 dB

Start 2.30600 GHz
#Res BW 100 kHz

5 Marker Table v

N 1

N 1
N 1
N 1

9 [~

Coupling: AC
Align: Auto/No RF  |Freq Ref: Int (S)

Mode Trace Scale

f

f
f
f

Input Z: 50 O
Corr CCorr RCal

#Atten: 30 dB
Preamp: Off

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y

0.4429 dBm
-38.01 dBm
-55.86 dBm
-51.37 dBm

Function
2401 8 GHz.
2.400 0 GHz.
2.390 0 GHz.
2.377 8 GHz.

9 Nov 28, 2022
1:32:42 PM

Avg Type: Log-Power

M
PNNNNN
Mkr1 2.401 8 GHz
0.44 dBm

Stop 2.40600 GHz
Sweep 9.60 ms (1001 pts)

Function Width Function Value
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Band Edge NVNT 1-DH1 2480MHz Antl No-Hopping Ref

KEYSIGHT |Input RF
RL -
1 Spectrum

Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 100 kHz

Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Input Z- 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power

Sig Track: Off PNNNNN

Ref Lvl Offset 2.68 dB Mkr1 2.479 880 GHz
Ref Level 20.00 dBm -0.20 dBm

Local
#Video BW 300 kHz Span 8.9%vmm

Sweep 1.00 ms (1001 pts)

Nov 28, 2022
1:3

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
RL —-— Coupling: AC

1 Spectrum
Scale/Div 10 dB

1

i

Start 2.47600 GHz
#Res BW 100 kHz

5 Marker Table v

N 1 T

N 1 f
N 1 f
N 1 f

9 [~

Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Mode Trace Scale Y Function Function Width Function Value

Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Sig Track: Off PNNNNN

Ref Lvl Offset 2.68 dB Mkr1 2.480 1 GHz
Ref Level 20.00 dBm 0.22 dBm

#Video BW 300 kHz Stop 2.57600 GHz
Sweep 9.60 ms (1001 pts)

2.480 1 GHz 0.2171 dBm
2483 5 GHz -58.21 dBm
2.500 0 GHz -58.91 dBm
2485 3 GHz -54.42 dBm

9 Nov 28, 2022 | «
1:36:46 PM
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Band Edge NVNT 2-DH1 2402MHz Antl No-Hopping Ref

KEYSIGHT |Input RF
RL > Coupling: AC

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 100 kHz

#Atten: 30 dB
Preamp: Off

Input Z- 50 Q
Corr CCorr RCal

Align: Auto/No RF  |Freq Ref: Int (S)

Nov 28, 2022
1:4

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

PNNNNN

Mkr1 2.401 784 GHz
0.62 dBm

Local
Span 8.9%vmm
Sweep 1.00 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
RL —-— Coupling: AC

1 Spectrum
Scale/Div 10 dB

Start 2.30600 GHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

Input Z: 50 O
Corr CCorr RCal

#Atten: 30 dB
Preamp: Off

Align: Auto/No RF  |Freq Ref: Int (S)

2.401 8 GHz.
24000 GHz
2.390 0 GHz.
2.378 0 GHz

9 Nov 28, 2022 | «

1:42:36 PM

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function
0.6746 dBm

-37.39 dBm

-57.78 dBm

-51.19 dBm

Function Width

PNNNNN

Mkr1 2.401 8 GHz

Stop 2.40600 GHz
Sweep 9.60 ms (1001 pts)

Function Value
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Band Edge NVNT 2-DH1 2480MHz Antl No-Hopping Ref

KEYSIGHT |Input RF
RL -
1 Spectrum

Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 100 kHz

Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Input Z- 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power

Sig Track: Off PNNNNN

Ref Lvl Offset 2.68 dB Mkr1 2.479 784 GHz
Ref Level 20.00 dBm 0.51 dBm

Local
#Video BW 300 kHz Span 8.9%vmm

Sweep 1.00 ms (1001 pts)

Nov 28, 2022
1:4

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
RL —-— Coupling: AC

1 Spectrum
Scale/Div 10 dB

1

A

Start 2.47600 GHz
#Res BW 100 kHz

5 Marker Table v

N 1 T

N 1 f
N 1 f
N 1 f

9 [~

Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Mode Trace Scale Y Function Function Width Function Value

Input Z: 50 Q #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4
Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100

Sig Track: Off PNNNNN

Ref Lvl Offset 2.68 dB Mkr1 2.479 8 GHz
Ref Level 20.00 dBm 0.53 dBm

#Video BW 300 kHz Stop 2.57600 GHz
Sweep 9.60 ms (1001 pts)

2479 8 GHz 0.5290 dBm
2483 5 GHz -58.39 dBm
2.500 0 GHz -57.98 dBm
24952 GHz -55.83 dBm

9 Nov 28, 2022 | «
1:46:38 PM
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Band Edge NVNT 3-DH1 2402MHz Ant1l No-Hopping Ref

KEYSIGHT |Input RF
RL > Coupling: AC

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 100 kHz

#Atten: 30 dB
Preamp: Off

Input Z- 50 Q
Corr CCorr RCal

Align: Auto/No RF  |Freq Ref: Int (S)

Nov 28, 2022
1

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

PNNNNN

Mkr1 2.401 960 GHz
-0.38 dBm

Local
Span 8.9%vmm
Sweep 1.00 ms (1001 pts)

Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
RL —-— Coupling: AC

1 Spectrum
Scale/Div 10 dB

Start 2.30600 GHz

5 Marker Table v

Mode Trace Scale
N 1 f

N 1 f
N 1 f
N 1 f

9 [~

Input Z: 50 O
Corr CCorr RCal

#Atten: 30 dB
Preamp: Off

Align: Auto/No RF  |Freq Ref: Int (S)

2.402 0 GHz
24000 GHz
2.390 0 GHz.
2.378 0 GHz

9 Nov 28, 2022 | «

1:54:56 PM

PNO: Fast
Gate: Off

IF Gain: Low
Sig Track: Off

Avg Type: Log-Power 234
Avg|Hold: 100/100
Trig: Free Run

Ref Lvl Offset 2.67 dB
Ref Level 20.00 dBm

#Video BW 300 kHz

Y Function
0.5468 dBm

-37.02 dBm

-57.94 dBm

-51.02 dBm

Function Width

PNNNNN

Mkr1 2.402 0 GHz
0.55 dBm

Stop 2.40600 GHz
Sweep 9.60 ms (1001 pts)

Function Value
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Band Edge NVNT 3-DH1 2480MHz Antl No-Hopping Ref

KEYSIGHT !nput RF Input Z- 50 Q #Atten: 30 dB PNO: Best Wide  Avg Type: Log-Power
RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 2.68 dB Mkr1 2.479 784 GHz
Scale/Div 10 dB

Ref Level 20.00 dBm 0.53 dBm

Local
Center 2.480000 GHz #Video BW 300 kHz Span 8.9%vmm
#Res BW 100 kHz Sweep 1.00 ms (1001 pts)

Nov 28, 2022 . ,
1:59:22 PM AC coupled: Accy unspec'd < 10MHz

Band Edge NVNT 3-DH1 2480MHz Ant1l No-Hopping Emission

Spectrum Analyzer 1
Swept SA

KEYS|GHT Input: RF Input Z: 50 O #Atten: 30 dB PNO: Fast Avg Type: Log-Power 2 4

RL Coupling: AC Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 100/100
Align: Auto/No RF  |Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Scale/Div 10 dB

1

Ref Lvl Offset 2.68 dB Mkr1 2.479 8 GHz
Ref Level 20.00 dBm 0.30 dBm

Start 2.47600 GHz #Video BW 300 kHz Stop 2.57600 GHz

Sweep 9.60 ms (1001 pts)
5 Marker Table v

Mode Trace Scale Y
N 1 f 24798 GHz 0.3034 dBm
N 1 f 2.483 5 GHz -58.58 dBm
N 1 f 2.500 0 GHz. -57.68 dBm
N 1 f 24915 GHz -55.44 dBm

Function Function Width Function Value

Nov 28, 2022 | «
E‘) (‘ - 9 1(?;9:25 PM

FCC ID: ZRR-BS954 TB-RF-074-1.0



Shenzhen Toby Technology Co., Ltd.

Report No.: TBR-C-202211-0129-1

Page:

34 of 69

6. Band Edge(Hopping)

Condition Mode Frequency (MHz) Antenna Hopping Mode Max Value (dBc) Limit (dBc) Verdict
NVNT 1-DH1 2402 Antl Hopping -49.59 -20 Pass
NVNT 1-DH1 2480 Antl Hopping -45.08 -20 Pass
NVNT 2-DH1 2402 Antl Hopping -49.41 -20 Pass
NVNT 2-DH1 2480 Antl Hopping -45.96 -20 Pass
NVNT 3-DH1 2402 Antl Hopping -50.03 -20 Pass
NVNT 3-DH1 2480 Antl Hopping -45.39 -20 Pass
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