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Test channel:  Highest Level:  Peak  

 
Frequency  

(MHz) 

Read 
Level 

(dBuV) 

Antenna 
Factor 
(dB/m) 

Cable 
Loss (dB)

Preamp 
Factor 
(dB) 

Level 
(dBuV/m) 

Limit Line 
(dBuV/m) 

Over 
Limit 
(dB) 

Polarization 

4960.00  48.06  31.93  5.47  23.93  61.53  74.00  -12.47  Vertical 
7440.00  44.87  36.59  6.95  26.95  61.46  74.00  -12.54  Vertical 
9920.00  38.57  38.81  9.07  25.22  61.23  74.00  -12.77  Vertical 
4960.00  49.33  31.93  5.47  23.93  62.80  74.00  -11.20  Horizontal 
7440.00  45.17  36.59  6.95  26.95  61.76  74.00  -12.24  Horizontal 
9920.00  40.18  38.81  9.07  25.22  62.84  74.00  -11.16  Horizontal 

 
Test channel:  Highest  Level:  Average  

 
Frequency  

(MHz) 

Read 
Level 

(dBuV) 

Antenna 
Factor 
(dB/m) 

Cable 
Loss (dB)

Preamp 
Factor 
(dB) 

Level 
(dBuV/m) 

Limit Line 
(dBuV/m) 

Over 
Limit 
(dB) 

Polarization 

4960.00  30.08  31.93  5.47  23.93  43.55  54.00  -10.45  Vertical 
7440.00  24.98  36.59  6.95  26.95  41.57  54.00  -12.43  Vertical 
9920.00  19.45  38.81  9.07  25.22  42.11  54.00  -11.89  Vertical 
4960.00  29.13  31.93  5.47  23.93  42.60  54.00  -11.40  Horizontal 
7440.00  25.68  36.59  6.95  26.95  42.27  54.00  -11.73  Horizontal 
9920.00  19.87  38.81  9.07  25.22  42.53  54.00  -11.47  Horizontal 

 
Remark: 
1. Final  Level =Receiver Read level + Antenna Factor + Cable Loss – Preamplifier Factor  
2. “*”, means average level is not recorded when its peak level is less than average limit. 
3. The emission levels of other frequencies are very lower than the limit and not show in test report. 

 




