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Model Number and Ratings (see product spec. for details )
Uperating Voltage  120VALC to 230VAC

Total Gang MAXLOAD

CG/0OM=-S1-US 10A
CG/0OM=-S2-US 10A
CG/00M=S4-US [0A
CG/0OM-FL-US 10A
CG/0OM-TOMD/ THAN=US 10A

Before qgetting started

WARNING! It must ke installed by a qualified electricion in accordance to all applicable regulations and building codes.
Improper wiring can result in personal injury or damage to control units or other equipment. Always turn off circuit breaker
or remove main fuse from power line kefore doing any work. To avoid overheating and possible damage to equipment,

WARNING! Do not operate when any lamps removed or burned out; replace any burned out lamps immediately; use only
transformers that incorporate thermal protection or fused primary windings. | This product is designed for residential and
commercial use, for indoor use only.

WARNING! Install in accordance To all national and local electrical codes.
IMPORTANT! CityGrow®is not liable for any damage incurred with the misuse of the product.

IMPORTANT! Pre-setup can only ke done by a professional technicion or manufocturer agent.

Disclaimers and Copyright

Nothing contained in this publication is To be construed as aranting any right, by Iimplication or otherwise, for the manufacture,
sale, or use in connection with any method, apparatus, or product covered by letters patent, or as insuring anyone aqainst
liability for infringement of letters patent.

Efforts have been made To ensure the accuracy and relicbility of the data contained in this publication; however, CityGrow
Fnerqy Systems Limited, mokes no representation, warranty, or guarantee in connection with this publication and hereby
expressly disclaims any lickility or responsibility for loss or damage resulting from its use or from the use of any product or
methodology descriked herein; for any violation of any federal, state, or municipal regulation with which this publication may
conflict; or for the infringement of any patent from the use of this publication. Nothing contained in this publication should ke
viewed as an endorsement by CityGrow Enerqgy Systems Limited of any particular manufacturer’s products.
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NOTE: This equipment has been tested and found to comply with the limits for
a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are
designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio
frequency energy and, if not installed and used in accordance with the
instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or
television reception, which can be determined by turning the equipment off and
on, the user is encouraged to try to correct the interference by one or more of
the following measures:

- Reorient or relocate the receiving antenna.

- Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to which
the receiver is connected.

-Consult the dealer or an experienced radio/TV technician for help.

Changes or modifications not expressly approved by the party responsible for
compliance could void the user's authority to operate the equipment.

This device complies with Part 15 of the FCC Rules. Operation is subject to the
following two conditions:

(1) this device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause

undesired operation.

RF Exposure Warning Statements:
This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment shall be installed and operated with

minimum distance 20cm between the radiator & body.

This device contains licence-exempt transmitter(s)/receiver(s) that comply
with Innovation, Science and Economic Development Canada’s
licence-exempt RSS(s). Operation is subject to the following two conditions:
(1) This device may not cause interference.

(2) This device must accept any interference, including interference that may
cause undesired operation of the device.



L’émetteur/récepteur exempt de licence contenu dans le présent appareil est
conforme aux CNR d’Innovation, Sciences et Développement économique
Canada applicables aux appareils radio exempts de licence. L’exploitation est
autorisée aux deux conditions suivantes :

(1) L' appareil ne doit pas produire de brouillage;

(2) L' appareil doit accepter tout brouillage radioélectrique subi, méme si le
brouillage est susceptible d' en compromettre le fonctionnement.

ISED Radio Frequency Exposure Statement:

This equipment complies with ISED exposure limits set forth for an
uncontrolled environment. This equipment shall be installed and operated with
minimum distance 20cm between the radiator & body.

Déclaration d'ISDE sur l'exposition aux radiofréquences :

Cet équipement est conforme aux limites d'exposition d'ISDE établies pour un
environnement non contrélé. Cet équipement doit étre installé et utilisé a une
distance minimale de 20 cm entre le radiateur et le corps.
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